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Patented Apr. 21, 1925. 
UNITED STATES 

1,534,563 
PATENT OFFICE. 

WILLIAM BARKER, JR., OF TROY, NEW YORK, ASSIGNOR cu LIoN CoILARs & SHIRTS, 
INC., A CORPORATION OF NEW YORK 

For D COLLAR. 
Application filed February 2, 1922. Serial No. 533,874. 

To all achom it may concern: - 
Be it known that I, WILLIAM BARKER, Jr., 

a citizen of the United States, residing at 
Troy, in the county of Rensselaer and State 

6 of New York, have invented new and use 
ful Improvements in Fold Collars, of which 
the following is a specification. 

Reference may be had to the accompany- p 
ing drawings, and the reference characters 

10 marked thereon, which form a part of this 
specification. Similar characters refer to 
similar parts in the goveral figures therein. 
The principal objects of the invention are 

to facilitate the manufacture of, and render 
is more desirable for use, fold-collars, the top 

and band of which are each formed prin 
cipally of an integral piece of fabric. 
Other objects will appear in connection . 

with the following description. A 
20 Fig. 1 of the drawings is a front view n 

perspective showing a fold-collar made in 
accordance with my invention, one corner, 
of the top of the collar being turned back 
to expose the inner side thereof. 25 Fig. 2 is a plan view of the top portion 
of the collar cut from a piece of suitable 
fabric and having the cut edges finished by 
covering the same with an ordinary stitched 
tape binding. n 

30 Fig. 3 is a similar view of the band por 
tion of the collar cut from a piece of suit 
able fabric and having its bottom cut edge 
finished by covering the same with an or 
dinary stitched tape binding. 

as Fig. 4 is a cross section of the top ply or 
member taken on the broken line 4-4 in 
Fig. 2. t Fig. 5 is a similar cross section taken 
through the band ply or member on the 

40 broken line 5-5 in Fig. 3. Fig. 6 is a view, similar to Fig. 4 show ing the otter finished edge portion of the 
top ply in turned upon and secured by two 
lines of stitching to the body thereof. 

5. Fig. 7 is a view similar to Fig. 5 showin 
the outer finished edge portion of the ban 
ply inturned upon and secured by two lines 
of stitching to the body thereof, and the 
unfinished edge portion of said band ply 

so simply in turned upon the body portion 
thereof. 

... Fig. 8 is a view in cross section similar to those above: referred to illustrating the man 
ner in which the band-ply shown in Fig. 7, 

55 and the top-ply shown in Fig. 6, are assem 

bled and run together with the inner side 
of the band-ply adjacent to the outer side 
of the top-ply. Fig. 9 is a similar view showing the band 
ply folded upon itself and secured to the 
top-ply by two roys of stitching on oppo 
f sides of the infolded edge of the band 
y. 
Fig. 10, is a similar cross-sectional view showing the band-ply and the welt formed 

in part by the infolded edge of the band 
ply folded over upon the inner side of the 
top-ply, as in use. Fig. 11 is a plan view of the completed 
collar opened out to show the outer side of 
the band and the inner side of the top of 
the collar. - 

Fig. 12 is a vertical cross-section of the 
same taken on the broken line 12-12 in 
Fig. 11. . . 

Fig. 13 is a horizontal cross-section of the same taken on the broken line 13-13 
in Fig. 11. The cross sectional figures are drawn on 
a larger scale than the other figures and are 
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more or less exaggerated and diagrammatic. 
Referring to the drawings wherein the in 

vention is shown in preferred form, 1 is a 
band-ply or member, and 2 is a top-ply or - 85 member. 
Each of these plies or members is formed 

of an integral piece of fabric preferably of 
such thickness or body that additional plies 
for either the band or the top of the collar. 
are unnecessary to obtain the proper form 
and set of the collar in use. 

Each of the plies, 2 and 1, is cut from a 
web of fabric in the usual manner in the 
general form adapted for the respective top 
or band to be made there from. 

After the plies have been this cut togen 
eral form I finish preferably all of the cut. 
edges of the top-ply, 2, by means of an ordi 
nary tape binding, 3, secured thereover by 
stitching, 4; and in like Inanner I finish the 
bottom edge of the band-ply, 1, by means of 
similar tape binding, 5, secured thereover by 
stitching, 6. 

After the top-ply has been thus finished 
along the edges just referred to, said finished 
edges are infolded at the top and ends upon 
the body of said ply along the broken line, 
7. (Fig.2) as shown in Fig. 6. In like man 
ner the edge portion of the band-ply, 1, in 
cluding its finished bottom edge, is inturned 
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upon the body of said ply along the broken 
line, S (Fig. 3) as shown in Fig. 7. 
The respective edges of the top-ply and 

band-ply may be thus inturned in any known 
manner; but they are preferably so inturned 
by the use of turning or folding machines as 
is well understood in the art. 
The inturned finished edges of the top-ply are preferably secured to the body of said 

E. by two rows of stitching, 9 and 10; and 
the inturned finished edge of the band-ply 
is in like manner preferably secured to the 
body of said ply by two rows of stitching, 11 and 12. 
For certain purposes of the invention the inturning of the finished edges may be omit 

ted and the cut edges of the respective top 
and bad plies may be finished or covered in 
any known manner to present a neat appear ance in use. 

In attaching the top-ply to the band-ply, 
i run the plies together by a seam, 13, with 
the inner side of the band-ply adjacent to 
the outer side of the top-ply as shown in Fig. 
8; and for this purpose I unfold to its nor 
mal position, as indicated by dotted lines 
in Fig. 7, the inturned upper edge por tion, 1, of the band-ply. 

In thus, assembling and running togethel' 
the top-ply and band-ply the upper unfin 
ished edge of the band-ply extends parallel 
with and a short distance within or on the 
lower side of the upper edge of the top-ply, 
2, as shown in Fig. 8. - 
After the top-ply and band-ply have been 

thus run together, the band-ply, 1, is folded 
upon itself along the run seam, 13, and is 
secured to the top ply, 2, by two rows of 
stitching, 14 and 15. on opposite sides of the 
edge of the infolded portion 1 of the band 
ply as shown in Fig.9, thereby covering or finishing said edge. 
The row, 15, of stitching may be omitted 

if desired; but whether it be employed or 
not, the cut edge of the inturned edge-por 
tion, i. of the band-ply, 1, is confined and 
concealed between the stitching, 14, and the 
rul sealin, 13. 
As shown in Figs. 2, 3, and 11, the band 

ply or member is longer than the top-ply or 
meinber shereby in the finished collar the 
ends of the band project beyond the ends 
of the top and are adapted to overlap one 
another when the collar is worn. (See Figs. j and 11.) 
These end portions of the band are pro 

vided with buttonholes, 16, in the usual nail 
ner and the collar is preferably also pro 
vided with a back buttonhole, 17, in the usual imanner. 
The end portions of the band may be fin 

ished in any known manner. 
I prefer to finish these end portions by ap 

plying thereto facings, 18, covering the in 
turned edge portions of the ends of the band 
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ply and the neighboring corner portions of 
the top-ply as shown in Figs. 11, 12 and 13, 
which facings constitute the only portions 
of the band-ply which are exposed to view in 
use as will be seen from an inspection of 
Fig. 1, it being understood that the turned 
back corner portion of the top-ply on the 
right hand side of said figure is normally 
in a position indicated by the dotted lines, being symmetrically disposed with relation 
to the corner portion of the top-ply on the 
left hand side of said figure. 
These facings have their edges inturned 

and may be attached to the end portions of 
the band at the same time as, and by continu 
ation of the stitching, 15, and the stitching, 
12, above referred to. 
The inner ends of these facings may be 

further secured to the band by continuations 
of the stitching, 14, if desired as shown in Fig. 11. 
The manner above described in which the 

inner edges of the band and the top are con 
nected together forms a welt on the outer 
side of the band-ply extending along the 
fold line of the collar, which welt is formed 
by the inturned portion of the inner edge of 
the top and folded portions of the inner 
edge of the band stitched together. 
By making the collar in the manner above 

described I am able to produce a collar 
which is pleasing in appearance as to finish, 
form and set, which can be readily made by 
the use of the machinery found in the usual 
collar factory and which can be formed of 
parts cut with but little waste from webs of ordinary fabrics. 
While unnecessary for the carrying out of 

my invention, an additional ply or pies may 
if desired be added to the plies above de 
scribed in making either the top or the band of the collar. 
What claim as new and desire to secure 

by Letters Patent is: 
1. That in provement in the art of mak 

ing fold-collars which consists in cutting a 
top-ply and a band-ply in forms adapted 
for the respective top and band to be made 
therefrom, running said plies together along 
their inner edges with the inner side of the 
hand-ply adjacent to the outer side of the 
top-ply, folding the band-ply over its own 
inner edge, and stitching the folded-over 
portion of the band-ply to the topply along 
the inner edge of the latter on the opposite 
side of the inner edge of the band-ply from said first stitching. 

2. That improvement in the art of making 
fold-collars which consists in cutting a top 
ply and a band-ply in forms adapted for 
the respective top and band to be made 
therefrom, finishing the inner cut edge of 
the top-ply by stitching a tape-binding thereover, running said plies together along 
their inner edores with the inner side of the 
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band-ply adjacent to the outer side of the 
top-piy, folding the band-ply over its own 
inner edge, and stitching the folded-over 
portion of the band-ply to the top-ply along 
the inner edge of the latter on the opposite 
side of the inner edge of the band-ply from 
said first stitching. 

3. That improvement in the art of making 
fold-collars which consists in cutting a top 
ply and a band-ply in forms adapted for 
tie respective top and band to be made 
there from, stitching said plies together 
along their inner edges with the inner side 
(of the band-ply adjacent to the outer side 

5 of the top-ply, folding the band-ply over its 
own inner edge, stitching the folded-over 
frtion of the band-ply to the top-ply along 

the inner edge of the latter on the opposite 
site of the inner edge of the band-ply from 

20 still first stitching, and stitching a facing 
(ver the exposed end-portions of the band 
inti the neighboring corner-portions of the 
{}}. 

i. That in provement in the art of making 
f li. 'ollars which consists in cutting a top 
y in a band-ply in forms adapted for 

fire respective top and band to be made 
refroi, finishing the outer cat edges of 

s: it ii's, running said plies together along 
t! inter edges with the inner side of the 
{ai}{{-1}ly idia (eit to the Otter side of the 
of ly, folding the band-ply over its own 

inner edge, stitching the folded-over por 
tion of the band-ply to the top-ply along 
the inner edge 6f the latter on the opposite 
side of the inner edge of the band-ply from 
said first stitching, and stitching a facing 
over the exposed end-portions of the band 
and the neighboring corner-portions of the 
top. 

5. That improvement in the art of making 
fold-collars which consists in cutting a E. 
ply and a band-ply in forms adapted for the 
respective top and band to be made there 
from, running sail plies together along their 
inner edges with the inner side of the band 
ply adjacent to the outer side of the top-ply, 
folding the band-ply over its own inner 
edge, and sewing the folded-over portion of 
the band-ply to the EY by two rows of 
stitching on E. sides Y edge of the band-ply, 

6. A fold-collar having a band-ply and a 
top-ply, the top-ply having an inner edge. 
Retis lapping the band-ply, the sy having its inner edge-portion inturned be. 
tween the top-ply and the body of the band 
ply, said plies being secured together by two 
rows of stitching on opposite sides of the 
edge of the inturned edge-portion of the 
band-ply, 

In festimony whereof, I have here into set 
my hand this Sth lay of January, 1922. 

WII, II AM 13.A IRKER, JR. 

the inturned 
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