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(57) ABSTRACT 

An AEC unit of an electronic cassette sets a dose target value 
and a short-circuited pixel used for AEC based on a radio 
graphing condition. When a control unit of the electronic 
cassette detects start of irradiation of X rays, the AEC unit 
starts integration of a cumulative dose of X rays which are 
incident to a target region based on a dose detection signal 
output by the short-circuited pixel. The AEC unit predicts a 
stop timing at the time point t1, waits until the time point t2 
which is a predetermined time earlier than a scheduled stop 
time, and sends a stop timing notification to an X-ray genera 
tion device at the time point t2. When the stop timing notifi 
cation is received, a X-ray Source control device immediately 
inputs an irradiation stop command so as to stop an operation 
of an X-ray source. 
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RADIOGRAPHIC DEVICE, RADIOGRAPHIC 
SYSTEM, CONTROL METHOD AND 

RECORDING MEDIUM FOR 
RADIOGRAPHC DEVICE 

0001. This application is a Continuation of copending 
application Ser. No. 13/692,542, filed on Dec. 3, 2012, which 
claims priority under 35 U.S.C. S 119(a) to Application No. 
2011-269 123 and 2012-201555, filed in Japan on Dec. 8, 
2011 and Sep. 13, 2012, respectively, all of which are hereby 
expressly incorporated by reference into the present applica 
tion. 

BACKGROUND OF THE INVENTION 

0002 1. Field of the Invention 
0003. The present invention relates to a radiographic 
device which radiographs a radiological image from radiation 
transferred through a subject, a radiographic system using the 
radiographic device, and a control method and a recording 
medium for the radiographic device. 
0004 2. Description of the Related Art 
0005. In a medical field, an X-ray radiographing system 
using radiation, for example, X rays, is known. The X-ray 
radiographing system includes an X-ray generation device 
which has an X-ray source generating X rays, and an X-ray 
radiographing device which receives irradiation of X rays 
generated by the X-ray Source and transferred through a Sub 
ject and radiographs an X-ray image indicating image infor 
mation of the subject. 
0006. The X-ray radiographing device includes an X-ray 
image detection device and a console. An X-ray image detec 
tion device which uses a flat panel detector (FPD) instead of 
an X-ray film or an imaging plate (IP) in the related art is put 
into practical use. The FPD is one in which pixels accumu 
lating signal charges corresponding to a dose of X rays which 
are incident are arranged in a matrix, and converts the signal 
charge accumulated in each pixel into a Voltage signal using 
a signal processing circuit so as to detect an X-ray image 
indicating image information of a Subject, and outputs the 
X-ray image as digital image data. The console performs 
various settings for the X-ray image detection device, and 
performs image processes on the image data output by the 
X-ray image detection device. 
0007 As disclosed in JP2008-086358A, in an X-ray 
radiographing system, in order to Suppress an exposure dose 
of a subject and obtain an X-ray image with appropriate 
image quality, automatic exposure control (AEC) for control 
ling exposure of an X-ray image is performed. The AEC is to 
control an irradiation amount of X rays emitted by an X-ray 
Source Such that a cumulative value of doses (cumulative 
dose) of X rays which are applied from the X-ray source, are 
transferred through a subject, and arrive at the X-ray image 
detection device, becomes a target dose (dose target value). 
0008. The cumulative dose of X rays is defined by a tube 
current-time product (mAS value) of an irradiation time (S: 
seconds) of X rays, and a tube current (mA) regulating a dose 
of X rays per unit time applied by the X-ray source. As a 
radiographing condition Such as an irradiation time or a tube 
current, there are general recommended values depending on 
a radiographed part (a chest, a head, or the like), the sex, the 
age, and the like of a subject; however, the transfer of X rays 
is changed depending on individual differences such as a 
Subjects constitution, and thus a dose of X rays arriving at the 
X-ray image detection device varies depending on Subjects 
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even if an irradiation amount from the X-ray source is the 
same. For this reason, the AEC is performed in order to obtain 
a dose target value without depending on individual differ 
ences such as a Subjects constitution. In addition, the AEC is 
performed, and thereby a subject can be prevented from being 
exposed to excessive X rays. 
0009. In the X-ray radiographing system disclosed in 
JP2008-086358A, a dose detection sensor which detects a 
dose of X rays arriving at the X-ray image detection device is 
provided, and the AEC is performed based on a dose detected 
by the dose detecting sensor.JP2008-086358A discloses two 
AEC methods. 

0010. The first method is a method in which irradiation of 
X rays in one radiographing is performed so as to be divided 
into two irradiations of a pre-irradiation and a main irradia 
tion, a dose of X rays per unit time arriving at the X-ray image 
detection device is measured by the dose detection sensor in 
the pre-irradiation, a dose of X rays to be applied in the main 
irradiation is determined based on the measured value, and X 
rays are applied at the determined dose. In the main irradia 
tion, since a dose is determined in advance, the X-ray gen 
eration device starts irradiation at a tube current and an irra 
diation time set in advance, measures the irradiation time 
using a timer, and stops the irradiationata time point reaching 
a set irradiation time. 

0011. The second method is a method in which a cumula 
tive dose is measured in real time by the dose detection sensor 
during irradiation of X rays, whether or not the cumulative 
dose reaches a dose target value is determined, and irradiation 
from the X-ray source stops at a time point when the cumu 
lative dose reaches the dose target value. In the second 
method, the X-ray generating device transmits a stop signal 
for stopping irradiation of X rays at a time point when a 
cumulative dose of X rays arriving at the X-ray image detec 
tion device reaches a dose target value. When the stop signal 
is received, the X-ray generation device stops the irradiation 
of X rays. 
0012. According to the first method, since, by performing 
the pre-irradiation, a dose per unit time corresponding to a 
Subject's constitution is measured and a dose in the main 
irradiation is determined based on the measured value, an 
appropriate dose corresponding to the Subjects constitution 
can be applied in the main irradiation. According to the sec 
ond method, since a cumulative dose is measured in real time 
during the main irradiation, and irradiation of X rays stops at 
a time point when the cumulative dose reaches a dose target 
value, an appropriate dose corresponding to the Subjects 
constitution can be applied in the main irradiation. In addi 
tion, in a case of the second method, a cumulative dose is 
measured in real time during the irradiation of X rays, and 
thus the pre-irradiation may be unnecessary. 

SUMMARY OF THE INVENTION 

0013 The first method has a problem in that the pre 
irradiation is necessary and thus a Subject undergoes an 
unnecessary exposure accordingly. On the other hand, in the 
second method, the pre-irradiation is not performed, and thus 
there is no concern that a subject undergoes an unnecessary 
exposure due to the pre-irradiation. 
0014. However, in the second method, since AEC is per 
formed during irradiation of X rays, in a case where the AEC 
process is delayed, a cumulative dose exceeds a dose target 
value and thus an excessive dose is generated. Therefore, 
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there is a problem in that image quality of an X-ray image 
deteriorates or a Subject undergoes an unnecessary exposure 
due to the excessive dose. 
0015. In other words, in the second method, the X-ray 
radiographing device performs a series of processes regard 
ing AEC of measuring a cumulative dose during the irradia 
tion of X rays, determining whether or not the cumulative 
dose reaches a dose target value, and transmitting a stop 
signal to the X-ray generation device at a time point when the 
cumulative dose reaches the dose target value. If the AEC 
processes are delayed, the timing for stopping the irradiation 
of X rays in the X-ray generation device also becomes late. 
Since the irradiation of X rays is continued until the irradia 
tion of X rays stops after the cumulative dose reaches the dose 
target value, a dose of X rays applied during that time entirely 
becomes an excessive dose exceeding the dose target value. 
The later the timing for stopping the irradiation, the larger the 
excessive dose, and thus great influence is exerted on dete 
rioration in image quality of an X-ray image or an exposure 
dose of a Subject. 
0016. In a series of processes of the AEC, the greatest 
concern is a time lag in the transmission process of a stop 
signal. As causes of the time lag of communication, there is 
reduction in a communication rate or communication failure 
Such as instantaneous interruption of a communication path. 
Particularly, in a case where a communication path of a stop 
signal from the X-ray radiographing device to the X-ray 
generation device is entirely or partially wireless, there is a 
frequent occurrence of a situation in which a communication 
rate is reduced or the communication path is instantaneously 
interrupted due to an electric wave state. In addition, when a 
wired manner is compared with a wireless manner, an occur 
rence frequency or an extent of communication failure is low, 
and communication quality is relatively stable. However, 
even in the wired manner, in a case where a relay device Such 
as a switching hub or a routeris interposed in the middle of the 
communication path, there is concern that, when a process 
load on the relay device is large, a communication rate is 
reduced, or when the relay device is frozen, the communica 
tion path is instantaneously interrupted. 
0017. Since an irradiation time in X-ray radiographing is 
very short, for example, about 60 ms in chest radiographing, 
a process time for the AEC is also very short, and, accuracy of 
the millisecond unit is obtained in the AEC. For this reason, 
influence of a delay of the AEC process caused by a time lag 
of communication is difficult to disregard, and there is a 
demand for countermeasures. JP2008-086358A discloses 
neither a problem that the timing for stopping irradiation of X 
rays is late due to a delay of an AEC process nor a solution 
thereto. 

0018. The present invention has been made in view of the 
above-mentioned problems and an object of the present 
invention is to provide a radiographic device, a radiographic 
system, and a control method and a recording medium for the 
radiographic device, capable of reducing an excessive dose 
caused by a delay of timing for stopping irradiation of radia 
tion in a case of performing AEC of measuring a dose during 
irradiation of radiation and stopping the irradiation of radia 
tion. 
0019. According to an embodiment of the present inven 

tion, there is provided a radiographic device which is con 
nected to a radiation generation device irradiating a subject 
with radiation in order to allow communication therebetween 
and receives the radiation transferred through the subject so 
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as to radiograph a radiological image of the Subject, including 
an image detection unit that has an imaging region where a 
plurality of pixels accumulating signal charges correspond 
ing to a dose of the radiation are arranged and detects the 
radiological image; a dose detection unit that detects an 
arrival dose of the radiation arriving at the imaging region; a 
stop timing prediction unit that predicts a stop timing for 
stopping irradiation of the radiation in the radiation genera 
tion device based on the arrival dose detected by the dose 
detection unit and a preset dose target value; and a commu 
nication unit that sends a stop timing notification for notifying 
the stop timing to the radiation generation device before the 
stop timing arrives. 
0020. The communication unit preferably sends the stop 
timing notification a predetermined time before the stop tim 
ing, the predetermined time being set in consideration of a 
time lag of communication with the radiation generation 
device. 
0021. The time lag of the communication is preferably an 
average time lag according to a communication path with the 
radiation generation device. 
0022. The stop timing notification preferably includes a 
scheduled stop time when a cumulative dose which is a cumu 
lative value of the arrival dose is predicted to reach the dose 
target value. 
0023 The stop timing notification preferably includes a 
remaining time from a reference time point to a time point 
when the cumulative dose is predicted to reach the dose target 
value. 
0024. The stop timing notification preferably includes a 
sending time when the communication unit sends the stop 
timing notification, or an arrival time in the radiation genera 
tion device, set in consideration of a time lag of the commu 
nication, in addition to the remaining time. 
0025. The communication unit preferably sends the plu 
rality of stop timing notifications until the stop timing arrives. 
0026. The dose detection unit preferably continuously 
detects a dose until a cumulative dose which is a cumulative 
value of the arrival dose reaches the dose target value. 
0027. The communication unit preferably sends the plu 
rality of stop timing notifications until the cumulative dose 
reaches the dose target value. 
0028. The stop timing prediction unit preferably performs 
prediction again when the stop timing notification is sent. 
0029. The radiographic device preferably further includes 
a clock circuit that clocks the current time; and a synchroni 
Zation unit that synchronizes the clock circuit with a clock 
circuit of the radiation generation device. 
0030 The communication unit preferably corrects the pre 
determined time set in consideration of a time lag of the 
communication based on the kind of the radiation generation 
device and a radiographing condition for driving the radiation 
generation device. 
0031. The communication unit and the radiation genera 
tion device are preferably directly connected to each other 
without interposing a relay device in a communication path 
therebetween. 
0032. A communication path between the communication 
unit and the radiation generation device may be entirely or 
partially wireless. 
0033. The communication unit may be a wireless commu 
nication unit. In this case, preferably, the wireless communi 
cation unit can send the stop timing notification using a plu 
rality of wireless channels. 
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0034. The stop timing prediction unit preferably corrects 
the predetermined time set in consideration of a time lag of 
the communication based on a time from when the commu 
nication unit sends a signal to the radiation generation device 
until the communication unit receives a response to the signal. 
0035. The stop timing notification preferably includes an 
error flag which is given by a communication device, includ 
ing the communication unit, present in a communication path 
between the communication unit and the radiation generation 
device. 
0036. The radiographic device preferably further includes 
again setting unit that sets again when the radiological image 
is read from the image detection unit based on the arrival dose 
detected by the dose detection unit. 
0037. The dose detection unit is preferably provided in the 
imaging region of the image detection unit. 
0038 According to another embodiment of the present 
invention, there is provided a radiographic system including a 
radiation generation device that irradiates a Subject with 
radiation; and a radiographic device that is connected to the 
radiation generation device in order to allow communication 
therebetween and receives the radiation transferred through 
the Subject so as to radiograph a radiological image of the 
Subject. The radiographic device includes an image detection 
unit that includes an imaging region where a plurality of 
pixels accumulating signal charges corresponding to a dose of 
the radiation are arranged and detects the radiological image: 
a dose detection unit that detects an arrival dose of the radia 
tion arriving at the imaging region; a stop timing prediction 
unit that predicts a stop timing for stopping irradiation of the 
radiation in the radiation generation device based on the 
arrival dose detected by the dose detection unit and a preset 
dose target value; and a communication unit that sends a stop 
timing notification for notifying the radiation generation 
device of the stop timing to the radiation generation device 
before the stop timing arrives. The radiation generation 
device includes a radiation source that applies the radiation; 
and a radiation source control unit that controls the radiation 
Source. The radiation source control unit includes a commu 
nication unit that receives the stop timing notification; and a 
control unit that stops irradiation by the radiation Source 
based on the stop timing notification. 
0039 Preferably, the stop timing notification includes a 
scheduled stop time when a cumulative dose which is a cumu 
lative value of the arrival dose is predicted to reach the dose 
target value, and the control unit stops the irradiation by the 
radiation source based on arrival of the scheduled stop time. 
0040 Preferably, the stop timing notification includes a 
remaining time from a reference time point to a time point 
when the cumulative dose is predicted to reach the dose target 
value, and the control unit stops the irradiation by the radia 
tion Source based on the remaining time having elapsed. 
0041. The communication unit preferably sends the plu 

rality of stop timing notifications until the stop timing arrives. 
In addition, in a case where a plurality of stop timing notifi 
cations are sent, the control unit preferably stops the irradia 
tion by the radiation source based on the latest stop timing 
notification of the plurality of stop timing notifications which 
have been received. 
0042. According to still another embodiment of the 
present invention, there is provided a control method for a 
radiographic device which is connected to a radiation genera 
tion device irradiating a subject with radiation in order to 
allow communication therebetween and includes an image 
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detection unit provided with an imaging region where a plu 
rality of pixels accumulating signal charges corresponding to 
a dose of the radiation are arranged and receiving the radia 
tion transferred through the Subject so as to detect a radio 
logical image of the Subject, including a dose detection step of 
detecting an arrival dose of the radiation arriving at the imag 
ing region; a stop timing prediction step of predicting a stop 
timing for stopping irradiation of the radiation in the radiation 
generation device based on the detected arrival dose and a 
preset dose target value; and a communication step of sending 
a stop timing notification for notifying the radiation genera 
tion device of the stop timing to the radiation generation 
device before the stop timing arrives. 
0043. According to still another embodiment of the 
present invention, there is provided a non-transitory computer 
readable recording medium recording thereon a control pro 
gram for a radiographic device which is connected to a radia 
tion generation device irradiating a subject with radiation in 
order to allow communication therebetween and includes an 
image detection unit provided with an imaging region where 
a plurality of pixels accumulating signal charges correspond 
ing to a dose of the radiation are arranged and receiving the 
radiation transferred through the Subject so as to detect a 
radiological image of the Subject, the control program caus 
ing a computer to function as a dose detection unit that detects 
an arrival dose of the radiation arriving at the imaging region; 
a stop timing prediction unit that predicts a stop timing for 
stopping irradiation of the radiation in the radiation genera 
tion device based on the arrival dose detected by the dose 
detection unit and a preset dose target value; and a commu 
nication unit that sends a stop timing notification for notifying 
the radiation generation device of the stop timing to the radia 
tion generation device before the stop timing arrives. 
0044 According to the present invention, since a stop 
timing notification is sent to the radiation generation device 
before a stop timing arrives, even in a case where an AEC 
process delay occurs such as a delay of communication 
between the radiographic device and the radiation generation 
device, irradiation of radiation can stop around the stop tim 
ing, and thus an excessive dose caused by a delay of timing for 
stopping the irradiation of radiation can be reduced. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0045 FIG. 1 is a diagram illustrating a schematic configu 
ration of an X-ray radiographing system. 
0046 FIG. 2 is a block diagram illustrating a configuration 
of each device forming the X-ray radiographing system. 
0047 FIG. 3 is a perspective view illustrating an exterior 
of an electronic cassette. 
0048 FIG. 4 is a block diagram illustrating a configuration 
of an FPD. 
0049 FIG. 5 is a diagram illustrating an arrangement state 
of short-circuited pixels. 
0050 FIG. 6 is a diagram illustrating a selection state of 
short-circuited pixels used for AEC or the like. 
0051 FIG. 7 is a block diagram illustrating a configuration 
of an exposure control unit. 
0.052 FIG. 8 is a flowchart illustrating procedures of an 
AEC process. 
0053 FIG. 9 is a diagram illustrating a data format of a 
stop timing notification according to a first embodiment. 
0054 FIG. 10 is a flowchart illustrating an operation tim 
ing of each of the X-ray generation device and the X-ray 
radiographing device. 
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0055 FIG. 11 is a flowchart illustrating procedures of an 
embodiment of stopping irradiation of X rays based on a 
scheduled stop time. 
0056 FIG. 12 is a diagram illustrating a data format of a 
stop timing notification including a scheduled stop time 
according to a second embodiment. 
0057 FIG. 13 is a flowchart illustrating procedures of an 
AEC process using a scheduled stop time according to the 
second embodiment. 
0058 FIG. 14 is a diagram illustrating a data format of a 
stop timing notification including a sending time and a 
remaining time according to the second embodiment. 
0059 FIG. 15 is a flowchart illustrating procedures of an 
AEC process using the sending time and the remaining time 
according to the second embodiment. 
0060 FIG. 16 is a diagram illustrating a data format of a 
stop timing notification including an arrival time and a 
remaining time according to the second embodiment. 
0061 FIG. 17 is a flowchart illustrating procedures of an 
AEC process using the arrival time and the remaining time 
according to the second embodiment. 
0062 FIG. 18 is a diagram illustrating a data format of a 
stop timing notification including a remaining time according 
to the second embodiment. 
0063 FIG. 19 is a timing chart illustrating procedures of 
an AEC process according to a third embodiment. 
0064 FIG. 20 is a timing chart illustrating procedures of 
the AEC process according to a fourth embodiment. 
0065 FIG. 21 is a flowchart illustrating procedures of an 
AEC process according to the fourth embodiment. 
0066 FIG.22 is a timing chart illustrating a state wherean 
order of reception timings of a plurality of stop timing noti 
fications is wrong due to recovery of communication failure 
in the fourth embodiment. 
0067 FIG. 23 is a flowchart illustrating procedures of the 
AEC process where information of a cumulative dose is 
included in the stop timing notification in the fourth embodi 
ment. 

0068 FIG. 24 is a flowchart illustrating procedures of the 
AEC process where a remaining time is included in the stop 
timing notification in the fourth embodiment. 
0069 FIG. 25 is a timing chart illustrating procedures of 
an AEC process according to a fifth embodiment. 
0070 FIG. 26 is a flowchart illustrating procedures of the 
AEC process according to the fifth embodiment. 
0071 FIG. 27 is a graph illustrating a cumulative dose and 
an elapsed State of a remaining time in a sixth embodiment. 
0072 FIG. 28 is a timing chart illustrating procedures of 
the AEC process according to the sixth embodiment. 
0073 FIG. 29 is a graph illustrating a transition of a dose 
at one irradiation of X rays in a seventh embodiment. 
0074 FIG. 30 is a flowchart illustrating procedures of 
changing a sending timing of a stop timing notification 
according to an X-ray source and a radiographing condition 
in the seventh embodiment. 
0075 FIG. 31 is a diagram illustrating a data format of a 
stop timing notification according to an eighth embodiment. 
0076 FIG. 32 is a timing chart illustrating procedures of 
an AEC process according to the eighth embodiment. 
0077 FIG.33 is a schematic diagram of the X-ray radio 
graphing system in which the electronic cassette and the 
X-ray Source control device are connected to each other in a 
wireless manner. 
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0078 FIG. 34 is a schematic diagram of the X-ray radio 
graphing system in which the electronic cassette and the 
X-ray source control device are connected to each other in a 
wired manner. 
007.9 FIG. 35 is a schematic diagram of the X-ray radio 
graphing system in which the electronic cassette and the 
X-ray source control device are directly connected to each 
other in a wireless manner. 
0080 FIG. 36 is a schematic diagram of the X-ray radio 
graphing system in which the electronic cassette and the 
X-ray source control device are directly connected to each 
other in a wired manner. 
I0081 FIG. 37 is a schematic diagram of the X-ray radio 
graphing system in which the electronic cassette and the 
X-ray source control device are connected to each other using 
a plurality of wireless channels. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

First Embodiment 

I0082. As illustrated in FIG. 1, an X-ray radiographing 
system 9 of the present invention includes an X-ray genera 
tion device (radiation generation device) 10 which generates 
X rays, and an X-ray radiographing device (radiographic 
device) 11 which receives X rays transferred through a sub 
ject H and radiographs an X-ray image of the Subject H. The 
X-ray radiographing device 11 includes an electronic cassette 
12 which detects an X-ray image, and a console 13 which 
controls the electronic cassette 12 and performs an image 
process on an X-ray image. In the X-ray radiographing sys 
tem 9 of the present embodiment, the X-ray generation device 
10 and the console 13 are connected so as to communicate 
with each other in a wired manner using a communication 
cable, and the electronic cassette 12 and the console 13 are 
connected so as to communicate with each other in a wired 
manner using electric waves. In addition, the console 13 is not 
essential, and the X-ray radiographing device 11 may be 
individually formed by the electronic cassette 12. Further, the 
electronic cassette 12 and the X-ray generation device 10 may 
directly communicate with each other in a wireless manner. 
I0083. The X-ray generation device 10 includes an X-ray 
source 15, an X-ray source control device 16 controlling the 
X-ray source 15, and an irradiation switch 17 which is oper 
ated by an operator Such as a radiographer and is used to 
instruct the X-ray source control device 16 to start irradiation 
of X rays. 
I0084. The X-ray source 15 has an X-ray tube 15a which 
radiates X rays and a beam limiting device (collimator) 15b 
which limits an irradiation field of X rays. The X-ray tube 15a 
has a cathode formed by a filament emitting thermoelectrons 
and an anode (target) which radiates X rays when the emitted 
thermoelectrons strike against the anode. The beam limiting 
device 15b is one in which, for example, four lead plates 
shielding X rays are disposed on the respective sides of the 
rectangular shape, and a rectangular irradiation opening 
through which X rays are transferred is formed at the center 
thereof. The positions of the lead plates are moved so as to 
vary the size of the irradiation opening, thereby limiting an 
irradiation field. 
I0085. As illustrated in FIG. 2, the X-ray source control 
device 16 includes a high voltage generator 19 which supplies 
a high Voltage (tube Voltage) to the X-ray Source 15, a control 
unit 20 which controls a tube voltage and a tube current 
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supplied from the high voltage generator 19 to the X-ray 
source 15, an irradiation time of X rays, and the like, and a 
wired communication unit 21 which communicates with the 
console 13. The tube voltage determines radiation quality 
(energy spectrum) of X rays applied from the X-ray Source 
15, and the tube current determines a dose of X rays per unit 
time. The high Voltage generator 19 generates a high tube 
Voltage by boosting an input Voltage using a transformer, and 
Supplies driving power to the X-ray source 15 via a high 
Voltage cable. In addition, in the present embodiment and the 
following embodiments, a communication unit includes both 
a wired communication unit and a wireless communication 
unit. 

0.086 The wired communication unit 21 is connected to 
the console 13 via the communication cable. The radiograph 
ing conditions such as a tube Voltage, a tube current and an 
irradiation time are input from the console 13 via the wired 
communication unit 21. The control unit 20 sets a driving 
condition of the X-ray source 15 based on the input radio 
graphing conditions input from the console 13. In addition, 
the radiographing conditions may be input from an operation 
panel 22 provided in the X-ray source control device 16. 
0087. The irradiation switch 17 is connected to the control 
unit 20 of the X-ray source control device 16 via a signal 
cable. The irradiation switch 17 is, for example, a button 
Switch on which a two-step pressing operation can be per 
formed, and generates a warm-up start signal for starting 
warming up of the X-ray source 15 in the first-step pressing 
operation, and generates an irradiation start signal for starting 
irradiation of X rays by the X-ray source 15 in the second-step 
pressing operation. The warm-up start signal and the irradia 
tion start signal generated by the irradiation switch 17 are 
input to the control unit 20 via the signal cable. 
I0088. The irradiation of X rays by the X-ray source 15 is 
performed while the second-step pressing operation for the 
irradiation switch 17 is performed. In addition, in order to 
immediately stop the irradiation of X rays in an emergency, 
the irradiation of X rays stops when the second-step pressing 
operation of the irradiation switch 17 is cancelled. In addi 
tion, an operation Switch may be provided in the console 13, 
and operation signals such as an irradiation start signal may 
be input to the X-ray source control device 16 from the 
console 13. In this case, the irradiation switch 17 may be 
omitted. 

0089. When the warm-up start signal is received from the 
irradiation switch 17, the control unit 20 starts warming up 
the X-ray source 15 via the high voltage generator 19. The 
control unit 20 issues an irradiation start command to the high 
Voltage generator 19 when receiving the irradiation start sig 
nal from the irradiation switch 17. When the irradiation start 
command is received, the high Voltage generator 19 applies a 
high Voltage to the X-ray source 15 so as to start Supplying 
power. When the power starts being supplied, the X-ray 
source 15 starts irradiation of X rays. In addition, in a case of 
stopping the irradiation of X rays, the control unit 20 issues an 
irradiation stop command to the high Voltage generator 19. 
When the irradiation stop command is received, the high 
Voltage generator 19 stops Supplying power to the X-ray 
source 15 so as to stop the irradiation by the X-ray source 15. 
0090. The control unit 20 is provided with a clock circuit 
20a which clocks the current time. In addition, the control 
unit 20 is connected to a timer 23 for measuring elapsing of 
set time. The timer 23 is operated by a command from the 
control unit 20. In a case where an irradiation time is set in 
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advance as a radiographing condition, and radiographing is 
performed according to the set time, the control unit 20 sets 
the irradiation time in the timer 23 before starting irradiation 
of X rays, and starts clocking of the timer 23 at the same time 
as starting irradiation of X rays. In addition, the control unit 
20 monitors the timer 23 after starting the irradiation of X 
rays, and issues an irradiation stop command at a time point 
when the irradiation time has elapsed so as to stop the irra 
diation by the X-ray source 15. 
0091. In addition, as described later, the X-ray radiograph 
ing system 9 can perform radiographing while executing AEC 
during the irradiation of X rays without setting an irradiation 
time in advance as a radiographing condition. In a case of 
performing radiographing while executing the AEC, the 
X-ray radiographing device 11 executes the AEC, and pre 
dicts a stop timing when the irradiation of X rays stops during 
the irradiation of X rays. The X-ray radiographing device 11 
sends a stop timing notification for notifying the X-ray gen 
eration device 10 of the stop timing. In a case of performing 
radiographing while executing the AEC, the control unit 20 
stops the irradiation of X rays based on the stop timing regu 
lated in the stop timing notification. The stop timing is regu 
lated in a form of a time point when irradiation is to be stopped 
or a remaining time of an irradiation time. The clock circuit 
20a or the timer 23 is used to determine whether or not the 
stop timing arrives. 
0092. In addition, the control unit 20 has a system timer 
(not shown) embedded therein separately from the timer 23. 
Even in a case of performing the AEC, the control unit 20 sets 
the maximum irradiation time which is set with regard to the 
safety regulations of the X-ray source 15 in the system timer, 
and unconditionally stops irradiation of X rays in a case 
where the maximum irradiation time has elapsed. Thereby, 
the safety is secured in a case where a stop timing notification 
cannot be received from the X-ray radiographing device 11 
due to failure or the like of the X-ray radiographing device 11. 
In addition, in a case of performing the AEC, an irradiation 
time set in the system timer may not be the maximum irra 
diation time with regard to the safety regulations. However, 
even in this case, a value with a margin is set in order to 
prevent irradiation of X rays from stopping before a stop 
timing notification is received although the X-ray radiograph 
ing device 11 is normally operated and sends the stop timing 
notification. For example, time obtained by adding a margin 
to a generally recommended value which is defined according 
to a radiographed part may be set. 
0093. As illustrated in FIG. 3, the electronic cassette 12 
includes an FPD (image detection unit) 26 detecting an X-ray 
image based on X rays which are transferred through the 
subject H and are applied to an irradiation surface 25, and a 
portable casing 27 containing the FPD 26. The casing 27 has 
a flat form in which a planar shape is an approximately rect 
angular shape, and the planar size thereof is the Substantially 
the same as the size of a film cassette or an IP cassette. A 
battery Supplying power to the electronic cassette 12 is 
installed in a Surface on an opposite side to the irradiation 
surface 25 of the casing 27. 
0094. As illustrated in FIG. 1, the electronic cassette 12 is 
set in a standing type radiography platform 29 facing the 
standing Subject H, or in a lying radiography platform where 
the Subject H can lie, and is used to radiograph an X-ray 
image. The radiography platform 29 may be used only for the 
electronic cassette 12, or may use a radiography platform of a 
film cassette or an IP cassette. In addition, in a case where a 
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part which is difficult to radiograph is radiographed in a state 
where the electronic cassette 12 is set in the radiography 
platform, radiographing may be performed by placing the 
electronic cassette 12 on a bed or by allowing the subject H to 
hold the electronic cassette 12. Further, the electronic cassette 
12 may not be substantially the same size as that of the IP 
cassette, and may have a portable size. 
0095. As illustrated in FIG. 2, the electronic cassette 12 
includes, in addition to the FPD 26, again setting unit 31 
which sets a value of the gain for amplifying a Voltage signal 
indicating an X-ray image when the X-ray image is read from 
the FPD 26, an AEC unit 32 which performs AEC during 
irradiation of X rays, a memory 33 which stores image data of 
the X-ray image output from the FPD 26, a wireless commu 
nication unit 34 which communicates with the console 13, a 
power supply unit 35 which supplies power to each unit of the 
electronic cassette 12 from the above-described battery, a 
control unit 36 which controls the overall electronic cassette 
12, and a timer 37 which measures the current time. 
0096. In addition, in this example, the electronic cassette 
12 and the console 13 are connected so as to communicate 
with each other in a wireless manner; however, the electronic 
cassette 12 and the console 13 may be connected so as to 
communicate with each other in a wired manner. In this case, 
the electronic cassette 12 is provided with a wired communi 
cation unit instead of the wireless communication unit 34. In 
addition, in a case of being connected in a wired manner, 
power may be Supplied to the electronic cassette 12 via a 
cable connected to the console 13. In a case of being con 
nected in a wired manner as such, the battery or the wireless 
communication unit 34 may not be provided in the electronic 
cassette 12. Of course, a wired communication unit may be 
provided in the electronic cassette 12 in addition to the battery 
or the wireless communication unit 34, and selective switch 
ing between connection in a wireless manner and connection 
in a wired manner may be performed. 
0097. As illustrated in FIG. 4, the FPD 26 includes a 
detection panel having an imaging region 41 where a plurality 
of pixels 40 which accumulate signal charges corresponding 
to incidence amounts of X rays are arranged on a TFT active 
matrix substrate, a gate driver 42 which drives the pixels 40 
and controls reading of signal charges, and a signal process 
ing circuit 43 which converts the signal charges read from the 
pixels 40 into digital image data which is output. A plurality 
of pixels 40 are arranged in a two-dimensional matrix of n 
rows (X direction)xm columns (y direction) with a predeter 
mined pitch. Here, n and m are integers of 1 or more. The 
number of pixels of the FPD 26 is, for example, about 2000x 
about 2000. The gate driver 42 and the signal processing 
circuit 43 are controlled by the control unit 36. 
0098. The FPD 26 includes a scintillator (not shown) 
which converts X rays into visible light, and is of an indirect 
conversion type in which the visible light converted by the 
Scintillator undergoes photoelectric conversion in the pixels 
40. The scintillator is disposed so as to face the entire surface 
of the imaging region 41 on which the pixels 40 are arranged. 
The scintillator includes fluorescent substances such as CsI 
(cesium iodide) or GOS (gadolinium oxy-sulfide). In addi 
tion, a direct conversion type FPD using a conversion layer 
(amorphous selenium or the like) which directly converts X 
rays into charge may be employed. 
0099 Each of the pixels 40 includes a photodiode 45 
which is a photoelectric conversion element generating 
charge (electron-hole pair) when visible light is incident, a 
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capacitor (not shown) which accumulates a charge generated 
by the photodiode 45, and a thin film transistor (TFT) 46 
which functions as a Switching element. 
0100. The photodiode 45 has a semiconductor layer (for 
example, a PIN type) Such as a-Si (amorphous silicon), and 
has an upper electrode and a lower electrode thereon and 
thereunder, respectively. In the photodiode 45, the TFT 46 is 
connected to the lower electrode and a bias line (not shown) is 
connected to the upper electrode. 
0101. A bias voltage is applied to the upper electrodes of 
the photodiodes 45 via the bias line in all the pixels 40 of the 
imaging region 41. An electric field is generated in the semi 
conductor layer of the photodiodes 45 by applying the bias 
Voltage, charges (electron-hole pairs) generated in the semi 
conductor layers through photoelectric conversion are moved 
to the upper electrode and the lower electrode, one of which 
has a positive polarity and the other of which has a negative 
polarity, and then the charges are accumulated in the capaci 
tOrS. 

0102 The TFT 46 has a gate electrode connected to a 
scanning line 48, a Source electrode connected to a signal line 
49, and a drain electrode connected to the photodiode 45. The 
scanning lines 48 and the signal lines 49 are arranged in a 
lattice shape. The scanning lines 48 are provided so as to 
correspond to the number of rows (n rows) of the pixels 40, 
and each scanning line 48 is a common line connected to a 
plurality of pixels 40 of each row. The signal lines 49 are 
provided so as to correspond to the number of columns (m 
columns) of the pixels 40, and each signal line 49 is a common 
line connected to a plurality of pixels 40 of each column. The 
respective Scanning lines 48 are connected to the gate driver 
42, and the respective signal lines 49 are connected to the 
signal processing circuit 43. 
0103). By driving the TFTs 46, the gate driver 42 performs 
an accumulation operation of accumulating signal charges 
corresponding to incidence amounts of X rays in the pixels 
40, a reading operation of reading the signal charges from the 
pixels 40, and a reset operation of resetting the signal charges 
accumulated in the pixels 40. The control unit 36 controls the 
start timing of each of the above-described operations per 
formed by the gate driver 42. 
0104. In the accumulation operation, the TFTs 46 are 
turned off, and signal charges are accumulated in the pixels 40 
during that time. In the reading operation, the gate driver 42 
sequentially generates gate pulses G1 to Gn for simulta 
neously driving the TFTs 46 of the same row, sequentially 
activates the Scanning lines 48 one by one, and turns on the 
TFTs 46 connected to the scanning lines 48 by one row. 
0105. When the TFTs 46 corresponding to one row are 
turned on, signal charges respectively accumulated in the 
pixels 40 corresponding to one row are input to the signal 
processing circuit 43 via the respective signal lines 49. In the 
signal processing circuit 43, the signal charges corresponding 
to one row are respectively converted into Voltages, and out 
put voltages corresponding to the signal charges are respec 
tively read as Voltage signals D1 to Dm. 
0106. A dark current occurs in the semiconductor layer of 
the photodiode 45 regardless of whether or not X rays are 
incident thereto. A dark charge corresponding to the dark 
current is accumulated in the capacitor since the bias Voltage 
is applied thereto. The dark charge is a noise component in 
image data, and thus the reset operation is performed in order 
to remove the dark charge. The reset operation is an operation 
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of Sweeping out the dark charges occurring in the pixels 40 
from the pixels 40 via the signal lines 49. 
0107 The reset operation is performed, for example, in a 
sequential reset method of resetting the pixels 40 by one row. 
In the sequential reset method, in the same manner as in the 
reading operation of signal charges, the gate driver 42 sequen 
tially generates gate pulses G1 to Gn for the Scanning lines 48 
one by one, and turns on the TFTs 46 of the pixels 40 by one 
row. While the TFTs 46 are turned on, dark charges are input 
to the signal processing circuit 43 from the pixels 40 via the 
signal lines 49. 
0108. In the reset operation, unlike in the reading opera 

tion, the signal processing circuit 43 does not read output 
Voltages corresponding to the dark charges. In the reset opera 
tion, a reset pulse RST is output to the signal processing 
circuit 43 from the control unit 36 in synchronization with the 
generation of each of the gate pulses G1 to Gn. When the reset 
pulse RST is input to the signal processing circuit 43, a reset 
switch 51a of an integral amplifier 51 described later is turned 
on, and the input dark charge is reset. 
0109 Instead of the sequential reset method, a parallel 
reset method in which arranged pixels of a plurality of rows 
are set to one group, reset is performed in the groups, and dark 
charges of rows corresponding to the number of groups are 
swept out at the same time, or an all-pixel reset method of 
inputting gate pulses to all the rows and Sweeping out dark 
charges of all the pixels, may be used. The reset operation can 
be made to be performed at high speed using the parallel reset 
method or the all-pixel reset method. 
0110. The signal processing circuit 43 includes integral 
amplifiers 51, amplifiers 52, S/H units 53, a MUX 54, an 
amplification and A/D converter 55, and the like. The integral 
amplifier 51 is connected to each of the signal lines 49 indi 
vidually. The integral amplifier 51 includes an operational 
amplifier and a capacitor connected between input and output 
terminals of the operational amplifier, and one input terminal 
of the operational amplifier is connected to the signal line 49, 
and the other input terminal (not shown) thereof is connected 
to the ground. The integral amplifiers 51 integrate and convert 
signal charges input from the signal lines 49 into Voltage 
signals D1 to Dm which are output. 
0111. The amplifier 52 is connected to an output terminal 
of the integral amplifier 51 of each column. The amplifiers 52 
amplify the Voltage signals D1 to Dm output by the integral 
amplifiers 51 with a gain of a set value. For example, the 
amplifier 52 is an amplifier which feeds back an output of an 
operational amplifier to an inputside thereof and amplifies an 
input Voltage so as to be output, and is again variable ampli 
fier which can change again by varying a ratio of resistance 
values between an input resistor (not shown) connected to the 
input terminal of the operational amplifier and a feedback 
resistor (not shown) connected between the input terminal 
and the output terminal of the operational amplifier. A value 
of the gain of the amplifier 52 is changed by varying a resis 
tance value of the input resistor or the feedback resistor using 
again control signal (GN) input from the gain setting unit 31. 
0112 The sample and hold (S/H) units 53 are connected to 
the outputsides of the amplifiers 52, hold the voltage signals 
output by the amplifiers 52, and output the held voltage sig 
nals D1 to Dm to the MUX 54. The A/D converter 55 is 
connected to the output side of the MUX 54. The MUX 54 
sequentially selects one S/H unit 53 from a plurality of S/H 
units 53, and serially inputs the voltage signals D1 to Dm 
output from the selected S/Hunits 53 to the A/D converter 55. 
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0113. The A/D converter 55 converts the input analog 
Voltage signals D1 to Dm of one row into digital pixel values 
respectively corresponding to signal levels so as to be output 
to a memory 33. In the memory 33, pixel values of one row are 
respectively correlated with coordinates in the imaging 
region 41 of the pixels 40 and are recorded as image data 
indicating an X-ray image of one row. 
0114. When the integral amplifiers 51 output the voltage 
signals D1 to Dm of one row, the control unit 36 outputs the 
reset pulse RST to the integral amplifiers 51 so as to turn on 
the reset switches 51a of the integral amplifiers 51. Thereby, 
the signal charges of one row accumulated in the integral 
amplifiers 51 are reset. When the integral amplifiers 51 are 
reset, a gate pulse of the next row is output from the gate driver 
42, and signal charges of the pixels 40 of the next row start 
being read. This operation is sequentially repeated, and thus 
signal charges of the pixels 40 of all the rows are read. 
0.115. When reading of all the rows is completed, image 
data indicating an X-ray image corresponding to one screenis 
recorded in the memory 33. The control unit 36 performs 
offset compensation for removing an offset component which 
is fixed pattern noise caused by individual differences of the 
FPD 26 or environments, or sensitivity compensation for 
compensating variations in the sensitivity of the respective 
photodiodes 45 or variations in output characteristics of the 
signal processing circuit 43, on the image data recorded in the 
memory 33. The image data is read from the memory 33, and 
is transferred to the console 13 by the wireless communica 
tion unit 34. 

0116. A clock circuit 36a which clocks the current time is 
provided in the control unit 36 in the same manner as in the 
control unit 20 of the X-ray source control device 16, and is 
connected to a timer 37 for measuring elapsing of a set time. 
0117. As indicated by the hatching in FIG.4, a plurality of 
short-circuited pixels 57 are provided in the imaging region 
41 of the FPD 26. The short-circuited pixel 57 is a dose 
detection unit which detects a dose (arrival dose) of X rays 
arriving at the imaging region 41 and outputs the detected 
dose as a dose detection signal. The dose detection signal is 
used for the gain setting unit 31 to set again of the amplifier 
52 and for the AEC unit 32 to perform AEC. 
0118. In addition, the short-circuited pixel 57 is used for 
the electronic cassette 12 to self-detect that the X-ray source 
15 starts irradiation of X rays (start of irradiation) and stops 
the irradiation of X rays (finish of irradiation). Thereby, the 
electronic cassette 12 synchronizes each timing of start of 
irradiation or finish of irradiation of X rays with an operation 
of the FPD 26. 
0119) The short-circuited pixel 57 has the photodiode 45 
and the TFT 46 in the same manner as each of the pixels 40, 
and the photodiode 45 generates a signal charge correspond 
ing to an incidence amount of X rays. In the short-circuited 
pixel 57, a structural difference from the pixel 40 is that the 
source and the drain of the TFT 46 is short-circuited as indi 
cated by the connection line 60, and thus there is no switching 
function of the TFT 46 of the short-circuited pixel 57. 
Thereby, a signal charge generated by the photodiode 45 of 
the short-circuited pixel 57 leaks to the signal line at all times, 
and is input to the integral amplifier 51. The integral amplifier 
51 outputs a Voltage signal corresponding to the signal charge 
input from the short-circuited pixel 57 as a dose detection 
signal of the short-circuited pixel 57 in the same manner as a 
signal charge from the pixel 40. For this reason, a dose detec 
tion signal of the short-circuited pixel 57 can be read even 
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while the pixels 40 accumulate signal charges. In addition, 
without connecting the source and the drain of the TFT 46 of 
the short-circuited pixel 57, the TFT 46 itself may not be 
provided in the short-circuited pixel 57 and the photodiode 45 
may be directly connected to the signal line 49. 
0120. As illustrated in FIG. 5, a plurality of short-circuited 
pixels 57 are distributed and disposed so as not to be biased 
locally in the imaging region 41, and are provided, for 
example, along the trajectory 60 of the waveform indicated by 
the dotted line which is symmetrical with respect to the center 
of the imaging region 41. The short-circuited pixel 57 is 
provided singly in a column of the pixels 40 connected to the 
same signal line 49, and the columns where the short-cir 
cuited pixels 57 are provided are disposed with two or three 
columns where the short-circuited pixels 57 are not provided, 
interposed therebetween. Positions of the short-circuited pix 
els 57 are known when the FPD 26 is manufactured, and the 
positions (coordinates) of all the short-circuited pixels 57 are 
stored in a nonvolatile memory (not shown) of the FPD 26 in 
advance. In addition, the arrangement of the short-circuited 
pixels 57 illustrated here is an example, and may be appro 
priately modified. 
0121. The control unit 36 selects the S/H unit 53 of the 
column to which the short-circuited pixel 57 is connected 
using the MUX 54, and reads a dose detection signal of the 
short-circuited pixel 57 output by the integral amplifier 51. 
The dose detection signal is input to the A/D converter 55 in 
a form of an analog Voltage signal, and thus the A/D converter 
55 converts the dose detection signal into a digital value 
which is output to the memory 33. The dose detection signal 
is recorded in the memory 33 so as to be correlated with 
coordinates of the short-circuited pixel 57. The control unit 
36 resets the integral amplifier 51 when reading the dose 
detection signal from the integral amplifier 51. The control 
unit 36 repeatedly performs this dose detection operation at a 
very short interval relative to an irradiation time of X rays. A 
dose detection signal read by one dose detection operation is 
an instantaneous value of a dose of incident X rays. The dose 
detection signals recorded in the memory 33 are sequentially 
read by the control unit 36, the gain setting unit 31, and the 
AEC unit 32. 
0122 Before X-ray radiographing, a radiographing prepa 
ration instruction for instructing the electronic cassette 12 to 
prepare for radiographing is input to the electronic cassette 12 
from the console 13. When the radiographing preparation 
instruction is received, the control unit 36 transitions from an 
idle state to a standby state of irradiation of X rays. In the 
standby state, the FPD 26 performs the reset operation at a 
predetermined interval. In addition, the control unit 36 starts 
the dose detection operation of the short-circuited pixel 57. In 
the dose detection operation, dose detection signals of all the 
short-circuited pixels 57 in the imaging region 41 are read at 
a predetermined sampling interval and are recorded in the 
memory 33. 
0123. The control unit 36 starts a start detection operation 
of detecting start of irradiation based on the sequentially 
recorded dose detection signals. In the start detection opera 
tion, the dose detection signals are read from the memory 33, 
and coordinates of a dose detection signal indicating the 
maximum value are specified. The control unit 36 adds a 
plurality of dose detection signals which are sequentially 
recorded in the memory 33 to the dose detection signal of the 
coordinates indicating the maximum value So as to obtain an 
integrated value. In addition, the integrated value is moni 
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tored, and start of irradiation is detected when the integrated 
value exceeds a predetermined start threshold value. In the 
start detection operation, the reason why a dose detection 
signal indicating the maximum value is specified is that the 
short-circuited pixel 57 which is an output source of the dose 
detection signal is considered as being in a location omission 
region which does not face the Subject H in the imaging region 
41 and to which X rays not being transferred through the 
subject H are incident, like the short-circuited pixel 57b in 
FIG. 6. The short-circuited pixel 57b of the location omission 
region is fast in rising of an output and thus can rapidly 
perform start detection. 
0.124. When the start of irradiation is detected, the control 
unit 36 changes the FPD 26 from the reset operation to the 
accumulation operation. In addition, transition to a finish 
detection operation is performed in parallel to the accumula 
tion operation. In the finish detection operation as well, a dose 
detection signal of the coordinates specified in the start detec 
tion operation is monitored, and finish of irradiation is 
detected at a time point when an output value of the dose 
detection signal decreases and is Smaller than a predeter 
mined finish threshold value. When the finish of irradiation is 
detected, the control unit 36 changes the FPD 26 from the 
accumulation operation to the reading operation. 
0.125. In addition, a dose detection signal used for start 
detection or finish detection may be a dose detection signal of 
a single short-circuited pixel 57 indicating the maximum 
value, or may be a Sum value, an average value, or the like of 
a plurality of short-circuited pixels 57 determined as being in 
the location omission region. The dose detection operation 
for the short-circuited pixel 57 is repeatedly performed until 
the finish of irradiation is detected. 
0.126 In addition, a radiographing condition is transferred 
to the electronic cassette 12 from the console 13 before the 
radiographing. The control unit 36 inputs information of a 
radiographed part from the input radiographing condition to 
the gain setting unit 31 and the AEC unit 32. The gain setting 
unit 31 and the AEC unit 32 set the short-circuited pixel 57 
used for gain setting and AEC based on the information of the 
radiographed part. In a case of gain setting or AEC, for 
example, like a short-circuited pixel 57a in FIG. 6, the short 
circuited pixel 57a which is positioned in a subject region 
facing the Subject H in the imaging region 41 is selected. 
More specifically, in a case where the chest is designated as a 
radiographed part in the radiographing condition, as illus 
trated in FIG. 6, the short-circuited pixel 57a disposed in the 
lung field 61 which is a target region is selected as a short 
circuited pixel for gain adjustment and AEC. For example, a 
plurality of short-circuited pixels 57a in the target region are 
set, and a Sum value or an average value of outputs thereof is 
used. 

I0127. The gain setting unit 31 and the AEC unit 32 selec 
tively read a dose detection signal having coordinates set 
according to the radiographed part out of the dose detection 
signals in the memory 33. 
I0128. The gain setting unit 31 determines a value of the 
gain for amplifying a Voltage signal indicating an X-ray 
image in the reading operation of the X-ray image based on 
the dose detection signal. The gain setting unit 31 sequen 
tially reads the dose detection signals from the memory 33 
during irradiation of X rays, and adds the read dose detection 
signals so as to calculate a cumulative dose which is an 
integrated value of the doses. The short-circuited pixel 57 
which is positioned in the target region is selected, and a 
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cumulative dose of X rays which are incident to the short 
circuited pixel 57 corresponds to a cumulative dose of X rays 
which are incident to the pixels 40 around the short-circuited 
pixel 57. The gain setting unit 31 determines a value of the 
gain in the reading operation of an X-ray image based on the 
calculated cumulative dose. The value of the gain determined 
by the gain setting unit 31 is set in the amplifier 52 using the 
gain control signal (GN). 
0129. The gain setting may be performed no later than the 
start of an operation of reading an X-ray image from the FPD 
26. For this reason, the gain setting unit 31 may determine a 
gain based on a cumulative dose at the time when irradiation 
of X rays finishes or may determine again based on a cumu 
lative dose during irradiation of X rays. 
0130. In addition, as described above, since the short 
circuited pixel 57 positioned in the target region is selected, a 
cumulative dose of X rays which are incident to the short 
circuited pixel 57 indicates a density of the target region in the 
X-ray image. In the X-ray image, to clearly visualize density 
grayscales indicating shading changes of the target region is 
important. Since a dynamic range of the A/D converter 55 is 
limited, a value of the gain is adjusted so as for the shading 
changes of the target region to lie in the dynamic range of the 
A/D converter 55. Specifically, in a case where a cumulative 
dose (a density of the target region) is Small, the gain 
increases, and in a case where a cumulative dose (a density of 
the target region) is large, the gain decreases. This gain adjust 
ment may also be performed on the image data which is 
converted into digital values by the A/D converter 55, but, if 
the gain adjustment is performed on the image data converted 
into digital values, noise is also amplified, and thereby S/N is 
reduced. By performing the gain adjustment in the step of the 
analog signal, favorable S/N can be maintained. 
0131. In addition, although, in this example, an example of 
changing the gain of the amplifier 52 has been described, an 
integral amplifier of which the gain can be adjusted may be 
used as the integral amplifier 51, and the gain of the integral 
amplifier may be adjusted. 
(0132. As illustrated in FIG. 7, the AEC unit 32 includes a 
dose target value setting circuit 62 and a stop timing predic 
tion circuit 64 (a stop timing prediction unit), and performs 
AEC based on a dose detection signal of the short-circuited 
pixel 57. The dose target value setting circuit 62 sets a dose 
target value which is a dose value of X rays required for 
detecting an X-ray image based on a radiographing condition 
transferred from the console 13. The dose target value is 
stored in a memory or the like (not shown) of the AEC unit 32. 
for example, in correlation with radiographing conditions 
Such as a radiographed part, a tube Voltage, and a tube current, 
and the AEC unit 32 selects a dose target value corresponding 
to input radiographing conditions. Alternatively, a dose target 
value may be recorded in a radiographing condition trans 
ferred from the console 13 in advance in correlation with a 
radiographed part, and the dose target value read from the 
radiographing condition may be set. 
0133. The dose target value refers to a dose in which an 
arrival dose at the imaging region 41 is sufficient to read an 
image. Since there is shading in an image, the dose target 
value is obtained an average value oran integrated value in the 
shading of an image Sufficient to be read. In addition, the dose 
target value may be an average value oran integrated value in 
not the entire image but a target region in the image. The dose 
target value is an object for comparison with whether or not an 
irradiation amount of X rays measured using the short-cir 
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cuited pixel 57 (dose detection unit) described later is suffi 
cient, and thus a form of the dose target value is changed 
depending on whether values detected by a plurality of short 
circuited pixels 57 are compared as an average value or are 
compared as an integrated value. The dose target value is a 
value which is determined for each hospital, for each radiog 
rapher, or for each doctor, or when the product is shipped, as 
a setting value. Alternatively, a dose target value may be 
determined according to a radiographed part. In addition, in a 
case of there is a single short-circuited pixel 57, naturally, an 
integrated value and an average value are the same value. 
I0134. In the same manner as the gain setting unit 31, the 
stop timing prediction circuit 64 sequentially reads the dose 
detection signals from the memory 33, adds the read dose 
detection signals to each other, and calculates a cumulative 
dose which is an integrated value of the doses. The stop timing 
prediction circuit 64 starts calculating a cumulative dose at a 
time point when the start of irradiation is detected. In addi 
tion, a stop timing when the irradiation of X rays is required 
to stop in the X-ray generation device 10 is predicted based on 
the cumulative dose, the set dose target value, and an elapsed 
time until the cumulative dose is obtained. The stop timing is 
a scheduled stop time to when a cumulative dose of X rays 
applied to the FPD 26 is predicted to arrive at the dose target 
value. The elapsed time is measured by the timer 37. 
0.135 Specifically, as illustrated in FIG. 8, the stop timing 
prediction circuit 64 calculates a dose per unit time by divid 
ing a calculated cumulative dose by an elapsed time until 
arriving at the cumulative dose at a predetermined timing 
during the irradiation of X rays (S210). This dose is an arrival 
dose of X rays arriving at a target region in the imaging region 
41 for the elapsed time. In addition, a difference from the dose 
target value of X rays which have already been incident is 
obtained by Subtracting the cumulative dose used to calculate 
the arrival dose per unit time from the dose target value. This 
difference is a dose required to obtain the dose target value, 
and a remaining time RT of the irradiation time required to 
obtain the dose target value is calculated by dividing the 
difference by the previously calculated dose per unit time 
(S220). The scheduled stop time te is calculated as a stop 
timing by adding the current time acquired from the clock 
circuit 36a to the remaining time RT (S230). 
0.136 The stop timing prediction circuit 64 generates a 
stop timing notification STN when calculating the scheduled 
stop time te. In FIG. 9 illustrating a data format of the stop 
timing notification STN, the stop timing notification STN of 
this example includes only a signal type (“0001') indicating 
that a signal is a stop timing notification as information. The 
stop timing prediction circuit 64 refers to the current time of 
the clock circuit 36a, and sends the stop timing notification 
STN for notifying the X-ray source control device 16 of the 
stop timing to the console 13 via the wireless communication 
unit 34 before a predetermined time TL of the scheduled stop 
time te (S240). The console 13 relays the stop timing notifi 
cation STN received from the electronic cassette 12 so as to be 
transferred to the X-ray source control device 16. 
I0137 When the stop timing notification STN is received 
(S.110), the X-ray source control device 16 immediately out 
puts an X-ray irradiation stop command to the high Voltage 
generator 19 so as to stop the irradiation of X rays by the 
X-ray source 15. 
0.138 A timing for predicting the stop timing is, for 
example, a timing when a cumulative dose used for the pre 
diction reaches an extent of a dose capable of securing pre 
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diction accuracy. As a method of regulating the timing, a time 
point when a predetermined time has elapsed from a time 
point when start of irradiation is detected may be used, or a 
time point when a cumulative dose reaches a predetermined 
threshold value may be used. Since an arrival dose is changed 
depending on a radiographed part, a predetermined time or a 
threshold value for regulating a timing when prediction is 
performed may be determined depending on a radiographed 
part. 
0.139. In addition, in order to increase prediction accuracy, 
a plurality of predictions may be performed at a predeter 
mined interval. In a case of performing a plurality of predic 
tions, each cumulative dose may use a cumulative dose from 
start of irradiation at each prediction time point, or may use a 
cumulative dose after the previous prediction. An elapsed 
time for obtaining a dose per unit time is naturally selected 
depending on which cumulative dose is used. If the prediction 
accuracy increases, an error between a cumulative dose and a 
dose target value is reduced, and thus image quality of an 
X-ray image can be improved or an unnecessary exposure 
dose of the subject H can be reduced. 
0140. In addition, in this example, the dose detection 
operation starts after start of irradiation is detected and thus 
has no problem; however, in a case where the dose detection 
operation starts during the reset operation of the FPD 26, a 
dose detection signal output during the reset operation is not 
preferably used for calculating a cumulative dose. This is 
because the dose detection signal output during the reset 
operation is caused by a dark current of the FPD 26 and thus 
does not indicate an arrival dose of X rays. 
0141. In addition, the predetermined time TL in step S240 

is, for example, an average communication time required to 
transmit the stop timing notification STN using a communi 
cation path from the electronic cassette 12 to the X-ray source 
control device 16 via the console 13. The predetermined time 
TL is time in which an average value of a time lag of com 
munication is taken into consideration in a case of using the 
communication path during the communication time. In this 
example, the communication path is in a wireless manner 
between the electronic cassette 12 and the console 13 and in 
a wired manner between the console 13 and the X-ray source 
control device 16. 

0142. Since the wireless manner is not stable in commu 
nication quality as compared with the wired manner, reduc 
tion in a communication rate or instantaneous interruption of 
a communication path tends to occur depending on an electric 
wave state. For this reason, as compared with the wired man 
ner, communication time and an average value of time lags of 
communication are also great. The wired manner is stable in 
communication quality as compared with the wireless man 
ner, but communication time or an average value of time lags 
of communication is changed depending on there is a relay 
Such as a Switching hub or a router in the middle of a com 
munication path. In addition, in this example, the console 13 
is interposed in the communication path between the elec 
tronic cassette 12 and the X-ray source control device 16, and 
time required for the relay process in the console 13 is also 
taken into consideration when setting the predetermined time 
TL. The predetermined time TL is set in advance according to 
this configuration of the communication path. The predeter 
mined time TL is stored in an internal memory of the control 
unit 36. The predetermined time TL may be stored in the 
console 13, and the electronic cassette 12 may acquire the 
predetermined time TL from the console 13. 
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0143. In this example, a scheduled stop time to is calcu 
lated as the stop timing. For this reason, if a sending time of 
the stop timing notification STN from the electronic cassette 
12 is put before the predetermined time TL of the scheduled 
stop time te, an arrival time of the stop timing notification 
STN at the X-ray source control device 16 is exactly the 
scheduled stop timete. Thereby, an excessive dose exceeding 
a dose target value, caused by a delay of timing for stopping 
irradiation of X rays, can be reduced. The excessive dose 
causes image quality of an X-ray image to deteriorate or an 
unnecessary exposure dose of a subject to increase, and this 
adverse influence is prevented by the present invention. 
0144. As illustrated in FIG. 2, the console 13 includes a 
display 67 which displays a radiographing order, an X-ray 
image, or the like, an input device 68 for inputting a radio 
graphing condition or the like, an image storage unit 69 which 
stores image data of an X-ray image, a wired communication 
unit 70 which communicates with the X-ray source control 
device 16, a wireless communication unit 71 which commu 
nicates with the electronic cassette 12, a timer 72, and a 
control unit 73 which controls the overall console 13. The 
control unit 73 is provided with a clock circuit 73a in the same 
manner as the control unit 20 of the X-ray source control 
device 16 and the control unit 36 of the electronic cassette 12. 

(0145 The control unit 73 of the console 13 receives an 
input of an examination order including information Such as 
the sex and the age of a patient, a radiographed part, and a 
radiographing purpose, and displays the examination order 
on the display 67. The examination order is input from an 
external system which manages patient information or 
examination information related to a radiographic examina 
tion, such as an HIS (Hospital Information System) or an RIS 
(Radiology Information System) connected to the wired com 
munication unit 70 or the wireless communication unit 71, or 
is manually input by an operator Such as a radiographer using 
the input device 68. Radiographing conditions such as a tube 
Voltage, a tube current, and a radiographed part is input to the 
console 13 by an operator using the input device 68 based on 
content of the examination order displayed on the display 67. 
0146 The control unit 73 transmits the radiographing con 
ditions to the electronic cassette 12 and the X-ray source 
control device 16, and sets signal processing conditions of the 
FPD 26 such as the above-described dose target value in the 
electronic cassette 12. In addition, the control unit 73 relays 
the stop timing notification STN transferred to the X-ray 
source control device 16 from the electronic cassette 12. The 
console 13 immediately transmits the stop timing notification 
STN to the X-ray source control device 16 when receiving the 
stop timing notification STN. 
0147 The control unit 73 of the console 13 receives image 
data of an X-ray image transferred from the electronic cas 
sette 12 and performs various image processes such as 
gamma compensation and a frequency process thereon. The 
X-ray image having undergone the image processes is dis 
played on the display 67 of the console 13, and, the data 
thereof is stored in the image storage unit 69 including a hard 
disk drive, or is stored in a data storage device such as an 
image accumulation server connected to the console 13 via a 
network. 
0.148. An operation of the X-ray radiographing system 9 
will be described with reference to FIG. 8, and FIG. 10 which 
is a timing chart illustrating operation timings of the respec 
tive units of the X-ray generation device 10 and the X-ray 
radiographing device 11. A radiographed part of the Subject H 
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and an irradiation position of the X-ray source 15 are aligned 
with the radiography platform 29 in which the electronic 
cassette 12 is set. An examination order including informa 
tion Such as the sex and the age of a patient, a radiographed 
part, and a radiographing purpose is input to the console 13, 
and radiographing conditions are set based on this examina 
tion order. As illustrated in FIG. 10, the console 13 transmits 
the set radiographing conditions to the electronic cassette 12 
and the X-ray source control device 16. 
014.9 The control unit 20 of the X-ray source control 
device 16 sets driving conditions such as a tube Voltage and a 
tube current of the X-ray source 15 based on the radiograph 
ing conditions received from the console 13. In this example, 
the X-ray radiographing system 9 performs radiographing 
while performing AEC, and thus the control unit 20 sets the 
maximum irradiation time with regard to the safety regula 
tions in the system timer. In addition, the gain setting unit 31 
and the AEC unit 32 of the electronic cassette 12 selects the 
short-circuited pixel 57 used for gain setting and the AEC 
based on the radiographing conditions received by the control 
unit 36 from the console 13. In addition, the AEC unit 32 sets 
a dose target value based on the radiographing conditions. 
0150. The console 13 transmits a radiographing preparing 
instruction signal for preparing for radiographing to the elec 
tronic cassette 12. When the radiographing preparation 
instruction signal is received, the electronic cassette 12 makes 
the FPD 26 transition to a standby state. The control unit 36 
makes the FPD 26 start the reset operation and the dose 
detection operation. Further, the control unit 36 starts a start 
detection operation of detecting start of irradiation of X rays 
based on a dose detection signal acquired through the dose 
detection operation. 
0151. When a warm-up start signal is input by half-press 
ing the irradiation switch 17, the X-ray source control device 
16 inputs a warm-up start command (W-UP) to the high 
Voltage generator 19 so as to start warm-up of the X-ray 
Source 15. In addition, when an irradiation start signal is input 
by full-pressing the irradiation switch 17, an irradiation start 
command (START) is input to the high voltage generator 19. 
Thereby, the X-ray source 15 starts irradiating the subject H 
with X rays. 
0152. When the irradiation of X rays starts, the X rays 
transferred through the subject H are incident to the FPD 26, 
and thus an output value of the dose detection signal from the 
short-circuited pixel 57 increases. The control unit 36 speci 
fies a dose detection signal having the maximum output, 
regarded as being positioned in the location omission region, 
out of dose detection signals recorded in the memory 33. In 
addition, the control unit 36 obtains an integrated value of 
doses based on the dose detection signal, compares the inte 
grated value with a start threshold value, and detects that the 
irradiation of X rays starts when the integrated value exceeds 
the start threshold value. 
0153. At the stop timing is when the start of irradiation is 
detected, the FPD 26 turns off the TFTs 46 of the pixels 40 so 
as to start the accumulation operation. 
0154 The gain setting unit 31 and the AEC unit 32 of the 
electronic cassette 12 start integrating a cumulative dose of 
the X rays which are incident to the target region on the basis 
of a dose detection signal output by the short-circuited pixel 
57 selected based on the radiographed part. In addition, the 
gain setting unit 31 sets again in the amplifier 52 when a 
signal voltage of an X-ray image is read from the FPD 26, 
based on the cumulative dose until the reading operation 
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starts. Again control signal GN is input to the amplifier 52 and 
thus the gain thereof is adjusted. 
0155 The AEC unit 32 predicts a stop timing at the preset 
time point t1. In FIG. 8, an arrival dose per unit time at the 
prediction time point t1 based on a cumulative dose at the time 
point t1 and an elapsed time measured by the timer 37 (S210), 
and a remaining time RT of the irradiation time required to 
obtain the dose target value is calculated (S220). In addition, 
a scheduled stop time to is calculated by adding the remaining 
time RT to the current time (S230), and a stop timing notifi 
cation STN is generated. In addition, in the present embodi 
ment, the time point t1 is used as a reference time point. 
0156. In FIG.10, the AEC unit 32 refers to the clock circuit 
36a, waits until the time point t2 which is the predetermined 
time TL earlier than the scheduled stop time te, and sends the 
stop timing notification STN at the time point t2 (S240 of 
FIG. 8). The stop timing notification STN is transferred from 
the electronic cassette 12 to the X-ray source control device 
16 via the console 13. The stop timing notification STN is sent 
before the predetermined time TL of the scheduled stop time 
tein consideration of a time lag of communication, and thus 
arrives at the X-ray source control device 16 at the scheduled 
stop time te. When the stop timing notification STN is 
received (S110 of FIG. 8), the X-ray source control device 16 
immediately inputs an irradiation stop command (STOP) so 
as to stop the operation of the X-ray source 15 (S120 of FIG. 
8). 
0157. The control unit 36 performs a finish detection 
operation and monitors an output of the short-circuited pixel 
57 during the irradiation of X rays. When the stop command 
is input, the X rays start reducing the X-ray intensity. The 
control unit 36 detects that the irradiation of X rays finishes 
when the output of the short-circuited pixel 57 is smaller than 
a finish threshold value. The FPD 26 finishes the accumula 
tion operation and starts the reading operation when the irra 
diation stop is detected. In this reading operation, the ampli 
fier 52 amplifies the signal Voltage indicating an X-ray image 
based on the gain set by the gain setting unit 31. Data of the 
X-ray image read from the FPD 26 is transferred from the 
electronic cassette 12 to the console 13, and is stored in the 
image storage unit 69 after undergoing predetermined image 
processes. 
0158. As described above, according to the present 
embodiment, the stop timing notification STN is sent to the 
X-ray source control device 16 from the electronic cassette 12 
before the predetermined time TL of the scheduled stop time 
te, and the X-ray source control device 16 immediately stops 
irradiation of X rays when receiving the stop timing notifica 
tion STN. The predetermined time TL is set in consideration 
of a time lag of communication of the communication path 
between the electronic cassette 12 and the X-ray source con 
trol device 16, and thus the irradiation of X rays stops at the 
scheduled stop time te predicted in the electronic cassette 12. 
0159. The scheduled stop time te is to predict a time point 
when an arrival dose of X rays which are incident to the target 
region of the subject H reaches the dose target value. Since the 
irradiation of X rays stops at the scheduled stop time te, no 
excessive dose exceeding the dose target value is generated. 
For this reason, an excessive dose caused by a time lag of 
communication can be reduced as compared with the related 
art in which AEC is performed in the X-ray radiographing 
device 11, and a stop signal is sent to the X-ray generation 
device 10 at a time point when a cumulative dose reaches a 
dose target value. Since the excessive dose causes image 
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quality of an X-ray image to deteriorate or an unnecessary 
exposure dose of the Subject H to increase, an X-ray image 
with more favorable image quality than in the related art can 
be obtained by reducing the excessive dose. In addition, an 
exposure dose of the subject H is also reduced. 
0160. In addition, the wireless manner has lower commu 
nication quality or stability than the wired manner, and thus 
there is a great necessity for taking a time lag of communi 
cation into consideration. In a case where the communication 
path is entirely or partially in the wireless manner as in this 
example, the present invention is preferably useful. 
0161 In addition, the predetermined time TL is a value set 
in consideration of an average communication time or time 
lag, and thus a real communication time or time lag may be 
larger or Smaller than the average value. In this case, although 
there is an error with a target stop timing, the stop timing 
notification STN is sent before a cumulative dose reaches a 
dose target value, and thus an erroris Small as compared with 
the related art in which the stop timing notification STN is 
sent after a cumulative dose reaches a dose target value. 
0162. In addition, the stop timing notification STN (FIG. 
9) of this example includes only a signal type and does not 
include other pieces of information. For this reason, there is a 
merit in that any process of generation, transmission and 
reception and discrimination of the stop timing notification 
STN can be simplified in any one of a transmission side and 
a reception side, and thus device design is easy. 
0163. In this example, the X-ray generation device 10 
immediately stops irradiation of X rays after receiving the 
stop timing notification STN, and thus whether or not the stop 
timing notification STN is received may be determined. For 
this reason, even a signal type as content of the stop timing 
notification STN may not be necessary. For example, infor 
mation may not be included in the stop timing notification 
STN, and the discrimination may be performed only using a 
signal waveform in a form of a pulse signal Such as a one-shot 
pulse or a continuous pulse. 
0164. In addition, although, in this example, an example 
where gain setting is performed has been described, the gain 
setting may be omitted as described in the Subsequent 
embodiments. 

Second Embodiment 

0.165 Although, in the first embodiment, an example in 
which sending of the stop timing notification STN is awaited 
up to the time point t2 which is the predetermined time TL 
earlier than the scheduled stop time teafter the AEC process 
finishes has been described, the stop timing notification STN 
may be sent at the time point t1 when the AEC process 
finishes as in the second embodiment illustrated in FIGS. 11 
to 13. Description of the common parts to the first embodi 
ment, and the description will be made mainly based on 
differences. 
0166 As illustrated in FIG. 11, in a case of the second 
embodiment, the electronic cassette 12 sends the stop timing 
notification STN at the time point t1 when prediction of the 
scheduled stop time te is completed in the AEC process. For 
this reason, the stop timing notification STN arrives at the 
X-ray source control device 16 at the time point t1' which is 
the predetermined time TL later than the time point t1. In a 
case where the time from the time point t1 to the scheduled 
stop time te is longer than the predetermined time TL, the 
X-ray source control device 16 waits for the irradiation of X 
rays to stop until the scheduled stop time teafter receiving the 
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stop timing notification STN. In addition, in the present 
embodiment, the time point t1 is used as a reference time 
point. 
0.167 As illustrated in a data format of FIG. 12, the stop 
timing notification STN of this example includes information 
of the scheduled stop time te along with a signal type. The 
information of the scheduled stop time te is time point infor 
mation indicated by, for example, "hour, minute, and sec 
ond', and, particularly, the “second is indicated with the 
millisecond unit so as to execute the AEC in radiographing 
during irradiation time of an extent of milliseconds. 
0.168. As illustrated in FIG. 13, when the scheduled stop 
time te is calculated, the control unit 36 of the electronic 
cassette 12 generates the stop timing notification STN includ 
ing the scheduled stop time te, and sends the stop timing 
notification STN to the X-ray source control device 16 at the 
time point t1 when the prediction is completed (S250A). 
When the stop timing notification STN is received (S.110), the 
control unit 20 of the X-ray source control device 16 reads the 
scheduled stop time te from the stop timing notification STN. 
In addition, the control unit 20 compares the current time 
clocked by the clock circuit 20a with the scheduled stop time 
teand determines whether or not the current times reaches the 
scheduled stop time te (S111). Further, if the control unit 20 
determines that the current time reaches the scheduled stop 
time te, the control unit 20 stops the irradiation of X rays 
(S120). 
0169. In the second embodiment, since the stop timing 
notification STN is sent earlier than in the first embodiment, 
for example, even in a case where a time lag of the predeter 
mined time TL or more occurs in transmission of the stop 
timing notification STN, the arrival time t1' at the X-ray 
source control device 16 is considered to be earlier than the 
scheduled stop time te, and thus the irradiation of X rays can 
stop at the scheduled stop time te. 
0170 In addition, as in this example, in a case where the 
scheduled stop time te is included in the stop timing notifica 
tion STN. time points of the respective clock circuits 36a and 
20a of the electronic cassette 12 and the X-ray source control 
device 16 are required to match each other. For this reason, 
preferably, time points of both the clock circuits 36a and 20a 
are made to match each other. In a time point synchronization 
process of the clock circuits 36a and 20a, for example, when 
radiographing conditions are transferred from the console 13 
to the electronic cassette 12 and the X-ray source control 
device 16, time point information and a synchronization 
instruction signal is transferred from the console 13. When 
the synchronization instruction signal is received, the elec 
tronic cassette 12 and the X-ray source control device 16 
correct the clock circuits 36a and 20a based on the time point 
information. Thereby, time point synchronization is com 
pleted. The control unit 73 of the console 13 corresponds to a 
time point synchronization unit. 
0171 In addition, if a time lag of communication occurs 
when the synchronization instruction signal or clock infor 
mation is transferred, each arrival time of the electronic cas 
sette 12 and the X-ray source control device 16 is shifted. 
Particularly, whereas the electronic cassette 12 and the con 
sole 13 are connected in a wireless manner, the console 13 and 
the X-ray source control device 16 are connected in a wired 
manner, and thus there is a high probability that a difference 
may occur in communication time or a time lag of commu 
nication. The time lag of communication tends to be prob 
lematic in the wireless manner, and thus time point synchro 
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nization is preferably performed at timing when or a place 
where an electric wave becomes favorable. In addition, auto 
matic communication may be performed so as to be executed 
when the system is activated every day, thereby executing the 
time point synchronization. Of course, an operator or a ser 
Vice man may manually perform the time point synchroniza 
tion. 
0172. In addition, in a case where the stop timing notifi 
cation STN includes the scheduled stop timete, the electronic 
cassette 12 receives the stop timing notification STN sent 
from the console 13, and the console 13 may hold the stop 
timing notification STN for the time being if there is time left 
before the scheduled stop timete, and transmit the stop timing 
notification STN to the X-ray source control device 16 at the 
timing close to the scheduled stop time te. 
0173. In the second embodiment, various aspects of the 
stop timing notification STN may be considered. For 
example, as illustrated in FIGS. 14 and 15, as information 
included in the stop timing notification STN, a remaining 
time RT of an irradiation time required for obtaining a dose 
target value from the reference time point may be used instead 
of the scheduled stop time te. The remaining time RT is 
obtained in process step S220 when the scheduled stop timete 
is predicted is obtained as illustrated in FIGS. 10, 13 and 15. 
0174 The control unit 36 of the electronic cassette 12 
calculates the remaining time RT, and then performs process 
step S250B without calculating the scheduled stop timete. In 
this example, the reference time point is, for example, a 
sending time (refer to the time point t1 in FIG. 11) when the 
stop timing notification STN is sent from the electronic cas 
sette 12 as illustrated in FIG. 14. As illustrated in FIG. 15, the 
control unit 36 of the electronic cassette 12 generates the stop 
timing notification STN including the sending time and the 
remaining time RT and sends the stop timing notification 
STN to the X-ray source control device 16 in process step 
S25OB. 

(0175. In FIG. 15, when the stop timing notification STN is 
received (S.110), the control unit 20 of the X-ray source con 
trol device 16 reads the sending time and the remaining time 
RT from the stop timing notification STN. The remaining 
time RT is corrected based on the predetermined time TL 
(S112). This is, as illustrated in FIG. 11, aimed at correcting 
a time lag of communication between the electronic cassette 
12 and the X-ray source control device 16. The stop timing 
notification STN which is sent from the electronic cassette 12 
at the time point t1 arrives at the X-ray source control device 
16 at the time point t1' after the predetermined time TL. Since 
the remaining time RT is obtained using the time point t1 as 
the reference time point, the control unit 20 performs correc 
tion for subtracting the predetermined time TL from the 
remaining time RT. In addition, the control unit 20 sets the 
remaining time RT in the timer 23 and monitors elapsing of 
the remaining time RT (S119). A time point when the remain 
ing time RT has elapsed becomes the scheduled stop time te, 
and thus the control unit 20 stops the irradiation of X rays at 
the time point when the remaining time RT has elapsed. 
0176). In this example, only the X-ray source control 
device 16 corrects the remaining time RT; however, the elec 
tronic cassette 12 may correct the remaining time RT. For 
example, the remaining time RT is calculated in the step 
where the scheduled stop time te is predicted, and, there is a 
time difference between the calculation time point and the 
sending time although slight. Of course, although the differ 
ence is slight as compared with communication time or a time 
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lag of communication, this correction may be performed in a 
case where high accuracy is desired to be obtained. 
0177. In addition, as illustrated in FIGS. 16 and 17, an 
arrival time when the stop timing notification STN arrives at 
the X-ray source control device 16 may be included in the 
stop timing notification STN instead of the sending time. In 
this case, as illustrated in FIG. 17, the remaining time RT is 
corrected (S221). The remaining time RT uses an arrival time 
as a reference time point, and thus the control unit 36 of the 
evaluation portion 21 performs correction for Subtracting the 
predetermined time TL from the calculated remaining time 
RT in process step S221. In addition, the control unit 36 
obtains an arrival time by adding the predetermined time TL 
to the sending time. The control unit 36 includes the arrival 
time and the remaining time RT in the stop timing notification 
STN which is sent (S250C). 
0178. In the X-ray source control device 16, the control 
unit 20 reads the arrival time and the remaining time RT from 
the received stop timing notification STN. When a reference 
time point is confirmed to be the arrival time, the control unit 
20 sets the remaining time RT in the timer 37 and monitors 
elapsing of the remaining time RT. As illustrated in FIG. 11, 
the control unit 20 stops irradiation at a time point when the 
remaining time RT has elapsed. 
0179. In addition, as in the stop timing notification STN 
illustrated in FIG. 18, the reference time point is not included, 
and only the remaining time RT may be included. In this case, 
which one of the electronic cassette 12 and the X-ray source 
control device 16 corrects the predetermined time TL is deter 
mined. In this way, even if the reference time point is not 
included, the remaining time RT may be appropriately cor 
rected based on the predetermined time TL according to 
determined procedures in advance. 
0180. In the second embodiment, the data formats 
described with reference to FIGS. 12, 14, 16 and 18 and the 
process procedures may be combined with the first embodi 
ment. The first embodiment is an aspect in which, as illus 
trated in FIG. 10, the stop timing notification STN is sent from 
the electronic cassette 12 before the predetermined time TL of 
the scheduled stop time te so as to arrive at the X-ray source 
control device 16 exactly at the scheduled stop time te. 
0181. As described above, the predetermined time TL is 
an average value of communication time or a time lag of 
communication, and has an error with real communication 
time or time lag of communication. There are cases where the 
real communication time or time lag of communication is 
longer than or shorter than the predetermined time TL. In a 
case where the real communication time or time lag of com 
munication is longer than the predetermined time TL, since 
an arrival time of the stop timing notification STN has already 
past the scheduled stop time te, correction cannot be per 
formed. However, in a case where the real communication 
time or time lag of communication is shorter than the prede 
termined time TL, an arrival time is earlier than the scheduled 
stop time te. In a case where the current time does not reach 
the scheduled stop time te when the stop timing notification 
STN is received, the control unit 20 of the X-ray source 
control device 16 does not immediately stop the irradiation of 
X rays but waits for the stop timing to arrive and stops the 
irradiation of X rays. In this way, even if there is an error 
between the predetermined time TL and the real communi 
cation time, irradiation can stop exactly at the stop timing. 
0182. In addition, the reference time point included in the 
stop timing notification STN may use time points other than 
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the sending time in the electronic cassette 12 or the arrival 
time in the X-ray source control device 16, or may use a 
sending time in the console 13. In that case, when the stop 
timing notification STN is received from the electronic cas 
sette 12, the console 13 corrects the remaining time RT so as 
to be suitable for the sending time in the console 13, and 
transmits the stop timing notification STN to the X-ray source 
control device 16. 
0183 The various aspects of the stop timing notification 
STN described in the second embodiment may be applied to 
almost all the subsequent embodiments from the third 
embodiment. 

Third Embodiment 

0184 The third embodiment illustrated in FIG. 19 is an 
example where the stop timing notification STN is retrans 
ferred after irradiation of X rays starts until the irradiation 
stops, that is, until a cumulative dose reaches a dose target 
value. The example illustrated in FIG. 19 is an example in 
which transmission is retried in a case where the stop timing 
notification STN sent by the electronic cassette 12 does not 
arrive at the X-ray source control device 16 due to instanta 
neous interruption of the communication path or time-out 
when a time lag of communication is long. 
0185. In FIG. 19, the electronic cassette 12 performs the 
AEC process, and sends the stop timing notification STN at 
the time point t11. At the first transmission timing, a case 
where the stop timing notification STN does not arrive at the 
X-ray source control device 16 due to instantaneous interrup 
tion of the communication path or the like is illustrated. The 
electronic cassette 12 retries transmission of the stop timing 
notification STN at a predetermined interval in preparation 
for this case of communication failure. The stop timing noti 
fication STN is sent at the time point t12 which is the timing 
when the communication pathis recovered and thus arrives at 
the X-ray source control device 16. 
0186. As such, a plurality of transmissions of the stop 
timing notification STN are repeatedly performed, and 
thereby communication failure Such as instantaneous inter 
ruption of a communication path can be handled. In a case of 
a wireless manner, since an electric state is unstable and thus 
communication failure frequently occurs, the present inven 
tion is particularly useful. 
0187. In the example of FIG. 19, aspects of the stop timing 
notification STN may be an aspect in which the scheduled 
stop time te illustrated in FIG. 12 may be included, and an 
aspect in which the remaining time RT illustrated in FIGS. 14, 
16 and 18 is included. 
0188 Here, a process is different depending on whether 
the scheduled stop time te is included or the remaining time 
RT is included. In a case of including the scheduled stop time 
te, the scheduled stop time te does not vary even if the sending 
time varies to the time point t11 and the time point t12, and 
thus the stop timing notification STN of the same content is 
transferred at any one of the time point t11 and the time point 
t12. On the other hand, the remaining time RT is defined as 
time left from a reference time point, and thus remaining time 
RT using each of the time point t11 and the time point t12 as 
a reference time point is changed. For this reason, in a case 
where transmission of the stop timing notification STN which 
is sent at the time point t11 is retried at the time point t12, the 
remaining time RT is corrected according to a time difference 
between the time point t11 and the time point t12. Specifi 
cally, in a case where the remaining time RT using the time 
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point t11 as a reference time point is transferred at the time 
point t12, correction for subtracting the time difference 
between the time point t11 and the time point t12 from the 
remaining time RT is performed. In addition, in a case where 
a transmission time or an arrival time is included along with 
the remaining time RT, the transmission time or the arrival 
time is also updated according thereto. In addition, in the 
present embodiment, the time point t12 is used as a reference 
time point. 
0189 In a case of a plurality of transmissions of the stop 
timing notification STN are repeatedly performed at a prede 
termined time interval as in this example, there are cases 
where the X-ray source control device 16 receives a plurality 
of stop timing notifications STN. In a case where the sched 
uled stop time to is included in the stop timing notification 
STN, the same content is given, and thus there is no problem; 
however, in a case of including the remaining time RT, a value 
of the remaining time RT is changed in a plurality of stop 
timing notifications STN. In this case, since the stop timing 
notification STN of which the remaining time RT is the mini 
mum is regarded as being the latest out of a plurality of stop 
timing notifications STN, the X-ray source control device 16 
may select the stop timing notification STN of which the 
remaining time RT is the minimum and may stop irradiation 
according to the remaining time RT. 
0190. When the stop timing notification STN is received, 
the X-ray Source control device 16 may transmit a reception 
acknowledgement signal to the electronic cassette 12. In this 
way, since the electronic cassette 12 receiving the reception 
acknowledgement signal stops the retry, a plurality of stop 
timing notifications STN are prevented from being trans 
ferred to the X-ray source control device 16. 

Fourth Embodiment 

(0191 The fourth embodiment illustrated in FIGS. 20 and 
21 is the same as the third embodiment in that a plurality of 
stop timing notifications STN are repeatedly sent during irra 
diation. A difference is that a stop timing is predicted again 
each time the stop timing notification STN is sent in the fourth 
embodiment. The later the time point when prediction is 
performed, the larger the cumulative dose, and thus predic 
tion accuracy can be improved. 
(0192. In FIG. 20, the electronic cassette 12 performs the 
AEC process until a cumulative dose reaches a dose target 
value, and repeatedly predicts a stop timing during that time. 
At the time point t11, the first prediction of a stop timing is 
performed, and the first stop timing notification STN1 is sent. 
In addition, at the time point t21 after a predetermined time 
has elapsed, the second prediction is performed, and the sec 
ond stop timing notification STN2 is sent. The stop timing 
notifications STN1 and STN2 arrive at the X-ray source con 
trol device 16 at time points t11 and t21", respectively. In 
addition, in the present embodiment, the time points t11 and 
t21 are used as reference time points. 
0193 As illustrated in FIG. 21, the stop timing notifica 
tions STN1 and STN2 may include, for example, a scheduled 
stop timete. The electronic cassette 12 executes process steps 
S210 to S230 and S250A illustrated in FIG. 13, and sends the 
first stop timing notification STN1. In addition, after a pre 
determined time has elapsed, the scheduled stop time te is 
calculated again based on a cumulative dose at that time point, 
and performs the second prediction (S260). The electronic 
cassette 12 executes the same process step S270 as process 
step S250A, and sends the stop timing notification STN2. 
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These processes are repeatedly performed until a cumulative 
dose reaches the dose target value (S280). 
0194 On the other hand, the X-ray source control device 
16 performs a plurality of receptions of the stop timing noti 
fication STN (S110A). Both of the stop timing notifications 
STN1 and STN2 include the scheduled stop time te; however, 
the scheduled stop time te included in the stop timing notifi 
cation STN2 is calculated again, and thus has high prediction 
accuracy. The X-ray source control device 16 selects the latest 
scheduled stop timete based on the receiving time (S1102A), 
and monitors that the selected scheduled stop time te arrives 
(S111). When the scheduled stop time te arrives, irradiation 
stops (S120). According to this example, the stop timing is 
repeatedly predicted again, and thus high accuracy AEC can 
be performed. Thereby, an excessive dose is reduced, and 
improvement in image quality of an X-ray image and reduc 
tion in an unnecessary exposure dose of the Subject H can be 
expected. 
0.195 Although, in this example, the latest stop timing 
notification STN is determined based on a receiving time in 
the X-ray source control device 16, a sending time or an 
arrival time may be set in the stop timing notifications STN1 
and STN2, respectively, in the electronic cassette 12, in addi 
tion to the scheduled stop time te. In this way, the X-ray 
Source control device 16 can determine the latest stop timing 
notification STN based on the sending time or the arrival time 
included in the stop timing notification STN. 
0196. As illustrated in FIG. 22, in a case where a plurality 
of stop timing notifications STN are transferred, when instan 
taneous interruption of a communication path occurs, there 
are cases where an order of reception timings of a plurality of 
stop timing notifications STN is wrong. The example of FIG. 
22 illustrates a case where the stop timing notifications STN1, 
STN2 and STN3 are transferred in this order, none of the three 
stop timing notifications are transferred at the timings due to 
instantaneous interruption of the communication path, and 
then transmission of the three stop timing notifications STN1, 
STN2 and STN3 are retried. A stop timing notification of 
which transmission is first retried is the stop timing notifica 
tion STN1; however, the instantaneous interruption continues 
at this time, and thus the stop timing notification STN1 is not 
transferred. Since the communication failure is recovered at 
the timings when transmission of the Subsequent stop timing 
notifications STN2 and STN3 is retried, the transmission of 
the stop timing notifications STN2 and STN3 is successful. 
Transmission of the stop timing notification STN1 is success 
ful thirdly, and thus an order thereof to be received is later than 
the stop timing notifications STN2 and STN3. 
0197) In this case, if determination is performed at the 
sending time, the latest stop timing notification is the stop 
timing notification STN3, but, if determination is performed 
at the receiving time, the latest stop timing notification is 
determined as being the stop timing notification STN1. In this 
case, if a sending time is set in the stop timing notification 
STN in the electronic cassette 12, the X-ray source control 
device 16 can correctly determine the latest notification even 
if the reception order is changed. 
0198 As illustrated in FIG. 23, cumulative doses D1, D2 
and D3 respectively may be set in the stop timing notifications 
STN1, STN2 and STN3 in addition to the respective sched 
uled stop times te1, te2 and te3. The cumulative doses D1, D2 
and D3 are used to predict the scheduled stop times te1, te2 
and te3. Since the cumulative doses D1, D2 and D3 increase 
with the passage of time, the later, the greater the value 
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thereof. For this reason, the control unit 20 of the X-ray 
Source control device 16 determines that the stop timing 
notification STN3 of which a cumulative dose is the maxi 
mum is the latest notification and employs the scheduled stop 
time te;3 thereof in process step S1102E. 
0199. In addition, although, in this example, an example 
where the scheduled stop time te is set in the stop timing 
notification STN has been described, the remaining time RT 
may be set as illustrated in FIG. 24. In a case of the remaining 
time RT, as illustrated in process step S1102D, the latest stop 
timing notification STN can be determined using the remain 
ing time RT itself. This is because, the later the remaining 
time RT, the smaller the value thereof. Of course, in order to 
further increase accuracy, a sending time, an arrival time, a 
cumulative dose, and the like may be set. 

Fifth Embodiment 

0200. The fifth embodiment illustrated in FIGS. 25 and 26 
is an example in which the stop timing notification STN is 
transferred from the electronic cassette 12 to the X-ray source 
control device 16, and the X-ray source control device 16 
returns a reception acknowledgement signal CN to the elec 
tronic cassette 12 when the stop timing notification STN is 
received. In addition, in the fifth embodiment, the electronic 
cassette 12 corrects a predetermined time TL of the stop 
timing notification STN2 which is transferred next based on 
the time L11 from the sending time t11 of the first stop timing 
notification STN1 to the receiving time t11 of the reception 
acknowledgement signal CN1 which is a response thereto. In 
addition, in the present embodiment, the time points t11 and 
t21 are used as reference time points. 
0201 In other words, the time from the sending of the stop 
timing notification STN to the reception of the reception 
acknowledgement signal CN is measured, real communica 
tion time or time lag of communication is actually measured 
in the present communication path, and the preset predeter 
mined time TL is corrected. This example may not be useful 
in a case where content set in the stop timing notification STN 
is the scheduled stop timete, and is useful in a case where the 
content is the remaining time RT. This is because, in a case of 
the remaining time RT, correction based on the predetermined 
time TL is necessary as described in the second embodiment 
illustrated in FIGS. 14 to 17. 
0202 As illustrated in FIG. 26, the electronic cassette 12 
executes process steps S210 to S250F and sends the stop 
timing notification STN in which the remaining time RT is 
set. The X-ray source control device 16 receives the stop 
timing notification STN (S110A) and sends the reception 
acknowledgement signal CN to the electronic cassette 12 for 
each reception. The electronic cassette 12 performs predic 
tion again by re-calculating the remaining time RT based on 
the time L11 (refer to FIG. 25) from the sending time of the 
stop timing notification STN to the receiving time of the 
reception acknowledgement signal CN (S260A). In the re 
calculation, the predetermined time TL is corrected based on 
the time L11 in process step S221. In addition, the re-calcu 
lated remaining time RT is set in the stop timing notification 
STN which is transferred to the X-ray source control device 
16. The X-ray source control device 16 selects the latest 
remaining time RT (S1102A), and performs irradiation stop. 
Thereby, the remaining time RT is not only predicted again 
but the predetermined time TL is also corrected based on an 
actually measured time lag of communication, and thus a stop 
timing can be predicated with higher accuracy. 
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0203. In addition, although, in this example, a time lag of 
communication is actually measured using the stop timing 
notification STN and the reception acknowledgement signal 
CN, a time lag of communication may be actually measured 
by transmitting and receiving a test signal without using the 
stop timing notification STN and the reception acknowledge 
ment signal CN. 

Sixth Embodiment 

0204 As a handling method in a case where a real time lag 
of communication and the predetermined time TL are devi 
ated from each other, there is a method illustrated in FIGS. 27 
and 28. This example corresponds to a method of handling a 
case where only the remaining time RT is set in the stop 
timing notification STN. Since the intensity of X rays applied 
from the X-ray source 15 becomes stable after a while from 
the start of irradiation, as illustrated in FIG. 27, a cumulative 
dose increases with a constant slope to an extent, and thereby 
the remaining time RT included in the stop timing notification 
STN which is repeatedly transferred decreases with a con 
stant slope. The control unit 20 of the X-ray source control 
device 16 obtains an approximate curve AC which is linearly 
approximated, based on the remaining times RT101, RT102 
and RT103 of a plurality of stop timing notifications STN 
received at the time points t101, t102 and t103. 
0205 When the approximate curve AC is obtained, it can 
be seen that the remaining time RT103 indicates an abnormal 
value among the remaining times RT101, RT102 and RT103. 
In relation to the remaining time RT103, a greater value 
thereof than the approximate curve AC means that the 
remaining time RT103 arrives late due to a time lag of com 
munication although it originally arrives at the timing earlier 
than the time point t103. The control unit 20 of the X-ray 
Source control device 16 determines the remaining time 
RT103 as having an abnormal value based on the approximate 
curve AC, excludes the remaining time RT103 from selection 
targets so as to select the latest remaining time RT102 of the 
remainder, and stops the irradiation of X rays. Thereby, even 
in a case where only the remaining time RT is set in the Source 
electrode ST, high accuracy AEC can be performed even 
without using the reception acknowledgement signal CN. 
0206 Although, in the above description, an abnormal 
value in which a time lag of communication is great is deter 
mined using the linear approximation of the remaining time 
RT from a plurality of stop timing notifications STN received 
by the X-ray source control device 16, an abnormal value in 
which a time lag of communication is great may be deter 
mined based on a reception interval of a plurality of stop 
timing notifications STN as illustrated in FIG. 28. When the 
stop timing notification STN is repeatedly sent from the elec 
tronic cassette 12 at a predetermined time interval TI1, if a 
time lag of communication is an average value, a reception 
interval in the X-ray source control device 16 is the same as 
the time interval TI1, For this reason, when the reception 
interval of the stop timing notification STN varies, the stop 
timing notification STN of which the communication interval 
varies can be determined as having an abnormal value in 
which a time lag of communication is great. 
0207. In the example of FIG. 28, the reception interval TI2 
between the stop timing notification STN2 and the stop tim 
ing notification STN3 is larger than TI1, and thus can be 
determined as having an abnormal value in which the real 
time lag TL3 of communication is greater than the predeter 
mined time TL. In a case where only a remaining time is set in 
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the stop timing notification STN, an abnormal value can be 
excluded as in this example, and thus constant prediction 
accuracy can be secured. Thereby, constant image quality of 
an X-ray image can be secured, and an unnecessary exposure 
of a subject can also be reduced. 

Seventh Embodiment 

0208 Although, in the above-described embodiment, an 
example in which a value taking a time lag of communication 
into consideration is used for the predetermined time TL has 
been described, the seventh embodiment corresponds to a 
method of handling a case where an excessive dose exceeding 
a dose target value occurs due to factors other than the time 
lag of communication. 
0209. As illustrated in FIG. 29, a dose of X rays gradually 
rises when the X-ray source 15 receives a start command, 
increases to a peak corresponding to a tube current, maintains 
an almost steady state around the peak until a stop command 
is received, and gradually falls when the stop command is 
received. As such, a curve indicating a dose variation of X 
rays applied in one radiographing is almost in a trapezoidal 
shape. In addition, the time after the stop command is 
received until a dose of X rays becomes completely Zero, that 
is, a wave tail of the dose of X rays can be shortened if, for 
example, a high-priced X-ray source Such as a triode or a 
tetrode is used, but is lengthened if a general X-ray Source 
such as a diode is used. In addition, the wave tail of the dose 
of X rays varies depending on a tube Voltage or a tube current, 
and, for example, the smaller the tube current, or the higher 
the tube voltage, the longer the wave tail. 
0210 For this reason, an irradiation amount of X rays 
which is practically applied varies depending on the length of 
the wave tail of the dose of X rays. Due to the variation in an 
irradiation amount, a scheduled stop time to calculated by the 
AEC unit 32 is deviated from a time point when a dose target 
value is practically obtained, and thus an excessive dose is 
considered to occur. In order to solve this problem, in the 
present embodiment, an average value of time after the X-ray 
source control device 16 actually stops driving of the X-ray 
source 15 until the irradiation of X rays actually stops is also 
added to the predetermined time TL, and, for example, the 
timing when the stop timing notification STN is transferred, 
that is, the predetermined time TL Varies depending on, for 
example, an X-ray Source type, or radiographing conditions 
Such as a tube Voltage and a tube current. 
0211 For example, as illustrated in FIG. 30, whether or 
not the X-ray source 15 is a triode or a tetrode, or a diode is 
determined(S300), whether or not a tube current is larger than 
a preset threshold value is determined (S301), and whether or 
not a tube Voltage is Smaller than a preset threshold value is 
determined (S302). In addition, in a case where the X-ray 
source 15 is a triode or a tetrode, in a case where the tube 
current is larger than the preset threshold value, or in a case 
where the tube voltage is smaller than the preset threshold 
value, the wave tail of the dose of X rays is shortened, and thus 
overexposure does not occur. Therefore, an initially set pre 
determined time TL is used (S303). In addition, in a case 
where the X-ray source 15 is a diode, in a case where the tube 
current is Smaller than the preset threshold value, or in a case 
where the tube voltage is larger than the preset threshold 
value, the wave tail of the dose of X rays is lengthened, and 
thus overexposure occurs. Therefore, the time T is corrected 
So as to belonger thanan initially set value, and thereby a dose 
of X-ray is prevented from being excessive (S304). Thereby, 
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accuracy of AEC can be improved according to a type of 
X-ray source or a radiographing condition. In the present 
embodiment as well, the remaining time RT may be used 
instead of the scheduled stop time te. 

Eighth Embodiment 
0212. As illustrated in FIGS. 31 and 32, the eighth 
embodiment corresponds to an example in which, as infor 
mation set in the stop timing notification STN, in addition to 
a signal type, a remaining time RT or a scheduled stop time te 
regulating a stop timing, information of presence/absence of 
an error flag indicating that error occurs in a device and a 
device ID for identifying the device are set. As the device, for 
example, there is a relay device Such as a Switching hub or a 
router forming a communication path in addition to the elec 
tronic cassette 12 and the console 13. An error flag of software 
may be set in addition to hardware. In a case of Software, a 
software ID is set instead of the device ID. 
0213. As illustrated in FIG. 32, the X-ray source control 
device 16 determines whether or not an error flag is present 
when the stop timing notification STN is received (S115). In 
addition, in a case where there is the error flag, emergency 
stop is unconditionally performed. Thereby, since irradiation 
immediately stops in a case where error occurs inhardware or 
Software, a danger of continuous irradiation in a state where 
error occurs can be prevented. 
0214. Although, in the above-described embodiment, a 
description has been made of an example in which the stop 
timing notification STN is transferred via the console 13 
when the stop timing notification STN is transferred from the 
electronic cassette 12 to the X-ray source control device 16, 
the electronic cassette 12 and the X-ray source control device 
16 may be connected so as to communicate with each other 
without using the console 13 as illustrated in FIGS. 33 to 37. 
0215 For example, FIG. 33 illustrates an example in 
which the electronic cassette 12 and the X-ray source control 
device 16 are respectively provided with wireless communi 
cation units 81 with antennae, respectively, and are connected 
in a wireless manner. The wireless communication units 81 
are connected to each other via a relay device Such as a 
wireless access point 82. In FIG.34, the electronic cassette 12 
and the X-ray source control device 16 are respectively pro 
vided with wired communication units 83, and the wired 
communication units 83 are connected to each other via a 
cable 85 in a wired manner. A relay device 84 such as a 
Switching hub or a router is interposed on the communication 
path between the wired communication units 83. According 
to this example, the console 13 is not interposed, and a time 
lag of communication can be reduced accordingly. 
0216 FIGS. 35 and 36 illustrate an example in which the 
electronic cassette 12 and the X-ray source control device 16 
are connected so as to directly communicate with each other 
without interposing the access point 82 or the relay device 84. 
FIG. 35 illustrates an example of the wireless manner, and 
FIG. 36 illustrates an example of the wired manner. Accord 
ing to these examples, since the access point 82 or the relay 
device 84 is not interposed, a time lag of communication can 
be further reduced. Since a time lag of communication 
increases as devices interposed between the electronic cas 
sette 12 and the X-ray source control device 16 increase, 
direct connection as in this example is useful in the AEC 
process requiring rapidity. 
0217 FIG. 37 illustrates a modified example of the 
example illustrated in FIG.35, and is an example in which the 
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electronic cassette 12 and the X-ray source control device 16 
are respectively provided with wireless communication units 
86 which can communicate using a plurality of wireless chan 
nels. Each of the wireless communication units 86 is provided 
with a plurality of transmission and reception antennae 87. 
and each antenna 87 searches for different wireless channels. 
Thereby, even in a case where communication failure occurs 
in any one wireless channel, the stop timing notification STN 
can be transferred using other wireless channels, and thus a 
time lag of communication can be reduced. In addition, in the 
X-ray source control device 16, when a plurality of stop 
timing notifications STN are received from the respective 
channels, the latest stop timing notification STN is deter 
mined based on content of the stop timing notifications STN. 
0218. Although a method of adjusting the predetermined 
time TL has been described in relation to a time lag of com 
munication, or a time lag until irradiation actually stops from 
an irradiation stop command as described in the seventh 
embodiment, for example, a dose target value may be 
adjusted instead of the predetermined time TL. Specifically, 
in a case where a time lag is considered to be large, a dose 
target value decreases, and in a case where a time lag is 
considered to be Small, the dose target value decreases. 
0219. Of the above-described embodiments, in the 
embodiments in which irradiation of X rays stops based on 
information included in the stop timing notification STN, the 
stop timing notification STN including the scheduled stop 
time te or the remaining time RT of an irradiation time is sent 
from the electronic cassette 12 to the X-ray source control 
device 16, and the X-ray source control device 16 stops irra 
diation of X rays based on the scheduled stop time te or the 
remaining time RT. However, information included in the 
stop timing notification STN is not limited to the scheduled 
stop timeteor the remaining time RT, and may be other pieces 
of information as long as the information can be converted 
into a remaining irradiation time of X rays by the X-ray 
source control device 16. 

0220. As other pieces of information, there is, for 
example, dose information indicating a remaining irradiation 
dose of X rays. In a case where the dose information is 
transferred as content of the stop timing notification STN, 
information indicating a remaining irradiation dose of X rays 
can be converted into a remaining irradiation time of X rays 
based on a tube current of X rays of which irradiation is in 
progress in the X-ray source control device 16, and thus the 
irradiation of X rays can stop based on the converted remain 
ing irradiation time. For example, if a remaining irradiation 
dose of X rays included in the stop timing notification STN is 
0 mR (milliroentgens), it is converted into a remaining time of 
0 seconds. In this case, the X-ray source control device 16 
immediately stops the irradiation of X rays. 
0221. In the above-described embodiment, an example in 
which the electronic cassette 12 self-detects start of irradia 
tion and finish of irradiation has been described, the self 
detection may not be performed. In this case, Synchronous 
communication is performed between the X-ray source con 
trol device 16 and the electronic cassette 12. For example, 
when a warm-up start signal from the irradiation switch 17 is 
received, the X-ray source control device 16 transmits an 
irradiation start request signal for inquiring whether or not 
irradiation starts, to the X-ray radiographing device 11 having 
the electronic cassette 12. In a case of being ready to receive 
the irradiation, the X-ray radiographing device 11 transmits 



US 2016/0038114A1 

an irradiation permission signal to the control unit 20 as a 
response to the irradiation start request. 
0222. When the irradiation permission signal is received 
from the X-ray radiographing device 11 and an irradiation 
start signal is received from the irradiation switch 17, the 
control unit 20 issues an irradiation start command to the high 
voltage generator 19. When the irradiation start command is 
received, the high Voltage generator 19 applies a high Voltage 
to the X-ray Source 15 so as to start Supplying power. The 
X-ray source 15 starts irradiation of X rays when power starts 
to be supplied. 
0223) In a case where irradiation by the X-ray source 15 
stops, the control unit 20 transmits an irradiation finish signal 
indicating the irradiation finishes to the X-ray radiographing 
device 11. 
0224. In addition, although, in this example, an arrival 
dose of X rays is measured by the short-circuited pixel 57 
provided in the imaging region 41, the short-circuited pixel 57 
has almost the same structure as the typical pixel 40, and has 
almost the same sensitivity to X rays as the pixel 40. There 
fore, there is a merit in that an arrival dose of X rays can be 
accurately measured. For this reason, prediction accuracy of 
a stop timing is also high. In addition, the structures thereof 
are almost the same as each other, and thus manufacturing 
thereof is easy, and an increase in manufacturing costs is 
Small. 

0225. Of course, a dose detection unit is not limited to the 
short-circuited pixel and may use other aspects. For example, 
a dedicated pixel for detecting X rays is provided separately 
from the typical pixels 40 and may be used as the dose 
detection unit. In addition, by using, for example, a CMOS 
sensor which can read charge from a typical pixel in a non 
destructive manner, a dose of a desired region in the imaging 
region can be read during irradiation of X rays. Further, as 
other methods, there is a method in which a current flowing 
through a bias line for applying a bias Voltage to each pixel of 
the imaging region is detected so as to detect a dose, or a 
method in which a dose is detected based on a leakage current 
which leaks to a signal line when the TFT of the typical pixel 
is turned off. A dose detection unit with any configuration 
may be used as long as the dose detection unit can detect a 
dose during irradiation of X rays. 
0226. Although, in each of the above-described embodi 
ments, an example in which the electronic cassette 12 and the 
console 13 are separate devices has been described, the con 
sole 13 is not necessarily an independent device, and the 
X-ray radiographing device 11 may be configured as a single 
device of the electronic cassette 12 by mounting the functions 
of the console 13 in the electronic cassette 12. Alternatively, 
a dedicated radiographing control device having a function 
regarding control of the electronic cassette 12 may be con 
nected between the electronic cassette 12 and the console 13, 
and the console 13 may perform only simple works such as an 
input of radiographing conditions and display of an X-ray 
image. In addition, the console 13 and the X-ray Source con 
trol device 16 may be integrally formed. Further, the present 
invention is not limited to the electronic cassette which is a 
portable X-ray image detection device and may be applied to 
an X-ray image detection device type which is fixed to a 
radiography platform. 
0227. In addition, the present invention is not limited to the 
above-described device configuration and may be applied to 
other configurations. For example, a dedicated device which 
receives the stop timing notification STN is provided between 

Feb. 11, 2016 

the electronic cassette 12 and the X-ray source control device 
16, and, in this device, other processes are not performed, and 
the most part of a CPU may be used for a finish process. In the 
present invention, in relation to the device configuration of 
the X-ray image radiographing system, what is not problem 
atic but is important is to prevent a delay of irradiation stop 
caused by a time lag of communication in a case where a stop 
timing notification process of AEC is performed over the 
devices between the electronic cassette 12 and the X-ray 
source control device 16 which are different devices, and in a 
case where the electronic cassette 12 side detects an actually 
irradiated dose and determines whether or not the dose is 
Sufficient relative to a target dose, and the X-ray source con 
trol device 16 side which is another device performs actual 
irradiation stop control via any communication path. Finally, 
a time lag of communication occurs since a device on a side 
which detects that irradiation of X rays is sufficient and deter 
mines a stop timing and a device which performs actual stop 
control are separate device, and presence of any device ther 
ebetween is not problematic. In this case, the stop timing 
notification STN is transferred in advance and thereby a delay 
of irradiation stop timing can be prevented. 
0228. In addition, as disclosed in JP2008-086358A, one 
X-ray radiographing may be performed by a set of pre-irra 
diation and main irradiation. In this case, transition to an 
accumulation operation in the main irradiation may be per 
formed in a state where signal charges accumulated in pixels 
through an accumulation operation in the pre-irradiation are 
maintained even after the pre-irradiation finishes. In this way, 
the signal charges obtained through the pre-irradiation can be 
reflected on an X-ray image without being wasted. In the 
meaning that exposure which does not contribute to an X-ray 
image is reduced, an unnecessary exposure of a Subject can be 
reduced. 

0229. The present invention is not limited to X rays and 
may be applied to radiographing systems using other radia 
tion Such as y rays. In addition, the present invention is not 
limited to the above-described respective embodiments and 
may employ various configurations without departing from 
the spirit of the present invention. 
What is claimed is: 

1. A radiographic device which is connected to a radiation 
generation device irradiating a Subject with radiation in order 
to allow communication therebetween and receives the radia 
tion transferred through the Subject so as to radiograph a 
radiological image of the Subject, comprising: 

an image detection unit that has an imaging region where a 
plurality of pixels accumulating signal charges corre 
sponding to a dose of the radiation are arranged and 
detects the radiological image: 

a dose detection unit that detects an arrival dose of the 
radiation arriving at the imaging region; 

a stop timing prediction unit that predicts a stop timing 
which is a predicted Stop timing when the arrival dose is 
predicted to arrive at a preset dose target value, for 
stopping irradiation of the radiation in the radiation gen 
eration device based on the arrival dose detected by the 
dose detection unit and the preset dose target value in 
order to prevent excess radiation exposure to the Subject; 
and 

a communication unit that determines a send timing of a 
stop timing notification for notifying the stop timing to 
the radiation generation device before the stop timing 
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arrives based on the stop timing predicted by the stop 
timing prediction unit and a predetermined time, 

wherein the predetermined time being set in consideration 
of a time lag of communication with the radiation gen 
eration device. 

2. The radiographic device according to claim 1, wherein 
the communication unit sends the stop timing notification to 
the radiation generation device the predetermined time before 
the stop timing. 

3. The radiographic device according to claim 2, wherein 
the stop timing notification includes a scheduled stop time 
when a cumulative dose which is a cumulative value of the 
arrival dose is predicted to reach the dose target value. 

4. The radiographic device according to claim 2, wherein 
the stop timing notification includes a remaining time from a 
reference time point to a time point when a cumulative dose is 
predicted to reach the dose target value. 

5. The radiographic device according to claim 4, wherein 
the stop timing notification includes a sending time when the 
communication unit sends the stop timing notification, or an 
arrival time in the radiation generation device, set in consid 
eration of a time lag of the communication, in addition to the 
remaining time. 

6. The radiographic device according to claim 2, wherein 
the communication unit sends a plurality of stop timing noti 
fications until the stop timing arrives. 

7. The radiographic device according to claim 6, wherein 
the dose detection unit continuously detects a dose until a 
cumulative dose which is a cumulative value of the arrival 
dose reaches the dose target value. 

8. The radiographic device according to claim 7, wherein 
the communication unit sends the plurality of stop timing 
notifications until the cumulative dose reaches the dose target 
value. 

9. The radiographic device according to claim 7, wherein 
the stop timing prediction unit performs prediction again 
when the stop timing notification is sent. 

10. The radiographic device according to claim 2, further 
comprising: 

a clock circuit that clocks the current time; and 
a synchronization unit that synchronizes the clock circuit 

with a clock circuit of the radiation generation device. 
11. The radiographic device according to claim 2, wherein 

the communication unit corrects the predetermined time set 
in consideration of a time lag of the communication based on 
the kind of the radiation generation device and a radiograph 
ing condition for driving the radiation generation device. 

12. The radiographic device according to claim 2, wherein 
the communication unit and the radiation generation device 
are directly connected to each other without interposing a 
relay device in a communication path therebetween. 

13. The radiographic device according to claim 2, wherein 
a communication path between the communication unit and 
the radiation generation device is entirely or partially wire 
less. 

14. The radiographic device according to claim 13, 
wherein the communication unit is a wireless communication 
unit. 

15. The radiographic device according to claim 14. 
wherein the wireless communication unit sends the stop tim 
ing notification using a plurality of wireless channels. 

16. The radiographic device according to claim 2, wherein 
the stop timing prediction unit corrects the predetermined 
time set in consideration of a time lag of the communication 
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based on a time from when the communication unit sends a 
signal to the radiation generation device until the communi 
cation unit receives a response to the signal. 

17. The radiographic device according to claim 2, wherein 
the stop timing notification includes an error flag which is 
given by a communication device which presents in a com 
munication path between the communication unit and the 
radiation generation device. 

18. The radiographic device according to claim 1, further 
comprising: 

a gain setting unit that sets again when the radiological 
image is read from the image detection unit based on the 
arrival dose detected by the dose detection unit. 

19. The radiographic device according to claim 1, wherein 
the dose detection unit is provided in the imaging region of 
the image detection unit. 

20. A radiographic system comprising: 
a radiation generation device that irradiates a Subject with 

radiation; and 
a radiographic device that is connected to the radiation 

generation device in order to allow communication ther 
ebetween and receives the radiation transferred through 
the Subject so as to radiograph a radiological image of 
the Subject, 

wherein the radiographic device includes 
an image detection unit that includes an imaging region 
where a plurality of pixels accumulating signal charges 
corresponding to a dose of the radiation are arranged and 
detects the radiological image: 

a dose detection unit that detects an arrival dose of the 
radiation arriving at the imaging region; 

a stop timing prediction unit that predicts a stop timing 
which is a predicted Stop timing when the arrival dose is 
predicted to arrive at a preset dose target value, for 
stopping irradiation of the radiation in the radiation gen 
eration device based on the arrival dose detected by the 
dose detection unit and the preset dose target value in 
order to prevent excess radiation exposure to the Subject; 
and 

a communication unit that determines a send timing of a 
stop timing notification for notifying the radiation gen 
eration device of the stop timing to the radiation genera 
tion device before the stop timing arrives based on the 
stop timing predicted by the stop timing prediction unit 
and a predetermined time, 

wherein the predetermined time being set in consideration 
of a time lag of communication with the radiation gen 
eration device, 

wherein the radiation generation device includes 
a radiation source that applies the radiation; and 
a radiation source control unit that controls the radiation 

Source, 
wherein the radiation Source control unit includes 
a communication unit that receives the stop timing notifi 

cation; and 
a control unit that stops irradiation by the radiation source 

based on the stop timing notification. 
21. The radiographic system according to claim 20, 

wherein the stop timing notification includes a scheduled stop 
time when a cumulative dose which is a cumulative value of 
the arrival dose is predicted to reach the dose target value, and 

wherein the control unit stops the irradiation by the radia 
tion source based on arrival of the scheduled stop time. 
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22. The radiographic system according to claim 20, 
wherein the stop timing notification includes a remaining 
time from a reference time point to a time point when the 
cumulative dose is predicted to reach the dose target value, 
and 

wherein the control unit stops the irradiation by the radia 
tion source based on the remaining time having elapsed. 

23. The radiographic system according to claim 21, 
wherein the communication unit sends the plurality of stop 
timing notifications until the stop timing arrives. 

24. The radiographic system according to claim 23, 
wherein the control unit stops the irradiation by the radiation 
Source based on the latest stop timing notification of the 
plurality of stop timing notifications which have been 
received. 

25. A control method for a radiographic device which is 
connected to a radiation generation device irradiating a Sub 
ject with radiation in order to allow communication therebe 
tween and includes an image detection unit provided with an 
imaging region where a plurality of pixels accumulating sig 
nal charges corresponding to a dose of the radiation are 
arranged and receiving the radiation transferred through the 
Subject so as to detect a radiological image of the Subject, 
comprising: 

a dose detection step of detecting an arrival dose of the 
radiation arriving at the imaging region; 

a stop timing prediction step of predicting a stop timing 
which is a predicted Stop timing when the arrival dose is 
predicted to arrive at a preset dose target value, for 
stopping irradiation of the radiation in the radiation gen 
eration device based on the detected arrival dose and the 
preset dose target value in order to prevent excess radia 
tion exposure to the Subject; and 

a determination step of determining a send timing of a stop 
timing notification for notifying the radiation generation 
device of the stop timing to the radiation generation 
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device before the stop timing arrives based on the stop 
timing predicted by the stop timing prediction unit and a 
predetermined time, 

wherein the predetermined time being set in consideration 
of a time lag of communication with the radiation gen 
eration device. 

26. A non-transitory computer readable recording medium 
recording thereona control program for a radiographic device 
which is connected to a radiation generation device irradiat 
ing a subject with radiation in order to allow communication 
therebetween and includes an image detection unit provided 
with an imaging region where a plurality of pixels accumu 
lating signal charges corresponding to a dose of the radiation 
are arranged and receiving the radiation transferred through 
the Subject so as to detect a radiological image of the Subject, 
the control program causing a computer to function as: 

a dose detection unit that detects an arrival dose of the 
radiation arriving at the imaging region; 

a stop timing prediction unit that predicts a stop timing 
which is a predicted Stop timing when the arrival dose is 
predicted to arrive at a preset dose target value, for 
stopping irradiation of the radiation in the radiation gen 
eration device based on the arrival dose detected by the 
dose detection unit and the preset dose target value in 
order to prevent excess radiation exposure to the Subject; 
and 

a communication unit that determines a send timing of a 
stop timing notification for notifying the radiation gen 
eration device of the stop timing to the radiation genera 
tion device before the stop timing arrives based on the 
stop timing predicted by the stop timing prediction unit 
and a predetermined time, 

wherein the predetermined time being set in consideration 
of a time lag of communication with the radiation gen 
eration device. 


