Title: METHODS AND APPARATUS OF ENCODING/DECODING INTRA PREDICTION MODE USING CANDIDATE INTRA PREDICTION MODES

Abstract: A method and an apparatus of encoding/decoding intra prediction mode using a plurality of candidate intra prediction modes are disclosed. A method of decoding an intra prediction mode can comprise deriving three candidate intra prediction modes about a current block and deriving an intra prediction mode of the current block. Therefore, by predicting an intra prediction mode of the current block based on a plurality of candidate intra prediction modes, video encoding efficiency can be improved.
Description

Title of Invention: METHODS AND APPARATUSES OF ENCODING/DECODING INTRA PREDICTION MODE USING CANDIDATE INTRA PREDICTION MODES

Technical Field

[0001] The present disclosure relates to a method and apparatus of encoding and decoding video, and more particularly, to a method and apparatus of encoding and decoding an intra prediction mode using a plurality of candidate intra prediction modes.

Background Art

[0002] Needs for high resolution, high quality video, such as HD (High Definition) and UHD (Ultra High Definition) video, are increasing in various application areas. Higher resolution, higher quality video inevitably causes increase in the amount of data compared with the existing video data; therefore, when video data are transmitted by using a medium, such as the existing wired or wireless broadband system, or video data are stored by using the existing storage media, costs for transmission and storage also increase. To address the above mentioned problems caused by a widespread use of high resolution, high quality video data, high efficient video compression technologies may be employed.

[0003] Various technologies may be employed for video compression: inter prediction technology for predicting pixel values of a current picture from the picture encoded before or after the current picture, intra prediction technology for predicting pixel values of a current picture by using pixel information within the current picture, an entropy encoding method for assigning symbols of short length to those values appearing more frequently while assigning symbols of long length to those values appearing less frequently, and so on. By using the video compression technologies as introduced above, video data can be more efficiently compressed for the transmission or the storage of the video data. However, there is a need for more improved compression technologies.

Summary of Invention

Technical Problem

[0004] Exemplary embodiments of the present invention provide a method of encoding and decoding an intra prediction mode for a current block.

[0005] Exemplary embodiments of the present invention provide an apparatus carrying out a method of encoding and decoding an intra prediction mode for a current block.

[0006] Additional features of the invention will be set forth in the description which follows,
and in part will be apparent from the description, or may be learned by practice of the
invention.

Solution to Problem

[0007] Exemplary embodiments of the present invention provide a method of decoding an
intra prediction mode of a current block comprising: determining whether a first intra
prediction mode derived from a first neighboring block located at the left side of the
current block is identical to a second intra prediction mode derived from a second
neighboring block located at the upper side of the current block; in response to a deter-
mination that the first intra prediction mode is not identical to the second intra
prediction mode, deriving a first candidate intra prediction mode from the first intra
prediction mode and deriving a second candidate intra prediction mode from the
second intra prediction mode; and based on priority of order among a planar mode, a
DC mode, and a vertical mode, deriving an intra prediction mode different from the
first candidate intra prediction mode and the second candidate intra prediction mode
into a third candidate intra prediction mode. The deriving of the intra prediction mode
comprises deriving the planar mode into the third candidate intra prediction mode if
the first candidate intra prediction mode and the second candidate intra prediction
mode are not the planar mode; deriving the DC mode into the third candidate intra
prediction mode if one of the first candidate intra prediction mode and the second
candidate intra prediction mode is the planar mode and the other is not the DC mode;
and deriving the vertical mode into the third candidate intra prediction mode if one of
the first candidate intra prediction mode and the second candidate intra prediction
mode is the planar mode and the other is the DC mode. The first neighboring block
corresponds to a current block including a pixel positioned at (x-1, y) when the
position of a pixel in the upper left side of the current block is (x, y); and the second
neighboring block corresponds to a current block including a pixel positioned at (x, y-
1) when the position of a pixel in the upper left of the current block is (x, y), where the
x and y are an integer value. The method of decoding an intra prediction mode of a
current block may comprise decoding information indicating whether one of the first
candidate intra prediction mode, the second candidate intra prediction mode, and the
third candidate intra prediction mode is identical to an intra prediction mode of the
current block; and if one of the first candidate intra prediction mode, the second
candidate intra prediction mode, and the third candidate intra prediction mode is
identical to an intra prediction mode of the current block, deriving an intra prediction
mode of the prediction mode based on the identical one from among the three
candidate intra prediction modes. The method of decoding an intra prediction mode of
a current block may comprise decoding information indicating whether one of the first
candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to an intra prediction mode of the current block; and if the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode are not the same as an intra prediction mode of the prediction mode, deriving an intra prediction value of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. In the method of decoding an intra prediction mode, the deriving of the intra prediction mode of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode if the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode are not the same as an intra prediction mode of the prediction mode may further comprise deriving an intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

Exemplary embodiments of the present invention provide a method of decoding an intra prediction mode comprising: determining whether a first intra prediction mode derived from a first neighboring block located at the left side of the current block is identical to a second intra prediction mode derived from a second neighboring block located at the upper side of the current block; in response to a determination that the first intra prediction mode is identical to the second intra prediction mode and the first intra prediction mode is a planar mode or a DC mode, deriving a first candidate intra prediction mode into the planar mode; deriving a second candidate intra prediction mode into the DC mode; and deriving a third candidate intra prediction mode into a vertical mode. The method of decoding an intra prediction mode of a current block may comprise decoding information indicating whether one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to an intra prediction mode of the current block; and if one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to an intra prediction mode of the current block, deriving an intra prediction mode of the current block based on the one of the three candidate intra prediction modes. The method of decoding an intra prediction mode of a current block may comprise decoding information indicating whether one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to an intra prediction mode of the current block; and if the first candidate intra prediction mode,
the second candidate intra prediction mode, and the third candidate intra prediction mode are not the same as an intra prediction mode of the current block, deriving an intra prediction mode of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. In the method of decoding an intra prediction mode, the deriving an intra prediction value of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode if the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode are not the same as an intra prediction mode of the current block may further comprise deriving an intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. The first neighboring block corresponds to a current block including a pixel positioned at (x-1, y) when the position of a pixel in the upper left side of the current block is (x, y); and the second neighboring block corresponds to a current block including a pixel positioned at (x, y-1) when the position of a pixel in the upper left of the current block is (x, y), where the x and y are an integer value.

0009 Exemplary embodiments of the present invention provide an image decoding apparatus comprising: an entropy decoding unit configured to decode information indicating whether one candidate intra prediction mode from among a first candidate intra prediction mode, a second candidate intra prediction mode, and a third candidate prediction mode is identical to an intra prediction mode of a current block, the first, second, and third candidate intra prediction modes being three intra prediction modes for the current block; and a predictor configured to derive an intra prediction mode of the current block based on the information, wherein, if a first intra prediction mode derived from a first neighboring block located at the left side of the current block is not identical to a second intra prediction mode derived from a second neighboring block located at the upper side of the current block, the first candidate intra prediction mode is derived from the first intra prediction mode; the second candidate intra prediction mode is derived from the second intra prediction mode; and, based on priority of order of a planar mode, a DC mode, and a first mode, an intra prediction mode different from the first candidate intra prediction mode and the second candidate intra prediction mode is derived into the third candidate intra prediction mode. The third candidate intra prediction mode is derived into the planar mode if the first candidate intra prediction mode and the second candidate intra prediction mode are not the planar mode; the third candidate intra prediction mode is derived into the DC mode if one of
the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode and the other is not the DC mode; and the third candidate intra prediction mode is derived into the vertical mode if one of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode and the other is the DC mode. The first neighboring block corresponds to a current block including a pixel positioned at \((x-1, y)\) when the position of a pixel in the upper left side of the current block is \((x, y)\); and the second neighboring block corresponds to a current block including a pixel positioned at \((x, y-1)\) when the position of a pixel in the upper left of the current block is \((x, y)\), where the \(x\) and \(y\) are an integer value. The predictor, if one of the three candidate intra prediction modes is identical an intra prediction mode of the current block, derives an intra prediction mode of the current block based on the one of the three candidate intra prediction modes; and if none of the three candidate intra prediction modes is not identical to an intra prediction mode of the current block, derives an intra prediction mode of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. The predictor, if none of the three candidate intra prediction modes is identical to an intra prediction mode of the current block, derives an intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

Exemplary embodiments of the present invention provide an image decoding apparatus comprising: an entropy decoding unit configured to decode information indicating whether one candidate intra prediction mode from among a first candidate intra prediction mode, a second candidate intra prediction mode, and a third candidate prediction mode is identical to an intra prediction mode of a current block, the first, second, and third candidate intra prediction modes being three candidate intra prediction modes for the current block; and a predictor configured to determine whether a first intra prediction mode derived from a first neighboring block located at the left side of the current block is identical to a second intra prediction mode derived from a second neighboring block located at the upper side of the current block, wherein, if the first intra prediction mode is identical to the second intra prediction mode and the first intra prediction mode is a planar mode, a first candidate intra prediction mode is derived as the planar mode and a second candidate intra prediction mode is derived as a DC mode and a third candidate prediction mode is derived as a vertical mode. The predictor, if one of the three candidate intra prediction modes is identical to an intra prediction mode of the current block, is configured to derive an intra prediction mode of the current block based on the one of the three candidate intra
prediction modes; and if none of the three candidate intra prediction modes is identical to an intra prediction mode of the current block, the predictor is configured to derive an intra prediction mode of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. The predictor, if none of the three candidate intra prediction modes is identical to an intra prediction mode of the current block, is configured to derive an intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. The current block is such that the first neighboring block corresponds to a current block including a pixel positioned at (x-1, y) when the position of a pixel in the upper left side of the current block is (x, y); and the second neighboring block corresponds to a current block including a pixel positioned at (x, y-1) when the position of a pixel in the upper left of the current block is (x, y), where the x and y are an integer value.

[0011] According to aspects of the present invention, a method of encoding and decoding an intra prediction mode by using a plurality of candidate intra prediction modes and an apparatus using the method can represent an intra prediction mode of a current block by using a short codeword and predict an intra prediction mode of a current block based on a plurality of candidate intra prediction modes, thereby improving video encoding efficiency.

[0012] It is to be understood that both forgoing general descriptions and the following detailed description are exemplary and explanatory and are intended to provide further explanation of the invention as claimed. Other features and aspects will be apparent from the following detailed description, the drawings, and the claims.

**Advantageous Effects of Invention**

[0013] According to aspects of the present invention, a method of encoding and decoding an intra prediction mode by using a plurality of candidate intra prediction modes and an apparatus using the method can represent an intra prediction mode of a current block by using a short codeword and predict an intra prediction mode of a current block based on a plurality of candidate intra prediction modes, thereby improving video encoding efficiency.

[0014] It is to be understood that both forgoing general descriptions and the following detailed description are exemplary and explanatory and are intended to provide further explanation of the invention as claimed. Other features and aspects will be apparent from the following detailed description, the drawings, and the claims.

**Brief Description of Drawings**
The accompany drawings, which are included to provide a further understanding of this document and are incorporated on and constitute a part of this specification to illustrate embodiments of the invention and together with the description serve to explain the principles of the invention.

FIG. 1 is a block diagram of a video encoder according to an exemplary embodiment of the present invention;

FIG. 2 is a block diagram of a video decoder according to an exemplary embodiment of the present invention;

FIG. 3 is a conceptual diagram illustrating a method of encoding an intra prediction mode of a current block according to an exemplary embodiment of the present invention;

FIG. 4 is a conceptual diagram illustrating a method of determining availability of a neighboring block according to an exemplary embodiment of the present invention;

FIG. 5 is a flow diagram illustrating a method of changing an intra prediction mode of a neighboring block based on a current block according to an exemplary embodiment of the present invention;

FIG. 6 is a flow diagram illustrating a method of generating a first candidate intra prediction mode and a second candidate intra prediction mode according to an exemplary embodiment of the present invention;

FIG. 7 is a flow diagram illustrating a method of mapping information about an intra prediction mode of a current block into a codeword according to an exemplary embodiment of the present invention;

FIG. 8 is a flow diagram illustrating a method of decoding a current intra prediction mode according to an exemplary embodiment of the present invention;

FIG. 9 is a flow diagram illustrating a method of configuring a candidate intra prediction mode available from a neighboring block according to an exemplary embodiment of the present invention;

FIG. 10 is a flow diagram illustrating a method of configuring a candidate intra prediction mode when three candidate intra prediction modes are used and a first candidate intra prediction mode is configured from a neighboring block according to an exemplary embodiment of the present invention;

FIG. 11 is a flow diagram illustrating a method of configuring a candidate intra prediction mode when three candidate intra prediction modes are used and a first candidate intra prediction mode and a second candidate intra prediction mode are configured from a neighboring block according to an exemplary embodiment of the present invention;

FIG. 12 is a flow diagram illustrating a method of configuring a candidate intra prediction mode when four candidate intra prediction modes are used and a first
candidate intra prediction mode is configured from a neighboring block according to an exemplary embodiment of the present invention;

[0028] FIG. 13 is a flow diagram illustrating a method of configuring a candidate intra prediction mode when four candidate intra prediction modes are used and a first candidate intra prediction mode and a second candidate intra prediction mode are configured from a neighboring block according to an exemplary embodiment of the present invention;

[0029] FIG. 14 is a flow diagram illustrating a method of decoding an intra prediction mode of a current block according to an exemplary embodiment of the present invention;

[0030] FIG. 15 is a flow diagram illustrating a method of decoding an intra prediction mode of a current block according to an exemplary embodiment of the present invention; and

[0031] FIG. 16 is a flow diagram illustrating a method of decoding a current intra prediction mode according to an exemplary embodiment of the present invention.

Mode for the Invention

[0032] Exemplary embodiments now will be described more fully hereinafter with reference to the accompanying drawings, in which exemplary embodiments are shown. The present disclosure may, however, be embodied in many different forms and should not be construed as limited to the exemplary embodiments set forth therein. Rather, these exemplary embodiments are provided so that the present disclosure will be thorough and complete, and will fully convey the scope of the present disclosure to those skilled in the art. In the description, details of well-known features and techniques may be omitted to avoid unnecessarily obscuring the presented embodiments.

[0033] The terminology used herein is for the purpose of describing particular embodiments only and is not intended to be limiting of the present disclosure. As used herein, the singular forms "a", "an" and "the" are intended to include the plural forms as well, unless the context clearly indicates otherwise. Furthermore, the use of the terms a, an, etc. does not denote a limitation of quantity, but rather denotes the presence of at least one of the referenced item. The use of the terms "first", "second", and the like does not imply any particular order, but they are included to identify individual elements. Moreover, the use of the terms first, second, etc. does not denote any order or importance, but rather the terms first, second, etc. are used to distinguish one element from another. It will be further understood that the terms "comprises" and/or "comprising", or "includes" and/or "including" when used in this specification, specify the presence of stated features, regions, integers, steps, operations, elements, and/or components, but do not preclude the presence or addition of one or more other features, regions, integers, steps, operations, elements, components, and/or groups thereof.
[0034] In case it is mentioned that a certain component is "connected" or "accessed" to another component, it may be understood that the certain component is directly connected or accessed to the another component or that a component is interposed between the components. On the contrary, in case it is mentioned that a certain component is "directly connected" or "directly accessed" to another component, it should be understood that there is no component therebetween.

[0035] Terms used in the present invention is to merely explain specific embodiments, thus it is not meant to be limiting. A singular expression includes a plural expression unless two expressions are contextually different from each other. In the present invention, a term "include" or "have" is intended to indicate that characteristics, figures, steps, operations, components, elements disclosed on the specification or combinations thereof exist. Rather, the term "include" or "have" should be understood so as not to preclude existence of one or more other characteristics, figures, steps, operations, components, elements or combinations thereof or additional possibility.

[0036] Hereinafter, exemplary embodiments of the present invention will be described in detail with reference to appended drawings. In the drawings, the size and relative sizes of layers and regions may be exaggerated for clarity. Like reference numerals in the drawings denote like elements.

[0037] FIG. 1 is a block diagram of a video encoder according to an exemplary embodiment of the present invention.

[0038] With reference to FIG. 1, a video encoder 100 may include a picture divider 105, a predictor 110, a transform unit 115, a quantizer 120, a re-alignment unit 125, an entropy encoding unit 130, an inverse quantizer 135, an inverse transform unit 140, a filter unit 145, and a memory 150.

[0039] The individual unit shown in FIG. 1 has been illustrated independently of each other to emphasize characteristic functions of a video encoder; therefore, it does not mean that each unit is necessarily implemented as separate hardware or software units. In other words, each unit is introduced and illustrated as such for the convenience of description. At least two units may be combined into a single unit providing an integrated function or a single unit may carry out its function being further divided into a plurality of sub-units. Embodiments realized by integration or division of individual units fall into the technical scope of the present invention unless the embodiments depart from the technical principles of the present invention.

[0040] Also, part of constituting elements may be optional elements for enhancing the functions and may be omitted.

[0041] The picture divider 105 may divide an input picture into at least one processing unit. The processing unit may be a prediction block (PB) or a transform block (TB), or a coding block (CB).
The picture divider 105 divides a single picture into a combination of a plurality of coding blocks, prediction blocks, and transform blocks. Based on a predetermined criterion (for example, a cost function), the picture divider 105 may encode a picture by choosing a single combination of coding blocks, prediction blocks, and transform blocks.

For example, a single picture may be divided into a plurality of coding blocks. To divide a picture by coding blocks, a recursive tree structure, such as quad tree structure, may be employed. By using a single picture or a maximum size coding block as a root, a coding block may be partitioned into other coding blocks, the coding block having as many child nodes as the number of partitioned coding blocks. A leaf node refers to a coding block which cannot be further partitioned according to predetermined conditions. If a single coding block allows division only into square regions, a single coding block can be divided into up to four different coding blocks.

Hereinafter, the term, coding block, may be used to indicate not only the unit of encoding but also the unit of decoding, that is, a decoding block.

A single coding block may be partitioned into one or more prediction blocks of the same size in the square or rectangular shape. Further, a single coding block may be partitioned into prediction blocks, the shape of one prediction block may be different from the shape of the remaining prediction blocks.

At the time of configuring prediction blocks for performing intra prediction based on coding blocks, if a prediction block does not correspond to the minimum coding block, intra prediction may be carried out without dividing the prediction block into a plurality of prediction blocks (N x N).

A predictor 110 may include an inter predictor, which carries out inter prediction, and an intra predictor, which carries out intra prediction. Whether to use inter prediction or intra prediction may be determined on the basis of prediction blocks and specific information (e.g., intra prediction mode, motion vector, reference picture, and so on) may be determined according to each prediction method. The processing unit by which prediction is carried out and the processing unit by which a prediction method and specific information are determined may differ from each other. For example, a prediction method and a prediction mode may be determined by prediction blocks and prediction may be carried out by transform blocks. A residual value (residual block) between a predicted block and the original block may be input to a transform unit 115. Also, prediction mode information used for prediction, motion vector information, and so on may be encoded together with residual values by the entropy encoding unit 130 and transferred to a decoder. In case of using a particular encoding mode, without generating a predicted block through the predictor 110, it may be possible to encode the original block as it is and transfer the encoded block to the decoder.
The inter predictor may perform inter prediction based on the information of at least one of previous and next pictures of a current picture. The inter predictor may include a reference picture interpolation unit, a motion predictor, and a motion compensation unit.

The reference picture interpolation unit may be provided with reference picture information from the memory 150 and may generate sub-integer accuracy pixel information for the reference picture. In case of luminance pixel, to generate sub-integer accuracy pixel information in units of 1/4 pixel, a DCT-based 8 tap interpolation filter with varying filter coefficients may be employed. In case of chrominance signal, to generate sub-integer accuracy pixel information in units of 1/8 pixel, a DCT-based 4 tap interpolation filter with varying filter coefficients may be employed.

The motion predictor may carry out estimation of motion based on reference pictures interpolated by the reference picture interpolation unit. As a method for estimating a motion vector, various methods, such as FBMA (Full search-based Block Matching Algorithm), TSS (Three Step Search), NTS (New Three-Step Search Algorithm), may be utilized. A motion vector may have a motion vector in units of 1/2 or 1/4 pixel based on interpolated pixels. The motion predictor may estimate a prediction block by applying various different methods for motion prediction. As a motion prediction method, various methods, such as skip method, merge method, AMVP (Advanced Motion Vector Prediction) method, may be utilized.

The intra predictor may generate a predicted block based on the information of reference pixels (i.e., reference samples) adjacent to a prediction block, which is the information about pixels of a current picture. If a reference pixel is the pixel which has performed inter prediction as the blocks adjacent to a prediction block have performed inter prediction, the reference pixels included in a block, which has performed inter prediction, may be substituted by reference pixel information of adjacent blocks which have performed intra prediction. If a reference pixel is not available, at least one reference pixel among available reference pixels may substitute for unavailable reference pixel information.

A prediction mode in intra prediction may be further divided into a directional prediction mode utilizing reference pixel information along a prediction direction and a non-directional prediction mode not utilizing directional information at the time of carrying out prediction. The mode for estimation of luminance information may be different from the mode for estimation of chrominance information, and intra prediction mode information estimating luminance information or predicted luminance signal information may be employed for predicting chrominance information.

In an intra prediction, if the size of a prediction block is the same as the size of a transform block, intra prediction may be carried out based on the pixels located at the
left, upper-left, and upper sides of the prediction block. In the intra prediction, however, if the size of a prediction block is different from the size of a transform block, intra prediction may be carried out using reference pixels based on transform block. Also, an intra prediction, which applies NxN partition only for minimum prediction blocks, may be employed.

In accordance with a prediction mode, an intra prediction method may generate a predicted block after applying AIS (Adaptive Intra Smoothing) filter to reference pixels. Types of AIS filter to be applied for reference pixels may differ from each other. To carry out the intra prediction method, an intra prediction mode of a prediction block may be predicted from intra prediction modes of neighboring blocks adjacent to the prediction block. In case of predicting an intra prediction mode of a prediction block by using mode information predicted from neighboring blocks, if the intra prediction mode of the prediction block is the same as one of the intra prediction modes derived from the neighboring blocks, information indicating that the intra prediction mode of the prediction block is the same as one of the intra prediction modes derived from the neighboring blocks may be transferred by using predetermined flag information; if the intra prediction mode of the prediction block differ from all of the intra prediction modes derived from the neighboring blocks, the intra prediction mode of the prediction block may be encoded by carrying out entropy encoding.

The predictor, based on an encoding method using intra encoding mode described with respect to FIG. 3 through FIG. 8, may indicate intra prediction mode of a prediction block (i.e., current block) by using predetermined binary symbols, where a current block is a target block to be predicted.

Also, a residual block including residual information, which is the difference value between the prediction block and its predicted block generated at the predictor 110, may be generated. The residual block may be input to the transform unit 115. The transform unit 115 may transform the residual block including residual information of the predicted block generated by the predictor 110 and the prediction blocks by applying a transform method, such as DCT (Discrete Cosine Transform) or DST (Discrete Sine Transform). Whether to use the DCT or DST to transform the residual blocks may be determined based on intra prediction mode of a prediction block employed for generating the residual blocks.

The quantizer 120 may quantize the values transformed to the frequency region by the transform unit 115. Quantization coefficients may change according to block types or importance of the picture in question. The values calculated by the quantizer 120 may be provided to the inverse quantizer 135 and a re-alignment unit 125.

The re-alignment unit 125 may carry out re-alignment of coefficient values with respect to the quantized residual values.
The re-alignment unit 125 may change coefficients in the form of a two-dimensional (2D) block into a one-dimensional vector form by using a coefficient scanning method. For example, the re-alignment unit 125, by employing a zig-zag scanning method, may scan coefficients from DC to high frequency and modify them into a one-dimensional vector form. Depending on the size of a transform block and its intra prediction mode, a vertical scanning method, which scans coefficients forming a two-dimensional block along a column-wise direction, or a horizontal scanning method, which scans coefficients forming a two-dimensional block along a row-wise direction, may be applied rather than the zig-zag scanning method. In other words, depending on the size of a transform block and its intra prediction mode, a method from among the zig-zag scanning method, the vertical scanning method, and the horizontal scanning method may be determined.

The entropy encoding unit 130 may carry out entropy encoding based on the values calculated by the re-alignment unit 125. Entropy encoding, for example, may use various encoding methods, such as exponential Golomb, CAVLC (Context-Adaptive Variable Length Coding), and CABAC (Context-Adaptive Binary Arithmetic Coding).

The entropy encoding unit 130 receives various types of information, such as residual coefficient information of a block, block type information, prediction mode information, partitioning block information, prediction block information, transform block information, motion vector information, reference frame information, interpolation information of a block, filtering information, and so on, from the re-alignment unit 125 and the predictor 110 and encodes the information.

The entropy encoding unit 130 may apply entropy encoding to the coefficients of a block input from the re-alignment unit 125.

The entropy encoding unit 130 may store a table for carrying out entropy encoding, such as a variable length coding table, and carry out entropy encoding by using the table, such as the stored variable length coding table. In carrying out the entropy encoding, by applying a method of using a counter or direct swapping to a part of codewords included in the table, allocation of codewords for code number of the corresponding information may be modified. For example, for the case of a few of upper code numbers for which a small number of bits are allocated to codewords in the table mapping the code number to codewords, the mapping order of the table, which maps adaptively the codewords and code numbers, may be changed in such a way that a codeword of short length is assigned to the code number which reveals the largest accumulated number of occurrence counted by the counter. If the count approaches a predetermined threshold of the counter, the count recorded in the counter may be divided by half and counting may be started again.

For the code numbers in the table which are not involved in counting, if information
corresponding to the code number occurs, the entropy encoding may be carried out by reducing the number of bits allocated to the corresponding code number by employing a direct swapping method which swaps positions with the code number at the immediate upper position.

[0065] The entropy encoding unit, based on an encoding method using intra encoding mode described with respect to FIG. 3 through FIG. 8, may indicate intra prediction mode of a prediction block by using predetermined binary symbols.

[0066] The inverse quantizer 135 and the inverse transform unit 140 inversely quantize the values quantized by the quantizer 120 and inversely transform the values transformed by the transform unit 115, respectively. Residuals generated at the inverse quantizer 135 and the inverse transform unit 140 may be used to generate reconstructed blocks. The residuals may be combined with predicted block predicted through the motion predictor and the motion compensation unit included in the predictor 110, and the intra predictor.

[0067] The filter unit 145 may include at least one of a deblocking filter, an offset compensation unit, and an ALF (Adaptive Loop Filter).

[0068] The deblocking filter 145 may remove block distortions caused from the boundary between blocks in a reconstructed picture. Whether to apply a deblocking filter to a block may be determined based on the number of columns included in the block or the number of pixel included in a row. In case of applying a deblocking filter to a block, according to the required filtering intensity of the deblocking filter, a strong or a weak filter may be employed. Further, in carrying out vertical and horizontal filtering for the application of a deblocking filter, horizontal direction filtering and vertical direction filtering may be carried out in parallel.

[0069] The offset compensation unit may compensate the offset in units of pixels from the original image against the image for which the deblocking has been applied. To carry out offset compensation for a particular picture, a method of dividing pixels of the picture into a finite number of regions and determining a region for which to apply offset compensation and applying the offset compensation to the corresponding region or a method of applying offset compensation by taking account of edge information of each pixel may be employed.

[0070] The ALF (Adaptive Loop Filter) may perform filtering based on the values comparing a reconstructed picture after filtering and the original image. Pixels of the picture may be grouped into predetermined groups and filters may be assigned to the respective groups and filtering is carried out separately for each group. As for information about whether to apply ALF, luminance signals may be transferred for each coding block; and size and coefficients of an ALF to be applied for each block may vary. The ALF may have various forms and the number of coefficients included in the
filter may also change. The filtering-related information of ALS above (e.g., filter coefficient information, ALF On/Off information, filter shape information) may be transferred after being included in a predetermined parameter set through a bit stream.

The memory 150 may store reconstructed blocks or picture calculated through the filter unit 145 and the reconstructed blocks or picture may be provided to the predictor 110 while carrying out the inter prediction.

FIG. 2 is a block diagram of a video decoder according to an exemplary embodiment of the present invention.

With reference to FIG. 2, the video decoder 200 may include an entropy decoder 210, a re-alignment unit 215, an inverse quantizer 220, an inverse transform unit 225, a predictor 230, a filter unit 235, and a memory 240.

When a video bit stream is input from a video encoder, the input bit stream may be decoded through an inverse order of the procedure carried out for the video encoder.

The entropy decoder 210 ("entropy decoding unit") may carry out entropy decoding through an inverse order of the procedure of entropy encoding carried out at the entropy encoder of a video encoder. For example, entropy decoding can be carried out as the VLC table used for carrying out entropy encoding at the video encoder is implemented to be the same variable length coding table at the entropy decoding unit. Information for generating a predicted block from among the information decoded at the entropy decoding unit 210 is provided to the predictor 230 and residual values with which the entropy decoding unit 210 has carried out entropy decoding may be provided to the re-alignment unit 215.

In the same manner as the entropy encoding unit 130 of FIG. 1, the entropy decoding unit 210 may also change the codeword allocation table by using a counter or a direct swapping method. Based on the changed codeword allocation table, entropy decoding may be carried out.

The entropy decoding unit 210 may decode information related to intra prediction and inter prediction performed at the encoder. As described above, if certain conditions, such as specific constraints for prediction, exist when the video encoder carries out intra and inter prediction, entropy decoding may be performed based on the conditions and information related to intra and inter prediction of a prediction block may be provided. The entropy decoding unit may carry out decoding operation described with respect to FIG. 3 through FIG. 8.

The entropy decoding unit 210, based on a decoding method of intra encoding mode described with respect to FIG. 3 through FIG. 8, may decode intra prediction mode information of a prediction block by using predetermined binary symbols.

The re-alignment unit 215 may re-align a bit stream entropy-decoded by the entropy decoder 210 based on the re-align method employed in the encoder 100. Coefficients
expressed as a one-dimensional vector may be re-aligned by reconstructing the one-dimensional vector again into the coefficients of a two-dimensional block form. The re-alignment unit may receive information related to coefficient scanning performed at the encoder 100, may carry out re-alignment through a method of applying inverse scanning based on the scanning order performed at the encoder 100.

[0080] The inverse quantizer 220 may carry out inverse quantization based on quantization parameters provided by the encoder 100 and coefficient values of a re-aligned block.

[0081] The inverse transform unit 225 may apply inverse DCT or inverse DST, respectively, against the DCT or DST performed by the transform unit 115 on the quantization result performed at the video encoder 100. Inverse transform may be carried out based on a transform block determined at the video decoder. In the transform unit 115 of the video encoder 100, DCT or DST may be carried out selectively according to a prediction method, size and prediction direction, and so on, and the inverse transform unit 225 of the video decoder may carry out inverse transform based on the transform information carried out at the transform unit 115 of the video encoder 100.

[0082] In carrying out transformation, the transformation may be carried out based on a coding block rather than the transform block.

[0083] The predictor 230 may generate a predicted block based on the information related to generation of a predicted block provided by the entropy decoder 210 and information about a block or picture previously decoded provided by the memory 240.

[0084] As described above, if the size of a prediction block is the same as the size of a transform block when carrying out intra prediction in the same way as the operation at the video encoder 100, intra prediction may be carried out based on the pixels located at the left, upper-left, and upper side of the prediction block. However, if the size of the prediction block differs from the size of the transform block when carrying out intra prediction, intra prediction may be carried out using reference pixels based on the transform block. Also, intra prediction utilizing NxN partitioning may be used only for a minimum prediction block.

[0085] The predictor 230 may include a prediction block determination unit, an inter predictor, and an intra predictor. The prediction block determination unit may receive various pieces of information, such as prediction block information fed from the entropy decoding unit, prediction mode information of an intra prediction method, and motion prediction related information of an inter prediction method, identify prediction blocks from a current coding block, and determine whether the prediction block carries out inter prediction or intra prediction. The inter predictor may carry out inter prediction about a prediction block using information for inter prediction of a prediction block provided by the video encoder 100, based on the information of at least one of previous and next pictures of a current picture in which the prediction
block is included.

To carry out inter prediction, it may be determined that, based on a coding block, which method among skip mode, merge mode, and AMVP mode a motion prediction method of a prediction block included in the corresponding coding block corresponds to.

The intra predictor may generate a predicted block based on pixel information within a current picture. If a prediction block is coded in intra prediction mode, intra prediction may be carried out based on intra prediction mode of the prediction block provided at the video encoder 100.

The intra prediction block may include an AIS filter, a reference pixel interpolation unit, a DC filter. The AIS filter applies filtering to reference pixels of a prediction block and it may be determined whether to apply the AIS filter based on a prediction mode of a prediction block. By using a prediction mode of a prediction block provided by the video encoder and AIS filter information, AIS filtering may be performed on the reference pixels of a prediction block. If the prediction mode of a prediction block corresponds to the mode that does not carry out AIS filtering, the AIS filter may not be applied.

The reference pixel interpolation unit, if the prediction mode of a prediction block corresponds to the prediction block carrying out intra prediction based on pixel values interpolating reference pixels, may interpolate reference pixels and generate reference pixels of sub-integer accuracy pixel units. If the prediction mode of a prediction block corresponds to the prediction mode generating a predicted block without interpolating reference pixels, the reference pixels may not be interpolated. The DC filter may generate a predicted block through filtering if the prediction mode of a prediction block is a DC mode.

A reconstructed block or picture may be provided to the filter unit 235. The filter unit 235 may include a deblocking filter, an offset compensation unit, and an ALF.

The video encoder 100 may provide information about whether the deblocking filter has been applied to the corresponding block or picture and information about whether a strong or weak filter has been applied if the deblocking filter is employed. The de-blocking filter of the video decoder 200 may receive information related to the de-blocking filter provided by the video encoder 100 and carry out deblocking filtering against the corresponding block at the video decoder 200. In the same way as the video encoder, vertical deblocking filtering and horizontal deblocking filter may be carried out. For those regions overlapping with each other, at least one of the vertical and horizontal deblocking filtering may be carried out. In the region where the vertical de-blocking filtering and the horizontal deblocking filtering overlap, vertical deblocking filtering or horizontal deblocking filtering, which has not been carried out previously,
may be carried out. Through the deblocking filtering procedure as described above, parallel processing of deblocking filtering may be performed.

[0092] The offset compensation unit may apply offset compensation on a reconstructed image based on the type of offset compensation applied to an image at the time of encoding, information about the offset value, and so on.

[0093] The ALF may perform filtering based on the values obtained by comparing a reconstructed picture after filtering with the original image. The ALF may be applied to a coding block based on the information about whether the ALF provided from an encoder has been applied, ALF coefficient information, and so on. The ALF information may be provided after being included in a particular parameter set.

[0094] The memory 240 may store a reconstructed picture or block so that the reconstructed picture or block can be used as a reference picture or reference block and may provide the reconstructed picture to an output unit.

[0095] As described above, although the embodiments of the present invention use the term of coding block for the convenience of description, the block may function as a unit for decoding as well as encoding. That is, the coding block may refer to a decoding block in a decoding process. A method of encoding and decoding an intra prediction mode by using a plurality of candidate intra prediction modes described with respect to FIG. 3 through FIG. 8 may be implemented to realize functions of each module described with respect to FIG. 1 and FIG. 2. The encoder and decoder described above are exemplary and do not limit the scope of the present invention.

[0096] FIG. 3 is a conceptual diagram illustrating a method of encoding an intra prediction mode of a prediction block (i.e., current block) according to an exemplary embodiment of the present invention. A current block may refer to a target block to be predicted.

[0097] With reference to FIG. 3, an intra prediction mode of a current block 300 may be derived based on intra prediction modes of neighboring blocks 310, 320 of the current block.

[0098] According to aspects of the present invention, a block for deriving a candidate intra prediction mode used for predicting an intra prediction mode of a current block 300 may be defined as a neighboring block 310, 320. If the position of the upper-left pixel of a current block 300 is defined as (x, y), a first neighboring block 310 including a pixel position of (x-1, y) and a second neighboring block 320 including a pixel position of (x, y-1) may be defined to be neighboring blocks 310, 320.

[0099] A case where an intra prediction mode of a neighboring block is available may correspond to the case where a) a neighboring block exists; b) the neighboring block is coded in intra prediction mode; and c) an intra prediction mode can be derived from the neighboring block.

[0100] A case where an intra prediction mode of a neighboring block is unavailable may
correspond to the case where a) no neighboring block exists; b) the neighboring block is not coded in intra prediction mode; or c) an intra prediction mode cannot be derived from the neighboring block.

[0101] Further, to predict an intra prediction mode of a current block 300, intra prediction modes of neighboring blocks 310, 320 and other sequential intra prediction modes may be used. The intra prediction mode of a current block 300 may be predicted by a candidate intra prediction mode, and a plurality of candidate intra prediction modes may be utilized.

[0102] According to aspects of the present invention, it may be assumed that three or four candidate intra prediction modes are used for convenience of description; however, five or more candidate intra prediction modes may be available.

[0103] If it is assumed that three or more candidate intra prediction modes are used to predict an intra prediction mode of a current block, an embodiment for deriving a candidate intra prediction mode to predict, encode, and decode an intra prediction mode of a current block may be implemented as described below.

[0104] 1) If neighboring blocks of a current block are all available and have intra prediction modes different from each other (i.e., neighboring blocks have different intra prediction modes), two (i.e., a first and a second) candidate intra prediction modes may be derived from intra prediction modes of neighboring blocks. A third candidate intra prediction mode may be derived from an additional intra prediction mode different from two candidate intra prediction modes.

[0105] An additional intra prediction mode that is not derived from neighboring blocks may be referred to as a sequential, additional intra prediction mode. A sequential, additional intra prediction mode is an intra prediction mode used sequentially to derive a candidate intra prediction mode. In consideration of candidate intra prediction modes derived from neighboring blocks, a sequential, additional intra prediction mode may be set different from two candidate intra prediction modes derived from neighboring blocks as a third candidate intra prediction mode, so that three candidate intra prediction modes have different values from each other. Hereinafter, sequential, additional intra prediction modes will be described in detail.

[0106] 2) If neighboring blocks of a current block are all available and have a same intra prediction mode, one candidate intra prediction mode may be derived from the same intra prediction mode of neighboring blocks. The remaining two candidate intra prediction modes may be derived from two additional other intra prediction modes (sequential, additional intra prediction modes) different from one candidate intra prediction mode derived from neighboring blocks, so that three candidate intra prediction modes have different values from each other.

[0107] 3) If only one neighboring block is available from among neighboring blocks of a
current block, one candidate intra prediction mode may be derived from intra prediction mode of neighboring block available. The remaining two candidate intra prediction modes may be derived from two additional other intra prediction modes (sequential, additional intra prediction modes) different from the candidate intra prediction mode derived from neighboring block available, so that three candidate intra prediction modes have different values from each other.

4) If neighboring blocks of a current block are not available at all, three candidate intra prediction modes may be derived by using sequential, additional intra prediction modes.

If an intra prediction mode of a current block is the same as a candidate intra prediction mode, information indicating whether an intra prediction mode of a current block 300 is the same as a candidate intra prediction mode may be encoded and decoded through predetermined flag information.

Hereinafter, various cases of deriving three or four candidate intra prediction modes for encoding and decoding intra prediction mode of a current block 300 will be described.

Case 1: A method of deriving candidate intra prediction modes when neighboring blocks of a current block are all available and have intra prediction modes different from each other (i.e., neighboring blocks have different intra prediction modes). That is, a first neighboring block 310 and a second neighboring block 320 exist around a current block 300; the first and second neighboring blocks 310 and 320 are coded in intra prediction mode; and intra prediction mode of the first neighboring block 310 differs from intra prediction mode of the second neighboring block 320.

In this case, a first candidate intra prediction mode may be set equal to an intra prediction mode which has the smallest value between intra prediction modes of the first 310 and the second neighboring block 320, and a second candidate intra prediction mode may be set equal to an intra prediction mode which has the largest value between intra prediction modes of the first 310 and the second neighboring block 320.

Alternatively, a first candidate intra prediction mode may be set to intra prediction mode of the first neighboring block 310 and a second candidate intra prediction mode may be set to intra prediction mode of the second neighboring block 320.

A method of encoding and decoding an intra prediction mode of a current block by using a plurality of candidate intra prediction modes may derive a plurality of candidate intra prediction modes by using sequential, additional candidate intra prediction mode(s) for encoding and decoding an intra prediction mode of a current block.

Three candidate intra prediction modes may be defined as a plurality of candidate intra prediction modes for encoding and decoding an intra prediction mode of a current
block. In this case, for sequential, additional intra prediction mode(s), for example, a planar mode, a DC mode, and a vertical mode may be used, but aspects are not limited thereto.

[0116] An intra prediction mode used as a candidate intra prediction mode among sequential, additional intra prediction modes may be different from the candidate intra prediction modes derived from neighboring blocks.

[0117] For example, there may be a case that a first candidate intra prediction mode and a second candidate intra prediction mode can be derived from intra prediction modes of neighboring blocks 310 and 320, and none of the first and the second candidate intra prediction modes is the planar mode. In this case, a third candidate intra prediction mode may be set equal to the planar mode that is a first intra prediction mode among sequential, additional intra prediction modes.

[0118] If one of the first and the second candidate intra prediction modes derived from intra prediction modes of neighboring blocks is the planar mode and the other is not the DC mode, the third candidate intra prediction mode may be set equal to the DC mode that is a second intra prediction mode among sequential, additional intra prediction modes, since the planar mode already exists in the first or the second candidate intra prediction modes.

[0119] If one of the first and the second candidate intra prediction modes derived from intra prediction modes of neighboring blocks is the planar mode and the other is the DC mode, the third candidate intra prediction mode may be set equal to the vertical mode that is a third intra prediction mode among sequential, additional intra prediction modes, since the planar mode and the DC mode already exist in the first and second candidate intra prediction modes.

[0120] As described above, intra prediction mode of a current block may be predicted, encoded, and decoded by using three different candidate intra prediction modes.

[0121] Further, four candidate intra prediction modes may be used as a plurality of candidate intra prediction modes for encoding and decoding an intra prediction mode of a current block.

[0122] Sequential, additional intra prediction modes used for deriving four candidate intra prediction modes may be planar mode, DC mode, vertical mode, and horizontal mode.

[0123] For example, there may be a case in which a first candidate intra prediction mode and a second candidate intra prediction mode are derived from neighboring blocks, and the first and the second candidate intra prediction modes are not the planar mode or DC mode. In this case, among sequential, additional intra prediction modes, planar mode is derived as a third candidate intra prediction mode and DC mode as a fourth candidate intra prediction mode, which can be used for encoding and decoding intra prediction mode of a current block.
Also, it may be assumed that one of a first and second candidate intra prediction modes derived from neighboring blocks is planar mode and the other one is not DC mode. In this case, among sequential, additional intra prediction modes, DC mode is derived as a third candidate intra prediction mode while vertical mode is derived as a fourth candidate intra prediction mode in order not to make a candidate intra prediction mode identical to the candidate intra prediction modes derived from neighboring blocks.

If one of a first and second intra prediction modes derived from neighboring blocks is a planar mode, and the other is a DC mode (or DC mode and planar mode). In this case, a third candidate intra prediction mode is set to a vertical mode while a fourth candidate intra prediction mode as a horizontal mode in order not to make a candidate intra prediction mode identical to the candidate intra prediction modes derived from neighboring blocks.

The four candidate intra prediction modes derived through the method above can be used for predicting an intra prediction mode of a current block.

The order of sequential, additional intra prediction modes used for deriving three and four candidate intra prediction modes is introduced for an illustrative purpose and may be changed. For example, as another method for deriving three candidate intra prediction modes, sequential, additional intra prediction modes may employ planar mode, DC mode, and horizontal mode.

Further, as a still another method of using four candidate intra prediction modes, the sequential, additional intra prediction mode may use planar mode, DC mode, horizontal mode, and vertical mode sequentially as additional intra prediction modes.

If an intra prediction mode of a current block is predicted by using three candidate intra prediction modes, it may be assumed that planar mode, DC mode, and vertical mode are used sequentially as additional intra prediction modes.

If an intra prediction mode of a current block is predicted by using four candidate intra prediction modes, it may be assumed that planar mode, DC mode, vertical mode, and horizontal mode are used sequentially as additional intra prediction modes.

Case 2: A method of deriving candidate intra prediction modes when neighboring blocks of a current block are all available but have the same intra prediction mode.

Both the first neighboring block 310 and the second neighboring block 320 exist around a current block 300; the first 310 and the second neighboring block 320 may be coded in intra prediction mode, and intra prediction mode of the first neighboring block 310 is the same as intra prediction mode of the second neighboring block 320.

In this case, a first candidate intra prediction mode is set equal to the intra prediction mode of the first neighboring block 310, and the remaining candidate intra prediction modes are derived based on sequential, additional intra prediction mode(s).
For example, if three candidate intra prediction modes are used for predicting intra prediction mode of a current block 300, the remaining candidate intra prediction modes, the second and third candidate intra prediction modes, may be derived by using sequential, additional intra prediction mode(s).

For example, a first candidate intra prediction mode, which is an intra prediction mode of the first neighboring block 310, is not planar mode. In this case, an intra prediction mode different from the first candidate intra prediction mode among sequential, additional prediction modes may be used as a candidate intra prediction mode. Therefore, a second candidate intra prediction mode may be set equal to planar mode according to priority of order. A third candidate intra prediction mode may be set equal to vertical mode if the first candidate intra prediction mode is DC mode. Also, if the first candidate intra prediction mode is the remaining intra prediction mode different from planar and DC modes (in case it is neither planar nor DC mode), the third candidate intra prediction mode may be set equal to DC mode.

As another example, if a first candidate intra prediction mode, which is an intra prediction mode of the first neighboring block 310, is the planar mode, a second candidate intra prediction mode may be set equal to DC mode, and a third candidate intra prediction mode may be set equal to vertical mode.

If four candidate intra prediction modes are used for predicting a intra prediction mode of a current block 300, the second, third, and fourth candidate intra prediction modes may be configured in the same way as described above.

For example, if the first candidate intra prediction mode, which corresponds to the same intra prediction mode of the first 310 and second 320 neighboring blocks, is not the planar mode, the second candidate intra prediction mode can be set to the planar mode. Among the remaining sequential, additional intra prediction modes, DC mode, vertical mode, and horizontal mode, the remaining intra prediction modes different from the intra prediction mode that is the same as the first candidate intra prediction mode may be derived sequentially as the third candidate intra prediction mode and the fourth candidate intra prediction mode.

As another example, if a first candidate intra prediction mode, which corresponds to the same intra prediction mode of the first 310 and second 320 neighboring blocks, is the planar mode, the second candidate intra prediction mode may be set to DC mode; the third candidate intra prediction mode may be set to vertical mode; and the fourth candidate intra prediction mode may be set to horizontal mode.

Case 3: A method of deriving candidate intra prediction modes when only one neighboring block is available among neighboring blocks of a current block.

If only one neighboring block from a first 310 and a second 320 neighboring block is available, a candidate intra prediction mode may be derived only from the available
neighboring block.

[0142] In this case, if three candidate intra prediction modes are used as a candidate intra prediction mode of a current block 300, the intra prediction mode calculated from the available neighboring block may be derived as a first candidate intra prediction mode. The remaining second and third candidate intra prediction modes may be derived based on sequential, additional intra prediction modes. That is, at least two intra prediction modes among planar mode, DC mode, and vertical mode which are sequential candidate intra prediction modes, may be derived sequentially as the second candidate intra prediction mode and the third candidate intra prediction mode, respectively.

[0143] For example, a first candidate intra prediction mode, which is an intra prediction mode of the available neighboring block, may be an intra prediction mode different from the planar mode. In this case, an intra prediction mode not identical to the first candidate intra prediction mode from among sequential additional prediction modes may be used as a candidate intra prediction mode. Therefore, a second candidate intra prediction mode may be configured as the planar mode. The remaining third candidate intra prediction mode may be configured as vertical mode if the first candidate intra prediction mode is DC mode to avoid plural assignment of DC mode as candidate prediction mode even though the DC mode has higher priority than the vertical mode. Also, if the first candidate intra prediction mode corresponds to the other intra prediction mode (in case it is neither planar nor DC mode), the third candidate intra prediction mode may be configured as the DC mode, which may have higher priority than other intra prediction modes except the planar mode.

[0144] As another example, if a first candidate intra prediction mode, which is an intra prediction mode of the available neighboring block, is the planar mode, a second candidate intra prediction mode is derived as the DC mode and a third candidate intra prediction mode is derived as vertical mode.

[0145] If four candidate intra prediction modes are used as candidate intra prediction modes of a current block 300, a second, third, and fourth candidate intra prediction modes may be configured in the same way as above.

[0146] For example, if a first candidate intra prediction mode, which is an intra prediction mode of the available neighboring block, is not the planar mode, a second candidate intra prediction mode may be configured as the planar mode. The remaining intra prediction modes different from an intra prediction mode of the first candidate intra prediction mode from among DC mode, vertical mode, and horizontal mode, which are the remaining sequential, additional intra prediction mode, may be derived sequentially as the third and the fourth candidate intra prediction mode.

[0147] Further, if a first candidate intra prediction mode, which is an intra prediction mode of the available neighboring block, is the planar mode, the second candidate intra
prediction mode may be derived as the DC mode; the third candidate intra prediction mode may be derived as the vertical mode; and the fourth candidate intra prediction mode may be derived as the horizontal mode.

[0148] Case 4: A method of deriving candidate intra prediction modes when neighboring blocks of a current block are all unavailable.

[0149] Both a first neighboring block 310 and a second neighboring block 320 of a current block 300 may be unavailable.

[0150] It may be assumed that three candidate intra prediction modes are used for predicting an intra prediction mode of a current block 300 whose neighboring blocks are all unavailable.

[0151] If neighboring blocks are not available, as three candidate intra prediction modes for predicting an intra prediction mode of a current block, a first candidate intra prediction mode may be derived as the planar mode; a second candidate intra prediction mode may be derived as the DC mode; and a third candidate intra prediction mode may be derived as a vertical mode.

[0152] It may be assumed that four candidate intra prediction modes are used for predicting an intra prediction mode of a current block 300 whose neighboring blocks are all unavailable. In this case, as four candidate intra prediction modes for predicting an intra prediction mode of a current block, a first candidate intra prediction mode may be derived as the planar mode; a second candidate intra prediction mode may be derived as the DC mode; a third candidate intra prediction mode may be derived as the vertical mode; and a fourth candidate intra prediction mode may be derived as the horizontal mode.

[0153] FIG. 4 is a conceptual diagram illustrating a method of determining availability of a neighboring block according to an exemplary embodiment of the present invention.

[0154] With reference to FIG. 4, it may be determined whether a first neighboring block is available in operation S400.

[0155] If a first neighboring block exists to the left side of a current block and the first neighboring block carries out prediction by using an intra prediction method, it is determined that the first neighboring block is available.

[0156] If the first neighboring block is not available, the intra prediction mode of the first neighboring block is configured to be -1 in operation S410.

[0157] By configuring the intra prediction mode of the first neighboring block as ' -1', unavailability of the first neighboring block can be indicated. It is also possible to indicate availability of the first neighboring block by using a value different from '-1'.

[0158] The intra prediction mode of the first neighboring block may be expressed by using a predetermined syntax element. For example, the intra prediction mode of the first neighboring block may be expressed by using a syntax element neg_intra_mode[0]; if
neg_intra_mode[0] is ‘-1’, it indicates that the first neighboring block is not available.

[0159] If the first neighboring block is available, the intra prediction mode of the first neighboring block is used as the first candidate intra prediction mode in operation S420.

[0160] The intra prediction mode information of the first neighboring block may be expressed based on a syntax element neg_intra_mode[0]. The neg_intra_mode[0] in which the intra prediction mode of the first neighboring block is stored may be used as the first candidate intra prediction mode.

[0161] Intra prediction modes and intra prediction modes may be mapped as shown in Table 1.

[0162] <Table 1>

<table>
<thead>
<tr>
<th>Intra prediction mode</th>
<th>Associated names</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>Intra_Planar</td>
</tr>
<tr>
<td>1</td>
<td>Intra_Vertical</td>
</tr>
<tr>
<td>2</td>
<td>Intra_Horizontal</td>
</tr>
<tr>
<td>3</td>
<td>Intra_DC</td>
</tr>
<tr>
<td>Otherwise(4..34)</td>
<td>Intra_Angular</td>
</tr>
</tbody>
</table>

[0164] With reference to Table 1, the planar mode (Intra_Planar) may be mapped to the intra prediction value of ‘0’; vertical mode (Intra_Vertical) to ‘1’; horizontal mode (Intra_Horizontal) to ‘2’; DC mode (Intra_DC) to ‘3’; and the other angular modes (Intra_Angular) may be mapped to 4 through 34. Further, the planar mode (Intra_Planar) may be mapped to a first value; the DC mode (Intra_DC) may be mapped to a second value; and angular modes (Intra_Angular) may be mapped to a plurality of values, which include the vertical mode (Intra_Vertical) and the horizontal mode (Intra_Horizontal). Since the vertical mode and the horizontal mode may be an angular mode set according to a specific angle, e.g., vertical and horizontal, respectively, the vertical mode (Intra_Vertical) and the horizontal mode (Intra_Horizontal) may be included in the angular modes (Intra_Angular).

[0165] According to aspects of the present invention, a smallest intra prediction mode number may be mapped to the planar mode and then, in the increasing order of intra prediction mode, vertical, horizontal, and DC mode can be mapped to an intra prediction mode, but aspects are not limited thereto.

[0166] In mapping an intra prediction mode, by mapping intra prediction modes based on the order of occurrence frequency of the intra prediction mode, which can be used at a
current block, intra prediction mode information of a current block can be expressed
with a smaller number of bits when carrying out binary encoding for transferring intra
prediction mode information. Thus, a smaller number of bits may be mapped to an
intra prediction mode having a higher occurrence frequency.

It may be determined whether a second neighboring block is available in operation
S430.

If a second neighboring block exists to the left of a current block and the second
neighboring block performs prediction based on an intra prediction mode, it is de-
termined that the second neighboring block is available.

If the second neighboring block is unavailable, the intra prediction mode of the
second neighboring block may be configured to be ’-1’ in operation S440.

By configuring the intra prediction mode of the second neighboring block as ’-1’, un-
availability of the second neighboring block can be indicated. It is also possible to
indicate availability of the second neighboring block by using a value different from
’-1’.

The intra prediction mode of the second neighboring block may be expressed by
using a syntax element neg_intra_mode[I]; if neg_intra_mode[I] is ’-1’, it indicates
that the second neighboring block is not available.

If the second neighboring block is available, the intra prediction mode of the second
neighboring block is used as the second candidate intra prediction mode in operation
S450.

Based on the syntax element neg_intra_mode[I], the intra prediction mode of the
second neighboring block can be represented. The intra prediction mode of the second
neighboring block stored in the syntax element neg_intra_mode[I] can be configured
as a second candidate intra prediction mode and thus can be used for predicting the
intra prediction mode of a current block. For example, if two candidate intra prediction
modes are derived from neighboring blocks, the intra prediction mode of a first
neighboring block may be used for the first candidate intra prediction mode and the
intra prediction mode of a second neighboring block may be used for the second
candidate intra prediction mode.

In the following embodiments of the present invention, predetermined syntax
elements may be defined by different variables or may be represented by being
combined with different syntax element information within the technical principles of
the present invention. Also, the values assigned to syntax elements may be arbitrary;
the same information can be represented by different values.

Table 2 illustrates the number of intra prediction modes which are supported
according to the size of a prediction block.

<Table 2>
With reference to Table 2, if the size of a transform block is 4x4, as shown in the mapping of FIG. 1, 18 intra prediction modes ranging from 0 to 17 may be used. In cases of 8x8, 16x16, and 32x32 transform block, 35 intra prediction modes ranging from 0 to 34 may be used, and in case of 64x64, four intra prediction modes ranging from 0 to 3 may be used.

The size of a current block and the size of a neighboring block may differ from each other. Therefore, if the number of available prediction modes is different between the current block and the neighboring block, to obtain a first and a second candidate intra prediction mode for predicting the intra prediction mode of the current block, the first and the second candidate intra prediction modes have to be calculated by varying the intra prediction mode of the neighboring blocks based on the number of intra prediction modes available of the current block.

FIG. 5 is a flow diagram illustrating a method of changing an intra prediction mode of a neighboring block based on a current block according to an exemplary embodiment of the present invention.

If the number of available intra prediction modes varies according to the size of a prediction block, an intra prediction mode used by a neighboring block may not be used as a candidate intra prediction mode used for predicting the intra prediction mode of a current block. In this case, a derived candidate intra prediction mode can be used after it is transformed to be fit for the size of the current block.

With reference to FIG. 5, it may be determined whether an intra prediction mode of a neighboring block is larger than or equal to the number of intra prediction modes available for the current block in operation S500.

Based on the determination of whether an intra prediction mode of a first neighboring block or an intra prediction mode of a second neighboring block is larger than or equal to the number of intra prediction modes available for the current block, it may be determined whether to change the intra prediction mode of the first

<table>
<thead>
<tr>
<th>log2TrafoSize</th>
<th>intra Pred Mode Num</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 (4x4)</td>
<td>18</td>
</tr>
<tr>
<td>3 (8x8)</td>
<td>35</td>
</tr>
<tr>
<td>4 (16x16)</td>
<td>35</td>
</tr>
<tr>
<td>5 (32x32)</td>
<td>35</td>
</tr>
<tr>
<td>6 (64x64)</td>
<td>4</td>
</tr>
</tbody>
</table>
neighboring block or the intra prediction mode of the second neighboring block.

[0185] The syntax element neg_intra_mode[i] may represent the intra prediction mode of a neighboring block and the syntax element intra_pred_mode_num may represent the number of intra prediction modes available for the current block.

[0186] If an intra prediction mode of a first neighboring block or an intra prediction mode of a second neighboring block is larger than or equal to the number of intra prediction modes available of the current block, it may be determined whether the number of intra prediction modes available of the current block is e.g., four in operation S510.

[0187] By determining the number of intra prediction modes available for the current block, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block can be varied according to the intra prediction mode available for the current block.

[0188] In the operation S510, for the convenience of description, it may be determined whether the number of intra prediction modes available of the current block is four or not. If it is determined that the number of intra prediction modes available of the current block is four, the operation S520 may be performed. If it is determined that the number of intra prediction modes available of the current block is not four, it may be determined that the number of intra prediction modes available of the current block is 18 and the operation S530 may be performed. The intra prediction mode of the first or the second neighboring block can be varied based on the determination of whether the number of intra prediction modes available of the current block is 18.

[0189] If the number of intra prediction modes available of the current block is four, by using a mapping table, which maps the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block based on the intra prediction modes available of the current block, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block can be varied.

[0190] Tables 3 and 4 below illustrate intra prediction mode mapping tables according to an exemplary embodiment of the present invention.

[0191] <Table 3>

<table>
<thead>
<tr>
<th></th>
<th>0</th>
<th>1</th>
<th>2</th>
<th>3</th>
<th>4</th>
<th>5</th>
<th>6</th>
<th>7</th>
<th>8</th>
<th>9</th>
<th>10</th>
<th>11</th>
<th>12</th>
<th>13</th>
<th>14</th>
<th>15</th>
<th>16</th>
<th>17</th>
</tr>
</thead>
<tbody>
<tr>
<td>mapIntraPredMode4Q</td>
<td>0</td>
<td>1</td>
<td>2</td>
<td>3</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>mapIntraPredModel0</td>
<td>0</td>
<td>1</td>
<td>2</td>
<td>3</td>
<td>4</td>
<td>5</td>
<td>6</td>
<td>7</td>
<td>8</td>
<td>9</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>mapIntraPredMode4Q</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>1</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>mapIntraPredModel0</td>
<td>0</td>
<td>4</td>
<td>5</td>
<td>5</td>
<td>1</td>
<td>1</td>
<td>1</td>
<td>6</td>
<td>6</td>
<td>7</td>
<td>4</td>
<td>8</td>
<td>8</td>
<td>2</td>
<td>2</td>
<td>9</td>
<td>9</td>
<td>0</td>
</tr>
</tbody>
</table>
With reference to Tables 3 and 4, if the number of prediction modes available of the current block is four, by using the intra prediction mode calculated by the syntax element `mapIntraPredMode4[]`, the intra prediction mode of the neighboring block can be converted into the prediction modes available for the current block.

Also, if the number of prediction modes available of the current block is 18, by using the intra prediction mode calculated by the syntax element `mapIntraPredMode10[]`, the intra prediction mode of the neighboring block can be converted into the prediction modes available for the current block.

The intra prediction mode mapping table of Table 3 is an example of mapping table generated in such a way that many of the prediction modes available for the current block are mapped to 0 mode (planar mode), while the intra prediction mode mapping table of Table 4 is an example of mapping table generated in such a way that many of the prediction modes available of the current block are mapped to 4 mode (DC mode). In other words, if Table 3 is employed as the intra prediction mode mapping table, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block unavailable for the current block are mapped, with a relatively large frequency, to the planar mode. Also, if Table 4 is employed as the intra prediction mode mapping table, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block unavailable for the current block are mapped, with a relatively large frequency, to the DC mode.

Based on the intra prediction mode mapping table, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block is changed to at least one of four prediction modes in operation S520.

Based on the intra prediction mode mapping table, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block is changed to at least one of ten prediction modes in operation S530.

In the operations of S520 and S530, based on a predetermined intra prediction mapping table described in Table 3 and 4, respectively, an intra prediction mode of a neighboring block may be mapped into one of intra prediction modes available for a
probMode[i] is a syntax element representing an intra prediction mode of a first neighboring block or an intra prediction mode of a second neighboring block, and can be used as information indicating a candidate intra prediction mode of a current block.

If the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block is smaller than the number of intra prediction modes available for a current block, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block is directly used as information for predicting the intra prediction mode of the current block in operation S540.

If the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block is smaller than the number of intra prediction modes available for a current block, without changing the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block, the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block may be directly used as a candidate intra prediction mode.

FIG. 6 is a flow diagram illustrating a method of deriving a first candidate intra prediction mode and a second candidate intra prediction mode according to an exemplary embodiment of the present invention.

With reference to FIG. 6, it may be determined whether an intra prediction mode of a first neighboring block and an intra prediction mode of a second neighboring block are available in operation S600.

Based on the procedure described with reference to FIG. 5 and based on the number of candidate intra prediction modes for a current block, it may be determined whether to convert the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block.

That is, in the operation S600, it may be determined whether the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block can be used as a first or a second candidate intra prediction mode. If any candidate intra prediction mode cannot be derived from the intra prediction mode(s) of the first and the second neighboring blocks, the first or the second candidate prediction mode may be set to at least one intra prediction mode from among sequential, additional intra prediction modes.

It may be determined whether an intra prediction mode of a first neighboring block differs from an intra prediction mode of a second neighboring block in operation S610.

If the intra prediction mode of the first neighboring block is not identical to the intra prediction mode of the second neighboring block, a first candidate intra prediction
mode is set equal to the intra prediction mode of the first neighboring block, and a second candidate intra prediction mode is set equal to the intra prediction mode of the second neighboring block. Based on the first candidate intra prediction mode and the second candidate intra prediction mode, an additional candidate intra prediction mode may be derived from the sequential, additional intra prediction mode in operation S620.

[0210] As described above, if the first candidate intra prediction mode and the second candidate intra prediction mode can be derived from intra prediction modes of neighboring blocks and none of the first and the second candidate intra prediction modes is a planar mode, a third candidate intra prediction mode may be set equal to the planar mode as a candidate intra prediction mode of the current block.

[0211] If one of the first and the second candidate intra prediction modes is the planar mode, and the other is not a DC mode, the third candidate intra prediction mode may be set equal to the DC mode. Also, if one of the first and the second candidate intra prediction modes is the planar mode, and the other is the DC mode, the third candidate intra prediction mode may be set equal to a vertical mode.

[0212] As another example, four candidate intra prediction modes may be used as candidate intra prediction modes for a current block.

[0213] For example, a first candidate intra prediction mode and a second candidate intra prediction mode can be derived from neighboring blocks. If the first candidate intra prediction mode and the second candidate intra prediction mode are neither a planar mode nor a DC mode, a third candidate intra prediction mode may be derived into the planar mode and a fourth intra prediction mode may be derived into the DC mode.

[0214] As another example, if one of the first and second candidate intra prediction modes is the planar mode and the other is not a DC mode, the DC mode may be derived into the third candidate intra prediction mode and the vertical mode may be derived into the fourth candidate intra prediction mode.

[0215] Further, if the two of the first and second candidate intra prediction modes is the planar mode and the DC mode, respectively, the third candidate intra prediction mode may be set equal to a vertical mode and the fourth candidate intra prediction mode may be set equal to a horizontal mode.

[0216] If the intra prediction mode of the first neighboring block is identical to the intra prediction mode of the second neighboring block, the first candidate intra prediction mode is set equal to the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block. Based on the first candidate intra prediction mode, additional candidate intra prediction modes may be derived from sequential, additional intra prediction mode(s) in operation S630.

[0217] If the intra prediction mode of the first neighboring block is the same as the intra
prediction mode of the second neighboring block, only the first candidate intra prediction mode may be set equal to the same intra prediction mode.

[0218] As described above, if only one candidate intra prediction mode may be derived from the same intra prediction mode of neighboring blocks, the remaining candidate intra prediction modes may be derived from sequential, additional intra prediction mode(s).

[0219] As described above, when carrying out intra mode prediction by using three candidate intra prediction modes, the first candidate intra prediction mode may be set equal to either the intra prediction mode of the first neighboring block or the intra prediction mode of the second neighboring block, where both intra prediction modes are the same.

[0220] If the first candidate intra prediction mode is not a planar mode, the second candidate intra prediction mode may be set equal to a planar mode and the third candidate intra prediction mode may be set equal to a DC mode. If the first candidate intra prediction mode is a planar mode, the second candidate intra prediction mode may be set equal to a DC mode and the third candidate intra prediction mode may be set equal to a vertical mode.

[0221] Similarly, in case of using four candidate intra prediction modes, if the first candidate intra prediction mode is not a planar mode, the second candidate intra prediction mode may be set equal to a planar mode. If the first candidate intra prediction mode is not a planar mode, the third and the fourth candidate intra prediction modes may be determined as follows.

[0222] 1) It may be determined whether the first candidate intra prediction mode is a DC mode, a vertical mode, or a horizontal mode and, if the first candidate intra prediction mode is not the DC mode, the vertical mode, or the horizontal mode, the third candidate intra prediction mode may be set equal to the DC mode and the fourth candidate intra prediction mode may be set equal to a vertical mode.

[0223] 2) It may be determined whether the first candidate intra prediction mode is a DC mode, a vertical mode, or a horizontal mode and the first candidate intra prediction mode may be the same as one intra prediction mode among the DC mode, the vertical mode, or the horizontal mode. In this case, the remaining intra prediction mode different from the same intra prediction mode may be derived sequentially into the third candidate intra prediction mode and then the fourth candidate intra prediction mode.

[0224] It may be determined whether all of the first and the second neighboring blocks are unavailable in operation S640.

[0225] If only one neighboring block from the first and the second neighboring blocks is available, the intra prediction mode of the available neighboring block from the first neighboring block or the second neighboring block is derived into the first candidate
intra prediction mode and, by using the intra prediction mode of the first candidate intra prediction mode, the intra prediction mode of the first or second neighboring block available may be derived into a candidate intra prediction mode based on predetermined intra prediction modes in operation S650.

[0226] Similar to the operation S630, if only one neighboring block from the first and the second neighboring blocks is available, the intra prediction mode of the available neighboring block may be derived into the first candidate intra prediction mode.

[0227] By carrying out the same procedure as described in the operation S630, the remaining candidate intra prediction modes may be configured to be three candidate intra prediction modes or four candidate intra prediction modes.

[0228] If the two neighboring prediction modes are all unavailable, by using sequential, additional intra prediction mode, the candidate intra prediction mode may be derived in operation S660.

[0229] For example, if three candidate intra prediction modes are used for predicting the intra prediction mode of a current block, the first candidate intra prediction mode may be derived into a planar mode; the second candidate intra prediction mode may be derived into a DC mode; and the third candidate intra prediction mode may be derived into a vertical mode. As another example, if four candidate intra prediction modes are used to predict the intra prediction mode of the current block, the first candidate intra prediction mode may be derived into a planar mode; the second candidate intra prediction mode may be derived into a DC mode; the third candidate intra prediction mode may be derived into a vertical mode; and the fourth candidate intra prediction mode may be derived into a horizontal mode.

[0230] FIG. 7 is a flow diagram illustrating a method of mapping information about an intra prediction mode of a current block into a codeword according to an exemplary embodiment of the present invention.

[0231] FIG. 7 is a flow diagram intended for the case where three candidate intra prediction modes are used for predicting the intra prediction mode for a current block.

[0232] With reference to FIG. 7, it may be determined whether the intra prediction mode of a current block is the same as a first candidate intra prediction mode or a second candidate intra prediction mode in operation S700.

[0233] If the intra prediction mode of a current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, 1 may be assigned to a codeword in operation S710, whereas, if the intra prediction mode of a current block is not the same as the first candidate intra prediction mode and the intra prediction mode of the current block is not the same as the second candidate intra prediction mode, 0 may be assigned to a codeword in operation S720.

[0234] It may be determined whether the intra prediction mode of a current block is the
same as the first candidate intra prediction mode in operation S730; if it is found to be identical to each other, 0 may be additionally assigned to the codeword in operation S740. If it is found to be different, 1 may be additionally assigned to the codeword in operation S750.

[0235] It may be determined whether the intra prediction mode of a current block is the same as the third candidate intra prediction mode in operation S760.

[0236] If it is determined that the intra prediction mode of a current block is the same as the third candidate intra prediction mode, 0 may be additionally assigned to the codeword in operation S770.

[0237] If it is determined that the intra prediction mode of a current block is not the same as the third candidate intra prediction mode, 1 may be additionally assigned to the codeword in operation S780.

[0238] If it is determined that the intra prediction mode of a current block is not the same as the third candidate intra prediction mode, a codeword corresponding to the remaining intra prediction mode information may be assigned in operation S790.

[0239] To indicate the intra prediction mode of the current block, the remaining prediction mode information may be mapped to the codeword and a codeword corresponding to the intra prediction mode, which corresponds to the intra prediction mode of the current block, can be allocated. The codeword corresponding to the intra prediction mode, which corresponds to the intra prediction mode of the current block, may be encoded and decoded based on a syntax element rem_intra_pred_mode (hereinafter, the remaining intra prediction mode is used as the term of the same meaning as rem_intra_pred_mode).

[0240] Table 5 illustrates mapping between the intra prediction mode of a current block and the codeword according to the procedure described above.

[0241] <Table 5>

<table>
<thead>
<tr>
<th>codewords</th>
<th>current mode (intra_pred_mode)</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>candMPM[0]</td>
</tr>
<tr>
<td>11</td>
<td>candMPM[1]</td>
</tr>
<tr>
<td>00</td>
<td>candMPM[2]</td>
</tr>
<tr>
<td>01+rem_intra_pred_mode</td>
<td>rem_intra_pred_mode</td>
</tr>
</tbody>
</table>

[0243] With reference to Table 5, if the intra prediction mode of a current block is identical to a first candidate intra prediction mode, a second candidate intra prediction mode, or
a third candidate intra prediction mode, the intra prediction mode of the current block can be expressed by using two bits of codeword.

[0245] In case the intra prediction mode of a current block is different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, the intra prediction mode of the current block may be indicated based on the two bits of codeword to which a bit value assigned to rem_intra_pred_mode is added.

[0246] The codeword assigned to rem_intra_pred_mode, which corresponds to the remaining intra prediction mode, may vary. The codeword assigned to the remaining intra prediction mode is generated by comparing the intra prediction mode of the current block with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[0247] In the encoding stage, the remaining intra prediction mode may be assigned as a new codeword. The intra prediction mode of the current block may be compared with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. It may be determined whether the prediction mode of the current block is larger than the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. If it is determined that one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is larger than the prediction mode of the current block, the mapping relationship between the intra prediction mode of the current block and the codeword may change. In other words, the intra prediction mode of a current block encoded based on the remaining intra prediction mode (rem_intra_pred_mode) may correspond to the value calculated as a result of comparing the intra prediction mode of a current block with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[0248] In other words, if the intra prediction mode of a current block is different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, based on additional syntax element information including the intra prediction mode of the current block, the intra prediction mode of the current block may be derived.

[0249] Also, there can be changed the intra prediction mode derived by comparing the intra prediction mode derived by decoding information representing the same intra prediction mode as the intra prediction mode of the current block with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[0250] In a method of determining intra prediction mode information, if a current block of
64x64 size is employed, the codeword in accordance with the intra prediction mode of a current block may be mapped as illustrated in Table 6.

<table>
<thead>
<tr>
<th>codewords</th>
<th>current mode</th>
</tr>
</thead>
<tbody>
<tr>
<td>00</td>
<td>Planar</td>
</tr>
<tr>
<td>01</td>
<td>Ver</td>
</tr>
<tr>
<td>10</td>
<td>Hor</td>
</tr>
<tr>
<td>11</td>
<td>DC</td>
</tr>
</tbody>
</table>

ith reference to Table 6, since the available intra prediction modes are four when a current block of 64x64 size is employed, the intra prediction mode information of the current block may be represented with fixed two bits without employing a process of determining whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode and the second candidate intra prediction mode.

Although, for the convenience of description, FIG. 7 illustrates the case where three candidate intra prediction modes are used, the intra prediction mode of a current block can be expressed based on three or more candidate intra prediction modes.

Table 7, Table 8, and Table 9 illustrate the codeword and the current candidate intra prediction mode when four candidate intra prediction modes are used.

<table>
<thead>
<tr>
<th>codewords</th>
<th>current mode</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>candMPM[0]</td>
</tr>
<tr>
<td>11</td>
<td>candMPM[1]</td>
</tr>
<tr>
<td>00</td>
<td>candMPM[2]</td>
</tr>
<tr>
<td>010</td>
<td>candMPM[3]</td>
</tr>
<tr>
<td>011+rem</td>
<td>rem_intra_pred_mode</td>
</tr>
</tbody>
</table>
The syntax is not limited to its calling convention, and the syntax may vary within the technical principles of the present invention. For example, for the convenience of description or technology, candMPM[0] can be denoted by MPM1; candMPM[1], by MPM2; candMPM[2], by MPM3; and candMPM[3], by MPM4; and rem_intra_pred_mode can be expressed simply by rem.

Fig. 8 is a flow diagram illustrating a method of decoding a current intra prediction mode according to an exemplary embodiment of the present invention.

With reference to Fig. 8, it may be determined whether the intra prediction mode of a current block is the same as a first candidate intra prediction mode or a second candidate intra prediction mode in operation S800.

In order to determine whether the intra prediction mode of a current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, prev_intra_pred_flag may be used, which is the flag information indicating whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode.

For example, if prev_intra_pred_flag is 1, it indicates that the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode; if prev_intra_pred_flag is 0, it indicates that the intra prediction mode of the current block is different from the first candidate intra
prediction mode or the second candidate intra prediction mode.

[0268] In case prev_intra_pred_flag is 1, by using an index mpm_idx, which indicates whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, the intra prediction mode of the current block can be expressed.

[0269] mpm_idx is checked in operation S810 and, if mpm_idx is 0, the intra prediction mode of the current block may be determined to be the first candidate intra prediction mode in operation S820. If mpm_idx is 1, the intra prediction mode of the current block may be determined to be the second candidate intra prediction mode in operation S830.

[0270] If prev_intra_pred_flag is 0, based on predetermined flag information additionally indicating whether an intra prediction mode of a current block corresponds to the remaining intra prediction mode, the intra prediction mode of the current block may be calculated in operation S840.

[0271] In case prev_intra_pred_flag is 0, based on predetermined flag information (rem_flag) additionally indicating whether an intra prediction mode of a current block corresponds to the remaining intra prediction mode, if rem_flag is 0, the intra prediction mode of the current block is the same as the third candidate intra prediction mode in operation S850. If rem_flag is 1, the intra prediction mode of the current block is the same as the remaining intra prediction mode in operation S860.

[0272] In other words, in the decoding stage, the codeword described in Table 5 is received and, based on the codeword received, the intra prediction mode of the current block may be decoded.

[0273] The codeword assigned to rem_intra_pred_mode may be changed in operation S870.

[0274] In the decoding stage, in the same manner to the encoding stage, the remaining intra prediction mode may be assigned as a new codeword. The intra prediction mode of the current block may be compared with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. It may be determined whether the prediction mode of the current block is larger than the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode. If it is determined that one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is larger than the prediction mode of the current block, the mapping relationship between the intra prediction mode of the current block and the codeword may change. In other words, the intra prediction mode of a current block calculated based on the remaining intra prediction mode (rem_intra_pred_mode) may correspond to the value calculated as a result of comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate
intra prediction mode, and the third candidate intra prediction mode.

In a method of determining an intra prediction mode information according to an embodiment of the present invention, if the transform block of 64x64 size is employed and the intra prediction mode of a current block and the codeword are mapped as shown in FIG. 6, the intra prediction mode information of the current block may be represented with fixed two bits without employing a process of determining whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode and the second candidate intra prediction mode.

In other words, according to an embodiment of the present invention, information indicating whether an intra prediction mode of a current block is the same as one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode can be decoded.

If the intra prediction mode of a current block is the same as one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, the candidate intra prediction mode identical to the intra prediction mode of the current block may be derived and, based on the same candidate intra prediction mode, intra prediction about the current block may be carried out.

Meanwhile, in the description of FIG. 8, if prev_intra_pred_flag is 1, it indicates that the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode and performs operation S810. If prev_intra_pred_flag is 0, it indicates that the intra prediction mode of the current block is different from the first candidate intra prediction mode and the second candidate intra prediction mode and performs the operation S840.

However, indication of a flag described in exemplary embodiments of the present invention is determined only for the convenience of description and thus, a logical value of the corresponding flag or the value indicated by the flag is not limited to a particular value. For example, prev_intra_pred_flag 0 may indicate that the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, and prev_intra_pred_flag 1 may indicate that the intra prediction mode of the current block is different from the first candidate intra prediction mode and the second candidate intra prediction mode.

Similarly, as described above, it can be configured such that if rem_flag is 1, the intra prediction mode of the current block may be the same as the remaining intra prediction mode; if rem_flag is 0, the intra prediction mode of the current block may be the same as the third candidate intra prediction mode; if rem_flag is 0, the intra prediction mode of the current block may be the same as the remaining intra prediction mode; and if rem_flag is 1, the intra prediction mode of the current block may be the same as the
third candidate intra prediction mode. If the flag value is changed, the flag at each step may indicate what is applied to a current block regarding the information to be identified at the corresponding step.

[0280] FIG. 9 through FIG. 13 are flow diagrams illustrating a case where three or four candidate intra prediction modes are used for a method of determining a candidate intra prediction mode by using a plurality of candidate intra prediction modes according to another embodiment of the present invention.

[0281] In describing a predetermined determination procedure of a flow diagram to be described below, a sequential procedure to be described is determined in a random order for the convenience of description; therefore, unless otherwise departing from the scope of the present invention, a determination procedure in a different order from the procedural order described below may be used to determine a candidate intra prediction mode.

[0282] FIG. 9 is a flow diagram illustrating a method of configuring a candidate intra prediction mode available from a neighboring block according to an embodiment of the present invention.

[0283] With reference to FIG. 9, it is determined whether an intra prediction mode of a first neighboring block and an intra prediction mode of a second neighboring block are available S900.

[0284] In case an intra prediction mode of a first neighboring block and an intra prediction mode of a second neighboring block are available and the intra prediction mode can be derived for each of the neighboring blocks, it is determined whether the intra prediction mode of the first neighboring block and the intra prediction mode of the second neighboring block are the same to each other S910.

[0285] In case the intra prediction mode of the first neighboring block and the intra prediction mode of the second neighboring block are available and the intra prediction mode of the first neighboring block and the intra prediction mode of the second neighboring block are the same to each other, the same intra prediction mode is derived as the first candidate intra prediction mode S920.

[0286] It is determined whether the intra prediction mode of the first neighboring block is smaller than the intra prediction mode of the second neighboring block S930.

[0287] In case the intra prediction mode of the first neighboring block is larger than the intra prediction mode of the second neighboring block, the intra prediction mode of the second neighboring block is derived into the first candidate intra prediction mode while the intra prediction mode of the first neighboring block is derived into the second candidate intra prediction mode S940.

[0288] In case the intra prediction mode of the first neighboring block is smaller than the intra prediction mode of the second neighboring block, the intra prediction mode of the
frist neighboring block is derived into the first candidate intra prediction mode while the intra prediction mode of the second neighboring block is derived into the second candidate intra prediction mode S950.

[0289] It is determined whether only the intra prediction mode of the first neighboring block is available S955; in case only the intra prediction mode of the first neighboring block is available, the intra prediction mode of the first neighboring block is derived into the first candidate intra prediction mode S960, S980.

[0290] It is determined whether only the intra prediction mode of the second neighboring block is available S965; in case only the intra prediction mode of the second neighboring block is available, the intra prediction mode of the second neighboring block is derived into the first candidate intra prediction mode S970, S980.

[0291] In case none of the intra prediction mode of the first neighboring block and the intra prediction mode of the second neighboring block is available, a planar mode is derived as the first candidate intra prediction mode while the DC mode as the second candidate intra prediction mode S975, S985.

[0292] FIG. 10 is a flow diagram illustrating a method of deriving a candidate intra prediction mode when three candidate intra prediction modes are used and a first candidate intra prediction mode is derived from a neighboring block according to another embodiment of the present invention.

[0293] With reference to FIG. 10, it is determined whether a first candidate intra prediction mode is a planar mode S1000.

[0294] If the first candidate intra prediction mode is a planar mode, a second candidate intra prediction mode is derived into a DC mode while a third candidate intra prediction mode is derived into a vertical mode S1010.

[0295] If the first candidate intra prediction mode is not a planar mode, it is determined whether the first candidate intra prediction mode is a DC mode S1020.

[0296] If the first candidate intra prediction mode is a DC mode, the second candidate intra prediction mode is derived into a planar mode while the third candidate intra prediction modes is derived into a vertical mode S1030.

[0297] If the first candidate intra prediction mode is not a DC mode, the second candidate intra prediction mode is derived into a planar mode while the third candidate intra prediction modes is derived into a DC mode S1040.

[0298] FIG. 11 is a flow diagram illustrating a method of deriving a candidate intra prediction mode when three candidate intra prediction modes are used and a first candidate intra prediction mode and a second candidate intra prediction mode are derived from a neighboring block according to another embodiment of the present invention.

[0299] It is determined whether a first candidate intra prediction mode is a planar mode
SHOO.

[0300] If the first candidate intra prediction mode is a planar mode, it is determined whether a second intra prediction mode is a DC mode S1110.

[0301] If the first candidate intra prediction mode is a planar mode and the second candidate intra prediction mode is a DC mode, a third candidate intra prediction mode is derived into a vertical mode S1120.

[0302] If the first candidate intra prediction mode is a planar mode and the second candidate intra prediction mode is not a DC mode, the second candidate prediction mode is derived into a DC mode S1130.

[0303] If the first candidate intra prediction mode is not a planar mode, the third candidate intra prediction mode is derived into a planar mode S1140.

[0304] FIG. 13 is a flow diagram illustrating a method of configuring a candidate intra prediction mode when four candidate intra prediction modes are used and a first candidate intra prediction mode is configured from a neighboring block according to yet another embodiment of the present invention.

[0305] It is determined whether a first candidate intra prediction mode is a planar mode S1200.

[0306] If the first candidate intra prediction mode is a planar mode, a second candidate intra prediction mode is derived into a DC mode; a third candidate intra prediction mode is derived into a vertical mode; and a fourth candidate intra prediction mode is derived into a horizontal mode S1210.

[0307] If the first candidate intra prediction mode is not a planar mode, it is determined whether the first candidate intra prediction mode is a DC mode S1220.

[0308] If the first candidate intra prediction mode is a DC mode, the second candidate intra prediction mode is derived into a planar mode; the third candidate intra prediction mode is derived into a vertical mode; and the fourth candidate intra prediction mode is derived into a horizontal mode S1230.

[0309] If the first candidate intra prediction mode is not a DC mode, it is determined whether the first candidate intra prediction mode is a vertical mode S1240.

[0310] If the first candidate intra prediction mode is a vertical mode, the second candidate intra prediction mode is derived into a planar mode; the third candidate intra prediction mode is derived into a DC mode; and the fourth candidate intra prediction mode is derived into a horizontal mode S1250.

[0311] If the first candidate intra prediction mode is not a vertical mode, the second candidate intra prediction mode is derived into a planar mode; the third candidate intra prediction mode is derived into a DC mode; and the fourth candidate intra prediction mode is derived into a vertical mode S1260.

[0312] FIG. 13 is a flow diagram illustrating a method of configuring a candidate intra
prediction mode when four candidate intra prediction modes are used and a first candidate intra prediction mode and a second candidate intra prediction mode are configured from a neighboring block according to still another embodiment of the present invention.

[0313] With reference to FIG. 13, it is determined whether a first candidate intra prediction mode is a planar mode S1300.

[0314] If the first candidate intra prediction mode is a planar mode, it is determined whether a second candidate intra prediction mode is a DC mode S1305.

[0315] If the first candidate intra prediction mode is a planar mode and the second candidate intra prediction mode is a DC mode, a third candidate intra prediction mode is derived into a vertical mode and a fourth candidate intra prediction mode is derived into a horizontal mode S1310.

[0316] If the first candidate intra prediction mode is a planar mode and the second candidate intra prediction mode is not a DC mode, it is determined whether the second candidate intra prediction mode is a vertical mode S1315.

[0317] If the first candidate intra prediction mode is a planar mode and the second candidate intra prediction mode is a vertical mode, the third candidate intra prediction mode is derived into a DC mode and the fourth candidate intra prediction mode is derived into a horizontal mode S1320.

[0318] If the first candidate intra prediction mode is a planar mode and the second candidate intra prediction mode is a vertical mode but is not a DC mode, the third candidate intra prediction mode is derived into a DC mode and the fourth candidate intra prediction mode is derived into a vertical mode S1325.

[0319] If the first candidate intra prediction mode is not a planar mode, it is determined whether the first candidate intra prediction mode is a vertical mode S1350.

[0320] If the first candidate intra prediction mode is a vertical mode, it is determined whether the second candidate intra prediction mode is a DC mode S1355.

[0321] If the first candidate intra prediction mode is a vertical mode and the second candidate intra prediction mode is a DC mode, the third candidate intra prediction mode is derived into a planar mode and the fourth candidate intra prediction mode is derived into a horizontal mode S1360.

[0322] If the first candidate intra prediction mode is a vertical mode and the second candidate intra prediction mode is not a DC mode, the third candidate intra prediction mode is configured to be a planar mode and the fourth candidate intra prediction mode is configured to be a DC mode S1380.

[0323] It is determined whether the first candidate intra prediction mode is a DC mode S1370.

[0324] If the first candidate intra prediction mode is not a DC mode, it is determined
whether the second candidate intra prediction mode is a DC mode S1375.

[0325] If the first and the second candidate intra prediction modes are not a DC mode, the third candidate intra prediction mode is derived into a planar mode and the fourth candidate intra prediction mode is derived into a DC mode S1380.

[0326] If the first candidate intra prediction mode is a DC mode and if the second candidate intra prediction mode is a DC mode though the first candidate intra prediction mode is not a DC mode, the third candidate intra prediction mode is derived into a planar mode and the fourth candidate intra prediction mode is derived into a vertical mode S1390.

[0327] Meanwhile, as shown in the examples of Tables 7 to 9, in case of using four candidate intra prediction modes, too, a current intra prediction mode can be decoded in the same way as described above.

[0328] FIG. 14 is a flow diagram illustrating a method of decoding an intra prediction mode of a current block according to a further embodiment of the present invention.

[0329] The embodiment of FIG. 14 relates to the case where four candidate intra prediction modes are employed, illustrating the embodiment for which the mapping relationship between the intra prediction mode of a current block and the codeword described in Table 8.

[0330] With reference to FIG. 14, it is determined whether the intra prediction mode of the current block is identical to a first candidate intra prediction mode or a second candidate intra prediction mode.

[0331] In order to determine whether the intra prediction mode of a current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, prev_intra_pred_flag can be used, which is the predetermined flag information indicating whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode. In case prev_intra_pred_flag is 1, it indicates that the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode; in case prev_intra_pred_flag is 0, it indicates that the intra prediction mode of the current block is different from the first candidate intra prediction mode or the second candidate intra prediction mode.

[0332] In case prev_intra_pred_flag is 1, by using an index mpm_idx which indicates whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, the intra prediction mode of the current block can be derived.

[0333] mpm_idx is checked and if mpm_idx is 0, the intra prediction mode of the current block can be determined to be the first candidate intra prediction mode, while, if mpm_idx is 1, the intra prediction mode of the current block can be derived into the second candidate intra prediction mode.
In case prev_intra_pred_flag is 0, it is determined whether the intra prediction mode of the current block is the same as a third candidate intra prediction mode or a fourth candidate intra prediction mode.

In case prev_intra_pred_flag is 0, rem_flag can be used, which is the predetermined flag information indicating whether the intra prediction mode of a current block is identical to a third candidate intra prediction mode or a fourth candidate intra prediction mode. As one embodiment, in case rem_flag is 0, the intra prediction mode of the current block may be the same as the third candidate intra prediction mode or the fourth candidate intra prediction mode, while, in case rem_flag is 1, the intra prediction mode of the current block may not be the same as the third candidate intra prediction mode and the fourth candidate intra prediction mode.

In case rem_flag is 0, by using an index mpm_idx which indicates whether the intra prediction mode of the current block is the same as the third candidate intra prediction mode or the fourth candidate intra prediction mode, the intra prediction mode of the current block can be expressed.

mpm_idx is checked and if mpm_idx is 0, the intra prediction mode of the current block can be determined to be the third candidate intra prediction mode, while, if mpm_idx is 1, the intra prediction mode of the current block can be derived into the fourth candidate intra prediction mode.

In case rem_flag is 1, the intra prediction mode of the current block can be identical to the remaining intra prediction mode.

In other words, a decoder can receive the codeword described in Table 3 and/or Table 4; can decode intra prediction mode information of a current block assigned to the corresponding codeword.

FIG. 15 is a flow diagram illustrating a method of decoding an intra prediction mode of a current block according to an additional embodiment of the present invention.

The embodiment of FIG. 15 also illustrates a method of decoding an intra prediction mode when four candidate intra prediction modes are employed. FIG. 15 discloses a method of decoding an intra prediction mode based on the mapping relationship between the intra prediction mode of a current block and the codeword described in Table 9.

With reference to FIG. 15, it is determined whether the intra prediction mode of the current block is identical to a first candidate intra prediction mode or a second candidate intra prediction mode S1410.

In order to determine whether the intra prediction mode of a current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, prev_intra_pred_flag can be used, which is the predetermined flag information indicating whether the intra prediction mode of the current block is the same as the
first candidate intra prediction mode or the second candidate intra prediction mode. In
case prev_intra_pred_flag is 1, it indicates that the intra prediction mode of the current
block is the same as the first candidate intra prediction mode or the second candidate
intra prediction mode; in case prev_intra_pred_flag is 0, it indicates that the intra
prediction mode of the current block is different from the first candidate intra
prediction mode or the second candidate intra prediction mode.

[0344] In case prev_intra_pred_flag is 1, by using an index mpm_idx which indicates
whether the intra prediction mode of the current block is the same as the first candidate
intra prediction mode or the second candidate intra prediction mode, the intra
prediction mode of the current block can be derived.

[0345] mpm_idx is checked S1420 and if mpm_idx is 0, the intra prediction mode of the
current block can be determined to be the first candidate intra prediction mode, while,
if mpm_idx is 1, the intra prediction mode of the current block can be derived into the
second candidate intra prediction mode.

[0346] In case prev_intra_pred_flag is 0, it is determined whether the intra prediction mode
of the current block is the same as a third candidate intra prediction mode or a fourth
candidate intra prediction mode S1430.

[0347] In case prev_intra_pred_flag is 0, rem_flag can be used, which is the predetermined
flag information indicating whether the intra prediction mode of a current block is
identical to a third candidate intra prediction mode or a fourth candidate intra
prediction mode. As one embodiment, in case rem_flag is 1, the intra prediction mode
of the current block may be the same as the third candidate intra prediction mode or the
fourth candidate intra prediction mode, while, in case rem_flag is 0, the intra prediction
mode of the current block may not be the same as the third candidate intra prediction
mode and the fourth candidate intra prediction mode.

[0348] In case rem_flag is 1, by using an index mpm_idx which indicates whether the intra
prediction mode of the current block is the same as the third candidate intra prediction
mode or the fourth candidate intra prediction mode, the intra prediction mode of the
current block can be expressed.

[0349] mpm_idx is checked S1440 and if mpm_idx is 0, the intra prediction mode of the
current block can be determined to be the third candidate intra prediction mode, while,
if mpm_idx is 1, the intra prediction mode of the current block can be derived into the
fourth candidate intra prediction mode.

[0350] In case rem_flag is 0, the intra prediction mode of the current block can be identical
to the remaining intra prediction mode S1450.

[0351] In other words, a decoder can receive the codeword described in Table 3 and/or
Table 4; can decode intra prediction mode information of a current block assigned to
the corresponding codeword.
The method of decoding a current intra prediction mode described in detail above can be represented by the syntax in accordance with an embodiment of Table 10. Table 10, being relates to what has been described in FIG. 15, is an example about a method of signaling a syntax element needed for encoding a current intra prediction mode.

<table>
<thead>
<tr>
<th>prev_intra_pred_flag[xO][yO]</th>
</tr>
</thead>
<tbody>
<tr>
<td>if(prev_intra_pred_flag[xO][yO])</td>
</tr>
<tr>
<td>mpm_idx[x0][y0]</td>
</tr>
<tr>
<td>else if(rem_flag)</td>
</tr>
<tr>
<td>mpm_idx[x0][y0]</td>
</tr>
<tr>
<td>else</td>
</tr>
<tr>
<td>rem_intra_pred_mode[xO][yO]</td>
</tr>
</tbody>
</table>

FIG. 16 is a flow diagram illustrating a method of decoding a current intra prediction mode according to a yet additional embodiment of the present invention.

FIG. 16 also relates to the case of using four candidate intra prediction modes, describing an embodiment applying a mapping relationship between the intra prediction mode of a current block and the codeword described in Table 9.

With reference to FIG. 16, it is determined whether the intra prediction mode of the current block is identical to a first candidate intra prediction mode MPM1 or a second candidate intra prediction mode MPM2, S1510.

In order to determine whether the intra prediction mode of a current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, prev_intra_pred_flag can be used, which is the predetermined flag information indicating whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode. In case prev_intra_pred_flag is 1, it indicates that the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode; in case prev_intra_pred_flag is 0, it indicates that the intra prediction mode of the current block is different from the first candidate intra prediction mode or the second candidate intra prediction mode.

In case prev_intra_pred_flag is 1, by using an index mpm_idx which indicates whether the intra prediction mode of the current block is the same as the first candidate intra prediction mode or the second candidate intra prediction mode, the intra
prediction mode of the current block can be derived.

mpm_idx is checked S1520 and if mpm_idx is 0, the intra prediction mode of the current block can be determined to be the first candidate intra prediction mode, while, if mpm_idx is 1, the intra prediction mode of the current block can be derived into the second candidate intra prediction mode.

In case prev_intra_pred_flag is 0, it is determined whether the intra prediction mode of the current block is the same as a third candidate intra prediction mode MPM3 or a fourth candidate intra prediction mode MPM4, S1530.

In case prev_intra_pred_flag is 0, mprm_pred_flag can be used, which is the predetermined flag information indicating whether the intra prediction mode of a current block is identical to a third candidate intra prediction mode or a fourth candidate intra prediction mode. As one embodiment, in case mprm_pred_flag is 1, the intra prediction mode of the current block may be the same as the third candidate intra prediction mode or the fourth candidate intra prediction mode, while, in case mprm_pred_flag is 0, the intra prediction mode of the current block may not be the same as the third candidate intra prediction mode and the fourth candidate intra prediction mode.

In case mprm_pred_flag is 1, by using an index mpm_idx which indicates whether the intra prediction mode of the current block is the same as the third candidate intra prediction mode or the fourth candidate intra prediction mode, the intra prediction mode of the current block can be expressed.

mpm_idx is checked S1540 and if mpm_idx is 0, the intra prediction mode of the current block can be determined to be the third candidate intra prediction mode, while, if mpm_idx is 1, the intra prediction mode of the current block can be derived into the fourth candidate intra prediction mode.

In case mprm_pred_flag is 0, the intra prediction mode of the current block can be identical to the remaining intra prediction mode S1550.

In other words, a decoder can receive the codeword described in Table 3 and/or Table 4; can decode intra prediction mode information of a current block assigned to the corresponding codeword.

The method of decoding a current intra prediction mode described in detail above can be represented by the syntax in accordance with an embodiment of Table 11. The syntax elements can be configured in various ways depending on embodiments. Table 11 illustrates an example where a prediction mode about luminance component of a current block is decoded. In this case, the example of Table 11, compared with the example of Table 10, indicates that prev_intra_pred_flag may be substituted with prev_intra_luma_pred_flag, while rem_intra_pred_mode may be substituted with rem_intra_luma_pred_mode; however, the syntax elements are transferred according
to the same syntax structure as shown in Table 10. Therefore, it can be noticed from the examples of Tables 10 and 11 that the syntax elements corresponding to each other carry out the same or similar functions in a method of encoding a current intra prediction mode according to the present invention.

\[
\begin{array}{|c|}
\hline
\text{prev_intra_luma_pred_flag}[x0][y0] \\
\text{if}(\text{prev_intra_luma_pred_flag}[x0][y0]) \\
\quad \text{mpm_idx}[x0][y0] \\
\text{else if}(\text{mpm_pred_flag}) \\
\quad \text{mpm_idx}[x0][y0] \\
\text{else} \\
\quad \text{rem_intra_luma_pred_mode}[x0][y0] \\
\hline
\end{array}
\]

It will be apparent to those skilled in the art that various modifications and variation can be made in the present invention without departing from the spirit or scope of the invention. Thus, it is intended that the present invention cover the modifications and variations of this invention provided they come within the scope of the appended claims and their equivalents.
Claims

[Claim 1] A method for decoding an intra prediction mode of a current block, comprising:
determining whether a first intra prediction mode derived from a first neighboring block located at the left side of the current block is identical to a second intra prediction mode derived from a second neighboring block located at the upper side of the current block; in response to a determination that the first intra prediction mode is not identical to the second intra prediction mode, deriving a first candidate intra prediction mode from the first intra prediction mode and deriving a second candidate intra prediction mode from the second intra prediction mode; and based on priority of order among a planar mode, a DC mode, and a vertical mode, deriving a third candidate intra prediction mode different from the first candidate intra prediction mode and the second candidate intra prediction mode.

[Claim 2] The method of claim 1, wherein deriving of the third candidate intra prediction mode comprises:
if none of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode, setting the third candidate intra prediction mode equal to the planar mode;
if one of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode, and the other is not the DC mode, setting the third candidate intra prediction mode equal to the DC mode; and
if one of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode, and the other is the DC mode, setting the third candidate intra prediction mode equal to the vertical mode.

[Claim 3] The method of claim 1, wherein the first neighboring block corresponds to a block including a pixel positioned at (x-1, y) when a position of an upper-left pixel of the current block is (x, y); and the second neighboring block corresponds to a block including a pixel positioned at (x, y-1) when the position of the upper-left pixel of the current block is (x, y), where the x and y are an integer value.

[Claim 4] The method of claim 3, further comprising:
decoding information indicating whether one of the first candidate intra
prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block; and

if one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block, deriving the intra prediction mode of the current block based on the identical one from among the first, second, and third candidate intra prediction modes.

[Claim 5] The method of claim 1, further comprising:

decoding information indicating whether one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block; and

if none of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block, deriving the intra prediction mode of the current block based on a remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[Claim 6] The method of claim 5, wherein deriving of the intra prediction mode of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode if none of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block comprises:

deriving the intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, respectively.

[Claim 7] A method for decoding an intra prediction mode of a current block, comprising:

determining whether a first intra prediction mode derived from a first neighboring block located at the left side of the current block is identical to a second intra prediction mode derived from a second
neighboring block located at the upper side of the current block; in response to a determination that the first intra prediction mode is identical to the second intra prediction mode, and the first intra prediction mode is a planar mode, setting a first candidate intra prediction mode equal to the planar mode; setting a second candidate intra prediction mode equal to a DC mode; and setting a third candidate intra prediction mode equal to a vertical mode.

[Claim 8] The method of claim 7, further comprising: decoding information indicating whether one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block; and if one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block, deriving the intra prediction mode of the current block based on the identical one among the first, second, and third candidate intra prediction modes.

[Claim 9] The method of claim 7, further comprising: decoding information indicating whether one of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block; and if none of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block, deriving the intra prediction mode of the current block based on a remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[Claim 10] The method of claim 9, wherein deriving of the intra prediction mode of the current block based on the remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode if none of the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode is identical to the intra prediction mode of the current block comprises:
deriving the intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, respectively.

[Claim 11] The method of claim 7, wherein the first neighboring block corresponds to a block including a pixel positioned at \((x-1, y)\) when a position of an upper-left pixel of the current block is \((x, y)\); and the second neighboring block corresponds to a block including a pixel positioned at \((x, y-1)\) when the position of the upper-left pixel of the current block is \((x, y)\), where the \(x\) and \(y\) are an integer value.

[Claim 12] An image decoding apparatus, comprising:

an entropy decoding unit configured to decode information indicating whether one candidate intra prediction mode from among a first candidate intra prediction mode, a second candidate intra prediction mode, and a third candidate intra prediction mode is identical to an intra prediction mode of a current block, the first, second, and third candidate intra prediction modes being three candidate intra prediction modes for the current block; and

a predictor configured to derive the intra prediction mode of the current block based on the information, wherein,

if a first intra prediction mode derived from a first neighboring block located at the left side of the current block is not identical to a second intra prediction mode derived from a second neighboring block located at the upper side of the current block, the predictor is configured to derive the first candidate intra prediction mode from the first intra prediction mode, to derive the second candidate intra prediction mode from the second intra prediction mode, and to derive, based on priority of order of a planar mode, a DC mode, and a vertical mode, the third candidate intra prediction mode different from the first candidate intra prediction mode and the second candidate intra prediction mode.

[Claim 13] The apparatus of claim 12, wherein the predictor is configured to set the third candidate intra prediction mode equal to the planar mode if none of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode; the predictor is configured to set the third candidate intra prediction mode equal to the DC mode if one of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode, and the other is not the DC mode; and the predictor is configured to set the
third candidate intra prediction mode equal to the vertical mode if one of the first candidate intra prediction mode and the second candidate intra prediction mode is the planar mode, and the other is the DC mode.

[Claim 14] The apparatus of claim 13, wherein the first neighboring block corresponds to a block including a pixel positioned at \( (x-1, y) \) when a position of an upper-left pixel of the current block is \( (x, y) \); and the second neighboring block corresponds to a block including a pixel positioned at \( (x, y-1) \) when the position of the upper-left pixel of the current block is \( (x, y) \), where the \( x \) and \( y \) are an integer value.

[Claim 15] The apparatus of claim 14, wherein the predictor, if one of the first, second, and third candidate intra prediction modes is identical to the intra prediction mode of the current block, is configured to derive the intra prediction mode of the current block based on the identical one from among the first, second, and third candidate intra prediction modes; and

if none of the first, second, and third candidate intra prediction modes is identical to the intra prediction mode of the current block, the predictor is configured to derive the intra prediction mode of the current block based on a remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[Claim 16] The apparatus of claim 15, wherein the predictor, if none of the first, second, and third candidate intra prediction modes is identical to the intra prediction mode of the current block, is configured to derive the intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, respectively.

[Claim 17] An image decoding apparatus, comprising:

an entropy decoding unit configured to decode information indicating whether one candidate intra prediction mode from among a first candidate intra prediction mode, a second candidate intra prediction mode, and a third candidate intra prediction mode is identical to an intra prediction mode of a current block, the first, second, and third candidate intra prediction modes being three candidate intra prediction modes for the current block; and

a predictor configured to determine whether a first intra prediction mode derived from a first neighboring block located at the left side of
the current block is identical to a second intra prediction mode derived from a second neighboring block located at the upper side of the current block, wherein,
if the first intra prediction mode is identical to the second intra prediction mode, and the first intra prediction mode is a planar mode, the predictor is configured to set the first candidate intra prediction mode equal to the planar mode, to set the second candidate intra prediction mode equal to a DC mode, and to set the third candidate intra prediction mode equal to a vertical mode.

[Claim 18] The image decoding apparatus of claim 17, wherein the predictor, if one of the first, second, and third candidate intra prediction modes is identical to an intra prediction mode of the current block, is configured to derive the intra prediction mode of the current block based on the identical one of the first, second, and third candidate intra prediction modes; and
if none of the first, second, and third candidate intra prediction modes is identical to the intra prediction mode of the current block, the predictor is configured to derive the intra prediction mode of the current block based on a remaining intra prediction mode different from the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode.

[Claim 19] The apparatus of claim 18, wherein the predictor, if none of the first, second, and third candidate intra prediction modes is identical to the intra prediction mode of the current block, is configured to derive the intra prediction mode of the current block by comparing the remaining intra prediction mode with the first candidate intra prediction mode, the second candidate intra prediction mode, and the third candidate intra prediction mode, respectively.

[Claim 20] The apparatus of claim 17, wherein the predictor, the first neighboring block corresponds to a block including a pixel positioned at (x-1, y) when a position of an upper-left pixel of the current block is (x, y); and the second neighboring block corresponds to a block including a pixel positioned at (x, y-1) when the position of the upper-left pixel of the current block is (x, y), where the x and y are an integer value.
[Fig. 16]
INTERNATIONAL SEARCH REPORT

PCT/ISA/210 (second sheet) (July 2009)

A. CLASSIFICATION OF SUBJECT MATTER

H04N 7/34(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
H04N 7/34; H04N 7/24; G06K 9/36; H04N 11/04; G06K 9/46; H04N 11/02

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS (KIPO internal) & Keywords: "intra prediction mode, candidate, upper, left"

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2005-0089235 A1 (SATOSHI SAKAGUCHI et al.) 28 April 2005 See abstract, Fig. 3 and page 4, [0022]–page 5, [0039].</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>WO 2011-004986 A2 (SK TELECOM CO., LTD. et al.) 13 January 2011 See abstract, Fig. 4 and page 7, [40]–page 10, [52].</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2006-0215763 A1 (MICHIO MORIMOTO et al.) 28 September 2006 See abstract and Fig. 1.</td>
<td>1-20</td>
</tr>
</tbody>
</table>

FURTHER DOCUMENTS ARE LISTED IN THE CONTINUATION OF BOX C.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on prior art claims(s) or which is cited to establish the publication date of citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed
  "I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  "&" document member of the same patent family

Date of the actual completion of the international search
15 JANUARY 2013

Date of mailing of the international search report
17 JANUARY 2013

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
189 Cheonsa-ro, Seo-gu, Daejeon Metropolitan City, 302-701, Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
KIM, Young Tae
Telephone No. 82-42-481-8367

Form PCT/ISA/210 (second sheet) (July 2009)
# INTERNATIONAL SEARCH REPORT
Information on patent family members

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CN 1612614 A</td>
<td>04.05.2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 04-515886 B2</td>
<td>21.05.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005-160048 A</td>
<td>16.06.2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7369707 B2</td>
<td>06.05.2008</td>
</tr>
<tr>
<td>Wo 2011-004986 A2</td>
<td>13.01.2011</td>
<td>CN 102484707 A</td>
<td>30.05.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2011-0003414 A</td>
<td>12.01.2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012-0106636 A</td>
<td>03.05.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 2011-004986 A3</td>
<td>31.03.2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2006-270437 A</td>
<td>05.10.2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7688893 B2</td>
<td>30.03.2010</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (July 2009)