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[57] ABSTRACT 
An improved belt display hanger for supporting anap 
parel belt from the buckle end thereof in depending 
condition, capable of bearing price indicia thereon, 
which hanger cannot be removed from a supported 
belt without permanently destroying belt buckle en 
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tearing or cutting the area surrounding the opening 24. 
Once so damaged, the device cannot again be reused, 
as its condition is readily apparent to even a casual ex 
amination which would normally take place when sales 
personnel examine the device to determine the price of 
the article. Thus, it is not possible for an unscrupulous 
purchaser to remove a device from a relatively more 
expensive belt, and substitute one from a less expensive 
belt, which would have been damaged at the time of 

| removal. 
We wish it to be understood that we do not consider 

the invention limited to the specific details of structure 
shown and set forth in this specification, for obvious 
modifications will occur to those skilled in the art to 
which the invention pertains. 
We claim: 
1. A display belt hanger for use with a conventional 

apparel belt having a prong type buckle comprising: a 
unitary piece of synthetic resinous resilient material in 
cluding a main body having hook means for engaging a 
supporting rod, and a depending buckle-engaging ele 
nent connected to said main body for engaging said 
buckle; a belt buckle engaging element including a first 
elongated portion adjacent said main body having an 
opening therein extending through the plane thereof, a 
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medially-positioned portion having a central opening 
including opposed horizontal slots and a vertical slot 
normal thereto, said slots opening into said central 
opening, portions of said medially-positioned portion 
between the sides thereof and the ends of the horizon 
tal slots defining a fold line passing through said 
second-mentioned opening, and a foldable second 
elongated portion below said medially-positioned por 
tion having a laterally extending projection thereon en 
gageable with said opening in said first portion; said 
projection including a shank portion corresponding in 
diameter and length to the diameter and depth of said 
first mentioned opening, and having on a free end of 
said shank an enlargement of diameter greater than 
that of said first-mentioned opening. 

2. Structure in accordance with claim 1, further 
characterized in said enlargement being of frusto-coni 
cal configuration, and having a planar surface perpen 
dicular to the principal axis of said shank at the outer 
end thereof, whereby after said projection has passed 
said first-mentioned opening by resiliently distorting 
the same to engage a beit buckle, it cannot be readily 
released without damaging said shank. 
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