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1. 

APPARATUS FORMOUNTING ADVERTISEMENT 
NOTICE 

FIELD OF THE INVENTION 

The present invention relates to advertisement notice 
mounting apparatus for mounting a sheet-like advertise 
ment notice on a medium for an advertisement. 

BACKGROUND ART 

In order to fix a sheet-like advertisement notice se 
curely to a medium for an advertisement, it has been a 
conventional practice to place an advertisement notice 
directly on the medium by applying an adhesive such as 
a paste to the advertisement notice and sticking the 
same to the medium, or otherwise, indirectly by sticking 
the advertisement notice to a panel and mounting the 
panel to the medium. 
However, there is such a disadvantage in the work 

for applying the adhesive to the advertisement notice 
and sticking the same to the panel or the medium or 
peeling the advertisement notice off the panel or the 
medium that much labor and time is required and cost 
increases. 
The present invention has been made in view of the 

above problem. It is an object to provide an advertise 
ment notice mounting apparatus which does away with 
the above-mentioned work of sticking and peeling and 
which is capable of securely fixing an advertisement 
notice to a medium for an advertisement. 

SUMMARY OF THE INVENTION 

According to the present invention, the above object 
is achieved by an apparatus for mounting advertisement 
notice, the apparatus comprising mounting means pro 
vided between a flexible sheet-like advertisement notice 
and an advertisement medium for detachably mounting 
the advertisement notice to the medium, and mounting 
adjusting means provided between the advertisement 
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notice and the medium for adjusting a stretch state of 40 
the advertisement notice. 
The advertisement notice mounting apparatus ac 

cording to the present invention is easily capable of 
mounting an advertisement notice to an advertisement 
medium, not only on a truck, but also on places where 
it is difficult to put up an advertisement, such as on the 
wall of a station yard, a movie theater, or a building, 
additionally capable of relatively easily performing 
maintenance of advertisement notice, capable of reduc 
ing the work time and cost, and further capable of se 
curely fixing the advertisement notice to the medium. 
This invention will be described with reference to 

preferred embodiments shown in the accompanying 
drawings. 

However, this invention is not restricted to those 
embodiments at all. 

BRIEF EDESCRIPTION OF THE DRAWINGS 

FIG. 1 is a view showing the whole arrangement of a 
first embodiment of the advertisement notice mounting 
apparatus of this invention applied to a truck of a panel 
van type; 

FIG. 2 is a schematic front view of the whole adver 
tisement notice to be mounted on an advertisement 
medium by an advertisement notice mounting apparatus 
according to this invention; 

FIG. 3 is a schematic view of the whole medium on 
which an advertisement notice is mounted by the adver 
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2 
tisement notice mounting apparatus according to this 
invention; 
FIG. 4 is an explanatory view showing a connecting 

state of the first embodiment of the advertisement no 
tice mounting apparatus of this invention; 
FIG. 5 is a perspective view showing the relation of 

an advertisement notice to the first embodiment of the 
advertisement notice mounting apparatus of this inven 
tion; 
FIG. 6 is a perspective view showing the relation of 

the medium to the first embodiment of the advertise 
ment notice mounting apparatus of this invention; 
FIGS. 7 and 8 are fragmentary perspective views 

showing the construction of essential parts in other 
embodiments of the advertisement notice mounting 
apparatus of this invention; 
FIG. 9 is a perspective view showing the relation of 

an advertisement notice to the other embodiment of the 
advertisement notice mounting apparatus of this inven 
tion; 
FIGS. 10 to 14 are explanatory views of the mounted 

states in the advertisement notice mounting apparatus 
according to this invention; 
FIG. 15 is an explanatory view of a further embodi 

ment of the advertisement notice mounting apparatus 
according to this invention; 
FIG.16 is an explanatory view of a component of the 

advertisement notice mounting apparatus according to 
this invention; 

FIG. 17 is a side sectional view of the further embodi 
ment of the advertisement notice mounting apparatus 
according to this invention; and 
FIG. 18 shows another example of the component of 

the advertisement notice mounting apparatus according 
to this invention. 

THE BEST MODE FOR CARRYING OUT THE 
INVENTION 

In FIGS. 1 to 5, a poster 4, as an example of the 
advertisement notice, is detachably mounted by an ad 
vertisement notice mounting apparatus 3 on a side wall 
2 of a truck 1 of a panel van type as an example of an 
advertisement medium. 
The advertisement notice mounting apparatus 3 com 

prises an elongated frame 23 having an L-like or J-like 
configuration in cross section and provided between a 
periphery 7 of the poster 4 made of a flexible material 
and a part 14 of side wall 2 which corresponds to the 
position of the periphery 7, elongated thin plates 19 and 
21 provided between opposing peripheries 6 and 8 of 
the poster 4 and parts 13 and 15 of the side wall 2 which 
correspond to the positions of the peripheries 6 and 8, 
respectively, and a mounting adjuster 17 provided be 
tween a periphery 9 of the poster 4 and across sill at the 
part 16 of the side wall 2 which corresponds to the 
position of the periphery 9. 

In this embodiment, one-sided faster members 11 of 
magic type fasteners, that is, velvet type fasteners are 
attached to the reverse side 20 of the poster 4 along the 
opposite peripheries 6 and 8 of the poster 4. 
For the material of the poster 4, a vinyl film, particu 

larly a soft vinyl film is preferably used. However, a 
material similar to the above material, such as canvas, 
vinyl sheet, tarpaulin, or rubber sheet may be used. 
Needless to say, it is possible to use any material which 
can perform the function of a poster and has a strength 



5,373,653 
3 

which allows the fastener members 11 to be attached 
along the peripheral edges of the poster 4. 
As shown in FIGS. 1 and 3, in this embodiment, the 

other-sided fastener members 10 of the velvet type fas 
teners are respectively attached to the thin plates 19 and 
21 provided at the peripheries 13 and 15 of the side wall 
2 to fix the poster 4 to the side wall 2 in cooperation 
with the one-sided velvet fastener members 11 which 
are attached to the peripheries 6 and 8 of the poster 4, 
respectively. 
As the fastener members 10 engage the fastener mem 

bers 11 of the opposing peripheries 6 and 8 of the poster 
4, they connect and fix the poster 4 to the side wall 2. 
A frame 29 is mounted on and along the periphery 9 

of the poster 4. The periphery 9 of the poster 4 is turned 
up, superimposed on the reverse side 20 of the poster 4 
and fixed by means of, for example, sewing 4a and the 
like, and the frame 29 is inserted into a space 4b formed 
at the periphery 9 of the poster 4 which is turned up and 
superimposed. The frame 29 has a slit 29a, and when the 
frame 29 is inserted into the space 4b at the periphery 9 
of the poster 4, the frame 29 is positioned so that the slit 
29a coincides in position with the opening 4c formed at 
the periphery 9. 
The mounting adjuster 17 for adjusting the strained 

state of the poster 4 is connected at one end thereof to 
the opening 4c and the slit 29a, and at the other end 
thereof to the cross sill at the periphery 16 of the side 
wall 2. 
The mounting adjuster 17 comprises a hook 79 

formed so as to hook the cross sill at the periphery 16, 
a belt 80 fixedly connected at one end thereof to a hook 
78 formed so as to hook in the opening 4c and the slit 
29a and at the other end thereof to the hook 79, and a 
length adjuster 81 provided on the middle portion of the 
belt 80 to adjust length of the belt 80. 

Therefore, by adjusting the length adjuster 81 of the 
belt 80 of the mounting adjuster 17, the strained state of 
the poster 4 that has been mounted can be set as desired. 
For the material of the belt 80, a relatively tough 

cloth, for example, of nylon is preferably used. 
As the mounting adjuster 17, a lashing belt with a 

buckle having a so-called ratchet function may be used. 
As shown in FIGS. 1 and 5, the poster 4 is fitted along 

the periphery 7 thereof with an elongated frame 47 
having an L-like or J-like configuration in cross section. 
The frame 47 is connected to the rail 23 in the manner 
shown in FIG. 5. 
The process for equipping the advertisement notice 

mounting apparatus 3 to the side wall 2 of the truck 1 
will be described. 
As shown in FIG. 3, a rail 23 is previously fitted 

fixedly to the periphery 14 of the side wall 2 by means 
of welding or the like. Then, one-sided velvet fastener 
members 10 are previously fitted fixedly by means of an 
adhesive or the like to the thin plates 19 and 21 provided 
respectively to the peripheries 13 and 15 of the side wall 
2. 
More specifically, as shown in FIG. 6, as an example, 

a block member 130 having a thickness corresponding 
to the height of ribs 2a is disposed in each groove 2b 
between the ribs 2a of the side wall 2, and rivets 123, for 
example, are driven into holes 130a to thereby fix the 
member 130 to the side wall 2. On top of the member 
130, a strip-like thin plate 19 is arranged, and then 
screws 133 are screwed into holes 132b and 130b to 
thereby fix the thin plate 19 to the side wall 2. A fastener 
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4. 
member 10 is attached to a surface 132 of the thin plate 
19. 
Under the above-mentioned state, the elongated 

frame 47 attached to the poster 4 is hooked on the rail 23 
fixed to the side wall 2, as shown in FIG. 5. Next, the 
lower periphery 9 of the poster 4 is pulled while keep 
ing the poster 4 in the uniformly trained state, the poster 
4 is stretched by an elastic force of the poster 4, and 
thus, the mounted state of the poster 4 to the side wall 
2 of the truck 1 is adjusted by the mounting adjuster 17. 
Then, the poster 4 is fixed to the side wall 2 by con 

necting the one-sided velvet fastener members 11 on the 
poster 4 to the corresponding opposite-sided fastener 
members 10 on the side wall 2, that is to say, by engage 
ment of those fastener members. 
When the poster 4 is small, fixing the poster 4 to the 

side wall 2 by engagement of the fastener members 10 
and 11 may be omitted. 
Under this state, the poster 4 is constantly strained by 

the elastic force of the poster 4 itself, so that the poster 
4 is subjected to a strong tension. By such a strong 
tension, a slack in the poster 4 can be removed. 

In other words, the mounted state of the poster 4 can 
also be adjusted automatically by the elastic force of the 
poster 4 itself. 

In this embodiment, for the member to be connected 
to the rail 23, the elongated frame 47 having a substan 
tially J-like configuration in cross section is so adopted 
that the frame 47 can be hooked to the rail 23 shown in 
FIG. 5. Instead, a frame 48 as shown in FIG. 7 or a 
frame 49 as shown in FIG. 8 may be used. 
FIG.9 shows the mounted state of the poster 4 to the 

side wall 2 when the frame 48 as shown in FIG. 7 is 
used. 
The frame 48 has two slits 53 and 54 as shown in FIG. 

7. As shown in FIG. 9, the periphery 7 of the poster 4 
is inserted into the slit 54. The inserted periphery 7 is 
turned and superimposed on the reverse side 20 of the 
poster 4, and fixed by means of sewing 81 or the like. 
The frame 48 fitted with the poster 4 is inserted into the 
rail 23, as shown in FIG. 9, in order to cause the frame 
48 to engage the rail 23. When the frame 48 is made to 
engage the rail 23, the poster 4 and the frame 48 com 
bined to each other are once held horizontally, and are 
moved to a position where the slit 53 aligns with a front 
wall 63 of the rail 23 shown in FIG. 10. From this posi 
tion, the combined poster 4 and frame 48 is moved 
vertically downward as indicated by arrow 58, until the 
slit 53 receives the rail front wall 63. Then, by turning 
the combined poster 4 and frame 48 in the direction 
indicated by an arrow 59, the engagement of the frame 
48 with the rail 23 is completed. For this motion to be 
accomplished, the width 56 of a bottom wall 61 of the 
rail 23, the width 57 of a part 62 of the frame 48 and the 
height 60 of the front wall 63 of the rail 23, and so on are 
selected. 

In mounting the poster 4 to the side wall 2 when a 
frame 49 as shown in FIG. 8 is used, the above-men 
tioned operation indicated in FIG. 10 need not be per 
formed because the frame 49 has an opening 64 instead 
of the slits 53 and 54, the opening 64 having an area 
greater than the opening area of the slits 53 and 54. 

Instead of the rail 23 used in the above-mentioned 
embodiment, a rail 66 having a round cross section as 
shown in FIG. 11 may be used. The rail 66 has a slit 69 
which has a width 68 greater than the thickness 67 of 
the poster 4. On the other hand, each of the peripheries 
7 and 9 of the poster 4 is fitted with a rod-shaped frame 
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65 which has some rigidity and can be inserted into an 
internal space 70 of the rail 66. 
When the poster 4 arranged as described is mounted 

to the side wall 2, one end 72 of the frame 65 is inserted 
into the internal space 70 of the rail 66 from, for exam 
ple, the opening end 71 of the rail 66, and the frame 65 
is moved in the direction indicated by an arrow 67. At 
this time, the poster 4 is passed through the slit 69 of the 
rail 66. 

Instead of the velvet type fasteners used for mounting 
the poster 4 to the side wall 2 in the above-mentioned 
embodiment, snap type fasteners as shown in FIG. 12 
may be used. The snap type fastener comprises a fas 
tener member 74 fixedly attached to the side wall 2 and 
a fastener member 73 fixedly attached to the poster 4. 
Those fastener members 73 and 74 can be fixed to each 
other by fitting. 

In an embodiment shown in FIG. 13, instead of the 
relatively rigid rod-shaped frame 65 used in the above 
mentioned embodiment, a flexible rod-shaped member, 
for example, a relatively thick rope 124 made of a fabric 
material such as nylon is used. To be more specific, 
preferably, a flexible rod-shaped member, for example, 
a relatively thick rope 124 made of a fabric material 
such as nylon is wrapped in each of the peripheries 7 
and 9 at the top and the bottom of the poster 4, and fixed 
by fixing means 116 such as sewing or the like, and 
swollen ends 125 are thereby formed at the top and 
bottom sides. 
The reason why the flexible rod-shaped frames, for 

example, of ropes 124 instead of the relatively rigid 
rod-shaped frames 65 is to make the poster 4, including 
equivalent parts to be described later, foldable and con 
venient for carrying or storing purposes. 
As described above, the advertisement notice mount 

ing apparatus 3 according to this embodiment comprises 
mounting mechanisms at the top, left and right for 
mounting the poster 4 to the side wall 2 of the truck 1, 
and the mounting adjuster 17 at the bottom. 

Instead of the rail 66 with a round cross section 
shown in FIG. 11, a rail 142 having a slit space 144 for 
accepting the thickness of the poster 4 and a space 143 
for receiving the swollen end 125 may be used, as 
shown in FIG. 13. 
The rail 142 is formed as a continuous piece as shown 

in FIG. 13, but the rail 142 is not required to be neces 
sarily made continuous. Substantial continuity can be 
imparted to the rail by continuously arranging individ 
ual members formed with the same cross section. 

In the embodiment shown in FIG. 13, a slot 201 is 
provided in the rail 142, a rivet 202 is driven into the rail 
142 and the side wall 2 through the slot 201 to thereby 
fix the rail 142 to the side wall 2. Instead, an upward 
extension 203 may be provided integrally on the upper 
end of the rail 142 as shown in FIG. 14, a rivet 204 may 
be driven into the extension 203 and the side wall 2, and 
thereby fix the extension 203 and hence the rail 142 to 
the side wall 2. This method facilitate the driving in of 
the rivet 204. 
From the above embodiments, it will be understood 

that various changes and modifications may be made in 
the advertisement notice mounting apparatus according 
to this invention. 
For example, a poster 4 arranged as shown in FIG. 15 

may be used. 
In the poster 4 shown in FIG. 15, instead of the one 

side members 11 of the magic type fasteners provided at 
the right and left peripheries 6 and 8 and the frames 29 
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6 
and 47 provided at the upper and lower peripheries 7 
and 9, flexible rod-shaped members, for example, rela 
tively thick ropes 124 made of a fabric material such as 
nylon and the like, used in the embodiment shown in 
FIG. 13, are wrapped by the peripheries 6, 7, 8 and 9, 
and thereby, swollen ends 6a, 7a, 8a, and 9a are formed. 
Attachments 154 shown in FIG. 16 are used in the man 
ner as shown in FIG. 15 to accommodate the swollen 
ends 6a, 7a, 8a, and 9a in this embodiment and to 
thereby connect the poster to the side wall 2. 
The attachment 154 has a slit 158 which has a width 

corresponding to the thickness of the poster 4, and a 
space 156 for receiving and engaging any of the swollen 
ends 6a, 8a, and 9a at the right, left, and bottom of the 
poster 4. 
Each attachment 154 has a slit 178 for connection 

with the mounting adjuster 17 shown in FIG. 4. 
Therefore, as in the foregoing embodiments, the 

strained state of the poster 4 can be adjusted under the 
state in which the poster 4 is connected to the side wall 
2. 

FIG. 17 shows a cross section seen from the side of 
the poster 4 mounted on the side wall 2. 
The attachment 154 shown in FIG. 16 has a plurality 

of slits 178 on the plate-like portion 210 thereof in the 
extending direction of the plate-like portion 210, the 
slits 178 being used for connection with the mounting 
adjuster 17. Instead, as shown in FIG. 18, arrangement 
may be such that an attachment 223 is formed with a 
cylinder 221 having a slit 158 and a swell 222 formed 
integrally with the cylinder 221, that an auxiliary at 
tachment 229 which comprises a cylinder 226 and a 
plate-like part 228, is provided, the cylinder 226 having 
a space 224 for receiving the swell 222 in a freely slid 
able manner and a slit 225 communicating with the 
space 224 and the plate-like part 228 having a slit 227 
and formed integrally with the cylinder 226, that one 
end of the mounting adjuster 17 is engaged into the slit 
227, and that the mounting adjuster 17 is connected 
with the attachment 223 through the attachment 223. 
Since the auxiliary attachment 229 is capable of freely 
sliding in the direction of arrow 330 with respect to the 
attachment 223, the mounting adjuster 17 can be set at 
any position in the direction of arrow 330 even if many 
slits 178 as shown in FIG. 15 are not provided. It is to 
be noted that the auxiliary attachment 229 can be con 
nected with the attachment 223 by inserting the swell 
222 laterally into the space 224. 

I claim: 
1. An apparatus for mounting an advertisement notice 

having an enlargement along an end margin thereof on 
an advertisement medium, comprising: 
mounting means for detachably mounting the adver 

tisement notice to the advertising medium; 
mounting adjustment means for connection to said 
mounting means for maintaining the advertisement 
notice under tension, said mounting means con 
prising an attachment including a generally cylin 
drically-shaped member having a slit and a space 
within said member in communication with the slit, 
and a plate-like part formed integrally with said 
cylindrically-shaped member and projecting there 
from, said attachment being adapted to slidably 
receive in said space thereof the enlargement 
formed along an end margin of the advertisement 
notice; and 

said mounting adjustment means comprising a first 
hook for connection to said mounting means, a 
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second hook for connection to the advertisement adapted to slidably receive an enlargement formed 
medium and a belt extending between the first and along another margin of the advertisement notice. 
second hooks for setting a distance between the 3. An apparatus for mounting an advertisement notice 
first and second hooks. - 

2. An apparatus for mounting an advertisement notice 5 according to claim 1 wherein said plate-like projecting 
according to claim 1 wherein said mounting means part has a slit for connecting said mounting adjustment 
further comprises an elongated member having a gener- means therewith. 
ally J-like cross-section, said elongated member being k k xx xx 
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