(51) International Patent Classification: F16K 5/00, 25/00, 31/02

(21) International Application Number: PCT/US2005/006670

(43) International Publication Date: 6 October 2005 (06.10.2005)

(10) International Publication Number: WO 2005/093300 A1

(74) Agent: JANIUK, Anthony, J.; Waters Corporation, 34 Maple Street, Milford, MA 01757 (US).


(84) Designated States (unless otherwise indicated, for every kind of regional protection available): ARIPO (BW, GH, [Continued on next page])

(54) Title: VALVE WITH LOW FRICTION COATING

(57) Abstract: Embodiments of the present invention feature a method and device for controlling the flow of fluid. One embodiment of the device for controlling the flow of fluid comprises a rotor, stator and compression means. The rotor has a rotor fluid communication means and at least one rotor load bearing surface. The rotor load bearing surface sealably engages a stationary load bearing surface. The rotor is capable of assuming a first position and a second position by rotation. The stator has a stationary load bearing surface having stator fluid communication means. The stationary load bearing surface sealably engages the rotor load bearing surface and permits rotation of the rotor with respect to the stator. At least one of the rotor bearing surface and said stator load bearing surface has a diamond-like carbon-silica coating.

Published: with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
VALVE WITH LOW FRICTION COATING

CROSS REFERENCE RELATED APPLICATION INFORMATION

This application claims priority from United States Provisional Patent Application No. 60/550,782, filed March 5, 2004. The contents of these applications are incorporated herein by reference.

FIELD OF THE INVENTION

This invention relates to valves and, in particular, to high pressure valves used in instrumentation for chemical analysis in which such valves are subjected to repeated open and close cycles and harsh solvents.

BACKGROUND OF THE INVENTION

This invention relates to valves having moving parts under loads. These parts often must retain fluid integrity, that is, such parts should not leak fluids. However, as the valve are cycled between an open and a closed position, the loads placed on the moving parts cause wear. The loads on moving parts, typically a stator and a rotor, of a valve used in analytical instruments can be substantial. Analytical instruments, such as high performance chromatography (HPLC) pumps, typically operate at up to 3,000 pounds per square inch (psi). There is substantial interest in operating at even higher pressures. This paper will use the term “ultra” to refer to pressures above approximately 4,000 psi. However, there are many fluidic components which operate at low pressures of one to several hundred psi which exhibit high numbers of cycles.

As the pressure of the system increases the wear on the moving parts of the valve increases and the cycles which a valve can withstand are reduced. A typical valve can only withstand 150,000 cycles at these ultra pressures.

Valves capable of operating at higher pressures and exhibit tolerance to more than 150,000 are very desirable.
SUMMARY OF THE INVENTION

Embodiments of the present invention feature a method and device for controlling the flow of fluid. One embodiment of the device for controlling the flow of fluid comprises a rotor, stator and compression means. The rotor has a rotor fluid communication means and at least one rotor load bearing surface. The rotor load bearing surface sealably engages a stationary load bearing surface. The rotor is capable of assuming a first position and a second position by rotation. The stator has a stationary load bearing surface having stator fluid communication means. The stationary load bearing surface sealably engages the rotor load bearing surface and permits rotation of the rotor with respect to the stator. The rotation of the rotor provides a first position where the rotor fluid communication means and the stator fluid communication means prevent the flow of fluid and a second position wherein the rotor fluid communication and stator fluid communication means permits the flow of fluid. At least one of the rotor bearing surface and said stator load bearing surface has a diamond-like carbon-silica coating. Compression means holds the stator and rotor. The stator and rotor are held with the rotor load bearing surface and stationary load bearing surface sealably engaged. The diamond-like carbon-silica coating provides low friction and increased hardness allowing repeated movement between said first and second positions.

Indeed, embodiments of the present invention are capable of over 900,000 cycles. The number of cycles exceed the number previously attained with valves without a diamond-like carbon silica coating by a factor of six. These results are surprising and unexpected.

Preferably, compression means is a housing. A typical valve housing a chamber for receiving said rotor and a means for holding at least one stator. Means for holding the stator are known in the art and may comprise clamps, screws, and cooperating threads on the stator and housing.
The stator fluid communication means may comprise at least one stator opening in said stator. The stator opening is placed in fluid communication with a conduit. Preferably the stator has two stator openings, one in communication with an inlet conduit and one in communication with a discharge conduit. In the alternative the housing may have an opening for placing fluid in communication with a conduit and rotor fluid communication means. Rotor fluid communication means comprises at least one opening one or more a channels for placing two or more stator openings in fluid communication.

Preferably, the diamond-like carbon-silica coating is 40-90% carbon, 20-40% hydrogen and 0.01 to 5% silica carbon,; and, more preferably, 50-80% carbon, 25-35% hydrogen and 0.1 to 5% silica-carbon base. A preferred diamond-like carbon-silica coating is a DLC coating available from Morgan Advanced Ceramics, Inc. (Allentown, Pennsylvania, USA).

Preferably, at least one of the rotor and the stator is comprised of a material selected from polyetheretherketone, tetrafluoroethelene, combinations of polyetheretherketone and tetrafluoroethelene, stainless steel, titanium and aluminum. Preferred combinations of polyetheretherketone and tetrafluoroethelene have a percentage of 50 to 90 percent polyetheretherketone and a percentage of 10 to 50 percent tetrafluoroethelene. Even more preferred, the combination has a percentage of 60 to 80 percent polyetheretherketone and a percentage of 20 to 40 percent tetrafluoroethelene.

Preferably, at least one of the rotor and the stator is made of stainless steel, titanium and aluminum and at least one of said rotor and stator is comprised of polyetheretherketone and tetrafluoroethelene and combinations of polyetheretherketone and tetrafluoroethelene. The rotor and stator comprised of stainless steel, titanium and aluminum, preferably has the diamond-like carbon silica coating.
A further embodiment of the present invention comprises a method of controlling the flow of fluid. The method comprising the steps of providing a device having a rotor, at least one stator and compression means. The rotor has a rotor fluid communication means and at least one rotor load bearing surface which rotor load bearing surface sealably engages a stationary load bearing surface. The rotor is capable of assuming a first position and a second position by rotation. The stator has a stationary load bearing surface having stator fluid communication means. The stationary load bearing surface sealably engages the When the rotor is in the first position, the rotor fluid communication means and the stator fluid communication means prevent the flow of fluid. When the rotor is in the second position the rotor fluid communication and stator fluid communication means permits the flow of fluid. At least one of the rotor bearing surface and the stator load bearing surface has a diamond-like carbon-silica coating. The compression means holds the stator and rotor with the rotor load bearing surface and stationary load bearing surface sealably engaged. The diamond-like carbon silica coating providing a low friction and increased hardness to the surface to which it is applied allowing repeated movement between the first and second positions. The method further comprising the step of rotating the rotor from one of the first position and the second position to the other position, to control the flow of fluid.

Embodiments of the present method and device allow a device for controlling the flow of fluid, a valve, to be cycled 300,000 to 900,000 cycles and more. These and other features and advantages will be apparent to those individuals skilled in the art upon reading and viewing the Figures and the detailed description below.

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 depicts a device in exploded view embodying feature of the present invention;

Figure 2 depicts a rotor embodying features of the present invention; and,

Figure 3 depicts a stator embodying feature of the present invention.
DETAILED DESCRIPTION OF THE INVENTION

Embodiments of the present invention feature will be described in detail with respect to a method and device for controlling the flow of fluid. However, individuals skilled in the art will recognize that feature of the present invention have application to other devices as well. Embodiments of the present invention have application for moving parts in any application in which a fluid under pressure may need to be contained.

Turning now to Figure 1, a device for controlling the flow of fluid, generally designated by the numeral 11, is depicted in exploded view. The device 11 comprises a rotor 13, stator 15 and compression means 17.

As best seen in Figure 2, the rotor 13 has a rotor fluid communication means in the form of a channel 21 and at least one rotor load bearing surface 23. The rotor load bearing surface 23 sealably engages a stationary load bearing surface 25 to be described with respect to the stator 15. The rotor 13 is capable of assuming a first position and a second position by rotation with respect to the stator 15. The rotor 13 has a circular wall 27 which acts as a bearing surface. The rotor has an elliptical groove 29. The elliptical groove 29 cooperates with signaling flag 31. Signaling flag 31 has a finger 33 that rides in elliptical groove 29. Signaling flag 31 projects from the stator 15 or is withdrawn towards the stator 15 depending on the position of the rotor 13.

Turning now to Figure 1 and Figure 3, the stator 15 has a stationary load bearing surface 25 having stator fluid communication means in the form of two openings 39a and 39b. The stationary load bearing surface 25 sealably engages the rotor load bearing surface 23 and permits rotation of the rotor 13 with respect to the stator 15.

The stator 15 has a flag channel 41a to hold and slidably engage signaling flag 31. A bearing channel 41b encircles stationary load bearing surface 25 to facilitate alignment of the rotor 13.
The rotation of the rotor 13 provides a first position where the rotor fluid communication means and the stator fluid communication means prevent the flow of fluid. Rotation of the rotor provides a second position wherein the rotor fluid communication and stator fluid communication means permits the flow of fluid. That is, in one position the channel 21 is aligned in fluid communication with the openings 39a and 39b of the stator 15 and in one position the channel is not aligned with one or more of the openings 39a and 39b. Of course, those skilled in the art will recognize that the valves can have then two positions. The terms “first position” and “second position” are intended to include any number greater than one.

In the alternative, the rotor 13 may have one or more openings (not shown) which cooperate with one or more openings, such as openings 39a and 39b in stator 15. In this embodiment, a second stator (not shown) is used to cooperate with the openings in the rotor. This second stator has further openings in the manner of stator 15 or one or more channels in the manner of rotor 13.

The stator 15 and rotor 13 are held with the rotor load bearing surface 23 and stationary load bearing surface 25 sealably engaged. At least one of the rotor bearing surface 23 and said stator load bearing surface 25 has a diamond-like carbon-silica coating. The diamond-like carbon-silica coating provides low friction and increased hardness allowing repeated movement between said first and second positions.

A preferred diamond-like carbon-silica coating is 40-90% carbon, 20-40% hydrogen and 0.01 to 5% silica carbon; and, more preferably, 50-80% carbon, 25-35% hydrogen and 0.1 to 5% silica-carbon base. A preferred diamond-like carbon-silica coating is a DLC coating available from Morgan Advanced Ceramics, Inc. (Allentown, Pennsylvania, USA). Diamond-like carbon silica coatings and methods of applying such coating on surface like stationary load bearing surface 25 and rotor load bearing surface 23 are taught in the following U.S. Patents: 4,382,100, 5,135,808, 5,190,807, 5,268,217, 5,506,038, 5,508,092, 5,508,368, 5,527,596, 5,618,619, 5,635,245, 5,643,423, 5,653,812, 5,679,413 and 5,844,225.
Preferably, at least one of the rotor 13 and the stator 15 is comprised of a material selected from polyetheretherketone, tetrafluoroethelene, combinations of polyetheretherketone and tetrafluoroethelene, stainless steel, titanium and aluminum. A preferred combination of polyetheretherketone and tetrafluoroethelene has a percentage of 50 to 90 percent polyetheretherketone and a percentage of 10 to 50 percent tetrafluoroethelene. Even more preferred, the combination has a percentage of 60 to 80 percent polyetheretherketone and a percentage of 20 to 40 percent tetrafluoroethelene.

Preferably, at least one of the rotor 13 and the stator 15 is made of stainless steel, titanium and aluminum and at least one of said rotor 13 and stator 15 is comprised of polyetheretherketone and tetrafluoroethelene and combinations of polyetheretherketone and tetrafluoroethelene. The rotor 13 and stator 15 comprised of stainless steel, titanium and aluminum, preferably has the diamond-like carbon silica coating. As illustrated, the rotor 13 is made of stainless steel and rotor bearing surface 23 has a diamond-like carbon silica coating.

To facilitate turning rotor 13 to the first position and/or the second position, rotor 13 is connected to or linked to shaft 55. Rotation of shaft 55 causes corresponding rotation of the rotor 13. In a typical application of the device 11, shaft 55 would be coupled to a motor (not shown).

Compression means 17 for holding the stator 15 and rotor 13 comprises a housing 61a and 61b, rotor bearing 63, rotor wheel 65, spring 67, and bearing assembly 69.

Housing 61a and 61b has a lower housing unit 61a and an upper housing unit 61b. Lower housing unit 61a receives the stator 15 and is secured by suitable means such as screws 71 or pins (not shown), clamps (not shown), or other suitable holding devices. Lower housing unit 61a and stator 15 can be made as a unitary structure.

Lower housing unit 61a has projections 73a and 73b extending from a flat planar surface 75. Projections 73a and 73b provide space to accommodate other parts of the compression means 17.
Lower housing unit 61a has a bearing opening 77 to receive rotor bearing 63. Rotor bearing 63 has a rotor opening 79. Rotor 13 is held in rotor opening 79 in rotor bearing 63 and rotor bearing 63 is held in bearing opening 77 allowing rotor 13 to rotate within lower housing 41a. Rotor 13 or rotor bearing 63 nest in bearing channel 41 of stator 15 to facilitate positioning of the rotor 13.

Rotor wheel 65 is keyed to rotor 13 and as assembled is visible and capable of manual manipulation projecting through a space between projection 73a and 73b of lower housing unit 61a. Rotor wheel 65 provides means for manually turning rotor 13 and provides means for placing optical codes (not shown) to be read by optical sensors (not shown) in communication with computer means (not shown).

Spring 67 biases the rotor 13, rotor wheel 65 against stator 15. Spring 67 is placed around rotor shaft 55 and compressed upon assembly by bearing assembly 69. Shaft retaining clip 81 retains the shaft 55 within the upper housing unit 61b. And, upper housing unit 61b is secured to the lower housing unit 61a by screws 83, or pins, clamps and other by suitable means.

A further embodiment of the present invention comprises a method of controlling the flow of fluid. This method will be described with respect to the operation of the device 11. The method comprising the steps of providing a device having a rotor 13, at least one stator 15 and compression means 17. The rotor 13 has a channel 21 and at least one rotor load bearing surface 23 which rotor load bearing surface sealably engages a stationary load bearing surface 25. The rotor 13 is capable of assuming a first position and a second position by rotation. The stator 15 has a stationary load bearing surface 25 having openings 39a and 39b. The stationary load bearing surface 25 sealably engages the rotor load bearing surface 23. The rotor 13 has at least two positions upon rotation. When the rotor is in the first position, the channel 23 and the openings 39a and 39b are not aligned and prevent the flow of fluid. When the rotor is in the second position the channel 21 and openings 39a and 39b are aligned and permit the flow of fluid.
At least one of the rotor bearing surface 23 and the stator load bearing surface 25 as a diamond-like carbon-silica coating. The compression means holds the stator 15 and rotor 13 with the rotor load bearing surface 23 and stationary load bearing surface 25 sealably engaged. The diamond-like carbon silica coating providing a low friction and increased hardness to the surface to which it is applied allowing repeated movement between the first and second positions. The method further comprising the step of rotating the rotor 13 from one of the first position and the second position to the other position, to control the flow of fluid.

Embodiments of the present method and device allow a device for controlling the flow of fluid, a valve, to be cycled 300,000 to 900,000 cycles and more. Indeed, embodiments of the present invention are capable of over 900,000 cycles. The number of cycles exceed the number previously attained with valves without a diamond-like carbon silica coating by a factor of six. These results are surprising and unexpected.

Thus, embodiments of the present invention have been described with the understanding that the description is that of a preferred embodiment and the best mode of making and using the present invention. Those skilled in the art will recognize that the features described herein can be further modified and altered and therefore the present invention should not be so limited but should encompass the subject matter of the claims that follow.
CLAIMS

1. A device for controlling the flow of fluid comprising:

5  
a. a rotor having a rotor fluid communication means and at least one rotor load
bearing surface which rotor load bearing surface sealably engages a stationary load
bearing surface, said rotor capable of assuming a first position and a second position
by rotation;

10  
b. at least one stator having a stationary load bearing surface having stator fluid
communication means, said stationary load bearing surface sealably engaging said
rotor load bearing surface and permitting rotation of said rotor with respect to said
stator, wherein in said first position said rotor fluid communication means and said
stator fluid communication means prevent the flow of fluid and in said second
position said rotor fluid communication and stator fluid communication means
permits the flow of fluid; at least one of said rotor bearing surface and said stator load
bearing surface having a diamond like carbon-silica coating;

20  c. compression means for holding said at least one stator and rotor with said in rotor
load bearing surface and stationary load bearing surface sealably engaged, and said
diamond carbon silica coating providing a low friction and increased hardness
allowing repeated movement between said first and second positions.

25 2. The device of claim 1 wherein said compression means is a housing, said housing
having a chamber for receiving said rotor and a means for holding said at least one
stator.

3. The device of claim 1 wherein said stator fluid communication means is at least
one stator opening in said stator, said at least one stator opening for being place in
fluid communication with a conduit.
4. The device of claim 1 wherein said rotor fluid communication means comprises at least one opening.

5. The device of claim 3 wherein said rotor fluid communication means comprises a channel for placing two or more stator openings in fluid communication.

6. The device of claim 1 wherein said diamond-like carbon-silica coating is 40-90% carbon, 20-40% hydrogen and 0.0 to 5% silica carbon.

7. The device of claim 6 wherein said diamond like carbon-silica coating is a DLC coating.

8. The device of claim 1 wherein at least one of said rotor and stator is comprised of a material selected from polyetheretherketone, tetrafluoroethelene, combinations of polyetheretherketone and tetrafluoroethelene, stainless steel, titanium and aluminum.

9. The device of claim 8 wherein said combination of polyetheretherketone and tetrafluoroethelene has a percentage of 50 to 90 percent polyetheretherketone and a percentage of 10 to 50 percent tetrafluoroethelene.

10. The device of claim 8 wherein said combination of polyetheretherketone and tetrafluoroethelene has a percentage of 60 to 80 percent polyetheretherketone and a percentage of 20 to 40 percent tetrafluoroethelene.

11. The device of claim 8 wherein at least one of said rotor and stator is comprised of stainless steel, titanium and aluminum and at least one of said rotor and stator is comprised of polyetheretherketone and tetrafluoroethelene and combinations of polyetheretherketone and tetrafluoroethelene, said rotor and stator comprised of stainless steel, titanium and aluminum having said diamond-like carbon silica coating.

12. A method of controlling the flow of fluid comprising the steps of:
providing a device having a rotor, at least one stator and compression means wherein said rotor has a rotor fluid communication means and at least one rotor load bearing surface which rotor load bearing surface sealably engages a stationary load bearing surface, said rotor capable of assuming a first position and a second position by rotation; and said at least one stator has a stationary load bearing surface having stator fluid communication means, said stationary load bearing surface sealably engaging said rotor load bearing surface and permitting rotation of said rotor with respect to said stator, wherein in said first position said rotor fluid communication means and said stator fluid communication means prevent the flow of fluid and in said second position said rotor fluid communication and stator fluid communication means permits the flow of fluid; at least one of said rotor bearing surface and said stator load bearing surface having a diamond like carbon-silica coating; and said compression means for holding said at least one stator and rotor with said in rotor load bearing surface and stationary load bearing surface sealably engaged, and said diamond carbon silica coating providing a low friction and increased hardness allowing repeated movement between said first and second positions;

rotating said rotor from one of said first position and said second position to the other position, to control the flow of fluid.

13. The method of claim 12 wherein said compression means is a housing, said housing having a chamber for receiving said rotor and a means for holding said at least one stator.

14. The method of claim 12 wherein said stator fluid communication means is at least one stator opening in said stator, said at least one stator opening for being place in fluid communication with a conduit.

15. The method of claim 12 wherein said rotor fluid communication means comprises at least one opening.
16. The method of claim 14 wherein said rotor fluid communication means comprises a channel for placing two or more stator openings in fluid communication.

17. The method of claim 12 wherein said diamond-like carbon-silica coating is 40-90% carbon, 20-40% hydrogen and 0.0 to 5% silica carbon.

18. The method of claim 17 wherein said diamond like carbon-silica coating is a DLC coating.

19. The method of claim 12 wherein at least one of said rotor and stator is comprised of a material selected from polyetheretherketone, tetrafluoroethylene, combinations of polyetheretherketone and tetrafluoroethylene, stainless steel, titanium and aluminum.

20. The method of claim 19 wherein said combination of polyetheretherketone and tetrafluoroethylene has a percentage of 50 to 90 percent polyetheretherketone and a percentage of 10 to 50 percent tetrafluoroethylene.

21. The method of claim 19 wherein said combination of polyetheretherketone and tetrafluoroethylene has a percentage of 60 to 80 percent polyetheretherketone and a percentage of 20 to 40 percent tetrafluoroethylene.

22. The method of claim 19 wherein at least one of said rotor and stator is comprised of stainless steel, titanium and aluminum and at least one of said rotor and stator is comprised of polyetheretherketone and tetrafluoroethylene and combinations of polyetheretherketone and tetrafluoroethylene, said rotor and stator comprised of stainless steel, titanium and aluminum having said diamond-like carbon silica coating.

23. As in claim 1 but with more than 2 positions.
**INTERNATIONAL SEARCH REPORT**

**International application No.**

PCT/US05/06670

---

### A. CLASSIFICATION OF SUBJECT MATTER

- **IPC(7)**: F16K 5/00, 25/00, 31/02
- **US CL**: 251/129.11, 180, 192, 304

According to International Patent Classification (IPC) or to both national classification and IPC.

---

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

U.S.: 251/129.11, 180, 192, 304

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic data base searched during the international search (name of data base and, where practicable, search terms used).

---

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4,440,382 A (PRUVO et al.) 3 April 1984 (03.04.1984), See figure 1.</td>
<td>1-23</td>
</tr>
</tbody>
</table>

- **A** document defining the general state of the art which is not considered to be of particular relevance
- **E** earlier application or patent published on or after the international filing date
- **L** document may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- **O** document referring to oral disclosure, use, exhibition or other means
- **P** document published prior to the international filing date but later than the priority date claimed

---

Further documents are listed in the continuation of Box C.

See patent family annex.

---

**Date of the actual completion of the international search**

03 May 2005 (03.05.2005)

**Date of mailing of the international search report**

14 JUN 2005

---

**Name and mailing address of the ISA/US**

Mail Stop PCT, Attn: ISA/US
Commissioner for Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450
Facsimile No. (703) 305-3230

**Authorized officer**

Edward K. Look
Telephone No.: (717) 272-4820

Form PCT/ISA/210 (second sheet) (January 2004)