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To all whon, it nGulf concern: pipe from the usual covering-slab or from the 
Be it known that I, HENRY F. STOWELL, a vertical slab or back supported thereon; but 

resident of Rochester, in the county of Mon 
roe and State of New York, have invented cer 
tain new and useful Improvements in Basins 
and Overflow-Pipes. Therefor; and I do here 
by declare the following to be a full, clear, 
and exact description of the invention, such 
as Will enable others skilled in the art to which 
it pertains to make and use the same. 
The invention has relation to overflow-pipes 

and devices connected there with suitable for 
use in permanent Wash-basins and like struct 
ures; and it consists in the construction here 
inafter described, and particularly pointed 
out in the claims. 
In the accompanying drawings, Figure i is 

a side elevation of an overflow-pipe and con 
nected parts, a portion of a basin and slab 
being shown in vertical section. Fig. 2 is a 
longitudinal central section of the overflow 
pipe and connected parts on line a ac, Fig. 1. 
Fig. 3 is a similar section of a sleeve. Fig. 4 
is a partial plan of the basin and slab on a 
reduced scale. 
Numeral 1 indicates a basin, and 2 a por 

tion of the usual covering-slab, which, how 
ever, is cut away or recessed at 3 to corre 
spond with a recess 4, formed in the basin or 
bowl. 
5 indicates a horizontal Web Or cover for 

the recess 4, formed integrally with the bowl. 
This cover is below the upper Surface of the 
rim of the bowl, as indicated at 5, said rim 
forming the resting-place of the slab and 
serving to guide Water spilled on the cover 
into the bowl. The overflow-pipe 6 is, by 
means to be described, suspended from this 
cover and within recess 4, as indicated in the 
drawings. This recess, which was in use 
prior to the present invention, provides for 
locating the overflow-pipe outside of the main 
part of the bowl and where it will not inter 
fere with the convenient use of the same. 
The object of making the covering of Said re 
cess integral with the bowl is to provide for a 
seat or opening for the support of the over 
flow-pipe that shall have a suitable and un 
changeable relation to the valve-seat in the 
bottom of the bowl. It has been customary 
in many instances to support the overflow 

as uneven settling of the basin and adjacent 
parts, including the slab and back, frequently 
occurs after the parts are adjusted the over 
flow-pipe is thereby thrown out of its proper 
relation to the valve-seat, and provision was 
required for readjusting it. By my improve 
ment no displacement of the overflow-pipe 
can be occasioned by the settling of the struct 
ure supporting or containing the bowl. Such 
integral cover has a further advantage in that 
it avoids unnecessary joints, such as are 
found where the overflow-pipe is supported 
in a detachable bridge or bracket secured by 
screws or like fastenings. These joints can 
not be thoroughly protected from the entry 
of Water, and the metallic parts are liable to 
rust. They are also liable to become harbors 
for filth and bacteria. 
My cover integral with the basin affords an 

immovable support for the overflow-pipe, and 
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also avoids the metallic bridge or bracket and 
fastenings and the aforesaid objectionable 
joints. 
The overflow-pipe is denoted by 6, a valve 

seat by 7, the Valve by S, and guides extend 
ing below the valve by 9. In the present 
instance three guides are shown; but their 
number is not material. They should have 
such length that they will not be lifted above 
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the valve-seat except when the overflow-pipe . 
is specially manipulated for the purpose, as 
will be explained. The valve is preferably 
made integral with the guides, and adapted 
to be screwed into the overflow-pipe. The 
guides are not essential to the use of other 
parts of the improvement. 

10 denotes a cap or screw-piug closing the 
upper end of the overflow-pipe and provided 
with a finial or knob for manipulating the 
plpe. 

11 denotes the usual overflow-holes located 
about four and a half inches above the bot 
tom of the bowl. 

12 indicates an externally-screw-threaded 
sleeve adapted to be screwed into a socket 
or thimble 13, which fits in an opening in 
cover 5 and has a flange 14, covering the joint 
between the thimble and the wall of the 
opening in the cover, 
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15 indicates a jam-nut by which the sleeve 
12 and the socket 13 can be securely fastened 
to the cover 5. The sleeve preferably has an 
extension both above and below its exterior 
screw-threads, and also guiding-arms 16, ex 
tending below the openings 11, the object of 
which is to direct the vertical movement of 
the overflow-pipe with certainty and accu 
racy. The extension might be made to reach 
below the holes 11 and be provided with cor 
responding openings and produce the same 
effect as is secured by the arms 16. The 
sleeve is provided internally with an annu 
lar groove 17 and vertical grooves 1S, begin 
ning at said annular groove and growing 
gradually shallower until they disappear at 
the inner surface of the sleeve. 

19 is a groove extending from the annular 
groove 17 to the top of the sleeve. 
20 denotes a spring-pin secured on the in 

side of the overflow-pipe and projecting 
through a hole in the wall of the overflow 
pipe. When the valve is seated and the over 
flow-pipe is at its lowest point, this pin is be 
low the grooves and its spring is under a lit 
tle tension. As soon as said pipe is elevated 
sufficiently to bring the pin opposite the 
annular groove 17 it is pressed into said 
groove and prevents the ascent of the pipe. 
At such time the guides 9 are still within the 
valve 8 and the pipe is in a proper position 
to be dropped and carry the valve to its seat. 
This is effected by rotating it until the pin 
comes immediately over one of the grooves 
18, whereupon the pipe drops by gravity, its 
fall being moderated somewhat by the pin, 
which is pressed against the inclined bottom 
of the groove. If, however, it is desired to 
entirely remove the overflow-pipe, it is ro 
tated until the pin 20 is opposite the groove 
19, whereupon the pipe can be lifted out of 
the sleeve. It can be entered therein by a 
reverse operation. 
The above-described construction provides 

for constantly holding the overflow and its 
supports in fixed relation to the basin-exit 

... and the valve-seat and for the easy manipu 
lation of said pipe either in the usual raising 
and lowering of it or in its removal or intro 
duction and for certainly guiding it by means 
of the extended sleeve, and it also provides 
for its vertical adjustment. Thus the ordi 
nary vertical movement of the pipe is deter 
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mined by the sleeve and its annular. groove. 
It is therefore only necessary to suitably ad 
just the sleeve vertically. This is done by 
screwing it into the thimble a proper distance, 
which is determined by trial or otherwise, and 
then screwing the jam-nut against the bottom 
of the cover. . . 
Having thus described my invention, what I 

desire to secure by Letters Patentis 
1. The basin having a portion provided with 

a cover integral therewith extending over the 
basin-outlet, and an overflow-pipe provided 
with a valve at its foot, and a sleeve-thim 
ble and nut for securing said pipe in the cover, 
substantially as set forth. 

2. The combination, in a basin or like struct 
ure, of the cover provided with an opening, 
the overflow-pipe normally extending through 
and above the cover and provided with a fin 
ial, the supporting-sleeve, the thimble, said 
sleeve and thimble having a screw-thread con 
nection, whereby the overflow-pipe may be ad 
justed and the iam-nut adapted to fix both 
the thimble and sleeve in their desired posi 
tion, said overflow-pipe being adapted to be 
raised and lowered in the sleeve by means of 
the finial, substantially as set forth. 

3. The combination of the supporting 
sleeve provided with an internal annular 
groove and with connected vertical grooves 
having inclined bottoms that disappear in the 
inner surface of the sleeve, and the overflow 
pipe having a spring-pin projecting through 
an opening in its Wall and adapted to enter 
said grooves, substantially as set forth. 

4. The combination of the supporting 
sleeve provided with an internal annular 
groove and with connected vertical grooves 
having inclined bottoms that disappear in the 
inner surface of the sleeve, and the overflow 
pipe having a spring-pin projecting through 
an opening in its wall and adapted to enter 
said grooves, and also provided with a groove 
extending from the said annular groove to 
the upper end of said sleeve. 

In testimony whereof I have signed this 
specification in the presence of two subscrib 
ing witnesses. 

HENRY F. STOWELL. 
Witnesses;. 

WILLIAM E. COMOCHON, . 
FRANCIS S. MACOMBER. 

55 

65 

75 

95 

OO 


