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TERATIVE DATAREWEIGHTING FOR 
BALANCED MODEL LEARNING 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is related to the following concur 
rently filed, co-pending, and commonly assigned applica 
tions: Docket Number AP366HO, U.S. application Ser. No. 

, filed entitled “Model-Based Object Image 
Processing.” listing Jing Xiao and Derek Shiell as inventors: 
Docket Number AP369HO, U.S. application Ser. No. 

, filed entitled “Combining Subcomponent 
Models for Object Image Modeling.” listing Jing Xiao and 
Derek Shiell as inventors: Docket Number AP37OHO, U.S. 
application Ser. No. , filed entitled “Subdivi 
sion Weighting for Robust Object Model Fitting.” listing Jing 
Xiao and Derek Shiell as inventors; and Docket Number 
AP371HO, U.S. application Ser. No. , filed s 
entitled “Improving Object Model Fitting. Using Manifold 
Constraints.” listing Derek Shiell and Jing Xiao as inventors. 
Each of the above-referenced applications is incorporated 
herein by reference in its entirety. 

BACKGROUND 

0002 A. Technical Field 
0003. The present invention pertains generally to image 
processing, and relates more particularly to model-based 
image processing. 
0004 B. Background of the Invention 
0005 Emerging communications trends point to stream 
ing video as a new form of content delivery. These systems are 
implemented over wired systems, such as cable and wireless 
networks. Such as wireless Internet and cell phones. These 
communications systems require Sophisticated methods of 
compression and error-resilience encoding to enable commu 
nications across bandwidth-limited and noisy delivery chan 
nels. Additionally, the transmitted video data must be of high 
enough quality to ensure a satisfactory end-user experience. 
0006 Traditionally, video compression makes use oftem 
poral and spatial coherence to reduce the information 
required to represent an image. In many communications 
systems, the communication channel is characterized by a 
probabilistic model, which describes the capacity or fidelity 
of the channel. 
0007. In many communication scenarios, such as online 
conferencing, human face images comprise a large percent 
age of the visual data. A good understanding of human face 
images is important in order to achieve good performance on 
Such applications such as, for example, enhancing the display 
quality or recovering image errors due to missing data or 
compression effects in the video streams. 

SUMMARY OF THE INVENTION 

0008 Aspects of the present invention include systems 
and methods for generating models and/or for utilizing those 
models. Applications of the present invention include, but are 
not limited to, its use in embodiments of systems and methods 
for modeling face images. Embodiments of the present inven 
tion employ a 3D active appearance model (AAM) face 
model comprising an appearance model formed from the 
combination of a set of appearance models of facial Subcom 
ponents and a global 3D shape model that constrains the 
appearance model. Although embodiments of the present 
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invention are described with respect to modeling faces, it 
shall be understood that the present invention may be applied 
to modeling and/or fitting other items beside faces. 
0009. In embodiments, a three-dimensional (3D) active 
appearance model (AAM) face model that is based on a 
combination of a set of appearance models of facial Subcom 
ponents and a 3D shape model may be generated using a 
training data set of face images. In embodiments, an object 
model fitting system comprising a 3D AAM may be gener 
ated. 
0010. In embodiments, a set of features or control points 
for an image may be identified and assigned labels. In 
embodiments, the labeled set of control points may provide 
the basis for Subdividing a face image into a mesh comprising 
a set of triangular regions. In embodiments, a set of meshes 
may be generated based on the training data set of face 
images. 
0011. In embodiments, a set of 2D shape models may be 
generated based on the set of meshes. In embodiments, a set 
of reconstructed 3D shape modes may be generated for each 
of the object images in the training data set by applying 
factorization, such as a non-rigid structure from motion 
(NRSFM) method, to the set of 2D shape models. In embodi 
ments, at least one symmetry constraint, such as, by way of 
example, a symmetry constraint associated with 3D depth, 
may be applied when generating the 3D shapes. 
0012. In embodiments, a face appearance model compris 
ing a set of face Subcomponent appearance models may be 
derived from the training data set of face images. In embodi 
ments, the triangular regions of 2D face images may be 
grouped into larger regions representing facial Subcompo 
nents. An appearance model of each facial Subcomponent 
may be derived from the training data set of face images by 
extracting a set of linear texture bases capable of representing 
each Subcomponent in the training data set of face images. In 
embodiments, the orthogonal texture bases are extracted 
using Principal Component Analysis (PCA). In embodi 
ments, the set of Subcomponent models may also include 
comprise an appearance model of the global face image. 
0013. In embodiments, a comprehensive 3D AAM face 
model comprises a set of Subcomponent image appearance 
models that are constrained by a global 3D shape model. 
0014. In embodiments, shape and/or appearance models 
may be improved by correcting training data set imbalances. 
In embodiments, an unbalanced training data set of face 
images may be balanced based on identifying face images 
associated with fitting errors that are greater than a threshold. 
In embodiments, an unbalanced training data set may be 
balanced either by adding more of the types of face images 
having greater fitting errors (and increasing the size of the 
data set), or by weighting the face images having greater 
fitting errors (and keeping the size of the data set constant). 
0015. In embodiments, shape and/or texture manifolds are 
generated based on shape and/or texture parameter vectors 
generated by fitting the object images in the training data set 
to generated shape and/or appearance models. In embodi 
ments, an object model fitting system comprising a 3D AAM 
and a set of manifold constraints based on one or more mani 
folds may be generated. 
0016. In embodiments, a reconstructed object image may 
be formed by fitting an input object image to an object model 
using an object model fitting system comprising a 3D AAM 
comprising a 3D shape model and an appearance model com 
prising a set of Subcomponent appearance models by itera 
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tively performing steps that may comprise forming a pro 
jected input object image by projecting a current 3D shape 
and pose estimate onto the input object image and forming a 
current reconstructed object appearance estimate of the pro 
jected input object image warped to a canonical view. A fitting 
error representing a difference between the current recon 
structed object appearance estimate and a current object 
appearance model estimate is determined. Responsive to a 
stop condition not being met, the fitting error is used to form 
an updated current 3D shape and pose estimate by updating 
3D shape parameter values and pose parameter values and to 
forman updated current object appearance model estimate by 
updating appearance parameters. Responsive to a stop con 
dition being satisfied, the current object appearance model 
estimate is designed as the reconstructed object image. In 
embodiments, the input object image is a face image and the 
3D AAM is a face model. In embodiments, fitting the image 
to the 3D AAM may be performed by an inverse composi 
tional method. 

0017. In embodiments, the object model fitting system 
comprises one or more weighting factors, and the fitting can 
be made more robust by including weighting factors associ 
ated with regions of pixels, which may be one pixel or groups 
of pixels. Robust fitting may comprise updating of weighting 
values associated with parameters. In embodiments, robust 
fitting based on registration error may be implemented by 
applying a weighting matrix to features of pixels, regions of 
pixels, and/or Subcomponent regions. In embodiments, pose 
based pixel weighting may be applied so that higher weights 
are given to those portions of the image that most directly 
facing the camera and/or to give lower weights to pixels to 
pixels with oblique camera angles. 
0018. In embodiments, the object model fitting system 
may comprise a 3D AAM and manifold constraints that may 
be applied during fitting. In embodiments, applying a shape 
and/or appearance manifold may comprise determining a 
parameter value distance to a cluster center in a shape and/or 
appearance manifold. 
0019. In embodiments, a system for forming a recon 
structed object image from an input object image may com 
prise an object model fitter that receives the input object 
image and forms the reconstructed object image by fitting the 
input object image to a 3DAAM using an object model fitting 
system. In embodiments, the 3D AAM comprises a 3D shape 
model and an object appearance model comprising a set of 
object Subcomponent appearance models. In embodiments, 
the input object image is a face image and the 3D AAM is a 
face model. In embodiments, the object model fitter com 
prises a reconstructed object estimator that receives the input 
object image and the 3D AAM and generates a reconstructed 
object estimate, and that receives updates to the 3D shape 
parameter values, pose parameter values, and texture param 
eter values associated with a current reconstructed object 
appearance estimate and a current object appearance model 
estimate. In embodiments, the object model fitter also 
includes a reconstructed object updater that receives the cur 
rent reconstructed object appearance estimate and the current 
object appearance model estimate, and that calculates 
updates to the 3D shape parameter values, the pose parameter 
values, and the texture parameter values. In embodiments, the 
object model fitter includes robust weighting as part of the 
fitting process. In embodiments, the object model includes 
one or more manifold constraints, which are used to constrain 
updates to one or more parameters. 

Aug. 26, 2010 

0020. In embodiments, the system may further comprise 
an object model builder that forms the object model fitting 
system comprising the 3D AAM based on the set of training 
object images. In embodiments, the object model builder 
comprises a 3D shape reconstructor and modeler that receives 
2D shapes of the set of training object images and forms a 3D 
shape model based on the 2D shapes, and a Subcomponent 
appearance modeler that forms a set of object Subcomponent 
appearance models based upon the set of training object 
images. In embodiments, the object model builder may fur 
ther comprise a model balancer that balances a training data 
set of object images based on identifying object images asso 
ciated with fitting errors that are greater than a threshold. In 
embodiments, the object model builder may further comprise 
a manifold builder that generates shape and/or texture mani 
folds based on shape and/or texture parameter vectors gener 
ated by fitting the object images in the training data set to 
generated shape and/or appearance models. 
0021. Some features and advantages of the invention have 
been generally described in this Summary section; however, 
additional features, advantages, and embodiments are pre 
sented herein or will be apparent to one of ordinary skill in the 
art in view of the drawings, specification, and claims hereof. 
Accordingly, it should be understood that the scope of the 
invention shall not be limited by the particular embodiments 
disclosed in this Summary section. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0022 Reference will be made to embodiments of the 
invention, examples of which may be illustrated in the accom 
panying figures. These figures are intended to be illustrative, 
not limiting. Although the invention is generally described in 
the context of these embodiments, it should be understood 
that it is not intended to limit the scope of the invention to 
these particular embodiments. 
0023 FIG. 1 illustrates exemplary video communication 
systems according to various embodiments of the invention. 
0024 FIG. 2 depicts a block diagram of an object model 
ing system according to various embodiments of the inven 
tion. 

0025 FIG.3 depicts a block diagram of a first embodiment 
of an object model builder according to various embodiments 
of the invention. 
0026 FIG. 4 depicts an exemplary illustration of using 
Delaunay triangulation to generate a mesh of a face image 
according to various embodiments of the invention. 
0027 FIG. 5 illustrates generating 3D shape modes from 
2D shapes according to various embodiments of the inven 
tion. 

(0028 FIG. 6 illustrates views of a 3D shape model with no 
symmetry constraint and views of a 3D shape model with a 
symmetry constraint according to various embodiments of 
the invention. 

0029 FIG. 7 depicts a block diagram of a second embodi 
ment of an object model builder according to various embodi 
ments of the invention. 

0030 FIG. 8 depicts a block diagram of a third embodi 
ment of an object model builder according to various embodi 
ments of the invention. 

0031 FIG. 9 illustrates exemplary unconstrained and 
manifold constraint face shapes according to various embodi 
ments of the invention. 
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0032 FIG. 10 depicts a block diagram of a fourth embodi 
ment of an object model builder according to various embodi 
ments of the invention. 
0033 FIG. 11 depicts a block diagram of an object model 

fitter according to various embodiments of the invention. 
0034 FIG. 12 depicts an exemplary model fitting process 
according to various embodiments of the invention. 
0035 FIG. 13 illustrates an exemplary computation of 
pose-based weighting of pixels within Subdivisions of a face 
image according to various embodiments of the invention. 
0036 FIG. 14 illustrates an exemplary weighting of pixels 
based on registration error for a face image with an occlusion 
according to various embodiments of the invention. 
0037 FIG. 15 depicts a first embodiment of a method for 
generating an object model according to various embodi 
ments of the invention. 
0038 FIG. 16 depicts a method for extracting features 
from an image according to various embodiments of the 
invention. 
0039 FIG. 17 depicts a method for generating a 3D shape 
model from a set of object images according to various 
embodiments of the invention. 
0040 FIG. 18 illustrates an exemplary subdivided face 
image according to various embodiments of the invention. 
0041 FIG. 19 depicts a method for generating a balanced 
object model according to various embodiments of the inven 
tion. 
0042 FIG. 20 depicts a method for generating an object 
model fitting system comprising a manifold constraint 
according to various embodiments of the invention. 
0043 FIG. 21 depicts a method for building shape and 
texture manifolds according to various embodiments of the 
invention. 
0044 FIG. 22 depicts a method for generating an object 
model fitting system comprising a balanced model and mani 
fold constraints according to various embodiments of the 
invention. 
0045 FIG. 23 depicts a method for using an object model 

fitting system to fit an object model to an input object image 
according to various embodiments of the invention. 
0046 FIG. 24 depicts a method for an inverse composi 
tional fitting of an object model to an input object image 
according to various embodiments of the invention. 
0047 FIG. 25 depicts a method for applying a manifold 
constraint according to various embodiments of the inven 
tion. 
0048 FIG. 26 depicts a block diagram of a computing 
system according to various embodiments of the invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0049. In the following description, for purpose of expla 
nation, specific details are set forth in order to provide an 
understanding of the invention. It will be apparent, however, 
to one skilled in the art that the invention may be practiced 
without these details. One skilled in the art will recognize that 
embodiments of the present invention, some of which are 
described below, may be incorporated into a number of dif 
ferent systems and devices including cameras, Scanners, 
printers, computers, facsimile machine, mobile devices, 
including those devices with a display or camera capabilities, 
multimedia devices, and the like. The embodiments of the 
present invention may be implemented in Software, hardware, 
firmware, or combinations thereof. 
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0050 Components, or modules, shown in block diagrams 
are illustrative of exemplary embodiments of the invention 
and are meant to avoid obscuring the invention. It shall also be 
understood that throughout this discussion that components 
may be described as separate functional units, which may 
comprise Sub-units, but those skilled in the art will recognize 
that the various components, or portions thereof, may be 
divided into separate components or may be integrated 
together, including integrated within a single system or com 
ponent. 
0051. Furthermore, connections between components/ 
modules within the figures are not intended to be limited to 
direct connections. Rather, data between these components 
may be modified, re-formatted, or otherwise changed by 
intermediary components. Also, additional or fewer connec 
tions may be used. It shall also be noted that the terms 
“coupled' or “communicatively coupled' shall be under 
stood to include direct connections, indirect connections 
through one or more intermediary devices, and wireless con 
nections. 
0.052 Reference in the specification to “one embodi 
ment”, “an embodiment or "embodiments, means that a 
particular feature, structure, characteristic, or function 
described in connection with the embodiment or embodi 
ments is included in at least one embodiment of the invention 
and may be in more than one embodiment. The appearances 
of the phrase “in one embodiment,” or “in an embodiment” or 
“in embodiments, in various places in the specification are 
not necessarily all referring to the same embodiment or 
embodiments. 
0053 A. Overview 
0054. One specific application of the present invention is 

its use in embodiments of face modeling systems for face 
image understanding and processing. One skilled in the art 
shall recognize the general applicability of the present inven 
tion to modeling generally and to processing of object images 
other than face images. 
0055 Understanding human face images is important in 
visual communication systems. Key tasks in understanding 
human face images involve the preservation of facial expres 
sions and their evolution. The alignment of facial features 
(such as, for example, eye corners, face side, and lip contours) 
often is an important component of such tasks. Facial features 
may be used for enhancing or reconstructing detailed facial 
appearance, and also may be used for estimating the three 
dimensional (3D) face shapes and poses that comprise face 
image analysis and adjustment (e.g., adjusting for self-occlu 
Sion, warping across poses for gaze correction, and un-dis 
torting the perspective effects). 
0056 Traditional image filtering methods for image 
sharpening or enhancement are not optimal solutions for 
human face image understanding tasks because these meth 
ods do not take into account the inherent properties of the 
human face shapes and appearance. Recently, model-based 
methods have been proposed for understanding human face 
images. One model-based method that is widely used for face 
image analysis is based on a two-dimensional (2D) Active 
Appearance Model (AAM). An AAM is a statistical model 
usually learned from a database of face images covering 
different properties of interest (e.g., different identities, dif 
ferent viewing angles, different lighting conditions, and dif 
ferent expressions). An AAM is a type of deformable model 
that typically consists of two individual statistical models, 
one covering the appearance variation and another covering 
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the shape deformation. An AAM may be used to simulta 
neously describe the typical shape and appearance variations 
(deformations) across human faces by training the model on 
a set of many face images exemplifying those variations 
(deformations). 
0057. A model-based method for modeling facial appear 
ance variations and 3D shape deformations may be based on 
a three-dimensional (3D) Morphable Model. The 3D Mor 
phable Model is a statistical model that is typically learned 
from dense 3D scanned facial data under various situations. A 
more efficient model-based method may be based on a 
2D+3D AAM, which uses the same sparse set of control 
points on the face that define a 2D AAM, but the 2D--3D 
AAM can model both 2D and 3D face shape deformations 
simultaneously. This type of model enables estimation of 3D 
face poses, reconstruction of detailed facial deformations, 
and may also enable handling of other factors such as, for 
example, self-occlusions. 
0058. The previously described models typically are glo 
bal models that consider the variations of all the pixels on the 
face simultaneously. A global model ensures the stability of 
the relationships among the components in alignment and 
reconstruction by providing a global constraint on image 
variance of the facial components. However, a global con 
straint may limit the flexibility of the model. Since statistical 
face models are usually developed by applying Principal 
Component Analysis (PCA) to a set of training face images 
and keeping the most dominant modes, Some significant 
variations of small facial components, such as, for example, 
eyes and mouth, are often considered to be subtle variations in 
the global models and thus abandoned. As a result, the global 
models often lose these subtle but important details in the 
reconstructed face images. 
0059 Embodiments of the present invention employ a 3D 
AAM face model that is based on a combination of a set of 
individual appearance models of facial Subcomponents and 
that has shape deformations constrained by a global 3D shape 
model. The set of individual appearance models ensures 
increased model flexibility for reconstruction of detailed face 
image variations while the global shape constraint ensures the 
structural stability of the facial components. 
0060. One application of using such a model is in video 
communications, as illustrated in FIG.1. A video communi 
cations system may comprise a sender 105 that transmits a 
Video stream of face images across a channel 130 to a receiver 
110. The received video stream may contain missing data, 
and/or it may contain artifacts such as, for example, compres 
sion artifacts. In a first embodiment 100a, the receiver 110 
may perform face reconstruction based on a model 115 and 
parameters 120 (e.g., shape parameters and texture param 
eters) that may be transmitted through the video stream. In 
alternate embodiments 100b, the model 115 may be shared by 
both the sender 105 and the receiver 110, so that face recon 
struction by the receiver 110 is based only on transmitted 
parameters 120. In yet other alternate embodiments 100c, the 
receiver 110 may fit an AAM to each received frame in order 
to detect faces and reconstruct face images without any model 
115 or parameters 120 being transmitted. 
0061 B. System Implementations 
0062 FIG. 2 illustrates an object modeling system 200 
according to various embodiments of the invention. Object 
modeling system 200 comprises an object model builder 210 
that constructs an object model from a training data set of 
object images 205, and an object model fitter 220 that gener 
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ates a reconstructed object image 225 by fitting an input 
object image 215 to a generated object model. In embodi 
ments, object modeling system 200 may be a face modeling 
system, and the reconstructed face 225 may be used for any of 
a number of purposes, including, without limitation, to detect 
input face image 215 features such as, for example, shapes, 
poses, eyes, mouth, etc. 

1. Object Model Builder Implementations 

0063. The following sections describe various embodi 
ments of implementations of an object model builder 210 that 
generates an object model fitting system 345 based on a 
training data set of object images 205. 

a) A First Embodiment of an Object Model Builder 
Implementation 

0064 FIG. 3 depicts a first embodiment of object model 
builder 210 that comprises mesh generator 310, 3D shape 
reconstructor and modeler 320, and Subcomponent appear 
ance modeler 330. 
0065. In embodiments, object model builder 210 may be a 
face model builder, a training data set 205 may comprise face 
images, and a set of features or control points may be identi 
fied and labeled in each face image within the training data set 
205. In embodiments, the set of control points for an image 
may be previously identified and assigned labels or may be 
identified and assigned labels by a user. Groups of these 
control points may correspond to facial components such as, 
for example, eyes, brows, nose, mouth, and face sides. In 
embodiments, at least a Subset of the control points may be 
used to represent a 2D shape of a face image. Registration of 
the 2D face shapes (alignment of images to compensate for 
camera movement) within the training data set 205 may 
eliminate the rigid transformation and preserve the pure 
shape deformations in the face shapes. In embodiments, reg 
istration is implemented by applying direct factorization, 
although those skilled in the art will recognize that many 
methods exist for performing registration and that the choice 
of registration method is not critical to the invention. 

(i) Mesh Generation and Shape Modeling 
0066. In embodiments, mesh generator 310 produces a 
mesh representation of an object image within the training 
data set of object images 205 based on identified control 
points of the image. FIG. 4 is an exemplary illustration of 
using Delaunay triangulation to generate a mesh of a face 
image according to various embodiments of the invention. A 
set of control points are labeled (e.g., point12 (425)) in a face 
image 420, and the labeled set of points provides the basis for 
Subdividing the face image into a set of triangular regions 
440. The boundaries of the set of triangular regions 440 form 
a mesh that may be used to represent a 2D shape of the face 
image features. Those skilled in the art will recognize that a 
variety of methods exist for generating a mesh representation 
of an object image, and that the choice of a mesh generating 
method is not critical to the invention. 
0067. In embodiments, 3D shape reconstructor and mod 
eler 320 receives a set of meshes representing 2D shapes and 
generates a reconstructed 3D shape model based on the set of 
meshes. In embodiments, a set of 2D shapes are obtained 
from the labeled landmarks (feature points) in the training 
data set 205 by performing a shape alignment analysis, Such 
as a Procrustes analysis, on the shapes in the training data set 
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205. By performing such analysis, the translational, rota 
tional and Scaling components of the shapes can be reduced. 
0068. In embodiments, the comprehensive global 3D 
shape model can be derived using the set of 2D shapes as input 
to a non-rigid structure from motion (NRSFM) algorithm, 
wherein the 2D shape are reconstructed as projections of the 
3D shapes. In embodiments, a NRSFM algorithm is applied 
to the set of 2D shapes to decompose the 3D shape bases. The 
NRSFM algorithm directly factors the 2D shapes into projec 
tion matrices and 3D shape bases. The algorithm is typically 
initialized by decomposing a matrix W of the 2D shapes, into 
two matrices, M and B. via singular value decomposition 
(SVD), and solving for an ambiguity matrix, G, using rotation 
and basis constraints using the equation: 

W=MGGB (1) 

0069. Once G is known, the projection matrices are MG, 
and the 3D shape bases are G.B. 
0070. In embodiments, a set of reconstructed 3D shapes 
corresponding to the set of input meshes is generated using 
the 3D shape bases projected onto each of the input meshes. 
The reconstructed 3D shape model is generated by applying 
PCA to the set of reconstructed 3D shapes in order to compute 
another set of 3D shape modes. 
0071. In embodiments, a 3D shape model S may be 
described by the equation: 

(2) NB 

S = re +X ple i=1 

0072 where P is a camera projection matrix, Bo is the 
mean shape, B, is a set of N 3D shape modes, and p, is a set 
of shape basis projection weights. In embodiments, an itera 
tive bilinear solution with NRSFM is used to estimate B, and 
p. In one embodiment, only the first few (1-3, for example) 
dominant B, along with the corresponding P and p, are found 
in the NRSFM algorithm. The known B. P. and p, are then 
used to initialize the bilinear algorithm and solve for the 
remaining B. P. and p, iteratively and sequentially until all 
parameters have been determined. 
0073 FIG.5 illustrates the mean shape B510 and the first 
two 3D shape modes B520 and B, 530 of an exemplary 3D 
face shape model derived from a set of 2D shapes 500 accord 
ing to various embodiments of the invention. The arrows (e.g., 
525 and 535) depicted in the two illustrated shape modes (520 
and 530) describe the shape motion. 

(a) Adding Symmetry Constraints to a 3D Object 
Shape Model 

0074. In embodiments, the accuracy of the 3D face shape 
model may be improved by adding one or more symmetry 
constraints as in, for example, embodiments of method 1600. 
0075. In embodiments, a symmetry constraint may be 
added to the 3D Z-motion (depth) during the bilinear algo 
rithm after the NRSFM algorithm has been applied. The 
bilinear algorithm iteratively solves for the remaining B. P. 
and p, by solving for B, while keeping P and p, constant, and 
then solving for P and p, keeping B, constant. This process 
alternates until the convergence criterion is achieved. Full or 
partial motion symmetry may be enforced by adding specifi 
cally designed constraints each iteration when solving for B. 
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0076 FIG. 6 illustrates views of two reconstructed face 
images (600 is the frontal view of both reconstructed images) 
generated by fitting an input face image to two 3D face 
models derived from the same training data set of images. The 
reconstructed image with the illustrated profile, bottom up, 
and top down views on the left (610a, 620a, and 630a respec 
tively) was fitted to a shape model that does not include 
symmetry constraints, while the reconstructed image with the 
illustrated profile, bottom up, and top down views on the right 
(610b, 620b, and 630b respectively) was fitted to a shape 
model that includes symmetry constraints. Notice that the 
model with symmetry constraints produced a more realistic 
face image as seen most notably when comparing uncon 
strained image 620a with constrained image 620b. 

(ii) Appearance Modeling 

0077. In embodiments, subcomponent appearance mod 
eler 330 receives a training data set of images 205 and gen 
erates a 2D image appearance model comprising a set of 
appearance models of image Subcomponents. 
0078. In embodiments, a mean shape for object images in 
the training data set 205 may be obtained by performing a 
shape alignment analysis, Such as a Procrustes analysis, on 
the object images in the training data set 205. In embodi 
ments, each object image in the training data set 205 is warped 
to the mean shape in order to reduce size, alignment, and 
translation differences among the object images. Those 
skilled in the art will recognize that the Procrustes analysis is 
one of a variety of shape alignment analysis methods that 
exist, and that the choice of a shape alignment analysis 
method is not critical to the invention. In embodiments, each 
Subcomponent i of a warped image is defined as a pixel or set 
of pixels forming a Subset of the pixels in the shape normal 
ized texture (i.e. canonical texture). In embodiments, the 
shape normalized texture may be manually defined, and, in 
other embodiments, may be defined by the mean 2D shape. In 
embodiments, face textures may be warped to this shape 
normalized texture to ensure pixel-to-pixel correspondence 
across textures so that the same pixel or set of pixels com 
prising a Subcomponent in the shape normalized texture rep 
resent the same region of the face even though the original 
face textures may have originally had different sizes, rota 
tions, and positions in the training images. As discussed 
below, a Subcomponent appearance model I, may be com 
puted from the pixels within the normalized subcomponent. 
0079. In embodiments, the triangular regions in the exem 
plary Subdivided face image 440 may be grouped into larger 
regions representing facial Subcomponents (e.g., left eye, 
right eye, nose, brows, mouth, and face sides). An appearance 
model I, of a the i, Subcomponent may be derived from a 
training data set of images by extracting a set of linear appear 
ance bases capable of representing the it, Subcomponent in all 
the training data set images set by using a method of gener 
ating orthogonal bases (e.g., Principal Component Analysis 
(PCA)) and generating a linear combination of the bases 
according to the equation: 

NA (3) 
I = Aio + XA, A, 

i=l 
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0080 where I, is the appearance model of subcomponenti, 
Ao is the mean Subcomponent appearance image of subcom 
ponent i, and A, and R, are the j, appearance basis and 
corresponding projection weight, respectively, of the i, Sub 
component for all N, bases. In various embodiments, the it, 
Subcomponent may be the global face image. This global 
image appearance model may be used to model the co-exist 
ence of the image Subcomponents. The global model covers 
the variations across all the image Subcomponents together so 
it is able to Smooth boundaries between adjacent Subcompo 
nents which may otherwise appear too distinct in a recon 
structed image. In embodiments, the set of appearance bases 
are ortho-normalized when one of the Subcomponents is a 
global image appearance model. 
0081. In embodiments, a face appearance model compris 
ing a set of subcomponent appearance models may be derived 
from a training data set of face images 205. A set of N, facial 
Subcomponents is determined, and a set of appearance mod 
els is generated as described in Equation (3). 

(iii) Comprehensive Object Model Generation 

0082 In embodiments, object model builder 210 may gen 
erate a comprehensive shape-normalized face model that is a 
3D AAM, which is a face image appearance model con 
strained by the global 3D shape model in Equation (2). In 
embodiments, the face image appearance model of the 3D 
AMM comprises a set of Subcomponent appearance models 
as described in Equation (3). A face image appearance model, 
I, may be expressed in the equation: 

ND NA (4) 

X. | -- X. w 

0083 where N, is the number of subcomponents, N, is 
the number of appearance bases for the i, Subcomponent, and 
wi, are the basis projection weights. 
0084. In embodiments, object model builder 210 may gen 
erate an object model fitting system 345 comprising the 3D 
AAM comprising the set of Subcomponent appearance mod 
els in Equation (4) constrained by the global 3D shape model 
in Equation (2). 

b) A Second Embodiment of an Object Model 
Builder Implementation 

I0085 FIG. 7 depicts a second embodiment of object 
model builder 210 that comprises mesh generator 310: 3D 
shape reconstructor and modeler 320, Subcomponent appear 
ance modeler 330, and model balancer 710. 

(i) Model Balancing 

I0086 A training data set 205 of images may be unbal 
anced, and unbalanced training data may lead to biased eigen 
vectors for shape and/or appearance after generating 
orthonormal bases, such as by using PCA. Examples of an 
unbalanced training data set include a data set with propor 
tionately greater representations of images of a particular 
type (e.g., images of a particular Subject in a set of face 
images), of images having a particular pose, or of images 
associated with particular environmental conditions (e.g., 
lighting conditions). 
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I0087. In embodiments, model balancer 710 improves the 
predictive power of shape and/or appearance models by cor 
recting training data set imbalances. A training data set imbal 
ance may be identified by fitting an interim object model to 
the training data set and calculating fitting errors for the 
training images in the training data set. If a Subset of the 
training images has fitting errors greater than a threshold, the 
training data set is determined to be unbalanced. A Subset may 
be defined as any number of images. 
I0088. In embodiments, a training data set 205 of face 
images may be balanced either by adding more of the images 
having fitting errors greater than an error threshold to the data 
set (and increasing the size of the data set), or by weighting 
the images having fitting errors greater than an error threshold 
(and keeping the size of the data set constant). In embodi 
ments, weights associated with the overall model fitting error 
may be computed by combining the shape registration error 
and the appearance error for an image. For example, in an 
embodiment, if there are three training images with fitting 
errors 1000, 2000, 3000, the weights assigned to the images 
may be computed by dividing the fitting errors by the total 
registration error, resulting in weights of I/6, /3, /2 for the 
three training images respectively. Similarly, all fitting errors 
can be divided by the minimum fitting error and the result can 
be rounded to get a new set of numbers, 1000, 2000, 3000/ 
1000–1 2 3. These numbers correspond to the number of 
copies of each image to be included in the training data set. In 
other embodiments, the number of examples of each type of 
training image within a data set may be used to perform a 
single rebalancing of the training data by repeating training 
samples so that there is an equal number of each type of image 
within the draining data set. For example, in an embodiment, 
if there are two training images of type A and one of type B, 
image B can be repeated in the training data set so that the 
training data consists of the two original type A images, 1 
original type B image, and 1 repeated type B image. Thus, 
images with larger fitting errors or fewer examples are 
weighted more. 
I0089. In embodiments, a more balanced interim object 
model may be generated by applying PCA to the balanced 
training data set. In various embodiments, the shape and/or 
appearance models may be weighted and re-trained. 

c) A Third Embodiment of an Object Model Builder 
Implementation 

(0090 FIG. 8 depicts a third embodiment of object model 
builder 210 that comprises mesh generator 310, 3D shape 
reconstructor and modeler 320, Subcomponent appearance 
modeler 330, and manifold builder 810. The object model 
fitting system 345 may further comprise shape and/or texture 
manifolds. 

(i) Shape and Texture Manifold Building 

0091. As the size of the training data set increases, the 
variability of the shape and appearance model parameters 
also typically increases. This increased parameter variability 
may increase the likelihood of generation of a non-valid 
reconstructed image during model fitting. In embodiments, 
manifold builder 810 generates a set of shape parameter vec 
tors and/or a set of texture parameter vectors by fitting the 
generated shape and appearance models to the images in the 
training data set 205 in order to find the shape and texture 
parameters that best fit the models. In embodiments, a shape 
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parameter vector is generated from the shape parameters for 
each training data set image, and a texture parameter vector is 
generated from the texture parameters for each training data 
set image. Manifold builder 810 builds a shape manifold 
using the set of generated shape parameter vectors, and/or 
builds a texture manifold using the set of generated texture 
parameter vectors. 
0092. In embodiments, the parameter vectors within a 
manifold are clustered according to a clustering algorithm, 
such as, for example, K-Means Clustering (K-Means). Those 
skilled in the art will recognize that there are many clustering 
algorithms (Mean Shift is another exemplary clustering algo 
rithm), and that the choice of a clustering algorithm is not 
critical to the invention. The cluster centers and respective 
cluster co-variances determined by the clustering algorithm 
provide the basis for manifold constraints to be added to the 
object model fitting system 345. During model fitting, the 
likelihood of an invalid reconstructed image 225 generated 
from the object model fitting system 345 can be reduced 
because the updating of shape and/or texture parameter vec 
tors may be constrained based on the distance of these vectors 
to manifold clustercenters. Shape and texture manifold build 
ing may be implemented by manifold builder 810 as 
described in embodiments of method 2100. 
0093 FIG. 9 illustrates exemplary reconstructed face 
shapes derived from fitting an input face image to two face 
shape models according to various embodiments of the inven 
tion. Reconstructed face shape 910 was fitted to a face shape 
without including manifold constraints, while reconstructed 
face shape 920 was fitted to a model of the same face shape 
that included manifold constraints. Shape 920 produces a 
more realistic face shape as compared with the unconstrained 
shape 910. 

d) A Fourth Embodiment of an Object Model 
Builder Implementation 

0094 FIG. 10 depicts a fourth embodiment of object 
model builder 210 that comprises mesh generator 310, 3D 
shape reconstructor and modeler 320, Subcomponent appear 
ance modeler 330, model balancer 710, and manifold builder 
810. This embodiment combines all of the elements of the 
previous object model builder 210 embodiments, and may 
generate an object model fitting system 345 comprising a 3D 
AAM comprising a set of subcomponent appearance models, 
a global 3D shape model, and shape and/or texture manifolds. 

2. Object Model Fitting Implementations 

0095 FIG. 11 depicts an object model fitter 220 that gen 
erates a reconstructed image 225 by using an object model 
fitting system 345 to fit an object model to an input object 
image 215 according to various embodiments of the inven 
tion. Object model fitter 220 comprises reconstructed image 
estimator 1110 and reconstructed image updater 1120. 
0096. In embodiments, object model fitter 220 is a face 
model fitter, and reconstructed image estimator 1110 uses an 
object model fitting system 345 comprising a face model to fit 
an input face image 215 to the face model by determining the 
values of parameters corresponding to 3D face pose, face 
shape, and facial features of the input face image 215 that 
minimize the difference between the face model and the input 
face image 215. In embodiments, the face model may be the 
appearance model in Equation (4) constrained by the global 
3D shape model in Equation (2). In embodiments, minimiza 
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tion is computed by iteratively updating parameter values 
within a fitting function, re-computing a face model estimate, 
and re-fitting the input face image to the current face model 
estimate using the Levenberg-Marquardt (LM) algorithm, a 
variation of the steepest (gradient) descent algorithm, which 
is well known to those skilled in the art. FIG. 12 depicts an 
exemplary face model fitting process according to various 
embodiments of the invention. 
0097. The current reconstructed estimate of 3D face shape 
and pose 1205 is projected onto the input face image 1210, 
and the projected input face image is warped to a canonical 
view 1235. In the illustrated example, the frontal view is the 
canonical view. The current reconstructed face appearance 
estimate in canonical view 1230 is compared to the warped 
input face image 1235, and the difference is a fitting error. In 
embodiments, the fitting error may comprise a set of fitting 
COS. 

0098. In embodiments, reconstructed object updater 1120 
computes a fitting error representing the difference between a 
current object model appearance estimate in a canonical view 
1230 and a current appearance estimate of an input object 
image warped to the canonical view 1235 based on a current 
estimate of 3D object shape and pose 1205. 
0099. In embodiments, reconstructed object updater 1120 
iteratively applies a fitting function 1215 for determining the 
model shape (p), pose (P), and texture (w) parameter 1220 
values that minimize the fitting error. In embodiments, a 
fitting function 1215 may be implemented according to the 
equation: 

2 (5) ND NA 

| +X w - T(I; p, P) 

0100 where W is a weighting matrix and T(I.p.P) is a 
transformation of the image pixels, I, to the mean shape using 
the shape and pose parameters. 
0101. Initially, mean values for reconstructed object 
image 2253D shape (p), pose (P), and texture (W) parameters 
1220 are used. Values for 3D shape (p), pose (P), and texture 
(w) parameters 1220 are iteratively adjusted to reduce the 
fitting error. The final values for 3D shape (p), pose (P), and 
texture (W) parameters 1220 are determined when the fitting 
error between the set of facial appearance models and the 
projected input object image is minimized, or when some 
other stopping criterion has been reached. Such as, for 
example, number of iterations or lack of significant changes 
in fitting error between iterations. 

a) Inverse Compositional Model Fitting Solution 

0102. In embodiments, the final values for 3D shape (p), 
pose (P), and texture (W) parameters 1220 may be computed 
using an inverse compositional Solution fitting function 1215 
that determines reconstructed texture (W) parameters based on 
Solving for the minimized update to the shape parameters Ap 
in the image frame according to the equation: 

min WIT(A(A); Ap) - T(I; p)| (6) 
AAp 
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0103) and then computes texture reconstruction A(2) 
according to the equation: 

W (7) 
A(A) = Ao + X. A. 

i=l 

0104 where A is the mean appearance and N is the num 
ber of appearance bases. 
0105. In embodiments, the update to the shape parameters 
Ap may be calculated according to the equation: 

Ap=RE (8) 

0106 where R is a shape parameter update matrix and E is 
a registration error vector E=(A-I). 
I0107. In embodiments, Ap is used to determine S, the 
new shape estimate, according to the equation 

S-T(Sop)+T(Sol-Ap) (9) 

(0.108 where S is the mean shape (S) warped by the 
shape parameter update, Ap, and then warped to the image 
frame by the current shape parameters, p. T(Sop) is the cur 
rent shape estimate, and T(So. -Ap) is the delta shape (Note 
that T(x:p) defines a warping of the shape, X, by the param 
eters, p). 
0109. In embodiments, a 2D shape update Ap in the image 
frame may be determined according to the equations: 

min||St. - (S. + S(p-Ap)| (10) 
Af 

Ap = -S" (Shi - (So + Sp)) (11) 

0110 where S is the set of shape eigenvectors, S' is the 
transpose of S, and S is the modified set of shape eigenvec 
tors. The updated shape parameters p in the image frame may 
be computed using the previous best parameters (where best 
parameters are the parameters from the previous iteration that 
resulted in the lowest registration error), po (the mean shape 
parameters) and Ap, according to the equation: 

ppo-Af (12) 

0111. Note that the solution for shape reconstruction in 
Equations (10) and (11) does not include an implementation 
of a weighting matrix W for the shape vectors. In embodi 
ments, a shape reconstruction may be weighted, and Ap in the 
image frame may be determined according to the equation: 

0112. In embodiments, it should be noted that a 3D shape 
update Ap may be represented as 

0113 where P is the projection matrix. The solution to this 
equation does not have a closed form (like Equation (11) for 
the 2D case). In a 3D system, an approximate solution for P 
and Ap is determined by an iterative gradient descent algo 
rithm. 
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0114. In embodiments, the image texture w is extracted 
from the image frame warped using the updated shape param 
eters (T(Ip)), according to the equations: 

min WIA. +AA - T(I; p)| (14) 

A = -(AWA)'A' W(A - T(I; p)) (15) 

0115 where A is the set of texture eigenvectors, A is the 
set of mean texture vectors, the transposed texture vectors 
matrix A is a P, xN matrix of texture eigenvectors (P is the 
number of texture modes and N is the number of pixels), and 
W is an NxN weighting matrix. 
0116. In embodiments, the weighted reconstruction error 
matrix E then may be determined based on the difference 
between the reconstructed image I and the texture extracted 
from the image according to the equation: 

NA (16) 
E = Ao + X. A - I 

i=1 

0117 where N is the number of texture bases for the it, 
Subcomponent. 

b) Robust Model Fitting 
0118. The illustrated exemplary face appearance model 
estimate 1230 and warped input face image appearance esti 
mate 1235 have been subdivided into six facial subcompo 
nents (left and right eyes, nose, mouth, forehead/brow line, 
and cheeks/chin area). In embodiments, after fitting the cur 
rent face model appearance estimate to the input face image 
appearance estimate, face Subdivisions (such as, for example, 
facial Subcomponents) and/or pixels may be weighted related 
to one or more factors. In embodiments, the object model 
fitting system 345 may further comprise weights. 
0119. In embodiments, weighting may be associated with 
image characteristics, such as, for example, model complexi 
ties, fitting errors, gradient magnitude, edges, and categories 
of persons and/or capturing conditions. The type of weighting 
method implemented may depend on the model and/or fitting 
objective. For example, weights based on registration errors 
may be useful for fitting the model given occlusions in the 
input object image. In another example, weights based on the 
3D object pose may be used to downweight parts of the object 
model that face away from the camera and/or increasing the 
weights of object model parts most directly facing the cam 
era. In various embodiments, the type of weighting method 
implemented may be based on both the registration error and 
3D pose. Those skilled in the art will recognize that various 
types of weighting methods exist, and that the selection of 
weighting method is not critical to aspects of the invention. 
I0120 In embodiments, robust fitting may be implemented 
by applying a weighting matrix 1225 based on different 
weighting offeatures of pixels, regions of pixels, and/or facial 
Subcomponent regions of pixels. For example, in an embodi 
ment, a face model may be sub-divided into a set of triangular 
regions (triangles), and weighting may be applied to the tri 
angles within the set of triangles. Each triangle contains a 
number of pixels, and the registration error for each triangle 
may be computed by finding the mean of the absolute values 
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of the registration errors for each pixel in the triangle. The 
mean registration errors for the set of triangles are computed 
and converted to binary weights during each iteration of the 
model fitting process. Binary weights are computed based on 
the distribution of the set of triangle registration errors. For 
example, the median of the registration errors for the set of 
triangles may be used to define a Gaussian function. For 
example, if a triangle registration error is less than an empiri 
cally estimated threshold of 0.5, the triangle is given a binary 
weight of Zero. Otherwise, the triangle is given a binary 
weight of one. 
0121 Typically, fitting robustness increases and efficiency 
decreases as the size of a weighted image region (such as, for 
example, a triangle or a facial Subcomponent) decreases, but 
compromises may be made to increase fitting efficiency. A 
binary weighting function (such as, for example, as previ 
ously described in the exemplary Scenario) has the advantage 
of efficiency, but at the cost of accuracy compared to other 
popular weighting functions, such as those based on expo 
nential or Gaussian distributions. Those skilled in the art will 
recognize that the choice of weighting function for imple 
mentation of robust fitting is not critical to aspects of the 
invention. 

0122. In various embodiments, weighting at the subdivi 
sion and/or pixel level may be based on an image gradient 
map. For example, edge pixels may be given higher weights 
because edges contain useful information about model shape 
and are immune to variations in most lighting conditions. In 
embodiments, pixel weighting may be based on characteris 
tics such as, for example, image error, distance from the 
model center, and gradient magnitude. 
0123. In embodiments, pose-based pixel weighting may 
be applied so that higher weights are given to pixels most 
directly facing the camera. FIG. 13 illustrates an exemplary 
computation of pose-based weighting of pixels within Subdi 
visions of a face image according to various embodiments of 
the invention. The exemplary input face image 1305 has been 
Subdivided into triangular regions using Delaunay Triangu 
lation, as previously described, and the camera axis 1315 
(relative position of the camera 1310) for each triangle is 
diagrammed. In embodiments, the normal vector 1325 for 
each triangle is computed, and the angle 0 1320 between the 
normal vector and the camera axis is computed. In embodi 
ments, pose-based model weights for the triangular regions 
may be based on a distribution of the computed angle 0 of the 
normal vectors according to the equation: 

1-(min(0.71/2)*2/T) (17) 

0124 Because the pose and shape parameters and mesh 
define a 3D shape mesh comprising triangles/Subdivisions, 
each triangle in the 3D shape mesh may have a normal direc 
tion. The angles between the normals and the camera axis in 
the 3D shape mesh can be used to update the weights. Thus, 
pose and shape parameters affect the weights because they are 
used to determine the 3D shape, but, in embodiments, the 
weights are computed based on the computed angle 0 of the 
normal vectors, as described. In embodiments, pose-based 
weights may be updated by determining an angle for a tri 
angle. All pixels in the mesh triangle may be associated with 
the same angle or a normal angle may be interpolated at each 
pixel in the triangle. A Subcomponent of the object can be 
formed from a plurality of triangles and/or portions thereof, 
and the pose-based weight associated with the Subcomponent 
may be computed by averaging the angles associated with the 
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pixels that form the Subcomponent. For example, in embodi 
ments, the normal angle for a Subcomponent may be com 
puted by averaging the angles associated with pixels that form 
the Subcomponent. 
0.125. In embodiments, registration error weighting of 
object image Subdivisions and/or pixels may enable robust 
fitting of the object model to an input object image containing 
occlusions (regions with missing data). FIG. 14 illustrates an 
exemplary weighting of pixels based on registration error 
within an occluded face image according to various embodi 
ments of the invention. The exemplary input face image 1410 
has been Subdivided into triangular regions 1420 using 
Delaunay Triangulation, as previously described. In embodi 
ments, the triangular regions (e.g., 1422 and 1424) within a 
facial Subcomponent corresponding to the occluded right eye 
1412 of an input face image may have largerfitting errors, and 
thus those regions may be given Smaller weights than other 
regions (e.g., 1426) within the input face image. Since, in 
embodiments, weighting may be done at both a pixel level 
and a Subcomponent level, the pixels in the occluded trian 
gular regions having the greater fitting error (e.g., 1422) may 
be given lower weights that the pixels in other triangular 
regions (e.g., 1424) within the occluded region. In the illus 
tration, the regions within the occluded subcomponent 1412 
having the greater fitting error (e.g., 1422) are colored darker 
than the other regions (e.g., 1424) within the occluded Sub 
component. 
0.126 In embodiments, weights assigned based on regis 
tration error automatically adapt to extracted input face image 
data, so robust estimation policies should cover input face 
images with and without occlusions. As the model shape 
iterates towards convergence, the model will cover new pixels 
in the image. Each time the registration error is updated, new 
weights are computed. If there are no occlusions the registra 
tion error will likely be similar throughout the face region so 
the weights will all be relatively equal. However, if a certain 
part of the model is unable to fit to a part of the face, due to 
occlusions or otherwise, that part of the face region will result 
in large registration errors which in turn will give that part of 
the model lower weights. 

(i) Iterative Weight Matrix Updating 

I0127. In embodiments, the weighting matrix 1225 may be 
adjusted iteratively by the reconstructed object updater 1120 
during the fitting process. For example, in embodiments 
employing error-based weighting, the previous object image 
registration error may be used to compute new fitting weights 
at the beginning of each iteration of the fitting process, and 
then the object model parameters are updated. 
0128. In embodiments implementing an inverse composi 
tional fitting solution, a shape parameter update Ap may be 
found by multiplying the shape parameter update matrix R 
with a registration error weighting vector E according to 
Equation (8), as previously discussed. In embodiments, the 
shape parameter update matrix R may be pre-computed and 
thus not updated during fitting if shape parameter weighting 
is not used (e.g., a weighting matrix W is set to be the identity 
matrix), or if constant shape parameter weighting is used 
(e.g., the weighting matrix W is set to be a constant weight). 
However, in other embodiments, a weighting matrix W is 
used to compute R and the weighting matrix W must be 
re-computed at each fitting iteration. 
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0129. For example, in embodiments, a shape parameter 
update Ap may be computed using an R that is computed 
using a weighting matrix Waccording to the equation: 

I0130 where R=-(SDWSD)'SDW and E=(A-I) and 
SD is a PaxN steepest descent matrix of shape eigenvectors 
(Ps is the number of shape modes and N is the number of 
pixels) to a gradient of appearance means according to the 
equation: 

W (19) SD = (v A0 I 

0131. In this case, the objective function for the shape 
update Ap is expressed interms of the steepest descent matrix 
and W (an NXN weighting matrix) according to the equation: 

W 2 (20) 
Ao + V Ao - Ap - I min W Öp Ap 

(0132 where A is the mean shape, and I is the current 
shape model estimate. 
0133. In embodiments, an NxN weighting matrix W also 
may be applied to the extraction of texture parameters W from 
the image frame, as described in Equations (14) and (15). 
0134. In embodiments, an iterative update to weighting 
matrix W is computed based on the image reconstruction 
error, E (See Equation (16)) using the reconstructed image, 
A+A W. Note that must first be estimated (See Equations 
(14) and (15)) before the reconstruction error E can be com 
puted, as previously described. 
0135) Iterative fitting methods employing pixel based 
error weighting, as illustrated in the previous examples, may 
be computationally expensive because the weights change for 
every iteration and thus the parameter update matrices R (e.g., 
-(SDWSD)' 'SDW in Equation (18) and -(AWA)'AW 
in Equation (15)) must be recomputed for every pixel at every 
iteration. In embodiments, the performance of iterative fitting 
methods may be optimized by solving for model parameter 
updates based on the weights of groups of pixels within 
regions (such as, for example, the triangular regions illus 
trated in FIG. 14) of an image. In embodiments, these regions 
may correspond to image Subcomponents. 
0.136 For example, in embodiments, the image registra 
tion error of the pixels may be used to compute the mean error 
e for each triangular region (triangle) of an image Subdivided 
into t triangular regions of pixels (e.g., See 440 in FIG. 4): 
0137 
angles) 
0.138. The median error E may be computed as the center 
of a Gaussian distribution G(x) of the set oft triangle errors: 

E. e. e. . . . e. (mean triangle errors, for t tri 

E-median(E) 

0139. As is well known to those skilled in the art, the 
standard deviation stddev of this distribution may be com 
puted as a number multiplied by the median. For example, 
using a median absolute deviation, the standard deviation can 
be determined as stddev=1.4826*median. Although, one 
skilled in the art shall recognize that other alternatives to the 
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median absolute deviation may be used. The Gaussian func 
tion G(x) may be computed as: 

I0140. In embodiments, the weight w, of the i' triangle 
may be computed based on the value of the mean triangle 
errore, of the i' triangle on this distribution: 

I0141. In alternate embodiments, the weight w, of the i' 
triangle may be a binary weight based on the Gaussian func 
tion G(x) Such as, for example: 

If w<0.5, then wo elsew-1 

0.142 where 0.5 is an arbitrary threshold between 0 and 1. 
0143. In embodiments, weights representing a region 
based level of granularity may be used during fitting to Solve 
for updated texture (W) and shape parameter updates (Ap) of 
an image. For example, given an image containing T compo 
nents (triangles) where a triangle t contains a set of X, pixels, 
a NXP texture eigenvectors error weighting matrix A and a 
NXPs shape eigenvectors error weighting matrix SD are com 
puted for each triangle t, where A is a 1xR row of the 
eigenvector matrix and SD, is a 1xRs row of the steepest 
descent matrix. Solutions for the updated image texture w and 
shape Ap parameters using triangle-based weights may be 
implemented according to the equations: 

-l (21) 

AW (Ao - I) 
xext 

T 

Ap = wX SDSD, 
t= xext 

-l (22) 

SD'W (Ao - I) 

0144. In embodiments, the values 

AA and X. SDSD, 
xext xext 

may be pre-computed in order to further optimize the fitting 
method performance. 

c) Object Model Fitting With Manifold Constraints 
0145. In embodiments, the object model fitting system 
345 may further comprise manifold constraints. Shape and/or 
texture manifolds, which may have been generated in 
embodiments of manifold builder 810, may be used to con 
strain parameter updates during the object model fitting pro 
cess, as exemplified by method 2500. 

C. Methods for Object Model Building 
0146 The following sections describe various embodi 
ments of methods for generating an object model based on a 
training data set of images. The method embodiments may be 
implemented in embodiments of object model builder 210. 

1. A First Embodiment of a Method for Generating 
an Object Model 

0147 FIG. 15 depicts a method 1500 for generating an 
object model fitting system comprising an object model 
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according to various embodiments of the invention. Method 
1500 comprises the steps of generating a 3D shape model and 
an appearance model based on a set of 2D Subcomponent 
models 1505, and generating an object model fitting system 
comprising an object model comprising the appearance 
model constrained by the 3D shape model 1510. Method 
1500 may be implemented in embodiments of object model 
builder 210 comprising mesh generator 310, 3D shape recon 
structor and modeler 320, and Subcomponent appearance 
modeler 330. 

a) Generating 3D Shape and Appearance Models 

0148. In embodiments, a 3D shape model and an appear 
ance model of an object are generated 1505 based on a train 
ing data set of object images. 
0149 FIG. 16 depicts a method 1600 for extracting fea 
tures from an object image according to various embodiments 
of the invention. In embodiments of method 1500, step 1505 
may comprise an implementation of method 1600. Method 
1600 may be implemented in embodiments of mesh generator 
31 O. 

0150. A set of features or control points for an object 
image may be identified 1605 and assigned labels. Control 
points may be pre-defined as part of the set of object images, 
user defined, or both. In embodiments, the training data set 
may comprise face images, and the set of control points may 
be labeled in each face image within the training data set. 
Groups of these control points within a face image may cor 
respond to facial components such as, for example, eyes, 
brows, nose, mouth, and face sides. The exemplary face 
image 420 illustrates labeled control points. 
0151. In embodiments, the labeled set of control points 
may provide the basis for subdividing 1510 the face image 
into a set of triangular regions using Delaunay triangulation, 
as illustrated in FIG. 4. For consistency, the set of triangular 
regions may be normalized 1615 in terms of size and camera 
angle. In embodiments, the canonical camera angle may be a 
frontal view. In embodiments, a global 2D shape model of an 
object image may be generated based on the set of control 
points 1620. 

(i) Generating a 3D Shape Model 

0152 FIG. 17 depicts a method 1700 for generating a 3D 
shape and 3D shape modes for an object according to various 
embodiments of the invention. In embodiments of method 
1500, step 1505 may comprise an implementation of method 
1700. Method 1700 may be implemented in embodiments of 
3D shape reconstructor and modeler 320. 
0153. In embodiments, a 3D shape model may be gener 
ated based on a set of 2D shapes 1705 obtained from the 
meshes generated from the training data set of object images. 
A 3D shape model based on the identified set of control points 
on the object (See exemplary FIG. 5) can model object shape 
deformations. In embodiments, a non-rigid structure from 
motion (NRSFM) algorithm may be applied to the set of 2D 
shapes to generate 1710 a set of reconstructed 3D shape 
modes. As previously described, a set of 2D shapes are 
obtained from the training data set 205 by performing a shape 
alignment analysis, such as a Procrustes analysis, on the 
object images in the training data set 205. In embodiments, 
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PCA may be applied 1715 to the reconstructed set of 3D 
shape Vectors to generate a global object3D shape model (See 
Equation (2)). 

(a) Generating a Shape Model Having Symmetry 
Constraints 

0154) In embodiments, the accuracy of a 3D shape model 
may be improved by adding one or more symmetry con 
straints. For example, in an embodiment, a 3D Z-motion 
(depth) constraint may be added as part of the NRSFM as 
discussed previously with respect to FIGS. 5 and 6. Symme 
try is enforced on the Z dimension because this dimension 
typically is most sensitive to noise but generally does not vary 
within an image. In embodiments, the symmetry constraint is 
associated with particular characteristics of an object shape. 
For example, in embodiments, face Subcomponents corre 
sponding to the left eye and the right eye may be set to lie on 
the same plane, or close to the same plane. 
0.155. In various embodiments, a symmetry constraint 
may be applied to a set of F shapes having N points per shape 
according to the following equation: 

0156 where W is the matrix of 2D points (2FXN), S is the 
3D shape eigenvector (3xN), P are the scaled rotation matri 
ces (2FX3), i is a facial Subcomponent (e.g. mouth corner), is 
a pair of points within the facial Subcomponent i, K, is a 
constraint weight, a is a symmetry dimension, such as a 
Z-dimension (e.g. a-001), and d, is a vector representing 
the pair of points ij for which symmetry is being enforced, for 
example: 

1 (24) 

0157 FIG. 6 illustrates an exemplary application of sym 
metry constraints during 3D shape model generation, as pre 
viously discussed. 

(ii) Generating an Appearance Model 
0158. In embodiments, a face appearance model compris 
ing a set of subcomponent appearance models 1505 may be 
derived from a training data set of face images. Step 1505 may 
be implemented in embodiments of Subcomponent appear 
ance modeler 330. 
0159. In embodiments, the triangular regions may be 
grouped 1625 into larger regions representing facial Subcom 
ponents, such as, for example, the left eye and the nose. FIG. 
18 illustrates an exemplary subdivided face image 1800 with 
a right eye Subcomponent 1805 comprising four triangular 
regions. 



US 2010/0215.255 A1 

0160 An appearance model of each facial subcomponent 
may be generated. In embodiments, an appearance model I of 
a Subcomponent i may be derived from a training data set of 
images by extracting a set of linear texture bases capable of 
representing the Subcomponent i in the training data set of 
images by using Principal Component Analysis (PCA) or the 
like and generating a linear combination of the bases accord 
ing to Equation (3), reproduced below: 

NA (3) 
I = Aio + XA, A, 

i=l 

(0161 where I, is the appearance model of subcomponenti, 
Ao is the mean Subcomponent appearance image of subcom 
ponent i, and A, and , are the j, appearance basis and 
corresponding projection weight, respectively, of the i, Sub 
component for all N, bases. In various embodiments, the it, 
Subcomponent may be the global face appearance model. 
This global face appearance model may be used to model the 
co-existence of the image Subcomponents. 
0162. In embodiments, a face appearance model compris 
ing a set of subcomponent appearance models may be derived 
from the training data set of face images. A set of N, facial 
Subcomponents is determined, and an N, set of appearance 
models is generated as described in Equation (3). 

b) Generating a Comprehensive Object Model 

0163. In embodiments, a comprehensive 3D AAM face 
model is generated 1510, comprising a face appearance 
model formed from a set of face Subcomponent appearance 
models (that may have been generated as described in Equa 
tion (3)), which is constrained by a global 3D face shape 
model (See Equation (2)). A face image appearance model, I, 
may be expressed according to Equation (4), reproduced 
here: 

ND NA (4) 

X. | -- X. M 

(0164 where N is the number of subcomponents, N is 
the number of appearance bases for the it, Subcomponent, and 

, are the basis projection weights. 
0.165. In various embodiments, a subcomponent i may be 
a global face image. This global face appearance model may 
be used to model the co-existence of the face Subcomponents. 
The global model covers the variations across all the subcom 
ponents together so it is able to Smooth boundaries between 
adjacent Subcomponents which may otherwise appear too 
distinct in a reconstructed face. In embodiments, the set of 
appearance bases are ortho-normalized when one of the Sub 
components is a global face appearance model. 

2. A Second Embodiment of a Method for 
Generating an Object Model 

(0166 FIG. 19 depicts a method 1900 for generating a 
balanced object model according to various embodiments of 
the invention. Method 1900 may be implemented in embodi 
ments of object model builder 210 comprising mesh genera 
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tor 310, 3D shape reconstructor and modeler 320, subcom 
ponent appearance modeler 330, and model balancer 710. 

a) Model Balancing 
0.167 As discussed previously, a training data set of object 
images may be unbalanced, and unbalanced training data may 
lead to biased eigenvectors for shape and/or texture after PCA 
is performed. In embodiments, a 3D shape model and an 
appearance model of an object both are generated 1905 based 
on a training data set of object images, in the same way as 
previously described for step 1505 in method 1500. 
0.168. In embodiments, shape and/or appearance models 
may be improved by correcting training data set imbalances. 
Identification and correction of training data set imbalances 
may be implemented in embodiments of model balancer 710. 
0169. In embodiments, an interim object model compris 
ing the generated appearance model constrained by the gen 
erated 3D shape model is generated 1910 in the same way as 
previously described for step 1510 in method 1500. A training 
data set imbalance may be identified by fitting the interim 
object model to the training data set object images 1915 and 
calculating fitting errors for the fitted object images in the 
training data set. For example, in embodiments, after the n' 
round of model fitting, if the maximum change in error AE, 
for the i' image, max(AE), divided by the previous maxi 
mum error, max(E), is greater thana threshold 1920, then 
the training set remains unbalanced. In embodiments, an 
exemplary threshold 1920 may be 1-5% of the maximum 
eO. 

0170 In embodiments, an unbalanced training data set of 
face images may be balanced 1925 either by adding more of 
the face images having fitting errors greater than the threshold 
to the data set (and increasing the size of the data set), or by 
weighting the face images having fitting errors greater than 
the threshold (and keeping the size of the data set constant). In 
embodiments, weights associated with the overall model fit 
ting error may be computed by combining the shape registra 
tion error and the appearance error for an object image. As 
previously described, in an embodiment, if there are three 
training images with fitting errors 1000, 2000, 3000, the 
weights assigned to the images may be computed by dividing 
the fitting errors by the total registration error, resulting in 
weights of I/6, /3, /2 for the three training images respec 
tively. Similarly, all fitting errors can be divided by the mini 
mum fitting error and the result can be rounded to get a new 
set of numbers, 1000, 2000, 3000/1000–1 2 3. These 
numbers correspond to the number of copies of each image to 
be included in the training data set. In other embodiments, the 
number of examples of each type of training image within a 
data set may be used to perform a single rebalancing of the 
training data by repeating training samples so that there is an 
equal number of each type of image within the draining data 
set. For example, in an embodiment, if there are two training 
images of type A and one of type B, image B can be repeated 
in the training data set so that the training data consists of the 
two original type A images, 1 original type B image, and 1 
repeated type B image. Thus, images with larger fitting errors 
or fewer examples are weighted more. 
0171 A new interim object model may be generated 1930 
by applying PCA to the balanced training data set, and steps 
1915 and 1920 are repeated using the new, re-generated 
interim model. In various embodiments, the shape and/or 
appearance models may be weighted and re-trained. In 
embodiments, if no images in the training data set have fitting 
errors greater than the threshold 1920, the interim object 
model is set as the object model 1935. 
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3. A Third Embodiment of a Method for Generating 
an Object Model 

0172 FIG. 20 depicts a method 2000 for generating an 
object model fitting system comprising an object model and 
manifold constraints according to various embodiments of 
the invention. Method 2000 may be implemented in embodi 
ments of object model builder 210 comprising mesh genera 
tor 310, 3D shape reconstructor and modeler 320, subcom 
ponent appearance modeler 330, and manifold builder 810. 
0173 As previously discussed, the variability of the shape 
and appearance model parameters may increase as the size of 
the training data set increases. This increased parameter Vari 
ability may increase the likelihood of generation of a non 
valid reconstructed object image during model fitting when 
model parameters are updated. In embodiments, model 
parameter updating may be constrained based on manifolds 
of shape and/or texture parameter vectors generated from the 
training data set object images. 
0.174. In embodiments, a 3D shape model and an appear 
ance model of an object both are generated 2005 based on a 
training data set of object images, and an object model fitting 
system comprising an object model comprising the appear 
ance model constrained by the 3D shape model is generated 
2010, both in the same way as previously described for steps 
1505 and 1510 in method 1500. Shape and/or texture mani 
folds are generated 2015, and are added 2020 as manifold 
constraints to the object model fitting system. 

a) Generating Shape and Texture Manifolds 

0.175. In embodiments, shape and texture manifolds are 
generated 2015 based on the training data set of object images 
and the generated object model. Step 2015 may be imple 
mented in embodiments of manifold builder 810. 
(0176 FIG. 21 depicts a method 2100 for building shape 
and texture manifolds according to various embodiments of 
the invention. Method 2100 may be implemented in embodi 
ments of step 2015 in method 2000. 
0177. In embodiments, a set of shape eigenvectors and a 
set of appearance eigenvectors are generated by fitting the 
generated shape and appearance models to the images in the 
training data set 2005. A shape manifold is built using vectors 
of shape parameters and a texture manifold is built using 
vectors of texture parameters 2110. 
0178. In embodiments, the vectors within a manifold are 
clustered 2110 according to a clustering algorithm, Such as, 
for example, K-Means Clustering (K-Means), as previously 
discussed. Those skilled in the art will recognize that single or 
multiple clustering techniques are possible for clustering 
algorithms, and that the choice of application of a particular 
clustering technique is not critical to the invention. 
0179 The cluster centers and respective cluster co-vari 
ances determined by the clustering algorithm may provide the 
basis for manifold constraints 2115. During model fitting, the 
likelihood of an invalid reconstructed object image generated 
from the object model is reduced because the updating of 
shape and texture parameters is constrained based on the 
distance of these vectors to manifold cluster centers. In 
embodiments, an optimization fitting function may have a 
constraint based on the Mahalanobis distance d of a param 
eter vector X to a cluster center according to the equation: 
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0180 where m is the cluster center and C is the cluster 
covariance matrix. 
0181. In embodiments, the manifold constraints may be 
included 2020 as terms in the model, such as, for example, a 
shape constraint: 

Ks(p-ms)'Cs (p-ms) (26) 

0182 where Ks is a shape constraint weight, p is a shape 
parameter, m, is a cluster center in a shape manifold, and Cs 
is the shape manifold cluster covariance matrix: 
0183 and a texture constraint: 

KO-m)'C' (J.-m) (27) 

0184 where K is a texture constraint weight, is a texture 
parameter, m, is a cluster center in an texture manifold, and 
C is the texture manifold cluster covariance matrix. 

4. A Fourth Embodiment of a Method for Generating 
an Object Model 

0185 FIG. 22 depicts a method 2200 for generating an 
object model fitting system345 comprising a balanced model 
and at least one manifold constraint according to various 
embodiments of the invention. Method 2200 may be imple 
mented in embodiments of object model builder 210 com 
prising mesh generator 210, 3D shape reconstructor and mod 
eler 320, Subcomponent appearance modeler 330, model 
balancer 710, and manifold builder 810. 

a) Generating appearance and 3D Shape Models 
0186. In embodiments, a 3D shape model and an appear 
ance model of an object both are generated 2205 based on a 
training data set of object images, and an object model com 
prising the appearance model constrained by the 3D shape 
model is generated 2210, both in the same way as previously 
described for steps 1505 and 1510 in method 1500. 

b) Model Balancing 
0187. In embodiments, steps 2215, 2220, 2225, and 2230 
perform identification and correction of training data set 
imbalances as described for steps 1915, 1920, 1925, and 1930 
in method 1900. 

c) Generating Shape and Texture Manifolds 
0188 In embodiments, shape and texture manifolds are 
built 2240, and these manifold constraints are added to the 
object model fitting system 22.45 as described for steps 2015 
and 2020 in method 2000. 

D. Methods for Object Model Fitting 
(0189 FIG. 23 depicts a method 2300 for fitting an object 
model to an input object image according to various embodi 
ments of the invention. Method 2300 may be implemented in 
embodiments of object model fitter 220. 
0.190 FIG. 12 depicts an exemplary model fitting process 
according to various embodiments of the invention. In 
embodiments, an input face image 1210 is fit to a face model 
1230 using a face model fitting system by estimating the 
values of parameters corresponding to 3D face pose, face 
shape, and facial features of the input face image 1210 that 
minimize the difference between the model 1230 and the 
input face image 1210. In embodiments, the face model 1210 
may be the appearance model in Equation (4) constrained by 
the global 3D shape model in Equation (2). In embodiments, 
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minimization is computed by iteratively updating parameter 
values within a fitting function 1215 as well as associated 
weights, re-computing a face model estimate, and re-fitting 
the input face image to the current face model estimate using, 
by way of illustration and not limitation, the Levenberg 
Marquardt (LM) algorithm, which is known to those skilled 
in the art. Equation (5) is an exemplary fitting function 1215 
according to various embodiments of the invention. 
0191 Initially, the face model fitting system comprising 
the face model 3D shape (p), pose (P), and texture (W) param 
eters 1220 are set 2305 to mean values, although other ini 
tialization values may be used. In embodiments, the input 
face image 1210 is warped to canonical view based on the 
current 3D shape and pose estimate 1205. In embodiments, 
the canonical view is the frontal view of the image. The 
current face appearance model estimate 1230 is fitted 2310 to 
the warped input face image, and a fitting error is computed 
2215. If a convergence condition is met 2320, the current face 
appearance model estimate is set as the reconstructed face 
2345. In embodiments, examples of convergence conditions 
include the fitting error being less than a convergence thresh 
old value and the number of fitting iterations being greater 
than an upper limit number of iterations. In various embodi 
ments, more than one convergence condition may be applied 
and convergence is determined based on at least one of the 
conditions being met. 
0.192 If a convergence condition is not met 2320, esti 
mates of the model 3D shape (p), pose (P), and texture (W) 
parameters 1220 are updated 2325 based on the computed 
fitting error. 

1. Robust Model Fitting 
0193 In embodiments, a face model fitting system may 
further comprise weighting values, and updating of param 
eters may also include updating the weighting values. The 
illustrated current face appearance model estimate 1230 and 
warped input face image 1235 have been subdivided into six 
facial Subcomponents (left and right eyes, nose, mouth, fore 
head/brow line, and cheekS/chin area). In embodiments, 
robust fitting may be implemented by applying a weighting 
matrix 1225 to features of pixels, regions of pixels, and/or 
facial Subcomponent regions. Registration error weighting 
may enable robust fitting of the face model to an input face 
image containing occlusions (e.g., regions with missing data) 
or other image artifacts (e.g., lens flare). As previously dis 
cussed, computation of fitting errors may be used to identify 
an occluded input face image because the regions correspond 
ing to the occlusion may have relatively larger fitting errors. 
In embodiments, those regions may be given Smaller weights. 
0194 FIG. 14 illustrates an exemplary weighting of pixels 
based on registration error within an occluded face image 
according to various embodiments of the invention. The 
exemplary occluded face image 1410 has been subdivided 
into triangular regions 1420 using Delaunay Triangulation, as 
previously described. In embodiments, the triangular regions 
(e.g., 1422 and 1424) within a face Subcomponent corre 
sponding to the occluded right eye 1412 of an occluded face 
image may have larger fitting errors, and thus those regions 
may be given Smaller weights than other regions (e.g., 1426) 
within the occluded face image. Since, in embodiments, 
weighting may be done at both a pixel level and a Subcom 
ponent level, the pixels in the occluded triangular regions 
having the greaterfitting error (e.g., 1422) may be given lower 
weights that the pixels in other triangular regions (e.g., 1424) 
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within the occluded subcomponent. In the illustration, the 
regions within the occluded Subcomponent 1412 having the 
greater fitting error (e.g., 1422) are colored darker than the 
other regions (e.g., 1424) within the occluded Subcomponent. 
0.195. In embodiments, pose-based pixel weighting may 
be applied so that higher weights are given to pixels most 
directly facing the camera. FIG. 13 illustrates an exemplary 
computation of pose-based weighting of pixels within Subdi 
visions of a face image according to various embodiments of 
the invention. The exemplary face image 1305 has been sub 
divided into triangular regions using Delaunay Triangulation, 
as previously described, and the camera axis 1315 (relative 
position of the camera 1310) for each triangle is diagramed. 
In embodiments, the normal vector 1325 for each triangle is 
computed, and the angle 0 1320 between the normal vector 
and the camera axis is computed. In embodiments, pose 
based model weights for the triangular regions may be based 
on a distribution of the computed angle 0 of the normal 
vectors according to Equation (17), reproduced here: 

1-(min(0.71/2)* 2/T) (17) 

0196. Because the pose and shape parameters and mesh 
define a 3D shape mesh comprising triangles/Subdivisions, 
each triangle in the 3D shape mesh may have a normal direc 
tion. The angles between the normals and the camera axis in 
the 3D shape mesh can be used to update the weights. Thus, 
pose and shape parameters affect the weights because they are 
used to determine the 3D shape, but, in embodiments, the 
weights are computed based on the computed angle 0 of the 
normal vectors, as described. In embodiments, pose-based 
weights may be updated by determining an angle for a tri 
angle. All pixels in the mesh triangle may be associated with 
the same angle or a normal angle may be interpolated at each 
pixel in the triangle. A Subcomponent of the object can be 
formed from a plurality of triangles and/or portions thereof, 
and the pose-based weight associated with the Subcomponent 
may be computed by averaging the angles associated with the 
pixels that form the Subcomponent. For example, in embodi 
ments, the normal angle for a Subcomponent may be com 
puted by averaging the angles associated with pixels that form 
the Subcomponent. 

2. Inverse Compositional Model Fitting Method 

(0.197 FIG. 24 depicts a method 2400 for an inverse com 
positional fitting of an object model to an input object image 
according to various embodiments of the invention. Method 
2400 is an embodiment of method 2300 that is based on an 
inverse compositional Solution fitting function (e.g., objective 
function 1215 in FIG. 12) that determines reconstructed tex 
ture (W) parameters based on Solving for the minimized 
update to the shape parameters Ap in the image frame and 
then computing texture reconstruction A(w) according to 
Equations (6) and (7), reproduced here: 

min WIT(A(A); Ap) - T(I; p)| (6) 
AAp 

(7) W 

A () = Ao + X. A. 
i=1 

0198 Initially, the model 3D shape (p), pose (P), and tex 
ture (W) parameters 1220 are set 2405 to mean values, 
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although one skilled in the art shall recognize that other 
values may be used to initialize the parameters. 
0199 The shape parameter update Ap in the mean shape 
frame may be calculated 2410 according to Equation (8), 
reproduced here: 

Ap=RE (8) 

0200 where R is a shape parameter update matrix and E is 
a weighted registration error vector E (A-I) where A is the 
mean appearance and I is the current reconstructed image 
estimate. 

0201 In embodiments, R=-(SDWSD)'SDW and SD is 
a Ps:XN steepest descent matrix of shape eigenvectors (Ps is 
the number of shape modes and N is the number of pixels) to 
a gradient of appearance means according to the equation: 

W (19) SD=(VAT) 
0202 Thus, Ap may be also be written as Ap=- 
(SDWSD)'SD'W(A-I). It should be noted that if W is 
constant, then R does not change and may be pre-computed. 
In embodiments, as discussed herein, different weightings 
can be applied via the weighting matrix, W. 
0203) A new shape estimate p is computed 2415 by merg 
ing Ap into the shape parameters in the image frame (1235 in 
FIG. 12) according to Equations (9), (10), (11), and (12), 
reproduced here: 

Shape = T(So; p) + T(So; - Ap) (9) 

minliStar - (S. + S(p-Ap) (10) p 

Ap = -(1) 'S' W(S - (So + Sp)) (11) 

p = po - Ap (12) 

(0204 That is, S is determined, where S is the 
mean shape (S) warped by the shape parameter update. -Ap, 
and then warped to the image frame by the current shape 
parameters, p, T(Sop) is the current shape estimate, T(So: 
-Ap) is the delta shape, and where S is the set of shape 
eigenvectors, S' is the transpose of S, S is the modified set of 
shape eigenvectors, I is the set of image texture eigenvectors, 
and W is a weighting matrix. Note that T(x,y) defines a 
warping of the shape, X, by the parameters, y. The shape 
update, Ap, in the image frame may be determined according 
to the Equations (10) and (11). It should be noted that in this 
embodiment no weighting matrix is implemented here 
because for the shape vectors. However, one skilled in the art 
shall recognize that the shape model could be weighted. The 
updated shape parameters p in the image frame may be com 
puted using the previous best shape parameters, and Ap, 
according to Equation (12). The best shape parameters are the 
parameters from the previous iteration that resulted in the 
lowest registration error. 
0205 The registration error vector E is calculated 2420 
based on the image texture that has been extracted from the 
image frame which has been updated based on p. The image 
texture W may be computed according to Equations (14) and 
(15), reproduced here: 
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min WIA. +AA - T(I; p)| (14) 

A = -(AWA)'A' W(A - T(I; p)) (15) 

0206 and then E may be computed according to Equation 
(16), reproduced here: 

NA (16) 
E = Ao + X. A - I 

i=1 

0207. In embodiments, the value of Ap may not have pro 
duced a decrease in the registration error vector E. If E did not 
decrease 2425, the value of Ap may be reduced 2435 by 
dividing it by a division factor, Such as, for example, a factor 
of 2: 

Af (28) 
Ab = - 

0208 and then computing a new registration error vector E 
(steps 2415 and 2420) using the reduced Ap. If E did not 
decrease 2425, steps 2435, 2415, and 2420 may be repeated 
until a predetermined maximum number of Ap reductions has 
been made 2430. 

0209 Ifa decrease in the registration error vector E occurs 
2425, the shape parameter estimate p is set. If the decrease in 
E is greater than a threshold or a predetermined maximum 
number of iterations has not been reached 2445, a new shape 
parameter estimate p is iteratively computed (steps 2410 
through 2440). 
0210. If the decrease in E is less than the threshold or the 
predetermined maximum number of iterations has been 
reached 2445, or if the maximum number of reductions of the 
value of Ap have been made 2430, the value of E is compared 
to a threshold value 2450. If E is less than a threshold 2455, 
model fitting has converged. If E is greater than the threshold 
2460, model fitting has failed to converge. 

3. Object Model Fitting With Manifold Constraints 

0211 FIG. 25 depicts a method 2500 for applying a mani 
fold constraint according to various embodiments of the 
invention. Method 2500 may be implemented in embodi 
ments of step 2325 of method 2300. 
0212. In embodiments, identification 2505 of the nearest 
manifold cluster to a parameter vector X may be based on the 
Mahalanobis distance of the parameter vector x to a cluster 
center according to Equation (25), as previously described. In 
embodiments, manifold constraints may be applied 2510 to 
the update of the parameter vector X based on the distance to 
the nearest manifold cluster center as described in Equations 
(26) and (27). 
0213. In embodiments, shape and appearance manifold 
constraints may be applied along with a fitting function (Such 
as, for example, the fitting function exemplified in Equation 
(5)), Such as in the equation: 
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ND NA 2 (29) 

pin W X. | "2. w - T(I; p, P) + 
i=1 f= 2 

K (p - m)'C' (p-m) + K. (A - ma)"C." (A - ma) 

0214 where Ks is a shape constraint weight, ms is a cluster 
center in a shape manifold, and Cs is the shape manifold 
cluster covariance matrix., and where K is a texture con 
straint weight, m, is a cluster center in an texture manifold, 
and C is the texture manifold cluster covariance matrix. 
0215. In embodiments of method 2400, the solution for a 
shape parameter update Ap (See Equations (10) and (11)) 
may include shape manifold constraints such as in the equa 
tions: 

min||St. - (S. + S(p-Ap)) + (30) Ap 

K, (p + Ap-ms) C. (p + Ap-ms.) 

Ap = -(1 + K.C.) 'S' W(S - (So +Sp))- (31) 

0216. In embodiments of method 2400 in which shape 
reconstruction is Weighted, manifold constraints also may be 
applied, such as in the equation: 

0217. In embodiments of method 2400, the solution for an 
extracted texture parameter w (See Equations (14) and (15)) 
may include texture manifold constraints such as in the equa 
tions: 

min WIA. + AA - T(I; p) + K. (A - ma)' C. (A - m.) (32) 

E. Computing System Implementations 

0218. It shall be noted that the present invention may be 
implemented in any instruction-execution/computing device 
or system capable of processing the image data, including 
without limitation, a general-purpose computer and a specific 
computer, Such as one intended for graphics processing. The 
present invention may also be implemented into other com 
puting devices and systems, including without limitation, a 
digital camera, a printer, a scanner, a multiple function 
printer/scanner, a facsimile machine, a multimedia device, 
and any other device that processes, captures, transmits, or 
stores an image. Furthermore, within any of the devices, 
aspects of the present invention may be implemented in a 
wide variety of ways including Software, hardware, firmware, 
or combinations thereof. For example, the functions to prac 
tice various aspects of the present invention may be per 
formed by components that are implemented in a wide variety 
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of ways including discrete logic components, one or more 
application specific integrated circuits (ASICs), and/or pro 
gram-controlled processors. It shall be noted that the manner 
in which these items are implemented is not critical to the 
present invention. 
0219 FIG. 26 depicts a functional block diagram of an 
embodiment of an instruction-execution/computing device 
2600 that may implement or embody embodiments of the 
present invention. As illustrated in FIG. 26, a processor 2602 
executes Software instructions and interacts with other system 
components. In an embodiment, processor 2602 may be a 
general purpose processor Such as (by way of example and 
not limitation) an AMD processor, an INTEL processor, a 
SUNMICROSYSTEMS processor, or a POWERPC compat 
ible-CPU, or the processor may be an application specific 
processor or processors. A storage device 2604, coupled to 
processor 2602, provides long-term storage of data and soft 
ware programs. Storage device 2604 may be a hard disk drive 
and/or another device capable of storing data, Such as a com 
puter-readable media (e.g., diskettes, tapes, compact disk, 
DVD, and the like) drive or a solid-state memory device. 
Storage device 2604 may hold programs, instructions, and/or 
data for use with processor 2602. In an embodiment, pro 
grams or instructions stored on or loaded from storage device 
2604 may be loaded into memory 2606 and executed by 
processor 2602. In an embodiment, storage device 2604 holds 
programs or instructions for implementing an operating sys 
tem on processor 2602. In one embodiment, possible operat 
ing systems include, but are not limited to, UNIX, AIX, 
LINUX, Microsoft Windows, and the Apple MAC OS. In 
embodiments, the operating system executes on, and controls 
the operation of the computing system 2600. 
0220. An addressable memory 2606, coupled to processor 
2602, may be used to store data and software instructions to 
be executed by processor 2602. Memory 2606 may be, for 
example, firmware, read only memory (ROM), flash memory, 
non-volatile random access memory (NVRAM), random 
access memory (RAM), or any combination thereof. In one 
embodiment, memory 2606 stores a number of software 
objects, otherwise known as services, utilities, components, 
or modules. One skilled in the art will also recognize that 
storage 2604 and memory 2606 may be the same items and 
function in both capacities. In an embodiment, one or more of 
the components of FIGS. 2,3,7,8, 10, and 11 may be modules 
stored in memory 2604, 2606 and executed by processor 
26O2. 

0221. In an embodiment, computing system 2600 pro 
vides the ability to communicate with other devices, other 
networks, or both. Computing system 2600 may include one 
or more network interfaces or adapters 2612, 2614 to com 
municatively couple computing system 2600 to other net 
works and devices. For example, computing system 2600 
may include a network interface 2612, a communications port 
2614, or both, each of which are communicatively coupled to 
processor 2602, and which may be used to couple computing 
system 2600 to other computer systems, networks, and 
devices. 

0222. In an embodiment, computing system 2600 may 
include one or more output devices 2608, coupled to proces 
Sor 2602, to facilitate displaying graphics and text. Output 
devices 2608 may include, but are not limited to, a display, 
LCD screen, CRT monitor, printer, touch screen, or other 
device for displaying information. Computing system 2600 
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may also include a graphics adapter (not shown) to assist in 
displaying information or images on output device 2608. 
0223) One or more input devices 2610, coupled to proces 
sor 2602, may be used to facilitate user input. Input device 
2610 may include, but are not limited to, a pointing device, 
Such as a mouse, trackball, or touchpad, and may also include 
a keyboard or keypad to input data or instructions into com 
puting system 2600. 
0224. In an embodiment, computing system 2600 may 
receive input, whether through communications port 2614, 
network interface 2612, stored data in memory 2604/2606, or 
through an input device 2610, from a scanner, copier, fac 
simile machine, or other computing device. 
0225. One skilled in the art will recognize no computing 
system is critical to the practice of the present invention. One 
skilled in the art will also recognize that a number of the 
elements described above may be physically and/or function 
ally separated into Sub-modules or combined together. 
0226. It shall be noted that embodiments of the present 
invention may further relate to computer products with a 
computer-readable medium that have computer code thereon 
for performing various computer-implemented operations. 
The media and computer code may be those specially 
designed and constructed for the purposes of the present 
invention, or they may be of the kind known or available to 
those having skill in the relevant arts. Examples of computer 
readable media include, but are not limited to: magnetic 
media Such as hard disks, floppy disks, and magnetic tape; 
optical media such as CD-ROMs and holographic devices: 
magneto-optical media; and hardware devices that are spe 
cially configured to store or to store and execute program 
code, such as application specific integrated circuits (ASICs), 
programmable logic devices (PLDS), flash memory devices, 
and ROM and RAM devices. Examples of computer code 
include machine code, such as produced by a compiler, and 
files containing higher level code that are executed by a com 
puter using an interpreter. While the invention is susceptible 
to various modifications and alternative forms, specific 
examples thereof have been shown in the drawings and are 
herein described in detail. It should be understood, however, 
that the invention is not to be limited to the particular forms 
disclosed, but to the contrary, the invention is to cover all 
modifications, equivalents, and alternatives falling within the 
Scope of the appended claims. 
What is claimed is: 
1. A computer-readable medium carrying one or more 

sequences of instructions, wherein execution of the one or 
more sequences of instructions by one or more processors 
causes the one or more processors to form an object model 
based on a set of training images by performing the steps 
comprising: 

forming an interim object model based at least in part on 
the set of training images; 

for each object image in a set of images selected from the 
set of training images, generating an object model esti 
mate by fitting the object image to the interim object 
model; and calculating a fitting error between the object 
image and the object model estimate; and 

responsive to identifying a Subset of training images hav 
ing associated fitting errors that are larger than an error 
threshold value, balancing the set of training images 
based on the associated fitting errors; and forming the 
object model based on the balanced set of training 
images. 
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2. The computer-readable medium of claim 1 wherein bal 
ancing the set of training images comprises increasing the 
size of the set of training images by adding a second set of 
images to the set of training images, each of the second set of 
images having at least Some of the characteristics of the 
Subset of training images. 

3. The computer-readable medium of claim 1 wherein bal 
ancing the set of training images comprises weighting at least 
Some of the images within the set of training images. 

4. The computer-readable medium of claim 3 wherein 
weighting at least some of the images comprises assigning 
weights in relation to fitting errors associated with the at least 
Some of the images. 

5. The computer-readable medium of claim 4 wherein 
assigning weights in relation to fitting errors associated with 
the at least some of the images comprises: 

determining a total fitting error by calculating a sum of 
fitting errors associated with the at least some of the 
images; and 

computing a weight for an image by dividing a fitting error 
associated with the image by the total fitting error, and 

associating the weight with the image. 
6. The computer-readable medium of claim 3 wherein the 

at least Some of the images comprises a first plurality of 
images of a first type and a second plurality of images of a 
second type, and larger weights are associated with the first 
plurality of images in response to the first plurality of images 
having fewer images than the second plurality of images. 

7. The computer-readable medium of claim 6 wherein a 
weight associated with the first plurality of images is calcu 
lated based on the number of images in the first plurality of 
images. 

8. A method for balancing a training set of face images used 
to form a face model, the face model comprising an appear 
ance model and a shape model, the method comprising: 

forming an interim face model based on the training set of 
face images; 

for each face image in a set of face images selected from the 
training set of face images, calculating an associated 
fitting error for a face image based on a difference 
between the face image and a reconstructed face image 
generated by fitting the interim face model to the face 
image; and 

responsive to a Subset of the training set of face images 
having associated fitting errors greater than an error 
threshold value, forming a balanced training set of face 
images by altering the training set of face images using 
at least some of the associated fitting errors. 

9. The method of claim 8 wherein the face model is a 
three-dimensional (3D) active appearance model (AAM) 
comprising a 3D shape model and an appearance model com 
prising a linear combination of a set of subcomponent appear 
ance models. 

10. The method of claim 9 wherein the associated fitting 
error comprises an appearance error. 

11. The method of claim 9 wherein the associated fitting 
error comprises a shape registration error. 

12. The method of claim 9 wherein altering the training set 
of face images comprises increasing the size of the training 
set of face images by adding a second set of face images to the 
training set of face images, each of the second set of face 
images having at least Some of the characteristics of the 
Subset of the training set of face images. 
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13. The method of claim 12 wherein the training set of face 
images comprises a first plurality of face images of a first type 
and a second plurality of face images of a second type that has 
fewer images than the first plurality of face images, and the 
second set of face images comprising images having at least 
some of the characteristics of the second plurality of face 
images. 

14. The method of claim 9 wherein altering the training set 
of face images comprises associating weights with at least 
Some of the training set of face images in relation to at least 
Some of the associated fitting errors. 

15. The method of claim 14 wherein associating weights 
with at least some of the training set of face images in relation 
to at least Some of the associated fitting errors comprises: 

determining a total fitting error by calculating a sum of 
fitting errors associated with the at least some of the 
training set of face images; 

computing a weight for a face image by dividing a fitting 
error associated with the face image by the total fitting 
error; and 

associating the weight with the face image. 
16. The method of claim 15 further comprising: 
determining the minimum fitting error within the fitting 

errors associated with the at least some of the training set 
of face images; 

calculating a first fitting error adjustment value by round 
ing a result of dividing a first fitting error by the mini 
mum fitting error; 

identifying a first face image from the at least some of the 
training set of face images that is associated with the first 
fitting error and creating a set of copies of the first face 
image, the size of the set of copies being equal to the first 
fitting error adjustment value; and 

adding the set of copies to the training set of face images. 
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17. A system for balancing a set of training images used to 
form an object model, the system comprising: 

an object model builder, coupled to receive a set of training 
images, the object model builder forming an interim 
object model based on the set of training images; 

an object model fitter, coupled to receive the interim object 
model and a set of images selected from the set of train 
ing images, the image model fitter fitting each image in 
the set of images selected from the set of training images 
to the interim object model and calculating an associated 
fitting error for the set of images; and 

a model balancer, coupled to receive the set of training 
images, the model balancer balancing the set of training 
images based on at least Some of the associated fitting 
errors responsive to a Subset of the training images hav 
ing associated fitting errors greater than an error thresh 
old value. 

18. The system of claim 17 wherein the object model is a 
face model and the set of training images is a set of face 
images. 

19. The system of claim 18 wherein balancing the set of 
training images comprises associating weights with at least 
Some of the training set of images in relation to at least some 
of the associated fitting errors. 

20. The system of claim 19 wherein associating weights 
with at least Some of the training set of images in relation to at 
least Some of the associated fitting errors comprises: 

determining a total fitting error by calculating a sum of 
fitting errors associated with the at least some of the 
training set of images: 

computing a weight for an image by dividing a fitting error 
associated with the image by the total fitting error, and 

associating the weight with the image. 
c c c c c 


