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To all whom it may concern: 
Be it known that we, FRANK H. ALLEN and 

JAMES LATHROP, both of Norwich, county of 
New London and State of Connecticut, have 
invented certain Improvements in Burglar 
Alarms, of which the following is a specifica 
tion: 
Our improvement consists of a simple, ef. 

fective, and cheap device which will instantly 
awakeil a sleeper who has applied it to a door 
or window, should the door or window be 
opened by anyone effecting an entrance. 
Our especial object is to render a lodging 

room perfectly secure from burglars visits, 
Or, if such visits occur, to awaken the sleep. 
er, so that he may be enabled to meet the in 
truder aud protect his property and life. 
In the accompanying drawing, A and B are 

bells of convenient size and shape to be car 

tion or stud, C, which is threaded and tapped 
into the bell B at f g is a string or elastic 
cord, on one end of which is a screw-eye, h, 
the other end being made fast to the stud C. 
Through the stud C is a hole, e, of sufficient 
size to receive a pin or needle. a. a. a. a are 
projections on the bells AB, pointing toward 
the central shaft or stud C. d is a weight or 
hammer, hanging on the wire b, which, in turn, 
is fastened lightly to the stud C by loops or 
rings at either end, ii. 
To operate this device on a door, wind the 

cord g around the stud C. Screw the screw 
eye h into the door or door-frame deep enough 
to sustain the weight of the bells. Then, with 

the door closed, fasten the alarm to the doors 
frame by a pin or needle passed through the 
hole e and into the door-frame. In a large 
size it would be necessary to stick the pin into 
the door-frame first, then hang the alarm on 
it. In fastening the alarm to the door-frame 
care must be taken that about one-third of 
the alarm shall extend beyond the door-frame 
and in front of the door. 
When the door is opened by any one from 

the outside, the alarm. is pushed off the pin, 
and the weight of the bells causes the cord to 
be unwound, giving a rotary, motion to the 
bells, the weight or hammer d at the same 
time striking the projections at a ct a. alter 
nately, making a noise loud enough to awaken 
the soundest sleeper. - 
Should an elastic cord be used, the impetus. 

gained by the revolving bells in descending 
will cause the cord to unwind and rewind it. 
self several times before it becomes motion 
less. 
We claim- . - 

In combination with the bells A B, the 
pendent wire b, with the metallic hammer d, 
the cord g, and screw-eye h, all arranged and . 
operated as and for the purpose specified. 
In witness whereof we have hereunto set 

our hands and seals this 16th day of Febru 
ary, A. D. 1876. 

FRANK H. ALLEN. L. s. 
JAMES IATHROP. L. s. In presence of - 

JOHN DURHAM, Jr., 
LESLIE. W. BEACH. 

  


