
2 sheets--sheet 1. 
L. ST EVENS. 

Furnaces for Roasting and Smelting 0 res. 
N 0, 141, 181, Patented July 22, 1873, 

A 

v 
aé4.4 (6- a2/C/ 42722 , 
azé24-2-2 /rz 

AM Photo-l/THOGRAPHCC0. NY(assonnes PRocess) 

  



2 Sheets -- Sheet 2, 

L. ST EVENS. 
Furnaces for Roasting and Smelting 0 res. 

N 0, 141, 181, , Patented July 22, 1873. 

HisZ. 

Witnesses 

6éz.6224-4-d /24/ 22.2% 

AM. PH070-liftioGRAPHicca NY(ossoRNES PRocess) 

  



UNITED STATES PATENT OFFICE. 
LEVISTEVENS, OF WASHINGTON, DISTRICT OF COLUMBIA. 

MPROVEMENT IN FURNACES FOR ROASTING AND SMELTING ORES. 

Specification forming part of Letters Patent No. 141,1s1, dated July 22, 1873; application filed 
January 17, 1873. 

To all whom it may concern: 
Beit known that I, LEVISTEVENs, of Wash 

ington, District of Columbia, have invented a 
Combined Roasting and Smelting Furnace; 
and I do hereby declare the following descrip 
tion and accompanying drawings are sufficient 
to enable any person skilled in the art or 
science to which it most nearly appertains to 
make and use my said invention without fur 
ther invention or experiment. 
My invention relates to an improved furnace 

for roasting and smelting ores; and it consists, 
mainly, in a novel combination of a roasting 
or desulphurizing flue, having a suitable feed 
ing device, with an inclined smelting-flue, hav 
ing at its base a suitable chamber for receiv 
ing and separating the slag and metal and 
discharging the same. My invention further 
consists in a peculiarly-constructed furnace for 
burning, and a device for introducing, carbon 
ic oxide, which is formed by processes for 
which United States Letters Patent were 
granted to me February 21, 1871, and num 
bered 112,088, and also October 15, 1872, and 
numbered 132,331. The heat from this fur 
nace passes successively through the smelt 
ing-flue and the roasting-flue, and a super 
heater is so placed that it is also heated by 
the same fire. Steam from this superheater 
is introduced to the furnace with the combusti 
ble gases by my apparatus, and a pipe is so 
arranged as to lead a part of the steam to the 
roasting-flue, where it is used when desired. 
Dampers are so arranged that the heat is di 
rected into either flue or chimney, as desired, 
and the supply of air to the furnace is regu 
lated by a cock. 

Referring to the accompanying drawings 
for a more complete explanation of my inven 
tion, Figure 1 is a side elevation of my fur 
Inace. Fig. 2 is a sectional elevation, showing 
the interior arrangement. Fig. 3 is an end 
view. Fig. 4 is an enlarged view of the sup 
ply apparatus for the furnace. Fig. 5 is a cross 
section of the roasting-flue. 
A is a chamber, into which the inflammable 

gases and vapors are first received from the 
supply apparatus, and from this chamber they 
pass into the combustion-chamber, where they 
unite and are burned. The chamber A is 
closed tightly at the front where the gas en 

ters, and has a diaphragm, a, extending hor 
izontally across, just beneath the induction 
pipe. This diaphragm is constructed with a 
passage from its lower to its upper side, the 
passage being at its rear end, as shown. his 
passage admits air, when desired. Between 
the chamber A and the combustion-chamber 
B a deflector, b, is formed. This deflector may 
stand at right angles, or it may incline up 
ward or downward at such an angle as shall 
be found most suitable. Its office is to par'- 
tially arrest the current of combustible gas 
which is discharged from the nozzle of the 
Supply apparafus With immense Velocity, and 
thus insure its being ignited at the instant of 
entering the chamber B, and, further, to de 
flect the current and direct it as may be de 
sired in a reverberatory or other form of fur 
nace. From the chamber B the heat and prod 
ucts of combustion pass up the inclined flue 
D. The upper end of this flue opens into a 
chimney, E, and has also a passage connect 
ing it with the inclined flue F, having a cross 
section as shown in Fig. 5. The upper end 
of the flue F opens into a second chimney, G, 
and at this point is the feed-opening g, from 
which the ore is discharged, by any suitable 
device, into the flue F. A shaft, H, passes 
longitudinally through this flue, and propeller 
vanes I are secured upon the shaft, so that 
when it is rotated the propellers gradually 
force the ore down the incline, stirring it thor 
oughly at the same time until it reaches the 
lower end, when it will be thoroughly roasted 
and desulphurized. The shaft H may be driven 
by a worm-wheel and belt from the source of 
power, or by any suitable mechanical device. A 
damper, J, serves to turn all or part of the heat 
into the flue E, as may be desired. The ore, be 
ing thus prepared in the flueF for smelting, is 
discharged from its lower end into the flue D, 
which stands at an inclination considerably 
greater than that of the flue E. Down this 
flue the ore passes, the heat becoming more 
and more intense, and it is thus smelted, and 
by the motion the metal is separated from the 
slag and all the particles are brought togeth 
er so that they will unite by their attraction. 
This allows the body of metal to fall to the 
bottom of the chamber B, from which it can 
be drawn off by a suitable opening, K. Other 
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openings, L, are arranged for the discharge of 
the slag. The furnace will be heated wholly 
or in part by my improvement in heating-fur 
naces, the apparatus for which is shown at 
Fig. 4. M is a pipe, which brings the gases 
(protoxide of carbon and hydrogen) to the 
furnace from the retorts. The pipe M. dis 
charges into the air-pipe N, which in turn 
opens into the furnace through the nozzle O. 
A pipe, P, brings steam from the superheater 
R, and this pipe opens into the rear end of 
the nozzle in a line with its discharge-open 
ing, so that steam from the pipe mingles with 
the gases before mentioned and gives addi 
tional force to the discharge. 
is provided with a regulating-cock, S, which 
I place, preferably, behind the point at which 
the pipe M enters the air-pipe, and by meals 
of this cock the supply of oxygen from the 
air is regulated, and I am thus enabled to 
govern the heat of the furnace exactly and to 
suit it to the needs of the particular class of 
ore under treatment. The superheater R is 
so placed that a portion of the heat from the 
combustion-chamber can be utilized for super 
heating the steam, and a pipe from the super 
heater opens into the flue F, where steam can 
sometimes be used to assist the process. The 
whole arrangement is simple and economical. 

Stairs T serve to give access to a platform, 
U, by the side of the flue F, and from the 
stairs and platform the progress of the work 

The air-pipe N 

can be examined from time to time through 
suitable openings in the flues D and F. - 

Having thus described my invention, what 
I claim as new, and desire to secure by Let. 
ters Patent, is 

1. The combination, in a roasting and smelt 
ing furnace, of the inclined flues F and D with 
a single heating-furnace and regulating-damp 
ers, when constructed and arranged to oper 
ate substantially as described. 

2. The inclined flue F, provided with the re 
volving Worm or screw I, arranged to feed the 
ore gradually to the inclined flue D, substan 
tially as set forth. 

3. The combustion-chamber A and the smelt 
ing-chamber B, in combination with the flues 
D and F, all arranged to operate substantial 
ly as and for the purpose set forth. 

4. The arrangement of the gas-pipe M, air 
pipe N with its regulating-cock S, and steam 
pipe P with the nozzle O, the latter being ar 
rallged to deliver the combined gases against 
the deflecting-breast b, located between the 
combustion and smelting chambers, as shown 
and described. 

In witness whereof I hereunto set my hand 
and seal. 

LEVISTEVENS. L. s. 
Witnesses: - 

GEO. H. STRONG, 
C. M. RICHARDSON. 

  


