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To ?till whon, it may concern: 
Be it known that I, JoHN H. HERBENER, a 

citizen of the United States, residing at Provi 
dence, in the county of Providence and State 
of Rhode Island, have invented certain new 
and useful Improvements in Outdoor Beds, of 
which the following is a specification, refer 
ence being had therein to the accompanying 
drawings. - 

My invention relates to beds adapted for use 
upon verandas and elsewhere in the open air, 
and is purposed to attain improved sanitary 
results and increase the comfort of the occu 
pant through the regulation of the light, pro 
tection from atmospheric and climatic changes, 
and the exclusion of insects. 
To the above ends my invention consists in 

a bedstead provided with an adjustable jointed 
casing and attachments hereinafter described, 
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and illustrated in the accompanying drawings, 
wherein - 

Figure 1 is a transverse section of my novel 
structure closed; Fig. 2, a similar view of the 
Same, showing the casing partially opened; and 
Fig. 3, a side elevation of the same in closed 
position and showing a portion of the curtain broken away. 
Like reference-letters indicate like parts throughout the views. 

. In the drawings, at a represent the side 
boards, and b b the legs, of a bedstead A, pro 
vided with the usual headboard B, footboard 
C, and mattress D. Inclosing the mattress is 
a roof extending intermediate the upper por 
tions of the head and foot boards. The apex 
portion E of the roof is fixed at its ends in 
any suitable manner to said boards. Pivoted 
to this fixed upper roof portion on both sides 
thereof by hinges a care the swinging roof 
sections FF, whose extremities contact with 
the head and foot boards. To the lower sur 
faces of the sections FF are pivoted by hinges 
did walls or sides G. G., whose lower edges rest 
upon the upper edges of the side boards a. a. 
Each wall is provided with a large opening in 
which is mounted a meshed screen g, prefer ably of wire. 

Fixed to each wall G below the screen g by 
staples g or otherwise is the lower margin of 
a curtain H, preferably of rubber-cloth, and 

to whose upper margin is attached a cord h, 
which passes through an opening in the wall 
G above the screen and descending passes 
through a ring , so that its free end is within 
reach of the occupant of the bed, who by ex 
erting a tension upon the same can raise the 
curtain H any desired distance. 
In lieu of the means shown and described 

any other means compatible with the purposes 
of my invention may be employed to enable 
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a person in the bed to conveniently raise and . . 
lower the curtains H without involving de 
parture from the scope of my invention as 
claimed. I prefer, however, to employ the 
cords / in connection with the curtains H in 
the manner described because of the simplicity 
and cheapness of such construction and the 
fact that all a person in the bed has to do in 
order to admit light and air to the bed is to 
release one or both of the said cords, the re 
lease of a cord permitting its complementary 
curtain to fall, as shown at the right of Fig. 1. 
The operation of my structure is as follows: 

When it is desired to enter or leave the cas ing, the wall is manually raised the required 
distance into the position shown upon the left 
in Fig. 2. If it is desired to secure an unre 
stricted circulation, the parts may be lifted 
still farther, whereupon they will fold and as 
sume the relative positions indicated upon the right in Fig. 2. 
Having described my invention, what I claim is 
1. In an outdoor bed, the combination of 

head and foot boards, side boards interposed 
between and connected to the head and foot 
boards, a roof disposed between the head and 
foot boards and comprising an upper portion 
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fixed to the said head and foot boards and a 
section hinged to and arranged, when in use, 
to extend outwardly from the upper portion 
and, when idle, to rest on said upper portion, 
and a wall or side hinged to the said hinged 
section of the roof and arranged, when idle, 
to be superposed on the upper portion and 
hinged section of the roof and, when in use, 
to rest on one of the side boards. 
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2. In an outdoor bed, the combination of 
head and foot boards, side boards interposed 
between and connected to the head and foot I oo 
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tion of the roof and arranged, when idle, to 
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boards, a roof disposed between the head and same, a curtain attached along its lower edge 
foot boards and comprising an upper portion to the outer side of the wall or side below the 
fixed to the said head and foot boards and a opening and screen thereof, and means where 
section hinged to and arranged, when in use, by said curtain may be raised and lowered by 
to extend outwardly from the upper portion a person in the bed. 
and, when idle, to rest on said upper portion, In testimony whereof I have affixed my sig 
a wall or side hinged to the said hinged sec- nature in presence of two witnesses. 
be superposed on the upper portion and hinged JOHN H. HERBENER. 
section of the roof and, when in use to rest on Witnesses: f 
one of the side boards; said wall or side hav- HoRATIO. E. BELLOWs, 
ing an opening and a screen occupying the WILLIAM. S. BROWN. 


