(51) International Patent Classification:
G01J3/40 (2006.01)  G01N 33/48 (2006.01)
G01J3/44 (2006.01)  G06K 9/62 (2006.01)

(21) International Application Number:
PCT/US2015/027323

(22) International Filing Date:
23 April 2015 (23.04.2015)

(25) Filing Language:
English

(26) Publication Language:
English

(30) Priority Data:
61/983,038  23 April 2014 (23.04.2014)  US

(72) Inventors:
and


(74) Agent: MAYBERRY, Michele, L; New River Valley IP Law, PC, 1750 Kraft Drive, Suite 2200, Blacksburg, VA 24060 (US).


Declarations under Rule 4.17:
— if inventorship (Rule 4.17(iv))
— with international search report (Art. 21(3))
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments (Rule 48.2(h))

(54) Title: SYSTEM AND METHOD FOR MONITORING THE HEALTH OF DIALYSIS PATIENTS

(57) Abstract: A system and method for monitoring the health of dialysis patients with Raman spectroscopy measurements of one or more target analytes is described. The methods include irradiating one or more fluids of interest with light to produce one or more spectra and detecting the spectrum with a detector. The fluids of interest are preferably those related to dialysis, including hemodialysis and peritoneal dialysis. In a preferred embodiment, the fluids are irradiated with monochromatic light, and one or more Raman spectra are detected as a result of the irradiation. The fluids may be irradiated within the dialysis tubing itself, or removed from the dialysis tubing and irradiated in a separate chamber. The Raman spectra of one or more target analytes of a dialysis patient may be followed over time or compared to one or more reference spectra, thereby providing information on the health of dialysis patients.

FIG. 3
SYSTEM AND METHOD FOR MONITORING THE HEALTH OF DIALYSIS PATIENTS

CROSS-REFERENCE TO RELATED APPLICATIONS
[0001] This application relies on the disclosure of and claims priority to and the benefit of the filing date of U.S. Provisional Application No. 61/983,038, filed on April 23, 2014, the disclosure of which is hereby incorporated by reference herein in its entirety.

BACKGROUND OF THE INVENTION

Field of the Invention
[0002] The present invention relates to the field of clinical care of dialysis and kidney transplant patients. More particularly, the present invention relates to a system and method for monitoring the health of dialysis and kidney transplant patients with Raman spectroscopy measurements of one or more target analytes.

Description of Related Art
[0003] Kidney disease is prevalent and can lead to both acute and chronic renal failure and to end-stage renal disease (ESRD). The Centers for Disease Control and Prevention estimates that one in 10 Americans (more than 20 million people) are affected to some degree with chronic renal failure (National Kidney and Urologic Disease Information Clearinghouse, National Institutes of Diabetes, Digestive, and Kidney Diseases [NIDDK]). There is very high morbidity and mortality from ESRD. To put this in perspective, many of the more common forms of cancer have a better prospect for survival than ESRD. In addition, ESRD is a global problem ("ESRD patients in 2011: A global perspective," Fresenius Medical Corporation GmbH).

[0004] There are many causes of kidney disease, but some of the most common include inflammation (glomerulonephritis, pyelonephritis), cardiovascular disease, hypertension (high blood pressure), and diabetes mellitus (Centers for Disease Control and Prevention, National Chronic Kidney Disease Factsheet, 2014). Many kidney diseases are progressive diseases, beginning with relatively mild symptoms and manageable consequences that, with time, significantly damage and scar the kidneys. As people age, they experience more chronic kidney disease. With a continuing
increase in the proportion of the elderly of the populations of all countries, the prevalence of chronic kidney disease will rise.

[0005] Patients who are in renal failure, due to acute disease or ESRD, require intensive medical therapy. Some cases of acute renal failure can be medically managed, but virtually all patients with ESRD require either dialysis or transplantation of a kidney to live. Worldwide (2011 data), it is estimated that there were 2,164,000 ESRD patients being treated with either hemodialysis (HD) or peritoneal dialysis (PD) ("ESRD patients in 2011: A global perspective," Fresenius Medical Corporation GmbH). Fresenius Medical Corporation estimates that the number of ESRD patients increases approximately 1-4% annually, due primarily to three factors: overall population growth, increase in lifespan due to old age (ESRD is more common), and increased incidence of diseases that cause ESRD (especially diabetes and hypertension) ("ESRD patients in 2011: A global perspective," Fresenius Medical Corporation GmbH).

[0006] In healthy people with normal renal function, the kidneys constantly remove a variety of metabolic waste products from the circulation. Examples of some waste product molecules are urea, formed during metabolism of proteins and amino acids, and creatinine, formed during remodeling of skeletal muscle cells. In fact, there are hundreds of waste products that are excreted through the kidney (and also the digestive tract). In people with renal failure, these waste products cannot be efficiently excreted, and they accumulate in the circulation, producing clinical signs of illness. The clinical syndrome "uremia" (literally "urine in the blood") is diagnosed when there is retention of excessive nitrogenous wastes in the circulation and other abnormalities related to renal failure, including dystrophic/metastatic calcification of soft tissues and demineralizing osteopathy (related to poor control of dietary calcium absorption and skeletal demineralization), anemia (the kidney makes the hormone erythropoietin), and anorexia, gastritis, gastric ulceration, pruritis/neuropathy, and pericarditis.

[0007] Some retained (unfiltered or unsecreted) waste molecules are collectively referred to as "uremic toxins." More than 80 molecules have been identified that as potential uremic toxins, which contribute to systemic morbidity associated with renal failure (Dobre, M, Meyer, TW, Hostetter, TH, "Searching for uremic toxins," Clin J Am

[0008] The primary goals of dialysis are reduction in the amount of circulating small molecular weight metabolic waste products, correction of plasma hydration, and systemic ion balancing (electrolytes, H+, HC03−, phosphate, among others). Reductions in small solute waste molecules and adjustment of the concentrations of water, ions, and pH, while not trivial, are usually accomplished well with current dialyzer membranes. These are small molecules and their movement between blood and dialysate is relatively predictable and controllable, based on flow, membrane characteristics, and duration/intensity of dialysis.

[0009] Hemodialysis (HD) is a therapeutic medical process during which metabolic impurities, such as the nitrogenous waste products of protein digestion and metabolism, are removed from the body of patients with renal failure. This is accomplished by selective filtration of plasma through semipermeable, engineered polymeric membranes. For HD treatment, the circulation of the patient is connected to a dialysis machine by way of an access cannula, usually in the patient's arm. Patient blood pressure, as well as a mechanical pump in the HD machine, circulates patient blood past a selectively porous membrane ("the dialyzer" or "coil"). The porous membrane of the dialyzer facilitates removal of small molecules, such as water, electrolytes, and small molecular weight nitrogenous wastes, primarily by processes of diffusion and osmosis. The blood of the patient remains on one side of the porous membrane and an aqueous fluid ("the dialysate") circulates on the other side. Concentration differences between molecules in the patient's circulation (high
concentration of metabolic nitrogenous wastes, for example) and the dialysate (no nitrogenous wastes at the beginning of the cycle) osmotically draw waste products from the patient into the dialysate. The "patient contaminated" dialysate is constantly being discarded and replaced with fresh dialysate, providing the gradual removal of undesirable molecules from the circulation. HD patients gradually accumulate more metabolic wastes in their circulation over several days, requiring an HD treatment for several hours every few days. A typical HD patient is usually treated three or more times weekly, with 3-5 hours per treatment. A schematic simplified diagram of HD is shown in FIG. 1.

[0001 0] A second type of dialysis is peritoneal dialysis. In this type of treatment, a modified dialysate is infused into the peritoneal (abdominal) cavity of the patient with ESRD through a transabdominal, selectively porous catheter. Osmotic exchange of waste metabolites, such as urea, occurs across the thin membranes that cover the intestines and peritoneum. Periodically, the used dialysis fluids, with the dissolved waste metabolites, are drained and discarded.

[0001 1] Dialysis is a life-sustaining, temporary, maintenance medical therapy. It does not replace renal function and does not provide long-term patient survival. In reality, HD patients rarely survive more than 10 years and fewer than 40% survive more than 5 years. It is discouraging to note that the process of dialysis itself is dangerous and life-threatening. In virtually every age group studied, patients who undergo dialysis are more at risk of death than ESRD patients alone (not treated) or those treated with renal transplantation (Fink, JC, "Current outcomes for dialysis patients and improving quality of care for dialysis patients," in Principles and Practice of Dialysis, 4th ed., Henrich, WI (ed.) Wolters Kluwer/Lippincott, Williams and Wilkins, Philadelphia, 2009) ("Fink, 2009"). In this context, dialysis treatment is associated with higher mortality than medical management of ESRD. These data may not be completely representative, since dialysis patients, on average, may be more ill (thus requiring intensive medical intervention) than medically-managed ESRD patients.

[0001 2] The major cause of death in dialysis patients is cardiovascular disease. This includes death from sudden, catastrophic heart failure, myocardial infarction,

[0001 3] Taken together, this information indicates that although it is theoretically possible to maintain patients on dialysis for decades, in reality this does not occur. There could be many reasons for the disjunction between theoretical benefits of dialysis and the realities of outcomes (especially life expectancy), including that waste products of metabolism, that are detrimental to physiologic function, are not being sufficiently managed/cleared by current technology ("uremic toxins"); current methods for determining the dialysis needs of each patient (urea clearance - see below) may not accurately predict the actual dialysis needs of every patient; inadequate management of co-morbidities such as diabetes mellitus and hypertension; complications associated with, and failure of, of arteriovenous access; and/or complications of dialysis that alter patient physiology, including acid-base balance, hydration, ion trafficking, damage to formed elements of blood, and accumulation of undesirable ions from dialysates in tissues, among others.

[0001 4] No two patients receiving dialysis therapy are the same. They may differ in the degree of renal failure they are experiencing (some patients still have a small amount of residual function from their own kidneys), their metabolism and endogenous rate of generation of metabolic wastes, co-morbidities that affect metabolism and waste
generation (diabetes or heart disease, for example), and even their water intake and
diet (which affect metabolism and waste product generation). This is an important point,
discussed further below.

[00015] Despite the fact that no two HD patients are the same, virtually all HD
patients receive the same treatment - HD 'sessions' about 3x weekly for several hours
per session. This 'prescription' for HD therapy was based on an analysis of patient data
included in The National Cooperative Dialysis Study in the 1970s and the NIH HEMO
Study, summarized by Eknayan, et. al. (Eknayan, G, Beck, GJ, Cheung, AK, Daugirdas,
JT, Greene, T, Kusek, JW, Allon, M, Bailey, J, Delmez, JA, Depner, TA, Dwyer, JT,
Levey, AS, Levin, NW, Milford, E, Ornt, DB, Rocco, MV, Schulman, G, Schwab, SJ,
Teehan, BP, Toto, R, "Effects of dialysis dose and membrane flux in maintenance
("prescription") of dialysis treatment is based almost entirely on kinetic modeling of
small solute (urea) distribution and extraction during dialysis (Depner, TA, "Approach to
hemodialysis kinetic modeling," in Principles and Practice of Dialysis. 4th ed., Henrich,
success of treatment is closely monitored and adjusted accordingly (see below). During
each HD session, patients are weighed (in order to assess the rate and volume of water
accumulation from the dialysate into the patient), and have constant monitoring of blood
pressure (blood pressure can be quite labile) and body temperature (despite warming of
dialysate and patient, hypothermia is common). PD patients may be treated several
times weekly, with prescription of therapy varying among individuals. The success of
treatment of PD patients is generally based on serum creatinine values, metabolic state
and quality of life.

[00016] Laboratory and physical examinations on each patient occur frequently.
Each week (for the typical 'stable' patient), a complete blood count is performed, and
each month a complete serum chemistry profile is analyzed. Each month, the urea
reduction rate is calculated. Every 3-6 months, the lipid profile of each patient is
assessed (dyslipidemia is a common problem in HD patients) and they are screened for
the presence of hepatitis virus infections (to prevent cross-contamination of shared-use
dialysis machines and as to protect dialysis center personnel from inadvertent exposure). If patients do not appear to be responding predictably to therapy or if emergent co-morbidities are changing overall clinical status, more frequent testing and adjustment of HD or PD conditions is done (Personal communication. HJ Ballenger and RD Jarrett to JL Robertson, April 5, 2014).

Urea, a small molecule (60 Daltons) normally generated as a byproduct of protein and amino acid metabolism, is used as a marker of small solute clearance from plasma to dialysate during HD (termed the "urea reduction rate -URR"). Since urea is a byproduct of protein metabolism, it is produced in the liver during digestion and rises and falls with consumption and processing of dietary protein and during some catabolic states. Urea is considered to be a normal product of metabolism and to be relatively non-toxic, i.e., not a significant contributor to clinical symptoms of uremia and disease progression in ESRD patients (Merrill, JP, Legrain, M, Hoigne, R, Observations on the role of urea in uremia," Amer J Med 14: 519520, 1953). Physico-chemical characteristics of urea make it a suitable marker for dialysis efficacy. As a small molecule that is readily dissolved in the aqueous component of plasma, urea is readily and constantly filtered from plasma through intact nephrons in healthy kidneys. Urea is electrically neutral and crosses intact cell membranes by diffusion and facilitated transport. The movement of urea in and out of red cells is important; red cell membranes effectively transport urea and act to compartmentalize it. Other small solute molecules, such as phosphate and creatinine do not transit in red cells and this affects their distribution and clearance.

In patients with renal failure, there are insufficient intact remnant nephrons to remove urea (which is being intermittently generated by metabolism). With intermittent/constant production, but insufficient removal, urea levels in plasma ("blood urea nitrogen -BUN") rise, indicating renal dysfunction and reduced nephron mass. In a healthy person, with well-functioning kidneys and sufficient nephron mass, the value of blood urea nitrogen is 10-20 mg/dl. Values above these are suggestive of renal disease, but can be affected by state of hydration, dietary protein intake, digestion, and several other factors.
Patients with untreated ESRD commonly have BUN values >50-100 mg/dl. When a patient receives a dialysis treatment, plasma urea diffuses across the dialyzer membrane, driven by osmotic forces (low urea concentration in dialysate fluid), and is then removed as dialysate is drained and discarded. The efficiency of urea extraction is a function of type of dialyzer membrane, flow of blood and dialysate across the opposing sides of the membrane, treatment duration and frequency, and patient parameters (blood pressure, hydration (total body water and urea distribution/solute compartmentalization), state of nutrition and rate of urea generation, and residual nephron mass).

For each patient, computations of urea extraction, assessment of protein catabolism, and clinical signs indicative of proper management determine the dialysis prescription. Nephrologists adjust the prescription upwards (more frequent or intensive dialysis) if the patient is not stable or deteriorating. Most nephrologists acknowledge that while urea is useful in defining the prescription, it does not define the uremic state (or accurately reflect the many factors affecting protein metabolism).

Hemodialysis (HD) and peritoneal dialysis do not replace lost renal function. Many metabolic waste products are either too large, stereooptically-hindered, or electrostatically charged, to pass through dialyzer membranes, are bound to plasma proteins which prevent filtration, or are distributed within tissue fluid and metabolic compartments which limit exchange and equilibration with plasma. Some waste products, such as creatinine and hippurate, are partially eliminated in healthy people (with normal renal function) by secretion from cells in intact nephron segments. With the typical profound loss of intact nephrons in patients with ESRD, these secretory activities do not occur (Dobre et al., 2013). Shannon (Shannon JA, "Renal tubular excretion," Physiol Rev 19: 63-93, 1939) noted, in 1939, that there may be many solutes produced and regulated by normal kidneys that we have not even identified or measured. The loss of nephron mass undoubtedly affects their clearance - but we do not know what they are or what it means to have them accumulate in ESRD patients. The loss of clearance in ESRD (and not met with HD or PD) may affect the development of uremia and clinical progression of ESRD. This is an important point, discussed further below.
Because it is fundamentally designed to remove small solute molecules, and is relatively non-selective in doing so, HD and PD may remove nutrients (vitamin C, folic acid, vitamin B12, zinc, and amino acids, for example) that are needed for physiologic functions. This non-selective loss of metabolically-important molecules may contribute to morbidity seen in most HD patients (Dobre et al., 2013; and Kopple, JD, Kalantar-Zadeh, K, "Malnutrition and intradialytic parenteral nutrition in patients with end-stage renal disease," in Principles and Practice of Dialysis. 4th ed., Henrich, WL (ed.) Wolters Kluwer/Lippincott, Williams and Wilkins, Philadelphia, 2009)). Currently, there is no routine monitoring of "desirable molecule loss" in HD.

Uremic toxins are molecules that are normally removed from the circulation by the kidney, but that accumulate in the fluids and tissues of patients with ESRD. The molecules, also referred to as uremic retention solutes, adversely affect a variety of physiologic functions, and are associated with morbidity and mortality (Duranton et al., 2012; and Meyer, TW, Hostetter, TH, "Uremia", New Engl J Med 357: 1316-1 325, 2007; Vanholder, R, De Smet, R, Glorieux, G, Argiles, A, Baurmeister, U, Brunet, P, Clark, W, Cohen, G, De Deyn, PP, Deppisch, R, Descamps-Latscha, B, Henle, T, J6rres A, Lemke, HD, Mass,y ZA, Passlick-Deetjen, J, Rodriguez, M, Stegmayr, B, Stenvinkel, P, Tetta, C, Wanner, C, Zidek, W; European Uremic Toxin Work Group (EUTox), "Review on uremic toxins: classification, concentration, and interindividual variability," Kidney Int. 2003 May;63(5):1 934-43,2003). There is broad consensus that uremic toxins are not effectively removed by either form of dialysis; uremic toxins materially contribute to the perpetual illness, medical fragility, and decreased lifespan of HD patients; the type, concentration, kinetics of metabolism, and fluctuations in circulating levels of uremic toxins is highly variable among HD patients; it is not known which toxins or combinations of toxins are responsible for uremia; all toxins have not been clearly identified; and measurement of uremic toxins is not done dynamically, at the point of care, for individual patients; instead, these measurements and associated correlations are largely in the domain of research studies, done in academic centers, with sophisticated and costly analytical equipment and methodology.
There are three primary classes of uremic toxins, classified primarily on molecular mass and binding properties (with plasma components). In a comprehensive recent review of eighty-eight uremic toxins, Duranton, et al. (Duranton et al., 2012) noted the following distribution of currently identified molecules within these classes: free water soluble, low molecular weight molecules (<0.5 kD) 40/88 (46%); middle molecules, variable water solubility (0.5kD - 60 kD) 25/88 (28%); and protein-bound molecules 23/88 (25%). The methodology used to identify the 88 uremic toxins includes: ion exchange chromatography; gas chromatography and gas chromatography/mass spectroscopy; high performance liquid chromatography; spectrophotometry, nephelometry, fluorometry; chemiluminescence; radioimmunometry; and nuclear magnetic resonance spectroscopy.

The pace of discovering new uremic toxins is brisk. Comparing a comprehensive list of uremic toxins from the EUTOX (European Uremic Toxin Work Group) in 2003, with an updated list from 2012, there are fifty-five new toxins on the most recent list (a 175% increase in known or suspected uremic toxins in just 8 years). Data in the most recent review/listing (Duranton et al., 2012) indicated that increased sensitivity of assay methods adjusted the concentration upward (more retention in ESRD patients on HD) for several molecules. The concentrations of some molecules (indole-3-acetic acid, free/total indoxyl sulfate, free/total p-cresyl sulfate, uric acid) were felt to be underestimated by current analytic methods, based on comparisons of multiple analytical methods and reported values.

Information presented by Duranton, et. al, (Duranton et al., 2012) showed significant variation of many molecules among individual patients (termed "high" and "low" concentration molecules). These included carboxymethyllysinine, free indoxyl sulfate, and phenol- all molecules that are protein bound. Several middle molecules showed similarly high individual variation, including parathyroid hormone (PTH) fragments, TNFa, leptin, osteocalcin, and interleukin-8.

Some molecules are actually present in lower concentrations in HD patients than in patients not receiving HD. These molecules include bilirubin, reduced glutathione, a1-anti-trypsin, arginine, and homoarginine. Biological functions of these
molecules include vasodilation, free radical quenching/scavenging, and control of inflammation. Reduction of normal physiological concentrations of these molecules likely has some role in the morbidity associated with uremia and ESRD.

[00028] Thirty-two uremic toxins identified in the 2003 EUTox data (Vanholder, R, De Smet, R, Glorieux, G, Argiles, A, Baurmeister, U, Brunet, P, Clark, W, Cohen, G, DeDeyn, PP, Deppisch, R, Descamps-Latscha, B, Henle, T, J6rres A, Lemke, HD, Mass, y ZA, Passlick-Deetjen, J, Rodriguez, M, Stegmayr, B, Stenvinkel, P, Tetta, C, Wanner, C, Zidek, W; European Uremic Toxin Work Group (EUTox), "Review on uremic toxins: classification, concentration, and interindividual variability," Kidney Int. 2003 May;63(5):1 934-43, 2003) were found to be present at lower concentrations in patients dialyzed with current, improved methodology. This data suggests that new technologies and more aggressive HD use may significantly affect the concentrations of uremic toxins in the circulation of HD patients. From this information, it is abundantly clear that many molecules reflecting both health and disease are present in blood, plasma, urine, and, importantly, in the waste dialysis stream of hemodialysis equipment.

[00029] The present inventors have shown by analysis of dialysate waste stream samples that the composition of the dialysate waste stream changes from the beginning to the end of the dialysis cycle in terms of both the types and concentrations of dialyzable molecules present. These changes represent the kinetic efficiency of the dialysis process. Such changes are not currently and routinely monitored by any dialysis system. These important and unique observations can be used to assess the efficacy of the dialysis process and dialysis equipment.

[00030] Unless improvements are made in the process of dialysis (more efficient machines that more effectively mimic renal excretory functions, more effective application of individualized patient "prescriptions"), patients with ESRD are doomed to ongoing illness and shortened lifespans. Current laboratory methods to assess dialysis efficacy do not allow dynamic assessment of patients during and between therapies and are not designed to assess the kinetic role of uremic toxins in disease progression.
Efforts in this area and related areas include those described in U.S. Patent Nos. 7,326,576, 8,945,936, 8,953,159, U.S. Patent Application Publication No. 20080097272, and International Publication No. WO 2012/140022. Despite these efforts, there remains a need in the art for systems and methods which improve the health assessment and management of dialysis patients.

SUMMARY OF THE INVENTION

In one embodiment, the present invention provides a system and method for monitoring, through Raman spectrometry in real-time and at the point of patient care, the efficiency of dialysis or transplant allograft function in removing toxic metabolic wastes and other target analytes from patients with End Stage Renal Disease (ESRD). Embodiments of the system and method of the invention capture a 'molecular footprint' of Raman spectra that indicate the presence or concentration of one or more target analytes during dialysis sessions and dynamically analyze their removal from blood. This also includes similar measurements in urine from dialysis or renal transplant patients. Through the use of algorithms, the Raman spectra of one or more target analytes may be compared to those stored in memory, and one or more dialysis treatment outcome characteristics may be determined. In addition, the system and method may be used to determine unique metabolic waste signatures for individual patients and provide a means for longitudinal assessment of dialysis efficiency during individual or chronologically separate dialysis treatments, and from these assessments treatment decisions may be made. Further, effects of intercurrent disease morbidities on the production of toxic metabolic wastes can be assessed with the system and method of the present invention, further improving individual patient care. Embodiments of the system of the invention can be economically retrofitted to existing hemodialysis systems as well and used effectively in multipatient hemodialysis centers. As well, embodiments of the system of the invention can be applied to the analysis of urine or other fluids from patients being treated for renal failure.
BRIEF DESCRIPTION OF THE DRAWINGS

[00033] The accompanying drawings illustrate certain aspects of embodiments of the present invention, and should not be used to limit the invention. Together with the written description the drawings serve to explain certain principles of the invention.

[00034] FIG. 1 is a schematic diagram of a conventional hemodialysis system.

[00035] FIG. 2 is a schematic diagram of an embodiment of a system according to the invention.

[00036] FIG. 3 is a schematic diagram of an embodiment of a method according to the invention.

[00037] FIG. 4 is a flowchart showing an embodiment of a method of the invention.

[00038] FIG. 5 is a table showing characteristics of six hemodialysis patients and samples associated with them that were the subject of Raman analysis of dialysate.

[00039] FIG. 6 is a graph of a Raman spectrum annotated to show characteristic peaks of representative target analytes.

[00040] FIG. 7 is a graph of Raman spectra of the six dialysis patients over three time points relative to a control sample.

[00041] FIGS. 8A-8F are graphs showing the results of Discriminate Analysis for each patient 1-6, respectively.

[00042] FIGS 9A and 9B are graphs showing the results of Discriminate Analysis for male and female patients, respectively.

[00043] FIGS. 10A and 10B are graphs showing the results of Discriminate Analysis for all of the samples for Patients 2-5 and Patients 4-5, respectively.

[00044] FIG. 11 is a graph of a Raman spectrum of a Control Sample showing Peak Analysis.

[00045] FIG. 12 a graph of Raman spectra obtained from the six dialysis patients at three time points relative to control showing Peak Analysis.
FIG. 13 is a graph of a Raman spectra of Patient 4 over three time points showing Peak Analysis.

FIGS. 14-20 are graphs showing the kinetics of different target analyte clearances over three time points during the hemodialysis treatment for each of the six patients, with FIGS. 14A and 14B comparing urea clearances with that of creatinine, FIG. 15 showing carbohydrate modulation, FIG. 16 showing low MW triglyceride clearances, FIG. 17 showing glycine secretion, FIG. 18 showing aspartic acid/asparagine modulation, FIG. 19 showing glutamic acid/glutamine modulation, and FIG. 20 showing sodium bicarbonate secretion.

FIG. 21 is a graph showing that chemometric analysis of Raman spectra indicated that the six patients have different starting/finish points and paths.

FIG. 22 is a graph showing chemometric analysis of just the finishing points, indicating that the patient's kinetics tend to converge toward the healthy control, yet all six patients finished treatment with a different physiology.

DETAILED DESCRIPTION OF VARIOUS EMBODIMENTS OF THE INVENTION

Reference will now be made in detail to various exemplary embodiments of the invention. It is to be understood that the following discussion of exemplary embodiments is not intended as a limitation on the invention. Rather, the following discussion is provided to give the reader a more detailed understanding of certain aspects and features of the invention.

Raman spectroscopy is a spectroscopic technique based on inelastic scattering of monochromatic light (termed the "Raman effect"). This occurs when a photon of monochromatic light interacts with a molecule to be measured (sample), resulting in absorption and reemission (scattering) at a different frequency than the monochromatic light. Different functional groups produce characteristic peaks in a plot of intensity versus Raman shift. In this way, the chemical composition of a sample may yield a molecular "fingerprint" which can be analyzed. Raman spectroscopy is
particularly advantageous in that it can be used on a variety of samples with little or no sample preparation, and requires small sample volumes (e.g. 1 µl).

The present inventors have determined that several Raman spectroscopic methods can be used to acquire meaningful signatures of chemical composition of analytes in biological fluids and other samples. When the analytical data from these spectroscopic measurements are computationally normalized and then processed and further analyzed, the resultant data produces biologically relevant information that can be used to determine states of health and disease.

Embodiments of the present invention provide methods and systems based on applied methods of Raman spectroscopy that will allow a clinician to analyze the molecular components in fluid samples and to utilize the analysis of these components to assess health and disease, and in particular, the health of dialysis and transplant patients. In embodiments, the system provides objective quantitative data that, when combined with disease-specific logical algorithms, can be used to modify disease treatments and which can assist in the development of individual patient-specific medical therapy.

Provided by embodiments of the invention is a method for determining dialysis treatment efficacy, the method comprising: providing a Raman spectrum of analytes present in a patient sample associated with a dialysis patient; providing one or more Raman spectrum of analytes present in one or more reference sample associated with the dialysis patient and/or associated with other dialysis patients; comparing the Raman spectrum of the dialysis patient with the one or more reference samples to determine whether an analyte pattern of two or more select analytes is present in both; and based on the comparing, determining disease state status of the patient. Similarly, embodiments can be used to determine functioning of renal transplants by analysis of urine specimens from transplant patients.

According to methods of the invention, the analyte pattern can comprise two or more analytes chosen from creatinine, uric acid, uric acid based compounds, interleukin-8, bilirubin, α1-anti-trypsin, arginine, homoarginine, urea, urea-based
compounds, urea nitrogen based compounds, ammonium-based compounds, nitrogen-based compounds, vitamins, vitamin C, vitamin B₁₂, folic acid, zinc, amino acids, proteins, nucleic acids, pharmaceutical compounds, 2-heptanal, 2-hexenal, 2-nonenal, 4-decenal, 4-HO-decenal, 4-HO-hexenal, 4-HO-nonenal, 4-HO-octenal, 4 pyrididone-3-carboxy-1-p-D-ribonucleoside, 8-Hydroxy-2'deoxyguanosine, a Keto δ guanidinovlaeric acid, antranilic acid, argininic acid, asymmetric and symmetric dimethylarginine, cysteine, decanal, dimethylamine, ethylamine, guanidine, guanidinoacetic acid, guanidine succinic acid, heptanal, hexanal, hypoxanthine, malondialdehyde, methylguanidine, monomethylamine, neopterine, nicotinamide, N methyl-2-pyridone-5-carboxamide, N-methyl-4-pyridone-3-carboxamide, nonanal, noradrenaline, oxalate, phenylacetic acid, dimethylarginine, trimethylamine, trimethylamine-N-oxide, 3 carboxy-4-methyl-5-propyl-2-furan-propanoic acid, acrolein, carboxymethyllysine, dihydroxyphenylalanine, hippuric acid, homocysteine, indicant, indole-3-acetic acid, indoxyl sulfate, indoxyl-p-D-glucoronide, kynurenic acid, p-cresyl sulfate, pentosidine, phenol, putrescine, permidine, thiocyanate, α1-acid glycoprotein, α1-microglobulin, β-trace protein, β2 microglobulin, adiponectin, angiogenin, calcitonin, complement factor D, cyststain C, fibroblast growth factor-23, glutathione, reduced glutathione, IGF-1, IL-6, IL-8, IL-10, leptin, hemoglobin, myoglobin, osteocalcin, parathyroid hormone (PTH), prolactin, resistin, retinal binding protein, soluble intracellular adhesion molecule-1, TNF-a, and vascular endothelial growth factor. The number of analytes selected for the fingerprint pattern is not critical and can range from 2 to 1,000, such as from 5-500, or from 10-300, or from 15-200, or from 25-100, or any range in between. Any one or more of the analytes mentioned in this specification can be used, and in any combination, even with other analytes.

[00056] Methods of embodiments of the invention can further comprise determining if there are any differences between the analyte patterns of the Raman spectrum of the reference and patient samples. Such analysis is helpful for determining the extent of a disease state of a patient, especially to determine if a patient's health is improving or deteriorating in response to hemodialysis treatment.
According to such methods, the one or more reference sample is typically collected at a time previous to collection of the patient sample. The reference sample can also be collected after the treatment, if associated with other dialysis or transplant patients that are not the subject dialysis or transplant patient. In embodiments, the one or more reference sample is associated with the dialysis or transplant patient, and/or associated with other dialysis or transplant patients.

The patient sample of such methods is preferably a dialysate, blood, or plasma, or urine, but can be any sample from or associated with a patient.

In one embodiment, the present invention provides a method for monitoring target analytes in one or more biological fluids of interest. The methods include irradiating the biological fluid of interest with light to produce one or more spectrum and detecting the spectrum with a detector. The biological fluids of interest are preferably those related to dialysis, including hemodialysis and peritoneal dialysis. For example, the biological fluids of interest irradiated with light may include blood entering a hemodialysis system, blood exiting a hemodialysis system, used dialysate exiting a dialysis system, or urine. In a preferred embodiment, the fluids are irradiated with monochromatic light, and one or more Raman spectra are detected as a result of the irradiation. The fluids may be irradiated within the dialysis tubing itself, or removed from the dialysis tubing and irradiated in a separate chamber.

The one or more Raman spectra may represent one or more target analytes that are indicative of the health of a dialysis or transplant patient. Thus, one embodiment of the invention comprises the steps of a) irradiating a sample representing a biological fluid of interest, wherein the biological fluid of interest relates to a dialysis or transplant patient b) detecting one or more Raman spectra of one or more target analytes from the sample and c) determining the health of the dialysis or transplant patient based on the Raman spectra of the one or more target analytes. In this embodiment, the health of the dialysis or transplant patient may include any observation that is associated with dialysis or transplantation of ESRD patients, including an assessment of uremia, an observation of uremic toxicity, an observation of loss of vital
nutrients, an observation of altered pharmacokinetics of a pharmaceutical being administered to a patient, the presence or risk for complications associated with dialysis, transplantation, or end-stage renal failure, and the like. The one or more target analytes may include combinations of analytes that provide characteristic signatures of the above.

[00061] In another embodiment, the one or more Raman spectra may represent one or more target analytes that are used to monitor the efficacy of a dialysis treatment. Thus, one embodiment of the invention comprises the steps of a) irradiating a sample representing a biological fluid of interest, wherein the biological fluid of interest relates to a dialysis patient, b) detecting one or more Raman spectra of one or more target analytes from the sample, and c) monitoring the efficacy of the dialysis treatment based on the Raman spectra of the one or more target analytes. In this embodiment, the efficacy of dialysis treatment may be monitored by following the change in concentration, or kinetics, of one or more target analytes over time. The one or more target analytes may include urea or other related nitrogenous compounds, or may be distinct from and unrelated to urea. The target analytes may include combinations of analytes that provide characteristic signatures on the progress of dialysis treatment.

[00062] In an additional embodiment, the method above may further include: d) making a dialysis treatment decision based on the monitoring of the efficacy of the dialysis treatment. The dialysis treatment decision may include 1) increasing or decreasing the amount of time that the patient is on the dialyzer, 2) increasing or decreasing the blood flow through the dialyzer, or 3) a combination of these.

[00063] In embodiments of the methods of the invention, either the presence or the concentration of the one or more target analytes may be monitored. The one or more target analytes may be compared to one or more reference analytes. For example, the presence or concentration of one or more target analytes may be followed in a single patient and compared to one or more reference values. The one or more reference values may be indicative of a clinical observation associated with dialysis.
treatment. For example, in one embodiment, when one or more target analytes exceed concentrations stored in memory, a finding of uremic toxicity may be inferred.

[00064] Additionally, the presence or concentration of one or more target analytes in a single patient may be compared to those measured in the fluids of other dialysis or transplant patients or groups of dialysis or transplant patients. The other patients or groups of patients may have common clinical characteristics related to end-stage renal failure, dialysis, or transplantation, including efficacy or complications of treatment, and these may be indicated by characteristic signatures of Raman spectra. In this way, Raman spectra from an individual patient may be compared to those representing a clinical observation associated with dialysis or transplantation treatment, and from this, clinical observations may be inferred from the Raman spectra of the patient.

[00065] In another embodiment, the present invention provides a method for monitoring dialysis of a patient. The method may comprise a) irradiating a sample of blood or dialysate from a dialysis patient, b) obtaining Raman spectra of one or more target analytes, c) comparing the obtained spectrum to one or more Raman spectra stored in memory, and d) analyzing or comparing the obtained Raman spectra with those stored in memory to determine a dialysis treatment characteristic of a patient. The blood or dialysate can be irradiated with a probe that is configured to emit monochromatic light and receive Raman scattered light. The probe can be configured to irradiate a sample in a dialysis tube of a patient in real-time or near real-time to determine the presence and/or concentration of an analyte in the dialysis tube. Alternatively the sample may be separated from the flow of dialysis fluid or may be a urine specimen or other biologically-derived fluid for carrying out the determination of the presence and/or concentration of the analytes.

[00066] In another embodiment, shown in FIG. 2, the present invention provides a system comprising a Raman spectrometer 110 operably connected to a computing device 120, through a cable 105 (or wireless connection, not shown). The computing device 120 comprises an input/output device 122 and one or more processors 124 operably connected to a memory 130. The memory can comprise a set of computer-
executable instructions 132 for performing the algorithms of the invention and one or more databases 134, 136 for storing spectra obtained from the Raman spectrometer. The databases 134, 136 may include patient-specific, group-specific, and/or dialysis treatment outcome-specific Raman spectral signatures. In embodiments, the Raman spectrometer 110 may comprise an excitation source, a sampling apparatus, and a detector. In one embodiment, the excitation source is a laser, the detector is a spectrometer, and the sampling apparatus is a fiber optic probe 140 that terminates in chamber 142 connected to the dialysate waste output tube 155 coming from dialyzer 170, which tube ends in waste dialysate collection container 158. Dialyzer 170 has fresh dialysate intake 165 originating from fresh dialysate container 162. Dialyzer 170 also has removed blood input 172 originating from a patient (not shown) and clean blood output 177 returning to the patient.

[00067] The Raman spectrometer may be a benchtop or a handheld spectrometer. Examples of benchtop Raman spectrometers include those described in U.S. Patent Nos. 5,786,893; 5,534,997; and US 6,100,975. Examples of handheld Raman spectrometers are described in U.S. Patent No. 7,505,128; US 7,524,671; U.S. Patent Nos. 7,651,851 and 8,699,020, and U.S. Patent Application Publication No. 20140052386 A1. The fiber optic probe may have a dichroic mirror, which separates Raman scattered light from laser light by reflecting laser light and allowing Raman-scattered wavelengths to pass. Laser light and Raman scattered light may be transmitted through separate fibers (collection fiber(s) and excitation fiber(s)). Filters may be placed before the fibers for blocking undesirable wavelengths, such as a long pass filter placed before the collection fiber (blocks reflected laser light) and a band-pass filter placed before the excitation fiber (blocks Raman scattered light). The fiber optic probe may include one or more lenses for focusing the light onto the sample or onto the fibers. An example of such a fiber optic probe is the RAMAN PROBE™, described in U.S. Patent No. 5,112,127. Another example is a Raman fiber optic probe embedded in a microfluidic device, described in U.S. Patent No. US 8,638,431. Another example is a dual and multi-wavelength Raman sampling probe described in U.S. Patent Application Publication No. 20120099102.
The laser may emit monochromatic light at any wavelength, including far infrared, mid infrared, infrared, near infrared, visible light, ultra-violet, and extreme-ultraviolet, or at multiple wavelengths. The choice of wavelength may depend on the target molecule one wishes to measure. For example, for visible wavelengths such as blue or green can be good for inorganic molecules, while ultraviolet wavelengths may be optimal for measuring biomolecules such as proteins, RNA, and DNA as these tend to absorb UV radiation. In addition, embodiments may include multiple lasers to represent multiple wavelengths.

The Raman spectra stored in memory may be those from the same patient, and/or those from different patients. In one embodiment, the Raman spectra stored in memory are obtained from one or more earlier samples during the course of dialysis. By comparing the Raman spectra from a current sample to that of one or more previous samples, the time course of dialysis may be monitored. Through this way, the kinetics of one or more target analytes may be followed, either in the blood or the waste dialysate of the patient, and the progress of the dialysis may be monitored as well as potential complications. The target analytes may include one or more uremic toxins, nutritional factors, electrolytes, and pharmaceutical compounds or metabolites. The target analytes may include urea or related compounds, or may be unrelated to urea.

In another embodiment, the Raman spectra stored in memory may be those from different patients. For example, the Raman spectra stored in memory may be from one or more groups of patients, wherein each group shares one or more dialysis treatment characteristics. In this embodiment, Raman spectra obtained from the patient can be compared with those representative or not representative of a dialysis treatment characteristic using an algorithm which classifies the patient's spectra according to how much it resembles the spectra of the two groups. In this way, the patient may be assigned a dialysis treatment characteristic based on the classification. The dialysis treatment characteristic may include successful treatment, failed treatment, incomplete treatment, or complicated treatment.

In embodiments, the Raman spectra provide characteristic signatures that are indicative of one or more dialysis treatment characteristics. The Raman spectra may
represent a single analyte or multiple target analytes, including anywhere from 2 to 100 analytes or more. The characteristic signatures may indicate a variety of treatment outcomes. For example, one group of Raman spectra may be highly indicative of uremic toxicity, while another group of Raman spectra may be highly indicative of a nutritional deficiency resulting from the dialysis procedure. Another group of Raman spectra may be indicative of altered pharmacokinetics of a pharmaceutical resulting from the dialysis procedure. Another group of Raman spectra may indicate complications of either the dialysis procedure itself or end-stage renal disease. The groups of Raman spectra may be generally composed of the spectra of 2-10 analytes, but larger groups are possible.

[00072] Thus, one embodiment of the invention provides a method comprising a) providing a plurality of Raman spectra representative of one or more target analytes stored in memory, b) receiving spectra from a Raman spectrometer of the one or more target analytes obtained from a sample from a dialysis patient, and c) analyzing the received spectra with a processor; wherein the analysis is based on the plurality of spectra stored in memory and provides an indication of a dialysis treatment characteristic of the patient.

[00073] In one aspect of this embodiment the plurality of Raman spectra are obtained from samples from at least a first and second group of patients having different dialysis treatment characteristics and an algorithm is used to classify the dialysis treatment characteristic of the patient based on the plurality of Raman spectra of the first or the second group of patients.

[00074] In another aspect of this embodiment, the plurality of Raman spectra representative of one or more target analytes stored in memory are obtained from a sample of the patient at a first time point, the spectra is received at second later time point, and the spectra from the second time point is compared to the spectra of the first time point to provide an indication of the dialysis treatment characteristic of the patient.

[00075] Another embodiment comprises a method for monitoring the health of dialysis patients, the method comprising a) receiving spectra from a Raman spectrometer of one or more target analytes obtained from a first sample from a dialysis
patient at a first time point, b) storing the spectra in memory, c) receiving spectra from a Raman spectrometer of one or more target analytes obtained from a second sample from the dialysis patient at a second later time point, d) comparing the Raman spectra from the second time point with the Raman spectra from the first time point with a processor, and e) determining a dialysis treatment outcome characteristic of the dialysis patient based on the comparison.

[00076] The one or more target analytes can be urea or related molecules. In other embodiments, the target analytes are not related to urea. The one or more target analytes may be selected from the group comprising, consisting of, or consisting essentially of uremic toxins, nutritional factors, electrolytes, and pharmaceutical compounds (such as acetaminophen or acetylsalicylic acid) or metabolites.

[00077] The dialysis treatment characteristic may be selected from the group comprising, consisting of, or consisting essentially of successful treatment, failed treatment, and complicated treatment. Further, the dialysis treatment outcome characteristic may be based on the kinetics of the one or more target analytes. In embodiments, the method may further comprise making a treatment decision based on the dialysis treatment characteristic. For example, the treatment decision may determine whether to continue or terminate dialysis treatment.

[00078] Another embodiment comprises a method for monitoring the health of dialysis patients, the method comprising a) providing one or more reference sets of a plurality of Raman spectra of one or more target analytes stored in memory, wherein the reference sets represent one or more dialysis treatment outcome characteristics, b) receiving spectra from a Raman spectrometer of the one or more target analytes obtained from a sample from a dialysis patient, c) analyzing the received Raman spectra with a processor according to an algorithm, wherein the analysis is based on a comparison of the received Raman spectra with the plurality of Raman spectra stored in memory, and d) determining a dialysis treatment outcome characteristic of the dialysis patient based on the analysis.
Another embodiment provides a method comprising a) providing a plurality of Raman spectra representative of one or more target analytes stored in memory wherein the plurality of Raman spectra are obtained from samples from at least a first and second group of dialysis patients, wherein the first group of patients share a first dialysis treatment outcome characteristic and the second group of patients share a second dialysis treatment outcome characteristic, b) receiving spectra from a Raman spectrometer of the one or more target analytes obtained from a sample from a dialysis patient, c) analyzing the received spectra with a processor according to an algorithm, wherein the analysis is based on the plurality of spectra stored in memory and is used to classify the patient's treatment outcome characteristic according to the first or the second group of patients.

In one aspect of these embodiments, the first dialysis treatment outcome characteristic is the presence of uremia and the second treatment outcome characteristic is the absence of uremia.

In another aspect of these embodiments, the first dialysis treatment outcome characteristic is the presence of one or more uremic toxins above a concentration threshold and the second dialysis treatment outcome characteristic is the absence of one or more uremic toxins above the concentration threshold.

In another aspect of these embodiments, the first dialysis treatment outcome characteristic is the presence of one or more nutritional factors above a concentration threshold and the second dialysis treatment outcome characteristic is the absence of one or more nutritional factors above the concentration threshold.

In another aspect of these embodiments, the first dialysis treatment outcome characteristic is the presence of one or more complications from end-stage renal failure and the second dialysis treatment outcome characteristic is the absence of one or more complications of end-stage renal failure.

In another aspect of these embodiments, the first dialysis treatment outcome characteristic is the presence of one or more dialysis complications and the
second dialysis treatment outcome characteristic is the absence of one or more dialysis complications.

[00085] In another aspect of these embodiments, the first dialysis treatment outcome characteristic is successful treatment and the second dialysis treatment outcome characteristic is treatment failure.

[00086] In the methods of the invention, the analytes (or "target analytes" used interchangeably herein) can be measured in various fluid lines of a kidney hemodialysis machine or from a peritoneal catheter in the case of peritoneal dialysis. Kidney dialysis machines are well known in the art and are illustrated, for example, in U.S. Patent Nos. 3,598,727, 4,172,033, 4,267,040, and 4,769,134, 6,284,131. In one embodiment, the analytes are measured in the used dialysate (dialysate exiting the dialyzer). In another embodiment, the analytes are measured in blood entering the hemodialysis machine (from the patient). In another embodiment, the analytes are measured in the blood exiting the hemodialysis machine (to the patient). Used dialysate will typically contain target analytes (e.g. waste products) extracted from blood entering the dialyzer. The other constituents of used dialysate are excess electrolytes leaving the dialyzer. However, used dialysate should provide a cleaner sample as it is absent Raman spectra from blood constituents. As used herein a "sample from a dialysis patient" includes direct samples (e.g. blood leaving the dialysis patient) as well as indirect samples (e.g. blood exiting the dialysis machine or waste dialysate).

[00087] The analytes can be measured in the tubing entering or exiting the hemodialysis machine. For example, in one embodiment, a laser beam can be directed into a segment of the dialysis tubing (used in either hemodialysis or peritoneal dialysis). In another embodiment, a probe such as a miniaturized fiber optic probe can be inserted into the dialysis tubing. In another embodiment, surface enhanced Raman spectroscopy (SERS) sensors, such as those described in U.S. Patent No. 8,953,159, are placed in the dialysis tubing. Alternatively or in addition, one or more of the analytes can be measured in samples taken from the patient, including blood, plasma, urine, feces, saliva, and cerebrospinal fluid.
[00088] In one embodiment, the analytes are intermediates or end-products of metabolic processes occurring in the patient. The intermediates or end-products may be a result of anabolism, catabolism, energy transformations, xenobiotic transformations, microbial reactions, among others. The intermediates or end-products may be freely soluble in blood, or bound to proteins specifically or non-specifically, and may be organic or inorganic molecules, and/or found in urine. In another embodiment, the analytes are biomolecules such as proteins or nucleic acids. Examples of protein analytes include antibodies or antibody fragments, structural proteins, enzymes, messenger proteins, and transport/storage proteins. Non-limiting examples of nucleic acids analytes include genomic DNA, mRNA, rRNA, tRNA, siRNA, and ribozymes. Additionally, the analytes may be indicators of the nutritional status of the patient (e.g. vitamins, minerals, cofactors). In an exemplary embodiment, the analytes, as described herein, are uremic toxins, or suspected uremic toxins. The uremic toxins, or suspected uremic toxins, may have (or may be suspected to have) deleterious effects on a dialysis patient as a result of a shift in blood concentration in comparison to levels that occur in the population with normal renal function. The uremic toxins may have deleterious effects through a variety of mechanisms, such as by inhibiting enzymes, transport functions, protein synthesis, DNA synthesis, energy transformations, metabolism, and the like. Alternatively or in addition, one or more of the analytes may include one or more xenobiotics (e.g. pharmaceutical compounds).

[00089] In embodiments, analytes that can be measured according to the methods of the invention include, but are not limited to, free water-soluble low molecular weight molecules, protein-bound molecules, and mid-range molecular weight molecules. Examples of free water-soluble low molecular weight molecules that can be measured according to methods of the invention include, without limitation 2-heptanal, 2-hexenal, 2-nonenal, 4-decenal, 4-HO-decenal, 4-HO-hexenal, 4-HO-nonenal, 4-HO-octenal, 4-pyrididone-3-carboxy-1'-p-D-ribonucleoside, 8-Hydroxy-2'deoxyguanosine, a-Keto-5-guanidinovlaeric acid, antranilic acid, argininic acid, asymmetric dimethylarginine, cysteine, decanal, dimethyamine, ethylamine, guanidine, guanidinoacetic acid, guanidine succinic acid, hepatanal, hexanal, hypoxanthine,
malondialdehyde, methylguanidine, monomethylamine, neopterine, nicotinamide, N-methyl-2-pyridone-5-carboxamide, N-methyl-4-pyridone-3-carboxamide, nonanal, noradrenaline, oxalate, phenylacetic acid, symmetric dimethylarginine, trimethylamine, trimethylamine-N-oxide, and uric acid. Examples of protein-bound molecules that can be measured according to methods of the invention include, without limitation 3-carboxy-4-methyl-5-propyl-2-furan-propanoic acid, acrolein, carboxymethyllysine, dihydroxyphenylalanine, hippuric acid, homocysteine, indicant, indole-3-acetic acid, indoxyl sulfate, indoxyl-p-D-glucoronide, kynurenic acid, p-cresyl sulfate, pentosidine, phenol, putrescine, permidine, and thiocyanate. Examples of mid-range molecular weight molecules that can be measured according to methods of the invention include, without limitation, α1-acid glycoprotein, α1-microglobulin, β-trace protein, P2-microglobulin, adiponectin, angiogenin, calcitonin, complement factor D, cystatin C, fibroblast growth factor-23, glutathione, oxidized glutathione, IGF-1, IL-6, IL-8, IL-10, leptin, hemoglobin, myoglobin, osteocalcin, PTH, prolactin, resistin, retinal binding protein, soluble intracellular adhesion molecule-1, TNF-a, and vascular endothelial growth factor. Additionally, the analytes may include any molecule listed in the EUTox Uremic Toxin Database (maintained by the EUTox Work Group, a working group of the "European Society of Artificial Organs" (ESAO) and an endorsed working group of the "European Renal Association-European Dialysis Transplantation Association" (ERA-EDTA)). The analytes may include any molecule recited above, or any combination of molecules recited above.

[00090] In some cases, the target analytes may indicate pathological processes in a dialysis patient, such as a necrotic process (e.g. liver enzymes) or an inflammatory process (cytokines). Additionally, the target analytes may be factors that are prognostic or diagnostic of other pathological processes (cancer, heart disease). By measuring these target analytes in the blood, urine, or dialysate of a patient, the health of the patient may be inferred.

[00091] The presence and/or the concentration of the analytes may be determined. The analytes may be measured either as raw spectral intensity measurements or normalized measurements, or converted to concentration values. For
example, U.S. Patent No. 7,326,576 discloses the ability of Raman spectroscopy to produce a concentration correlation with intensity values for urea measured in human blood plasma samples to which increasing amounts of urea were added. The results showed a linear correlation between the peak height at 1001 cm\(^{-1}\) and urea concentration. In embodiments of this invention, however, this invention does not limit its analysis to urea, and includes other target analytes including combinations or groups of analytes which may be more clinically significant measures of uremic toxicity than urea itself. As provided above, urea itself is relatively non-toxic and does not contribute significantly to the symptoms of uremia. However, it is conceivable that the concentrations of other analytes could be determined in a similar manner, not just limited to blood but other medical fluids of interest such as dialysate, urine, feces, etc. In embodiments, Raman-based CHEMOMETRIC FINGERPRINTING\(^{\text{TM}}\) can be performed, where a fingerprint or pattern of a number of select analytes is compared between the test sample (patient sample) and the reference data to determine health of a patient and/or efficacy of treatment.

[00092] In one embodiment, the analytes are selected to provide a measurement of toxicity to the patient. In one embodiment, the analytes include urea-based compounds, urea nitrogen based compounds, ammonium-based compounds, uric acid based compounds, and nitrogen-based compounds. Hence, in one embodiment, the methods of present invention are directed to monitoring the levels of blood urea nitrogen in patients undergoing dialysis. However, in other embodiments, the analytes include molecules or a combination of molecules that don't reflect the level of blood urea nitrogen, but provide a better indication of uremic toxicity. Thus, in some embodiments, the analyte or analytes are not urea or not chemically related to urea.

[00093] The term "level" or "levels" of an analyte, as used herein, refers to concentration of a constituent, such as a constituent of a dialysate fluid. The concentration levels are readily derivable from Raman spectral measurements. Thus, the "level" can also be measured based on Raman spectral data. Without the need, in all instances, to convert such data into concentration values. The term "level" is also meant to include the magnitude of a quantity considered in relation to an arbitrary
reference value. For example, a look-up table can be used for plotting predictions of analyte concentration versus a reference comprising of healthy individuals or threshold concentrations in healthy individuals. In other embodiments, a standard curve generated from known analyte concentrations can be used.

[00094] In carrying out embodiments of methods of the invention, several commercially-available Raman spectroscopic devices can be used for initial data acquisition from samples, and a number of other devices that are commercially-available can be used to increase the convenience and accuracy of the Raman spectroscopic analytical data. These devices are manufactured by various commercial ventures and are readily available.

[00095] In embodiments of the method, fluids generated during human patient hemodialysis or peritoneal dialysis, specifically the dialysate waste stream, contain dialyzable molecules that can be collected during the dialysis process and analyzed with Raman spectroscopic methods. Patient urine specimens may also be collected and analyzed by these methods. Once raw data acquisition has taken place, the raw spectroscopic information can be subjected to computational normalization and then to complex computational analysis through one or more algorithms. The algorithms may be any one of machine learning or predictive or classification algorithms such as hierarchical clustering, k-means clustering, linear discriminant analysis, principle components analysis, logistic regression, support vector machines, k-nearest neighbor, decision trees, neural networks, Bayesian networks, and Hidden Markov models.

[00096] The analysis of specific molecules in the waste dialysate, urine, or other fluids, derived from computations of the invention can be used to determine observations relevant to the management of kidney failure with dialysis or after transplantation. This includes evaluation of the health of dialysis patients, evaluation of the efficacy of the dialysis treatment, and longitudinal health monitoring. These observations may relate to diagnostic or prognostic biomarkers of complications of end stage renal disease or complications of the dialysis treatment itself. The diagnostic or prognostic biomarkers may be population-specific, race-specific, age-specific, gender-specific, or patient-specific. The diagnostic or prognostic biomarkers may indicate or
predict one or more complications of end-stage renal disease, including anemia, bleeding from the stomach or intestines, bone, joint, and muscle pain, changes in blood sugar (glucose), nerve damage, fluid buildup around the lungs, high blood pressure, heart attack, and heart failure, high potassium levels, increased risk of infection, liver damage or failure, malnutrition, miscarriages or infertility, restless legs syndrome, stroke, dialysis dysequilibrium syndrome, seizures, and dementia, swelling and edema, and weakening of the bones and fractures. Conversely, the analytes may be prognostic of favorable treatment outcomes of dialysis where these complications are prevented or delayed.

[00097] The system and method of the invention are useful for a variety of applications related to ongoing monitoring and the management of health of dialysis and renal transplant patients. In one application, the urea reduction efficiency for a patient undergoing dialysis can be determined in real-time or near real-time and a kinetic plot of dialysis efficiency can be generated based on the urea reduction rate kinetics. Efficiency may be determined by one of two parameters. Urea reduction ratio (URR) indicates the reduction in urea as a result of dialysis and is commonly expressed as a percentage. Kt/V is another indicator of dialysis adequacy, where K stands for the dialyzer clearance, the rate at which blood passes through the dialyzer, expressed in milliliters per minute (mL/min), t stands for time, Kt, is clearance multiplied by time, representing the volume of fluid completely cleared of urea during a single treatment, and V is the volume of water a patient's body contains. The Kt/V is mathematically related to the URR and is in fact derived from it, except that the Kt/V also takes into account two additional factors 1) urea generated by the body during dialysis 2) extra urea removed during dialysis along with excess fluid. A patient's URR or Kt/V can be increased either by increasing time on dialysis or increasing blood flow through the dialyzer.

[00098] In another application, the chemical composition of the dialysate waste stream can be determined in real-time or near real-time, which can be used to determine the clearance of many medically important molecules during the process of dialysis. The medically important molecules may be any of the analytes described above. The analytes may be used as indicators of dialysis efficiency or as indicators or
predictors of complications of failed dialysis or end-stage renal failure or as indicators or predictors of successful dialysis treatment.

[00099] In another application, the presence and amount of certain molecules that are by-products of metabolism, termed "uremic toxins" or "suspected uremic toxins" as discussed previously, can be determined in real-time or near real-time, and these can be partially or fully acquired through dialysis and which may be present in the dialysate waste stream or the patient's blood. These may be used as indicators or predictors of complications of inadequate dialysis treatment.

[00100] In another application, the efficiency and accuracy of each individual dialysis treatment for each patient can be determined, and this information can be stored, compared, and used on an ongoing temporal basis to determine adequacy or limitations of therapy. These stored measurements can be subsequently used to revise and plan dialysis therapy specific for each patient and which could be adjusted to changes in the health and well-being of the patient.

[00101] In another application, comparison of samples from individuals, between individuals, and among groups of individuals undergoing dialysis treatment, the presence or persistence of novel molecules that may indicate changes in the patterns of disease, including insights into etiologies, comorbidities, and progression to treatment failure, can be ascertained.

[00102] In another application, by application of these tools and methods, advantages and disadvantages associated with specific components of hemodialysis machines, including dialyzer coils and dialyzer coil membranes, can be gauged.

[00103] In another application, by application of these tools and methods, advantages and disadvantages associated with the frequency and type of hemodialysis can be obtained, including benefits and risks of the use of high- and low-flux dialyzer membranes, and more/less frequent use of dialysis (number of treatments per week, duration of individual treatments, intervals between treatments),

[00104] In another application, the need for nutritional and metabolic supplementation for individual patients to replace or maintain biologically-important
molecules such as vitamins, minerals, and amino acids, that may be unintentionally lost during the process of dialysis, may be ascertained. This can be based on the presence of these nutrients in fluids such as dialysate, blood, and urine. From these values, the degree and kinetics of loss during the process of dialysis can be obtained.

[0001 05] In another application, modifications that can be made to the composition of the dialysate fluid can be determined, making it more efficient for the dialysis process and improving the temporal health outcomes for the patient. The modifications can be made based on the efficiency of the dialysis determined from methods of the invention.

[0001 06] In another application, the need for changing (increasing/decreasing) the dosages of pharmaceuticals used to manage patient disease that may be unintentionally lost during the process of dialysis can be determined. This can be based on the presence of the parent compound or metabolites in fluids such as dialysate, blood, and urine. From these values, the degree and kinetics of loss during the process of dialysis can be obtained.

[0001 07] In another application, molecules that are markers of disease that may be then used as the basis for improved medical management with pharmaceuticals can be ascertained.

[0001 08] In another application, the viability of renal transplants can be evaluated. Blood and urine samples can be measured to determine renal clearances of urea or alternative markers of renal sufficiency.

[0001 09] In another application, the system and method of the invention can be used for drug metabolism/kinetics studies. These studies can be performed on end-stage renal failure patients (including those receiving and not receiving dialysis) as well as patients with normal renal function.

[0001 10] A method of determining a patient-specific dialysis prescription is also included in embodiments of the invention, the method comprising: subjecting a patient to a dialysis treatment based on a first dialysis prescription; during the dialysis treatment, taking multiple samples associated with the patient; measuring a Raman spectrum of analytes present in the samples; determining the kinetics of the analytes
based on the Raman spectrum; and modifying the first dialysis prescription based on the kinetics of the analytes to produce a second dialysis prescription that is patient-specific. According to such methods the samples can be taken at various time interval, such as at the beginning, middle, and end of the dialysis treatment.

[0001 11] The analytes monitored according to such methods can be chosen from one or more of creatinine, uric acid, uric acid based compounds, interleukin-8, bilirubin, α1-anti-trypsin, arginine, homoarginine, urea, urea-based compounds, urea nitrogen based compounds, ammonium-based compounds, nitrogen-based compounds, vitamins, vitamin C, vitamin B12, folic acid, zinc, amino acids, proteins, nucleic acids, pharmaceutical compounds, 2-heptanal, 2-hexenal, 2-nonenal, 4-decenal, 4-HO-decenal, 4-HO-hexenal, 4-HO-nonenal, 4-HO-octenal, 4 pyrididone-3-carboxy-1 -β-D-ribonucleoside, 8-Hydroxy-2'deoxyguanosine, a Keto δ guanidinolaeric acid, antranilic acid, argininic acid, dimethylarginine, cysteine, decanal, dimethylamine, ethylamine, guanidine, guanidinoacetic acid, guanidine succinic acid, hepatanal, hexanal, hypoxanthine, malondialdehyde, methylguanidine, monomethylamine, neopterine, nicotinamide, N methyl-2-pyridone-5-carboxamide, N-methyl-4-pyridone-3-carboxamide, nonanal, noradrenaline, oxalate, phenylacetic acid, dimethylarginine, trimethylamine, trimethylamine-N-oxide, 3 carboxy-4-methyl-5-propyl-2-furan-propanoic acid, acrolein, carboxymethyllysine, dihydroxyphenylalanine, hippuric acid, homocysteine, indicant, indole-3-acetic acid, indoxyl sulfate, indoxyl-p-D-glucoronide, kynurenic acid, p-cresyl sulfate, pentosidine, phenol, putrescine, permidine, thiocyanate, α1-acid glycoprotein, α1-microglobulin, β-trace protein, β2 microglobulin, adiponectin, angiogenin, calcitonin, complement factor D, cyststain C, fibroblast growth factor-23, glutathione, reduced glutathione, IGF-1, IL-6, IL-8, IL-10, leptin, myoglobin, osteocalcin, parathyroid hormone (PTH), prolactin, resistin, retinal binding protein, soluble intracellular adhesion molecule-1, TNF-a, and vascular endothelial growth factor.

[0001 12] Samples associated with the patient can be a dialysate, or any body fluid taken from the patient, such as blood samples, plasma samples, and/or urine samples.

[0001 13] Based on the results of such analysis, modifying of the first dialysis prescription can involve a change in the prescription relative to the first prescription
where longer or shorter dialysis treatment times are prescribed, an increase or decrease in the rate of blood flow through a dialyzer is prescribed, and/or an increase or decrease in the frequency of dialysis treatments is prescribed for the patient.

[0001 14] Further, in embodiments of the system, probes can be inserted into the dialysate waste stream of hemodialysis equipment that can acquire a "Raman signal" or fluid sample that can be used for acquisition of "Raman signal" for the purposes described above. Additionally, complex diagnostic algorithms can be used in conjunction with the Raman data to assess the disease state of individuals suffering acute and chronic organ failure, including kidney failure.

[0001 15] Additional embodiments include automated data collection and analysis systems for processing information from one, two, or more hemodialysis machines simultaneously and providing logical relevant information to hemodialysis personnel for patient management.

[0001 16] Additional embodiments include computational systems and algorithms to relate the levels and interrelationships of various molecules identified by sampling to individual patient health.

[0001 17] In additional embodiments, other samples can be analyzed according to the method of the invention, including, plasma, urine, perfusion fluids, and feces with similar applications and outcomes, with the exception that information would be would be derived from individual patient samples and not analyzed in real-time.

[0001 18] In addition, other uses for these analytical and computational methods described/proposed here that fall within the scope of the invention.

[0001 19] FIG. 3 is a flowchart that depicts another embodiment of a method 1000 of the invention. As shown, a patient with end-stage renal failure receives a dialysis prescription 1050 and undergoes hemodialysis 1100. The dialysate waste stream is monitored, and Raman spectrometry data is continuously collected 1150. The Raman data undergoes signal conditioning during which the data is filtered and the Raman spectra normalized 1200. A principle components analysis error detection method is optionally used to purge bad data 1250 so that only the highest quality data is retained.
A linear discriminant analysis is optionally used on the retained data 1300 to monitor the hemodialysis treatment progress. The linear discriminant analysis 1300 evaluates treatment progress based on a comparison between a vast database of extreme and normal Raman spectra 1450 which provide a collection of all possible scenarios and outcomes, along with a patient-specific database and time-course 1400. As a result, a decision is made based on treatment progress and results in an updated treatment protocol 1350, which feeds back to the patient-specific time course 1400. An expert clinician 1500 provides expert input and validation to accept, reject, or alter the updated treatment protocol. At this time, it is determined whether treatment is complete 1550- if yes, the hemodialysis is finished, and if no, the treatment protocol is updated, and then fed back into the hemodialysis prescription 1050.

[0001.20] Similar to FIG. 3, FIG. 4 is a flow chart showing an embodiment of a method of the invention. First, real-time measurements of Raman spectra of target analytes are obtained, including target analytes such as one or more of urea, carbohydrates, triglycerides, amino acids, small molecule markers, and/or uremic toxins. The measurements include absolute values and dynamics. The spectra are fed into a statistical model, which can include CHEMOMETRIC FINGERPRINTING™ analysis, and algorithms such as artificial neural networks and principal components analysis. Values from a patient database of short and long-term health responses of multiple patients may be incorporated into the statistical model. As a result of the statistical model, critical health concerns may be identified or a custom dialysis prescription or a dynamic dialysis prescription based on patient response may be generated.

[0001.21] It will be understood that some or all of the method steps described in this specification may be carried out by a group of computer-executable instructions that may be organized into routines, subroutines, procedures, objects, methods, functions, or any other organization of computer-executable instructions that is known or becomes known to a skilled artisan in light of this disclosure, where the computer-executable instructions are configured to direct a computer or other data processing device such as a processor to perform one or more of the specified processes and operations. The
computer-executable instructions may be written in any suitable programming language or languages, including C, C++, C#, Visual Basic, Java, Python, Perl, PHP, Html, CSS, and JavaScript.

[0001 22] In other embodiments of the invention, files comprising the set of computer-executable instructions may be stored in computer-readable memory on a single computer or distributed across multiple computers. A skilled artisan will further appreciate, in light of this disclosure, how the invention can be implemented, in addition to software, using hardware or firmware. As such, as used herein, the operations of the invention can be implemented in a system comprising any combination of software, hardware, or firmware.

[0001 23] Embodiments of the invention also include a non-transitory computer readable medium comprising one or more computer files comprising a set of computer-executable instructions for performing one or more of the calculations, steps, processes and operations described and/or depicted herein. In exemplary embodiments, the files may be stored contiguously or non-contiguously on the computer-readable medium. Embodiments may include a computer program product comprising the computer files, either in the form of the computer-readable medium comprising the computer files and, optionally, made available to a consumer through packaging, or alternatively made available to a consumer through electronic distribution. As used in the context of this specification, a "computer-readable medium" includes any kind of computer memory such as floppy disks, conventional hard disks, CD-ROM, Flash ROM, non-volatile ROM, electrically erasable programmable read-only memory (EEPROM), and RAM. In exemplary embodiments, the computer readable medium has a set of instructions stored thereon which, when executed by a processor, cause the processor to perform the steps described in this specification. The processor may implement this process through any of the procedures discussed in this disclosure or through any equivalent procedure.

[0001 24] For example, one embodiment of the invention includes one or more non-transitory computer-readable media, at least one having one or more reference sets of a plurality of Raman spectra of one or more target analytes stored thereon, wherein the
reference sets represent one or more dialysis treatment outcome characteristics, and at least one having a set of computer-executable instructions stored thereon that direct a computer to a) receive spectra from a Raman spectrometer of the one or more target analytes obtained from a sample from a dialysis patient, b) analyze the received Raman spectra with a processor according to an algorithm, wherein the analysis is based on a comparison of the received Raman spectra with the plurality of Raman spectra stored on the non-transitory computer-readable media, and c) determine a dialysis treatment outcome characteristic of the dialysis patient based on the analysis.

[0001 25] Another embodiment of the invention includes a non-transitory computer-readable medium having a set of computer-executable instructions stored thereon that direct a computer to a) receive spectra from a Raman spectrometer of one or more target analytes obtained from a first sample from a dialysis patient at a first time point, b) store the received spectra in memory, c) receive spectra from a Raman spectrometer of one or more target analytes obtained from a second sample from the dialysis patient at a second later time point, d) compare the spectra from the second time point with the spectra from the first time point with a processor, and e) determine a dialysis treatment outcome characteristic of the dialysis patient based on the comparison.

[0001 26] In other embodiments of the invention, files comprising the set of computer-executable instructions may be stored in computer-readable memory on a single computer or distributed across multiple computers. A skilled artisan will further appreciate, in light of this disclosure, how the invention can be implemented, in addition to software, using hardware or firmware. As such, as used herein, the operations of the invention can be implemented in a system comprising any combination of software, hardware, or firmware.

[0001 27] Embodiments of the invention include one or more computers or devices loaded with a set of the computer-executable instructions described herein. The computers or devices may be a general purpose computer, a special-purpose computer, or other programmable data processing apparatus to produce a particular machine, such that the one or more computers or devices are instructed and configured to carry out the calculations, processes, steps, and operations of the invention. The
computer or device performing the specified calculations, processes, steps, and operations may comprise at least one processing element such as a central processing unit (i.e. processor) and a form of computer-readable memory which may include random-access memory (RAM) or read-only memory (ROM). The computer-executable instructions can be embedded in computer hardware or stored in the computer-readable memory such that the computer or device may be directed to perform one or more of the processes and operations depicted and/or described herein. The computers or devices may include one or more of the databases described herein stored in computer memory. The computers or devices may be connected to a Raman spectrometer described herein through a wired or wireless connection.

[0001.28] Additional embodiments of the invention comprise a computer system for carrying out the methods of the invention. The computer system may comprise a processor for executing the computer-executable instructions, one or more databases described herein, a user interface, and a set of instructions (e.g. software) for carrying out the method. The computer system can be a stand-alone computer, such as a desktop computer, a portable computer, such as a tablet, laptop, PDA, or smartphone, or a set of computers connected through a network including a client-server configuration and one or more database servers. The network may use any suitable network protocol, including IP, UDP, or ICMP, and may be any suitable wired or wireless network including any local area network, wide area network, Internet network, telecommunications network, Wi-Fi enabled network, or Bluetooth enabled network.

[0001.29] Embodiments of the invention include a system comprising a Raman spectrometer comprising a laser, a spectrometer, and a fiber optic probe, and a computer comprising an input/output device, a processor, and a memory operably connected to the Raman spectrometer. In this embodiment, the fiber optic probe is adapted to continuously measure a dialysate waste stream from a hemodialysis machine. In one embodiment, to continuously measure the dialysate involves taking measurements at selected time intervals, and preferably automatically or pre-programmed to take measurements at selected times. The memory has one or more reference sets of a plurality of Raman spectra of one or more target analytes stored
thereon, wherein the reference sets represent one or more dialysis treatment outcome characteristics. In this embodiment, the laser is configured to excite one or more target analytes in the dialysate waste stream which correspond to the one or more target analytes of the reference sets at a wavelength that produces Raman spectra.

[000130] Example

[000131] Six patients (three male and three female) with a differing history of hemodialysis (first instance to 6 years) were the subject of a study for measuring the kinetics of target analytes during a hemodialysis treatment using Raman spectroscopy. Dialysate samples were collected at beginning (A), middle (B), and end (C) of the prescription cycle (Samples A, B, and C). All patients were dialyzed against G2231 dialysate and Optiflux High Fluid Coil. There was no significant variation in total prescription time (221-244 minutes). No significant variation in eating was observed. One patient (Patient #1) was a known diabetic. Characteristics of the dialysis patients are shown in the table in FIG 5.

[000132] For analysis, 500 μL of a sample associated with a patient was placed on a foil tray, and allowed to air dry. This dried sample was analyzed using the Bruker Senterra Raman microscope. Comparisons were made between "dried" and "liquid" phase measurements. Correlations were already established between Raman bands and experimentally measured amino acids (UPLC) and fatty acids (GC-MS). Standards were used for urea and bicarbonate. Literature data are available for carbohydrates and small molecules. The Raman Spectra obtained from the OPUS software was processed in Matlab software to normalize the data, and average the spectra of each sample. These were then plotted in Excel. Results of the experiment fall into two categories, Discriminate Analysis and Peak Analysis.

[000133] Peak Analysis was conducted to identify specific peaks of interest, which correlate to specific chemical compounds that dialysis should be affecting. Exemplary peaks of interest include Urea (-1 000 cm⁻¹), Sodium Bicarbonate (-1 040 cm⁻¹), Glucose/Fatty Acids/Triglycerides (-1 070 cm⁻¹), and Carbohydrates (~930cm⁻¹).
[000134] FIG. 6 is an example of a Raman spectrum obtained in this Example. Forty five peaks were identified that change with time and the patient.

[000135] FIG. 7 shows Raman spectra of the six dialysis patients over the three time points relative to a control sample. These spectra were subject to Discriminate Analysis. The results of Discriminate Analysis for each patient are shown in FIGS. 8A-SF. Due to the limited time points, as well as limited knowledge of the time interval between samples, it is difficult to determine a mathematical relationship between the Patient samples. However, the relative diffusivity of the clusters may allow for further analysis. FIGS. 9A and 9B show the results of analysis by gender, which did reveal differences between the distinctiveness of the clusters. This could signify differences in effectiveness of the treatment determined by gender. FIGS. 10A and 10B show a Discriminate Analysis of all the samples, which did show difference from the control, as well as from one another. This was true based on history of hemodialysis, gender, and through each of the time points.

[000136] FIG. 11 shows the results of Peak Analysis of a Control Sample. The control sample shows no peaks characteristic of urea or glucose. FIG. 12 shows the result of peak analysis for all spectra obtained from the six dialysis patients at the three time points relative to control. The annotated spectra in FIGS. 11 and 12 show the peaks characteristic for carbohydrates, urea, sodium bicarbonate, and glucose/fatty acids/triglycerides. FIG. 13 shows the results of Peak Analysis for an individual patient (Patient 4) over the three time points.

[000137] FIGS. 14-20 show the kinetics of different target analyte clearances over the three time points during the hemodialysis treatment for each of the six patients, with FIGS. 14A and 14B comparing urea clearances with that of creatinine, FIG. 15 showing carbohydrate modulation, FIG. 16 showing low MW triglyceride clearances, FIG. 17 showing glycine secretion, FIG. 18 showing aspartic acid/asparaginase modulation, FIG. 19 showing glutamic acid/glutamine modulation, and FIG. 20 showing sodium bicarbonate secretion. A takeaway point from these figures is that the clearance patterns of the target analytes over the three time points differed between patients and were thus highly patient-specific.
FIG. 21 shows that the above chemometric (or "fingerprint") analysis of Raman spectra showed that the six patients have different starting/finish points and paths. FIG. 22 shows just the finishing points, indicating that the patient's kinetics tend to converge toward the healthy control, yet all six patients finished treatment with a different physiology.

In summary, the results of the Example show that 1) the presence of multiple, diverse target analytes can be measured with Raman spectrometry from dialysate from hemodialysis patients over a course of a dialysis treatment, 2) the kinetics of these analytes over treatment can be followed, 3) the kinetics tends to be patient-specific indicating physiological differences between patients over the course of treatment, 4) the kinetics tend to converge toward a healthy control, although physiological differences remained at the end of treatment. Thus, the results show that measuring target analytes in the dialysate of individual patients can be used to inform patient-specific dialysis prescriptions based on the kinetics of target analytes. For example, the kinetics of individual target analytes may suggest 1) longer or shorter dialysis treatment times, 2) increasing or decreasing the rate of blood flow through the dialyzer, and/or 3) increasing or decreasing the frequency of dialysis treatments. A skilled artisan (e.g. expert clinician) would be able to determine a patient-specific dialysis prescription based on the kinetics of the target analytes.

The present invention has been described with reference to particular embodiments having various features. In light of the disclosure provided above, it will be apparent to those skilled in the art that various modifications and variations can be made in the practice of the present invention without departing from the scope or spirit of the invention. One skilled in the art will recognize that the disclosed features may be used singularly, in any combination, or omitted based on the requirements and specifications of a given application or design. When an embodiment refers to "comprising" certain features, it is to be understood that the embodiments can alternatively "consist of" or "consist essentially of" any one or more of the features.
Other embodiments of the invention will be apparent to those skilled in the art from consideration of the specification and practice of the invention.

[0001 41] It is noted in particular that where a range of values is provided in this specification, each value between the upper and lower limits of that range is also specifically disclosed. The upper and lower limits of these smaller ranges may independently be included or excluded in the range as well. The singular forms "a," "an," and "the" include plural referents unless the context clearly dictates otherwise. It is intended that the specification and examples be considered as exemplary in nature and that variations that do not depart from the essence of the invention fall within the scope of the invention. Further, all of the references cited in this disclosure are each individually incorporated by reference herein in their entireties and as such are intended to provide an efficient way of supplementing the enabling disclosure of this invention as well as provide background detailing the level of ordinary skill in the art.
CLAIMS

1. A method for determining dialysis treatment efficacy, the method comprising:
   providing a Raman spectrum of analytes present in a patient sample associated with a dialysis patient;
   providing one or more Raman spectrum of analytes present in one or more reference sample associated with the dialysis patient and/or associated with other dialysis patients;
   comparing the Raman spectrum of the dialysis patient with the one or more reference samples to determine whether an analyte pattern of two or more select analytes is present in both; and
   based on the comparing, determining disease state status of the patient.

2. The method of claim 1, wherein the analyte pattern comprises two or more analytes chosen from creatinine, uric acid, uric acid based compounds, interleukin-8, bilirubin, α-anti-trypsin, arginine, homoarginine, urea, urea-based compounds, urea nitrogen based compounds, ammonium-based compounds, nitrogen-based compounds, vitamins, vitamin C, vitamin B12, folic acid, zinc, amino acids, proteins, nucleic acids, pharmaceutical compounds, 2-heptanal, 2-hexenal, 2-nonenal, 4-decenal, 4-HO-decenal, 4-HO-hexenal, 4-HO-nonenal, 4-HO-octenal, 4-pyrididone-3-carboxy-1-β-D-ribonucleoside, 8-Hydroxy-2′deoxyguanosine, a-Keto-5-guanidinolaeric acid, antranilic acid, argininic acid, dimethylarginine, cysteine, decanal, dimethylamine, ethylamine, guanidine, guanidinoacetic acid, guanidine succinic acid, hepatanal, hexanal, hypoxanthine, malondialdehyde, methylguanidine, monomethylamine, neopterine, nicotinamide, N-methyl-2-pyridone-5-carboxamide, N-methyl-4-pyridone-3-carboxamide, nonanal, noradrenaline, oxalate, phenylacetic acid, dimethylarginine, trimethylamine, trimethylamine-N-oxide, 3-carboxy-4-methyl-5-propyl-2-furan-propanoic acid, acrolein, carboxymethyllysine, dihydroxyphenylalanine, hippuric acid, homocysteine, indicant, indole-3-acetic acid, indoxyl sulfate, indoxyl-p-D-glucoronide, kynurenic acid, p-cresyl sulfate, pentosidine, phenol, putrescine, permidine, thiocyanate, α1-acid glycoprotein, α1-microglobulin, β-trace protein, p2-microglobulin, adiponectin,
angiogenin, calcitonin, complement factor D, cystatin C, fibroblast growth factor-23, glutathione, reduced glutathione, IGF-1, IL-6, IL-8, IL-10, leptin, hemoglobin, myoglobin, osteocalcin, parathyroid hormone (PTH), prolactin, resistin, retinal binding protein, soluble intracellular adhesion molecule-1, TNF-α, and vascular endothelial growth factor.

3. The method of claim 1 or 2, further comprising determining differences between the analyte patterns of the Raman spectrum of the reference and patient samples to determine extent of the disease state.

4. The method of claim 1 or 2, wherein the one or more reference sample is collected at a time previous to collection of the patient sample.

5. The method of claim 4, wherein the one or more reference sample is associated with the dialysis patient.

6. The method of claim 4, wherein the one or more reference sample is associated with other dialysis patients.

7. The method of claim 4, wherein the one or more reference sample includes one or more reference sample associated with the dialysis patient and one or more reference sample associated with other dialysis patients.

8. The method of claim 1 or 2, wherein the patient sample is a dialysate.

9. The method of claim 1 or 2, wherein the patient sample is blood.

10. The method of claim 1 or 2, wherein the patient sample is plasma.

11. The method of claim 1 or 2, wherein the patient sample is urine.
12. A method for monitoring the health of a dialysis patient, the method comprising:
   providing one or more reference sets of a plurality of Raman spectra of one or more target analytes stored in memory, wherein the reference sets represent one or more dialysis treatment outcome characteristics;
   receiving Raman spectra of the one or more target analytes obtained from a sample from a dialysis patient;
   analyzing the received Raman spectra with a processor according to an algorithm, wherein the analysis is based on a comparison of the received Raman spectra with the plurality of Raman spectra stored in memory; and
   determining a dialysis treatment outcome characteristic of the dialysis patient based on the analysis.

13. A method for monitoring the health of a dialysis patient, the method comprising:
   receiving spectra from a Raman spectrometer of one or more target analytes obtained from a first sample from a dialysis patient at a first time point;
   storing the spectra in memory;
   receiving spectra from a Raman spectrometer of one or more target analytes obtained from a second sample from the dialysis patient at a second later time point;
   comparing the Raman spectra from the second time point with the Raman spectra from the first time point with a processor; and
   determining a dialysis treatment outcome characteristic of the dialysis patient based on the comparison.

14. The method of claim 12, wherein the reference sets represent a first dialysis treatment outcome characteristic and a second dialysis treatment outcome characteristic.

15. The method of claim 14, wherein the first dialysis treatment outcome characteristic is the presence of uremia.
16. The method of claim 15, wherein the second dialysis treatment outcome characteristic is the absence of uremia.

17. The method of claim 14, wherein the first dialysis treatment outcome characteristic is the presence of one or more uremic toxins above a threshold concentration and the second dialysis treatment outcome characteristic is the absence of one or more uremic toxins above a threshold concentration.

18. The method of claim 14, wherein the first dialysis treatment outcome characteristic is the presence of one or more nutritional factors above a threshold concentration and the second dialysis treatment outcome characteristic is the absence of one or more nutritional factors above a threshold concentration.

19. The method of claim 14, wherein the first dialysis treatment outcome characteristic is the presence of one or more complications from end-stage renal failure and the second dialysis treatment outcome characteristic is the absence of one or more complications of end-stage renal failure.

20. The method of claim 14, wherein the first dialysis treatment outcome characteristic is the presence of one or more dialysis complications and the second dialysis treatment outcome characteristic is the absence of one or more dialysis complications.

21. The method of claim 14, wherein the first dialysis treatment outcome characteristic is incomplete treatment and the second dialysis treatment outcome characteristic is completed treatment.

22. The method of claim 14, wherein the reference sets of the plurality of Raman spectra are obtained from a first group and second group of patients, wherein the first group of patients shares the first dialysis treatment outcome characteristic and the second group of patients shares the second dialysis treatment outcome characteristic.
23. The method of claim 12 or 13, wherein the sample is a dialysate, waste dialysate, perfusate, a body fluid, blood, plasma, feces, urine, cerebrospinal fluid, or saliva.

24. The method of claim 23, wherein the blood is a sample of blood disposed in dialysis tubing at a point prior to the blood entering a hemodialysis machine.

25. The method of claim 23, wherein the blood is a sample of blood disposed in dialysis tubing at a point after the blood exits a hemodialysis machine.

26. The method of claim 12, wherein the algorithm is chosen from hierarchical clustering, k-means clustering, linear discriminant analysis, principle components analysis, logistic regression, support vector machines, k-nearest neighbor, decision trees, neural networks, Bayesian networks, and Hidden Markov models.

27. The method of claim 12 or 13, wherein the target analytes are chosen from one or more of the following: creatinine, uric acid, uric acid based compounds, interleukin-8, bilirubin, a1-anti-trypsin, arginine, homoarginine, urea, urea-based compounds, urea nitrogen based compounds, ammonium-based compounds, nitrogen-based compounds, vitamins, vitamin C, vitamin B12, folic acid, zinc, amino acids, proteins, nucleic acids, pharmaceutical compounds, 2-heptanal, 2-hexenal, 2-nonenal, 4-decenal, 4-HO-decenal, 4-HO-hexenal, 4-HO-nonenal, 4-HO-octenal, 4-pyrididone-3-carboxy-1-β-D-ribonucleoside, 8-Hydroxy-2'deoxyguanosine, a-Keto-5-guanidinovlaeric acid, antranilic acid, argininic acid, dimethylarginine, cysteine, decanal, dimethylamine, ethylamine, guanidine, guanidinoacetic acid, guanidine succinic acid, hepatanal, hexanal, hypoxanthine, malondialdehyde, methylguanidine, monomethylamine, neopterine, nicotinamide, N-methyl-2-pyridone-5-carboxamide, N-methyl-4-pyridone-3-carboxamide, nonanal, noradrenaline, oxalate, phenylacetic acid, dimethylarginine, trimethylamine, trimethylamine-N-oxide, 3-carboxy-4-methyl-5-propyl-2-furan-propanoic acid, acrolein, carboxymethyllysine, dihydroxyphenylalanine, hippuric acid, homocysteine, indicant, indole-3-acetic acid, indoxyl sulfate, indoxyl-p-D-glucoronide,
kynurenic acid, p-cresyl sulfate, pentosidine, phenol, putrescine, permidine, thiocyanate, α1-acid glycoprotein, α1-microglobulin, β-trace protein, p2-microglobulin, adiponectin, angiogenin, calcitonin, complement factor D, cystatin C, fibroblast growth factor-23, glutathione, reduced glutathione, IGF-1, IL-6, IL-8, IL-10, leptin, hemoglobin, myoglobin, osteocalcin, parathyroid hormone (PTH), prolactin, resistin, retinal binding protein, soluble intracellular adhesion molecule-1, TNF-α, and vascular endothelial growth factor.

28. The method of claim 12 or 13, wherein the dialysis is hemodialysis.

29. The method of claim 12 or 13, wherein the dialysis is peritoneal dialysis.

30. The method of claim 1, 12, or 13, wherein the analytes are chosen from one or more of urea toxins, nutritional factors, electrolytes, and pharmaceutical compounds.

31. The method of claim 12 or 13, wherein the dialysis treatment outcome characteristic is based on the kinetics of the one or more target analytes.

32. One or more non-transitory computer-readable media, at least one having one or more reference sets of a plurality of Raman spectra of one or more target analytes stored thereon, wherein the reference sets represent one or more dialysis treatment outcome characteristics, and at least one having a set of computer-executable instructions stored thereon that direct a computer to:

- receive spectra from a Raman spectrometer of the one or more target analytes obtained from a sample from a dialysis patient;
- analyze the received Raman spectra with a processor according to an algorithm, wherein the analysis is based on a comparison of the received Raman spectra with the plurality of Raman spectra stored on the non-transitory computer-readable media; and
determine a dialysis treatment outcome characteristic of the dialysis patient based on the analysis.

33. A non-transitory computer-readable medium having a set of computer-executable instructions stored thereon that direct a computer to:
   receive spectra from a Raman spectrometer of one or more target analytes obtained from a first sample from a dialysis patient at a first time point;
   store the received spectra in memory;
   receive spectra from a Raman spectrometer of one or more target analytes obtained from a second sample from the dialysis patient at a second later time point;
   compare the spectra from the second time point with the spectra from the first time point with a processor; and
   determine a dialysis treatment outcome characteristic of the dialysis patient based on the comparison.

34. A system comprising:
   a Raman spectrometer comprising a laser, a spectrometer, and a fiber optic probe;
   and
   a computer comprising an input/output device, a processor, and a memory;
   wherein the computer is operably connected to the Raman spectrometer;
   wherein the fiber optic probe is adapted to measure a dialysate waste stream from a hemodialysis machine at automated time intervals.

35. The system of claim 34, wherein the memory has one or more reference sets of a plurality of Raman spectra of one or more target analytes stored thereon, wherein the reference sets represent one or more dialysis treatment outcome characteristics.

36. The system of claim 35, wherein:
   the laser is configured to excite one or more target analytes in the dialysate waste stream at a wavelength that produces Raman spectra; and
the one or more target analytes in the dialysate waste stream correspond to the
one or more target analytes of the reference sets.

37. A method of determining a patient-specific dialysis prescription, comprising:
subjecting a patient to a dialysis treatment based on a first dialysis prescription;
during the dialysis treatment, taking multiple samples associated with the patient;
measuring a Raman spectrum of analytes present in the samples;
determining the kinetics of the analytes based on the Raman spectrum; and
modifying the first kinetics of the analytes to produce a second dialysis prescription that is patient-specific.

38. The method of claim 37, wherein the samples are taken at the beginning, middle,
and end of the dialysis treatment and are dialysate samples.

39. The method of claim 37, wherein the analytes are chosen from one or more of
creatinine, uric acid, uric acid based compounds, interleukin-8, bilirubin, α1-anti-trypsin,
arginine, homoarginine, urea, urea-based compounds, urea nitrogen based compounds,
ammonium-based compounds, nitrogen-based compounds, vitamins, vitamin C, vitamin
B12, folic acid, zinc, amino acids, proteins, nucleic acids, pharmaceutical compounds,
2-heptanal, 2-hexenal, 2-nonenal, 4-decenal, 4-HO-decenal, 4-HO-hexenal, 4-HO-
nonenal, 4-HO-octenal, 4 pyrididone-3-carboxy-1 -p-D-ribonucleoside, 8-Hydroxy-
2'deoxyguanosine, a Keto δ guanidinovlaeric acid, antranilic acid, argininic acid,
dimethylarginine, cysteine, decanal, dimethylamine, ethylamine, guanidine,
guanidinoacetic acid, guanidine succinic acid, heptanal, hexanal, hypoxanthine,
malondialdehyde, methylguanidine, monomethylamine, neopterine, nicotinamide, N
methyl-2-pyridone-5-carboxamide, N-methyl-4-pyridone-3-carboxamide, nonanal,
noradrenaline, oxalate, phenylacetic acid, dimethylarginine, trimethylamine,
trimethylamine-N-oxide, 3 carboxy-4-methyl-5-propyl-2-furan-propanoic acid, acrolein,
carboxymethyllysine, dihydroxyphenylalanine, hippuric acid, homocysteine, indicant,
indole-3-acetic acid, indoxyl sulfate, indoxyl-p-D-glucuronide, kynurenic acid, p-cresyl
sulfate, pentosidine, phenol, putrescine, permidine, thiocyanate, α1-acid glycoprotein, α1-microglobulin, β-trace protein, β2 microglobulin, adiponectin, angiogenin, calcitonin, complement factor D, cystatin C, fibroblast growth factor-23, glutathione, reduced glutathione, IGF-1, IL-6, IL-8, IL-10, leptin, myoglobin, osteocalcin, parathyroid hormone (PTH), prolactin, resistin, retinal binding protein, soluble intracellular adhesion molecule-1, TNF-α, and vascular endothelial growth factor.

40. The method of claim 37, wherein the samples are a dialysate.

41. The method of claim 37, wherein the samples are blood.

42. The method of claim 37, wherein the samples are plasma.

43. The method of claim 37, wherein the samples are urine.

44. The method of claim 37, wherein modifying the first dialysis prescription involves longer or shorter dialysis treatment times, increasing or decreasing the rate of blood flow through a dialyzer, or increasing or decreasing the frequency of dialysis treatments.
Real-time Data (Raman) → Statistical Model → Improved Health

- Urea
- Carbohydrates
- Triglycerides
- Amino Acids
- Small Molecule Markers
- Uremic toxins
- Absolute values and dynamics

Statistical Model

- Chemometric “fingerprinting” Analysis
- Artificial Neural Networks
- Principal Component Analysis

Patient Database

- Short and long-term health responses of multiple patients

- Identification of critical health concerns
- Custom Rx
- Dynamic Rx based on patient response
<table>
<thead>
<tr>
<th></th>
<th>Patient 1</th>
<th>Patient 2</th>
<th>Patient 3</th>
<th>Patient 4</th>
<th>Patient 5</th>
<th>Patient 6</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Gender</strong></td>
<td>Male</td>
<td>Male</td>
<td>Female</td>
<td>Female</td>
<td>Male</td>
<td>Female</td>
</tr>
<tr>
<td><strong>Stable/Unstable</strong></td>
<td>Stable</td>
<td>Stable</td>
<td>Stable</td>
<td>Stable</td>
<td>Stable</td>
<td>Stable</td>
</tr>
<tr>
<td><strong>IHD Total Time</strong></td>
<td>&lt; 6 months</td>
<td>&gt; 6 months</td>
<td>&gt; 4 years</td>
<td>&lt; 2 months</td>
<td>1st tx of IHD</td>
<td>&lt; 6 Months</td>
</tr>
<tr>
<td><strong>Challenges</strong></td>
<td>N/A</td>
<td>Challenge in achieving EDW due to cardiac function</td>
<td>N/A</td>
<td>N/A</td>
<td>Previous PD patient – 1st hemo tx</td>
<td>N/A</td>
</tr>
<tr>
<td><strong>Treatment Time</strong></td>
<td>4 hrs 4 min</td>
<td>3 hrs 48 min</td>
<td>3 hrs 41 min</td>
<td>3 hrs 51 min</td>
<td>3 hrs 58 min</td>
<td>4 hrs 2 min</td>
</tr>
<tr>
<td><strong>Dialysate</strong></td>
<td>G2231 2.0K, 2.25Ca, 1.0Mg, 100 Dextrose</td>
<td>G2231 2.0K, 2.25Ca, 1.0Mg, 100 Dextrose</td>
<td>G2231 2.0K, 2.25Ca, 1.0Mg, 100 Dextrose</td>
<td>G2231 2.0K, 2.25Ca, 1.0Mg, 100 Dextrose</td>
<td>G2231 2.0K, 2.25Ca, 1.0Mg, 100 Dextrose</td>
<td>G2231 2.0K, 2.25Ca, 1.0Mg, 100 Dextrose</td>
</tr>
<tr>
<td><strong>Days Between Last Treatment</strong></td>
<td>2 days</td>
<td>2 days</td>
<td>2 days</td>
<td>2 days</td>
<td>1st Hemo In-Center – 3 days</td>
<td>2 days</td>
</tr>
<tr>
<td><strong>Last Meal</strong></td>
<td>Unable to obtain – when asked pt states normally does not eat until after tx</td>
<td>Unable to obtain – when asked pt states normally does not eat before tx – has nutritional drink during tx</td>
<td>Unable to obtain – when asked pt states that she normally has breakfast prior to tx and is usually whatever husband fixes</td>
<td>Unable to obtain – when asked pt states it varies if she eats prior to tx</td>
<td>Unable to obtain – Pt is no longer on dialysis – pt chose to sign off</td>
<td>Unable to obtain – when asked pt states she usually eats during dialysis</td>
</tr>
<tr>
<td><strong>Albumin</strong></td>
<td>3.5</td>
<td>4.1</td>
<td>4.5</td>
<td>3.1</td>
<td>3.2</td>
<td>3.8</td>
</tr>
<tr>
<td><strong>Dialyzer Type</strong></td>
<td>160NRe Optiflux - High flux</td>
<td>160NRe Optiflux - High flux</td>
<td>160NRe Optiflux – High Flux</td>
<td>180NRe Optiflux – High Flux</td>
<td>160NRe Optiflux – High Flux</td>
<td>180NRe Optiflux – High Flux</td>
</tr>
<tr>
<td><strong>Hyperglycemic</strong></td>
<td>267</td>
<td>N/A</td>
<td>N/A</td>
<td>No result found</td>
<td>N/A</td>
<td>N/A</td>
</tr>
</tbody>
</table>

**FIG. 5**

5/22
SUBSTITUTE SHEET (RULE 26)
Raman Spectra of Six Dialysis Patients, over Three Time Points

FIG. 7
Newest vs Oldest

Patient2
Patient3
Patient4
Patient5

Comparing Newest

Patient4
Patient5

FIG. 10A
FIG. 10B
Raman Spectra of Six Dialysis Patients, over Three Time Points

- Urea
- Carbohydrates
- Sodium Bicarbonate
- Glucose/Fatty Acids/Triglycerides

FIG. 12
A direct comparison of urea and creatinine clearances

**FIG. 14A**

- **Urea**
  - Sample A (beginning)
  - Sample B (mid)
  - Sample C (end)

**FIG. 14B**

- **Creatinine**

<table>
<thead>
<tr>
<th>Patients</th>
<th>Relative Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>0.5</td>
</tr>
<tr>
<td>2</td>
<td>2.0</td>
</tr>
<tr>
<td>3</td>
<td>1.5</td>
</tr>
<tr>
<td>4</td>
<td>2.5</td>
</tr>
<tr>
<td>5</td>
<td>1.0</td>
</tr>
<tr>
<td>6</td>
<td>0.5</td>
</tr>
</tbody>
</table>

Target identification

M, <6 mo.  M, >6 yr.  F, >4 yr.  F, <2 mo.  M, First Rx  F, <2 mo.
Analysis of carbohydrate modulation

Carbohydrates

Sample A (beginning)  Sample B (mid)  Sample C (end)

Relative Amount

M, <6 mo.  M, >6 yr.  F, >4yr.  F, <2 mo.  M, First Rx  F, <2 mo.

FIG. 15
Analysis of low MW triglycerides
Analysis of glycine secretion

FIG. 17
Analysis of asp/asn modulation

Aspartate and Asparagine

Sample A (beginning)
Sample B (mid)
Sample C (end)

Relative Amount

M, <6 mo.  M, >6 yr.  F, >4yr.  F, <2 mo.  M, First Rx  F, <2 mo.

FIG. 18
Analysis of glu/gln modulation

FIG. 19
Chemometric (or "fingerprint") analysis of Raman spectra

FIG. 21
Chemometric “fingerprinting” analysis of Raman spectra

FIG. 22
INTERNATIONAL SEARCH REPORT

International application No.
PCT/US 15/27323

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - G01J 3/40, G01J 3/44, G01N 33/48, G06K 9/62 (2015.01)


According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC(8)- G01J 3/40, G01J 3/44, G01N 33/48, G06K 9/62 (2015.01);

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Patents and NPL (classification, keyword; search terms below)

Electronic database consulted during the international search (name of database and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2010/0165324 A1 (WOMBLE et al.) 01 July 2010 (01.07.2010), Fig. 6; para [0010], [0011], [0021], [0025], [0026]-[0031], [0037], [0047]</td>
<td>1-1, 1, 37-44</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

A: document defining the general state of the art which is not considered to be of particular relevance
E: earlier application or patent but published on or after the international filing date
L: document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O: document referring to an oral disclosure, use, exhibition or other means
P: document published prior to the international filing date but later than the priority date claimed
T: later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
X: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
Y: document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

Date of the actual completion of the international search
18 August 2015 (18.08.2015)

Date of mailing of the international search report
08 SEP 2015

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No. 571-273-8300

Authorized officer:
Lee W. Young
PCT Helpdesk: 571-272-4300
PCT OSP: 571-272-7774
<table>
<thead>
<tr>
<th>Box No. II</th>
<th>Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. ☐ Claims Nos.: because they relate to subject matter not required to be searched by this Authority, namely:</td>
<td></td>
</tr>
<tr>
<td>2. ☐ Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:</td>
<td></td>
</tr>
<tr>
<td>3. ☐ Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Box No. III</th>
<th>Observations where unity of invention is lacking (Continuation of item 3 of first sheet)</th>
</tr>
</thead>
<tbody>
<tr>
<td>This International Searching Authority found multiple inventions in this international application, as follows:</td>
<td></td>
</tr>
<tr>
<td>This application contains the following inventions or groups of inventions which are not so linked as to form a single general inventive concept under PCT Rule 13.1. In order for all inventions to be examined, the appropriate additional examination fees must be paid.</td>
<td></td>
</tr>
<tr>
<td>Group I: Claims 1-11 and 37-44, drawn to methods for determining dialysis treatment efficacy/prescription.</td>
<td></td>
</tr>
<tr>
<td>Group II: Claims 12-33, drawn to methods for monitoring the health of a dialysis patient.</td>
<td></td>
</tr>
<tr>
<td>Group III: Claims 34-36, drawn to a Raman spectrometer system.</td>
<td></td>
</tr>
<tr>
<td>Please See Extra Sheet</td>
<td></td>
</tr>
</tbody>
</table>

| 1. ☐ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims. |
| 2. ☐ As all searchable claims could be searched without effort justifying additional fees, this Authority did not invite payment of additional fees. |
| 3. ☐ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.: |
| 4. ☒ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.: 1-11, 37-44 |

**Remark on Protest**

☐ The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.

☐ The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.

☐ No protest accompanied the payment of additional search fees.
The inventions listed as Groups I, II, and III do not relate to a single general inventive concept under PCT Rule 13.1 because, under PCT Rule 13.2, they lack the same or corresponding special technical features for the following reasons:

Special Technical Features

Groups I and III do not require a method, comprising: providing a Raman spectrum of analytes present in a patient sample associated with a dialysis patient; analytes present in one or more reference sample; comparing the Raman spectrum of the dialysis patient with the one or more reference samples to determine whether an analytic pattern of two or more select analytes is present in both; and based on the comparing, determining disease state status of the patient; or subjecting a patient to a dialysis treatment based on a first dialysis prescription; during the dialysis treatment, taking multiple samples associated with the patient; measuring a Raman spectrum of analytes present in the samples; determining the kinetics of the analytes based on the Raman spectrum; and modifying the first dialysis prescription based on the kinetics of the analytes to produce a second dialysis prescription that is patient-specific, as required by Group I.

Group I and III do not require a method, and a non-transitory computer-readable medium having a set of computer-executable instructions stored thereon that direct a computer, comprising: spectra from a first sample at a first time point, stored in memory, wherein the reference sets represent one or more dialysis treatment outcome characteristics; storing the spectra in memory; receiving spectra from a Raman spectrometer of one or more target analytes obtained from a second sample from the dialysis patient at a second later time point; either: comparing the Raman spectra from the second time point with the Raman spectra from the first time point with a processor and optionally an algorithm, wherein the analysis is based on a comparison of the received Raman spectra with the plurality of Raman spectra stored in memory; or analyze the received Raman spectra with a processor according to an algorithm, wherein the analysis is based on a comparison of the received Raman spectra with the plurality of Raman spectra stored on the non-transitory computer-readable medium; and determining a dialysis treatment outcome characteristic of the dialysis patient based on the comparison, as required by Group II.

Group I and II do not require a system, comprising: a Raman spectrometer comprising a laser, a spectrometer, and a fiber optic probe; and a computer comprising an input/output device, a processor, and a memory, wherein the computer is operably connected to the Raman spectrometer; wherein the fiber optic probe is adapted to measure a dialysate waste stream from a hemodialysis machine at automated time intervals, as required by Group III.

Shared Common Features

The only feature shared by Groups I, II, and III that would otherwise unify the groups is Raman (spectrometer); and dialysis/hemodialysis. However, this shared technical feature does not represent a contribution over prior art, because the shared technical feature is anticipated by US 2010/0165324 A1 to Womble, et al. (hereinafter ‘Womble’). Womble discloses a Raman (spectrometer) (para [0032]); and dialysis/hemodialysis (para [0032]).

The only feature shared by Groups I and II that would otherwise unify the groups is providing one or more Raman spectrum of analytes. However, in this shared technical feature does not represent a contribution over prior art, because the shared technical feature is anticipated by Womble. Womble discloses providing one or more Raman spectrum of analytes obtained from/associated with at least one dialysis patient (para [0025], [0028]); one or more reference sets of a plurality of Raman spectra of one or more target analytes (para [0037]), spectral band signals compared with ratios of known values or a correlating function... to obtain an estimate of the chemical constituent or a property of interest), wherein the reference sets represent one or more dialysis treatment outcome characteristics (para [0031], progress of urea removal during the course of patient hemodialysis.).

The only feature shared by Groups II and III that would otherwise unify the groups is a spectra of analytes; a dialysis patient; two or more samples; comparing spectra; and determining disease/status treatment/outcome. However, this shared technical feature does not represent a contribution over prior art, because the shared technical feature is anticipated by Womble. Womble discloses a spectra of analytes (para [0037]); a dialysis patient (para [0020]); two or more samples (Fig. 6; para [0018], [0028]); comparing spectra (para [0037]); and determining disease/status treatment/outcome (para [0031]).

As the technical features were known in the art at the time of the invention, this cannot be considered a special technical feature that would otherwise unify the groups.

Groups I, II, and III therefore lack unity under PCT Rule 13 because they do not share a same or corresponding special technical feature.