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To all up/L??, it may concer?: 
Be it known that we, DAVID LICHTENSTADT 

and CHARLES LICHTENSTADT, citizens of the 
United States, residing at Chicago, in the 

5 county of Cook and State of Illinois, have in 
vented a new and useful Improvement in an 
Electric Magnetic Massage-Kneader, of which 
the following is a specification, reference be 
ing had to the accompanying drawings, in 

Io Which 
Figure I is a top or plan view, and Fig. 2 is 

a Central longitudinal section. 
The object of our invention is to provide an 

improved electric magnetic massage-kneader 
I5 for use in all cases of nervous and rheumatic 

pains and in similar local diseases. 
It is the chief object of our massage-kneader 

to combine electricity and magnetism with 
the massage treatment. 
Our invention consists in a kneader pro 

Vided with electric elements, which are adapt 
ed to be rolled over the surface to be treated, 
and in the magnetic bar upon which said ele 
ments are supported, and in the combination 

25 of the various parts, as hereinafter described, 
and pointed out in the claims. 

In the drawings, A represents a frame of 
metal. Upon this frame of metal is secured 
an insulated handle B. This handle B may 

3o be made of Wood, glass, rubber, or other suit 
able insulating material. 
C represents a magnetic steel bar, which is 

secured in the frame A by means of the nuts 
C. This Steel bar C is a permanent magnet, 

35 and is highly magnetized before being in 
Selted in place. 
D l'epresents a Series of electric elements. 

Each element D consists of a copper disk d 
and a Zinc disk e. Each disk has a central 

4o hole to fit the bar C loosely, and is provided 
With a number of nipples g, arranged around 
its periphery. The copper disks d and the 
Zinc disks e of each element are soldered to 
gether, and the outer surface of each zinc disk 

45 is amalgamated with quicksilver in the usual 
Way. Between the several elements are 
placed felt pads f, which are saturated, pref 
erably, with diluted sulphuric acid and glycer 
ine. The elements are placed upon the bar 

5o C, which forms the axis in consecutive order 
that is, first a copper and Zinc element, then 
a prepared felt pad f, next a copper and zinc 

2 ? 

element, and so on to the desired number of 
elements. As many elements D may be used 
as may be desired or necessary in treating a 
particular disease. As shown in Fig. 2, six 
elements are used, which elements fill the 
space between the ends of the frame A; but, 
if desired to use a smaller number, one or 
more elements may be omitted and a rubber 
Washer placed between the last element and 
the end of the frame A. The number Of ele 
ments may be greatly increased by increas 
ing the size of the frame A; but the size 
shown is preferable for many reasons. 
The kneader is used by rolling the ele 

ments D over the surface to be treated, and 
the electricity produced by the elements D 
and the felt pads f will greatly increase the 
efficiency of the kneade', as it is well known 
that the application of electricity is a cure 
for rheumatism and similar diseases. The 
magnetism of the bar C also greatly increases 
the efficiency of the kneader, as magnetism 
also has been found efficacious in the treat 
ment of rheumatism, rheumatic pains, and 
similar diseases. The nipples g of each ele 
ment are arranged so that the nipples upon 
one disk will come between the nipples of the 
adjoining disk. By this construction a nip 
ple will be in contact with the surface being 
treated at all times. 
The handle B may be varied in form and 

size to suit the convenience of the operator. 
Where the person being treated desires to 
apply the kneader without assistance, the 
handle B may be varied in form, so that the 
person can readily apply the kneader to the 
Surface to be treated. 
What we claim as new, and desire to secure 

by Letters Patent, is 
1. In a massage-kneader, the combination, 

with a frame A and a bar C, of a series of 
elements consisting of zinc and copper disks 
arranged upon said bar and adapted to be 
rolled over the surface to be treated, and felt 
pads f, interposed between the said elements, 
substantially as and for the purpose specified. 

2. In a massage-kneader, the combination, 
with a frame A, of a bar C, permanently mag 
netized, and rotating disks mounted upon 
said bar, substantially as and for the purpose 
specified. 

3. In a massage-kneader, the combination, 
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with a frame A and bar C, of electric elements elements D, mounted upon said bar, and felt Io 
D, consisting of copper disks d and zinc disks pads interposed between the said elements, 
e, said disks being provided with nipples g substantially as and for the purpose specified.s 
upon their periphery and being adapted to DAVID LICHTENSTADT. 5 be rolled over the surface to be treated, and t - A TITYr Y felt pads f, substantially as and for the pur- CHARLES LICHTENSTADT. 
pose specified. WWitnesses: 

4. The combination, with a frame A and a IIARRY T. JONES, 
bar C, permanently magnetized, of electric JOHN L. JACKSON. 

  


