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To all try/????, i? ??? ???????r?: 
Beit known that I, JOHN HOW ARD MCCUL 

being withdrawn to allow the serum to flow 
into the syringe-body. Fig. 3 is a similar 

LOCH, a citizen of the United States, residing view showing the hypodermic needle in posi- 55 
at Newville, in the county of Cumberland, 
State of Pennsylvania, have invented certain 
new and useful Improvements in Hypoder 
mic Syringes, of which the following is a de 
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scription, reference being had to the accom 
panying drawings and to the letters of ref 
erence marked therepn. 
My invention relates to an improvement in 

combined hypodermic syringes and serum 
containers, the object being to provide a de 
vice in which the serum or other fluid may be 
retained in a hermetically - sealed package 
placed within the body of the syringe as a 
storage - receptacle and which serum - con 
tainer when it is desired to use the fluid may 
first be drained into the body of the syringe 
by a movement of said serum-container, the 
latter then being used as a piston or plunger 
to drive home the fluid into the patient. 
The invention comprises, primarily, a hy 

podermic-syringe body in combination with 
a serum-container which is adapted to act as 
a plunger or piston. 
Secondly, it comprises a hypodermic-syr 

inge body, a serum-container within the same 
having reciprocatory movement with respect 
thereto and engaging the inner wall thereof, 
whereby when the serum-comtaimer is punc 
tured and the said container is reciprocated 
it may first cause the serum to flow from the 
container into the syringe-body and on the 
reverse movement to be expelled. 
Thirdly, it comprises in addition to the 

other features a combined puncturing hollow 
plug and valve adapted to be connected with 
the container to allow of passage of the fluid 
through the container into the syringe-body 
and a hypodermic needle adapted to be se 
cured to the syringe-body. 

Finally, the invention consists in the mat 
ters hereinafter described, and referred to in 
the appended claims. 
The invention is illustrated in the accom 

panying drawings, in which 
Figure 1 is a sectional view of a hypoder 

mic-syringe body and container constructed 
in accordance with my invention. Fig. 2 is 
an elevation, partly in section, of the device 
when the combined container and piston is 

tion and the piston and container being 
forced in to expel the serum. Fig. 4 is a de 
tail view of the plug and valve, and Fig. 5 is 
a detail view of the hypodermic needle de 
tached. 

In the drawings the body of the syringe is 
represented at A and is made of glass or other 
suitable material, narrowed at the top to 
form a neck B, over which a rubber cap C is 
adapted to fit. At its lower end the syringe 
body A is opened and adapted to receive the 
serum-container D, constructed of any suit 
able material, provided at its upper end with 
a contracted neck, adapted to be closed at 
the mouth by a rubber packing d, and lower 
down within the neck by a soft-metal pack 
ing b. Near the upper end said container D 
is provided with a washer of rubber or suit 
able material, as shown at c, screw-threaded 
thereon, this being of a size sufficient to form 
a tight joint with the inner wall of the syr 
inge-body A. At its lower end the serum 
container D projects beyond the syringe 
body and has its lower end formed to be 
easily taken hold of by the fingers of the op 
erator, the lower end being closed by soft 
metal packing b'. The lower end of the syr 
inge-body A is formed with an interior shoul 
der or flange d, designed to be engaged by 
the washer c when the serum - container is 
withdrawn to the lower end of the syringe 
body, so as to prevent its accidental with 
drawal therefrom and to form also a closed 
chamber. E represents a hollow needle-plug having 
a pointed solid lower end and an opening e 
entering the tube and having at its upper 
end an outwardly-opening valve f. 
When it is desired to use the device, the 

packing b' in the lower end of the serum-con tainer is first punctured by the needle-plug 
E. The cap C is then removed and the nee 
dle-plug E forced down through the rubber 
packing a, and soft-metal packing b until its 
head g fits over the mouth of the serum-con 
tainer. (Replace rubber cap C.) The lower 
end of the container is then grasped and the 
container moved outwardly from the syringe, 
this action creating a vacuum in the syringe 
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body and allowing the serum to flow out 
through the valve f into the body. Either 
before or after the plug E is inserted in the 
upper end of the container the needle F, 
which at its lower end is attached to a cap or 
head h, is placed over the neck of the syringe 
body, and when the serum has flowed from 
the container into the syringe-body by the 
withdrawal action of the container on the in 
ward movement of the latter the serum will 
be forced through the hypodermic needle into 
the body of the patient. The part D there 
fore acts as a serum-container and piston or 
plunger. 

Various minor modifications and changes 
may be made without departing from the 
spirit of the invention. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is 

1. A hypodermic syringe, comprising a body 
and a comun bined serum-container and serum 
expelling device carried thereby with means 
for establishing communication between the 
serum - container and expelling device and 
the body; substantially as described. 

2. A hypodermic syringe comprising a body, 
a Serum container or receptacle therein, hav 
ing an annular ring thereon snugly fitting the 
inner wall of the body portion, said serum 
container being adapted to reciprocate within 
the syringe-body with means for establishing 
communication between the serum-container 
and expelling device and the body; substan 
tially as described. 

3. A hypodernic syringe comprising a body, 
a serum container or receptacle the rein, ha v 
ing an annular ring thereon snugly fitting the 
inner wall of the body portion, said serum 
container being adapted to reciprocate within 
the syringe-body, said body having an in 
wardly-project itig an in ular portion, against 
which the an nu la" ring on the con tainer 
strikes in the outward reciprocation thereof 
with means for establishing communication 
between the seru m-container and expelling 
device and the body; substantially as de 
scribed. 

4. A hypodernic syringe comprising a body 
portion having an open lower end and having 
means at the upper end for the attachment 
of a hypodernic needle, a movable serum 
container or receptacle having means for 
forming a close joint with the inner wall of 
the body portion, and means for establishing 
Communication bet, ween the serunn - container 
and the body portion, whereby in the outward 
movement of the ser um container or recep 
tacle, the fluid inay pass into the body portion 
and in the in ward in ovement thereof, the fluid 
will be expelled througll the needle; substan 
tially as described. 

5. A hypodermic syringe, comprising a body 
portion having an open lower end and having 
means at the upper end for the attachment 
of a hypodermic needle, a movable serum 
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container or receptacle, having means for 
forming a close joint with the inner wall of 
the body portion, a valved plug adapted to 
be placed within the upper end of the serum 
container to establish communication be 
tween the same and the body portion, where 
by in the outward movement of the serum 
container or receptacle, the fluid may pass 
into the body portion and in theinward move 
ment thereof, the fluid will be expelled through 
the needle; substantially as described. 

6. A hypodermic syringe comprising a body 
portion, and a hollow movable plunger or pis 
ton therein adapted to contain the serum or 
other fluid with means for establishing com 
munication between the serum-container and 
the body portion; substantially as described. 

7. A hypodermic syringe comprising a body 
portion, and a hollow movable plunger or pis 
ton therein adapted to contain the serum or 
other fluid, and a valved opening between 
said hollow piston or plunger and the body 
portion; substantially as described. 

8. A hypodermic syringe comprising a body 
portion and a hollow movable plunger or pis 
ton therein adapted to contain the serum or 
other fluid, an annular Washer surrounding 
the plunger or piston, and an annular shoul 
der at the outer end of said body portion with 
means for establishing communication be 
tween the serum-container and the body por 
tion; substantially as described. 

9. A hy podermic syringe comprising a body 
portion, and a hollow movable plunger or pis 
ton therein adapted to contain the serum or 
other fluid, and a hollow tube or plug, with 
a valve at the outer end thereof opening into 
the body portion; substantially as described. 

10. A hypodermic syringe comprising a 
body portion, and a hollow movable plunger 
or piston the rein adapted to contain the se 
rum or other fluid and having openings at its 
upper end adapted to be - closed by suitable 
packing, a puncturing hollow valved tube 
adapted to be forced through the packing and 
establish geommunication betweeen the pis 
ton and the body portion, and a hypodermic 
needle adapted to be secured to the body por 
tion; substantially as described. 

11. A hypodermic-syringe body, a serum 
container within the same and having recip 
rocating movement with respect thereto, and 
engaging the inner wall thereof, whereby 
when the serum-container is punctured and 
reciprocated, it may first cause the serum to 
flow from the container into the syringe 
body, and on the reverse movement to be ex 
pelled from the syringe-body; substantially 
as described. 

In testimony whereof I affix my signature 
in presence of two witnesses. 

JOHN HOWARD MCCULLOCH. 
Witnesses: 

JACOB L. EMILET, 
FRANK H. JENKINS. 
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