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To aid, whon, it inlay concern 
Beit known that I, ISAAC E. PALMER, of 

Middletown, in the county of Middlesex and 
State of Connecticut, have invented a new and 
useful Improvementin Suspension Devices for 
Hammocks, of which the following is a speci. 
fication, 
Hammocks composed of an open-worked 

Woven or netted fabric are provided at each 
end with suspension-cords, which convergeto 
Ward a ring or other analogous device, to 
which they are secured. 
The object of my invention is to provide a 

simple and inexpensive device, with one end 
5 of which all the suspension-cords may be per 

Imallently connected, and to the other end of 
Which may be adjustably secured a suspension 
rope, which is securely tied around a tree, 
post, or other hammock-support. 
The invention consists in novel features in 

the construction of a suspension device, which 
are particularly hereinafter described, and 
pointed out in the claims. 
In the accompanying drawings, Figure 1 is 

a perspective view of one end portion of a 
hammock and my suspension device combined 
therewith. Figs. 2 and 3 are respectively 
plan and side views of the device on a larger 
Scale; and Figs. 4, 5, and 6 are plans illustrat 
ing modified forms of suspension devices, all 
of which embody the essential features of my 
invention. In Figs. 2, 4, and 5 is represented 
the dotted outline of a rope secured to said de 
vice. 
Similar letters of reference designate corre 

Sponding parts in all the figures. 
A designates the end portion of a hammock, 

B the converging suspension-cords, C the sus 
pension-rope, and D a tree around which the 
rope is securely tied, and which here serves as 
the hammock-Support. 
My improved suspension device has the sev 

eral suspension-cords B permanently secured 
to its one end, and the end portion, C, of the 
Suspension-rope C is detachably and adjusta 
bly secured to its other end. This device is 
best shown in Figs. 2 and 3, and it may con 
sist of a casting of malleable iron or composi 
tion. 
At the lower end of this device are two eyes, 

a ca, with which the suspension-cords B are 
connected; and these eyes are preferably open 
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or divided, as at a, so that they may be bent 
aside to permit of the loops b of the suspen 
sion-cords being slipped upon them. The eyes 55 
a a may then be closed, to retain the suspen 
sion-cords upon them. wo 
The making of the device of malleable iron 

or composition permits the eyes ( a to be SO 
opened and closed. 
At the upper end of the device is an eye, c, 

and a neck, d, from which the eye projects 
upward at an angle, as shown best in Fig. 3, 
and on opposite sides of the neck d are eyes 
ee, which are depressed slightly below the 65 
level of the neck, as shown in Fig. 3. The 
eyes e e serve simply as guard-eyes to prevent 
the rope from being displaced when not under 
tension. The end portion, C, of the suspen 
sion-rope is first passed through the eye c, 7O 
then around the neck d and through the eyes 
e e, and finally the free end is passed under the 
portion * of the rope, which extends between 
the eyes ce, and between said portion and the 
neck.d. Any pull on the rope in the direc 
tion of the arrows-such as would be exerted 
by a weight in the hammock-will cause the 
portion * of the rope to bite tightly on the 
portion between it and the neck d, and the 
rope will thus be securely held against slip 
ping. . When the rope is relieved of strain, a 
pull on the free end of the rope in the direc 
tion of the arrows' will tighten or take up 
slack in the rope, and by easing up the por 
tion * of the rope the free end may be pushed 85 
backward and the rope lengthened. In what 
ever position the rope may be, a weight placed 
in the hammock will tighten the portion * and 
hold the rope securely against slipping. 
The device shown in Fig. 4 has the divided 

eyes a ca, the eye c, and the neck d, and the 
rope end C is passed through the eye and 
around the neck, as above described. This 
device differs from that before described, in 
not having the guard - eyes e e; but at the 95 
side of the eye c are horns or projections 'e', 
which prevent the rope from slipping forward. 
The device shown in Fig. 5 has the eyesa, a 

for the loops b of the suspension-cords, and the 
portion between the eyes forms the neck d, . 
from which the eye c projects. The rope pass 
ing around the neck is inserted through the 
eyes a ct, and the latter therefore form guard. 
eyes. The device shown in Fig. 6 has a stir 
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rup-like portion ol' eye, a, through which the 
ends of the suspension-cords may be inserted 
and then looped. It also has the eye c pro 
jecting from the neck d, and having at oppo 

5 site sides horns or projections e. The suspen 
Sion-rope may be applied to this device, as 
shown in Fig 4. - 

In the several forms of suspension device 
herein described the suspension-cords are all 
connected with one end of the device, and the 
Suspension-rope is adjustably secured in the 
Other end of the device by a slip-connection, 
as distinguished from a suspension-rope tied 
in a knot, which is difficult, if not impossible, 
to loosen after the hammock has been used. 

In my United States Patent No. 272,311, 
granted February 13, 1883, I have shown a 
Suspension device for a hammock having a T 
shaped head with which a bight in the sus 
pension-rope is engaged; but no slip-connec 
tion is made between the suspension-rope and 
device, nor can the rope be shifted lengthwise 
in said device to raise or lower the hammock. 
What I claim as my invention, and desire to 

25 secure by Letters Patent, is 
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1. The suspension device for a hammock 
herein described, having at one end an eye or 
eyes for the attachment of the suspension-cords 
B and at the other end a neck, d, and an eye, c, 
arranged at an angle to the neck, for the at- 3o 
tachment of one end portion of a suspension 
rope, substantially as herein described. 

2. A suspension device for a hammock, hav 
ing at one end a divided eye or eyes on which 
looped suspension-cords may be slipped, and 35 
which may then be closed to confine the cords, 
and having at the other end a neck and an 
eye arranged at an angle to the neck, for the 
attachment of one end portion of a suspension 
rope, substantially as herein described. 

3. The suspension device for a hammock, 
consisting of a neck, d, an eye, c, arranged at 
an angle to the neck, guard-eyes e e at oppo. 
site sides of the neck, and an eye or eyes for 
the attachment of suspension-cords, substan- 45 

: tially as herein described. 
JSAAC E. PALMER. 

Witnesses: 
C. HALI, 
FREDx. HAYNEs. 

  


