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To atti, twhon, it Taly concern. - 
Be it known that I, NICHOLAS R. SHULTS, 

of Lake City, in the county of Missaukee and 
State of Michigan, have invented a new and 
Improved Locking-Bolt, of which the follow 
ing is a full, clear, and exact description, 
My invention relates to an improvement in 

locking-bolts, and is designed more particu 
larly for use in connection with thill-coup 
lings, but is adapted for use in many other 
locations. 
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The invention consists in the novel con 
struction and combination of the several 
parts, as will be hereinafter fully described, 
and pointed out in the appended claims. 

Reference is to be had to the accompanying 
drawings, forming a part of this specification, 
in which similar characters of reference indi 
cate corresponding parts in all the views. 

Figure 1 is a perspective view of the bolt, 
showing it as applied to a thill - coupling. 
Fig. 2 is a vertical section taken through the 
axis of the bolt, but showing the bolt in ele 
Vation. Fig. 3 is an elevation of the bolt, 
showing it as removed from the clevis. Fig. 
4 is a view of the bolt, showing the spring 
and casing for the head end thereof removed. 
Fig. 5 is a perspective view of the locking-pin, 
and Fig. 6 is a perspective view of the cap 
which coöperates with the locking-pin to pre 
vent turning of the bolt. 
The clip A, which passes over the axle, is 

of the usual form and has forwardly-extend 
ing ears A", between which the eye of the 
shaft-iron is placed. A bolt B passes through 
both of these ears and the eye of the shaft 
iron, the bolt having a collar B'near its head. 
Between this and the head B the bolt is 
slightly reduced in diameter. A cylinderE, 
of thin sheet metal, is placed over the bolt 
and has one end thereof beaded over, as 
shown at e, so as to catch the outer side of the 
collar B'. The other end of the sleeve is also 
turned inwardly, forming a head which has 
a hole large enough to freely admit the shank 
of the bolt. Within the space thus formed 
between the bolt and the cylinder or sleeve 
E is placed a spirally-coiled spring E'. This 
spring acts to force the head of the bolt away 
from the ears A. 
The head B°is incased by a cover F of such 

diameter at its inner end as to slide freely 
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over the cylinder E. This cover is of some 
what less diameter than the head and is held 
on the head by this reduction in diameter. 
The opposite end of the bolt B is provided 
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with a slot b, adapted to receive the shank 
of the pin C, which has a recess or notch 
formed in one edge, which reduces the width 
of the pin. The wider portion of the pin will 
pass through the slot b in the bolt B. The 
recess or notch C° in the pin is large enough 
so that it will embrace the sides of the bolt 
B, and the length of this recess or notch must 
therefore be equal to the diameter of the bolt. 
For convenience the pin is provided with an 
eye in its head C, by which it may be fas 
tened, so that it cannot get lost when re 
moved. A thimble D is slipped over the end 
of the bolt, which receives said pin C. At 
the inner end this thimble is provided with a 
flange or washer D', which is cut away on one 
side or made of a non-circular outline. This 
washer is formed integral with the thimble or 
otherwise made a permanent part thereof. 
The ear Aupon the side of the coupling receiv 
ing the thimble D is provided with a shoulder 
a, adapted to engage the straight sided of the 
flange or washer D'. This prevents the thin 
ble or sleeve D from turning, and it in turn 
prevents the bolt B from turning. 
The thimble D is provided with holes D', 

adapted to register with the hole b through 
the bolt B. In the position shown in Fig. 2 
the hole in the bolt B and the holes in the 
thimble D do not exactly register. They will 
exactly register, however, if the head of the 
bolt, is forced inward, compressing the spring 
E". To insert the pin C, the head of the bolt 
is forced inward until these holes B and b 
exactly register. The enlarged end of the pin 
C can then pass through the holes both in 
the pin and the thimble D. When it reaches 
the point where the notch C° is even with the 
bolt, the bolt will, if permitted, be thrown 
back by the spring E' and thus lock the pin 
Cin place. The thimble D, being prevented 
from turning by engagement with the shoul 
der a, will prevent the pin C from turning, 
and this will in turn prevent the bolt from 
turning. The spring E' will hold the bolt 
out at all times, so that the pin C cannot be 
come accidentally displaced. This form of 
coupling may be used in connection with the 
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clips ordinarily furnished for thill-couplings. 
The construction of the bolt is also simple 
and inexpensive. It is impossible for the 
bolt to become accidentially displaced, and its 
use will therefore prevent many accidents 
which would otherwise cause a great deal of 
inconvenience as well as possible danger. 

Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent- - 

1. The combination with a bolt having a 
spring under its head acting to withdraw the 
same and a slot through its opposite end, of 
a tubular cap having a washer-flange which 
departs from a circle on one side, said cap 
having holes adapted to register with the hole 
through the bolt, a fixed shoulder or abut 
ment engaging the non-circular part of said 
Washer, and a pin fitting said holes, having 
a notch in one side edge adapted to receive 

the bolt-body therein, substantially as de 
scribed. 

2. The combination of a bolt having a spring 
under its head acting to withdraw the same 
and also having a slot through its opposite end, 
a cylinder Surrounding the bolt-spring, a cap 
attached to the bolt-head and telescoping 
With said cylinder, a tubular cap having a 
washer-flange which departs from a circle on 
one side and has holes adapted to register 
with the hole through the bolt, a fixed shoul 
der engaging the non-circular part of said 
washer, and a pin fitting said holes, having 
a notch in one side edge, and adapted to re 
ceive the bolt-body therein, substantially as 
described. 

NICHOLAS R. SHULTS. 
Witnesses: 

JAMES E. WRIGHT, 
C. L. GOLL. 
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