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Description

[Field of the Invention]

[0001] The present invention relates to a refrigerator
with a dispenser and an operating method of the refrig-
erator.

[Description of the Related Art]

[0002] Refrigerators having dispenser for dispensing
ice and water are well-known technology products. The
dispenser has an ice delivery channel through the refrig-
erator door and an ice supplying gate that can be opened
or closed. In order to satisfy a consumer’s request, the
dispenser usually provides two types of ice, such as ice
cubes and crushed ice generated by crushing the ice
cubes. With the most current technology, such as the
refrigerator disclosed in patent No. US2006/0144075A1,
the control panel has a select button for selecting the
type of ice to be supplied and a start button for opening
the ice supplying gate. In operation, a user first presses
on the select button to select the type of ice to supply,
and then the user must activate the start button to cause
the selected ice to be dispensed. Therefore, the dispens-
er requires two different switches, and ice dispensing re-
quires two steps. A refrigerator according to the preamble
of claim 1 is disclosed in EP 1482262 A1.

[SUMMARY OF THE INVENTION]

[0003] An objective of the present invention is to pro-
vide a method of operating a refrigerator and a refriger-
ator, to mitigate at least one of the aforementioned prob-
lems in prior art, to simplify the operating steps of the
refrigerator, and to reduce the number of components.
[0004] One aspect of the present invention includes a
method of operating a refrigerator according to claim 1.
Therefore, the user only needs to operate one switch in
order both to select the type of ice to dispense and to
dispense the selected ice, which simplifies operating the
refrigerator and reduces the number of components,
thereby lowering costs.
[0005] According to a preferred embodiment, the at
least two types of ice includes ice cubes and crushed ice
generated by an ice crushing device crushing the ice
cubes. When the switch corresponding to the crushed
ice is turned on, the ice crushing device is activated.
[0006] According to a preferred embodiment, the re-
frigerator comprises a water dispensing switch for select-
ing water dispensing, the ice dispensing device including
a water supplying valve for controlling water dispensing,
wherein when the water dispensing switch is turned on,
the water supplying valve is opened for water dispensing.
[0007] According to a preferred embodiment, when
one of the switches is turned on, an illumination device
for illuminating the dispensing chamber is turned on.
[0008] Another aspect of the present invention in-

cludes, a refrigerator according to claim 5. In a preferred
embodiment, the ice dispensing device includes a dis-
pensing chamber for placement of an external container,
and the switches are disposed external to the dispensing
chamber. Therefore, it is easy to operate, and can also
prevent the external container from accidentally touching
the switch.
[0009] In a preferred embodiment, the switches are au-
tomatic resetting switches; therefore, the user can control
the amount dispensed, which also prevents unintentional
dispensing of ice or water. Other objects, advantages,
and novel features of the invention will become more
apparent from the following detailed description when
taken in conjunction with the accompanying drawings.

[BRIEF DESCRIPTION OF THE FIGURES]

[0010] The present invention described herein may be
understood by reference to the following figures:

FIG. 1 is a perspective view of a refrigerator accord-
ing to a preferred embodiment of the present inven-
tion.
FIG.2 is a cross-sectional view of a refrigerator ac-
cording to a preferred embodiment of the present
invention.
FIG.3 is a schematic drawing of a control panel ac-
cording to a preferred embodiment of the present
invention.
FIG.4 is a schematic drawing of a refrigerator ac-
cording to a preferred embodiment of the present
invention.

[DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT]

[0011] Please refer to FIG. 1 and FIG. 2. The refriger-
ator 1 comprises a box body 15; in the embodiment, the
box body 15 is limited to a freezing compartment 2 and
a refrigerating chamber in side-by-side arrangement (not
shown). The refrigerator 1 comprises doors 16 respec-
tively corresponding to the freezing compartment 2 and
the refrigerating chamber. The doors 16 are respectively
hinged to one side of the box body 15 via hinges 14, and
are capable of rotation around a hinge axis. Usually, the
door 16 is closed to prevent cold air from escaping from
the freezing compartment 2 and the refrigerating cham-
ber. Sometimes, the user can open the corresponding
door 16 to take food out of the freezing compartment 2
or the refrigerating chamber. The user utilizes a handle
18 to open and close the door 16. In the embodiment,
one door 16 is used for opening or closing the entire
freezing compartment 2 and refrigerating chamber. How-
ever, the present invention is not limited to the above-
mentioned description; other designs may also be used.
For example, in another embodiment, one storage cham-
ber may require two doors 16, that is, one door 16 only
opens or closes a portion of the storage chamber.
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[0012] The freezing compartment 2 has an ice maker
17 and an ice storage unit 19. The ice maker 17 has a
cubic ice tray for holding water so that the water in the
tray can be turned into ice with corresponding shapes.
The ice storing unit 19 has an ice storage container 3 for
receiving and storing the ice made by the ice maker 17.
The bottom front end of the ice storing unit 19 has a re-
lease hole 20 for releasing ice. The ice storage unit 19
has an ice removing device 8 for pushing the ice towards
the release hole 20 and a first motor 9 for driving the ice
removing device 8. In the embodiment, the ice removing
device 8 is an auger 28 installed in the ice storage con-
tainer 3. The auger 28 is driven by the first motor 9 to
push the ice forward towards the release hole 20.
[0013] The ice storage unit 19 has an ice crushing
chamber 27 connected to the ice storage container. The
ice crushing chamber 27 is disposed in front of the ice
storage container 3. The release hole 20 is set on the
bottom wall of the ice crushing storage 27. Consequently,
an ice removal path is formed in the ice crushing chamber
27 between the front wall of the ice storage container 3
and the release hole 20. The ice crushing chamber 27
has an ice crushing device 25 for crushing or breaking
ice cubes; when the ice crushing device 25 is turned on,
the ice cubes from the ice storage container 3 are crushed
in the ice crushing chamber 27.
[0014] The ice crushing device 25 includes an ice
crushing blade 26 connected to one end of the auger 28
and a rotor plate 29 corresponding to the ice crushing
blade 26. When the auger 28 rotates, the ice crushing
blade 26 rotates with the rotation of the auger 28. In the
embodiment, the ice crushing device 25 is controlled by
the rotor plate 29.
[0015] The rotor plate 29 is substantially arc-shaped
and disposed along the ice crushing blade 26. The rotor
plate 29 rotates between a first position and a second
position. In the first position, the rotor plate 29 faces away
from the ice crushing blade 26 in order to maintain the
size of the ice removal path, allowing ice to pass. In the
second position, the rotor plate 29 is close to the ice
crushing blade 26 and reaches into the ice removal path;
therefore, the larger-sized ice cubes are blocked, and
the blocked ice cubes are crushed by the ice crushing
blade 26 and the rotor plate 29 before being released
from the ice storage unit 19. The crushed ice passes
through the reduced the ice removal path and is released
from the ice storage unit 19.
[0016] One door 16 of the refrigerator 1 has a dispenser
4; therefore, the user can obtain the ice stored in the ice
storage container 3 without opening the door 16. In the
embodiment, the dispenser 4 is also configured for dis-
pensing water stored in a water tank in the refrigerating
chamber. In the embodiment, the dispenser 4 is disposed
on the door 16 corresponding to the freezing compart-
ment 2. It will be appreciated, however, that the dispenser
4 may also be disposed on the door corresponding to the
refrigerating chamber.
[0017] The dispenser 4 has an ice delivery channel 23

passing through the door 16. One end of the ice delivery
channel 23 is connected to the release hole 20 of the ice
storage unit 19, and another end is connected to the dis-
pensing chamber 13.
[0018] The dispensing chamber 13 is exposed at the
front surface of the door 16, and suitably configured for
receiving an external container, such as a cup or a glass.
In the embodiment, the dispensing chamber 13 is a con-
cave curve to a predetermined depth from the front sur-
face of the door 16. The upper wall of the dispensing
chamber 13 has an illumination device 12 for illuminating
the dispensing chamber 13.
[0019] The ice delivery channel 23 has an internal door
component 7 for opening or closing the ice delivery chan-
nel 23. The door component 7 is able to rotate between
a closed position and an opened position. The door com-
ponent 7 is usually configured in the closed position to
close the ice delivery channel 23 and prevent outside air
from passing through the ice delivery channel 23 into the
freezing compartment 2. When the door component 7 is
in the opened position, the ice delivery channel 23 is
opened and allows passage of ice cubes or crushed ice.
In the embodiment, the door component 7 is rotated by
a second motor 24 disposed adjacent to the door com-
ponent 7.
[0020] Please refer to FIG. 3 in conjunction with FIG.
1. The refrigerator 1 includes a control panel 22 disposed
on the door 3. The control panel 22 is set close above
the dispensing chamber 13. A printed circuit board (not
shown) is installed behind the control panel 22. The con-
trol panel 22 includes a display 21 and several switches
5, 6, 10 and 30 for controlling the dispenser 4. The switch-
es 5, 6, 10 and 30 are connected to the printed circuit
board. The display 21 is capable of showing messages,
such as the status of the refrigerator 1 and/or selectable
parameters. The switches 5, 6, 10 and 30 are disposed
below the display 21, and therefore they are closer to the
dispensing chamber 13 than the display 21. In the em-
bodiment, these switches 5, 6, 10 and 30 are touch-sen-
sitive switches.
[0021] The ice cube dispensing switch 5 and the
crushed ice dispensing switch 6 are respectively config-
ured for supplying ice cubes and crushed ice. In order to
assist the user in correctly selecting the desired type of
ice, the control panel 22 has a first label 31 and a second
label 32 corresponding to the ice cube dispensing switch
5 and the crushed ice dispensing switch 6. The first label
31 and the second label 32 represent the corresponding
types of ice. In the embodiment, the first label 31 and the
second label 32 are located on touch sensors corre-
sponding to the ice cube dispensing switch 5 and the
crushed ice dispensing switch 6.
[0022] The water dispensing switch 10 is used for sup-
plying water. A touching sensor corresponding to the wa-
ter dispensing switch 10 has a third label 33 representing
water. An illumination switch 30 is used for controlling
the illumination device 12 illuminating the dispensing
chamber 13 and is disposed next to the water dispensing
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switch 10.
[0023] The illumination switch 30 also has a corre-
sponding label (not shown).
[0024] In the embodiment, the first, second and third
labels 31, 32, 33 are text; however, in other embodiment,
the labels may be patterns, or a combination of text and
patterns. These labels may not be located on the corre-
sponding switches; in other embodiments the labels may
be located adjacent to the corresponding switch, or may
be represented by shapes of the switches.
[0025] In accordance with a preferred embodiment of
the present invention, FIG. 4 shows a structural sche-
matic drawing of the refrigerator. As shown in FIG. 4, the
refrigerator 1 includes a control unit 34 adapted to control
the dispensing system. The control unit 34 includes a
microprocessor.
[0026] The ice cube dispensing switch 5, the crushed
ice dispensing switch 6, the water dispensing switch 10
and the illumination switch 30 are respectively electrically
connected to an input terminal of the control unit 34. An
output terminal of the control unit 34 is connected to the
first motor 9, the second motor 24, the ice crushing device
25 and the illumination device 12. The control unit 34
controls the corresponding elements based on the inputs
from the ice cube dispensing switch 5, the crushed ice
dispensing switch 6 and the water dispensing switch 10.
[0027] When the ice cube dispensing switch 5 is turned
on, the ice cube dispensing switch 5 generates and sends
a first supplying signal s1 to the control unit 34. The con-
trol unit 34 responds to the first supplying signal to turn
on the first motor 9 and the second motor 24. The door
component 24 driven by the first motor 24 opens the ice
delivery channel 23 and keeps the ice delivery channel
23 in the opened position.
[0028] The auger 28 driven by the first motor 9 rotates
to push the ice cubes towards the ice crushing chamber
27; the ice cubes channel through the release hole 20,
move into the ice delivery channel 23 located on the door
16, and are released into the external container in the
dispensing chamber 13.
[0029] When the ice cube dispensing switch 5 is turned
off, the control unit 34 turns off the first motor 9 and the
second motor 24; therefore, the auger 28 stops pushing
the ice and the ice delivery channel 23 is closed.
[0030] When the crushed ice dispensing switch 6 is
turned on, the crushed ice dispensing switch 6 generates
and sends a second supplying signal to the control unit
34. The control unit 34 responds to the second supplying
signal and turns on the first motor 9 and the second motor
24. During this procedure, since the crushed ice dispens-
ing switch 6 is turned on, the rotor plate 29 also moves
to the second position. The ice crushing device 25 is
turned on, and the ice cubes are crushed in the ice crush-
ing chamber 27. The crushed ice enters into the ice de-
livery channel 23 from the release hole 20 and is released
into the dispensing chamber 13. When the user turns off
the crushed ice dispensing switch 6, the first motor 9 and
the second motor 24 are turned off; the rotor plate 29

moves back to the first position, and the door component
7 closes the ice deliver channel 23. During the dispensing
procedure of the ice cubes or the crushed ice, the second
motor 24 is turned on before the first motor 9, which en-
sures that, before the ice is released, the ice deliver chan-
nel 23 is already opened. Preferably, the first motor 9 is
turned off before the second motor 24, which ensures
that the ice released from the ice storage unit 19 is
smoothly released into the dispensing chamber 13.
[0031] When the water supply switch 10 is operated,
the water supply switch 10 generates a third supplying
signal. The control unit 34 receives the third supplying
signal and opens a water supplying valve 11 for control-
ling water dispensed in accordance with the third supply-
ing signal. In the embodiment, the ice cube dispensing
switch 5, the crushed ice dispensing switch 6 and the
water supply switch 10 are automatic resetting switches,
which are activated under an external force, and when
the external force is removed they automatically re-set
back to their original state. Therefore, based upon the
refrigerator 1 in the embodiment, when the user wants
to get ice or water from the ice dispensing device 4, the
user needs to keep activating the ice cube dispensing
switch 5, the crushed ice dispensing switch 6 or the water
supply switch 10 until the user receives sufficient ice or
water. When the user stops activating the ice or water
dispensing switches 5, 6 and 10, their corresponding dis-
pensing actions stop.
[0032] When the Illumination switch 30 is turned on,
the illumination device 12 for illuminating the dispensing
chamber 13 is turned on. The illumination switch 30, pref-
erably, is not an automatic resetting switch; therefore,
after the Illumination switch 30 is turned on, the illumina-
tion device 12 stays on until the illumination switch 30 is
turned off by the user.
[0033] Preferably, whether the illumination switch 30
is turned on, when the ice cube dispensing switch 5, the
crushed ice dispensing switch 6 or the water dispensing
switch 10 is turned on, the illumination device is also
turned on. Hence, the user can check the amount of re-
ceived ice or water, thereby making it easier to control
the ice or water dispensing switch. The illumination de-
vice preferably is turned off following a predetermined
time period (ex. 15 seconds) when an ice or water dis-
pensing process is finished.
[0034] Element marks

1 refrigerator
2 freezing compartment
3 ice storage container
4 dispenser
5 ice cube dispensing switch
6 crushed ice dispensing switch
7 door component
8 ice removing device
9 first motor
10 water dispensing switch
11 water supplying valve
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12 illumination device
13 dispensing chamber
14 hinge
15 box body
16 door
17 ice maker
18 handle
19 ice storage unit
20 ice removal hole
21 display
22 control panel
23 ice delivery channel
24 second motor
25 ice crushing device
26 crushed ice blade
27 ice crushing chamber
28 auger
29 rotor plate
30 illumination switch
31 first lable
32 second lable
33 third lable
34 control unit

Claims

1. A method for operating a refrigerator, with a refrig-
erator (1) comprising a storage space (2), an ice stor-
age container (3) placed in the storage space (2),
and an ice dispensing device (4) for dispensing ice
from the ice storage container (3) to outside of the
storage space (2); wherein the ice dispensing device
(4) is configured for dispensing at least two types of
ice; the refrigerator (1) further comprising switches
(5, 6) for selecting a type of ice to supply; wherein
the method comprises the following steps:

- when one of the switches (5, 6) is activated,
the ice dispensing device (4) responds to the
operation of the switch (5, 6) and dispenses the
ice type selected via the switches (5, 6),
- when one of the switches (5, 6) is turned on, a
motor (9) for driving an ice removing device (8)
to remove the ice from the ice storage container
(3) is activated and a door component (7) that
is used for opening or closing an ice deliver
channel (23) is opened; said method being char-
acterized in that the step of opening the door
component (7) is performed before the step of
activating the motor (9).

2. The method as claimed in any one of the above
claims, further characterized in that the at least two
types of ice includes ice cubes, and crushed ice gen-
erated by an ice crushing device (25) crushing the
ice cubes; wherein when the switch (6) correspond-
ing to the crushed ice is turned on, the ice crushing

device (25) is activated.

3. The method as claimed in any one of the above
claims, further characterized in that the refrigerator
comprises a water dispensing switch (10) for select-
ing water dispensing, the ice dispensing device (4)
including a water supplying valve (11) for controlling
water dispensing, wherein when the water dispens-
ing switch (10) is turned on, the water supplying valve
(11) is opened for water dispensing.

4. The method as claimed in any one of the above
claims, further characterized in that when one of
the switches (5, 6) is turned on an illumination device
(12) for illuminating the dispensing chamber is turned
on.

5. A refrigerator (1) comprising an ice storage container
(3) placed in a storage space (2), and an ice dispens-
ing device (4) for dispensing ice from the ice storage
container (3) to outside of the storage space (2);
wherein the ice dispensing device (4) is configured
for dispensing at least two types of ice; the refriger-
ator (1) further comprising switches (5, 6) for select-
ing the type of ice for supplying and a control unit
(34) connected to the switches (5, 6); wherein an ice
delivery channel 23 with an internal door component
7 for opening or closing the ice delivery channel 23
is provided; the door component 7 is able to rotate
between a closed position and an opened position,
characterized in that the control unit (34) is config-
ured to perform the method as claimed in any one
of the above claims.

6. The refrigerator (1) as claimed in claim 5, further
characterized in that the ice dispensing device (4)
includes a dispensing chamber (13) for placement
of an external container, and the switches (5, 6) are
disposed external to the dispensing chamber (13).

7. The refrigerator (1) as claimed in claim 5 or 6, further
characterized in that the switches (5, 6) are auto-
matic resetting switches.

Patentansprüche

1. Verfahren zum Betreiben eines Kühlschranks, wobei
ein Kühlschrank (1) einen Vorratsraum (2), einen in
dem Vorratsraum (2) angeordneten Eisvorratsbe-
hälter (3) und eine Eisspendevorrichtung (4) zum
Spenden von Eis aus dem Eisvorratsbehälter (3) au-
ßerhalb des Vorratsraums (2) umfasst, wobei die
Eisspendevorrichtung (4) zum Spenden von min-
destens zwei Arten Eis konfiguriert ist, wobei der
Kühlschrank (1) ferner Schalter (5, 6) zum Auswäh-
len einer zu liefernden Eisart umfasst, wobei das
Verfahren die folgenden Schritte umfasst:
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- wenn einer der Schalter (5, 6) aktiviert wird,
reagiert die Eisspendevorrichtung (4) auf das
Betätigen des Schalters (5, 6) und spendet die
über die Schalter (5, 6) ausgewählte Eisart,
- wenn einer der Schalter (5, 6) eingeschaltet
wird, wird ein Motor (9) zum Antreiben einer Ei-
sentnahmevorrichtung (8) zwecks Entnehmen
des Eises aus dem Eisvorratsbehälter (3) akti-
viert und öffnet eine Türkomponente (7), die zum
Öffnen oder Schließen eines Eisabgabekanals
(23) benutzt wird, wobei das Verfahren dadurch
gekennzeichnet ist, dass das Öffnen der Tür-
komponente (7) vor dem Aktivieren des Motors
(9) erfolgt.

2. Verfahren nach einem der vorhergehenden Ansprü-
che, ferner dadurch gekennzeichnet, dass die
mindestens zwei Eisarten Eiswürfel und von einer
die Eiswürfel zerstoßenden Eiszerstoßvorrichtung
(25) hergestelltes zerstoßenes Eis umfassen, wobei
die Eiszerstoßvorrichtung (25) aktiviert wird, wenn
der zerstoßenem Eis entsprechende Schalter (6)
eingeschaltet wird.

3. Verfahren nach einem der vorhergehenden Ansprü-
che, ferner dadurch gekennzeichnet, dass der
Kühlschrank einen Wasserspendeschalter (10) zum
Auswählen des Wasserspendens umfasst, wobei
die Eisspendevorrichtung (4) ein Wasserzufuhrven-
til (11) zum Kontrollieren des Wasserspendens auf-
weist, wobei das Wasserzufuhrventil (11) zum Was-
serspenden geöffnet wird, wenn der Wasserspen-
deschalter (10) eingeschaltet wird.

4. Verfahren nach einem der vorhergehenden Ansprü-
che, ferner dadurch gekennzeichnet, dass eine
Beleuchtungsvorrichtung (12) zum Beleuchten der
Spendekammer eingeschaltet wird, wenn einer der
Schalter (5, 6) eingeschaltet wird.

5. Kühlschrank (1) mit einem in einem Vorratsraum (2)
angeordneten Eisvorratsbehälter (3) und einer Eis-
spendevorrichtung (4) zum Spenden von Eis aus
dem Eisvorratsbehälter (3) außerhalb des Vorrats-
raums (2), wobei die Eisspendevorrichtung (4) zum
Spenden von mindestens zwei Arten Eis konfiguriert
ist, wobei der Kühlschrank (1) ferner Schalter (5, 6)
zum Auswählen der zu liefernden Eisart und eine mit
den Schaltern (5, 6) verbundene Steuereinheit (34)
umfasst, wobei ein Eisabgabekanal (23) mit einer
inneren Türkomponente (7) zum Öffnen oder Schlie-
ßen des Eisabgabekanals (23) vorgesehen ist, wo-
bei die Türkomponente (7) in der Lage ist, sich zwi-
schen einer Geschlossen-Position und einer Geöff-
net-Position zu drehen, dadurch gekennzeichnet,
dass die Steuereinheit (34) zum Ausführen des Ver-
fahrens nach einem der vorhergehenden Ansprüche
konfiguriert ist.

6. Kühlschrank (1) nach Anspruch 5, ferner dadurch
gekennzeichnet, dass die Eisspendevorrichtung
(4) eine Spendekammer (13) zum Anordnen eines
externen Behälters aufweist und die Schalter (5, 6)
außerhalb der Spendekammer (13) angeordnet
sind.

7. Kühlschrank (1) nach Anspruch 5 oder 6, ferner da-
durch gekennzeichnet, dass es sich bei den Schal-
tern (5, 6) um automatische Rückstellschalter han-
delt.

Revendications

1. Procédé d’actionnement d’un réfrigérateur, avec un
réfrigérateur (1) comprenant un espace de stockage
(2), un récipient de stockage de glace (3) placé dans
l’espace de stockage (2) et un appareil distribuant
de la glace (4) pour distribuer de la glace à partir du
récipient de stockage de glace (3) vers l’extérieur de
l’espace de stockage (2); dans lequel l’appareil dis-
tribuant de la glace (4) est configuré pour distribuer
au moins deux types de glace; le réfrigérateur (1)
comprenant en outre des commutateurs (5, 6) pour
sélectionner le type de glace à fournir; dans lequel
le procédé comprend les étapes suivantes:

quand un des commutateurs (5, 6) est activé,
l’appareil distribuant de la glace (4) réagit à l’ac-
tionnement du commutateur (5, 6) et distribue
le type de glace sélectionné par le biais des com-
mutateurs (5, 6),
quand un des commutateurs (5, 6) est sous ten-
sion, un moteur (9) commandant un appareil éli-
minant la glace (8) pour éliminer la glace du ré-
cipient de stockage de glace (3) est activé et un
composant formant porte (7) qui est utilisé pour
ouvrir ou fermer un canal de délivrance de glace
(23) est ouvert; ledit procédé étant caractérisé
en ce que l’étape d’ouverture du composant for-
mant porte (7) s’effectue avant l’étape d’activa-
tion du moteur (9).

2. Procédé selon l’une quelconque des revendications
ci-dessus, caractérisé en outre en ce qu’au moins
deux types de glace comprennent des glaçons et de
la glace pilée produite par un appareil de pilage de
glace (25) pilant les glaçons; dans lequel quand le
commutateur (6) correspondant à la glace pilée est
sous tension, l’appareil de pilage de glace (25) s’ac-
tive.

3. Procédé selon l’une quelconque des revendications
ci-dessus, caractérisé en outre en ce que le réfri-
gérateur comprend un commutateur de distribution
d’eau (10) pour sélectionner la distribution d’eau,
l’appareil distribuant de la glace (4) comprenant un
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robinet fournissant de l’eau (11) pour contrôler la dis-
tribution d’eau, dans lequel quand le commutateur
de distribution d’eau (10) est sous tension, le robinet
fournissant de l’eau (11) s’ouvre pour une distribu-
tion d’eau.

4. Procédé selon l’une quelconque des revendications
ci-dessus, caractérisé en outre en ce que quand
l’un des commutateurs (5, 6) est sous tension, un
dispositif d’éclairage (12) pour éclairer la chambre
de distribution est sous tension.

5. Réfrigérateur (1) comprenant un récipient de stoc-
kage de glace (3) placé dans un espace de stockage
(2), et un appareil distribuant de la glace (4) pour
distribuer de la glace à partir du récipient de stockage
de glace (3) vers l’extérieur de l’espace de stockage
(2); dans lequel l’appareil distribuant de la glace (4)
est configuré pour distribuer au moins deux types de
glace; le réfrigérateur (1) comprenant en outre des
commutateurs (5, 6) pour sélectionner le type de gla-
ce à fournir et une unité de commande (34) connec-
tée aux commutateurs (5, 6); dans lequel un canal
de délivrance de glace 23 avec un composant inter-
ne formant porte 7 pour ouvrir ou fermer le canal de
délivrance de glace 23 est procuré; le composant
formant porte 7 peut effectuer une rotation entre une
position fermée et une position ouverte, caractérisé
en ce que l’unité de commande (34) est configurée
pour réaliser le procédé selon l’une quelconque des
revendications ci-dessus.

6. Réfrigérateur (1) selon la revendication 5, caracté-
risé en outre en ce que l’appareil distribuant de la
glace (4) comprend une chambre de distribution (13)
pour placement d’un récipient externe, et les com-
mutateurs (5, 6) sont disposés à l’extérieur de la
chambre de distribution (13).

7. Réfrigérateur (1) selon la revendication 5 ou 6, ca-
ractérisé en outre en ce que les commutateurs (5,
6) sont des commutateurs à réinitialisation automa-
tique.
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