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This invention relates to buckles. 
ticularly, it relates to a novel buckle having in 
terlocking parts for holding together the ends 
of a belt strap or similar article generally used 
in Wearing apparel or the like and presenting a 
unitary appearance. 

It is one of the objects of my invention to pro 
Wide a simply constructed, easily operable buckle 
having interlocking parts adapted to hold firmly 
the ends of a strap or strip. 

More par- . 
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Another object of the present invention is to 

provide a new and useful buckle having inter 
locking parts adapted to be easily engaged or dis 
engaged and to present a unitary appearance 
When in interlocking engagement. 

Still One other object of the invention is to . . . 
provide a buckle having interlocking parts which 
When in engagement form a tight lock and can 
not slip or slide from each other without man 
ual operation. 
Another object of this invention is to provide 

a buckle with interlocking parts having a Smooth 
Surface frontal appearance which When joined 
together afford sufficient space on the under side 
of one of them to conceal the free extending 
end of a strap or similar article. 
One further object of the present invention 

is to provide a plurality of integral interlockable 
parts which can be simply operated and which 
can firmly and effectively retain the ends of a 
strip or strap. 
With the above and other objects in view, my 

invention generally includes a buckle having a 
plurality of parts one of which has an open 
ing adapted to accommodate an extending por 
tion of the other part and form an interlocking 
engagement therewith. 
In the accompanying drawing showing pre 

ferred embodiments of my invention, 
Fig, 1 is a rear elevation of a preferred em 

bodiment. 
Fig. 2 is a sectional view of the embodiment 

shown in Fig. i. 
Fig. 3 is a front elevation view of the embodi 

ment shown in Fig. 1, having its parts in dis 
engagement and ready to be interlocked. 

Fig. 4 is a top plan view of the embodiment 
shown in Fig. 1, showing the parts being put into 
engagement. 

Fig. 5 is a detailed top view of the embodiment 
shown in Fig. 1. 

Fig. 6 is a fragmental top plan view of a modi 
fication of the embodiment shown in Fig. 1. 

Fig. 7 is a fragmental top plan view of the 
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of the embodiment being joined together accord 
ing to the direction of arrows indicated therein, 
and 

Fig. 8 is a detail partly Sectional partly plan 
view of another modification of the embodiment 
shown in Fig. 1. 

Referring now to Figures 1 to 5 inclusive of the 
drawing in which like reference characters re 
late to like parts throughout, my invention com 
prises a buckle 0 having a pair of members 
adapted to be interlocked as will be more spe 
cifically described. 
One of the members known as the male part 

or member has a slightly curved face 2 of any 
suitable appearance and an inwardly extending 
upper and lower lip 3 and 4 respectively, 
thereby forming a recess 5 on the back portion 
of member . 

Pivotally mounted in the recess 5 is an angul 
lar clamp member 6 provided with oppositely 
disposed in extensions 7 and 18, respectively 
for fitting into lips 3 and 4 respectively. It is 
to be noted that said member 6 is preferably 
bent to form a right angle and has a Small ser 
rated end 9 adapted to clamp the end of a strap 
belt or similar article 20 against the back por 
tion of member in recess f5. Furthermore, 
the other end 20 of the clamp member 6 acts 
as a double check on the end of the strap 20 to 
prevent slipping thereof as shown in Fig. 2 of 
the drawing, and is slightly indented at 2 in 
order to release the tight hold on the strap 20 
When it is necessary to release the same from its 
fixed position in the receSS 5. 

Integral With and disposed to one side of mem 
ber is a post 22 preferably of circular cross 
Section extending the depth of the face 2 of 
member 1, Said post 22 forms with the main 
portion of member a groove 23 in which are 
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mounted one or more lugs 24 radially projecting 
from the post. It is to be noted that the groove 
is housed on One side by a slanting wall 25 and 
on the other by post 22. The post furthermore 
is a lateral integral extension of member and 
is the extreme contacting portion thereof for 
purposes hereinafter described more fully. It is 
to be noted that the lower end of post 22 may 
be of reduced cross section as shown at 26 in Fig. 
3 of the drawing to permit easy contacting when 
member is being used. 

In the buckle as shown, the other or female 
member 27 is provided with a slightly curved face 
28 preferably coplanar with that of member 
So as to present a pleasing appearance when the 

modification shown in Fig. 6 showing the parts 55 members are brought together as shown in the 
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drawing. Member 27 is further provided With 
inwardly extending upper and lower lips 29 and 
30, respectively, forming a recess 3. Adapted to 
fit in recess 3 is a double acting clamp member 
32 of angular construction having oppositely ex 
tending pins 33 and 34 respectively, adapted to 
fit into lips 29 and 30 respectively and permit 
pivotal swinging of the member in and out of 
recess 3. It is to be noted that member 32 
may be bent at the pin portions to form a 
smaller extending portion 36 and a longer ex 
tending portion 35. The ends of the extending 
portions are serrated to form a double acting 
tight grip on strap 20 as shown in Fig. 2 of the 
drawing, when pressed against the rear. Wall 37 
of member 27. Also said rear Wall 37 is SO Slant 
ed that the free or extending end of belt or 
strap 20 is set inwardly of the buckle as shown 
in Fig. 2 of the drawing. 

- Female member 27 is provided adjacent one of 
its marginal end portions, contacting the male 
member, with an opening 38 of outline Substan 
tially corresponding with post 22 to accommodate 
the same. The lower, end of Said opening is 
tapered inwardly of its axis forming a flange 
like abutment. 39 for seating the lower end of 
post 22 and for stopping any further downward 
movement of post 22 when the members are inter 
locked. . Also, said opening is provided with 
spaced inserts 40 and 4 respectively for a C 
commodating lugs 24 and keep the members in 
relative interlocked position. In this type of 
buckle the male member is brought with reduced 
portion 26 of post 22 in direct overhead posi 
tion-over-opening 38 at an angle less than 180 
degrees, and slid into position, whereupon the 
male member is brought OutWardly aS. ShOWn in 
Fig. 4 and interlocked with the female men 
ber. 27. 
In Figs. 6 and 7, I show a modification in which 

male member is provided with a post 42 whose 
cross section is partly circular and partly Straight 
edged, thus permitting the male member to be 
brought diagonally into direct engagement with 
female member 27 as shown in Fig. 7 without re 
squiring an initial vertical sliding movement as in 
the previous embodiment, 

- In Fig. 8, male member is provided With an 
angular shaped post 42 adapted to fit into an 
opening 43 of corresponding shape in female 
member 27. The male member is slid into posi 
tion vertically over female member 27 whereby 
post 42 can be easily slid into position in opening 
43. In order to keep the male member in relative 
interlocked engagement with member 27 as shown 
in Fig. 8, there is mounted a 'frog' 44 in member 

having a bullet shaped projecting end 45 
adapted to fit into an adjacent inset 46 in the 
abutting face edge 47 of member 27. 
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In accordance with the above detailed descrip 

tion of my invention taken in connection. With 
the accompanying drawing, it is to be noted that 
I provide a novel buckle which is cheap and easy 
to make, easy to handle and of simple but ef 
fective construction. Such a buckle lends at 
tractiveness and neatness to the Wearer and con 
ceals any protruding portions of a strap, belt, 
harness or the like. It is adapted to any type of 
belt or strap including Suspenders, girdles, Work 
ing belts used by telephone, telegraph, and elec 
trical wire workers, or by Window cleaners. 
Furthermore, the buckle made in accordance With 
my invention provides a Sure locking engagement 
with an accompanying ease of adjustment of the 
cooperative parts. It possesses the advantageous 
features of insuring strength up to any desired 
limit, no limitation is necessary of the position 
of the strap as in the old types of straps having 
holes or other markings therein. There is an 
equal support on the entire width of the belt at 
all points. Within the buckle, Without any poSSi 
bility of slippage of the belt or strap ends. Also, 
the members of the buckle when in engagement 
as shown, cannot per se move either up or down 
or inwardly against the pressure of the body, and 
provide a unitary device to the observer. 
While I have described and illustrated several 

preferred forms of my invention, it is to be un 
derstood that modifications or alterations as to 
use, form, shape or arrangement of parts or 
materials may be made without departing from 
the spirit and Scope of my invention. 

Furthermore, the male and female members 
may be reversed to permit left handed use 
thereof. 

I claim: 
In a device of the class described, a buckle 

comprising two members adapted for interlocking 
engagement, one of Said members being at one 
end formed With a transverse Substantially cylin 
drical recess therein, the outer edge of the Wall 
abutting said recess being formed with a slanting 
Surface, said Wall having a dent provided therein, 
the Second member terminating at one end in a 
croSSwise arranged Substantially cylindrically 
shaped post adapted to slidably engage said re 
cess, said second member being formed with a 
slanting wall and having a recess between the 
latter and Said post, and a lug arranged in Said 
receSS. and abutting the post, Said lug being 
adapted to engage the dent in the first member, 
whereby to lock the latter in interengaging posi 
tion with the Second member, and means pro 
vided upon each of said members for engaging a 
strap, Substantially as shown and described. 

WILLIAM HTL. 


