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This invention relates to garments, and is Con 
Cerned more particularly with a novel combina 
tion garment which serves the purposes of an 
outer shirt and an undergarment of the trunks 

5 or shorts type. The new garment is cool and com 
fortable, and it permits entire freedom of body 
movement. At the same time, only the outer 
shirt portion is visible when the garment is be 
ing worn and the advantages of the new construc 
tion are thus obtained without any impairment 
of the appearance of the wearer. The garment 
of the invention may be cut in sizes and styles 
appropriate for men, women, and children, but 
for the purpose of explanation, a man's style 
of garment will be illustrated and described 
in detail, the difference between such a garment 
and those for women and children being readily 
apparent. 
The new garment includes a top which has the 

form of an outer shirt of ordinary construction 
and this top section is made of woven fabric of 

0. 

15 

20 
any desired material. The top is provided with : 
either an attached collar or a neckband, and 
it has the usual sleeves which are preferably of 
Ordinary length and may be provided with any 
desired style of cuff. The front of the Outer 
shirt section terminates slightly below the waist 
line, and at the rear the Section extends down 
a Substantial distance below the waistline. 
The trunks Or shorts Section is attached to 

the lower end of the top section and it is formed 
of knitted material cut to fit the wearer snugly. 
The trunks Section includes front and rear mem 
bers secured together along the side edges of the 
garment and the front member is secured to the 
lower end of the front part of the top section. 
For this purpose, the front member of the trunks 
section preferably overlaps the lower end of the 
front part of the shirt and is attached there 
to by Spaced lines of stitching lying parallel to 
and below the waistline. The rear member over 
laps the lower end of the back of the top sec 
tion by a substantial amount, and the top edge 
of the rear member of the trunks is free and in 
cludes a resilient COrd or the like so that the rear 
member provides a drop seat. The central por 
tions of the lower edges of the front section 
are connected together, and preferably, this con 
nection is yielding in a direction through the 
crotch when the garment is worn. The connec 
tion provides leg Openings. On either side there 
of and elastic members, Such as cords, are in 
corporated in the garment around the openings 
so that the garment fits the legs snugly. If 
desired, the front member of the trunks sec 

25 

80 

40 

45 

50 

s 
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tion may include a fly insert formed to provide a 
fly opening. For a better understanding of the invention, 
reference may be had to the accompanying draw 
ing in which 5 Fig. 1 is a view of the new garment as it apr 
pears when WOrn; Fig. 2 is a view of the garment in front elevar 
tion with parts broken away; Fig. 3 is a partial view of the garment in rear 10 
elevation; and Figs. 4 and 5 are sectional views on the lines 
4-4, and 5-5, respectively, of Fig. 2. ' 

Referring to the drawing, the new garment is 
illustrated as including a top section in the form 15 
of an outer shirt, and this section is made of 
woven fabric of any desired material and quality. 
The front of the top section includes a pair of 
members 0 and i? providing the usual front 
opening, which is closed by overlapping hems at 20 
the edges of the members O and , the Outer 
hem 2 having buttonholes, and the underlying 
hem having buttons 3. . The members to and 

extend down to a point slightly below the 
waistine and at their upper ends, they are cut 25 
to form the usual neck opening and are pro 
vided with the attached collar. 4 illustrated, or 
with a neckband of the type employed with a de 
tachable collar. At the rear, the top section includes a back 80 
member 5 which extends down a substantial dis 
tance below the waistline as shown, and is COn 
nected at its upper end to a yoke 6, to which 
the front members O and are secured in the 
usual way. The front members to and f are 85 
connected to the lateral edges of the rear men 
ber 5 by side seams T, and sleeves 8 are Se 
cured to the front and rear members and to 
the yoke in the ordinary manner. The trunks or shorts section is made of knitted 
material, and it includes a front member 9 which 
preferably overlaps and is secured to the lower 
ends of the shirt sections to and . In order 
that the front opening of the shirt may extend 
down to the lower end of the shirt section, the 
overlapping portion 20 of the trunks member 9 
is made separate from the remainder of that 
member and is in two parts, and the trunks sec 
tion and the members to and are connected 
together by spaced rows of stitching 2 fa and 0 
2 lb. The stitching 2 a connects the strip 20 to 
the remainder of the front member 9 and also 
to the members O and f, and the two parts of 
the strip 20 are secured to the members ?o and 

by the stitching 2 lb. US 
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The trunks section also includes a rear member 

22 which extends up to a point slightly below the 
waistline, and thus overlaps the lower end of the 
back member 5 of the outer shirt to a substan 

5 tial extent. The rear member 22 is connected 
to the front member 9 of the trunks and to the 
overlapped portion of the member 5 by rows of 
stitching 23 along the sides of the garment, and 
the top edge of the member 22 is free and is 

10 provided with an elastic cord or edging 24, so the 
rear member 22 may provide a drop seat. 
The front and rear members 9 and 22, respec 

tively, are connected together and preferably 
the connection is resilient. For this purpose, the 

l5 two members may be provided with hems made 
of resilient yarn, Such as that commercially 
known as Lastex, and the hems may be connected 
together SO that they provide a yielding connec 
tion. 

20 is preferable to connect the central portions of 
the lower ends of the front and rear member by 
means of a Crotch insert which is made of a ma 
terial extensible in a direction through the crotch. 
Such an insert may advantageously be made of 

25 two or more thicknesses of knitted material hav 
ing its Wales extending transversely and for: 
additional resilience, the material may be made 
of a resilient yarn, Such as that mentioned above. 
The yielding connection between the front and 

30 rear members in the crotch makes the garment 
comfortable, although fitting snugly, and if un 
usual strains are imposed upon the connection 
between the two members by reason of body 
movements, the upper edge of the drop seat may 

35 be drawn down so as to increase the length of the 
trunks section through the crotch. 

The trunks, section of the garment illustrated 
includes a fly insert made up of a pair of parts 
26d. and 26b, These parts lie with their adjacent 

40 edges overlapping and disconnected, so as to pro 
vide a fly opening, and at their upper ends, the 
parts are secured to the front member 9 by the 
curved line of Stitching 27. At their lower ends, 
the parts 26a and 26b are secured to the forward 

45 end of the crotch insert. It will be noted that 
the free edge 28 of the member 26a extends in 
a generally diagonal direction from a point at 
One side of the middle line of the garment to the 

- side edge of the crotch insert. This diagonal 
50 formation increases the length of the fly opening 

without increasing the length of the fly insert, 
and the edge 28 is subjected to strain at all times 
when the garment is worn, so that the opening 
Will not gape. 
The fly and crotch inserts are relatively nar 

row and leg openings are provided On either side 
thereof. These openings are defined in part by 
the curved edges 29 and 30 at the lower end of 
the front and rear members 9 and 22, and the 

60 openings are finished with hems and have resil 
ient means, such as elastic cords 3, incorporated 
in them, so that the garment will fit the thighs 
Snugly at the Openings. 
With the construction described, the new gar 

65 ment takes the place of an ordinary outer shirt 
and trunks or shorts underwear. All the exposed 
portions of the garment are the same in appear 
ance as an outer shirt, since the trunks and their 
connections to the outer shirt section lie below 

70 the waistline, and are thus concealed when the 
garment is worn. The trunks, being made of a 
knitted material, conform snugly to the body, 

55. 

Instead of such a connection, however, it 

and the combination of a crotch connection, ex 
tensible in a direction through the crotch when 
the garment is worn, and the drop seat with the 
elastic upper edge permits the trunks to yield, SO 
as not to bind Or interfere with the movements 5 
Of the Wearer. As the trunks are made of a 
knitted material, the movements of the wearer 
tend to impose strains on the trunks, which might 
Cause the trunks to be detached from the Outer 
shirt section, but in the construction described, 10 
the provision of the extra strip 20 and the two . 
rOWS of Stitching 2a and 2 b strengthen the 
garment at the points where it would otherwise be 
Weak. The stitching also serves to reinforce the 
garment at the upper end of the drop seat and 5 
prevent the drop Seat from being torn loose near . 
its upper end. 

I claim:- 
1. A garment which comprises a top of woven 

material and having the form of an outer shirt, 20 
and a bottom of knitted material in the form of 
trunks connected to the top, said bottom includ 
ing a front member, a rear member overlying 
the lower end of the back of the shirt portion 
and having a free upper edge extended across 25 
the garment below the waistline, said edge having 
elastic means running lengthwise thereof and 
providing a drop seat, the central portions of the 
lower edges of said front and rear members being 
connected by means elastic in a direction through 30 
the crotch when the garment is worn, and said. 
bottom having leg openings on either side of the crotch. 

2. A garment which comprises a top of woven 
material and having the form of an outer shirt, 35 
and a bottom of knitted material in the form 
of trunks connected to the top, said bottom in 
cluding a front member, a rear member over 
lying the lower end of the back of the shirt por 
tion and having a free upper edge extending 40 
across the garment below the waistline, said edge 
having elastic means running lengthwise thereof 
and providing a drop Seat, and a crotch insert 
connecting the front and rear members of said 
bottom, said insert being elastic in a direction 5 
through the crotch when the garment is worn 
and said bottom having leg openings on either 
side of Said crotch insert. 

3. A garment which comprises a top of woven 
material and having the form of an outer shirt, 30 
and a bottom of knitted material in the form 
of trunks connected to the top, Said bottom in 
cluding a front member, a rear member overly 
ing the lower end of the back of the shirt portion 
and having a free upper edge extending across 55 
the garment below the waistline, said edge hav 
ing elastic means running lengthwise thereof and 
providing a drop Seat, and a crotch insert con 
necting the front and rear members of said bot 
tom, said insert being elastic in a direction 60 
through the crotch when the garment is worn 
and said bottom having leg openings on either 
side of said crotch insert, and a fly section in 
the front member, said fly section comprising two 
pieces of fabric having their adjacent edges over- 65 
lapping and free, the free edge of the outer piece 
extending generally diagonally from a point at 
the top of the fly section downwardly to the 
upper front horizontal end of the crotch insert 
adjacent one of the leg openings. To 

ALFRED L. FLESH. 


