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This invention relates to shielding tapes 
for use upon clothes lines and more par 
ticularly to a device of this character for 
preventing marring of freshly washed 
clothes by a dirty clothes line. 
A further object of the invention is to 

provide a device of this character particular 
ly intended for use in connection with the 
ordinary pulley type of clothes line and of 
such construction that as the clothes are be 
ing removed from the clothes line, the tape 
is automatically spooled into a container 
where it is shielded from the elements and 
from dirt and dust. . 
A further and more specific object of the 

invention is the provision of means for sup 
porting the tape and its concealing casing 
:from the clothes line pulley. 

These and other objects we attain by the 
construction shown in the 'accompanying 
drawings, wherein for the purpose of illus 
tration is shown a preferred embodiment of 
our invention and wherein:- 

Figure 1 is a vertical sectional view 
5 through a tape and holder therefor con 
structed in accordance with our invention 
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showing the same applied to a pulley; 
Figure 2 is a section on the line 2-2 of Figure 1; 
Figure 3 is a side elevation of the pulley 

showing the manner of clamping the casing 
thereto. 

Referring now more particularly to the 
drawings, the numeral 10 indicates a casing 
having one end 11 thereof closed and the S. 
posite end thereof provided with a removable 
cover 12. Adjacent to and paralleling the 
closed end 11 is a partition wall 13 and the 
closed end, together with the partition wall 
13, are provided with axial openings 14 
through which is directed a shaft 15. With 
in the chamber 16 formed between the re 
movable cap 12 and the partition wall 13, the 
shaft has secured thereto a drum 17 having 
wound thereon a tape 18. Between the par 
tition wall 13 and the end 14, the shaft 15 
has secured thereto one end of a spring 19, 
which spring is of the clockwork type and 
has its opposite ends secured to the casing 
wall, as at 20. The spring constantly tends 

to rotate the drum 17 in a direction to wind 
the tape 18 thereon. Within the compart 
ment 16, a brace 21 preferably extends out 
Wardly from the wall of the casing to engage 
and Support the free end of the shaft 5. 
The end 11 of the casing has secured there 

to opposed U-shaped brackets 22, at present 
disclosed as formed by reverting the end por 
tions of a bar, 23. In any construction, one 
arm 24 of each U will be rigidly secured to 
the closed end 11 of the container. The 
Opposite arm 25 of this U has directed there 
through a clamping thumb-screw 26. The 
U-shaped members have their connecti 
bars, 27 spaced apart a distance slightly 
greater than the diameter of the pulleys 28. 
ordinarily employed with clotheslines and 
the arms of the U are spaced apart a distance 
slightly greater than the thickness of the 
clothes line pulley, so that the arms 25 can 
oppose one face of this 
arms 24 and the casing 
the opposite side thereof. 
In the application of the casing to the pull 

ley, care is taken to place the casing at the 
opposite side of the pulley from that at 
which a person stands when placing clothes 
upon the clothes line. The tape is em 
ployed in the usual manner, being withdrawn 
from the casing and placed upon the clothes 
line prior to placing the clothes thereon. As 
the tape is drawn from the casing, the spring 
is tensioned and accordingly as the clothes 
line is shifted to bring the clothes into posi 

10 are arranged at 

tion to be removed, the tape will be with 
drawn within the casing and wound upon 
the drum 17. 

Since the construction hereinbefore set 
forth is obviously capable of a certain range 
of change and modification without material 
ly departing from the spirit of the inven 
tion, we do not limit ourselves to such specific 
structure except as hereinafter claimed. 
We claim:- 
An attachment for the pulleys of pulley 

clothes lines comprising a casing, a tape 
therein withdrawable therefrom for engage 
ment with the clothes line and means for 
securing the casing to the pulley comprising 
opposed U-shaped clamps secured to an end 

pulley while the 
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wall of the casing, the arms of said clamps having a clamping set-screw directed there 
being spaced apart a distance equal to the through. . 
thickness of the clothes line pulley, the Intestimony whereof we hereunto affix 10 
bight portion of the clamps being spaced our signatures. 

5 apart a distance greater than the diameter 
of the pulley, one arm of each clamp being JOSEPH. C. KINDLER. 
secured to the casing, the other arm thereof JOHN J. KANKAS. 


