(51) International Patent Classification:
A61C 19/06 (2006.01)  A61C 5/06 (2006.01)
B05C 17/005 (2006.01)  A61C 9/00 (2006.01)

(21) International Application Number:
PCT/US2015/045829

(22) International Filing Date:
19 August 2015 (19.08.2015)

(25) Filing Language: English

(26) Publication Language: English

(71) Applicant: COLGATE-PALMOLIVE COMPANY

(72) Inventors: DEMAREST, Scott; 30 Sunnybrook Road,
Basking Ridge, New Jersey 07920 (US). FLEMING, Jo;
9980 Huennekens Street, Suite 140, San Diego, CA 92121 (US). NEESE, David; 9980 Huennekens Street, Suite 140,
San Diego, California 92121 (US). GORDON, Michael;
9980 Huennekens Street, Suite 140, San Diego, California 92121 (US). BERARDELLI, David; 9980 Huennekens Street, Suite 140, San Diego, California 92121 (US).

(74) Agents: CHUNG, Judy W. et al; Colgate-palmolive
Company, 909 River Road, Piscataway, New Jersey 08855 (US).

(81) Designated States (unless otherwise indicated, for every kind of national protection available): AE, AG, AL, AM,
AO, AT, AU, AZ, BA, BB, BH, BN, BR, BW, BY, BZ, CA, CH, CL, CN, CO, CR, CU, CZ, DE, DK, DM,
DO, DZ, EC, EE, EG, ES, FI, GB, GD, GE, GH, GM, GT,
HN, HR, HU, ID, IL, IN, IR, IS, JP, KE, KG, KN, KP, KR,
KZ, LA, LC, LK, LR, LS, LU, LY, MA, MD, ME, MG,
MK, MN, MW, MX, MY, MZ, NA, NG, NI, NO, NZ, OM,
PA, PE, PG, PH, PL, PT, QA, RO, RS, RU, RW, SA, SC,
SD, SE, SG, SK, SL, SM, ST, SV, SY, TH, TJ, TM, TN,
TR, TT, TZ, UA, UG, US, UZ, VC, VN, ZA, ZM, ZW.

(84) Designated States (unless otherwise indicated, for every kind of regional protection available): ARIPO (BW, GH, GM, KE, LR, LS, MW, MZ, NA, RW, SD, SL, ST, TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, RU, TJ, TM), European (AL, AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV, MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, SM, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ,
GW, KM, ML, MR, NE, SN, TD, TG).

[Continued on next page]

(54) Title: MULTI-CHEMISTRY DISPENSER

(57) Abstract: A dispenser for dispensing a liquid such as a tooth whitening gel can include a plunger and a housing having a first chamber that receives a first arm of the plunger and a second chamber that receives a second arm of the plunger. The housing can further include a first channel in fluid communication with the first chamber, a second channel in fluid communication with the second chamber, and a third channel formed at an intersection of the first and second channels. The housing can further include a static mixer that mixes a first liquid from the first chamber with a second liquid from the second chamber. The plunger may be disposed along a first axis and the third channel may be disposed along a second axis that intersects the first axis at an angle of between 10° and 170°.
Declarations under Rule 4.17:
— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))

Published:
— with international search report (Art. 21(3))
MULTI-CHEMISTRY DISPENSER

BACKGROUND

[0001] Whitening of teeth in a home environment is now a common and routine oral care activity. The whitening process can include the use of oral care strips that are placed into contact with the surface of the teeth, where the oral care strips include an embedded whitener. Whitening may also include the use of a chemically active whitening solution placed within a tray. The tray is positioned over the teeth such that the whitening solution is in physical contact with the teeth. The tray remains in place over the teeth for a period of time during the whitening process.

[0002] The whitener itself can be a bleach or another chemically active whitening gel or solution that chemically reacts with tooth discolorations. Some prior tooth whiteners have been packaged as a homogeneous mixture of active and inactive ingredients within a container such as a plastic bottle. An amount of solution is dispensed by the user from the bottle onto the tray.

[0003] New whiteners are being continually developed. A more convenient and/or efficacious tooth whitening package that dispenses a tooth whitening product would be desirable.

BRIEF SUMMARY

[0004] In an embodiment, a dispenser can include a plunger having a first arm, a second arm, and a channel that spaces the first arm from the second arm, wherein the plunger is disposed along a first axis, a housing that defines a first chamber, a second chamber, a wall that separates the first chamber from the second chamber, a first channel in fluid communication with the first chamber, a second channel in fluid communication with the second chamber, and a third channel. The first channel and the second channel may intersect to connect with the third channel. The third channel may be disposed along a second axis that intersects the first axis at an angle of from 10° to 170°, and the dispenser may further include a nozzle at an end of the third channel.

[0005] In another embodiment, a dispenser for a tooth whitening solution can include a housing defining a first chamber, a second chamber, and an applicator, a first liquid disposed within the first chamber and a second liquid disposed within the second chamber, and a plunger comprising a first arm positioned to move within the first chamber and a second arm positioned to move within the second chamber. The dispenser can further include a first channel defined by the
applicator and positioned to receive the first liquid from the first chamber, a second channel defined by the applicator and positioned to receive the second liquid from the second chamber, wherein the first channel and the second channel are connected at an intersection, a third channel defined by the applicator, wherein the third channel is in fluid communication with the first channel and the second channel at the intersection, and a nozzle at an end of the applicator and at an end of the third channel.

[0006] The following presents a simplified summary in order to provide a basic understanding of some aspects of one or more embodiments of the present teachings. This summary is not an extensive overview, nor is it intended to identify key or critical elements of the present teachings, nor to delineate the scope of the disclosure. Rather, its primary purpose is merely to present one or more concepts in simplified form as a prelude to the detailed description presented later. Further areas of applicability of the present invention will become apparent from the detailed description provided hereinafter. It should be understood that the detailed description and specific examples, while indicating the preferred embodiment of the invention, are intended for purposes of illustration only and are not intended to limit the scope of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The present invention will become more fully understood from the detailed description and the accompanying drawings, wherein:
[0008] FIG. 1 is an exploded perspective depiction of a dispenser for a pair of gels or other liquids that are mixed together to form a single homogenous liquid such as a tooth whitening liquid;
[0009] FIG. 2 is a perspective depiction of the FIG. 1 structure after assembly; and
[0010] FIG. 3 is a perspective depiction of a tray having a homogenous liquid dispensed within a recess in the tray.
[0011] It should be noted that some details of the FIGS. have been simplified and are drawn to facilitate understanding of the present teachings rather than to maintain strict structural accuracy, detail, and scale.

DETAILED DESCRIPTION

[0012] Reference will now be made in detail to exemplary embodiments of the present teachings, examples of which are illustrated in the accompanying drawings. Wherever possible,
the same reference numbers will be used throughout the drawings to refer to the same or like parts. The following description of the preferred embodiments is merely exemplary in nature and is in no way intended to limit the invention, its application, or uses.

[0013] As used throughout, ranges are used as shorthand for describing each and every value that is within the range. Any value within the range can be selected as the terminus of the range. As used herein, the terms "sufficiently mix" and "sufficiently mixed" may be used to describe an amount or degree of mixing of components such that the components physically contact each other and could, can, or will chemically react with each other. In various implementations where the components are reactive in a manner making them incompatible for storage before use in contact with each other, the components may be segregated from one another when not in use, i.e., prevented by the structure of the dispenser from sufficiently mixing when not in use. As used herein, the term "incompatible" may be used to describe components of a formulation that, when mixed and then stored for a length of time, degrade one or more desired qualities of the combined formulation.

[0014] As discussed above, prior tooth whitening solutions have been packaged as a homogeneous mixture of active and inactive ingredients within a container such as a plastic bottle. The volume of solution within the container is suitable for several uses or whitening treatments. An amount of such solution is dispensed from the bottle onto the tray by the user. However, the amount of solution dispensed is at the discretion of the user, and thus the dosage may not be well controlled. A user may easily dispense an excess or insufficient amount of solution into a tray.

[0015] Additionally, new types of whiteners are being continually developed. Some new whiteners may include two (or more) components (e.g., ingredients, compounds, mixtures, or formulations) that are required to be mixed together during use so as to have a whitening effect, but may not be stored compatibly in physical contact with each other. For example, over a relatively shorter duration of time, the two components can be mixed together and are suitable for use as a tooth whitener. However, over a relatively longer duration of time, the components may chemically interact after mixing and can become either more inert, and thus less effective as a tooth whitener, or more chemically active in a manner that is damaging or otherwise unsuitable for physical contact with teeth, gums, or other oral tissues. Other components, such as an aqueous component and a hydrophobic component, may physically separate quickly after
mixing, for example, during shipping and storage and prior to use, and thus become ineffective or otherwise unsuitable as a tooth whitener.

[0016] An embodiment of the present teachings can include a dispenser for a tooth whitener. A user may use the dispenser to both mix the components of the whitener immediately prior to use and dispense the whitener into a tray or directly onto the teeth or another surface. The dispenser may be designed to dispense a controlled amount of whitener, thereby ensuring that the volume of whitener dispensed is neither insufficient nor excessive. While the present teachings are described with reference to the mixing of two chemical components, it will be understood that embodiments may also include a dispenser for a single homogeneous solution, or a dispenser for mixing more than two chemical components.

[0017] FIG. 1 is an exploded perspective view, and FIG. 2 is an assembled perspective view, of an embodiment for a tooth whitener dispenser 100. It will be understood that FIGS. 1 and 2 depict an exemplary assembly, and that a dispenser in accordance with an embodiment of the present teachings may include other structures that are not depicted for simplicity, while various depicted structures may be removed or modified. Other dispenser constructions are contemplated within the scope of this disclosure.

[0018] The embodiment of FIGS. 1 and 2 includes a piston or plunger 102, a first housing section 104, a second housing section 106, a static mixer 110, and an end cap 112. During use, the first housing section 104 and the second housing section 106 are attached together to provide a dispenser housing. FIG. 1 further depicts a first whitener component 114, such as a first gel, and a second whitener component 116, such as a second gel. In an embodiment, the first gel 114 and the second gel 116 are chemical components that are mixed together prior to use. Over a short duration of time, the gels 114, 116 may be compatibly mixed but, over a longer duration of time, they may not be compatibly mixed and are incompatible. For example, over a longer duration of time, the mixed gels 114, 116 may physically separate or chemically interact in an unfavorable manner such that the mixed gels become unsuitable for use as a tooth whitener.

[0019] In an embodiment, the plunger 102 may be a bifurcated plunger 102 including a first arm 118 and a second arm 120 separated by a channel 122 that spaces the first arm 118 from the second arm 120. Each arm 118, 120 may have a rounded "D"-shaped perimeter, or another shaped perimeter, depending on the design. The plunger 102 can further include a plunger seal 124. In an embodiment, the plunger seal 124 may include a first O-ring or other plunger seal
124A that encircles the first arm 118 and a second O-ring or other plunger seal 124B that encircles the second arm 120. Each O-ring may be positioned within a channel in one of the arms 118, 120 such that each O-ring conforms to the shape of each arm 118, 120. The O-rings 124A, 124B may be manufactured from a flexible material, for example, a rubber, a silicon, a polymer, or another suitable material. In another embodiment, the plunger seal 124 may be manufactured integral with the plunger 102 such that the plunger 102 and plunger seal 124 are a single piece of material, for example, if the plunger 102 is manufactured from a semi-rigid material that functions sufficiently as a plunger, but has some flexibility to provide a seal through physical contact with the one or both of the first housing section 104 and the second housing section 106. During use, the plunger seal 124 may prevent the gels 114, 116 from being forced between the walls of the plunger 102 and the walls of the first housing section 104 and/or the second housing section 106 during dispensing of the gels 114, 116, as described in more detail below.

[0020] To reduce the amount of material that forms the plunger 102, for example to decrease costs and weight, the plunger 102 may include an internal lattice structure 126 as depicted. Further, it is contemplated that the first housing section 104 and the second housing section 106 may be manufactured from a single piece of material using, for example, a molding process or an additive manufacturing process. The mixer 110 may be a separately manufactured, or manufactured as part of the housing.

[0021] The first housing section 104 may be manufactured to define a ring having an opening 108 therethrough. The second housing section 104 may be manufactured to define a pair of "D"-shaped chambers, including a first chamber 128A and a second chamber 128B, separated by a wall 130. The wall 130 is elongated to extend through, and fit within, the ring 130 of the first housing section 104. Prior to mixing, the first gel 114 is stored in the first chamber 128A and the second gel 116 is stored in the second chamber 128B. Prior to use, the gels 114, 116, which are whitener components, are stored separately and held in place within the chambers 128 closed in by the arms 118, 120, the first housing section 104 and the second housing section 106, including the wall 130.

[0022] The first housing section 104 and the second housing section 106, when assembled, can together define a first channel 140A, a second channel 140B, and a third channel HOC within an elongated applicator 142. The first channel 140A and the second channel HOB intersect at the third channel HOC, which is continuous with the first channel 140A and the second channel
140B. The third channel 140C may end or terminate in a nozzle 144 from which whitener is dispensed during use of the dispenser 100. Each of the channels 140A-140C may be formed in one or both of the first housing section 104 and/or the second housing section 106. When positioned on the end of the elongated applicator 142, the end cap 112 covers the end of the elongated applicator 142 and the nozzle 144, and prevents contamination of the end of the elongated applicator 142 and the nozzle 144.

[0023] In the depicted embodiment, the static mixer 110 may be a helix-type static mixer that is positioned within the third channel 140C. Other types of static mixers may be used. In some embodiments, the static mixer 110 may include one or more plates or baffles. The static mixer 110 may be integral with the walls of the third channel 140C, such that the static mixing structures is formed integral with one or both of the first housing section and/or the second housing section. In an embodiment, the static mixer 110 and one of the housing sections 104, 106 may be formed from one single continuous piece of material.

[0024] To prevent the first gel 114 and the second gel 116 from prematurely mixing within one or more of the channels 140A-140C, the dispenser 100 may include one or more frangible seals. In an embodiment, a frangible seal 150 may be formed within the third channel HOC at the intersection of the first channel 140A and the second channel 140B as depicted in FIG. 1. In this embodiment, the first gel 114 may enter the first channel 140A and the second gel 116 may enter the second channel 140B during storage of the dispenser 100, but the frangible seal 150 at the intersection of the first channel 140A and the second channel 140B prevents mixing of gels 114, 116. In another embodiment, a first frangible seal 152 may be formed to block the first channel 140A, and a second frangible seal 154 may be formed to block the second channel 140B, to prevent the first gel 114 and the second gel 116 from entering the third channel HOC and prematurely mixing. In another embodiment, all three frangible seals 150-154 may be used to prevent premature mixing of the gels 114, 116. The frangible seals 150-154 may be manufactured from a thin, flexible sheet, such as a rubber sheet, a silicone sheet, a foil sheet, a polymer sheet, or another suitable material. During storage, the one or more frangible seals 150-154 are unbroken and positioned to prevent the gels 114, 116 from entering one or more of the channels 140A-140C.

[0025] To prevent accidental actuation of the plunger 102, the dispenser may include a locking mechanism. While FIGS. 1 and 2 depict a locking mechanism in the form of a removable tab 156...
that is pressure fit within a slot 158 in the plunger 102, other locking mechanisms are contemplated. In the embodiment depicted, the removable tab 156 extends from a side of the plunger 102 and physically contacts a surface of the first housing section 104 when in the locked position as depicted in FIG. 2. The removable tab 156 prevents inadvertent actuation of the plunger 102 prior to intentional dispensing of the whitener.

[0026] During use of the dispenser 100, a user may grasp the dispenser 100 with, for example, a thumb on a top surface of the plunger 102 and an index finger on a bottom surface of the second housing section 106. The user removes the end cap 112 from the elongated applicator 142, for example by sliding it from the elongated applicator 142, and unlocks the locking mechanism, for example, by sliding the removable tab 156 from the slot 158 in the plunger 102. The user then begins to pinch the dispenser 100, which places pressure on the plunger 102 and depresses the plunger 102, and forces the plunger 102 to slide or move within the chambers 128A, 128B. The pressure placed on the plunger 102 is transferred to the gels 114, 116 and forces the gels 114, 116 to rupture the one or more frangible seals 150-154. The one or more frangible seals 150-154 may be sized and configured to rupture at a pressure that is sufficiently low that, during the application of pressure on the plunger 102, the plunger seals 124A, 124B around the arms 118, 120 of the plunger 102 prevent the gels 114, 116 from being forced between the side of the plunger 102 and the inside edge of the chambers 128A, 128B, and out of the dispenser 100 through, for example, the opening 108 within the first housing section 104.

[0027] After rupturing the one or more frangible seals 150-154, the first channel 140A is in fluid communication with the first chamber 128A, and the second channel 140B is in fluid communication with the second chamber 128B. The third channel 140C, being connected at the intersection of the first channel 140A and the second channel 140B, is in fluid communication with the first channel 140A and the second channel 140B, and is thus also in fluid communication with the first chamber 128A and the second chamber 128B.

[0028] During continued pressure as the plunger 102 continues to slide or move within the chambers 128, the first gel 114 is forced to exit the first chamber 128A and enter the first channel 140A, and the second gel 116 is forced to exit the second chamber 128B and enter the second channel 140B. With continued pressure on, and sliding of, the plunger 102, the first gel 114 and the second gel 116 then enter the third channel HOC.
Upon entering the third channel 140C, the first gel 114 and the second gel 116 may physically contact each other and may begin to mix. Continued pressure on, and sliding of, the plunger 102 then forces the gels 114, 116 to travel through the static mixer 110 within the third channel 140C. After passing completely through the static mixer 110, the gels 114, 116 may be sufficiently mixed just prior to use. Upon mixing, the first gel 114 and the second gel 116 form, for example, a homogenous or substantially homogenous tooth whitening gel 304 (FIG. 3).

Continued pressure on, and sliding movement of, the plunger 102 forces the mixed tooth whitening gel 304 to exit the nozzle 144 at the end of the elongated applicator 142. The tooth whitening gel 304 may be dispensed from the nozzle 144 directly onto the user's teeth, into a recess 302 within a tray 300 as depicted in the perspective depiction of FIG. 3, or onto another intermediate surface, e.g., an applicator appliance, before physically contacting the teeth of the user. The tray 300, if used, is then placed over the user's teeth, with the teeth in the cavity 302, where the tooth whitening gel 304 physically contacts and whitens the user's teeth.

As depicted in FIGS. 1 and 2, the first arm 118 of the plunger 102 is configured to move through the first chamber 128A, and the second arm 120 of the plunger 102 is configured to move through the second chamber 128B, in a generally first direction (e.g., vertically with respect to the orientation of FIGS. 1 and 2) during dispensing of the gels 114, 116. As is further depicted, the gels 114, 116 travel through the channels 140A-140C of the elongated applicator 142 and exit the nozzle 144 in a generally second direction (e.g., horizontally with respect to the orientation of FIGS. 1 and 2) during dispensing of the mixed gels 114, 116. In other words, the plunger 102 is disposed along, and configured to move along, a first axis 200 (FIG. 2), while the third channel 140C is disposed along a second axis 202, wherein the second axis 202 intersects the first axis 200. In an embodiment, the second axis 202 may intersect the first axis 200 at an angle of from about 10° to about 170°, or from about 30° to about 120°, or from about 60° to about 120°, for example about 90°. In another embodiment, the second axis may intersect the first axis at an angle of from about 30° to about 90°, or from about 60° to about 90°. In an embodiment, the elongated applicator 142 may be straight or curved.

It is contemplated that the plunger 102, first housing section 104, second housing section 106, and end cap 112 may be manufactured from plastic, another polymer, or another suitable material. The plunger 102, first housing section 104, second housing section 106, and end cap

8
112 may be manufactured from an opaque material, a translucent material, or a transparent material.

[0033] In an embodiment, a dispenser 100 may store a sufficient amount of gel 114, 116 to whiten only a user's upper teeth or only a user's lower teeth. In this embodiment, if the user desires to whiten both the upper teeth and the lower teeth, the entire contents of a first dispenser 100, less any waste that remains within the first dispenser, are placed into a first tray 300 and used to whiten the upper teeth. The contents of a second dispenser, less any waste that remains within the second dispenser, are placed into a second tray 300 and used to whiten the lower teeth.

[0034] In another embodiment, a dispenser 100 may store a sufficient amount of gel 114, 116 to whiten both a user's upper teeth and lower teeth. In this embodiment, a first half of the contents of a dispenser 100 may be dispensed into a first tray 300 and a second half of the contents of the dispenser 100 may be dispensed into a second tray 300. This embodiment may optionally include an indicator that indicates when half or approximately half of the gels 114, 116 have been dispensed. The indicator may provide a visual or tactile indication once the first half of the contents is dispensed. In an embodiment, one or more transparent windows 146 in the first housing section 104 may align with one or more indicator marks 148 on the plunger 102 once the first half of the contents have been discharged from the dispenser 100 as depicted in FIG. 1. In this embodiment, the one or more indicator marks 148 are seen through the one or more windows 146 to provide a visual indication that the first half of the dispenser contents have been dispensed from the dispenser. In another embodiment (not individually depicted for simplicity), one or more recesses in the first housing section align with one or more bumps or other protrusions in the plunger 102 once the first half of the contents has been dispensed from the dispenser. In this embodiment, the one or more bumps enter the one or more recesses once the first half of the dispenser contents have been dispensed from the dispenser to provide a tactile indicator through the use of a detent mechanism that the first half of the dispenser contents have been dispensed from the dispenser. In another embodiment (not individually depicted for simplicity) a line or other mark on the plunger 102 may align with a reference point such as an opening rim around one or both chambers 128 in the first housing section 104. In another embodiment (not individually depicted for simplicity), a bump on either the first housing section 104 or the second housing section 106 aligns with and enters the slot 158 that is part of the locking mechanism once half the whitener has been dispensed. In this embodiment, the slot 158
functions as both a part of the locking mechanism and as a part of a detent mechanism that indicates when half the whitener has been dispensed. Upon further pressure, the detent mechanism releases to allow dispensing of the remainder of the tooth whitener (less any waste). [0035] It will be appreciated that, in the FIG. 1 embodiment, the first arm 118, the first chamber 128A and the first channel 140A are the same size as the second arm 120, the second chamber 128B, and the second channel 140B, respectively. In this embodiment, approximately equal parts of the first gel 114 and the second gel 116 are mixed to form the tooth whitener 304. In another embodiment, the structures may be sized differently so that unequal parts of the first gel 114 and the second gel 116 are mixed and dispensed to form the tooth whitener 304. For example, the first arm 118 may have a first volume or cross sectional area and the second arm may have a second volume or cross sectional area, where the second volume or cross sectional area is different than, for example, two times (or another multiplier of), the first volume or cross sectional area. Similarly, the first chamber 128A may have a first volume and the second chamber 128B may have a second volume, where the second volume is different than, for example, two times (or another multiplier of), the first volume. Additionally, the first channel 140A may have a first volume or cross sectional area and the second channel 140B may have a second volume or cross sectional area, where the second volume or cross sectional area is twice (or another multiplier of) the first volume or cross sectional area. In this embodiment, the tooth whitener may include an amount of the second gel 116 that is, for example, twice an amount of the first gel 114, or another amount depending on the formulation of the tooth whitener comprising the mixed first gel 114 and second gel 116.

[0036] While the embodiments described above have been discussed relative to two or more liquids in gel form that are mixed to form a homogenous tooth whitener, it will be appreciated that embodiments may apply to two or more other liquids of the same, different, or varying viscosities for uses other than a tooth whitener. Further, while the embodiments described above may include a separate static mixer to mix the gels, other mixers, including a tortuous path molded along with the first housing section and the second housing section, are contemplated.

[0037] In an embodiment, a home tooth whitening kit may include a plurality of dispensers 100. The number of dispensers may be equal to twice the number of whole-mouth treatments, where each dispenser includes a sufficient quantity of gel to treat either the upper teeth or the lower teeth, but not both. In another embodiment, the number of dispensers may equal the number of
whole-mouth treatments, where each dispenser includes a sufficient quantity of gel to treat both the upper and lower teeth, where a first half of the gel in one dispenser is used to treat the upper teeth and the remaining second half of the gel is used to treat the lower teeth, or vice versa. In an embodiment, a home whitening kit may include two reusable trays, one for a user's upper teeth and one for a user's lower teeth. After a whitening treatment, the reusable trays are washed and reused for subsequent treatments. In another embodiment, a home whitening kit may include a number of disposable trays, where the number of disposable trays is equal to twice the number of whole-mouth treatments. After a whitening treatment, the disposable trays may be discarded or recycled.

[0038] Notwithstanding that the numerical ranges and parameters setting forth the broad scope of the present teachings are approximations, the numerical values set forth in the specific examples are reported as precisely as possible. Any numerical value, however, inherently contains certain errors necessarily resulting from the standard deviation found in their respective testing measurements. Moreover, all ranges disclosed herein are to be understood to encompass any and all sub-ranges subsumed therein. For example, a range of "less than 10" can include any and all sub-ranges between (and including) the minimum value of zero and the maximum value of 10, that is, any and all sub-ranges having a minimum value of equal to or greater than zero and a maximum value of equal to or less than 10, e.g., 1 to 5. In certain cases, the numerical values as stated for the parameter can take on negative values. In this case, the example value of range stated as "less than 10" can assume negative values, e.g. -1, -2, -3, -10, -20, -30, etc.

[0039] While the present teachings have been illustrated with respect to one or more implementations, alterations and/or modifications can be made to the illustrated examples without departing from the spirit and scope of the appended claims. For example, it will be appreciated that while the process is described as a series of acts or events, the present teachings are not limited by the ordering of such acts or events. Some acts may occur in different orders and/or concurrently with other acts or events apart from those described herein. Also, not all process stages may be required to implement a methodology in accordance with one or more aspects or embodiments of the present teachings. It will be appreciated that structural components and/or processing stages can be added or existing structural components and/or processing stages can be removed or modified. Further, one or more of the acts depicted herein may be carried out in one or more separate acts and/or phases. Furthermore, to the extent that the
terms "including," "includes," "having," "has," "with," or variants thereof are used in either the
detailed description and the claims, such terms are intended to be inclusive in a manner similar to
the term "comprising." The term "at least one of" is used to mean one or more of the listed items
can be selected. Further, in the discussion and claims herein, the term "on" used with respect to
two materials, one "on" the other, means at least some contact between the materials, while
"over" and "overlie" mean the materials are in proximity, but possibly with one or more
additional intervening materials such that physical contact is possible but not required. Neither
"on" nor "over" implies any directionality as used herein. The term "conformal" describes a
coating material in which angles of the underlying material are preserved by the conformal
material. The term "about" indicates that the value listed may be somewhat altered, as long as the
alteration does not result in nonconformance of the process or structure to the illustrated
embodiment. Finally, "exemplary" indicates the description is used as an example, rather than
implying that it is an ideal. Other embodiments of the present teachings will be apparent to those
skilled in the art from consideration of the specification and practice of the disclosure herein. It is
intended that the specification and examples be considered as exemplary only, with a true scope
and spirit of the present teachings being indicated by the following claims.

[0040] Terms of relative position as used in this application are defined based on a plane parallel
to the conventional plane or working surface of a workpiece, regardless of the orientation of the
workpiece. The term "horizontal" or "lateral" as used in this application is defined as a plane
parallel to the conventional plane or working surface of a workpiece, regardless of the
orientation of the workpiece. The term "vertical" refers to a direction perpendicular to the
horizontal. Terms such as "on," "side" (as in "sidewall"), "higher," "lower," "over," "top," and
"under" are defined with respect to the conventional plane or working surface being on the top
surface of the workpiece, regardless of the orientation of the workpiece.
CLAIMS

WHAT IS CLAIMED IS:

1. A dispenser, comprising:

   a plunger comprising a first arm, a second arm, and a channel that spaces the first arm from the second arm, wherein the plunger is disposed along a first axis;

   a housing that defines a first chamber, a second chamber, a wall that separates the first chamber from the second chamber, a first channel in fluid communication with the first chamber, a second channel in fluid communication with the second chamber, and a third channel, wherein:

   the first channel and the second channel intersect to connect with the third channel; and

   the third channel is disposed along a second axis that intersects the first axis at an angle of from 10° to 170°; and

   a nozzle at an end of the third channel.

2. The dispenser of claim 1, further comprising a first liquid in the first chamber and a second liquid in the second chamber.

3. The dispenser of one of claims 1 or 2, further comprising at least one frangible seal within at least one of the first channel, the second channel, and the third channel, wherein the at least one frangible seal prevents fluid communication between the first chamber and the third channel and between the second chamber and the third channel when the at least one frangible seal is intact.
4. The dispenser of one of claims 1-3, wherein the plunger further comprises a locking mechanism that prevents the plunger from being depressed prior to unlocking of the locking mechanism.

5. The dispenser of claim 4, wherein the locking mechanism comprises a slot within the plunger and a removable tab inserted into the slot, wherein the locking mechanism prevents the plunger from being depressed prior to removal of the removable tab from the slot.

6. The dispenser of one of claims 1-5, wherein the third channel comprises a static mixer.

7. The dispenser of one of claims 1-6, further comprising an indicator on the first housing section, wherein the indicator is configured to indicate when approximately half of a volume of the first chamber has been occupied by the first arm after a movement of the first arm and approximately half of a volume of the second chamber has been occupied by the second arm after a movement of the second arm.

8. The dispenser of one of claims 1-7, further comprising a first plunger seal around the first arm and a second plunger seal around the second arm, wherein the first plunger seal and the second plunger seal comprise a material selected from the group consisting of rubber, silicone, and a polymer.
9. The dispenser of one of claims 1-8, wherein the first chamber comprises a first volume and the second chamber comprises a second volume, wherein the first volume is less than the second volume.

10. The dispenser of one of claims 1-9, wherein the housing further comprises:
   a first housing section comprising a circular ring having an opening therethrough; and
   a second housing section attached to the first housing section, wherein the second housing section comprises the wall and the wall extends through the opening in the circular ring.

11. The dispenser of one of claims 1-10, wherein the housing further comprises an elongated applicator that defines the third channel.

12. The dispenser of claim 11, further comprising a removable end cap positioned over an end of the elongated applicator and over the nozzle.

13. A dispenser for a tooth whitening solution, comprising:
   a housing defining a first chamber, a second chamber, and an applicator;
   a first liquid disposed within the first chamber and a second liquid disposed within the second chamber;
   a plunger comprising a first arm positioned to move within the first chamber and a second arm positioned to move within the second chamber, wherein the plunger is disposed along a first axis;
a first channel defined by the applicator and positioned to receive the first liquid from the first chamber;

a second channel defined by the applicator and positioned to receive the second liquid from the second chamber, wherein the first channel and the second channel are connected at an intersection;

a third channel defined by the applicator, wherein the third channel is in fluid communication with the first channel and the second channel at the intersection and the third channel is disposed along a second axis that intersects the third axis at an angle of between 10° and 170°; and

a nozzle at an end of the applicator and at an end of the third channel.

14. The dispenser of claim 13, further comprising at least one seal within at least one of the first channel, the second channel, and the third channel that prevents fluid communication between the first chamber and the third channel and between the second chamber and the third channel when the at least one seal is intact.

15. The dispenser of claim 14, wherein the seal is positioned to rupture during movement of the first arm within the first channel and during movement of the second arm within the second channel.

16. The dispenser of claim 14, wherein the seal is positioned to rupture to establish fluid communication between the first chamber and the first channel and to further establish fluid communication between the second chamber and the second channel.
17. The dispenser of one of claims 13-16, further comprising an indicator on the plunger, wherein the indicator is positioned to indicated when approximately half of a volume of the first chamber has been occupied by the first arm after a movement of the first arm, and is further positioned to indicate when approximately half of a volume of the second chamber has been occupied by the second arm after a movement of the second arm.

18. The dispenser of one of claims 13-17, wherein the applicator further comprises a mixer positioned to mix the first liquid with the second liquid.

19. The dispenser of one of claims 13-18, further comprising a locking mechanism comprising a slot within the plunger and a removable tab that is inserted into the slot, wherein the locking mechanism prevents the plunger from being depressed prior to removal of the removable tab from the slot.

20. The dispenser of claim 13, further comprising:

   a wall defined by the housing and positioned between the first chamber and the second chamber;
   
   a channel defined by the first arm and the second arm, wherein the channel spaces the first arm from the second arm, wherein the wall is positioned within the channel defined by the first arm and the second arm;
   
   a first plunger seal that encircles the first arm;
   
   a second plunger seal that encircles the second arm; and
a locking mechanism comprising a slot within the plunger and a removable tab that is inserted into the slot, wherein the locking mechanism prevents the plunger from being depressed prior to removal of the removable tab from the slot.
FIG. 1
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td><strong>US 5 722 829</strong> A (WILCOX MALCOLM W [US] ET AL) 3 March 1998 (1998-03-03) col umns 2, 3, 5 - col umns 8, 10; figures 1-7, 10, 14-17</td>
<td>1-3, 6-8, 10-18</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. 

See patent family annex.

* Special categories of cited documents:
  * "A" document defining the general state of the art which is not considered to be of particular relevance
  * "E" earlier application or patent but published on or after the international filing date
  * "L" document which may throw doubts on priority claim(s) one of which is cited to establish the publication date of another citation or other special reason (as specified)
  * "O" document referring to an oral disclosure, use, exhibition or other means
  * "P" document published prior to the international filing date but later than the priority date claimed

* "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

* "X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

* "Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

* "Z" document member of the same patent family

Date of the actual completion of the international search: 1 March 2016

Name and mailing address of the ISA/Authorized officer: European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016 Fouquet, Michel
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2005016783 A1</td>
<td>24-02-2005</td>
<td>AU 2004265031 A1</td>
<td>24-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2535630 A1</td>
<td>24-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2767156 A1</td>
<td>24-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 102079420 A</td>
<td>01-06-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2574572 A1</td>
<td>03-04-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007502241 A</td>
<td>08-02-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2011056268 A</td>
<td>24-03-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014237006 A</td>
<td>18-12-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011084094 A1</td>
<td>14-04-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005016783 A1</td>
<td>24-02-2005</td>
</tr>
<tr>
<td>US 5722829 A</td>
<td>03-03-1998</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2005)