Title: METHOD AND APPARATUS FOR LUBRICATING A TIRE

1. During gel application, the protector sleeve is "retracted" - away from the tire

Abstract: The present invention is a method of lubricating the interior of a tire comprising the steps of: inserting an applicator tube (10) including apertures (40) and a protector sleeve (30) into the interior of the tire; applying lubricant (50) to the interior of the tire; covering the apertures with the protector sleeve (30); and withdrawing the applicator (10) from the interior of the tire. The present invention includes the lubricated tire produced by this method.
METHOD AND APPARATUS FOR LUBRICATING A TIRE

Field of the Invention

The present invention is in the field of pneumatic tires, and more specifically relates to pneumatic tires having a supporting device for bearing the load when the tire is deflated.

Background of the Invention

Upon partial or complete deflation of a pneumatic tire, the interior surface of the tire may come into contact with the wheel, generating considerable heat that may degrade the structure of the tire. One approach to this problem has been to provide an annular insert. This annular insert, or support ring, may be a solid ring that supports the load of the wheel assembly upon deflation of the tire. However, this insert may also chafe the interior surface of the tire upon deflation, or even upon normal operation of the tire. Therefore, it has been proposed to lubricate the outer surface of the annular insert or the inner surface of the tire. However, if lubricant is incidentally placed on the tire bead, it can cause slippage of the tire on the rim. Therefore there is a need for an improved method and apparatus for placing lubricant in the interior of the tire.

Summary of the Invention

The present invention is a method of lubricating the interior of tire comprising the steps of: inserting an applicator tube including apertures and a protector sleeve into the interior of the tire; applying lubricant to the interior of the tire; covering the apertures
with the protector sleeve; and withdrawing the applicator from the interior of the tire.

The present invention includes the lubricated tire produced by this method.

**Brief Description of the Drawings**

Figure 1 illustrates the applicator tube of the present invention and its protector sleeve, and shows gel exuding from apertures in the tube.

Figure 2 illustrates the applicator tube with the apertures covered by the protector sleeve.

**Detailed Description of the Invention**

The present invention is a method of lubricating the interior of a tire comprising the steps of: inserting an applicator tube including apertures and a protector sleeve into the interior of the tire; applying lubricant to the interior of the tire; covering the apertures with the protector sleeve; and withdrawing the applicator from the interior of the tire.

The present invention includes the lubricated tire produced by this method.

The present invention is also a method of lubricating the interior of a tire situated about a wheel assembly comprising a tire, a wheel including an annular insert on the rim of the wheel, and wherein the tire includes two beads, comprising the steps of: inserting an applicator tube including apertures and a protector sleeve between the rim and the tire bead, thereby into the interior of the tire; applying lubricant to the interior of the tire; covering the apertures with the protector sleeve; and withdrawing the applicator from the interior of the tire. The present invention includes a wheel assembly comprising a rim, an annular insert around the rim, and the lubricated tire.
Figure 1 illustrates the applicator tube (10) of the present invention. Apertures (40) in the distal end (20) of the tube permit gel (50) to be expelled from the tube. During application of the gel (50) to the interior of a tire (not shown) the protective sleeve (30) is retracted toward the proximal end (25) of the applicator tube. Figure 2 illustrates the applicator tube (10) after the gel (50) has been applied to the interior of a tire (not shown). The protective sleeve (30) is moved from the proximal end (25) of the applicator tube (10) to the distal end (20) of the applicator tube (10) covering the apertures (40). Then the applicator tube (10) can be withdrawn from the interior of a tire (not shown), without incidental contamination of the tire bead (not shown) with gel.

The applicator tube of the present invention would be mechanically connected to a reservoir of gel and a pumping mechanism for forcing the gel through the apertures. In one embodiment of the present invention, the gel could be expelled in spray form.

Example 1

The applicator tube of the present invention was connected to an air-powered, manually operated grease gun. A wheel including an annular insert and a tire was placed on a mounting machine. Both tire beads were brought outside of their bead seats. The applicator tube was then inserted into the opening at the 6:00 position on the tire, between the rim and the bead. The distal end of the tube was held a few millimeters above the tire summit, and gel was expelled as the wheel assembly was rotated 360 degrees. After the proper amount of gel had been expelled, the protective sleeve was moved from the proximal end of the applicator tube to the distal end, covering the apertures. The applicator tube was then removed from the interior of the tire.
Variations and modifications of the present invention will be clear to one of skill in the art after reviewing the foregoing specification and drawing. These variations and modifications are meant to fall within the scope of the appended claims.
I claim:

1. A method of lubricating the interior of a tire comprising the steps of:
   (a) inserting an applicator tube including apertures and a protector sleeve into the interior of the tire
   (b) applying lubricant to the interior of the tire;
   (c) covering the apertures with the protector sleeve;
   (d) withdrawing the applicator from the interior of the tire.

2. The lubricated tire produced by the method of claim 1.

3. A method of lubricating the interior of a tire situated about a wheel assembly comprising a tire, a wheel including an annular insert on the rim of the wheel, and wherein the tire includes two beads, comprising the steps of:
   (a) inserting an applicator tube including apertures and a protector sleeve between the rim and the tire bead, thereby into the interior of the tire;
   (b) applying lubricant to the interior of the tire;
   (c) covering the apertures with the protector sleeve;
   (d) withdrawing the applicator from the interior of the tire.

4. A wheel assembly comprising a rim, an annular insert around the rim, and the lubricated tire of claim 3.
1. During gel application, the protector sleeve is "retracted" - away from the tire.

2. After the gel has been applied, the protector sleeve is moved to the end of the tube, covering the nozzles. The tube is removed from the tire with the sleeve in this position, which will prevent gel from dripping on the bead as the tube is removed.
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

| IPC    | B60C17/10 |

According to International Patent Classification (IPC) or to both national classification and IPC.

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

| IPC    | B60C |

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic database consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4 669 417 A (CURTIS RICHARD A ET AL) 2 June 1987 (1987-06-02) column 2, line 30 - column 9, line 9; figures</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 2002/117244 A1 (POMPIER JEAN-PIERRE) 29 August 2002 (2002-08-29) the whole document</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 3 658 152 A (MUELLER JOHN L) 25 April 1972 (1972-04-25) abstract</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 6 209 684 B1 (KANE JOHN P ET AL) 3 April 2001 (2001-04-03) abstract; figures</td>
<td>1</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

[Month Day Year] 11 March 2004

Date of the actual completion of the international search

[Month Day Year] 19/03/2004

Date of mailing of the international search report

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2 NL – 2280 HV Rijswijk
Tel: (+31-70) 340-2040, Tx: 31 651 epo nl, Fax: (+31-70) 340–3016

Authorized officer

Mouton, J
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 1227943 A1</td>
<td>07-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003512220 T</td>
<td>02-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0128789 A1</td>
<td>26-04-2001</td>
</tr>
<tr>
<td>US 3658152 A</td>
<td>25-04-1972</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 6209684 B1</td>
<td>03-04-2001</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>