Title: PENTACENE DERIVATIVES AS RED EMITTERS IN ORGANIC LIGHT EMITTING DEVICES

Abstract: Pentacene derivatives substituted with two or more aromatic, substituted aromatic, heteroaromatic, or substituted heteroaromatic groups are dopants for organic electroluminescent devices. When combined with host materials and incorporated into organic light emitting devices, the pentacene derivatives are red emitters with narrow spectra.
PENTACENE DERIVATIVES AS RED EMITTERS IN ORGANIC LIGHT EMITTING DEVICES

Technical Field

The present invention relates to red-emitting organic electroluminescent materials and devices in general and in particular to compositions and devices comprising host materials doped with pentacene derivatives.

Background Art

Organic electroluminescent devices have been the subject of considerable research because of their potential applications in a wide variety of flat panel displays, especially ultrathin flat panel displays. Organic electroluminescent devices are very competitive with liquid crystal displays because of their very bright self-emission, low power consumption, low cost of organic materials, ease of color tunability and processability. The present technology will be competing with liquid crystal displays, which are replacing cathode ray tubes as a means of displaying visual information.


Full color electroluminescent displays require efficient red, green and blue electroluminescent materials. Currently, there is a need for more efficient red emitting materials, particularly for compounds with excellent color purity, chemical stability, including photochemical stability and electrochemical stability, high photoluminescence and electroluminescence quantum efficiencies and an extended device lifetime. U.S. Patent No. 4,769,292 to Tang et al, U.S. Patent No. 5,908,581 to Chen et al; and U.S. Patent No. 5,935,720 to Chen et al. describe compounds such as the DCM/DCJ class of red emitters (4-(dicyanomethylene)-2-methyl-6-(p-dimethylaminostyryl)4H-pyran and julolidyl derivatives). These compounds typically exhibit broad emission spectra that reduce the red color purity at lower red wavelengths, giving them an orange hue. At higher red wavelengths, the broad emission band results in reduced luminance, since much of the emission is in the long wavelength region where the eye is less sensitive. Moreover, the synthesis of DCM/DCJ compounds results in a by-product that quenches fluorescence. The by-product is difficult to remove during purification and its presence reduces the electroluminescent efficiency of devices using the compounds. U.S. Patent No. 5,409,783 to Tang et al describes a phthalocyanine compound that has a peak emission in the deep red wavelength region of 660nm - 780 nm. This compound, while useful for photographic printing processes, is less useful in display applications, since the eye has a low response to emission in these wavelengths.

**Disclosure of Invention**

It has now been discovered that pentacene derivatives exhibit very narrow emission spectra and produce a very pure red color in a region of the spectrum that is useful for display applications. When pentacene derivatives are doped into the active emissive layer of organic light-emitting devices, efficient energy transfer from the host material to the pentacene derivatives and/or carrier recombination on the pentacene derivatives takes place, resulting in red electroluminescence predominantly from the pentacene derivatives.

Accordingly, the present invention is directed to an electroluminescent composition comprising a host material and a red dopant, wherein the red dopant is a pentacene derivative substituted with two or more aromatic, substituted aromatic, heteroaromatic or substituted
heteroaromatic groups.

Further, the present invention is directed to a heterostructured organic light emitting device for producing electroluminescence, the heterostructure having an emissive layer comprised of a host material and a red dopant, wherein the red dopant is a pentacene derivative substituted with two or more aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

The pentacene derivatives of the present invention have the advantages that they are relatively easy to synthesize and that the synthesis process does not produce a by-product that quenches fluorescence (which is a recurring problem in some fluorescent red dyes such as DCM/DCJ compounds). Moreover, the pentacene derivatives have narrow emission spectra in the red visible spectral region appropriate for display applications.

**Brief Description of the Drawings**

Figure 1 is a cross-sectional representation of a first embodiment of an organic light emitting device of the present invention.

Figure 2 is a cross-sectional representation of a second embodiment of an organic light emitting device of the present invention.

**Best Modes for Carrying Out the Invention**

The materials of the present invention are red-emitting electroluminescent composites comprising host materials and red dopants, the red dopants being pentacene derivatives as described below.

The host material may be any compound or mixture of compounds typically used or capable of being used in the active emitting layer and/or carrier transporter of an electroluminescent device. Typically, the host material is a material that has good electron transport and/or hole transport properties, has good morphological properties so that it forms thin amorphous films by vacuum evaporation and has good electrochemical stability. The photoluminescence spectra of the host material should overlap with the absorption spectra of the guest material so that efficient Förster/Dexter energy transfer takes place. The host material should not quench the emission from the guest material, should have a bandgap greater than the guest material so that carrier trapping can occur, should have a larger ionization potential than that of the guest material so that hole trapping can occur and should have a smaller electron affinity than that of the guest material so that electron trapping can occur.

Typical host materials include hole transport materials such as N,N'-diphenyl-N,N'-bis(3-methylphenyl)1,1'-biphenyl-4,4'diamine (TPD), N,N'-diphenyl-1,1'-biphenyl-4,4'-diamine (NPB), N,N,N,N'-tetakis(4-methylphenyl)(1,1'-biphenyl)-4,4'diamine (TTB) and starburst compounds such
as 4,4',4''-tris(1-naphthylphenylamino)triphenylamine(1-TNATA). Typical host materials also
include electron transport materials such as metal chelate compounds such as tris(8-
hydroxyquinolinato)aluminum (ALQ₃), tris(8-hydroxyquinolinato) gallium III (Ga₃q), tris-(4-
methyl-8-hydroxyquinolinato) aluminum (III) (Al₃mq), bis(10-hydroxybenzo[h]quinolinato)
beryllium (BeB₃q), tris(4-phenanthridinolato) aluminum III (Al₃ph₃), and bis(2-styryl-8-quinolinato)
zinc II (Zn₃sq₂). Also, typical electron transport materials include 1,3,4-oxadiazole derivatives such
as 1,3[5-(4-tert-butylphenyl)-1,3,4-oxadiazole-2-yl] benzene (OXD7), 2-(4-biphenylyl)-5-(4-tert-
butylphenyl-oxadiazole (butyl-PBD), 1,2,4-triazoles (TAZs) and 5,5'-bis(dimesitylboryl)-2,2'-
bithiophene (BMB-2T)

The pentacene derivatives of the present invention are compounds comprising a pentacene
backbone substituted in two or more positions with aromatic groups, substituted aromatic groups,
heteroaromatic groups and substituted heteroaromatic groups. In general, bulky or hindered
substituents such as aromatic groups, substituted aromatic groups, heteroaromatic groups and
substituted heteroaromatic groups on a pentacene derivative contribute to more efficient
electroluminescence due to increase of photoluminescence by the reduction of the aggregation of
individual molecules of the pentacene derivative. Further, heteroaromatic substituents or substituents
that have longer conjugation may cause a red-shift of the spectra. Suitable heteroaromatic
substituents include furyl, thienyl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl,
pyridazyl, pyrimidyl and pyrazyl groups. Suitable groups with longer conjugation include styrly
and styrly groups substituted with alkyl, phenyl, naphthyl, anthracenyl and biphenyl. Another
reason for using aromatic and heteroaromatic substituents is that it has been shown that aromatic and
heteroaromatic substituents attached to polycyclic aromatic hydrocarbons such as tetracene reduce
intersystem crossing between singlet(S₁) to triplet (T₁) states, resulting in higher photoluminescent
efficiency. See, for example, C. Burgkorff, T. Dircher and H.G. Lohmannsroben, Spectrochim. Acta,
44A, 1137 (1988), incorporated herein by reference. The present inventors believe that similar
principles would apply to pentacene derivatives and that this phenomenon would provide for greater
efficiency in an electroluminescent device.

Pentacene derivatives of the present invention include, for example, compounds of the
formula
wherein R₁, R₂, R₃, and R₄ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups. Preferably, R₁, R₂, R₃, and R₄ are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl, thienyl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

Pentacene derivatives of the present invention may also include, for example, compounds of the formula

wherein R₅ and R₆ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups. Preferably, R₅ and R₆ are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl, thienyl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

Pentacene derivatives may also include compounds of the following formulae:
wherein R₁ - R₅₆ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups and wherein preferably, R₁ - R₅₆ are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl, thiényl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

The reason for providing a large number of pentacene derivatives in the present invention is to provide a large number of choices in terms of emission wavelengths within the red region. Each derivative is expected to have a slightly different electronic structure and a slightly different emission spectrum. Thus, with a large number of choices, a person skilled in the art may fine-tune an electroluminescent device by selecting a derivative that meets a particular emission requirement.

An example of a pentacene derivative that exhibits a very narrow emission within the desired range of the red spectrum is 6,13-diphenylpentacene.

The pentacene derivatives of the present invention may be synthesized by any method known in the art for attaching other aromatic or heteroaromatic groups to a polycyclic aromatic hydrocarbon. For example, the pentacene derivatives may be synthesized by starting with a pentacene quinone derivative, such as pentacene-5,7,12,14-tetraone or 6,13-pentacenequinone and then treating the pentacene quinone derivative with an excess of an organolithium compound containing the side group (RLi). In a typical synthesis, after the mixture is refluxed for four hours,
it is acidified with an excess of aqueous acetic acid (AcOH) and stirred overnight at room temperature. The intermediate product, an alcohol, is isolated and reduced with an excess of tin chloride dihydrate (SnCl₂·2H₂O) dissolved in aqueous acetic acid at room temperature in the presence of nitrogen gas. Dilution with water precipitates the final pentacene derivative product.

The general reaction may be illustrated by the following reaction scheme for creating a 6,13 disubstituted pentacene derivative:

![Reaction Scheme]

wherein R is the desired substituent. This method of attaching an R group to a polycyclic ring is described generally in the following publication incorporated herein by reference: Maulding et al “Electronic Absorption and Fluorescence of Phenylethynyl-Substituted Acenes” Journal of Organic Chemistry, Vol. 34, No. 6, June 1969, pp 1734 - 1736.

The organic light emitting device of the present invention can have the same configuration as any host-dopant-containing electroluminescent device known in the art. A typical organic light emitting device, such as is described, for example, in U.S. patent No. 5,409,783 and other patents and publications referenced above, includes an anode separated from a cathode by an electroluminescent medium. The anode is typically a high work function, hole injecting material such as, for example indium tin oxide (ITO). The cathode is typically a low work function, electron-injecting material such as, for example, magnesium-silver alloy (Mg:Ag). The anode and the cathode are connected by conductors to an external power source, which can be a continuous direct current or alternating current voltage source or an intermittent current voltage source. Any convenient conventional power source, including any desired switching circuitry, can be employed which is capable of positively biasing the anode with respect to the cathode. Either the anode or cathode can be at ground potential.

The electroluminescent device can be viewed as a diode which is forward biased when the anode is at a higher potential than the cathode. Under these conditions, the anode injects holes (positive charge carriers), into the luminescent medium while the cathode injects electrons into the luminescent medium. The portion of the luminescent medium adjacent to the anode thus forms a hole injecting and transporting zone while the portion of the luminescent medium adjacent to the cathode forms an electron injecting and transporting zone. The injected holes and electrons each
migrate toward the oppositely charged electrode, which eventually leads to hole-electron recombination within the organic luminescent medium. In a device that contains a host/dopant composition, the host receives the hole/electron recombination energy and then by Förster or Dexter (i.e. radiationless) energy transfer processes, transfers that excitation energy to the dopant compound, which in turn radiates to produce visible radiation in the desired wavelength. Reverse biasing of the electrodes interrupts charge injection, reverses the direction of mobile charge migration, and terminates light emission. The most common mode of operating the organic electroluminescent device is to employ a forward biasing DC power source and to rely on external current interruption or modulation to regulate light emission.

As used herein, the term “heterostructure” refers to a device having a layered structure including at least an anode, hole transporting layer, electron transporting layer and a cathode, as described above. In such a device, the host/dopant composition may be part of the hole transporting layer or the electron transporting layer. The term “heterostructure” also includes any variations on the basic device, such as a device having a separate emissive layer between the hole transport layer and the electron transport layer. Examples of devices of the present invention are illustrated in Figures 1 and 2. Figure 1 depicts a device having a substrate 10 having deposited thereon successive layers of an anode 20, a hole transporting layer 30, an electron transporting layer 40 and a cathode 50. Figure 2 depicts a device having a substrate 100 having deposited thereon successive layers of an anode 200, a hole transporting layer 300, and active emitting layer 600 and an electron transporting layer 400 and a cathode 500. Other configurations are possible, such as devices having separate layers for red, blue and green emitting material, as described, for example in International Publication No. WO 98/06242 (Forrest et al).

For the fabrication of the organic light emitting devices, pre-cleaned glass substrates patterned with indium tin oxide (ITO) stripes can be used. The hole transport layer, the emissive layer (if present as a separate layer) and the electron transport layer can be prepared by consecutive vapor deposition of each layer. Alternatively, the layers can be prepared from solution by spin casting or by other means of creating a thin film layer on a substrate. For films prepared by vapor deposition, the host/dopant composition, whether it be part of the hole transport layer, a separate emissive layer or the electron transport layer is formed by co-evaporation of the host material and the pentacene derivative. Typically, the vapor deposition is carried out in a vacuum chamber under a base pressure of 2 x 10⁻⁷ Torr. A Mg:Ag alloy top layer is deposited through a shadow mask forming metal stripes perpendicular to the indium tin oxide stripes.

Photoluminescence and electroluminescence spectra are measured inside a glove box purged
with dry nitrogen. The excitation laser beam for photoluminescence is brought into the glove box through an optical fiber. The luminescence is collected and brought out through another optical fiber. Voltage-current-luminance measurements are performed with a high current source and luminance meter. Device performance is evaluated based on the external quantum efficiency defined as the ratio of the number of emitted photons to the number of injected carriers.

Having described the invention, the following examples are given to illustrate specific applications of the invention, including the best mode now known to perform the invention. These specific examples are not intended to limit the scope of the invention described in this application.

**EXAMPLE**

Organic light emitting devices (OLEDs) were fabricated in high vacuum (10^{-7} Torr) by sequentially depositing thin films of a hole transport layer, an active emissive layer, an electron transport layer followed by a metal film cathode (reflective) onto an indium tin oxide (transparent anode) patterned glass substrate. The active emissive layer consisted of a derivative of pentacene doped into a hole or an electron transport material that serves as the host. In the devices that were fabricated, 6,13-diphenylpentacene was used as the guest molecule, and N,N’-diphenyl-N,N’-bis(3-methylphenyl)1,1’-biphenyl-4,4’diamine (TPD) or tris(8-hydroxyquinolinato)aluminum (ALQ3) was used as the host.

The electroluminescence spectrum of a device where the active layer is 6,13-diphenylpentacene doped into ALQ3 exhibits a very narrow emission peak in the visible red region centered at 625 nm. The CIE coordinates of the device are x = 0.64, y = 0.34. These coordinates lie within the desired range of the color gamut that is used for color television. A device wherein the active emissive layer consists of a host doped with an optimal concentration of 6,13-diphenylpentacene shows an electroluminescence quantum efficiency of 2.5% at 100 A/m^2. The efficiency for this unoptimized device structure is comparable to that of the best-published data to date for red OLEDs that use a porphine-based phosphor as the dopant in an optimized device structure. (see O’Brien et al “Improved Energy Transfer in Electrophosphorescent Devices”, Applied Physics Letters, Vol. 74, No. 3, January 18, 1999, pp. 442 - 444.)

Obviously, many modifications and variations of the present invention are possible in light of the above teachings. It is therefore to be understood that, within the scope of the appended claims, the invention may be practiced otherwise than as specifically described.
Claims

What is claimed is:

1. A compound of the formula:

   \[
   \begin{array}{c}
   \text{R}_1 \\
   \text{R}_2 \\
   \text{R}_3 \\
   \text{R}_4 \\
   \end{array}
   \]

   wherein R₁, R₂, R₃, and R₄ are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl, thieryl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

2. A compound of the formula:

   \[
   \begin{array}{c}
   \text{R}_5 \\
   \text{R}_6 \\
   \end{array}
   \]

   wherein R₅ and R₆ are alkyl-substituted or aryl-substituted phenyl groups or unsubstituted, alkyl-substituted or aryl-substituted naphthyl, anthracenyl, biphenyl, furyl, thieryl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

3. A compound selected from the group consisting of pentacene derivatives of the following formulae:

   \[
   \begin{array}{c}
   \text{R}_7 \quad \text{R}_8 \\
   \text{R}_9 \quad \text{R}_{10} \\
   \end{array}
   \]

   \[
   \begin{array}{c}
   \text{R}_{11} \quad \text{R}_{12} \\
   \text{R}_{13} \quad \text{R}_{14} \\
   \end{array}
   \]
wherein $R_7$ - $R_{56}$ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

4. The compound of Claim 1 wherein $R_7$ - $R_{56}$ are independently unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl, thiophenyl, pyridyl, oxazolyl, isoxazolyl, thiazolyl, isothiazolyl, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

5. An electroluminescent composition comprising a host material and a red dopant, wherein the red dopant is a pentacene derivative substituted with two or more aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

6. The electroluminescent composition of Claim 5 wherein the red dopant is a pentacene derivative
of the formula:

wherein \( R_1, R_2, R_3, \) and \( R_4 \) are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

7. The electroluminescent composition of Claim 1 wherein \( R_1, R_2, R_3 \) and \( R_4 \) are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl or biphenyl groups.

8. The electroluminescent composition of Claim 2 wherein \( R_1, R_2, R_3 \) and \( R_4 \) are unsubstituted, alkyl-substituted or aryl-substituted furyl, thiényl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

9. The electroluminescent composition of Claim 1 wherein the red dopant is a pentacene derivative of the formula:

wherein \( R_5 \) and \( R_6 \) are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

10. The electroluminescent composition of Claim 2 wherein \( R_5 \) and \( R_6 \) are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl or biphenyl groups.

11. The electroluminescent composition of Claim 2 wherein \( R_5 \) and \( R_6 \) are unsubstituted, alkyl-substituted or aryl-substituted furyl, thiényl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.
12. The electroluminescent composition of Claim 1 wherein the red dopant is a pentacene derivative selected from the group consisting of pentacene derivatives of the following formulae:

wherein \( R_7 - R_{56} \) are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

13. The electroluminescent composition of Claim 1 wherein \( R_7 - R_{56} \) are independently unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl,
thienyl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.

14. An organic light emitting device for producing electroluminescence, the device comprising:
a heterostructure for producing electroluminescence, said heterostructure having a red-emitting emissive layer comprising a host material and a red dopant, wherein the red dopant is a pentacene derivative substituted with two or more aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

15. The organic light emitting device of Claim 14 wherein the host material is a hole transporting material.

16. The organic light emitting device of Claim 14 wherein the host material is an electron transporting material.

17. The organic light emitting device of Claim 14 wherein the red dopant is a pentacene derivative of the formula:

\[
\begin{array}{c}
R_1 \\
\includegraphics[width=2cm]{pentacene.png} \\
R_3 \\
R_4
\end{array}
\]

wherein R₁, R₂, R₃, and R₄ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

18. The organic light emitting device of Claim 14 wherein R₁, R₂, R₃ and R₄ are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl or biphenyl groups.

19. The organic light emitting device of Claim 14 wherein R₁, R₂, R₃ and R₄ are unsubstituted, alkyl-substituted or aryl-substituted furyl, thienyl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidyl, or pyrazyl groups.
20. The organic light emitting device of Claim 1 wherein the red dopant is a pentacene derivative of the formula:

\[
\begin{array}{c}
\text{R}_5 \\
\text{R}_6
\end{array}
\]

wherein R₅ and R₆ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

21. The organic light emitting device of Claim 1 wherein R₅ and R₆ are unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl or biphenyl groups.

22. The organic light emitting device of Claim 1 wherein R₅ and R₆ are unsubstituted, alkyl-substituted or aryl-substituted furyl, thiophenyl, pyridyl, oxazolyl, isoxazolyl, thiazolyl, isothiazolyl, furazanyl, pyridazinyl, pyrimidyl, or pyrazyl groups.

23. The organic light emitting device of Claim 1 wherein the red dopant is a pentacene derivative selected from the group consisting of pentacene derivatives of the following formulae:

\[
\begin{array}{c}
\text{R}_7 & \text{R}_8 \\
\text{R}_9 & \text{R}_{10}
\end{array},
\begin{array}{c}
\text{R}_{11} & \text{R}_{12} \\
\text{R}_{13} & \text{R}_{14}
\end{array},
\begin{array}{c}
\text{R}_{15} & \text{R}_{16} \\
\text{R}_{17} & \text{R}_{18}
\end{array},
\begin{array}{c}
\text{R}_{19} & \text{R}_{20} & \text{R}_{21} \\
\text{R}_{22} & \text{R}_{23} & \text{R}_{24}
\end{array}
\]
wherein R₁ - R₅₆ are independently aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

24. The composition of Claim 2 wherein R₁ - R₅₆ are independently unsubstituted, alkyl-substituted or aryl-substituted phenyl, naphthyl, anthracenyl, biphenyl, furyl, thieryl, pyridyl, oxazoly, isoxazoly, thiazoly, isothiazoly, pyridyl, pyridazyl, pyrimidylyl, or pyrazyl groups.

25. An organic light emitting device for producing red electroluminescence, the device comprising: an anode, a cathode and a red-emitting organic electroluminescent material between the anode and the cathode, the red-emitting organic electroluminescent material comprising a host material and a dopant, wherein the dopant is a pentacene derivative substituted with two or more aromatic, substituted aromatic, heteroaromatic or substituted heteroaromatic groups.

26. The organic light emitting device of Claim 2 wherein the device includes a hole transporting layer and an electron transporting layer, wherein the hole transporting layer is between and in contact with the anode and the electron transporting layer, wherein the electron transporting layer is between and in contact with the cathode and the hole transporting layer and wherein the red-emitting organic
electroluminescent material is incorporated in the hole transporting layer.

27. The organic light emitting device of Claim 2 wherein the device includes a hole transporting layer and an electron transporting layer, wherein the hole transporting layer is between and in contact with the anode and the electron transporting layer, wherein the electron transporting layer is between and in contact with the cathode and the hole transporting layer and wherein the red-emitting organic electroluminescent material is incorporated in the electron transporting layer.

28. The organic light emitting device of Claim 2 wherein the device includes a hole transporting layer, an emissive layer and an electron transporting layer, wherein the hole transporting layer is between and in contact with the anode and the emissive layer, wherein the electron transporting layer is between and in contact with the cathode and the emissive layer and wherein the red-emitting organic electroluminescent element is incorporated in the emissive layer.
A. CLASSIFICATION OF SUBJECT MATTER
IPCC(7) : H05B 33/14; C09K 11/06
US CL : 428/690, 917; 313/504, 506; 252/301.16
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 428/690, 917; 313/504, 506; 252/301.16

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
NONE

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
Please See Extra Sheet.

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>DE 1910630 A (ELECTRIC &amp; MUSICAL INDUSTRIES LTD) 15 October 1970 (15.10.70), see the claims and WEST/DWPI abstract.</td>
<td>1-4, 5-28</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>US 5,989,737 A (XIE et al) 23 November 1999 (23.11.99), see the abstract and column 6, line 7 to col. 12, l. 55.</td>
<td>2, 5, 9, 10</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1, 3, 4, 6-8, 11-28</td>
</tr>
<tr>
<td>Y</td>
<td>US 3,172,862 A (GURNEE et al) 09 March 1965 (09.03.65), the whole patent, especially column 1, line 72 to col. 2, line 26.</td>
<td>1-28</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,281,489 A (MORI et al) 25 January 1994 (25.01.94), the whole patent, especially column 8, lines 47-61, col. 23, lines 39 to col. 25, line 23, and col. 28, line 63 to col. 29, line 49.</td>
<td>1-28</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C. [ ] See patent family annex.

* "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier document published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"Z" document member of the same patent family

Date of the actual completion of the international search
01 MARCH 2001

Date of mailing of the international search report
29 MAR 2001

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized official
MARIE R. YAMNITZKY

Telephone No. (703) 308-0651

Form PCT/ISA/210 (second sheet) (July 1998)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X, E</td>
<td>WO 98/42655 A (HOECHST RESEARCH &amp; TECHNOLOGY DEUTSCHLAND GMBH &amp; CO KG) 01 October 1998 (01.10.98), see the abstract and claims 1, 2, 6 and 8.</td>
<td>2, 5, 9, 10, 14-16, 20, 21 and 25-28</td>
</tr>
<tr>
<td>Y, E</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
B. FIELDS SEARCHED
Electronic data bases consulted (Name of data base and where practicable terms used):

WEST/USPAT, JPAB, EPAB, DWPI, TDBD
search terms: diphenylpentacen$, tetraphenylpentacen$, sexiphenylpentacen$, sexaphenylpentacen$, octaphenylpentacen$, decaphenylpentacen$, diphenyl, tetraphenyl, sexiphenyl, sexaphenyl, octaphenyl, decaphenyl, pentacen$, pentacene, substituted, substituent, derivative, electrolumines$$, electro, lumines$$