(22) Date de dépôt/Filing Date: 2012/08/22
(41) Mise à la disp. pub./Open to Public Insp.: 2013/02/24
(30) Priorité/Priority: 2011/08/24 (US61/526,791)

(54) Titre : ENSEMBLE DE MICROLENTILLES ASYMETRIQUES
(54) Title: ASYMMETRIC LENSLET ARRAY

(57) Abrégé/Abstract:
An optical launch arrangement includes a fiber assembly for securing an array of optical fibers. The optical launch arrangement also includes an asymmetric lenslet array having a first surface with a pair of coupling lenses in registration with each optical fiber in the array of optical fibers and a second surface with a collimating lens in registration with each pair of coupling lenses.
Abstract

An optical launch arrangement includes a fiber assembly for securing an array of optical fibers. The optical launch arrangement also includes an asymmetric lenslet array having a first surface with a pair of coupling lenses in registration with each optical fiber in the array of optical fibers and a second surface with a collimating lens in registration with each pair of coupling lenses.
ASYMMETRIC LENSLET ARRAY

Statement of Related Applications

[0001] This application claims the benefit of U.S. Provisional Patent Application Serial No. 61/526,791, filed August 24, 2011, entitled “ASYMMETRIC LENSLET ARRAY,” the entire disclosure of which is incorporated by reference in its entirety herein.

Background

[0002] Many optical fabrics direct an incoming and outgoing optical beam along the same optical path. Such optical fabrics may include optical switches, waveblockers and optical attenuators. FIG. 1 shows a simplified example of a wavelength blocker that is based on a MEMs (micro electro-mechanical system) mirror array such as a DMD (digital micromirror device). In a 1x1 wavelength blocker the fiber array is a single fiber that serves as an input and output port. Often a circulator (not shown) or other means are used to separate the incoming and outgoing beams. If the fiber array includes N fibers, then each fiber serves as an input and output port. Such a device provides N 1x1 wavelength blockers using a common optical fabric and is referred to as a wavelength blocker array. In such a device the launch optics would generally require the fiber array and a series of circulators or the like to separate each of the N incoming beams and the N outgoing beams.

[0003] It would be desirable to provide a launch optics arrangement that is less complex and costly for use with an optical fabric such as the wavelength blocker array described above.

Summary

[0004] In accordance with one aspect of the invention an optical launch arrangement is provided which includes a fiber assembly for securing an array of optical fibers. The optical launch arrangement also includes an asymmetric lenslet array having a first surface with a pair of coupling lenses in registration with each optical fiber in the array of optical fibers and a second surface with a collimating lens in registration with each pair of coupling lenses.
In accordance with another aspect of the invention, an optical switch includes a fiber assembly for securing an array of optical fibers and an asymmetric lenslet array having a first surface with a pair of coupling lenses in registration with each optical fiber in the array of optical fibers and a second surface with a combining lens in registration with each pair of coupling lenses. The optical switch also includes a MEMs mirror array. Each of the MEMS mirrors is positioned to receive an optical beam from one of the combining lenses.

**Brief Description of the Drawings**

FIG. 1 shows a simplified example of a wavelength blocker that is based on a MEMs mirror array such as a DMD.

FIGs. 2 and 3A and 3B show various perspective views of a V-groove array or assembly in which a fiber array may be secured.

FIG. 4 shows a plan view of one example of an asymmetric lenslet array.

FIGs. 5-6 show a side view and a perspective view, respectively, of the V-groove array in combination with an asymmetric lenslet array to form a launch optics arrangement.

FIG. 7 shows another example of a wavelength blocker array that may use a launch optics arrangement of the type shown in FIGs. 5 and 6.

FIG. 8 shows a detail of the wavelength block array of FIG 7 illustrating a compensating prism, window and DMD.

Figure 9 shows an example of a fiber array switch which employs a micro lens array coupling element (i.e., an asymmetric lenslet array).

FIG. 10 shows a method for aligning a micro lens array to the fiber array using a coupling mirror located at the virtual image plane.

FIGs. 11a and 11b show a top view and side view, respectively, of one example of a 1XN wave blocker array which employs a launch optics arrangement as shown in FIGs. 5 and 6.
Detailed Description

[0015] A fiber array is normally secured in a V-groove array or assembly, one example of which is shown in various perspective views in FIGs. 2 and 3A and 3B. The V-groove array 250 includes an optical waveguide unit 100B on a silicon substrate 101 and an optical fiber alignment unit 100A adjacent to the optical waveguide unit 100B. The optical waveguide unit 100B includes a cladding 102 and waveguide cores 103 formed on the silicon substrate 101. The output 260 of waveguide cores 103 is shown in FIG. 3A. The optical fiber alignment unit 100A has V-grooves 104 for securing optical fibers, and the each V-groove 104 is aligned with a waveguide core 103. Optical fibers 105 are placed in the V-grooves 104, fixing the optical fibers 105 with a glass pressure plate 106 from above, and connecting the optical fibers 105 to the cores 103.

[0016] In a conventional arrangement the collimated beams provided at the output of the V-groove array may be directed to a lenslet array having a series of coupling lens on an input surface and a corresponding series of collimating lens on an output surface. Each coupling lens is in registration with one of the collimating lenses and each coupling lens is aligned with one of the waveguide outputs in the V-groove array. While the lenslet array ensures that the collimated beams provided by the V-groove array are all parallel to one another, it does not avoid the need for circulators or the like when used as a launch optics arrangement which can separate incoming and outgoing beams.

[0017] Instead of using a symmetric lenslet array of the type described above, which is symmetric in the sense that it has the same number of coupling and collimating lenses, the V-groove array 250 can be combined with an asymmetric lenslet array to form a launch optics arrangement that is compact and relatively inexpensive to produce and does not require circulators or other optical elements. In an asymmetric lenslet array, the number of coupling lenses is different from the number of collimating lenses.

[0018] FIG. 4 shows a plan view of one example of an asymmetric lenslet array 200 and FIGs. 5-6 show a side view and a perspective view, respectively, of the V-groove array 250 in combination with the lenslet array 200. As most easily seen in FIG. 4, the lenslet array 200
includes inner and outer opposing surfaces 220 and 230 and is formed from silica or another suitably optically transparent material. A series of coupling lens pairs 210₁, 210₂, 210₃... are arranged on the inner surface 220 of the array 200. Likewise, a series of collimating lens 214₁, 214₂, 214₃... are formed on outer surface 230 of the lenslet array 200. Each pair 210 of coupling lenses 212 is in registration with one of the collimating lens 214. For example, in FIG. 4, coupling lens pair 210₁ is in registration with collimating lens 214₁ and coupling lens pair 210₂ is in registration with collimating lens 214₂. Thus, there are twice as many collimating lenses 214 as coupling lenses 212. The lenses may be formed, for example, by photolithography in which a series of concave or convex surfaces are etched on the inner and outer surfaces of the lenslet array 200.

[0019] The pitch of the coupling lenses 212 is the same as the pitch of the waveguides formed in the v-groove array. Accordingly, as seen in FIGS. 5-6, the v-groove and the lenslet array can be arranged so that the coupling lens 212 of the lenslet array 200 is in registration with one of the waveguide outputs 260 of the v-groove array 250. In some particular implementations the separation between the coupling lenses 212 and the collimating lenses 214 may be about equal to the sum of their individual focal lengths.

[0020] V-groove array 250 and lenslet array 200 may be mounted on a common substrate 280. As most easily seen in FIG. 5, the inner surface 220 of the asymmetric array lenslet 200 may be angularly offset from the output surface in order to minimize back reflections. That is, the two surfaces are not parallel to one another. Likewise, an anti-reflection coating may be applied to the surfaces of the lenslet array.

[0021] In operation, a light beam from each fiber enters and exits one of the waveguide cores 103 in the V-groove array 250. The beam from each waveguide is communicated into the lenslet array 200 through one of the coupling lenses 212 and spreads out before reaching one of the collimating lenses 214. Two overlapping beams are thus incident upon each collimating lens 214. That is, a beam from each of the lenses 212 in a given coupling lens pair 210 is directed to the collimating lens 214 with which it is in registration. In this way two fibers in the fiber array secured in the V-groove array 250 effectively direct two overlapping beams coming in at slightly different angles to one of the collimating lenses 214.
The launch optics arrangement may be used as the input/output of an optical fabric such as the wavelength blocker array described above. The arrangement creates a spatially overlapped, angularly multiplexed beam that is focused at a virtual focal point (e.g., focal point 118 in FIG. 1). Since the return beam from the optical fabric comes back at a slightly different angle from the incoming beam directed to the optical fabric, one of the fibers in communication with one of the coupling lenses in a coupling lens pair can be used as an input fiber and the fiber in communication with the other coupling lens in the same coupling lens pair can be used as an output fiber.

In the simplest case, the launch optics arrangement shown herein includes a V-groove array that can accommodate two fibers and an asymmetric lenslet array having a single pair of coupling lenses in registration with a single collimating lens. Two beams that are incident upon the fibers enter the launch optics arrangement, which provides a multiplexed output beam at a virtual focus.

The coupling lenses 212 in an asymmetric lenslet array may or may not be configured the same. For instance, in some embodiments the curvature of the individual coupling lenses 212 may be spatially dependent in order to optimize various features of the optical systems in order to correct for such things as field curvature, for example. In addition, the coupling lenses 212 may provide different refractive strengths in different axes of the lenses in order to tailor asymmetric beams.

In another variation, the position of the coupling lenses 212 in some embodiments of the asymmetric lenslet array may not be aligned with the waveguide outputs 260 of the V-groove array. Rather, they may be offset with respect to one another in order to perform a spatial translation of the beams as they exit the asymmetric lenslet array.

Proper alignment among the fibers in the fiber array, the waveguides 103 in the V-groove 250 and the lenses in the asymmetric lenslet array can be accomplished in a number of different ways. This process can be particularly important because the tolerance of the focal lengths of the lenses in the lenslet arrays may be too great for some applications. In one example, a mirror is placed at the virtual focal point and an optical beam is launched into one coupling
lens in a coupling lens pair and detected as it exits the other couplings lens in the coupling lens pair. The various components (i.e., the V-groove array 250, the asymmetric lenslet array 200 and the substrate 280) may then be adjusted in order to maximize the coupling efficiency between the input and output coupling lenses in the coupling lens pair. This process may be performed for all or a selected number of the coupling lens pairs. For instance, it may be convenient to maximize the coupling efficiency for a coupling lens pair in the middle and at each end of the asymmetric lenslet array while positional adjustments are made. Once the components are properly aligned, they may be bonded with UV epoxy, for example. Additional details concerning this active alignment process is described below in connection with FIG. 10.

[0027] Another example of a wavelength blocker array that may use a launch optics arrangement of the type described above is shown in FIG. 7. In this particular example 15 1x1 wavelength blockers are formed using a single DMD. The launch optics arrangement thus includes 30 input/output fibers (or waveguides) secured in a v-groove array and an asymmetric lenslet array having 30 coupling lens and 15 collimating lens, each in registration with a pair of coupling lenses. As shown, the wavelength blocker array also includes launch optics 310 (as described above), turning mirrors 312 and 314, collimating lens pair 316 and 318, an expanding prism 320, diffraction gratings 322 and 326, turning prism 324, quarter waveplate 328, turning mirrors 330, 336 and 338, condenser lens doublet 332 and 334 and turning prism 340. Note that the turning prism 324 directs the optical beams to the compensating prism 410, window 420 and DMD 430 in FIG. 8. Additional details concerning the wavelength blocker array is described below in connection with FIG. 11.

[0028] The launch optics arrangement described above may also be used as a simple switch by placing one or more mirrors at the virtual focal point, with up to one mirror for each coupling lens pair. In one implementation the mirrors may be provided in the form of a DMD. By actuating the individual mirrors the optical communication path between the input and output can be switched on and off. Additional details concerning the use of this arrangement as a fiber array switch device is presented below in connection with FIG. 9.

[0029] FIG. 9 shows an example of a fiber array switch 500 which employs a micro lens array coupling element 510 (referred to above as an asymmetric lenslet array). The device
consists of a fiber array 520, a double sided micro lens array 510, and a MEMs mirror array 530. The fiber array 520 is typically constructed by sandwiching fibers between two V-groove blocks. The fibers are spaced at a regular pitch. Common pitches are 125 or 250 um. The micro lens array in this design is a double sided array. There is a linear array of coupling lenses 540 on the side facing the fiber array. The coupling lenses 540 are equally spaced and have the same pitch as the fibers in the fiber array 520. The side facing the MEMs mirrors, consists of a linear array of combining lenses 550. The pitch of the combining lenses 550 is double the pitch of the fibers in the fiber array. The final element is the linear array of MEMs mirrors 530.

[0030] The function of the switch 500 is to couple the light from one fiber to its neighbor. Light exiting fiber 1 is collimated by the coupling lens 540 on side 560 of the micro lens array 510. This beam passes thru the micro lens array 510 and is focused by the combining lens 550 on side 570 onto one of the MEMs mirrors in the MEMs mirror array 530. When the MEMs mirror is oriented normally, the beam will reflect off the MEMs mirrors back into the combining lens 550 where it will be recollimated and pass thru the micro lens array onto the neighboring coupling lens. This coupling lens then focuses the beam back onto fiber 2. In this way all of the fibers in the array are coupled in pairs. When the MEMs mirror is tilted away from the normal, the beam is dumped and no connection is made.

[0031] An array of 1 x 2 switches could be made with a micro lens array where the combiner couples 3 neighboring fibers.

[0032] FIG. 3b shows a two component assembly where the micro lens array (referred to above as an asymmetric lenslet array) is bonded to a mounting surface on the fiber array. Proper functioning of the fiber array-micro lens array assembly depends on accurate alignment of the two components. FIG. 10 shows a method for aligning the micro lens array 510 to the fiber array 520 using a coupling mirror 580 located at the virtual image plane. When properly aligned, this configuration will efficiently couple the fibers in pairs across the entire fiber array 520. Light injected into fiber 1 will be efficiently coupled out of fiber 2 and so on across the array. To align the assembly, one simple monitors the coupling across the array while adjusting the alignment of the micro lens array 510 to the fiber array 520. When good coupling is achieved across the fiber array 520, the micro lens array 510 is bonded to the fiber array.
FIGS. 11a and 11b show a top view and side view, respectively, of one example of a 1XN wave blocker array which employs a fiber array-micro lens array launch optical arrangement as described above. The design consists of a linear fiber array (FA) followed by a double sided, micro lens array (ML) (i.e., the asymmetric lenslet assembly discussed above). The fiber array consists of 2N fibers sandwiched between V-groove plates. The exit face of the V-groove plate is often polished at an angle to prevent back reflections. The fibers in the array are equally spaced. Typical fiber spacing (pitch) is 125 or 250 microns. The micro lens array has a linear array of lenses on each side. The side facing the fiber array has 2N collimating lens, one for each fiber. These lenses are equally spaced having the same pitch as the fiber array. The side facing the DMD has a linear array of N coupling lenses having a pitch of twice the fiber pitch. This double sided micro lens array is designed to couple the light from adjacent fibers by overlapping their images at the launch plane (LP). The micro lens array is followed by a collimating lens (CL), a diffraction grating (G), a scan lens (SL), a compensating prism (P), and finally a MEMS micro mirror array here referred to as "DMD."

To understand the operation of the device, it is helpful to consider rays in top view and side view separately. The rays in the top view show the wavelength filtering operation of the device. Light exiting the fiber under consideration is collimated by a collimating lens on the front side of the microlens array. The collimated beam passes thru the micro lens array and is then focused by a coupling lens onto the "launch plane". The collimating lens recollimates this beam. The grating (G) then diffracts the collimated beam according to the grating equation. The scan lens (SL) focuses the spectrally dispersed beams onto the DMD mirror surface. If the DMD is set to pass a given wavelength, this beam will reflect off the DMD mirror and travel back thru the system to the neighboring exit fiber.

The side view shown in Figure 11b shows how this coupling is achieved. This view shows the chief ray from the coupled pair of fibers. The ray exiting fiber "A" passes thru the system and focuses down onto the DMD. Because the DMD is tilted, this beam will reflect out of the system (dashed beam) unless the DMD mirrors are switch to the couple state. In the coupled state, the DMD mirrors are tilted up to reflect the beam nearly back onto itself (i.e. near Littrow condition). This beam then travels back thru the system to the micro lens array.
However, due to the slight angular separation generated at the DMD, the coupling lens relays the beam to the neighboring collimating lens which focuses the beam on the neighboring fiber “B” and exits the system on this fiber.

[0036] Although the side view shows the operation of only one coupled fiber pair (port), the coupling described above occurs for all of the fiber pairs. Note, however, that because the DMD is tilted, the distance from the scan lens to the DMD varies from port to port. The function of the compensating prism (P) is to exactly correct this path length difference so that all ports come to a focus on the DMD.

[0037] Having described and illustrated the principles of our innovations in the detailed description and accompanying drawings, it will be recognized that the various embodiments can be modified in arrangement and detail without departing from such principles. It should be understood that the programs, processes, or methods described herein are not related or limited to any particular type of computing environment, unless indicated otherwise. Various types of general purpose or specialized computing environments may be used with or perform operations in accordance with the teachings described herein. Elements of embodiments shown in software may be implemented in hardware and vice versa.
Claims

1. An optical launch arrangement comprising:
   
a fiber assembly for securing an array of optical fibers; and
   
an asymmetric lenslet array having a first surface with a pair of coupling lenses in registration with each optical fiber in the array of optical fibers and a second surface with a collimating lens in registration with each pair of coupling lenses.

2. The optical launch arrangement of claim 1 wherein the fiber assembly includes a V-groove assembly for securing the optical fibers and a waveguide unit having a waveguide for each optical fiber in the array of optical fibers, each V-groove in the V-groove assembly being aligned with a core of one of the waveguides in the waveguide unit.

3. The optical launch arrangement of claim 2 wherein a pitch of the waveguides is equal to a pitch of the coupling lenses.

4. The optical launch arrangement of claim 1 further comprising a substrate on which the fiber assembly and the asymmetric lenslet array are mounted.

5. The optical launch arrangement of claim 4 wherein the second surface of the asymmetric lenslet array is angularly offset from an output surface of the waveguide unit.

6. The optical launch arrangement of claim 5 further comprising an antireflective coating formed on at least one of the first and second surfaces of the asymmetric lenslet array.
7. The optical launch arrangement of claim 1 wherein a distance between each collimating lens and the coupling lenses in registration therewith is about equal to a sum of a focal length of the respective collimating lens and a focal length of one of the coupling lenses.

8. The optical launch arrangement of claim 1 further comprising an optically transparent assembly on which the first and second surfaces of the asymmetric lenslet array are located.

9. The optical launch arrangement of claim 1 in which the couplings lenses in each pair are configured to be the same.

10. The optical launch arrangement of claim 1 in which the coupling lenses have different configurations.

11. The optical launch arrangement of claim 10 in which different coupling lenses have different refractive strengths in different axes.

12. An optical launch arrangement comprising:

   a fiber assembly for securing an array of optical fibers; and

   an asymmetric lenslet array having a first surface with a pair of coupling lenses and a second surface with a collimating lens in registration with each pair of collimating lenses, wherein each pair of coupling lenses is laterally offset from one of the optical fibers to spatially translate optical beams propagating in the optical fibers as the optical fibers exits the asymmetric lenslet array.
13. An optical switch comprising:

- a fiber assembly for securing an array of optical fibers;

- an asymmetric lenslet array having a first surface with a pair of coupling lenses in registration with each optical fiber in the array of optical fibers and a second surface with a combining lens in registration with each pair of coupling lenses; and

- a MEMs mirror array, each of said MEMS mirrors being positioned to receive an optical beam from one of the combining lenses.

14. The optical switch of claim 13 wherein the fiber assembly includes a V-groove assembly for securing the optical fibers and a waveguide unit having a waveguide for each optical fiber in the array of optical fibers, each V-groove in the V-groove assembly being aligned with a core of one of the waveguides in the waveguide unit.

15. The optical switch of claim 14 wherein a pitch of the waveguides is equal to a pitch of the coupling lenses.

16. The optical switch of claim 13 further comprising a substrate on which the fiber assembly and the asymmetric lenslet array are mounted.

17. The optical switch of claim 16 wherein the second surface of the asymmetric lenslet array is angularly offset from an output surface of the waveguide unit.
18. The optical switch of claim 17 further comprising an antireflective coating formed on at least one of the first and second surfaces of the asymmetric lenslet array.

19. The optical switch of claim 13 wherein a distance between each combining lens and the coupling lenses in registration therewith is about equal to a sum of a focal length of the respective collimating lens and a focal length of one of the coupling lenses.
Application number / Numéro de demande: 2787565

Figures: 1-113

Pages:

Unscannable items received with this application
(Request original documents in File Prep. Section on the 10th floor)

Documents reçu avec cette demande ne pouvant être balayés
(Commander les documents originaux dans la section de la préparation des dossiers au 10ième étage)