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To all whom it may concern, 
Be it known that I, E HUBERT GINN, a 

citizen of the United States, residing at Fort 
Wayne, in the county of Allen and State of 
Indiana, have invented certain new and use 
ful Improvements in Tags, of which the foll 
lowing is a specification. 
The present invention relates to tags of 

the character to contain indicia and remov 
ably attachable to an element, that is, of a 
character for temporary use in contradis 
tinction to those which are used in a more 
permanent manner. The tag is particularly 
well adapted for use to contain indicia per 
tinent to repair jobs, ownership, or advertis 
ing matter associated with automobiles. 
The principal objects of the invention are, 

to provide tags which may be readily at 
tached to elements, such as the rim of an 
automobile steering wheel, without the use 
of cords, straps, metallic fasteners or similar 
devices and which, when in place, are not 
apt to become disconnected from the element 
by vibration, wind, or ordinary engagement 
with the tag by a person working in or about 
the automobile; to provide tags which are 
complete with the exception of indicia or de 
lineations desired thereon, but which may be 
run through the printing press, stamping or 
embossing machine, without liability of mu 
tilation of plates, dies, or other parts of the 
machines, as is likely to occur where tags 
with fasteners in part or wholly of metal are 
used, or where a plurality of plies of ma 
terial occur at different portions of the tag; 
and, to provide tags which are simple in 
formation, inexpensive to manufacture and 
neat in appearance. 
Other objects and advantages of the in 

vention will appear in the following detailed 
description, taken in connection with the 
accompanying drawings, forming a part 
of this specification, and in which drawing: 

Figure is a face view of a tag embodying 
the invention. 

Fig. 2 is an edge view of the same, por 
tions being flexed out of their natural posi 
tion in order to disclose details. 

Fig. 3 is a fragmentary face view of a 
portion of the tag showing it partly in op 
erative relation to an element, such as the 
rim of a steering wheel of an automobile. 

in the drawings, where similar characters 
refer to similar parts throughout the views, 
4 designates the body of the tag which may 
be wholiy or in part of heavy paper, card. 

board, stiff cloth, leather or similar flexible 
material, and is provided with a relatively large opening or perforation 5 to receive 
portion of an element, such as the rim of a 
steering, wheel of an automobile, a portion of the rim being designated by 6. The body 
of the tag is also provided with a way or cut 
perforation 5, to permit of ready placing 
and removal of the tag by flexing portions 
of the body, as indicated in Figs. 2 and 3 of the drawings. 
In the preferred embodiment of the in 

Vention the body is formed of a single sheet 
of flexible material, of uniform thickness, elongated and substantially rectangular in 
shape, the opening or perforation 5 being 
adjacent one end of the tag. If desired, the 
corners 9f the tag adjacent the opening or 
perforation may be clipped as indicated at 8. 

it is also preferred to form the wall 9 
of opening 5 with inwardly extending pro 
jections 10, that is, make the wall corru 
gated, which adds to the appearance of the 
tag, and also has a tendency to prevent 
SWinging movement of the tag, when at 
tached to the rim of an automobile steering 
wheel, thus reducing the liability of the tags 
becoming disengaged from the wheel by 
Wind forces coming thereupon. 
The Way 7 leading from the marginal por 

tion of the tag to the opening or perforation 
5 may be conveniently formed by merely 
cutting the body of the tag from the margi 
nal portion to the opening, thus presenting 
separable arms 11 which, when engaging one 
another, embrace the element extending through opening or perforation 5. It is 
preferred to form this way 7 of tortuous 
formation, so that when the arms 11 engage 
there are interfitting tongues 12 and reces 
ses 13, which more effectively lock the arms 
11 in embracing relation to the eiement ex 
tending through the opening or perforation 
5. It is preferred to have this way 7 lead 
from one corner of the tag, with its gen 
eral line of direction diagonally to the open 
ing or perforation 5. Thus, when placing 
the tag the user may grasp it in a manner 
that merely one of the arms 11 engage the 
element to which the tag is to be attached, 
and by bringing pressure upon the other arm 
11, the latter may be swung out of engage 
ment with its cooperating arm and the tag 
shifted so that a twisting movement will 
dispose the element wholly in the opening 
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or perforation 5, whereupon the arms 11 
may be brought into interlocking engage 
ment with one another. Figure 3 of the drawing shows the tag partially disposed 
in operative relation to the rim of the steer 
ing wheel, with one of the arms 11 at one 
side of the rim, and the other arm 11 at the 
opposite side--a step followed in placing 
or removing the tag. 
The body of the tag may contain indicia 

14, and delineations 15, which may 
printed, embossed, or otherwise applied 
thereto, suitable for indicating ownership, 
computing charges or other data. The tag 
may merely have printed thereon advertis 
ing matter and it is to be noted that the 
tags may be readily run through a printing 
press, typewriter, or other machines without 
liability of mutilating the type, plates, or 
parts of the machine, and printing may even 
be disposed over that portion of the tag, 
wherein the way 7 is disposed. 
While there is herein disclosed a tag of a 

be. 

1430,041 
specific shape, it is to be understood that 
this is merely by way of example, since the 
tag may be of any desired general outline 
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and may have attached thereto other ele- . 
ments, if desired, without departing from 
the spirit of the invention as defined in the 
appended claims. 

I claim: 
1. A tag including a flexible but relatively 

stiff sheet like portion provided with an 
opening inwardly of its margins having a 
corrugated Wall, and a way leading from the 
margin of the sheet to said opening. 

2. A tag including a flexible but relatively 
stiff body portion having a corrugated open 
ing in one end thereof, and a tortuous way 
leading from a side of said opening diagon 
ally to a corner of said body portion, said 
tortuous way formed to provide interfitting 
arms in said body portion adapted to co 
operate in retaining the tag upon an element. 
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