Title: SMART LOADING OF MAP TILES

Abstract: Systems and methods are provided for displaying a portion of a map on a mobile device of a user while the user is traveling along a route. The mobile device can use a selected route and a current location of the device to load map tiles for parts of the map that are upcoming along the route. In this manner, the user can have quick access to the portions of the map that the user likely will want to view. For example, the map tiles can be loaded for the next 50 Km, and then when the stored tiles reaches only 25 Km ahead, another 25 Km of tiles can be retrieved. The amount of tiles loaded (e.g., minimum and maximum amounts) can vary based on a variety of factors, such as network state, distance traveled along the route, and whether the mobile device is charging.
Declarations under Rule 4.17:

— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))

Published:

— with international search report (Art. 21(3))
SMART LOADING OF MAP TILES
CROSS-REFERENCES TO RELATED APPLICATIONS

[0001] The present application claims the benefit of the priority U.S. Provisional Application No. 61/655,941 entitled "SMART LOADING OF MAP TILES" filed June 5, 2012, and the U.S. Non-Provisional Application No. 13/705,997 entitled "SMART LOADING OF MAP TILES" filed December 5, 2012, of the entire contents of which are herein incorporated by reference for all purposes.

BACKGROUND

[0002] The present disclosure is generally related to loading map tiles for viewing in a map application of a mobile device, and more specifically to loading the tiles in anticipation of a particular route.

[0003] Many mobile devices (e.g., a smartphone) have a map application that allows a user to view different geographical areas for certain purposes, such as to navigate roads in a certain area, to find out traffic conditions on certain roads, or to find locations of certain stores. A user navigates within the map application to see different areas, to zoom in or out, and to see the map at different resolutions. A user may navigate the map in various ways, such as by using a touch screen. Typically, the mobile device does not store the map, but instead requests map tiles from a server. The requested map tiles would correspond to the geographic area that the user has selected.

[0004] When a user is traveling to a particular destination, e.g., on a road trip, the user may often want to use the map feature. For instance, the user may use the map to determine where to turn next to get to the destination. The user may also want to find out information about an exit, e.g., if there is a gas station there or type of restaurants. Or, a user may become lost, and need to use the map to correct course to the destination. However, to do so, the user currently navigates the map application to the desired geographic area to retrieve the desired map tiles from the server. Obtaining map tiles in such a way can encounter delay, connectivity problems, and run down battery life.

[0005] Therefore, it is desirable to provide methods and system for obtaining desired map tiles from a map server in a more reliable and efficient manner.
BRIEF SUMMARY

[0006] Embodiments can provide systems and methods for displaying a portion of a map on a mobile device of a user while the user is traveling along a route. The mobile device can use a selected route and a current location of the device to load map tiles for parts of the map that are upcoming along the route. In this manner, the user can have quick access to the portions of the map that the user likely will want to view. For example, the map tiles can be loaded for the next 50 Km, and then when the stored tiles reaches only 25 Km ahead, another 25 Km of tiles can be retrieved. The amount of tiles loaded (e.g., minimum and maximum amounts) can vary based on a variety of factors, such as network state, distance traveled along the route, and whether the mobile device is plugged into a charger.

[0007] According to one embodiment, a method displays a portion of a map on a mobile device of a user while the user is traveling along a route. The mobile device receives a selection of a route. Indicia of a plurality of map tiles along the route are identified by an application executing on a processor of the mobile device. The identified map tiles are not within a currently selected view of the map being displayed on a display of the mobile device. A location of the mobile device relative to the route is identified. The mobile device sends a request to a map server for the identified map tiles. The request is sent in response to less than a minimum amount of map tiles, corresponding to the route remaining to be traveled, being stored in memory of the mobile device. The mobile device receives the requested map tiles from the map server for displaying on the mobile device.

[0008] Other embodiments are directed to systems, portable consumer devices, and computer readable media associated with methods described herein.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] FIG. 1A shows a grid 100 corresponding to the map tiles of a two-dimensional (2D) map. FIG. 1B shows a side view of a virtual camera 130 at a first height above the 2D map 150, which contains the grid for indexing the map tiles. FIG. 1C shows a virtual camera 140 at a second larger height from 2D map 150.

[0010] FIG. 2 shows a swim diagram of communications of a mobile device 202 with a map server 204 illustrating problems with retrieving map tiles from map serve 204 when being viewed.
FIG. 3 shows a route 330 being selected on a mobile device 300 according to embodiments of the present invention.

FIGS. 4A and 4B show views along the route using map tiles that were loaded based on the selection of route 330 in FIG. 3.

FIG. 5 is a flowchart of a method 500 for displaying a portion of a map on a mobile device of a user while the user is traveling along a route according to embodiments of the present invention.

FIG. 6 shows markers along a route 600 for determining map tiles along the route according to embodiments of the present invention.

FIG. 7 shows a table 700 illustrating different minimum and maximum amounts of map tiles to be stored based on three example variables according to embodiments of the present invention.

FIG. 8 is a flow chart of a method for determining when and an amount of map tiles to download according to embodiments of the present invention.

FIG. 9A is a simplified block diagram of an implementation of a device 900 according to an embodiment of the present invention. FIG. 9B is a simplified block diagram of an implementation of map server 950 according to an embodiment of the present invention.

DETAILED DESCRIPTION

When a user is on a road trip, the user may often want to view a map on a mobile device (e.g., a smartphone). For instance, the user may use the map to determine where to turn next to get to the destination. Or, a user may become lost, and need to use the map to correct course to the destination. However, to do so, the user currently navigates the map application to the desired geographic area to retrieve the desired map tiles from the server.

Obtaining map tiles in such a way can encounter delay, connectivity problems, and run down battery life. Embodiments can address such problems.

The mobile device can use a selected route and a current location of the device to load map tiles for parts of the map that are upcoming along the route. In this manner, the user can have quick access to the portions of the map that the user likely will want to view.
For example, the map tiles can be loaded for the next 50 Km, and then when the stored tiles reaches only 25 Km ahead, another 25 Km of tiles can be retrieved. The amount of tiles loaded (e.g., minimum and maximum amounts) can vary based on a variety of factors, such as network state, distance traveled along the route, and whether the mobile device is plugged into a charger.

I. RETRIEVING MAP TILES FROM MAP SERVER

[0020] As mentioned above, a mobile device (e.g., a smartphone) can execute a map application to allow a user to view different part of a two-dimensional (2D) map. For example, the user can change the part of the map displayed on a screen of the mobile device by swiping the screen to move the view. This movement of the view is a result of a movement of a virtual camera that defines what is being displayed. Once the map application identifies the new position of the virtual camera, the viewable part of the map can be identified and the map tiles of the viewable part of the map can be requested from a map server. To identify the required map tiles (also referred to as "tiles"), the mobile device can provide an index of the map tiles by referring to a grid that is shared by the mobile device and the map server.

[0021] FIG. 1A shows a grid 100 corresponding to the map tiles of a two-dimensional (2D) map. As shown, the map tiles are indexed by row and column, but other indexing (e.g., by sequential numbers) can be used. One position of the viewing area on a mobile device is shown as box 110. Bounding box 110 can be moved around to see different parts of the map. For example, a user can move the box in directions using a keypad, touch screen, or other suitable controls. As another example, the user could enter a search term corresponding to a particular location or select a current location, and a map application (or "app") can position the box over the selected area using default settings (e.g., default zoom settings).

[0022] The mobile device can store the indexed array 100 so that the device can identify which tiles are needed from a server. For example, at position 110, the device needs the map tiles (i.e. the graphic information of the map) corresponding to grid sections (4,4),(4,5), (5,4),(5,5), (6,4),and (6,5). Once the device identifies these grid sections, the device can request the corresponding map tiles from the map server. The grid section and tiles can be of any suitable shape. In one implementation, the grid can be defined by a latitude and longitude for the boxes.
As another example, if the user moves the view to a position of bounding box 120, the device would need grid sections (5,8),(5,9),(6,8), and (6,9). However, bounding box 120 is at a higher resolution, as signified by a smaller box for displaying on a screen of the device. With the higher resolution, a different set of map tiles may be used, i.e., corresponding to a finer grid. Map tiles 115 are shown with the finer grid. As with bounding box 120, only part of a tile may be displayed. Thus, any tile that is at least partially within the viewable area would be retrieved.

Accordingly, a bounding box (i.e. the size of the view) can be made larger or smaller, where there can be less resolution when the box is bigger. In one embodiment, when the map is made larger or smaller, a resolution setting is determined, and the device can then request the indices of a map at that particular resolution (e.g., corresponding to map tiles 115 as opposed to the larger map tiles 105). It is also possible that different maps may be used at different resolutions. For example, different resolutions would have different sets of map tiles. As examples, the server can determine which map tiles to provide based on a submitted resolution or the size of the box. The resolution can be determined by how far away a virtual camera is from a surface that defines the 2D map.

Fig. 1B shows a side view of a virtual camera 130 at a first height above the 2D map 150, which contains the grid for indexing the map tiles. The height can be referred to a Z-direction, with X,Y coordinates being the map coordinates of the 2D map. As shown, virtual camera 130 is viewing the map from directly above. At the first height, virtual camera 130 has a field of view 133 that intersects 2D map 150 to define the viewable area 136 of the map given the position of virtual camera 130. Field of view 133 is shown as two lines where the viewable area is within the two lines. The field of view can be defined in various ways, e.g., the perimeter of an expanding circle, or other geometric shape. The viewable area 136 can be of a different shape than the screen on which the image is displayed. The device can identify the parts of the viewable area that fall within the screen size, and just request those tiles.

Fig. 1C shows a virtual camera 140 at a second larger height from 2D map 150. Since virtual camera 140 is farther away from 2D map 150, a field of view 143 does not intersect 2D map 150 until later. Thus, viewable area 146 is larger. A user might select this position of virtual camera 140 by zooming out. As mentioned above, when a user zooms in
or zoom out, the different resolution can use a different set of map tiles. In one implementation, some of the map tiles from one resolution can be used to render an image at a different resolution. For instance, map tiles at a finer resolution can be used to render views at a lower resolution (e.g., certain features can be removed as one zooms out). It also can be possible to add more information to map tiles at the lower resolution to obtain the finer resolution, thereby being able to re-use the map information already loaded at the lower resolution. In another implementation, the map tiles from one resolution are not re-used to rendering another image at another resolution.

[0027] The map tiles may store metadata associated with particular locations with the map tile. For example, information about stores at particular locations, and information about the stores. Map tiles may be retrieved at various times. For example, a user can simply enjoy maps and move around the virtual camera. The user might be looking for a restaurant around where he/she lives. One example is for determining a route from one location to another, where the route typically is by automobile, but could be by other modes of transportation, such as bicycle, hiking, train, etc.

II. PROBLEMS WITH RETRIEVING TILES WHILE EN ROUTE

[0028] When a user of the mobile device is traveling along a route, the user will often check a map in the vicinity of a current location. As mentioned above, a user would typically move the map to the vicinity, thereby providing a request for the corresponding map tiles. However, requesting and retrieving map tiles from the map server as one needs them can cause problems. For example, there may not be sufficient phone coverage (i.e., insufficient network connectivity) in the current location, and thus the mobile device may not be able to retrieve the map tiles. If the mobile device is constantly trying to connect and requesting the data often, then the antenna will be in a high energy state, which will drain the battery. The user also may end up paying higher costs depending on when the map tiles are downloaded, e.g., which network is used. These problems are highlighted in FIG. 2.

[0029] FIG. 2 shows a swim diagram of communications of a mobile device 202 with a map server 204 illustrating problems with retrieving map tiles from map serve 204 when being viewed. The arrows from mobile device 202 to map server 204 are requests for map tiles corresponding to the current view (i.e., the current position of the virtual camera). The arrows from map server 204 to mobile device 202 signify a transmission of the requested
map tiles. Four different sets of communications or communication attempts are shown on
the left as 210, 220, 230, and 240.

[0030] Communication 210 shows a successful request 212 and retrieval 214 of map tiles
for location 1 from map server 204 over a Wi-Fi connection (IEEE 802.11 standard). For
communication 210, the request might be made when the person is at home (e.g., using a
home Internet connection), and be for the vicinity around the user’s home (location 1). Since
the retrieval is over Wi-Fi, the cost to a user is essentially free, as Wi-Fi would normally be
an unlimited amount of data. If the phone was charged, then the battery would not be drained
by the retrieval of the tiles.

[0031] For communication 220, there is no phone coverage, and thus request 222 for the
map for location 2 is shown as not being received by map server 204. The result is that the
user does not obtain the requested map tiles. If the user were to look for a gas station,
restaurant, or just simply road information (e.g., due to a detour) then the user would be
without such useful information.

[0032] For communication 230, the user is able to send request 232 and retrieve 234 the
map tiles for location 3 over a 3G network connection. But, the retrieval is over a 3G
network, and would count against the user’s data plan. Often a user has a data plan with a
limited amount of bytes, and thus may have to pay more for bytes over the limit. Thus,
communication 230 is not ideal as the retrieval can use up a certain number of bytes of the
user’s data plan. Also, the mobile device may have been searching for a network connection
since request 222 was sent. Such searching for a network connection can drain the battery.

[0033] For communication 240, request 242 and retrieval 244 for the map tiles for location
4 is over a 2G network connection. In such a case, the data would be retrieved at a slower
rate, and thus the antenna may need to be in a high energy state for longer time to retrieve the
data. This can increase the battery usage. Additionally, making many requests to get the
map tiles for each location can drain the battery. Such problems can be addressed by
embodiments of the present invention.

III. PRE-LOADING TILES ALONG ROUTE

[0034] If a user selects a route on the mobile device, the route can be used to identify map
tiles that the user will likely request. These identified map tiles can be retrieved from the
map server and loaded onto the mobile device in anticipation of the user actually moving the virtual camera to view the identified map tiles. In this manner, the map application can quickly display the needed map tiles, even if there is no network connection. The pre-loading of map tiles can also be done in a cost effective and energy efficient manner. In various embodiments, the map tiles of the entire route, just a predetermined amount for the immediate route ahead, or variable amounts of the route ahead can be loaded before the user travels to the locations corresponding to the map tiles. In one implementation, the downloading of tiles is started when a user selects "start" or other similar button to start the trip.

A. Viewing Route And Pre-Loaded Tiles

[0035] FIG. 3 shows a route 330 being selected on a mobile device 300 according to embodiments of the present invention. Mobile device has a screen 310, which can define a bounding box for viewing the map. The selected route 330 has a start 332 and a destination 334. Route 330 has five decision points, marked with number 1 to 5. A grid 305 is shown with dotted lines underneath route 330.

[0036] The route could be selected in a variety of ways. The user could search for a destination in a variety of ways, e.g., by inputting an address or entering a search term and selection a result on the map. A starting location could be picked in a similar manner. A location/motion detector could be used to identify a current location of the mobile device (e.g., using global positioning system (GPS)), and this location could be used as starting location 332. Multiple routes could be displayed, and the user could then select one.

[0037] In one embodiment, once the route has been selected, the mobile device 300 can load the map tiles corresponding to route 330 from map server 340. For example, if a user were using the mobile device at home with a Wi-Fi connection while plugged into a wall socket for charging, the map application could determine that all of the map tiles of the route be downloaded. For illustration purposes, the grid 305 is shown at a lower resolution, than a default resolution (e.g., as determined by a default height of the virtual camera) for selecting map tiles. Thus, the number of map tiles would be greater than the eight grid tiles shown. Once, the map tiles were loaded into a local memory of device 300, the map tiles can be retrieved from local memory for viewing, instead of having to download from map server 340.
FIGS. 4A and 4B show views along the route using map tiles that were loaded based on the selection of route 330 in FIG. 3. FIG. 4A shows a view 415 around the starting location 332. View 415 is at a higher resolution than that shown in FIG. 3 for the entire route. This resolution may be the default resolution for identifying the map tiles to retrieve. In other embodiments, a user can select the resolution desired for the map tiles to be loaded.

If each grid section 405 corresponds to a map tile, and each grid section shown has a map tile already loaded, then view 415 could be displayed very quickly by accessing the local memory. However, not all of the map tiles are required before at least part of view 415 is displayed. For example, the map tiles in the bottom row might not be stored in local memory, but the rest of the map tiles could be displayed right away. The missing tiles could be retrieved, depending on the settings of the map application.

FIG. 4B shows a view 420 around decision point 2. If the user missed the right turn at decision point 2, the map tiles in the vicinity of decision point 2 would already be available in local memory. Thus, the user would not have to wait for the map tiles to be retrieved from the map server, and the user could be back on course sooner. The map application could also have a navigation feature that determines a correction when the user deviates from the established route (e.g., if the user misses a decision point), and can provide directions (e.g., verbal and/or visual instructions) to get back onto the established route. Once the trip is completed, the map application could purge the map tiles from memory in order free up memory space. Such freeing up of memory could occur based on a need for storing other information, including new map tiles (e.g., for the route of a new trip).

**B. Method**

FIG. 5 is a flowchart of a method 500 for displaying a portion of a map on a mobile device of a user while the user is traveling along a route according to embodiments of the present invention. Method 500 may be performed wholly or partially by a processor of the mobile device. A map application being executed on the processor may provide instructions for performing the method.

At block 510, the mobile device receives a selection of a route. As described herein, the route can be selected in various ways. For example, a user can speak a starting location and an ending location (e.g., by address or name) into a microphone, and an audio recognition routine running on the processor can interpret the words and communicate the
locations with the map application. The map application can provide options to the user or just select one (e.g., based on criteria of distance or time driving).

[0043] At block 520, indicia of a plurality of map tiles along the route are identified. The identified map tiles are not within a currently selected view of the map being displayed on a display of the mobile device. The mobile device may store the map tiles of a current view, but map tiles identified for pre-loading would not be in the current view. The map tiles of the current view may be loaded in response to a user moving the virtual camera, but the map tiles identified for pre-loading are not downloaded in response to a user selecting a particular view.

[0044] In one embodiment, the indicia are indexes of the map tiles. For example, the indicia can specify the map tiles on a 2D grid, as is shown in FIG. 1. In another embodiment, the indicia could just be the route. The map server can know the locations of the road network, and thus the map server would know where the route lies by a specification of the streets, highways, etc. and the directions. Based on the route, the map server can then determine which map tiles are needed.

[0045] The map tiles may be obtained for a predetermined resolution of the map. Thus, in one embodiment, the pre-loaded map tiles may be of a same default resolution (e.g., a fixed height of the virtual camera above the 2D map). In various embodiments, the predetermined resolution could be set by a user, or may be mandated by the map application.

[0046] At block 530, a location of the mobile device relative to the route is identified. Examples of a location include "not started route" or a specific distance traveled along the route from a start of the route. The location can be determined by a location detector on the device, which may use GPS or other mechanisms (e.g., radio signals from phone network or from other networks). If the location of the mobile device indicates that the user has not started traveling along the route, then location relative to the route can be "not started." If the location shows that the user has started along the route, then how far along the route can be identified, e.g., as a percentage or a raw distance. In one embodiment, map tiles for the route already traveled are not retrieved.

[0047] At block 540, the mobile device sends a request to a map server for the identified map tiles. In one aspect, the request can be sent in response to less than a minimum amount
of map tiles being stored in a memory of the mobile device. The minimum amount of tiles are determined for tiles corresponding to the route remaining to be traveled. For example, if the mobile device stores less than the next 25 Km of the route, a request for more map tiles along the route would be sent to the map server. The request can be for map tiles up to a maximum distance, e.g., 50 Km. As another example, if the user is at home on a Wi-Fi network and the mobile device is charging, then the number of tiles stored is zero and all of the map tiles can be downloaded (or at least up to a large maximum, e.g., 1,000 Km). The amount of map tiles could also be measured in the number of bytes, and other units of distance can be used.

At block 550, the mobile device receives the requested map tiles from the map server for displaying on the mobile device. The map tiles can be sent with information about where each map tile is located, e.g., indexes on a 2D grid or latitude and longitude. The map tiles can also include metadata regarding stores within the map tile, and any information related to the stores. A map tile can also include an index to denote which tile it is, and therefore where the tile should be displayed.

At block 560, the mobile device uses the received map tiles to render an image of a portion of the map. For example, a graphics processor can use information stored in the map tiles to render an image that is then output to a display on the mobile device.

C. Determining Tiles Along Route

The mobile device and/or the map server can determine which map tiles are along the route. Besides the map tiles that literally include a path of the route (e.g., a road passes through a grid corresponding to the map tile), map tiles that are near the route may be retrieved. How near a map tile has to be can be specified by a user, or be set by the map application. In one embodiment, locations can be identified along the route and map tiles within a perimeter around a location can be identified.

FIG. 6 shows markers along a route 600 for determining map tiles along the route according to embodiments of the present invention. Once the route is selected, markers 610 along the route can be determined, e.g., by the mobile device or the map server. The markers can include the starting point, and be positioned with a predetermined separation distance. For example, the separation distance can be 500 meters. In another embodiment, the
separation distance can be determined dynamically, e.g., based on a density of intersecting roads.

[0052] A perimeter 630 can be determined around each marker. For example, a square can be centered around a marker. An example length of the square is the separation distance, e.g., 500 meters. OTHERS shapes besides a square can be used, e.g., rectangles, circles, and the like. A length of the perimeter can be tied to the separation distance or may be determined independently.

[0053] Certain markers are decision points 620, which is where a driver is to change course based on the selected route, e.g., get on a freeway or make a turn. In one embodiment, a perimeter around the decision point is larger than the perimeter around the marker. As shown, perimeter 640 is larger than perimeter 630. The perimeter can also vary based on the type of decision point. For example, the perimeter 645 may be for an exit or entrance onto a freeway, and in such instances a mistake by a driver could take one far away from the route, and thus a larger perimeter would be desired.

[0054] Once the markers 610 (including decision points 620) are identified, map tiles that are at least partially within the perimeter of each marker are identified. Some of the perimeters may overlap, and thus certain map tiles could be included within more than one perimeter. But, such map tiles do not need to be loaded more than once. In one embodiment, the mobile device and/or the map server can keep track of which map tiles have been sent to the mobile device. If a map tile has already been sent, then it can be removed from another set of map tiles for sending to the mobile device. For example, if the perimeter for marker 1 at least partially covers tiles (A,B,C,D), then these four tiles can be retrieved by the mobile device. Then if marker 2 at least partially covers (C,D,E,F), then C and D would not be downloaded as they were already downloaded previously. If tiles were missed (e.g., tiles C and D were not downloaded due to a transmission error), then the tiles can be loaded. If the missed tiles are not still needed (e.g., if the mobile device has already passed the locations of the missed map tiles), then the loading of the missed map tiles can be skipped.

IV. ADAPTIVE LOADING TILES ALONG ROUTE

[0055] As described above, the tiles can be retrieved in blocks. For example, as a user travels along the route, the amount of map tiles of the route to be traveled becomes less. For example, if 50 Km of map tiles are stored, and then the user drives (with the mobile device)
10 Km, then 40 Km of map tiles of the route to be traveled (i.e. in front of the user) would be left. Once the amount of tiles drops below a specified value, the mobile device can request another block of tiles (e.g., map tiles up to 80 Km of the route ahead). The minimum amount of map tiles stored and the maximum amount of map tiles to be stored can depend on certain variables.

A. Variables For Determining When And How Much To Pre-Load

[0056] The mobile device can determine certain state variables and then use the current values to determine when and how much map tiles to retrieve. Example variables include a charging state of the mobile device, a network state, and a distance traveled along the route. The charging state can be either charging (e.g., plugged into a charging cable that is connected to a wall socket or a socket of a car) or not charging (e.g. running off a battery). There can be varying levels of charging, e.g., if different power sources provide different levels of charging. If a mobile device is not being charged, then the maximum amount of tiles to load may be less to conserve battery life, e.g., as the mobile device could be plugged in later.

[0057] The network state can relate to the type of network that the mobile device is connected and the strength of the connection. Different types of network include Wi-Fi, 2G, and 3G. The strength of the connection can be measured in number of bars of signal, or other gradations between a minimum and maximum signal strength. If the network is Wi-Fi, then a larger number of map tiles would be downloaded since the cost since the downloaded data would not be counted against a data plan limit for radio networks, such as 2G and 3G.

[0058] The distance traveled along the route can be used as a proxy for whether the user is committed to the trip, i.e. whether the user is actually going to complete the trip. For example, a user may change his/her mind about the trip if only a few miles have been traveled. Thus, it would be wasteful to download too many map tiles. However, if the user has traveled 200 Km into an 800 Km trip, it is unlikely the user will turn around or otherwise device from the route. In one embodiment, the committed-to-trip variable is binary, where if the distance traveled is above a threshold then the variable is "1", and otherwise is "0". Other proxies could be used, such as whether the user is accessing the map application to view parts of the route.
**B. Example Table**

[0059] FIG. 7 shows a table 700 illustrating different minimum and maximum amounts of map tiles to be stored based on three example variables according to embodiments of the present invention. The three variables are network state, charging state, and whether the user is committed to the route. The variables can be binary or have multiple values. As shown, the network state has four possible values, and the charging state and committed to route are both binary. For each combination of the variables, minimum and maximum amounts of tiles to be stored are displayed.

[0060] The network state is shown with four values of None, Bad, Good, and Wi-Fi. The distinction between Good and Bad can depend on the power usage per byte of data downloaded. None corresponds to no network connection, and thus the tiles to be stored is zero. It does not matter what the state is for the other two variables. A Bad value can, for example, be the result of a 2G connection or a 3G connection with low signal strength. In these cases, the amounts are lower. Trying to download data on a slow connection can use up a lot of battery life. For a Wi-Fi connection, the user typically does not pay per byte or have a limit, and thus the amounts are typically larger.

[0061] If the mobile device is charging, the battery will not be depleted when downloading the data. Thus, the amounts may be larger when the device is charging. When the user is committed to the route, the amounts are typically larger since the user will eventually drive through all parts of the route, and thus might eventually need any of the map tiles ahead. Accordingly, there is no need to delay downloading in case the user deviates. When the device downloads the map tiles in large chunks, the battery life is extended, as more power is used when the data is downloaded over many requests, as opposed to fewer requests from the mobile device to the map server.

[0062] One skilled in the art will appreciate that table 700 is just an example. A different emphasis on the tradeoffs between battery life and cost of downloading can vary. For example, the charging state may be similarly weighted as the committed to route variable.

**C. Method**

[0063] FIG. 8 is a flow chart of a method for determining when and an amount of map tiles to download according to embodiments of the present invention.
At block 810, the mobile device determines the current location. The location can be determined as described herein. The mobile device can be programmed to determine the location at periodic intervals, or at certain times. In one embodiment, the determination of the location at periodic intervals is only initiated when the user selects a start of a route of travel, e.g., a start of the directions.

At block 820, the current state variables are determined. For example, the mobile device can determine the number of miles traveled based on the current location by comparing to a start location. Whether or not the device is charging can be detected. The network state can be tested, for example, to identify the type of network, a signal strength, and/or a data rate of download (which can be measured by previous or current interactions with the map server or other server). In one embodiment, depending on the type of network, signal strength, and data rate, a classification of the network can be determined. The classifications can be those in table 700 or other classification, e.g., based on a numeric scale (such as 1-10).

At block 830, the minimum amount of tiles to be stored is determined. In one embodiment, a lookup table can be used. The entry that corresponds to the current state variables can be used to retrieve the corresponding minimum amount. In one embodiment, the minimum amount of map tiles to be stored for the remaining route is specified as a distance. In another embodiment, the minimum amount is specified in the number of bytes.

At block 840, the map application determines whether the minimum amount of tiles is reached. The mobile device can use the current location to determine whether the minimum amount of tiles is reached. The device can store a location of where the currently stored tiles end. This end location can be compared to the current location to determine if the minimum is reached. In another embodiment, the current location can be used to distinguish between tiles that in front of the user. These storage size of these tiles can be compared to a minimum amount. If the minimum amount is not reached, then the process reverts back to block 810.

At block 850, if the minimum amount of stored map tiles is reached, then the maximum amount of tiles to request is determined based on state variables. The state variables may be used in a similar manner as for determining the minimum amount.
At block 860, the mobile device sends a request to the map server for the maximum amount of tiles. In one embodiment, the request provides an end distance, which may, for example, be defined as a distance relative to the current location (which the map server can determine the coordinate) or as a specific coordinate on the map. In another embodiment, multiple requests can be sent, where each request is for map tiles in of a specified size. Then when the map tiles reach the maximum (as determined by size or the distance), the mobile device can stop issuing the requests.

The methods of pre-loading map tiles can also be applied to streaming content files, such as music or video files. For example, a music service can allow a mobile device to pre-load varying amount of the content in order to allow the mobile device to conserve battery life, reduce, costs associated with the downloading, and any other issues mentioned above. The corollary to the location of the user would be the part of the stream currently being played. The route would correspond to the channel being viewed or listened to, where the channel may be broadcast or tailored the individual based on a genre or a particular song. The channel would effectively be a list of audio or video files. For video, the list could be just one file that is being streamed. The committed to route variable would correspond to how long the user has been viewing or listening to the channel, which may be just one file. The amount of tiles would correspond to the amount of data, which could be measured in time or bytes for the audio/video files.

V. MOBILE DEVICE AND SERVER

FIG. 9A is a simplified block diagram of an implementation of a device 900 according to an embodiment of the present invention. Device 900 can be a mobile device, a handheld device, a notebook computer, a desktop computer, or any suitable electronic device with a screen for displaying images and that is capable of communicating with a map server 950 as described herein. Device 900 includes a processing subsystem 902, a storage subsystem 904, a user input device 906, a user output device 908, a network interface 910, and a location/motion detector 912.

Processing subsystem 902, which can be implemented as one or more integrated circuits (e.g., e.g., one or more single-core or multi-core microprocessors or microcontrollers), can control the operation of device 900. In various embodiments, processing subsystem 902 can execute a variety of programs in response to program code and
can maintain multiple concurrently executing programs or processes. At any given time, some or all of the program code to be executed can be resident in processing subsystem 902 and/or in storage subsystem 904.

[0073] Through suitable programming, processing subsystem 902 can provide various functionality for device 900. For example, processing subsystem 902 can execute a map application program (or "app") 916. Map app 916 can perform all or parts of methods described herein, such as determining when and how many map tiles to retrieve based on a selected route. Map app 916 can use tile locations 917 to determine which tiles to request and/or where retrieved tiles should be placed, e.g., based on an index.

[0074] Storage subsystem 904 can be implemented, e.g., using disk, flash memory, or any other storage media in any combination, and can include volatile and/or non-volatile storage as desired. In some embodiments, storage subsystem 904 can store one or more application programs to be executed by processing subsystem 902 (e.g., map app 916). In some embodiments, storage subsystem 904 can store other data (e.g., used by and/or defined by map app 916). Programs and/or data can be stored in non-volatile storage and copied in whole or in part to volatile working memory during program execution.

[0075] A user interface can be provided by one or more user input devices 906 and one or more user output devices 908. User input devices 906 can include a touch pad, touch screen, scroll wheel, click wheel, dial, button, switch, keypad, microphone, or the like. User output devices 908 can include a video screen, indicator lights, speakers, headphone jacks, or the like, together with supporting electronics (e.g., digital-to-analog or analog-to-digital converters, signal processors, or the like). A customer can operate input devices 906 to invoke the functionality of device 900 and can view and/or hear output from device 900 via output devices 908.

[0076] Network interface 910 can provide voice and/or data communication capability for device 900. For example, network interface 910 can provide device 900 with the capability of communicating with map server 980. In some embodiments network interface 910 can include radio frequency (RF) transceiver components for accessing wireless voice and/or data networks (e.g., using cellular telephone technology, advanced data network technology such as 3G, 4G or EDGE, WiFi (IEEE 802.11 family standards, or other mobile communication technologies, or any combination thereof), and/or other components. In some embodiments
network interface 910 can provide wired network connectivity (e.g., Ethernet) in addition to
or instead of a wireless interface. Network interface 910 can be implemented using a
combination of hardware (e.g., antennas, modulators/demodulators, encoders/decoders, and
other analog and/or digital signal processing circuits) and software components.

[0077] Location/motion detector 912 can detect a past, current or future location of device
900 and/or a past, current or future motion of device 900. For example, location/motion
detector 912 can detect a velocity or acceleration of mobile electronic device 900.
Location/motion detector 912 can comprise a Global Positioning Satellite (GPS) receiver
and/or an accelerometer. In some instances, processing subsystem 902 determines a motion
characteristic of device 900 (e.g., velocity) based on data collected by location/motion
detector 912. For example, a velocity can be estimated by determining a distance between
two detected locations and dividing the distance by a time difference between the detections.

[0078] FIG. 9B is a simplified block diagram of an implementation of map server 950
according to an embodiment of the present invention. Map server 950 may be used for any
map server mentioned herein. Map server 950 includes a processing subsystem 952, storage
subsystem 954, a user input device 956, a user output device 958, and a network interface
960. Network interface 960 can have similar or identical features as network interface 910 of
device 900 described above.

[0079] Processing subsystem 952, which can be implemented as one or more integrated
circuits (e.g., a conventional microprocessor or microcontroller), can control the operation of
map server 950. In various embodiments, processing subsystem 952 can execute a variety of
programs in response to program code and can maintain multiple concurrently executing
programs or processes. At any given time, some or all of the program code to be executed can
be resident in processing subsystem 952 and/or in storage subsystem 954.

[0080] Through suitable programming, processing subsystem 952 can provide various
functionality for map server 950. Thus, map server 950 can interact with map app 916 being
executed on device 900 in order to provide map tiles to device 900. In one embodiment, map
server 950 simply stores the map tiles 966, and sends them based on a request for a particular
index, as identified by tile index 968. The map tiles can be stored in a location pointed to by
the tile index 958 for quick retrieval. In other embodiments, map server 950 can determine
the tiles to be sent based on route information, such as the directions including decision
points for changing roads. However, such processing can become more difficult if map sever 950 supports many devices.

[0081] Storage subsystem 954 can be implemented, e.g., using disk, flash memory, or any other storage media in any combination, and can include volatile and/or non-volatile storage as desired. In some embodiments, storage subsystem 954 can store one or more application programs to be executed by processing subsystem 952. In some embodiments, storage subsystem 954 can store other data, such as map tiles 966 and tile index 968 (used to identify specific tiles). Programs and/or data can be stored in non-volatile storage and copied in whole or in part to volatile working memory during program execution.

[0082] A user interface can be provided by one or more user input devices 956 and one or more user output devices 958. User input and output devices 956 and 958 can be similar or identical to user input and output devices 906 and 908 of device 900 described above. In some instances, user input and output devices 956 and 958 are configured to allow a programmer to interact with map server 950. In some instances, map server 950 can be implemented at a server farm, and the user interface need not be local to the servers.

[0083] It will be appreciated that device 900 and map server 950 described herein are illustrative and that variations and modifications are possible. A device can be implemented as a mobile electronic device and can have other capabilities not specifically described herein (e.g., telephonic capabilities, power management, accessory connectivity, etc.). In a system with multiple devices 900 and/or multiple map servers 950, different devices 900 and/or map servers 950 can have different sets of capabilities; the various devices 900 and/or map servers 950 can be but need not be similar or identical to each other.

[0084] Further, while device 900 and map server 950 are described with reference to particular blocks, it is to be understood that these blocks are defined for convenience of description and are not intended to imply a particular physical arrangement of component parts. Further, the blocks need not correspond to physically distinct components. Blocks can be configured to perform various operations, e.g., by programming a processor or providing appropriate control circuitry, and various blocks might or might not be reconfigurable depending on how the initial configuration is obtained. Embodiments of the present invention can be realized in a variety of apparatus including electronic devices implemented using any combination of circuitry and software.
Additionally, while device 900 and map server 950 are described as singular entities, it is to be understood that each can include multiple coupled entities. For example, map server 950 can include, a server, a set of coupled servers, a computer and/or a set of coupled computers.

It should be understood that any of the embodiments of the present invention can be implemented in the form of control logic using hardware (e.g. an application specific integrated circuit or field programmable gate array) and/or using computer software with a generally programmable processor in a modular or integrated manner. As user herein, a processor includes a multi-core processor on a same integrated chip, or multiple processing units on a single circuit board or networked. Based on the disclosure and teachings provided herein, a person of ordinary skill in the art will know and appreciate other ways and/or methods to implement embodiments of the present invention using hardware and a combination of hardware and software.

Any of the software components or functions described in this application may be implemented as software code to be executed by a processor using any suitable computer language such as, for example, Java, C++ or Perl using, for example, conventional or object-oriented techniques. The software code may be stored as a series of instructions or commands on a computer readable medium for storage and/or transmission, suitable media include random access memory (RAM), a read only memory (ROM), a magnetic medium such as a hard-drive or a floppy disk, or an optical medium such as a compact disk (CD) or DVD (digital versatile disk), flash memory, and the like. The computer readable medium may be any combination of such storage or transmission devices.

Such programs may also be encoded and transmitted using carrier signals adapted for transmission via wired, optical, and/or wireless networks conforming to a variety of protocols, including the Internet. As such, a computer readable medium according to an embodiment of the present invention may be created using a data signal encoded with such programs. Computer readable media encoded with the program code may be packaged with a compatible device or provided separately from other devices (e.g., via Internet download). Any such computer readable medium may reside on or within a single computer program product (e.g. a hard drive, a CD, or an entire computer system), and may be present on or within different computer program products within a system or network. A computer system
may include a monitor, printer, or other suitable display for providing any of the results mentioned herein to a user.

[0089] Any of the methods described herein may be totally or partially performed with a computer system including one or more processors, which can be configured to perform the steps. Thus, embodiments can be directed to computer systems configured to perform the steps of any of the methods described herein, potentially with different components performing a respective steps or a respective group of steps. Although presented as numbered steps, steps of methods herein can be performed at a same time or in a different order. Additionally, portions of these steps may be used with portions of other steps from other methods. Also, all or portions of a step may be optional. Additionally, any of the steps of any of the methods can be performed with modules, circuits, or other means for performing these steps.

[0090] The specific details of particular embodiments may be combined in any suitable manner without departing from the spirit and scope of embodiments of the invention. However, other embodiments of the invention may be directed to specific embodiments relating to each individual aspect, or specific combinations of these individual aspects

[0091] The above description of exemplary embodiments of the invention has been presented for the purposes of illustration and description. It is not intended to be exhaustive or to limit the invention to the precise form described, and many modifications and variations are possible in light of the teaching above. The embodiments were chosen and described in order to best explain the principles of the invention and its practical applications to thereby enable others skilled in the art to best utilize the invention in various embodiments and with various modifications as are suited to the particular use contemplated.

[0092] A recitation of "a", "an" or "the" is intended to mean "one or more" unless specifically indicated to the contrary.
WHAT IS CLAIMED IS:

1. A method for displaying a portion of a map on a mobile device of a user while the user is traveling along a route, the method comprising:
   - receiving, at the mobile device, a selection of a route;
   - identifying indicia of a plurality of map tiles along the route, wherein the identified map tiles are not within a currently selected view of the map being displayed on a display of the mobile device, the identifying being performed by an application executing on a processor of the mobile device;
   - identifying a location of the mobile device relative to the route;
   - sending, from the mobile device to a map server, a request for the identified map tiles, wherein the request is sent in response to less than a minimum amount of map tiles, corresponding to the route remaining to be traveled, being stored in memory of the mobile device; and
   - receiving, at the mobile device from the map server, the requested map tiles for displaying on the mobile device.

2. The method of claim 1, further comprising:
   - identifying a plurality of markers along the route;
   - determining a perimeter around each marker; and
   - identifying map tiles that are at least partially within the perimeter of each marker.

3. The method of claim 2, wherein the markers include decision points along the route, and wherein the perimeter around a decision point is larger than the perimeter around other markers.

4. The method of claim 2, wherein the markers are separated by a predetermined distance.

5. The method of claim 1, further comprising:
   - using the received map tiles to render an image of a portion of the map.

6. The method of claim 1, wherein the map tiles are obtained for a predetermined resolution of the map.
7. The method of claim 1, wherein the number of map tiles identified and requested is variable and depends on at least one of: a charging state of the mobile device, a network state, and a distance traveled along the route.

8. The method of claim 1, wherein the minimum amount of map tiles to be stored for the remaining route is specified as a distance.

9. The method of claim 1, further comprising:
   when the minimum amount of stored map tiles is reached, sending a request for additional map tiles, the additional map tiles covering the route to be traveled up until a maximum amount of map tiles are stored.

10. The method of claim 9, wherein the minimum amount and/or the maximum amount are variable and depend on at least one of: a charging state of the mobile device, a network state, and a distance traveled along the route.

11. The method of claim 10, wherein the maximum amount is larger when the mobile device is charging than when the mobile device is not being charged.

12. The method of claim 10, wherein the maximum amount increases when the distance traveled along the route is larger becomes greater than a threshold.

13. The method of claim 10, wherein the maximum amount is larger when the network state corresponds to a local area connection than when the network state corresponds to a radio connection.

14. The method of claim 13, wherein the local area connection is a IEEE 802.11 standard.

15. The method of claim 10, wherein the maximum amount is larger when the network state corresponds to a higher bandwidth than when the network state corresponds to a lower bandwidth.

16. The method of claim 1, wherein the identified location includes one of: not started route or a specific distance traveled along the route from a start of the route.
17. The method of claim 1, wherein the indicia include indexes of map tiles.

18. The method of claim 1, wherein the indicia include a specification of the route.

19. A computer product comprising a non-transitory computer readable medium storing a plurality of instructions that when executed control a processor to display a portion of a map on a mobile device of a user while the user is traveling along a route, the instructions comprising:

- receiving a selection of a route;
- identifying indicia of a plurality of map tiles along the route, wherein the identified map tiles are not within a currently selected view of the map being displayed on a display of the mobile device;
- identifying a location of the mobile device relative to the route;
- sending a request for the identified map tiles, wherein the request is sent in response to less than a minimum amount of map tiles, corresponding to the route remaining to be traveled, being stored in memory of the mobile device; and
- receiving the requested map tiles for displaying on the mobile device.

20. The method of claim 19, further comprising:

- identifying a plurality of markers along the route;
- determining a perimeter around each marker, and
- identifying map tiles that are at least partially within the perimeter of each marker.

21. The method of claim 19, further comprising:

- using the received map tiles to render an image of a portion of the map.

22. The method of claim 19, wherein the number of map tiles identified and requested is variable and depends on at least one of: a charging state of the mobile device, a network state, and a distance traveled along the route.

23. The method of claim 19, further comprising:
when the minimum amount of stored map tiles is reached, sending a request
for additional map tiles, the additional map tiles covering the route to be traveled up until a
maximum amount of map tiles are stored.

24. The method of claim 23, wherein the minimum amount and/or the
maximum amount are variable and depend on at least one of: a charging state of the mobile
device, a network state, and a distance traveled along the route.

25. An electronic device for displaying a portion of a map on a mobile
device of a user while the user is traveling along a route, the electronic device comprising:
an input for receiving a selection of a route;
a storage subsystem that stores map tiles;
a network interface for communicating over a network with a map server that
stores map tiles; and
a processing subsystem configured to execute a map application by:
identifying indicia of a plurality of map tiles along the route, wherein the
identified map tiles are not within a currently selected view of the map being displayed on
a display of the mobile device;
identifying a location of the mobile device relative to the route;
sending, from the mobile device to a map server, a request for the
identified map tiles, wherein the request is sent in response to less than a minimum
amount of map tiles, corresponding to the route remaining to be traveled, being stored in
the storage subsystem of the mobile device; and
receiving, at the mobile device from the map server, the requested map
tiles for displaying on the mobile device.
FIG. 2

- Mobile Device 202
- Request for Location 1 212
- Map Tile(s) for location 1 214
- Request for Location 2 222
- Request for Location 3 232
- Map Tiles for location 3 234
- Request for Location 4 242
- Map Tiles for location 4 244

Successful retrieval over Wi-Fi 210
No phone coverage 220
Costly retrieval over 3G 230
Slow retrieval over 2G 240
500

510
Receive a selection of a route

520
Identify indicia of a plurality of map tiles along the route that are not in a current view of the map application.

530
Identify a location of the mobile device relative to the route

540
Send a request to the map server for the identified map tiles

550
Receive the requested map tiles for displaying on the mobile device

560
Render an image using the received map tiles

FIG. 5
<table>
<thead>
<tr>
<th></th>
<th>Max distance of tiles stored</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>0</td>
</tr>
<tr>
<td>Min distance of tiles stored</td>
<td>0</td>
</tr>
<tr>
<td></td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>20</td>
</tr>
<tr>
<td></td>
<td>30</td>
</tr>
<tr>
<td></td>
<td>40</td>
</tr>
<tr>
<td></td>
<td>50</td>
</tr>
<tr>
<td></td>
<td>100</td>
</tr>
<tr>
<td></td>
<td>200</td>
</tr>
<tr>
<td></td>
<td>300</td>
</tr>
<tr>
<td></td>
<td>400</td>
</tr>
<tr>
<td></td>
<td>500</td>
</tr>
<tr>
<td></td>
<td>1000</td>
</tr>
<tr>
<td></td>
<td>2000</td>
</tr>
<tr>
<td></td>
<td>4000</td>
</tr>
<tr>
<td>Committed to Route</td>
<td>None</td>
</tr>
<tr>
<td>Charging</td>
<td>*</td>
</tr>
<tr>
<td>Network</td>
<td>None</td>
</tr>
<tr>
<td></td>
<td>Bad</td>
</tr>
<tr>
<td></td>
<td>Bad</td>
</tr>
<tr>
<td></td>
<td>Bad</td>
</tr>
<tr>
<td></td>
<td>Bad</td>
</tr>
<tr>
<td></td>
<td>Good</td>
</tr>
<tr>
<td></td>
<td>Good</td>
</tr>
<tr>
<td></td>
<td>Good</td>
</tr>
<tr>
<td></td>
<td>Good</td>
</tr>
<tr>
<td></td>
<td>Wi-Fi</td>
</tr>
<tr>
<td></td>
<td>Wi-Fi</td>
</tr>
<tr>
<td></td>
<td>Wi-Fi</td>
</tr>
</tbody>
</table>
810. Determine current location of mobile device

820. Determine minimum current state variables

830. Determine minimum amount of tiles to store based on state variables

840. Minimum amount of tiles reached?

850. Determine maximum amount of tiles to request based on state variables

860. Request maximum amount of tiles from map server

FIG. 8
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

G01C21/36 G09B29/00 G01C21/26

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols):

- G01C
- G09B

Other documentation searched:

- Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

**B.1. EPO-Internal, WPI Data**

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>paragraphs [0113], [0116], [0118] figures 10, 12</td>
<td>7, 10, 13-15, 22,24</td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figure 4</td>
<td></td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figure 1</td>
<td></td>
</tr>
</tbody>
</table>

**FURTHER DOCUMENTS**

- Further documents are listed in the continuation of Box C.

**NOTES**

- **"** Special categories of cited documents:
  - **"A"** document defining the general state of the art which is not considered to be of particular relevance.
  - **"E"** earlier application/patent but published on or after the international filing date.
  - **"L"** Document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified).
  - **"O"** Document referring to an oral disclosure, use, exhibition or other means.
  - **"P"** Document published prior to the international filing date but later than the priority date claimed.

- **"T"** Later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention.

- **"X"** Document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone.

- **"Y"** Document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

- **"&"** Document member of the same patent family.

**DATE OF THE ACTUAL COMPLETION OF THE INTERNATIONAL SEARCH**

26 July 2013

**DATE OF MAILING OF THE INTERNATIONAL SEARCH REPORT**

05/08/2013

**NAME AND MAILING ADDRESS OF THE ISA/IB**

Berbi I Bautista, L

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk,
Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016

**AUTHORIZED OFFICER**

International application No.

PCT/US2013/040276
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>figure 6</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP 2 120 014 A1 (RESEARCH IN MOTION LTD [CA]) 18 November 2009 (2009-11-18)</td>
<td>1-25</td>
</tr>
<tr>
<td></td>
<td>paragraph [0075]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figure 7</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0009] - paragraph [0012]</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP 2 196 772 A1 (RESEARCH IN MOTION LTD [CA]) 16 June 2010 (2010-06-16)</td>
<td>1-25</td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figure 2</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 2002169778 AI</td>
<td>14-11-2002</td>
<td>AT 454609 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1251335 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4460816 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4928490 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003090735 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2008175830 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002169778 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004107220 AI</td>
</tr>
<tr>
<td>US 2009326810 AI</td>
<td>31-12-2009</td>
<td>NONE</td>
</tr>
<tr>
<td>EP 1737160 AI</td>
<td>27-12-2006</td>
<td>CN 1885997 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1737160 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007006472 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20060133915 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006286988 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008132249 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008070400 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2665221 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2120014 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2439493 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009281718 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009027161 AI</td>
</tr>
<tr>
<td>EP 2196772 AI</td>
<td>16-06-2010</td>
<td>CA 2686222 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2196772 AI</td>
</tr>
</tbody>
</table>