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To all, whon, it may concern. faces act, located upon each side thereof and 
Be it known that I, GEO. W. PRENTICE, a at right angles therewith, the extreme ends a 

citizen of the United States, residing at Provi- of the Wire being bent slightly upward and 45 
dence, in the county of Providence and State located diagonally opposite each other, as fully 
of Rhode Island, have invented certain new and shown in Fig. 1. I may, however, for certain 
useful Improvements in Button-Fastenings; uses leave the said ends a flat or straight. 
and I do hereby declare the following to be a Fig. 2 represents a modification of the re 
full, clear, and exact description of the inven-taining-base, wherein the ends at are shown in 5O 
tion, such as will enable others skilled in the line with each other. This form, however, 
art to which it appertains to make and use except for special purposes, is not so Well 
the same, reference being had to the accompa- adapted for general utility. 
nying drawings, and to the letters or figures The manner of using my improved button 

fastening is as follows: The fabric f has a slot 55 
part of this specification. or opening, f', made therein, through which 
This invention relates to certain improve- the shank b of the button B is inserted, after 

ments in button-fastenings, and of that class which one end, a?, of the fastener is passed 
which are adapted to be connected with or de- through said shank and partially turned or 

twisted until the shank b enters the loop at, 6o 
when now the button is drawn upward until 
the base or table of the fastener bears against 
the under surface of the fabric, the ends (t 
(when bent) at the same time slightly embed 
ding themselves therein, as fully shown in 65 
Fig. 3. 
Having thus described my invention, What 

I claim, and desire to secure by Letters Pat 
ent, is 
The button-fastening A herein described, 7O 

formed from a single piece of Wire, and con- . 
Figure 1 represents atop view of my improved sisting of the central loop, a, and retaining 
fastener complete. Fig. 2 represents a modi- base or table a'a, the latter arranged in a 
fication of the same. Fig. 3 represents the plane at right angles with said loop and ter 
fastener attached to button and fabric as in minating in ends a, which are curved slightly 75 
lSe. - upward, the whole constructed, arranged, and 
The following is a more detailed description adapted for use substantially as shown and 

pleasure and without the use of a setting or 
other implement. 
My invention consists, essentially, of a fast 

ener formed or made from a length of suitable 
shaped wire, the ends of which are bent to 
form a retaining base or table, and also adapt 
ed to form a central retaining-loop at right an 
gles with said table, all as will be more fully 
hereinafter set forth. m 
In the accompanying sheet of drawings, 

illustrating my invention and drawn enlarged, 

of my invention and the manner of applying set forth, 
and using the same. - In testimony whereof I have affixed my sig 
A, Fig. 1, is the fastener complete, formed nature in presence of two witnesses. 

from a single piece of wire, which is bent so GEORGE W. PRENTICE. 
as to form the central loop, a, adapted to re- Witnesses: 
ceive the button-shank b. Said loop termi- F. A. SMITH, Jr., 
nates upon its lower side in the retaining-sur- JAS. F. THAYER. 


