The invention relates to a cigarette butt receiving bag of disposable type for receiving and extinguishing glowing cigarettes, which bag (1) comprises a forward sheet (2), a rearward sheet (4), which sheets are sealed to each other along their outer edges (6) leaving an edge portion unsealed so as to provide an opening (8) for receiving a cigarette butt (10), thereby forming a cigarette butt receiving compartment (12) between said forward and rearward sheets (2, 4), and comprising a fluid (14), which is disposed in two heat insulating volumes (16, 18) within the cigarette butt receiving compartment (12). A first heat insulating volume (16) is delimited by the forward sheet (2) and a forward inner layer material (20) which is sealed against the forward sheet (2). A second heat insulating volume (18) is delimited by the rearward sheet (4) and a rearward inner layer material (22) which is sealed against the rearward sheet (4). The invention also relates to a method of manufacturing a cigarette butt receiving bag of disposable type.

Declarations under Rule 4.17:
— as to applicant’s entitlement to apply for and be granted a patent (Rule 4.17(H))

Published:
— with international search report (Art. 21(3))
DISPOSABLE CIGARETTE BUTT RECEIVING BAG

TECHNICAL FIELD

The present invention relates to a disposable cigarette butt receiving bag according to the preamble of claim 1 and a method of manufacturing a disposable cigarette butt receiving bag according to the preamble of claim 11.

After a cigarette has been used the remaining part of a cigarette, defined as a cigarette butt, is disposed as litter. Often there is no access to an ashtray for extinguishing and disposal of the cigarette butt. As a consequence cigarette butts are often thrown on the ground.

BACKGROUND ART

Cigarette butts which are thrown on the ground constitute a substantial littering problem. The cigarette butts contain substances that are hazardous to the environment, and they also cause aesthetically unpleasant surroundings and consequently considerable sanitation costs. Further, when disposed of in the open, health-impairing cigarette butts are accessible to children and animals. Also, a glowing cigarette butt may set fire to inflammable material when thrown on the ground, floor or in a bin.

A bag-like portable ashtray is known from JP2003219858. The ashtray comprises an inner bag and an outer bag. A heat insulator is disposed between the inner and the outer bag. The heat insulator consists of a heat insulating material, such as a polymer absorbent in a porous material, which is closed in a separate bag.

One objective problem to be solved by the present invention is to prevent pollution of the environment due to cigarette butts thrown on the ground.
Another objective problem to be solved by the present invention is to avoid that cigarette butts are accessible to children and animals.

A further problem to be solved by the present invention is to increase safety to fire due to disposed glowing cigarette butts.

A further problem to be solved by the present invention is to achieve a cost effective handling of a large number of disposed cigarette butts.

SUMMARY OF THE INVENTION

These objective problems are solved by a disposable cigarette butt receiving bag according to claim 1.

Such a disposable cigarette butt receiving bag prevents pollution of the environment due to cigarette butts thrown on the ground. The butt receiving bag is easy to keep and store into a pocket or a handbag and after the butt has been introduced into the butt receiving bag it may be disposed into a refuse bin or put back into the pocket or the handbag and disposed later.

According to an embodiment the invention one of the forward or rearward sheets is provided with a foldable closure flap extending from the edge of the opening, and where a pressure sensitive adhesive is arranged along the entire width of the flap to ensure tight sealing of the bag. Since the closure flap seals the butt receiving bag after the cigarette butt has been introduced into the butt receiving bag the cigarette butt is not accessible to children and animals. Also, there is no leakage of hazardous chemicals or substances. In this sense the disposable cigarette butt receiving bag will be made more child proof and animal proof.

According to a further embodiment of the invention the width of the forward inner layer material and the width of the rearward inner layer material between two longitudinal edges of the respective forward and rearward inner
layer material together substantially correspond to a circumference of the cigarette butt. This will increase safety to fire due to disposed glowing cigarette butts, since the ambient air around the cigarette butt in the butt receiving compartment of the disposable cigarette butt receiving bag is minimized, and therefore the glow of the cigarette butt will extinguish immediately when the cigarette butt is introduced into the disposable cigarette butt receiving bag.

The above-mentioned objective problems are also solved by a method of manufacturing a disposable cigarette butt receiving bag according to claim 11. With such a method of manufacturing a disposable cigarette butt receiving bag a cost effective handling of a large number of disposed cigarette butts is achieved due to the cost effective manufacturing of a disposable cigarette butt receiving bag.

Further specific features of the invention are disclosed in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

Further advantages and features of the invention can be derived from the following detailed description of exemplary embodiments of the invention, with reference to the drawings.

Fig. 1 shows a front view of a disposable cigarette butt receiving bag according to the present invention,

Fig. 2 shows a cross section view along line I- I in fig. 1,

Fig. 3 shows a view in perspective of a disposable cigarette butt receiving bag according to the present invention,
Fig. 4 shows a view in perspective of a disposable cigarette butt receiving bag according to the present invention,

Fig. 5 shows a view in perspective of a disposable cigarette butt receiving bag according to the present invention,

Fig. 6 shows a cross section view along line I-I in fig. 1 with a cigarette butt introduced into the disposable cigarette butt receiving bag,

Fig. 7 shows a cross section view along line I-I in fig. 1 with a cigarette butt introduced into the disposable cigarette butt receiving bag and the closure flap folded into a closed position of the bag, and

Fig. 8 shows a method of manufacturing a disposable cigarette butt receiving bag according to the present invention.

DETAILED DESCRIPTION

Figures 1 and 2 show a disposable cigarette butt receiving bag 1 of disposable type for receiving and extinguishing glowing cigarettes. The bag 1 comprises a forward sheet 2 and a rearward sheet 4, which sheets are sealed by a seal 5 to each other along their outer edges 6 leaving an edge portion unsealed so as to provide an opening 8 for receiving a cigarette butt 10. A cigarette butt receiving compartment 12 is formed between said forward and rearward sheets 2, 4. A fluid 14 is disposed in two heat insulating volumes 16, 18 within the cigarette butt receiving compartment 12. A first heat insulating volume 16 is delimited by the forward sheet 2 and a forward inner layer material 20 which is sealed against the forward sheet 2.
A second heat insulating volume 18 is delimited by the rearward sheet 4 and a rearward inner layer material 22 which is sealed against the rearward sheet 4.

Figures 3 and 4 show the cigarette butt receiving bag 1 according to the present invention in perspective views. One of the forward or rearward sheets 2, 4 is provided with a foldable closure flap 24 extending from the edge of the opening 8. In figures 3 and 4 the rearward sheet 4 is provided with the foldable closure flap 24. A pressure sensitive adhesive 26 is arranged along the entire width of the flap 24 to ensure tight sealing of the bag 1 when the closure flap 24 is folded down onto the outside of the opposite sheet. Preferably, the adhesive 26 is a permanent pressure sensitive adhesive 26 for permanent closure of the bag 1, so that the closed bag 1 will be made more child proof, animal proof and a hindrance of chemical leakage. A pressure-sensitive adhesive 26 allows the user to easily seal the bag 1 by folding the closure flap 24 onto one side of the bag 1 and applying a light pressure. However, either a removable or a permanent pressure-sensitive adhesive 26 may be used.

A permanent pressure-sensitive adhesive 26, which can exhibit high adhesion values and support kilograms of weight per square centimetre of contact area, can be used in order to provide an improved child proof and animal proof bag 1. In this case, a protective release liner 28 is placed over the adhesive 26 area of the closure flap 24. The bag 1 may be delivered with the closure flap 24 folded in an open position, or with the closure flap 24 folded in a closed position. Upon usage, the user opens the bag 1 opening 8 by pressing the sides of the bag 1 towards each other, places the item to be disposed off inside the bag 1, removes the release liner 28, puts it in the bag 1 and folds the closure flap 24 over. When the closure flap 24, being provided with the permanent pressure-sensitive adhesive 26, is pressed onto the side of the bag 1 the adhesive 26 cures. Thereafter, the closure flap 24 cannot be opened without considerable effort and/or by the use of tools such
as a knife or scissors. Thus, assuming that relatively tear proof material is used for the bag 1 and the closure flap 24, the obtained bag 1 will be made more child proof and animal proof.

A removable pressure sensitive adhesive 26, which is designed to form a temporary bond, entails the advantage that no release liner 28 is needed and that the bag 1 may be delivered in a compact closed condition. Upon usage, the user opens the bag 1 by unfolding the closure flap 24 against the action of the removable adhesive 26. When the cigarette butt 10 has been placed into the bag 1, the closure flap 24 is reclosed.

A part of fig. 3 is enlarged in order to clearly indicate how the forward sheet 2, rearward sheet 4, forward inner layer material 20 and rearward inner layer material 22 are sealed to each other along their outer edges 6.

According to a preferred embodiment the fluid 14 is an aqueous heat insulating liquid solution which is free-flowing in the heat insulating volumes 16, 18. The aqueous heat insulating liquid solution comprises water, a consistency agent and a preserving agent. The consistency agent is preferably xanthan, the preserving agent is preferably a mixture of sodium benzoate and potassium sorbate. Other consistency agents and preserving agents may also be used.

The forward and rearward sheets 2, 4 are preferably made of a laminate, comprising paper on which metalized polyester film 29, such as an aluminium polyester film, is arranged and wherein the forward and rearward inner layer materials 20, 22 are made of polyethylene.

Fig. 5 shows the disposable cigarette butt receiving bag 1 according to the present invention in a perspective view. Upon usage, the user opens the bag 1 opening 8 by pressing the sides of the bag 1 towards each other, which is indicated by arrows in fig. 5. When pressing the sides of the bag 1 towards each other the opening 8 will be large enough to receive a cigarette butt 10. Fig. 6 discloses a cross section of the disposable cigarette butt receiving
A cigarette butt 10 has been placed inside the cigarette butt receiving compartment 12 of the bag 1. Fig. 7 discloses a cross section of the disposable cigarette butt receiving bag 1 along line I - I in fig. 1. In fig. 7 the user released the pressure on the sides of the bag 1 so that a clamping or self-closing action of the forward and rearward sheets 2, 4 is obtained. Finally, the user removes the release liner 28, puts it in the bag 1 and folds the closure flap 24 over.

The relationship of the bag 1 width and the rigidity of the forward and rearward sheets 2, 4 are preferably chosen so that the above-mentioned clamping or self-closing action is obtained. This clamping or self-closing action is enhanced if the forward and rearward sheets 2, 4 are arranged flat onto each other in the seal area, and if the seals 5 have a width so that said sheets are rigidly attached to each other along the seals 5 in a fixed-end manner. Said clamping or self-closing action contributes to the effective extinguishing of the cigarette butt 10.

The width of the forward inner layer material 20 and the width of the rearward inner layer material 22 between two longitudinal edges of the respective forward and rearward inner layer material 20, 22 together substantially correspond to a circumference of the cigarette butt 10. This will increase safety to fire due to disposed glowing cigarette butts 10, since the ambient air around the cigarette butt 10 in the butt receiving compartment 12 of the disposable cigarette butt receiving bag 1 is minimized, and therefore the glow of the cigarette butt 10 will extinguish immediately when the cigarette butt 10 is introduced into the disposable cigarette butt receiving bag 1. As a precautionary measure the fluid 14 will be exposed to the cigarette butt 10 if the glow burns through the forward or rearward inner material 20, 22. The fluid 14 will then extinguish the glow. Therefore, the fluid 14 act as an additional safety element in extinguishing the glow.

The disposable cigarette butt receiving bag 1 is arranged as a disposable article for single use and which should be disposed of as combustable litter.
after use. Because of the fluid 14 disposed in the insulating volumes 16, 18, the bag 1 is fireproof, so that it can receive a glowing cigarette butt 10 and can be thrown away in a refuse bin without setting things on fire. The bag 1 is also heat-insulating, so that the outside of the bag 1 is not heated by a glowing cigarette butt 10 within the bag 1. Therefore, a person will not be injured by the bag 1.

Fig. 8 shows a method of manufacturing the above-mentioned disposable cigarette butt receiving bag 1 of the present invention. The method comprises the steps of providing a flexible plastic layer material 30, forming cavities 32 in the flexible plastic layer material 30 in a thermoforming station 31, filling the cavities 32 with a fluid 14, providing a laminate 34, comprising paper on which metalized polyester film 29 is arranged, seal the paper laminate 34 to the flexible plastic layer material 30, in a thermo sealing station 35, along outer edges 6 of the cavities 32 to form heat insulating volumes 16, 18 filled with the fluid 14, folding the flexible plastic layer material 30 and the paper laminate 34 so that the paper laminate 34 constitutes forward and rearward sheets 2, 4, and the flexible plastic layer material 30 constitutes forward and rearward inner layer materials 20, 22, whereby the flexible plastic layer material 30 is clamped in the fold 36 between the forward and rearward sheets 2, 4, and finally sealing the forward and rearward sheets 2, 4, and thereby the intermediate forward and rearward inner layer materials 20, 22, to each other along two lines 38 that are essentially perpendicular to the fold 36. It is also possible to apply a seal along the fold 36.

Preferably the flexible plastic layer material 30 and the paper laminate 34 are provided from a respective roll 40, 42, which means that the final manufacturing step before packaging of the bags 1 is cutting the forward and rearward sheets 2, 4, and thereby the intermediate forward and rearward inner layer materials 20, 22 along the lines 38 that are essentially perpendicular to the fold 36. A cutter mechanism 48 is provided for the cutting operation.
The folding of the flexible plastic layer material 30 and the paper laminate 34 may be performed off-centre, leaving additional layer material on the forward or rearward sheets 2, 4, which material constitutes a foldable closure flap 24 for the bag 1. It is also possible to creasing the forward or rearward sheets 2, 4 along a line, so that a crease line 44 ensuring tight sealing of the bag 1, when the closure flap 24 is folded, is formed. A pressure sensitive adhesive 26 is arranged along the entire width of the closure flap 24 to ensure tight sealing of the bag 1 when the closure flap 24 is folded. In a hot melt aggregate 50 the adhesive 26 is applied on the protective release liner 28, which is provided from a roll 46. Thereafter the protective release liner 28 is applied to the closure flap 24.

As mentioned above, the disposable cigarette butt receiving bag 1 according to the present invention is of disposable type and prevents pollution of the environment due to cigarette butts 10 thrown on the ground. The butt receiving bag 1 is easy to keep and store into a pocket or a handbag and after the butt 10 has been introduced into the butt receiving bag 1 it may be disposed into a refuse bin or put back into the pocket or the handbag and disposed later.
CLAIMS

1. A cigarette butt receiving bag of disposable type for receiving and extinguishing glowing cigarettes, which bag (1) comprises

   a forward sheet (2),
   
   a rearward sheet (4),
   
   which sheets are sealed to each other along their outer edges (6) leaving an edge portion unsealed so as to provide an opening (8) for receiving a cigarette butt (10),
   
   thereby forming a cigarette butt receiving compartment (12) between said forward and rearward sheets (2, 4), and comprising
   
   a fluid (14), which is disposed in two heat insulating volumes (16, 18) within the cigarette butt receiving compartment (12),

   characterised in that
   
   a first heat insulating volume (16) is delimited by the forward sheet (2) and a forward inner layer material (20) which is sealed against the forward sheet (2), and
   
   a second heat insulating volume (18) is delimited by the rearward sheet (4) and a rearward inner layer material (22) which is sealed against the rearward sheet (4).

2. A cigarette butt receiving bag according to claim 1, wherein the relationship of the bag (1) width and the rigidity of the forward and rearward sheets (2, 4) is chosen so that a clamping or self-closing action is obtained.

3. A cigarette butt receiving bag according to any one of claims 1 or 2, wherein the forward and rearward sheets (2, 4) are arranged flat onto
each other in the seal area, and wherein the seals (5) have a width so that said sheets (2, 4) are rigidly attached to each other along the seals (5) in a fixed-end manner, whereby a clamping or self-closing action is obtained.

4. A cigarette butt receiving bag according to any one of claims 1-3, wherein one of the forward or rearward sheets (2, 4) is provided with a foldable closure flap (24) extending from the edge of the opening (8), and where a pressure sensitive adhesive (26) is arranged along the entire width of the flap (24) to ensure tight sealing of the bag (1).

5. A cigarette butt receiving bag according to claim 4, wherein the adhesive (26) is a permanent pressure sensitive adhesive (26) for permanent closure of the bag (1), whereby the closed bag (1) will be made more child proof and animal proof.

6. A cigarette butt receiving bag according to any one of claims 1 - 5, wherein the fluid (14) is an aqueous heat insulating liquid solution which is free-flowing in the heat insulating volumes (16, 18).

7. A cigarette butt receiving bag according to claim 6, wherein the aqueous heat insulating liquid solution comprises water, a consistency agent and a preserving agent.

8. A cigarette butt receiving bag according to claim 7, wherein the consistency agent is xanthan, the preserving agent is a mixture of sodium benzoate and potassium sorbate.

9. A cigarette butt receiving bag according to any of the preceding claims, wherein the forward and rearward sheets (2, 4) are made of a laminate (34), comprising paper on which metalized polyester film (29) is arranged and wherein the forward and rearward inner layer materials (20, 22) are made of polyethylene.
10. A cigarette butt receiving bag according to any of the preceding claims, wherein the width of the forward inner layer material (20) and the width of the rearward inner layer material (22) between two longitudinal edges of the respective forward and rearward inner layer material (20, 22) together substantially correspond to a circumference of the cigarette butt (10).

11. A method of manufacturing a cigarette butt receiving bag of disposable type for receiving and extinguishing glowing cigarettes, characterised by the steps of,

- providing a flexible plastic layer material (30),

- forming cavities (32) in the flexible plastic layer material (30),

- filling the cavities (32) with a fluid (14),

- providing a laminate (34), comprising paper on which metalized polyester film (29) is arranged,

- seal the paper laminate (34) to the flexible plastic layer material (30) along outer edges (6) of the cavities (32) to form heat insulating volumes (16, 18) filled with the fluid (14),

- folding the flexible plastic layer material (30) and the paper laminate (34) so that the paper laminate (34) constitutes forward and rearward sheets (2, 4), and the flexible plastic layer material (30) constitutes forward and rearward inner layer materials (20, 22), whereby the flexible plastic layer material (30) is clamped in the fold (36) between the forward and rearward sheets (2, 4), and

- sealing the forward and rearward sheets (2, 4), and thereby the intermediate forward and rearward inner layer materials (20, 22), to each other along two lines (38) that are essentially perpendicular to the fold (36).
12. A method according to claim 11, further comprising a step of

- providing the flexible plastic layer material (30) and the paper laminate (34) from a respective roll (40, 42), and

- cutting the forward and rearward sheets (2, 4), and thereby the intermediate forward and rearward inner layer materials (20, 22) along the lines (38) that are essentially perpendicular to the fold (36).

13. A method according to any of claims 11 - 12, wherein the folding of the flexible plastic layer material (30) and the paper laminate (34) is performed off-centre, leaving additional layer material on the forward or rearward sheets (2, 4), which material can constitute a foldable closure flap (24) for the bag (1).

14. A method according to claim 13, further comprising a step of creasing the forward or rearward sheets (2, 4) along a line, so that a crease line (44) ensuring tight sealing of the bag (1), when the closure flap (24) is folded, is formed.

15. A method according to any of claims 13 - 14, further comprising a step of arranging a pressure sensitive adhesive (26) along the entire width of the closure flap (24) to ensure tight sealing of the bag (1) when the closure flap (24) is folded.
Fig. 5
INTERNATIONAL SEARCH REPORT

International application No.
PCT/SE20U/050066

A. CLASSIFICATION OF SUBJECT MATTER

IPC: see extra sheet
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: A24F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-INTERNAL, WPI DATA, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4018235 A (SMITH, APRIL A.), 19 April 1977 (19.04.1977), see whole document</td>
<td>1-15</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

Date of the actual completion of the international search: 20 April 2011

Date of mailing of the international search report: 26-04-2011

Name and mailing address of the ISA/
Swedish Patent Office
Box 5855, S-102 42 STOCKHOLM
Facsimile No. + 46 8 666 02 86

Authorized officer
Bjbrn Lindkvist / Eo
Telephone No. + 46 8 782 25 00

Form PCT/ISA/210 (second sheet) (July 2009)
International patent classification (IPC)

A24F 19/14 (2006.01)
A24F 13/18 (2006.01)
A24F 19/00 (2006.01)

Download your patent documents at www.prv.se
The cited patent documents can be downloaded:
• From "Cited documents" found under our online services at www.prv.se (English version)
• From "Anforda dokument" found under "e-tjanster" at www.prv.se (Swedish version)
Use the application number as usernarae. The password is KFSSLYGSAY.

Paper copies can be ordered at a cost of 50 SEK per copy from PRV InterPat (telephone number 08-782 28 85).

Cited literature, if any, will be enclosed in paper form.
<table>
<thead>
<tr>
<th>Country</th>
<th>Application Number</th>
<th>Date</th>
<th>Status</th>
</tr>
</thead>
<tbody>
<tr>
<td>US</td>
<td>4018235</td>
<td>19/04/1977</td>
<td>NONE</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (July 2009)