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My invention relates to a nasal appliance of 
the type consisting of two cage-like thimbles 
for insertion in nostrils of the nose and which 
are joined together by a U shaped yoke which 
straddles the septum of the nose and holds the 
thimbles in place. The thimbles contain a filter 
for filtering material out of the air which is 
breathed by the wearer or they may contain ab 
sorbent material saturated with some vaporizing 
nedicine for the treatment of the Wearer. 
When a nasal appliance of this type is fitted 

with filters, it is necessary that the thimbleshold 
ing the filters conform very closely to the inner 
periphery of the nostril and thus prevent any 
inhaled air seeping between the thimble and the 
nostril wall and thus avoiding the filter. While 
there are a number of nasal appliances for the 
above purpose on the market, they are usually 
Specially made and fitted for each wearer since 
most people's nostrils differ in size and configura 
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tion and the thickness of the Septum between the 
nostrils vary to a great extent. For this reason 
it has practically been essential that a nasal ap 
pliance of this type must be specially formed and 
carefully made for each wearer. This, of course, 
involves quite an amount in expense in time and 
labor expended in fitting the appliance and also 
prevents the retailing of an appliance of this 
type Without a Special fitting to the prospective 
purchaser. 

It is an object of my invention to provide a 
nasal appliance of the above type which may be 
readily configured and formed by the purchaser 
to fit his own nose and wherein it is possible by 
simple adjustment to make the Wall of the thim 
ble either larger or smaller so as to insure a good 
fit. 

It is a further object of my invention to pro 
vide a nasal appliance of the above type where 
the length of the septum yoke may be varied 
and adjusted as to the individual Wearer and 
which, after once adjusted may be locked into 
the adjusted position. 

It is another object of my invention to pro 
Wide a nasal appliance with all the above ad 
vantages and which may be sold as a single unit 
to a customer without any skilled fitting by the 
Seller and without the necessity of the seller 
keeping on hand a large assortment of different 
sizes and different types of parts to fit different 
Weares. 
These and further objects of my invention 

which will be set forth hereinafter and Will be 
apparent to one skilled in the art upon reading 
these Specifications, I accomplish by that cer 
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tain construction and arrangement of parts of 
which I shall now describe an exemplary embodi 
ment. Reference is now made to the drawing 
which forms a part hereof and in which: 

Figure i is a plan view of the bottom of my 
novel nasal appliance. 

Figure 2 is a side elevation of my nasal ap 
pliance with the Septum yoke above. 

Figure 3 is a plan view of the type of my nasal 
appliance. 

Figure 4 is a side elevation of my nasal appli 
ance with the Septum yoke doWnWardly and 
crimped. 

Figure 5 is a side elevation of a modified form 
of my nasal appliance. 

Figure 6 is a perspective view of one of the 
napS Or filters which are inserted in the thin 
bles of my device. 

Figure 7 is a perspective view of a portion of 
one of my thimbles. - 

Figure 8 is a perspective view of the second 
portion of mythimble. 

For clearness the drawing is made on a scale 
much larger than the device itself. 

Briefly in the practice of my invention, I pro 
Wide a U shaped septum yoke formed of two 
Overlapping strips and 2. The ends of these 
Strips have portions bent around the overlapped 
Strip and embracing it by. a collar 3. From this 
it is apparent that the two portions and 2 are 
longitudinally movable. . . . 

Fastened to or integral with the ends of the 
legs & of the yoke are thimbles generally indi 
cated at S. My thimbles comprise walls. formed 
of tWO Substantially U shaped strips of metal, 
the legs of One contained within the legs of the 
other to form a closed wall as indicated in Fig 
ures 1 and 3. 
The Outer strip 6 is fastened to or may be an 

integral part of the leg of the yoke 7 adjacent 
One end thereof. The other end contains two 
fingers 8 which project inwardly from the strip 
6 and are laterally opposed to each other. 
The embraced or contained strip has a flat 

tened portion or leg O which laps against the 
inner side of the leg of the embracing strip 
6. On the other leg of the strip 9 are a series 
of laterally opposed slots 2. There is a per 
forate top or grid 3 and a bottom grid 4 which 
With the Walls 9 and 6 form a thimble or cage for 
retaining the filter 5. 
The embracing or containing strip 6 is placed 

Over the embraced strip 9 as indicated in Figures 
1 and 3 So that the fingers 8 project into a set 
of opposed slots i2. The wall of the thimble may 
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be made larger or Smaller by inserting the fingers 
8 in different sets of opposed slots 2 as is clear 
from the drawing. (See Figures 1 and 3.) 

I do not, Wish to limit myself to the fingers 8 
being placed on the embracing strip and project 
ing inwardly since it might be advisable in some 
cases to place the fingers 8 on the embraced strip 
3 and project them outwardly with the opposed 
slots 2 in the embracing strip 6. Neither do I 
wish to be limited to the perforate tops and 
bottoms 3 and 4 being attached to the em 
braced strip 9. It is to be noted that one of 
the perforate tops or bottoms 3 and 4 is piv 
oted as at 6 so that it may be pushed aside or 
opened as in Figures 1 and 2 to permit changing 
of the filter 5. Whether the top or the bottom 
is pivoted makes no difference since all that is 
necessary is to make the inside of the cage 
available for the purpose of readily removing and 
replacing filters. 

In operation, the purchaser of my novel nasal 
appliance may manually configure the walls of 
the thimble to fit his own nostrils and may make 
it either larger or smaller by placing the fingers 
8 in different opposing slots f2. It Will be noted 
that when the fingers 8 are in a series of opposing 
slots 2 that this is the only lock which maintains 
the peripheral size of the timble and at the same 
time prevents lateral movement. After the 
thimbles have been configured so that they snug 
ly fit the interior of the nostrils of the wearer, 
the adjustable septum yoke is telescoped until 
it is the correct length. When the correct ad 
justment of this yoke has been made, the two 
strips and 2 are crimped as at 8 in Figure 4 
thus maintaining the adjustment. 
The pad or filter 5 may be of the usual filter 

type well known in this art or it may be of ab 
Sorbent material for holding vaporizing medicine 
and the one may be interchangeable with the 
other since the filters may be readily removable 
and replaceable. 
In the modification shown in Figure 5 the em 

bracing strip S has a single inwardly projecting 
finger 8d, which registers in one of the series of 
slots 2a on the embraced strip 9. In this modi 
fication I have also made the portion d of the 
septum yoke integral with the embracing strip 6. 
From the above, it is apparent that I have pro 

vided a nasal appliance Which may be deformed 5 
and fitted by the individual purchaser to his own 
nostrils and which by a simple single locking de 
vice may be changed as to the peripheral size of 
the thimbles. It is therefore apparent that my 
device may be sold as a unit to any purchaser 
who himself may fit the appliance to his own 
nostrils Without the necessity for a store carry 
ing numerous different sizes of thimbles and sep 
tum yokes since any thimble and Septum yoke 
may be adjusted to meet the individual require 
ment. 
I do not wish to be limited to this specific type 

of top or bottom grid since any perforate re 
taining Wall or device will meet the requirement 
of any invention so long as it retains the filter 
pad therein and permits its ready removal and 
replacement. It is to be understood that differ 
ent forms of my preferred form may be made 
without departing from the spirit thereof. 
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Having thus described my invention, what I 

claim as new and desire to secure by Letters Pat 
ent is: 

1. In a nasal appliance, a thimble Comprising 
two substantially U-shaped strips the legs of one 
contained within the legs of the other to form a 
closed wall, one leg of one strip terminating in 
projecting laterally opposed fingers registrable 
in laterally opposed slots in the other strip for 
adjustably holding said strips together, and a 
perforate bottom and top attached thereto. 

2. A nasal appliance comprising a U-shaped 
Septum yoke, a thimble associated With the end 
of each leg, said thimble comprising two U 
shaped strips one embraced. Within the other to 
form a closed Wall, the embracing strip attached 
to the leg of the yoke and having two laterally 
opposed inwardly projecting fingers, the em 
braced strip having a series of laterally opposed 
slots for receiving said fingers for effecting pe 
ripheral adjustment, and a perforate top and 
bottom attached to one of said strips. 

3. A nasal appliance comprising a U-shaped 
Septum yoke, a thimble associated with the end 
of each leg, said thimble comprising two U 
shaped strips one embraced within the other to 
form a closed wall, the embracing strip attached 
to the leg of the yoke and having two laterally 
opposed in Wardly projecting fingers, the emi 
braced strip having a series of laterally opposed 
slots for receiving said fingers for effecting pe 
ripheral adjustment, and a perforate top and 
bottom attached to one of said strips, said sep 
tum yoke comprising two parts mutually longi 
tudinally adjustable and SO formed Whereby 
crimping thereof will maintain an adjustment. 

4. A nasal appliance comprising a U-shaped 
Septum yoke, a thimble associated with the end 
of each leg, said thimble comprising two U 
shaped strips one embraced within the other to 
form a closed Wall, the embracing strip attached 
to the leg of the yoke and having two laterally 
Opposed in Wardly projecting fingers, the en 
braced strip having a series of laterally opposed 
slots for receiving said fingers for effecting pe 
ripheral adjustment, and a perforate top and 
bottom attached to one of said strips, said sep 
tum yoke comprising two parts mutually longi 
tudinally adjustable and so formed whereby 
crimping thereof will maintain an adjustment, 
and a filter contained within said thimbles. 

5. A nasal appliance comprising a U-shaped 
septum yoke, a thimble associated with the end 
of each leg, said thimble comprising two U 
shaped strips one embraced within the other to 
form a closed wall, the embracing strip attached 
to the leg of the yoke and having two laterally 
opposed inwardly projecting fingers, the em 
braced strip having a series of laterally opposed 
slots for receiving said fingers for effecting pe 
ripheral adjustment, and a perforate top and 
botton attached to one of said strips, said sep 
tum yoke comprising two parts mutually longi 
tudinally adjustable and so formed whereby 
Crimping thereof will maintain an adjustment, 
and an absorbent material contained within said 
thimbles. 
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