System and method for providing for collective control in an aircraft

In accordance with one embodiment of the present disclosure, a trunnion (312) includes a first portion and a second portion. The first portion is capable of coupling directly to a drive tube (304) of an aircraft, wherein the drive tube (304) is capable of rotating around a first axis. The second portion is capable of coupling to a swash plate (324) of the aircraft, wherein the swash plate (324) is capable of causing the pitch of at least one of a plurality of aircraft blades to change.
Description

GOVERNMENT RIGHTS

[0001] This invention was made with Government support from the Naval Air Systems Command (NAVAIR), Contract No. PCA 901P0776, Work Order VS77. The government may have certain rights in this invention.

TECHNICAL FIELD

[0002] This disclosure relates in general to aircraft and more particularly to a system and method for providing collective control in an aircraft.

BACKGROUND

[0003] Traditionally, the vertical flight of an aircraft (such as a helicopter) has been controlled using a trunnion that provides for collective control in the aircraft. For example, the trunnion may slide up and down a helicopter's drive tube so that the angle of each of the helicopter rotor blades may be changed simultaneously. This may increase or decrease the lift provided to the helicopter, thereby increasing or decreasing the altitude of the helicopter. These prior art trunnion systems, however, have disadvantageous which may be addressed in this disclosure.

SUMMARY OF THE DISCLOSURE

[0004] In accordance with one embodiment of the present disclosure, a trunnion includes a first portion and a second portion. The first portion is capable of coupling directly to a drive tube of an aircraft, wherein the drive tube is capable of rotating around a first axis. The second portion is capable of coupling to a swash plate of the aircraft, wherein the swash plate is capable of causing the pitch of at least one of a plurality of aircraft blades to change.

[0005] Numerous technical advantages are provided according to various embodiments of the present disclosure. Particular embodiments of the disclosure may exhibit none, some, or all of the following advantages depending on the implementation. In particular embodiments, the first portion of the trunnion may connect directly to the drive tube of the aircraft. This may reduce the number of parts needed to provide collective control for the aircraft, thereby reducing cost. In particular embodiments, the trunnion may be used interchangeably with a drive tube positioned on the right side of the aircraft or with a drive tube positioned on the left side of the aircraft. As such, two different parts may not be needed for the aircraft. In particular embodiments, the trunnion and drive tube may include a coating that allows the trunnion and/or drive tube to be visually inspected for wear and/or tear. This may allow a user to determine whether or not the trunnion and/or drive tube should be replaced without disassembling the trunnion configuration.

[0006] Other technical advantages of the present disclosure will be readily apparent to one skilled in the art from the following figures, descriptions, and claims. Moreover, while specific advantages have been enumerated above, various embodiments may include all, some, or none of the enumerated advantages.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] For a more complete understanding of the present disclosure and its advantages, reference is now made to the following description, taken in conjunction with the accompanying drawings, in which:

FIGURE 1 illustrates one embodiment of a system that includes one or more trunnions that provide for collective control;
FIGURES 2A and 2B illustrate one embodiment of another system that includes one or more trunnions that provide for collective control;
FIGURE 3 illustrates one embodiment of a trunnion configuration that may be utilized for providing for collective control in an aircraft; and
FIGURES 4A - 4C illustrate various views of one embodiment of a trunnion.

DETAILED DESCRIPTION OF THE DRAWINGS

[0008] Embodiments of the present disclosure and their advantages are best understood by referring to FIGURES 1 through 4C of the drawings, like numerals being used for like and corresponding parts of the various drawings.

[0009] FIGURE 1 illustrates one embodiment of a system 10 that includes one or more trunnions that provide for collective control. According to the illustrated embodiment, system 10 is a helicopter 14. Helicopter 14 may include a fuselage 18 and a main rotor assembly 22, including main rotor blades 30 and a main rotor shaft 34. Main rotor blades 30 generally rotate about a longitudinal axis 26 of main rotor shaft 34. Helicopter 14 may include a tail rotor assembly 38, including a tail rotor blades 40 and a tail rotor shaft 42. Tail rotor blades 46 generally rotate about a longitudinal axis 50 of tail rotor shaft 42. In particular embodiments, the direction of flight of helicopter 14 may be controlled based on cyclic control input and collective control input. Cyclic control may refer to the ability to change the pitch of a rotor blade individually as the rotor blade rotates. Such cyclic control allows helicopter 14 to move forward, backward, left, right, or any combination of the preceding. Collective control may refer to the ability to change the pitch of all of the rotor blades simultaneously. Such collective control may increase or decrease the lift provided to helicopter 14, causing it to gain or lose altitude. In particular embodiments, helicopter 14 may include one or more trunnions that slide up and down a drive tube (not shown) of heli-
FIGURES 2A and 2B illustrate one embodiment of another system 200 that includes one or more trunnions that provide for collective control. According to the illustrated embodiment, system 200 is a tilt rotor aircraft 204. Tilt rotor aircraft 204 may include rotor assemblies 208a and 208b carried by wings 212a and 212b, respectively. Rotor assemblies 208a and 208b may be disposed at end portions 216a and 216b of wings 212a and 212b, respectively. Tilt rotor assemblies 208a and 208b may include nacelles 220a and 220b, which carry the engines and transmissions of tilt rotor aircraft 204, as well as, rotor hubs 224a and 224b on forward ends 228a and 228b of tilt rotor assemblies 208a and 208b, respectively.

Although FIGURES 2A and 2B illustrate the tilt rotor aircraft 204 as including only two tilt rotor assemblies 208a and 208b, in particular embodiments, tilt rotor aircraft 204 may include one or more trunnions that slide up and down one or more drive tubes (not shown) of tilt rotor aircraft 204 to provide for collective control of tilt rotor aircraft 204.

Although FIGURES 2A and 2B illustrate the tilt rotor aircraft 204 as including only two tilt rotor assemblies 208a and 208b, in particular embodiments, tilt rotor aircraft 204 may include any suitable number of tilt rotor assemblies 208. For example, tilt rotor aircraft 204 may include four tilt rotor assemblies 208.

Although FIGURES 1, 2A, and 2B illustrate helicopter 14 to provide for collective control of helicopter 14. FIGURES 2A and 2B illustrate one embodiment of another system 200 that includes one or more trunnions that provide for collective control. According to the illustrated embodiment, system 200 is a tilt rotor aircraft 204. Tilt rotor aircraft 204 may include rotor assemblies 208a and 208b carried by wings 212a and 212b and positioned on the left side of tilt rotor aircraft 204 and the right side of tilt rotor aircraft 204, respectively. Rotor assemblies 208a and 208b may be disposed at end portions 216a and 216b of wings 212a and 212b, respectively. Tilt rotor assemblies 208a and 208b may include nacelles 220a and 220b, which carry the engines and transmissions of tilt rotor aircraft 204, as well as, rotor hubs 224a and 224b on forward ends 228a and 228b of tilt rotor assemblies 208a and 208b, respectively.

According to the illustrated embodiment, trunnion configuration 300 includes drive tube 304, trunnion 312, and swash plate 324. Drive tube 304 may rotate around a longitudinal axes, and may transfer torque to trunnion 312 and swash plate 324. This transferred torque may cause both trunnion 312 and swash plate 324 (or a portion of swash plate 324) to also rotate around the longitudinal axes, thereby allowing swash plate 324 to control the pitch of the aircraft rotor blades while they rotate. Drive tube 304 may include a plurality of splines 308 that transfer torque from drive tube 304 to trunnion 312 and swash plate 324. Additionally, splines 308 may further allow trunnion 312 to slide up and down drive tube 304 in order to provide for collective control. Splines 308 of drive tube 304 may be ridges and/or teeth of drive tube 304 that may interface with corresponding splines (not shown) of trunnion 312. Splines 308 may be any suitable type of spline. For example, splines 308 may be parallel key splines, involute splines, crowned splines, serrations, helical splines, ball splines, or any other type of spline. In particular embodiments, drive tube 304 may include splines 308 externally (as is shown in FIGURE 3) and also internally (such as at the top of the mast of drive tube 304). Additional details regarding splines 308 are discussed below with regard to FIGURES 4A-4C.

Drive tube 304 may have any suitable shape and/or size. For example, drive tube 304 may be a hollow cylinder having any suitable diameter. Drive tube 304 may be made of any suitable material. For example, drive tube 304 may be made of aluminum, aluminum alloys, titanium, titanium alloys, carbon steel, blue-tempered...
Trunnion 312 may be made of any suitable material. For example, trunnion 312 may be made of aluminum, aluminum alloys, titanium, titanium alloys, carbon steel, blue-tempered carbon steel, stainless steel, nickel based alloys, any other metal, or any combination of the preceding. In addition to being made of any suitable material, trunnion 312 may further include a coating (not shown). For example, similar to drive tube 304, trunnion 312 (such as first portion 316 of trunnion 312) may be coated with Keronite® (such as Keronite® B0 or Keronite® P050), Keronite® with a solid film lubricant or other suitable friction modifier (such as Keronite® B0 with a solid film lubricant or Keronite® P050 with a solid film lubricant), Tufram®, hard anodize with Teflon®, Karon® V, any other suitable coating, or any combination of the preceding. In particular embodiments, the coating of trunnion 312 may further provide better wear and/or tear resistance. For example, the coating of trunnion 312 may provide for easier maintenance of trunnion 312 and trunnion configuration 300. In particular embodiments, the coating of drive tube 304 may further prevent trunnion 312 from having to be lubricated on a periodic basis. In particular embodiments, once the wear and/or tear mark of the coating of drive tube 304 reaches a pre-determined status, drive tube 304 may then be replaced.

Trunnion 312 provides for collective control of an aircraft. For example, trunnion 312 may slide up and down axially on drive tube 304, which may cause swash plate 324 to also move up and down, controlling the pitch of the aircraft's rotor blades. According to the illustrated embodiment, trunnion 312 includes a first portion 316 and a second portion 320. The first portion 316 may be in direct contact with drive tube 304. For example, first portion 316 may be an internal portion of trunnion 312 and may include a plurality of splines (not shown) that may interface with splines 308 of drive tube 304. In particular embodiments, the splines of first portion 316 may match (i.e., mesh together with) splines 308 of drive tube 304, allowing trunnion 312 (and first portion 316) to be in direct contact with drive tube 304. In particular embodiments, direct contact may refer to a configuration where no substantive material (such as a metal insert and/or locking plate) is in-between first portion 316 and drive tube 308. As such, trunnion 312 (and first portion 316) may be in direct contact (or directly connected to) drive tube 304 even if a non-substantive material (such as a lubricant) is in-between first portion 316 and drive tube 304.

Second portion 320 may connect trunnion 312 to swash plate 324. In particular embodiments, by connecting trunnion 312 to swash plate 324, second portion 320 may cause swash plate 324 to move up and down axially on drive tube 304 with trunnion 312. As such, collective control may be provided to the aircraft. Furthermore, by second portion 320 connecting trunnion 312 to swash plate 324, swash plate 324 may also be connected to drive tube 304 so that torque from drive tube 304 may cause swash plate 324 (or a portion of swash plate 324) to rotate. Second portion 320 may connect to swash plate 324 in any suitable manner. For example, second portion 320 may connect to a gimble drive ring assembly, which is connected to swash plate 324. Such a gimble drive ring assembly may allow swash plate 324 to tilt on its axes in order to provide cyclic control for the aircraft.
plate 324 may be made of any suitable material. For example, trunnion 312 may be made of aluminum, aluminum alloys, titanium, titanium alloys, carbon steel, blue-tempered carbon steel, stainless steel, nickel based alloys, any other metal, or any combination of the preceding. [0022] Modifications, additions, or omissions may be made to the trunnion configuration 300 without departing from the scope of the invention. The components of the trunnion configuration 300 may be integrated or separated. Moreover, the operations of the trunnion configuration 300 may be performed by more, fewer, or other components. For example, the operations of swash plate 324 may be performed by more than one component.

[0023] FIGURES 4A - 4C illustrate various views of one embodiment of a trunnion 312. According to the illustrated embodiment, trunnion 312 includes first portion 316, second portion 320, and splines 328. As is discussed above, first portion 316 may be in direct contact with drive tube 304, and second portion 320 may connect trunnion 312 to swash plate 324.

[0024] Splines 328 of trunnion 312 may interface with splines 308 of drive tube 304, thereby allowing torque to be transferred from drive tube 304 to trunnion 312 and swash plate 324. Splines 328 may be any suitable type of spline that meshes with splines 308 of drive tube 304. As one example, both splines 328 and 308 may be crowned splines. Splines 328 may have any suitable dimensions. Furthermore, the dimensions of splines 328 may vary based on their application.

[0025] FIGURE 4B illustrates a right side up view of trunnion 312, and FIGURE 4C illustrates a left side up view of trunnion 312. As is discussed above, various aircraft (such as tilt rotor aircraft 204 of FIGURES 2A and 2B) may include one or more drive tubes on the right side of the aircraft and one or more drive tubes on the left side of the aircraft. Because drive tubes on the right side of the aircraft have a different orientation than drive tubes on the left side of an aircraft, traditional trunnion assemblies use different parts for each drive tube. For example, a first insert of the traditional trunnion assembly is used for the right side drive tube, and a second completely different insert of the traditional trunnion assembly is used for the left side drive tube. Because a different part is used for each side of the aircraft, a user typically orders two different parts for each aircraft, and those parts are not interchangeable. As such, if an insert for the left side of the aircraft fails, and the user only had a spare right side insert (and not a spare left side insert), the aircraft may be unusable until the new left side insert can be ordered and delivered.

[0026] Such disadvantages of the traditional trunnion assemblies, however, may be addressed by trunnion 312, as illustrated in FIGURES 4B and 4C. For example, according to the illustrated embodiment, trunnion 312 includes a right side up orientation (FIGURE 4B) and a left side up orientation (FIGURE 4C). In particular embodiments, due to the configuration of splines 328 of trunnion 312, trunnion 312 may be oriented with the right side up in order to be utilized with a drive tube 304 positioned on the right side of an aircraft, and may further be oriented with the left side up in order to be used with the drive tube 304 positioned on the left side of the aircraft. In particular embodiments, in order to assist in orienting trunnion 312 on a drive tube 304 positioned on either the right side of an aircraft or the left side of an aircraft, splines 328 may include a master tooth 332. Master tooth 332 may correspond to a matching master tooth in drive tube 304. Therefore, in particular embodiments, the master tooth 332 may be interfaced (or meshed) with the master tooth of the drive tube 304 when the trunnion 312 is connected to the drive tube 304. Furthermore, when the trunnion 312 is oriented with the right side up, the master tooth 332 may mesh with the master tooth of the drive tube 304 positioned on the right side. Similarly, when the trunnion 312 is oriented with the left side up, the master tooth 332 may mesh with the master tooth of the drive tube 304 positioned on the left side.

[0027] In particular embodiments, the right side up orientation (FIGURE 4B) and the left side up configuration (FIGURE 4C) of trunnion 312 may allow the same trunnion 312 to be used interchangeably on drive tubes 304 positioned on the left side of an aircraft and drive tubes 304 positioned on a right side of an aircraft. As such, instead of using two completely different parts, the same type of trunnion 312 may be used on the right side of the aircraft and the left side of the aircraft. Therefore in particular embodiments, two substantially identical trunnions 312 (i.e., where substantially identical refers to trunnions manufactured to the same design specification, and therefore being identical within standard manufacturing tolerances) may be purchased and/or manufactured, and either of the two trunnions 312 may be utilized with drive tubes 304 on the right side of the aircraft or the left side of the aircraft. As such, only a single type of trunnion 312 may be manufactured and/or purchased, but that single type of trunnion 312 may be utilized on drive tubes 304 on either side of the aircraft. In particular embodiments, this may allow for easier maintenance and lower procurement costs.

[0028] Modifications, additions, or omissions may be made to trunnion 312 without departing from the scope of the invention. The components of the trunnion 312 may be integrated or separated. Moreover, the operations of the trunnion 312 may be performed by more, fewer, or other components. For example, the operations of master tooth 332 may be performed by more than one component.

[0029] Although FIGURES 1-4C have been described above as including particular components, the systems of FIGURES 1-4C may include any combination of any of the described components and any of the options, or features described herein, as would be understood by one of ordinary skill in the art based upon the teachings of the disclosure. For example, any of the options or features described herein may be utilized in combination
with the illustrated embodiments of FIGURES 1-4C and/or any number of the other options or features also described herein, as would be understood by one of ordinary skill in the art based upon the teachings of the disclosure.

[0030] Although the present invention has been described with several embodiments, a myriad of changes, variations, alterations, transformations, and modifications may be suggested to one skilled in the art, and it is intended that the present invention encompass such changes, variations, alterations, transformations, and modifications as fall within the scope of the appended claims.

Claims

1. A trunnion, comprising:
   a first portion operable to couple directly to a drive tube of an aircraft, wherein the drive tube is operable to rotate around a first axis; and
   a second portion operable to couple to a swash plate of the aircraft, wherein the swash plate is operable to cause the pitch of at least one of a plurality of aircraft blades to change.

2. A method, comprising:
   coupling a first portion of a trunnion directly to a drive tube of an aircraft, wherein the drive tube is operable to rotate around a first axis; and
   coupling a second portion of the trunnion to a swash plate of the aircraft, wherein the swash plate is operable to cause the pitch of at least one of a plurality of aircraft blades to change.

3. The trunnion of Claim 1 or the method of claim 2, wherein the first portion of the trunnion comprises a coating that visually indicates a wearing of the first portion, the coating optionally selected from a group consisting of:
   Keronite® B0;
   Keronite® P050; and
   Tufram®.

4. The trunnion or method of claim 1, claim 2 or claim 3, wherein the trunnion is operable to be used interchangeably on a right side of the aircraft or a left side of the aircraft.

5. The trunnion or method of any preceding claim, wherein the first portion of the trunnion comprises a plurality of first splines operable to interface with a plurality of second splines of the drive tube.

6. The trunnion or method of any preceding claim, wherein the trunnion is operable to move along a second axis of the drive tube.

7. The trunnion or method of any preceding claim, wherein the drive tube is operable to transfer torque to the trunnion and at least a portion of the swash plate.

8. The trunnion or method of any preceding claim, wherein the aircraft is selected from a group consisting of:
   a helicopter; and
   a tilt-rotor aircraft.

9. An aircraft, comprising:
   a plurality of aircraft blades;
   a drive tube operable to rotate around a first axis, the drive tube comprising a plurality of first splines;
   a trunnion according to any one of claims 1 or 3 to 8, the trunnion comprising a plurality of second splines operable to interface with the plurality of first splines of the drive tube, the trunnion operable to move along a second axis of the drive tube;
   a swash plate coupled to the trunnion, the swash plate operable to cause the pitch of at least one of the aircraft blades to change; and
   wherein the trunnion is coupled directly to the drive tube.

10. The aircraft of Claim 9, wherein each of the drive tube and the trunnion comprise a coating that visually indicates a wearing of the drive tube or the trunnion.

11. The aircraft of Claim 9 or claim 10, wherein the drive tube is positioned on a right side of the aircraft; and wherein the aircraft further comprises:
   a second drive tube positioned on a left side of the aircraft; and
   a second trunnion coupled directly to the second drive tube, wherein the second trunnion is substantially identical to the trunnion.
FIG. 4B

FIG. 4C
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>FR 958 830 A (CIERVA AUTOGIRO COMPANY)</td>
<td>1, 2, 4-9, INV.</td>
<td>B64C27/605</td>
</tr>
<tr>
<td></td>
<td>21 March 1950 (1950-03-21)</td>
<td>11</td>
<td></td>
</tr>
<tr>
<td></td>
<td>* page 4, line 95 - page 5, line 35; figure 1 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>US 1 946 614 A (DARR MILFORD L)</td>
<td>1, 2, 4-9,</td>
<td></td>
</tr>
<tr>
<td></td>
<td>13 February 1934 (1934-02-13)</td>
<td>11</td>
<td></td>
</tr>
<tr>
<td></td>
<td>* page 1, line 97 - page 2, line 58; figure 1 *</td>
<td></td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>DE 20 2007 014395 U1 (ROTORFLY LTD [RU])</td>
<td>1, 4-9, 11</td>
<td></td>
</tr>
<tr>
<td></td>
<td>13 December 2007 (2007-12-13)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>* paragraph [0020] - paragraph [0022]; figure 1 *</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>EP 0 457 646 A1 (AEROSPATIALE [FR])</td>
<td>1, 4-9, 11</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>* paragraph [0040] - paragraph [0042]; figures 1, 2 *</td>
<td>2</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims

**Place of search**: Munich  
**Date of completion of the search**: 1 March 2013  
**Examiner**: Raffaelli, Leonardo

---

**CATEGORY OF CITED DOCUMENTS**

- **T**: theory or principle underlying the invention
- **E**: earlier patent document, but published on, or after the filing date
- **D**: document cited in the application
- **L**: document cited for other reasons
- **A**: member of the same patent family, corresponding document
- **X**: particularly relevant if taken alone
- **Y**: particularly relevant if combined with another document of the same category
- **Q**: non-written disclosure
- **F**: intermediate document
- **P**: technological background

---

**TECHNICAL FIELDS SEARCHED (IPC)**

- B64C
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

01-03-2013

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>FR 958830</td>
<td>21-03-1950</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 1946614</td>
<td>13-02-1934</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 202007014395 U1</td>
<td>13-12-2007</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69101667 T2</td>
<td>17-11-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5199849 A</td>
<td>06-04-1993</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82