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UNITED STATES PATENT OFFICE. 
JACOB M. HANSEN, OF CHICAGO, ILLINOIS. 

GARMENTHANGER AND CLOTHEg-TREE OR BELKE. 

No. 913,955. Specification of Letters Patent. Patented March 2, 1909. 
Application filed October 4, 1907, Serial No. 395,850, 

To all whom it may concern: 
Be it known that I, JACOB M. HANSEN, a 

citizen of the United States, residing at Chi 
cago, in the county of Cook and State of Illi 
nois, have invented certain new and useful 
Improvements in Garment-Hangers and 
Clothes-Trees or the Like, of which the fol lowing is a description. 
My invention belongs to that class of de 

vices known as garment hanger and clothes 
tree, and has for its objects the production of 
a cheap, simple, convenient and durable de 
vice of the kind described and for the pur 
poses set forth. - 
To this end my invention consists in the 

novel construction, arrangement, and combi 
nation of parts herein shown and described 
and more particularly pointed out in the 
claims. 
In the drawings wherein like reference 

characters indicate like or corresponding 
parts; Figure 1 is a perspective view of my 
preferred form of device and supporting bar 
therefor. Fig. 2 is a sectional view of the 
handle. Fig. 3 is a sectional view taken 
on line 3-3 of Fig. 1. Fig. 4 is a sectional 
view taken online 4-4 of f 1. Fig. 5 is a 
view taken substantially on line 5-5 of Fig. 
. Eg, 6 is a view in elevation of my pre 

ferred form of supporting bar 5. Fig. 7 is a 
view in elevation of a modified form of my 
device; and Fig. 8 is a sectional view of a 
modified form of handle. 

Referring to Fig. 1 of the drawings, which 
is a perspectiye view of my preferred form of 
device, is a hanger bar provided with a sup 
porting stem 2 having an engaging member 3 
at one end for suspending the same and a 
supporting base 4 at the other end. The 
base 4 is preferably made detachable from 
the stem 1. The hanger bar 1 may be pro 
vided with any suitable or preferred number 
or style of hangers. As shown in Fig. 1 the 
hanger comprises a plurality of hooks 9 and 10 
preferably arranged as shown while in Fig. 7 
the hanger bar I is provided with hooks or 
their equivalent on the ends thereof on 
which garments etc., may be hung. Refer 
E. . 3, the hook part 10 is preferably 
slightly offset as at 21, to give a more satis 
factory construction. 
The supporting base E. be of any suit able style or form but preferably comprises 

the part 4 having supporting legs 4 forming 
a tripod and is made detach 

able from the stem 2. The stem 2 may be 

secured on the base 4 in any suitable way, as 
shown a handle 17 is arranged on the lower 
end of the stem 2 provided with a socket air 
ranged to coö 
the base 4. the form shown in Fig. 8 the 
rod 2 is extended through the handle i7 and 
fits into a socket or depression in the base 4. 

in use the hanger bar 1 is supported by the 
stem 2 on the base 4, while the articles are 
arranged on the hanger bars. When all the 
articles desired are placed on the bar 1 the 
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stem is lifted off the base and hung in some 
convenient place as for instance from the 
ceiling or where it will be out of the way. 
When suspended the stem 2 may be sup 
ES in any suitable way. A supporting 
ar 5 arranged on the ceiling or some suitable 

place is shown for the purpose. This bar 5 
may have a plurality of notches 6 therein so 
that when there are a number of hangers to 
be suspended from the bar 5 they will be 
spaced from each other. To cause the stem 
2 to hang substantially vertical when only 
one end of the hanger bar 1 is used or loaded, 
I preferably provide what may be termed 
bracing members 11 for the stem arranged 
on the end of the bar 1 adapted to engage the 
ceiling or the like at the unloaded end of the 
bar 1 and so brace the stem 2. 
The preferred form of device shown in Fig. 

1 is designed particularly for the nursery, an 
additional bar 12 being arranged on the 
stem and a suitable receptacle 14 provided. 
In the form shown the bar 12 is made adjust 
able on the stem 2 by means of a suitable 
clamp 13 and thumb-screw therefor, or their 
equivalents, it being obvious that the ad 
justable arrangement would be a matter of 
preference. The receptacle 14 is suspended 
and supported by the bar 12 by means of 
hooks i5 or the equivalent, the receptacle 
being braced on the stem 2 by the extended 
bracing member 16. When in use in the 
nursery the child's garments may be hung 
on the bar 1, while the towels and the like 
may be arranged on bar 12, the receptacle 14 
containing the toilet or other articles. If 
desired a cover 20 (shown in the dotted lines 
in Fig.1) may be arranged as shown. When 
desired the base 4 may be detached and the 
stem with its hanger bar suspended out of 
the way. . 
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Having thus described my invention it is 
obvious that various immaterial modifications 
may be made in the form, construction, or 
design shown without departing from the 
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spirit of my invention, hence I do not wish to 
form of construction shown. 

tachable supporting base at the other end, 

stem therefor having an engaging member at 

g 

be understood as limiting myself to the exact 

What I claim as new, and desire to secure 
by Letters Patent is:- 

1. A device of the kind described, compris 
ing a hanger bar provided with a supporting 
stem having an engaging member at one end 
for suspending the same and a handle and de 

and bracing means arranged at the ends of 
said bar for said stem when suspended. 

2. In a device of the kind described, and in 
combination a hanger bar provided with 
hooks on each side thereof, a supporting 
one end for suspending the same and a handle and a detachable base at theo posite 
end, and a receptacle arranged on said stem. 

913, 955. 

3. In a device of the kind described and in : 
combination, a plurality of hanger bars ar 
ranged one above the other and a supporting 
stem therefor having an engaging member 
at one end for suspending E. same and a 
handle and a E. supporting base at 
the opposite end, means arranged substan 
tially at the ends of the upper bar for bracing 
said stem when suspended, and a receptacle 
arranged on a lower bar and supported 
thereby and braced by said stem. 

In testimony whereof, I have hereunto 
signed my name in the presence of two sub 
scribing witnesses. 
-- JACOB M. HANSFN. 
Witnesses: 

BURTON U. HILLs, 
CHARLEs I. CoBB. 


