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(57) ABSTRACT 

Digital watermark methods for encoding auxiliary data into 
a host signal are used to authenticate physical and electronic 
objects. One Such method computes a content specific 
message dependent on the host signal, encodes the content 
Specific message into a watermark Signal, and embeds the 
watermark in the host signal Such that the watermark Signal 
is Substantially imperceptible in the host signal. One specific 
implementation embeds data representing Salient features of 
the host signal into the watermark. For example, for photo 
IDs, the method embeds the spatial location of salient 
features of the photo into the watermark. Another imple 
mentation computes a Semi-sensitive hash of the host signal, 
Such as a low pass filtering of the Signal, and embeds the 
hash into the watermark. The watermark Signal may be 
content dependent by making the watermark key dependent 
on Some attribute of the Signal in which the watermark is 
embedded. Another approach is to make the watermark key 
dependent on a user or an attribute of the user. Yet another 
approach is to use multiple watermark components and 
multiple watermark detection Stages that help identify and 
Screen out invalid watermark signals. Another digital water 
marking method for authenticating a media object trans 
forms a media Signal to a frequency domain comprising an 
array of frequency coefficients. It Selects a first Set of 
frequency coefficients, and alters the Selected first Set of 
frequency coefficients So that values of the coefficients in the 
Set correspond to a pattern. The pattern of the media Signal 
is authenticated by comparing a pattern of the values of the 
frequency coefficients in the Set with an expected pattern. 
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AUTHENTICATION OF PHYSICAL AND 
ELECTRONIC MEDIA OBJECTS USING DIGITAL 

WATERMARKS 

RELATED APPLICATION DATA 

0001. This patent application claims priority to U.S. 
Provisional patent applications 60/198,138 filed Apr. 17, 
2000, and 60/198,849 filed Apr. 21, 2000, which are hereby 
incorporated by reference. This application is a continuation 
in part of U.S. patent application Ser. No. 09/503,881, filed 
Feb. 14, 2000, which is a continuation in part of application 
Ser. No. 09/186,962, filed Nov. 5, 1998, which is a continu 
ation of application Ser. No. 08/649,419, filed May 16, 1996, 
(now U.S. Pat. No. 5,862,260), which is a continuation in 
part of application Ser. No. 08/637,531, filed Apr. 25, 1996, 
(now U.S. Pat. No. 5,822,436), which is a continuation in 
part of application Ser. No. 08/512,993 filed Aug. 9, 1995, 
(abandoned in favor of FWC Ser. No. 08/763,847, now 
issued as U.S. Pat. No. 5,841,886), which are hereby incor 
porated by reference. 

TECHNICAL FIELD 

0002 The invention relates to encoding and decoding an 
auxiliary signal into a media signal (e.g., image, audio and 
Video), Such that the auxiliary signal is Substantially imper 
ceptible in the resulting Signal, yet recoverable by an auto 
mated decoding process. 

BACKGROUND AND SUMMARY 

0.003 Digital watermarking is a process for modifying 
media content to embed a machine-readable code into the 
data content. The data may be modified such that the 
embedded code is imperceptible or nearly imperceptible to 
the user, yet may be detected through an automated detection 
process. Most commonly, digital watermarking is applied to 
media Such as images, audio Signals, and Video signals. 
However, it may also be applied to other types of data, 
including documents (e.g., through line, word or character 
shifting), Software, multi-dimensional graphics models, and 
Surface textures of objects. 
0004 Digital watermarking systems have two primary 
components: an embedding component that embeds the 
watermark in the media content, and a reading component 
that detects and reads the embedded watermark. The embed 
ding component embeds a watermark pattern by altering 
data Samples of the media content. The reading component 
analyzes content to detect whether a watermark pattern is 
present. In applications where the watermark encodes infor 
mation, the reader extracts this information from the 
detected watermark. 

0005 One challenge to the developers of watermark 
embedding and reading Systems is to ensure that the water 
mark is detectable even if the watermarked media content is 
transformed in Some fashion. The watermark may be cor 
rupted intentionally, So as to bypass its copy protection or 
anti-counterfeiting functions, or unintentionally through 
various transformations that result from routine manipula 
tion of the content. In the case of watermarked images, Such 
manipulation of the image may distort the watermark pattern 
embedded in the image. 
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0006 The invention provides watermark structures, and 
related embedders, detectors, and readers for processing the 
watermark Structures. In addition, it provides a variety of 
methods and applications associated with the watermark 
Structures, embedders, detectors and readers. While adapted 
for images, the watermark System applies to other electronic 
and physical media. For example, it can be applied to 
electronic objects, including image, audio and Video signals. 
It can be applied to mark blank paper, film and other 
Substrates, and it can be applied by texturing object Surfaces 
for a variety of applications, Such as identification, authen 
tication, etc. The detector and reader can operate on a signal 
captured from a physical object, even if that captured signal 
is distorted. 

0007. The watermark structure can have multiple com 
ponents, each having different attributes. To name a few, 
these attributes include function, Signal intensity, transform 
domain of watermark definition (e.g., temporal, Spatial, 
frequency, etc.), location or orientation in host signal, redun 
dancy, level of Security (e.g., encrypted or Scrambled). When 
describing a watermark Signal in the context of this docu 
ment, intensity refers to an embedding level while Strength 
describes reading level (though the terms are Sometimes 
used interchangeably). The components of the watermark 
Structure may perform the same or different functions. For 
example, one component may carry a message, while 
another component may serve to identify the location or 
orientation of the watermark in a combined signal. More 
over, different messages may be encoded in different tem 
poral or spatial portions of the host signal, Such as different 
locations in an image or different time frames of audio or 
video. 

0008 Watermark components may have different signal 
intensities. For example, one component may carry a longer 
message, yet have Smaller signal intensity than another 
component, or Vice-versa. The embedder may adjust the 
Signal intensity by encoding one component more redun 
dantly than others, or by applying a different gain to the 
components. Additionally, watermark components may be 
defined in different transform domains. One may be defined 
in a frequency domain, while another may be defined in a 
Spatial or temporal domain. 
0009. The watermark components may be located in 
different spatial or temporal locations in the host signal. In 
images, for example, different components may be located 
in different parts of the image. Each component may carry 
a different message or perform a different function. In audio 
or Video, different components may be located in different 
time frames of the Signal. 
0010. The watermark components may be defined, 
embedded and extracted in different domains. Examples of 
domains include Spatial, temporal and frequency domains. A 
watermark may be defined in a domain by Specifying how it 
alters the host signal in that domain to effect the encoding of 
the watermark component. A frequency domain component 
alters the Signal in the frequency domain, while a Spatial 
domain component alters the Signal in the Spatial domain. Of 
course, Such alterations may have an impact that extends 
acroSS many transform domains. 
0011 While described here as watermark components, 
one can also construe the components to be different water 
marks. This enables the watermark technology described 
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throughout this document to be used in applications using 
two or more watermarkS. For example, Some copy protec 
tion applications of the watermark Structure may use two or 
more watermarks, each performing Similar or different func 
tion. One mark may be more fragile than another, and thus, 
disappear when the combined signal is corrupted or trans 
formed in Some fashion. The presence or lack of a water 
mark or watermark component conveys information to the 
detector to initiate or prohibit Some action, Such as playback, 
copying or recording of the marked Signal. 

0012. A watermark system may include an embedder, 
detector, and reader. The watermark embedder encodes a 
watermark Signal in a host Signal to create a combined 
Signal. The detector looks for the watermark Signal in a 
potentially corrupted version of the combined signal, and 
computes its orientation. Finally, a reader extracts a message 
in the watermark Signal from the combined signal using the 
orientation to approximate the original State of the combined 
Signal. 

0013 There are a variety of alternative embodiments of 
the embedder and detector. One embodiment of the embed 
der performs error correction coding of a binary message, 
and then combines the binary message with a carrier Signal 
to create a component of a watermark signal. It then com 
bines the watermark Signal with a host signal. To facilitate 
detection, it may also add a detection component to form a 
composite watermark Signal having a message and detection 
component. The message component includes known or 
Signature bits to facilitate detection, and thus, Serves a dual 
function of identifying the mark and conveying a message. 
The detection component is designed to identify the orien 
tation of the watermark in the combined Signal, but may 
carry an information Signal as well. For example, the Signal 
values at Selected locations in the detection component can 
be altered to encode a message. 

0.014. One embodiment of the detector estimates an initial 
orientation of a watermark signal in the multidimensional 
Signal, and refines the initial orientation to compute a refined 
orientation. AS part of the process of refining the orientation, 
this detector computes at least one orientation parameter that 
increases correlation between the watermark Signal and the 
multidimensional Signal when the watermark or multidi 
mensional Signal is adjusted with the refined orientation. 

0.015. Another detector embodiment computes orienta 
tion parameter candidates of a watermark Signal in different 
portions of the target Signal, and compares the Similarity of 
orientation parameter candidates from the different portions. 
Based on this comparison, it determines which candidates 
are more likely to correspond to a valid watermark Signal. 
Yet another detector embodiment estimates orientation of 
the watermark in a target Signal Suspected of having a 
watermark. The detector then uses the orientation to extract 
a measure of the watermark in the target. It uses the measure 
of the watermark to assess merits of the estimated orienta 
tion. In one implementation, the measure of the watermark 
is the extent to which message bits read from the target 
Signal match with expected bits. Another measure is the 
extent to which values of the target Signal are consistent with 
the watermark signal. The measure of the watermark Signal 
provides information about the merits of a given orientation 
that can be used to find a better estimate of the orientation. 
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0016. Another aspect of the invention is a method for 
encoding auxiliary data into a host signal. This method 
computes a content Specific message dependent on the host 
Signal, encodes the content Specific message into a water 
mark signal, and embeds the watermark in the host signal 
Such that the watermark Signal is Substantially imperceptible 
in the host signal. One Specific implementation embeds data 
representing Salient features of the host signal into the 
watermark. For example, for photo IDs, the method embeds 
the Spatial location of Salient features of the photo into the 
watermark. 

0017 Another implementation computes a semi-sensi 
tive hash of the host signal, Such as a low pass filtering of 
the Signal, and embeds the hash into the watermark. 
0018. Another aspect of the invention is a method for 
authenticating a media object. This method transforms a 
media Signal to a frequency domain comprising an array of 
frequency coefficients. It Selects a first Set of frequency 
coefficients, and alters the Selected first Set of frequency 
coefficients So that values of the coefficients in the set 
correspond to a pattern. The pattern of the media Signal is 
authenticated by comparing a pattern of the values of the 
frequency coefficients in the Set with an expected pattern. 
0019. In one implementation, pairs of coefficients are 
modified to encode a delta pattern. For each coefficient in the 
first Set, the method Selects a corresponding coefficient in a 
corresponding Set, and changes values of the coefficients in 
the first Set and the corresponding coefficients in the corre 
sponding set Such that the differences between the coeffi 
cient values in the first Set and the corresponding Set form a 
desired delta pattern. This delta pattern may be a pseudo 
random number generated from a key number. The key 
number may be derived from the media signal, Such as a 
hash of the media signal. Alternatively, it may be a user or 
object identifier number associated with the media signal. 
0020) Further features of the invention will become 
apparent from the following detailed description and accom 
panying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0021 FIG. 1 is a block diagram illustrating an image 
watermark System. 
0022 FIG. 2 is a block diagram illustrating an image 
watermark embedder. 

0023 FIG. 3 is a spatial frequency domain plot of a 
detection watermark signal. 
0024 FIG. 4 is a flow diagram of a process for detecting 
a watermark signal in an image and computing its orienta 
tion within the image. 
0025 FIG. 5 is a flow diagram of a process reading a 
message encoded in a watermark. 
0026 FIG. 6 is a diagram depicting an example of a 
watermark detection process. 
0027 FIG. 7 is a diagram depicting the orientation of a 
transformed image Superimposed over the original orienta 
tion of the image at the time of watermark encoding. 
0028 FIG. 8 is a diagram illustrating an implementation 
of a watermark embedder. 
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0029 FIG. 9 is a diagram depicting an assignment map 
used to map raw bits in a message to locations within a host 
image. 

0030 FIG. 10 illustrates an example of a watermark 
orientation signal in a Spatial frequency domain. 
0.031 FIG. 11 illustrates the orientation signal shown in 
FIG. 10 in the spatial domain. 
0.032 FIG. 12 is a diagram illustrating an overview of a 
watermark detector implementation. 
0.033 FIG. 13 is a diagram illustrating an implementa 
tion of the detector pre-processor depicted generally in FIG. 
12. 

0034 FIG. 14 is a diagram illustrating a process for 
estimating rotation and Scale vectors of a detection water 
mark Signal. 
0.035 FIG. 15 is a diagram illustrating a process for 
refining the rotation and Scale vectors, and for estimating 
differential Scale parameters of the detection watermark 
Signal. 
0.036 FIG. 16 is a diagram illustrating a process for 
aggregating evidence of the orientation Signal and orienta 
tion parameter candidates from two or more frames. 
0037 FIG. 17 is a diagram illustrating a process for 
estimating translation parameters of the detection watermark 
Signal. 
0038 FIG. 18 is a diagram illustrating a process for 
refining orientation parameters using known message bits in 
the watermark message. 
0.039 FIG. 19 is a diagram illustrating a process for 
reading a watermark message from an image, after re 
orienting the image data using an orientation vector. 
0040 FIG. 20 is a diagram of a computer system that 
Serves as an operating environment for Software implemen 
tations of a watermark embedder, detector and reader. 
0041 FIG. 21 is a diagram illustrating aspects of a 
watermark embedding proceSS where Sets of frequency 
coefficients are adjusted So that the Sets have a predeter 
mined relationship. 

DETAILED DESCRIPTION 

0042 1.0 Introduction 
0.043 A watermark can be viewed as an information 
Signal that is embedded in a host signal, Such as an image, 
audio, or Some other media content. Watermarking Systems 
based on the following detailed description may include the 
following components: 1) An embedder that inserts a water 
mark signal in the host signal to form a combined signal; 2) 
A detector that determines the presence and orientation of a 
watermark in a potentially corrupted version of the com 
bined signal; and 3) A reader that extracts a watermark 
message from the combined signal. In Some implementa 
tions, the detector and reader are combined. 
0044) The structure and complexity of the watermark 
Signal can vary Significantly, depending on the application. 
For example, the watermark may be comprised of one or 
more signal components, each defined in the same or dif 
ferent domains. Each component may perform one or more 
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functions. Two primary functions include acting as an iden 
tifier to facilitate detection and acting as an information 
carrier to convey a message. In addition, components may 
be located in different Spatial or temporal portions of the host 
Signal, and may carry the same or different messages. 
004.5 The host signal can vary as well. The host is 
typically Some form of multidimensional media Signal, Such 
as an image, audio Sequence or video Sequence. In the digital 
domain, each of these media types is represented as a 
multi-dimensional array of discrete Samples. For example, a 
color image has spatial dimensions (e.g., its horizontal and 
vertical components), and color space dimensions (e.g., 
YUV or RGB). Some signals, like video, have spatial and 
temporal dimensions. Depending on the needs of a particular 
application, the embedder may insert a watermark Signal 
that exists in one or more of these dimensions. 

0046. In the design of the watermark and its components, 
developerS are faced with Several design issueS Such as: the 
extent to which the mark is impervious to jamming and 
manipulation (either intentional or unintentional); the extent 
of imperceptibility; the quantity of information content; the 
extent to which the mark facilitates detection and recovery, 
and the extent to which the information content can be 
recovered accurately. 
0047 For certain applications, such as copy protection or 
authentication, the watermark should be difficult to tamper 
with or remove by those seeking to circumvent it. To be 
robust, the watermark must withstand routine manipulation, 
Such as data compression, copying, linear transformation, 
flipping, inversion, etc., and intentional manipulation 
intended to remove the mark or make it undetectable. Some 
applications require the watermark Signal to remain robust 
through digital to analog conversion (e.g., printing an image 
or playing music), and analog to digital conversion (e.g., 
Scanning the image or digitally Sampling the music). In Some 
cases, it is beneficial for the watermarking technique to 
withstand repeated watermarking. 
0048. A variety of signal processing techniques may be 
applied to address Some or all of these design considerations. 
One Such technique is referred to as spreading. Sometimes 
categorized as a spread Spectrum technique, Spreading is a 
way to distribute a message into a number of components 
(chips), which together make up the entire message. Spread 
ing makes the mark more impervious to jamming and 
manipulation, and makes it leSS perceptible. 
0049 Another category of signal processing technique is 
error correction and detection coding. Error correction cod 
ing is useful to reconstruct the message accurately from the 
watermark Signal. Error detection coding enables the 
decoder to determine when the extracted message has an 
CO. 

0050 Another signal processing technique that is useful 
in watermark coding is called Scattering. Scattering is a 
method of distributing the message or its components among 
an array of locations in a particular transform domain, Such 
as a Spatial domain or a spatial frequency domain. Like 
Spreading, Scattering makes the watermark leSS perceptible 
and more impervious to manipulation. 
0051 Yet another signal processing technique is gain 
control. Gain control is used to adjust the intensity of the 
watermark signal. The intensity of the Signal impacts a 
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number of aspects of watermark coding, including its per 
ceptibility to the ordinary observer, and the ability to detect 
the mark and accurately recover the message from it. 
0.052 Gain control can impact the various functions and 
components of the watermark differently. Thus, in Some 
cases, it is useful to control the gain while taking into 
account its impact on the message and orientation functions 
of the watermark or its components. For example, in a 
watermark System described below, the embedder calculates 
a different gain for orientation and message components of 
an image watermark. 
0.053 Another useful tool in watermark embedding and 
reading is perceptual analysis. Perceptual analysis refers 
generally to techniques for evaluating Signal properties 
based on the extent to which those properties are (or are 
likely to be) perceptible to humans (e.g., listeners or viewers 
of the media content). A watermark embedder can take 
advantage of a Human Visual System (HVS) model to 
determine where to place a watermark and how to control 
the intensity of the watermark So that chances of accurately 
recovering the watermark are enhanced, resistance to tam 
pering is increased, and perceptibility of the watermark is 
reduced. Such perceptual analysis can play an integral role 
in gain control because it helps indicate how the gain can be 
adjusted relative to the impact on the perceptibility of the 
mark. Perceptual analysis can also play an integral role in 
locating the watermark in a host signal. For example, one 
might design the embedder to hide a watermark in portions 
of a host Signal that are more likely to mask the mark from 
human perception. 
0.054 Various forms of statistical analyses may be per 
formed on a signal to identify places to locate the water 
mark, and to identify places where to extract the watermark. 
For example, a Statistical analysis can identify portions of a 
host image that have noise-like properties that are likely to 
make recovery of the watermark Signal difficult. Similarly, 
Statistical analyses may be used to characterize the host 
Signal to determine where to locate the watermark. 
0.055 Each of the techniques may be used alone, in 
various combinations, and in combination with other signal 
processing techniques. 
0056. In addition to selecting the appropriate signal pro 
cessing techniques, the developer is faced with other design 
considerations. One consideration is the nature and format 
of the media content. In the case of digital images, for 
example, the image data is typically represented as an array 
of image Samples. Color images are represented as an array 
of color vectors in a color space, such as RGB or YUV. The 
watermark may be embedded in one or more of the color 
components of an image. In Some implementations, the 
embedder may transform the input image into a target color 
Space, and then proceed with the embedding proceSS in that 
color Space. 
0057 2.0 Digital Watermark Embedder and Reader Over 
view 

0.058. The following sections describe implementations 
of a watermark embedder and reader that operate on digital 
Signals. The embedder encodes a message into a digital 
Signal by modifying its Sample values Such that the message 
is imperceptible to the ordinary observer in output form. To 
extract the message, the reader captures a representation of 
the Signal Suspected of containing a watermark and then 
processes it to detect the watermark and decode the message. 
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0059 FIG. 1 is a block diagram summarizing signal 
processing operations involved in embedding and reading a 
watermark. There are three primary inputs to the embedding 
process: the original, digitized Signal 100, the message 102, 
and a Series of control parameters 104. The control param 
eters may include one or more keys. One key or Set of keys 
may be used to encrypt the message. Another key or Set of 
keys may be used to control the generation of a watermark 
carrier Signal or a mapping of information bits in the 
message to positions in a watermark information Signal. 

0060. The carrier signal or mapping of the message to the 
host Signal may be encrypted as well. Such encryption may 
increase Security by varying the carrier or mapping for 
different components of the watermark or watermark mes 
Sage. Similarly, if the watermark or watermark message is 
redundantly encoded throughout the host Signal, one or more 
encryption keys can be used to Scramble the carrier or Signal 
mapping for each instance of the redundantly encoded 
watermark. This use of encryption provides one way to vary 
the encoding of each instance of the redundantly encoded 
message in the host Signal. Other parameters may include 
control bits added to the message, and watermark Signal 
attributes (e.g., orientation or other detection patterns) used 
to assist in the detection of the watermark. 

0061 Apart from encrypting or scrambling the carrier 
and mapping information, the embedder may apply differ 
ent, and possibly unique carrier or mapping for different 
components of a message, for different messages, or from 
different watermarks or watermark components to be 
embedded in the host Signal. For example, one watermark 
may be encoded in a block of Samples with one carrier, while 
another, possibly different watermark, is encoded in a dif 
ferent block with a different carrier. A Similar approached to 
use different mappings in different blocks of the host signal. 

0062) The watermark embedding process 106 converts 
the message to a watermark information signal. It then 
combines this Signal with the input signal and possibly 
another signal (e.g., an orientation pattern) to create a 
watermarked signal 108. The process of combining the 
watermark with the input Signal may be a linear or non 
linear function. Examples of watermarking functions 
include: S*=S+gX; S*=S(1+gX); and S*=Sei'; where S* is 
the watermarked Signal vector, S is the input Signal vector, 
and g is a function controlling watermark intensity. The 
watermark may be applied by modulating Signal Samples S 
in the Spatial, temporal or Some other transform domain. 

0063) To encode a message, the watermark encoder ana 
lyzes and Selectively adjusts the host signal to give it 
attributes that correspond to the desired message Symbol or 
Symbols to be encoded. There are many signal attributes that 
may encode a message Symbol, Such as a positive or 
negative polarity of Signal Samples or a set of Samples, a 
given parity (odd or even), a given difference value or 
polarity of the difference between signal samples (e.g., a 
difference between Selected Spatial intensity valueS or trans 
form coefficients), a given distance value between water 
marks, a given phase or phase offset between different 
watermark components, a modulation of the phase of the 
host signal, a modulation of frequency coefficients of the 
host Signal, a given frequency pattern, a given quantizer 
(e.g., in Quantization Index Modulation) etc. 
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0064. Some processes for combining the watermark with 
the input Signal are termed non-linear, Such as processes that 
employ dither modulation, modify least Significant bits, or 
apply quantization indeX modulation. One type of non-linear 
modulation is where the embedder Sets signal values So that 
they have Some desired value or characteristic correspond 
ing to a message Symbol. For example, the embedder may 
designate that a portion of the host signal is to encode a 
given bit value. It then evaluates a Signal value or set of 
values in that portion to determine whether they have the 
attribute corresponding to the message bit to be encoded. 
Some examples of attributes include a positive or negative 
polarity, a value that is odd or even, a checksum, etc. For 
example, a bit value may be encoded as a one or Zero by 
quantizing the value of a Selected Sample to be even or odd. 
AS another example, the embedder might compute a check 
sum or parity of an N bit pixel value or transform coefficient 
and then Set the least significant bit to the value of the 
checksum or parity. Of course, if the Signal already corre 
sponds to the desired message bit value, it need not be 
altered. The same approach can be extended to a set of Signal 
Samples where Some attribute of the Set is adjusted as 
necessary to encode a desired message Symbol. These tech 
niques can be applied to Signal Samples in a transform 
domain (e.g., transform coefficients) or Samples in the 
temporal or spatial domains. 

0065 Quantization index modulation techniques employ 
a Set of quantizers. In these techniques, the message to be 
transmitted is used as an index for quantizer Selection. In the 
decoding process, a distance metric is evaluated for all 
quantizers and the indeX with the Smallest distance identifies 
the message value. 

0.066 The watermark detector 110 operates on a digitized 
Signal Suspected of containing a watermark. AS depicted 
generally in FIG. 1, the Suspect signal may undergo various 
transformations 112, Such as conversion to and from an 
analog domain, cropping, copying, editing, compression/ 
decompression, transmission etc. Using parameters 114 
from the embedder (e.g., orientation pattern, control bits, 
key(s)), it performs a series of correlation or other operations 
on the captured image to detect the presence of a watermark. 
If it finds a watermark, it determines its orientation within 
the Suspect Signal. 

0067. Using the orientation, if necessary, the reader 116 
extracts the message. Some implementations do not perform 
correlation, but instead, use Some other detection proceSS or 
proceed directly to extract the watermark Signal. For 
instance in Some applications, a reader may be invoked one 
or more times at various temporal or spatial locations in an 
attempt to read the watermark, without a separate pre 
processing Stage to detect the watermark's orientation. 

0068. Some implementations require the original, un 
watermarked Signal to decode a watermark message, while 
others do not. In those approaches where the original Signal 
is not necessary, the original un-watermarked Signal can Still 
be used to improve the accuracy of message recovery. For 
example, the original Signal can be removed, leaving a 
residual Signal from which the watermark message is recov 
ered. If the decoder does not have the original Signal, it can 
Still attempt to remove portions of it (e.g., by filtering) that 
are expected not to contain the watermark Signal. 
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0069 Watermark decoder implementations use known 
relationships between a watermark Signal and a message 
Symbol to extract estimates of message Symbol values from 
a signal Suspected of containing a watermark. The decoder 
has knowledge of the properties of message Symbols and 
how and where they are encoded into the host Signal to 
encode a message. For example, it knows how message bit 
values of one and a Zero are encoded and it knows where 
these message bits are originally encoded. Based on this 
information, it can look for the message properties in the 
watermarked signal. For example, it can test the water 
marked Signal to See if it has attributes of each message 
Symbol (e.g., a one or Zero) at a particular location and 
generate a probability measure as an indicator of the like 
lihood that a message Symbol has been encoded. Knowing 
the approximate location of the watermark in the water 
marked signal, the reader implementation may compare 
known message properties with the properties of the water 
marked signal to estimate message values, even if the 
original Signal is unavailable. Distortions to the water 
marked signal and the host Signal itself make the watermark 
difficult to recover, but accurate recovery of the message can 
be enhanced using a variety of techniques, Such as error 
correction coding, watermark signal prediction, redundant 
message encoding, etc. 

0070. One way to recover a message value from a water 
marked signal is to perform correlation between the known 
message property of each message Symbol and the water 
marked signal. If the amount of correlation exceeds a 
threshold, for example, then the watermarked signal may be 
assumed to contain the message Symbol. The Same process 
can be repeated for different Symbols at various locations to 
extract a message. A Symbol (e.g., a binary value of one or 
Zero) or set of Symbols may be encoded redundantly to 
enhance message recovery. 

0071. In some cases, it is useful to filter the watermarked 
Signal to remove aspects of the Signal that are unlikely to be 
helpful in recovering the message and/or are likely to 
interfere with the watermark message. For example, the 
decoder can filter out portions of the original Signal and 
another watermark Signal or Signals. In addition, when the 
original Signal is unavailable, the reader can estimate or 
predict the original Signal based on properties of the water 
marked signal. The original or predicted version of the 
original Signal can then be used to recover an estimate of the 
watermark message. One way to use the predicted version to 
recover the watermark is to remove the predicted version 
before reading the desired watermark. Similarly, the decoder 
can predict and remove un-wanted watermarks or watermark 
components before reading the desired watermark in a signal 
having two or more watermarkS. 

0072 2.1 Image Watermark Embedder 
0073 FIG. 2 is a block diagram illustrating an imple 
mentation of an exemplary embedder in more detail. The 
embedding proceSS begins with the message 200. AS noted 
above, the message is binary number Suitable for conversion 
to a watermark Signal. For additional Security, the message, 
its carrier, and the mapping of the watermark to the host 
Signal may be encrypted with an encryption key 202. In 
addition to the information conveyed in the message, the 
embedder may also add control bit values (“signature bits”) 
to the message to assist in Verifying the accuracy of a read 
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operation. These control bits, along with the bits represent 
ing the message, are input to an error correction coding 
process 204 designed to increase the likelihood that the 
message can be recovered accurately in the reader. 

0.074 There are several alternative error correction cod 
ing Schemes that may be employed. Some examples include 
BCH, convolution, Reed Solomon and turbo codes. These 
forms of error correction coding are Sometimes used in 
communication applications where data is encoded in a 
carrier Signal that transferS the encoded data from one place 
to another. In the digital watermarking application discussed 
here, the raw bit data is encoded in a fundamental carrier 
Signal. 

0075. In addition to the error correction coding schemes 
mentioned above, the embedder and reader may also use a 
Cyclic Redundancy Check (CRC) to facilitate detection of 
errors in the decoded message data. 
0.076 The error correction coding function 204 produces 
a string of bits, termed raw bits 206, that are embedded into 
a watermark information signal. Using a carrier Signal 208 
and an assignment map 210, the illustrated embedder 
encodes the raw bits in a watermark information Signal 212, 
214. In Some applications, the embedder may encode a 
different message in different locations of the Signal. The 
carrier Signal may be a noise image. For each raw bit, the 
assignment map specifies the corresponding image Sample 
or samples that will be modified to encode that bit. 
0077. The embedder depicted in FIG. 2 operates on 
blocks of image data (referred to as tiles) and replicates a 
watermark in each of these blockS. AS Such, the carrier Signal 
and assignment map both correspond to an image block of 
a pre-determined size, namely, the Size of the tile. To encode 
each bit, the embedder applies the assignment map to 
determine the corresponding image Samples in the block to 
be modified to encode that bit. Using the map, it finds the 
corresponding image Samples in the carrier Signal. For each 
bit, the embedder computes the value of image Samples in 
the watermark information signal as a function of the raw bit 
value and the value(s) of the corresponding samples in the 
carrier Signal. 
0078. To illustrate the embedding process further, it is 
helpful to consider an example. First, consider the following 
background. Digital watermarking processes are Sometimes 
described in terms of the transform domain in which the 
watermark Signal is defined. The watermark may be defined 
in the Spatial or temporal domain, or Some other transform 
domain Such as a wavelet transform, Discrete Cosine Trans 
form (DCT), Discrete Fourier Transform (DFT), Hadamard 
transform, Hartley transform, KarhunenLoeve transform 
(KIT) domain, etc. 
0079 Consider an example where the watermark is 
defined in a transform domain (e.g., a frequency domain 
such as DCT, wavelet or DFT). The embedder segments the 
image in the Spatial domain into rectangular tiles and 
transforms the image Samples in each tile into the transform 
domain. For example in the DCT domain, the embedder 
Segments the image into N by N blocks and transforms each 
block into an N by N block of DCT coefficients. In this 
example, the assignment map specifies the corresponding 
Sample location or locations in the frequency domain of the 
tile that correspond to a bit position in the raw bits. In the 
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frequency domain, the carrier Signal looks like a noise 
pattern. Each image Sample in the frequency domain of the 
carrier Signal is used together with a Selected raw bit value 
to compute the value of the image Sample at the location in 
the watermark information Signal. 

0080. Now consider an example where the watermark is 
defined in the Spatial domain. The embedder Segments the 
image in the Spatial domain into rectangular tiles of image 
Samples (i.e. pixels). In this example, the assignment map 
Specifies the corresponding Sample location or locations in 
the tile that correspond to each bit position in the raw bits. 
In the Spatial domain, the carrier Signal looks like a noise 
pattern extending throughout the tile. Each image Sample in 
the Spatial domain of the carrier Signal is used together with 
a Selected raw bit value to compute the value of the image 
Sample at the same location in the watermark information 
Signal. 

0081. With this background, the embedder proceeds to 
encode each raw bit in the Selected transform domain as 
follows. It uses the assignment map to look up the position 
of the corresponding image Sample (or Samples) in the 
carrier Signal. The image Sample value at that position in the 
carrier controls the value of the corresponding position in 
the watermark information Signal. In particular, the carrier 
Sample value indicates whether to invert the corresponding 
watermark Sample value. The raw bit value is either a one or 
Zero. Disregarding for a moment the impact of the carrier 
Signal, the embedder adjusts the corresponding watermark 
Sample upward to represent a one, or downward to represent 
a Zero. Now, if the carrier Signal indicates that the corre 
sponding Sample should be inverted, the embedder adjusts 
the watermark Sample downward to represent a one, and 
upward to represent a Zero. In this manner, the embedder 
computes the value of the watermark Samples for a raw bit 
using the assignment map to find the Spatial location of those 
samples within the block. 

0082 From this example, a number of points can be 
made. First, the embedder may perform a similar approach 
in any other transform domain. Second, for each raw bit, the 
corresponding watermark Sample or Samples are Some func 
tion of the raw bit value and the carrier signal value. The 
Specific mathematical relationship between the watermark 
Sample, on one hand, and the raw bit value and carrier Signal, 
on the other, may vary with the implementation. For 
example, the message may be convolved with the carrier, 
multiplied with the carrier, added to the carrier, or applied 
based on another non-linear function. Third, the carrier 
Signal may remain constant for a particular application, or it 
may vary from one message to another. For example, a 
Secret key may be used to generate the carrier Signal. For 
each raw bit, the assignment map may define a pattern of 
watermark Samples in the transform domain in which the 
watermark is defined. An assignment map that maps a raw 
bit to a Sample location or set of locations (i.e. a map to 
locations in a frequency or spatial domain) is just one special 
case of an assignment map for a transform domain. Fourth, 
the assignment map may remain constant, or it may vary 
from one message to another. In addition, the carrier Signal 
and map may vary depending on the nature of the underlying 
image. In Sum, there many possible design choices within 
the implementation framework described above. 
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0083) The embedder depicted in FIG. 2 combines 
another watermark component, shown as the detection 
watermark 216, with the watermark information Signal to 
compute the final watermark Signal. The detection water 
mark is specifically chosen to assist in identifying the 
watermark and computing its orientation in a detection 
operation. 

0084 FIG. 3 is a spatial frequency plot illustrating one 
quadrant of a detection watermark. The points in the plot 
represent impulse functions indicating Signal content of the 
detection watermark Signal. The pattern of impulse func 
tions for the illustrated quadrant is replicated in all four 
quadrants. There are a number of properties of the detection 
pattern that impact its effectiveneSS for a particular applica 
tion. The Selection of these properties is highly dependent on 
the application. One property is the extent to which the 
pattern is Symmetric about one or more axes. For example, 
if the detection pattern is Symmetrical about the horizontal 
and vertical axes, it is referred to as being quad Symmetric. 
If it is further Symmetrical about diagonal axes at an angle 
of 45 degrees, it is referred to as being octally Symmetric 
(repeated in a symmetric pattern 8 times about the origin). 
Such Symmetry aids in identifying the watermark in an 
image, and aids in extracting the rotation angle. However, in 
the case of an octally Symmetric pattern, the detector 
includes an additional Step of testing which of the four 
quadrants the orientation angle falls into. 

0085 Another criterion is the position of the impulse 
functions and the frequency range that they reside in. 
Preferably, the impulse functions fall in a mid frequency 
range. If they are located in a low frequency range, they may 
be noticeable in the watermarked image. If they are located 
in the high frequency range, they are more difficult to 
recover. Also, they should be Selected So that Scaling, 
rotation, and other manipulations of the watermarked signal 
do not push the impulse functions outside the range of the 
detector. Finally, the impulse functions should preferably not 
fall on the vertical or horizontal axes, and each impulse 
function should have a unique horizontal and vertical loca 
tion. While the example depicted in FIG. 3 shows that some 
of the impulse functions fall on the Same horizontal axis, it 
is trivial to alter the position of the impulse functions Such 
that each has a unique Vertical or horizontal coordinate. 

0.086 Returning to FIG. 2, the embedder makes a per 
ceptual analysis 218 of the input image 220 to identify 
portions of the image that can withstand more watermark 
Signal content without Substantially impacting image fidel 
ity. Generally, the perceptual analysis employs a HVS model 
to identify signal frequency bands and/or spatial areas to 
increase or decrease watermark Signal intensity to make the 
watermark imperceptible to an ordinary observer. One type 
of model is to increase watermark intensity in frequency 
bands and Spatial areas where there is more image activity. 
In these areas, the Sample values are changing more than 
other areas and have more signal Strength. The output of the 
perceptual analysis is a perceptual mask 222. The mask may 
be implemented as an array of functions, which Selectively 
increase the Signal Strength of the watermark Signal based on 
a HVS model analysis of the input image. The mask may 
Selectively increase or decrease the Signal Strength of the 
watermark Signal in areas of greater Signal activity. 
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0087. The embedder combines (224) the watermark 
information, the detection Signal and the perceptual mask to 
yield the watermark signal 226. Finally, it combines (228) 
the input image 220 and the watermark Signal 226 to create 
the watermarked image 230. In the frequency domain water 
mark example above, the embedder combines the transform 
domain coefficients in the watermark Signal to the corre 
sponding coefficients in the input image to create a fre 
quency domain representation of the watermarked image. It 
then transforms the image into the Spatial domain. AS an 
alternative, the embedder may be designed to convert the 
watermark into the Spatial domain, and then add it to the 
image. 

0088. In the spatial watermark example above, the 
embedder combines the image Samples in the watermark 
Signal to the corresponding Samples in the input image to 
create the watermarked image 230. 

0089. The embedder may employ an invertible or non 
invertible, and linear or nonlinear function to combine the 
watermark signal and the input image (e.g., linear functions 
Such as S*=S+gX; or S=S(1+gX), convolution, quantiza 
tion index modulation). The net effect is that Some image 
Samples in the input image are adjusted upward, while others 
are adjusted downward. The extent of the adjustment is 
greater in areas or Subbands of the image having greater 
Signal activity. 

0090 2.2. Overview of a Detector and Reader 
0091 FIG. 4 is a flow diagram illustrating an overview 
of a watermark detection process. This proceSS analyzes 
image data 400 to Search for an orientation pattern of a 
watermark in an image Suspected of containing the water 
mark (the target image). First, the detector transforms the 
image data to another domain 402, namely the Spatial 
frequency domain, and then performs a Series of correlation 
or other detection operations 404. The correlation operations 
match the orientation pattern with the target image data to 
detect the presence of the watermark and its orientation 
parameters 406 (e.g., translation, Scale, rotation, and differ 
ential Scale relative to its original orientation). Finally, it 
re-orients the image data based on one or more of the 
orientation parameters 408. 

0092. If the orientation of the watermark is recovered, the 
reader extracts the watermark information signal from the 
image data (optionally by first re-orienting the databased on 
the orientation parameters). FIG. 5 is flow diagram illus 
trating a process of extracting a message from re-oriented 
image data 500. The reader Scans the image samples (e.g., 
pixels or transform domain coefficients) of the re-oriented 
image (502), and uses known attributes of the watermark 
signal to estimate watermark signal values 504. Recall that 
in one example implementation described above, the embed 
der adjusted Sample values (e.g., frequency coefficients, 
color values, etc.) up or down to embed a watermark 
information Signal. The reader uses this attribute of the 
watermark information Signal to estimate its value from the 
target image. Prior to making these estimates, the reader may 
filter the image to remove portions of the image Signal that 
may interfere with the estimating process. For example, if 
the watermark Signal is expected to reside in low or medium 
frequency bands, then high frequencies may be filtered out. 
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0093. In addition, the reader may predict the value of the 
original un-watermarked image to enhance message recov 
ery. One form of prediction uses temporal or spatial neigh 
bors to estimate a Sample value in the original image. In the 
frequency domain, frequency coefficients of the original 
Signal can be predicted from neighboring frequency coeffi 
cients in the same frequency Subband. In Video applications 
for example, a frequency coefficient in a frame can be 
predicted from Spatially neighboring coefficients within the 
Same frame, or temporally neighboring coefficients in adja 
cent frames or fields. In the Spatial domain, intensity values 
of a pixel can be estimated from intensity values of neigh 
boring pixels. Having predicted the value of a signal in the 
original, un-watermarked image, the reader then estimates 
the watermark signal by calculating an inverse of the water 
marking function used to combine the watermark Signal with 
the original signal. 

0094) For such watermark signal estimates, the reader 
uses the assignment map to find the corresponding raw bit 
position and image sample in the carrier signal (506). The 
value of the raw bit is a function of the watermark Signal 
estimate, and the carrier Signal at the corresponding location 
in the carrier. To estimate the raw bit value, the reader Solves 
for its value based on the carrier Signal and the watermark 
signal estimate. As reflected generally in FIG. 5 (508), the 
result of this computation represents only one estimate to be 
analyzed along with other estimates impacting the value of 
the corresponding raw bit. Some estimates may indicate that 
the raw bit is likely to be a one, while others may indicate 
that it is a Zero. After the reader completes its Scan, it 
compiles the estimates for each bit position in the raw bit 
String, and makes a determination of the value of each bit at 
that position (510). Finally, it performs the inverse of the 
error correction coding Scheme to construct the message 
(512). In some implementations, probablistic models may be 
employed to determine the likelihood that a particular pat 
tern of raw bits is just a random occurrence rather than a 
watermark. 

0.095 2.2.1 Example Illustrating Detector Process 
0.096 FIG. 6 is a diagram depicting an example of a 
watermark detection process. The detector Segments the 
target image into blocks (e.g., 600, 602) and then performs 
a 2-dimensional fast fourier transform (2D FFT) on several 
blocks. This process yields 2D transforms of the magnitudes 
of the image contents of the blocks in the Spatial frequency 
domain as depicted in the plot 604 shown in FIG. 6. 
0097 Next, the detector process performs a log polar 
remapping of each transformed block. The detector may add 
Some of the blocks together to increase the watermark Signal 
to noise ratio. The type of remapping in this implementation 
is referred to as a Fourier Mellin transform. The Fourier 
Mellin transform is a geometric transform that warps the 
image data from a frequency domain to a log polar coordi 
nate system. As depicted in the plot 606 shown in FIG. 6, 
this transform Sweeps through the transformed image data 
along a line at angle 0, mapping the data to a log polar 
coordinate system shown in the next plot 608. The log polar 
coordinate System has a rotation axis, representing the angle 
0, and a Scale axis. Inspecting the transformed data at this 
Stage, one can See the orientation pattern of the watermark 
begin to be distinguishable from the noise component (i.e., 
the image signal). 
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0.098 Next, the detector performs a correlation 610 
between the transformed image block and the transformed 
orientation pattern 612. At a high level, the correlation 
process slides the orientation pattern over the transformed 
image (in a selected transform domain, Such as a spatial 
frequency domain) and measures the correlation at an array 
of discrete positions. Each Such position has a corresponding 
Scale and rotation parameter associated with it. Ideally, there 
is a position that clearly has the highest correlation relative 
to all of the others. In practice, there may be Several 
candidates with a promising measure of correlation. AS 
explained further below, these candidates may be Subjected 
to one or more additional correlation Stages to Select the one 
that provides the best match. 
0099. There are a variety of ways to implement the 
correlation process. Any number of generalized matching 
filters may be implemented for this purpose. One such filter 
performs an FFT on the target and the orientation pattern, 
and multiplies the resulting arrays together to yield a mul 
tiplied FFT. Finally, it performs an inverse FFT on the 
multiplied FFT to return the data into its original log-polar 
domain. The position or positions within this resulting array 
with the highest magnitude represent the candidates with the 
highest correlation. 
0100 When there are several viable candidates, the 
detector can Select a set of the top candidates and apply an 
additional correlation Stage. Each candidate has a corre 
sponding rotation and Scale parameter. The correlation Stage 
rotates and scales the FFT of the orientation pattern and 
performs a matching operation with the rotated and Scaled 
pattern on the FFT of the target image. The matching 
operation multiplies the values of the transformed pattern 
with Sample values at corresponding positions in the target 
image and accumulates the result to yield a measure of the 
correlation. The detector repeats this proceSS for each of the 
candidates and picks the one with the highest measure of 
correlation. As shown in FIG. 6, the rotation and Scale 
parameters (614) of the Selected candidate are then used to 
find additional parameters that describe the orientation of the 
watermark in the target image. 
0101 The detector applies the scale and rotation to the 
target data block 616 and then performs another correlation 
process between the orientation pattern 618 and the scaled 
and rotated data block 616. The correlation process 620 is a 
generalized matching filter operation. It provides a measure 
of correlation for an array of positions that each has an 
associated translation parameter (e.g., an x, y position). 
Again, the detector may repeat the process of identifying 
promising candidates (i.e. those that reflect better correlation 
relative to others) and using those in an additional Search for 
a parameter or Set of orientation parameters that provide a 
better measure of correlation. 

0102 At this point, the detector has recovered the fol 
lowing orientation parameters: rotation, Scale and transla 
tion. For many applications, these parameters may be Suf 
ficient to enable accurate reading of the watermark. In the 
read operation, the reader applies the orientation parameters 
to re-orient the target image and then proceeds to extract the 
watermark signal. 
0103). In Some applications, the watermarked image may 
be stretched more in one Spatial dimension than another. 
This type of distortion is sometimes referred to as differen 
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tial Scale or shear. Consider that the original image blockS 
are Square. As a result of differential Scale, each Square may 
be warped into a parallelogram with unequal sides. Differ 
ential Scale parameters define the nature and extent of this 
Stretching. 

0104. There are several alternative ways to recover the 
differential Scale parameters. One general class of tech 
niques is to use the known parameters (e.g., the computed 
Scale, rotation, and translation) as a starting point to find the 
differential Scale parameters. ASSuming the known param 
eters to be valid, this approach warps either the orientation 
pattern or the target image with Selected amounts of differ 
ential Scale and picks the differential Scale parameters that 
yield the best correlation. 
0105. Another approach to determination of differential 
scale is set forth in application Ser. No. 09/452,022 (filed 
Nov. 30, 1999, and entitled Method and System for Deter 
mining Image Transformation, attorney docket 60057). 
0106 2.2.2. Example Illustrating Reader Process 
0107 FIG. 7 is a diagram illustrating a re-oriented image 
700 Superimposed onto the original watermarked image 702. 
The difference in orientation and Scale shows how the image 
was transformed and edited after the embedding process. 
The original watermarked image is Sub-divided into tiles 
(e.g., pixel blocks 704, 706, etc.). When superimposed on 
the coordinate system of the original image 702 shown in 
FIG. 7, the target image blocks typically do not match the 
orientation of the original blockS. 
0108. The reader scans samples of the re-oriented image 
data, estimating the watermark information Signal. It esti 
mates the watermark information signal, in part, by predict 
ing original Sample values of the un-watermarked image. 
The reader then uses an inverted form of the watermarking 
function to estimate the watermark information Signal from 
the watermarked signal and the predicted Signal. This 
inverted watermarking function expresses the estimate of the 
watermark Signal as a function of the predicted Signal and 
the watermarked signal. Having an estimate of the water 
mark Signal, it then uses the known relationship among the 
carrier Signal, the watermark Signal, and the raw bit to 
compute an estimate of the raw bit. Recall that Samples in 
the watermark information signal are a function of the 
carrier Signal and the raw bit value. Thus, the reader may 
invert this function to solve for an estimate of the raw bit 
value. 

0109 Recall that the embedder implementation discussed 
in connection with FIG. 2 redundantly encodes the water 
mark information Signal in blocks of the input Signal. Each 
raw bit may map to Several Samples within a block. In 
addition, the embedder repeats a mapping proceSS for each 
of the blockS. AS Such, the reader generates Several estimates 
of the raw bit value as it Scans the watermarked image. 
0110. The information encoded in the raw bit string can 
be used to increase the accuracy of read operations. For 
instance, Some of the raw bits act as Signature bits that 
perform a validity checking function. Unlike unknown mes 
Sage bits, the reader knows the expected values of these 
Signature bits. The reader can assess the validity of a read 
operation based on the extent to which the extracted Signa 
ture bit values match the expected Signature bit values. The 
estimates for a given raw bit value can then be given a higher 
weight depending on whether they are derived from a tile 
with a greater measure of validity. 
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0111 3.0 Embedder Implementation: 

0112 The following sections describe an implementation 
of the digital image watermark embedder depicted in FIG. 
8. The embedder inserts two watermark components into the 
host image: a message component and a detection compo 
nent (called the orientation pattern). The message compo 
nent is defined in a Spatial domain or other transform 
domain, while the orientation pattern is defined in a fre 
quency domain. AS explained later, the message component 
Serves a dual function of conveying a message and helping 
to identify the watermark location in the image. 

0113. The embedder inserts the watermark message and 
orientation pattern in blocks of a Selected color plane or 
planes (e.g., luminance or chrominance plane) of the host 
image. The message payload varies from one application to 
another, and can range from a Single bit to the number of 
image Samples in the domain in which it is embedded. The 
blocks may be blocks of Samples in a spatial domain or Some 
other transform domain. 

0114 3.1 Encoding the Message 

0115 The embedder converts binary message bits into a 
Series of binary raw bits that it hides in the host image. AS 
part of this process, a message encoder 800 appends certain 
known bits to the message bits 802. It performs an error 
detection process (e.g., parity, Cyclic Redundancy Check 
(CRC), etc.) to generate error detection bits and adds the 
error detection bits to the message. An error correction 
coding operation then generates raw bits from the combined 
known and message bit String. 

0116 For the error correction operation, the embedder 
may employ any of a variety of error correction codes Such 
as Reed Solomon, BCH, convolution or turbo codes. The 
encoder may perform an M-ary modulation process on the 
message bits that maps groups of message bits to a message 
Signal based on an M-ary Symbol alphabet. 

0117. In one application of the embedder, the component 
of the message representing the known bits is encoded more 
redundantly than the other message bits. This is an example 
of a shorter message component having greater Signal 
Strength than a longer, weaker message component. The 
embedder gives priority to the known bits in this Scheme 
because the reader uses them to verify that it has found the 
watermark in a potentially corrupted image, rather than a 
Signal masquerading as the watermark. 

0118 3.2 Spread Spectrum Modulation 

0119) The embedder uses spread spectrum modulation as 
part of the process of creating a watermark Signal from the 
raw bits. Aspread spectrum modulator 804 spreads each raw 
bit into a number of “chips.” The embedder generates a 
pseudo random number that acts as the carrier Signal of the 
message. To spread each raw bit, the modulator performs an 
exclusive OR (XOR) operation between the raw bit and each 
bit of a pseudo random binary number of a pre-determined 
length. The length of the pseudo random number depends, in 
part, on the size of the message and the image. Preferably, 
the pseudo random number should contain roughly the same 
number of Zeros and ones, So that the net effect of the raw 
bit on the host image block is zero. If a bit value in the 
pseudo random number is a one, the value of the raw bit is 
inverted. Conversely, if the bit value is a Zero, then the value 
of the raw bit remains the same. 
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0120) The length of the pseudorandom number may vary 
from one message bit or Symbol to another. By varying the 
length of the number, Some message bits can be spread more 
than others. 

0121 3.3 Scattering the Watermark Message 

0122) The embedder scatters each of the chips corre 
sponding to a raw bit throughout an image block. An 
assignment map 806 assigns locations in the block to the 
chips of each raw bit. Each raw bit is spread over Several 
chips. AS noted above, an image block may represent a block 
of transform domain coefficients or Samples in a Spatial 
domain. The assignment map may be used to encode Some 
message bits or symbols (e.g., groups of bits) more redun 
dantly than others by mapping Selected bits to more loca 
tions in the host Signal than other message bits. In addition, 
it may be used to map different messages, or different 
components of the same message, to different locations in 
the host signal. 
0123 FIG. 9 depicts an example of the assignment map. 
Each of the blocks in FIG. 9 correspond to an image block 
and depict a pattern of chips corresponding to a single raw 
bit. FIG. 9 depicts a total of 32 example blocks. The pattern 
within a block is represented as white dots on a black 
background. Each of the patterns is mutually exclusive Such 
that each raw bit maps to a pattern of unique locations 
relative to the patterns of every other raw bit. Though not a 
requirement, the combined patterns, when overlapped, cover 
every location within the image block. 

0.124 3.4 Gain Control and Perceptual Analysis 

0.125 To insert the information carried in a chip to the 
host image, the embedder alters the corresponding Sample 
value in the host image. In particular, for a chip having a 
value of one, it adds to the corresponding Sample value, and 
for a chip having a value of Zero, it Subtracts from the 
corresponding Sample value. Again controller in the embed 
der adjusts the extent to which each chip adds or Subtracts 
from the corresponding Sample value. 

0.126 The gain controller takes into account the orienta 
tion pattern when determining the gain. It applies a different 
gain to the orientation pattern than to the message compo 
nent of the watermark. After applying the gain, the embed 
der combines the orientation pattern and message compo 
nents together to form the composite watermark Signal, and 
combines the composite watermark with the image block. 
One way to combine these Signal components is to add them, 
but other linear or non-linear functions may be used as well. 
0127. The orientation pattern is comprised of a pattern of 
quad Symmetric impulse functions in the Spatial frequency 
domain. In the Spatial domain, these impulse functions look 
like cosine waves. An example of the orientation pattern is 
depicted in FIGS. 10 and 11. FIG. 10 shows the impulse 
functions as points in the Spatial frequency domain, while 
FIG. 11 shows the orientation pattern in the spatial domain. 
Before adding the orientation pattern component to the 
message component, the embedder may transform the 
watermark components to a common domain. For example, 
if the message component is in a Spatial domain and the 
orientation component is in a frequency domain, the embed 
der transforms the orientation component to a common 
Spatial domain before combining them together. 
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0128 FIG. 8 depicts the gain controller used in the 
embedder. Note that the gain controller operates on the 
blocks of image SampleS 808, the message watermark Signal, 
and a global gain input 810, which may be specified by the 
user. A perceptual analyzer component 812 of the gain 
controller performs a perceptual analysis on the block to 
identify Samples that can tolerate a stronger watermark 
Signal without Substantially impacting visibility. In places 
where the naked eye is less likely to notice the watermark, 
the perceptual analyzer increases the Strength of the water 
mark. Conversely, it decreases the watermark Strength where 
the eye is more likely to notice the watermark. 

0129. The perceptual analyzer shown in FIG.8 performs 
a Series of filtering operations on the image block to compute 
an array of gain values. There are a variety of filterS Suitable 
for this task. These filters include an edge detector filter that 
identifies edges of objects in the image, a non-linear filter to 
map gain Values into a desired range, and averaging or 
median filters to Smooth the gain values. Each of these filters 
may be implemented as a Series of one-dimensional filters 
(one operating on rows and the other on columns) or 
two-dimensional filters. The size of the filters (i.e. the 
number of Samples processed to compute a value for a given 
location) may vary (e.g., 3 by 3, 5 by 5, etc.). The shape of 
the filters may vary as well (e.g., Square, cross-shaped, etc.). 
The perceptual analyzer proceSS produces a detailed gain 
multiplier. The multiplier is a vector with elements corre 
sponding to Samples in a block. 

0.130. Another component 818 of the gain controller 
computes an asymmetric gain based on the output of the 
image Sample values and message watermark Signal. This 
component analyzes the Samples of the block to determine 
whether they are consistent with the message Signal. The 
embedder reduces the gain for Samples whose values rela 
tive to neighboring values are consistent with the message 
Signal. 

0131 The embedder applies the asymmetric gain to 
increase the chances of an accurate read in the watermark 
reader. To understand the effect of the asymmetric gain, it is 
helpful to explain the operation of the reader. The reader 
extracts the watermark message Signal from the water 
marked signal using a predicted version of the original 
Signal. It estimates the watermark message Signal value 
based on values of the predicted Signal and the watermarked 
Signal at locations of the watermarked signal Suspected of 
containing a watermark Signal. There are Several ways to 
predict the original Signal. One way is to compute a local 
average of Samples around the Sample of interest. The 
average may be computed by taking the average of vertically 
adjacent Samples, horizontally adjacent Samples, an average 
of Samples in a cross-shaped filter (both vertical and hori 
Zontal neighbors, an average of Samples in a Square-shaped 
filter, etc. The estimate may be computed one time based on 
a single predicted value from one of these averaging com 
putations. Alternatively, Several estimates may be computed 
based on two or more of these averaging computations (e.g., 
one estimate for vertically adjacent Samples and another for 
horizontally adjacent samples). In the latter case, the reader 
may keep estimates if they Satisfy a Similarity metric. In 
other words, the estimates are deemed valid if they within a 
predetermined value or have the Same polarity. 
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0132 Knowing this behavior of the reader, the embedder 
computes the asymmetric gain as follows. For Samples that 
have values relative to their neighbors that are consistent 
with the watermark Signal, the embedder reduces the asym 
metric gain. Conversely, for Samples that are inconsistent 
with the watermark signal, the embedder increases the 
asymmetric gain. For example, if the chip value is a one, 
then the Sample is consistent with the watermark Signal if its 
value is greater than its neighbors. Alternatively, if the chip 
value is a Zero, then the Sample is consistent with the 
watermark Signal if its value is less than its neighbors. 
0.133 Another component 820 of the gain controller 
computes a differential gain, which represents an adjustment 
in the message VS. Orientation pattern gains. AS the global 
gain increases, the embedder emphasizes the message gain 
over the orientation pattern gain by adjusting the global gain 
by an adjustment factor. The inputs to this process 820 
include the global gain 810 and a message differential gain 
822. When the global gain is below a lower threshold, the 
adjustment factor is one. When the global gain is above an 
upper threshold, the adjustment factor is set to an upper limit 
greater than one. For global gains falling within the two 
thresholds, the adjustment factor increases linearly between 
one and the upper limit. The message differential gain is the 
product of the adjustment factor and the global gain. 

0134. At this point, there are four sources of gain: the 
detailed gain, the global gain, the asymmetric gain, and the 
message dependent gain. The embedder applies the first two 
gain quantities to both the message and orientation water 
mark signals. It only applies the latter two to the message 
watermark signal. FIG. 8 depicts how the embedder applies 
the gain to the two watermark components. First, it multi 
plies the detailed gain with the global gain to compute the 
orientation pattern gain. It then multiplies the orientation 
pattern gain with the adjusted message differential gain and 
asymmetric gain to form the composite message gain. 

0135 Finally, the embedder forms the composite water 
mark Signal. It multiplies the composite message gain with 
the message Signal, and multiplies the orientation pattern 
gain with the orientation pattern signal. It then combines the 
result in a common transform domain to get the composite 
watermark. The embedder applies a watermarking function 
to combine the composite watermark to the block to create 
a watermarked image block. The message and orientation 
components of the watermark may combined by mapping 
the message bits to Samples of the orientation signal, and 
modulating the Samples of the orientation signal to encode 
the message. 

0.136 The embedder computes the watermark message 
Signal by converting the output of the assignment map 806 
to delta Values, indicating the extent to which the watermark 
Signal changes the host Signal. AS noted above, a chip value 
of one corresponds to an upward adjustment of the corre 
sponding Sample, while a chip value of Zero corresponds to 
a downward adjustment. The embedder Specifies the Specific 
amount of adjustment by assigning a delta Value to each of 
the watermark message samples (830). 
0137 4.0 Detector Implementation 

0138 FIG. 12 illustrates an overview of a watermark 
detector that detects the presence of a detection watermark 
in a host image and its orientation. Using the orientation 
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pattern and the known bits inserted in the watermark mes 
Sage, the detector determines whether a potentially cor 
rupted image contains a watermark, and if So, its orientation 
in the image. 

0.139 Recall that the composite watermark is replicated 
in blocks of the original image. After an embedder places the 
watermark in the original digital image, the watermarked 
image is likely to undergo Several transformations, either 
from routine processing or from intentional tampering. 
Some of these transformations include: compression, 
decompression, color Space conversion, digital to analog 
conversion, printing, Scanning, analog to digital conversion, 
Scaling, rotation, inversion, flipping differential Scale, and 
lens distortion. In addition to these transformations, various 
noise Sources can corrupt the watermark Signal, Such as fixed 
pattern noise, thermal noise, etc. 

0140. When building a detector implementation for a 
particular application, the developer may implement 
counter-measures to mitigate the impact of the types of 
transformations, distortions and noise expected for that 
application. Some applications may require more counter 
measures than others. The detector described below is 
designed to recover a watermark from a watermarked image 
after the image has been printed, and Scanned. The following 
Sections describe the counter-measures to mitigate the 
impact of various forms of corruption. The developer can 
Select from among these counter-measures when implement 
ing a detector for a particular application. 

0141 For some applications, the detector will operate in 
a System that provides multiple image frames of a water 
marked object. One typical example of Such a System is a 
computer equipped with a digital camera. In Such a con 
figuration, the digital camera can capture a temporal 
Sequence of imageS as the user or Some device presents the 
watermarked image to the camera. 

0142. As shown in FIG. 12, the principal components of 
the detector are: 1) preprocessor 900; 2) rotation and scale 
estimator 902; 3) orientation parameter refiner 904; 4) 
translation estimator 906; 5) translation refiner 908; and 
reader 910. 

0143. The preprocessor 900 takes one or more frames of 
image data 912 and produces a set of image blocks 914 
prepared for further analysis. The rotation-Scale estimator 
902 computes rotation-scale vectors 916 that estimate the 
orientation of the orientation signal in the image blockS. The 
parameter refiner 904 collects additional evidence of the 
orientation Signal and further refines the rotation Scale vector 
candidates by estimating differential Scale parameters. The 
result of this refining Stage is a Set of 4D vectors candidates 
918 (rotation, scale, and two differential scale parameters). 
The translation estimator 906 uses the 4D vector candidates 
to re-orient image blocks with promising evidence of the 
orientation Signal. It then finds estimates of translation 
parameters 920. The translation refiner 908 invokes the 
reader 910 to assess the merits of an orientation vector. 
When invoked by the detector, the reader uses the orienta 
tion vector to approximate the original orientation of the 
host image and then extracts values for the known bits in the 
watermark message. The detector uses this information to 
assess the merits of and refine orientation vector candidates. 



US 2002/0009208A1 

0144. By comparing the extracted values of the known 
bits with the expected values, the reader provides a figure of 
merit for an orientation vector candidate. The translation 
refiner then picks a 6D vector, including rotation, Scale, 
differential Scale and translation, that appears likely produce 
a valid read of the watermark message 922. The following 
Sections describe implementations of these components in 
more detail. 

0145 4.1 Detector Pre-processing 

0146 FIG. 13 is a flow diagram illustrating preprocess 
ing operations in the detector shown in FIG. 12. The 
detector performs a Series of pre-processing operations on 
the native image 930 to prepare the image data for further 
analysis. It begins by filling memory with one or more 
frames of native image data (932), and Selecting sets of pixel 
blocks 934 from the native image data for further analysis 
(936). While the detector can detect a watermark using a 
Single image frame, it also has Support for detecting the 
watermark using additional image frames. AS explained 
below, the use of multiple frames has the potential for 
increasing the chances of an accurate detection and read. 

0147 In applications where a camera captures an input 
image of a watermarked object, the detector may be opti 
mized to address problems resulting from movement of the 
object. Typical PC cameras, for example, are capable of 
capturing images at a rate of at least 10 frames a Second. A 
frustrated user might attempt to move the object in an 
attempt to improve detection. Rather than improving the 
chances of detection, the movement of the object changes 
the orientation of the watermark from one frame to the next, 
potentially making the watermark more difficult to detect. 
One way to address this problem is to buffer one or more 
frames, and then Screen the frame or frames to determine if 
they are likely to contain a valid watermark Signal. If Such 
Screening indicates that a frame is not likely to contain a 
valid Signal, the detector can discard it and proceed to the 
next frame in the buffer, or buffer a new frame. Another 
enhancement is to isolate portions of a frame that are most 
likely to have a valid watermark Signal, and then perform 
more detailed detection of the isolated portions. 

0.148. After loading the image into the memory, the 
detector selects image blocks 934 for further analysis. It is 
not necessary to load or examine each block in a frame 
because it is possible to extract the watermark using only a 
portion of an image. The detector looks at only a Subset of 
the Samples in an image, and preferably analyzes Samples 
that are more likely to have a recoverable watermark Signal. 

014.9 The detector identifies portions of the image that 
are likely to have the highest watermark Signal to noise ratio. 
It then attempts to detect the watermark Signal in the 
identified portions. In the context of watermark detection, 
the host image is considered to be a Source of noise along 
with conventional noise sources. While it is typically not 
practical to compute the Signal to noise ratio, the detector 
can evaluate attributes of the Signal that are likely to evince 
a promising watermark Signal to noise ratio. These proper 
ties include the Signal activity (as measured by Sample 
variance, for example), and a measure of the edges (abrupt 
changes in image sample values) in an image block. Pref 
erably, the Signal activity of a candidate block should fall 
within an acceptable range, and the block should not have a 
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high concentration of Strong edges. One way to quantify the 
edges in the block is to use an edge detection filter (e.g., a 
LaPlacian, Sobel, etc.). 
0150. In one implementation, the detector divides the 
input image into blocks, and analyzes each block based on 
predetermined metrics. It then ranks the blockS according to 
these metrics. The detector then operates on the blocks in the 
order of the ranking. The metrics include Sample variance in 
a candidate block and a measure of the edges in the block. 
The detector combines these metrics for each candidate 
block to compute a rank representing the probability that it 
contains a recoverable watermark Signal. 
0151. In another implementation, the detector selects a 
pattern of blockS and evaluates each one to try to make the 
most accurate read from the available data. In either imple 
mentation, the block pattern and Size may vary. This par 
ticular implementation Selects a pattern of overlapping 
blocks (e.g., a row of horizontally aligned, overlapping 
blocks). One optimization of this approach is to adaptively 
Select a block pattern that increases the Signal to noise ratio 
of the watermark signal. While shown as one of the initial 
operations in the preparation, the Selection of blockS can be 
postponed until later in the pre-processing Stage. 

0152 Next, the detector performs a color space conver 
Sion on native image data to compute an array of image 
samples in a selected color space for each block (936). In the 
following description, the color Space is luminance, but the 
watermark may be encoded in one or more different color 
spaces. The objective is to get a block of image samples with 
lowest noise practical for the application. While the imple 
mentation currently performs a row by row conversion of 
the native image data into 8 bit integer luminance values, it 
may be preferable to convert to floating-point values for 
Some applications. One optimization is to Select a luminance 
converter that is adapted for the Sensor used to capture the 
digital input image. For example, one might experimentally 
derive the lowest noise luminance conversion for commer 
cially available Sensors, e.g., CCD cameras or Scanners, 
CMOS cameras, etc. Then, the detector could be pro 
grammed to Select either a default luminance converter, or 
one tuned to a specific type of Sensor. 

0153. At one or more stages of the detector, it may be 
useful to perform operations to mitigate the impact of noise 
and distortion. In the pre-processing phase, for example, it 
may be useful to evaluate fixed pattern noise and mitigate its 
effect (938). The detector may look for fixed pattern noise in 
the native input data or the luminance data, and then mitigate 
it. 

0154) One way to mitigate certain types of noise is to 
combine data from different blocks in the same frame, or 
corresponding blocks in different frames 940. This process 
helps augment the watermark Signal present in the blocks, 
while reducing the noise common to the blockS. For 
example, merely adding blocks together may mitigate the 
effects of common noise. 

O155 In addition to common noise, other forms of noise 
may appear in each of the blockS Such as noise introduced 
in the printing or Scanning processes. Depending on the 
nature of the application, it may be advantageous to perform 
common noise recognition and removal at this stage 942. 
The developer may select a filter or Series of filters to target 
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certain types of noise that appear during experimentation 
with imageS. Certain types of median filters may be effective 
in mitigating the impact of Spectral peaks (e.g., Speckles) 
introduced in printing or Scanning operations. 
0156. In addition to introducing noise, the printing and 
image capture processes may transform the color or orien 
tation of the original, watermarked image. AS described 
above, the embedder typically operates on a digital image in 
a particular color Space and at a desired resolution. The 
watermark embedders normally operate on digital images 
represented in an RGB or CYMK color space at a desired 
resolution (e.g., 100 dpi or 300 dpi, the resolution at which 
the image is printed). The images are then printed on paper 
with a screen printing process that uses the CYMK Subtrac 
tive color space at a line per inch (LPI) ranging from 65-200. 
133 lines/in is typical for quality magazines and 73 lines/in 
is typical for newspapers. In order to produce a quality 
image and avoid pixelization, the rule of thumb is to use 
digital images with a resolution that is at least twice the preSS 
resolution. This is due to the half tone printing for color 
production. Also, different presses use Screens with different 
patterns and line orientations and have different precision for 
color registration. 
O157. One way to counteract the transforms introduced 
through the printing proceSS is to develop a model that 
characterizes these transforms and optimize watermark 
embedding and detecting based on this characterization. 
Such a model may be developed by passing watermarked 
and unwatermarked images through the printing process and 
observing the changes that occur to these images. The 
resulting model characterizes the changes introduced due to 
the printing process. The model may represent a transfer 
function that approximates the transforms due to the printing 
process. The detector then implements a pre-processing 
Stage that reverses or at least mitigates the effect of the 
printing process on watermarked imageS. The detector may 
implement a pre-processing Stage that performs the inverse 
of the transfer function for the printing process. 
0158. A related challenge is the variety in paper attributes 
used in different printing processes. Papers of various quali 
ties, thickness and Stiffness, absorb ink in various ways. 
Some papers absorb ink evenly, while others absorb ink at 
rates that vary with the changes in the paper's texture and 
thickness. These variations may degrade the embedded 
watermark Signal when a digitally watermarked image is 
printed. The watermark process can counteract these effects 
by classifying and characterizing paper So that the embedder 
and reader can compensate for this printing-related degra 
dation. 

0159 Variations in image capture processes also pose a 
challenge. In Some applications, it is necessary to address 
problems introduced due to interlaced image data. Some 
Video camera produce interlaced fields representing the odd 
or even scan lines of a frame. Problems arise when the 
interlaced image data consists of fields from two consecutive 
frames. To construct an entire frame, the preprocessor may 
combine the fields from consecutive frames while dealing 
with the distortion due to motion that occurs from one frame 
to the next. For example, it may be necessary to shift one 
field before interleaving it with another field to counteract 
inter-frame motion. A de-blurring function may be used to 
mitigate the blurring effect due to the motion between 
frames. 
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0160 Another problem associated with cameras in some 
applications is blurring due to the lack of focus. The 
preprocessor can mitigate this effect by estimating param 
eters of a blurring function and applying a de-blurring 
function to the input image. 

0.161 Yet another problem associated with cameras is 
that they tend to have color sensors that utilize different 
color pattern implementations. AS Such, a Sensor may pro 
duce colors slightly different than those represented in the 
object being captured. Most CCD and CMOS cameras use 
an array of Sensors to produce colored imageS. The Sensors 
in the array are arranged in clusters of Sensitive to three 
primary colorS red, green, and blue according to a specific 
pattern. Sensors designated for a particular color are dyed 
with that color to increase their Sensitivity to the designated 
color. Many camera manufacturers use a Bayer color pattern 
GR/B.G. While this pattern produces good image quality, it 
causes color mis-registration that degrades the watermark 
Signal. Moreover, the color Space converter, which maps the 
Signal from the Sensors to another color Space Such as YUV 
or RGB, may vary from one manufacturer to another. One 
way to counteract the mis-registration of the camera's color 
pattern is to account for the distortion due to the pattern in 
a color transformation process, implemented either within 
the camera itself, or as a pre-processing function in the 
detector. 

0162 Another challenge in counteracting the effects of 
the image capture process is dealing with the different types 
of distortion introduced from various image capture devices. 
For example, cameras have different Sensitivities to light. In 
addition, their lenses have different Spherical distortion, and 
noise characteristics. Some Scanners have poor color repro 
duction or introduce distortion in the image aspect ratio. 
Some Scanners introduce aliasing and employ interpolation 
to increase resolution. The detector can counteract these 
effects in the pre-processor by using an appropriate inverse 
transfer function. An off-line proceSS first characterizes the 
distortion of Several different image capture devices (e.g., by 
passing test images through the Scanner and deriving a 
transfer function modeling the Scanner distortion). Some 
detectors may be equipped with a library of Such inverse 
transfer functions from which they select one that corre 
sponds to the particular image capture device 

0163 Yet another challenge in applications where the 
image is printed on paper and later Scanned is that the paper 
deteriorates over time and degrades the watermark. Also, 
varying lighting conditions make the watermark difficult to 
detect. Thus, the watermark may be Selected So as to be more 
impervious to expected deterioration, and recoverable over 
a wider range of lighting conditions. 

0164. At the close of the pre-processing stage, the detec 
tor has selected a Set of blocks for further processing. It then 
proceeds to gather evidence of the orientation signal in these 
blocks, and estimate the orientation parameters of promising 
orientation Signal candidates. Since the image may have 
Suffered various forms of corruption, the detector may 
identify Several parts of the image that appear to have 
attributes Similar to the orientation Signal. AS Such, the 
detector may have to resolve potentially conflicting and 
ambiguous evidence of the orientation Signal. To address 
this challenge, the detector estimates orientation parameters, 
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and then refines theses estimates to extract the orientation 
parameters that are more likely to evince a valid Signal than 
other parameter candidates. 
0.165 4.2 Estimating Initial Orientation Parameters 
0166 FIG. 14 is a flow diagram illustrating a process for 
estimating rotation-Scale vectors. The detector loops over 
each image block (950), calculating rotation-Scale vectors 
with the best detection values in each block. First, the 
detector filters the block in a manner that tends to amplify 
the orientation signal while Suppressing noise, including 
noise from the host image itself (952). Implemented as a 
multi-axis LaPlacian filter, the filter highlights edges (e.g., 
high frequency components of the image) and then Sup 
presses them. The term, “multi-axis,” means that the filter 
includes a Series of Stages that each operates on particular 
axis. First, the filter operates on the rows of luminance 
Samples, then operates on the columns, and adds the results. 
The filter may be applied along other axes as well. Each pass 
of the filter produces values at discrete levels. The final 
result is an array of Samples, each having one of five values: 
{-2, -1, 0, 1, 2}. 
0167 Next, the detector performs a windowing operation 
on the block data to prepare it for an FFT transform (954). 
This windowing operation provides signal continuity at the 
block edges. The detector then performs an FFT (956) on the 
block, and retains only the magnitude component (958). 
0.168. In an alternative implementation, the detector may 
use the phase signal produced by the FFT to estimate the 
translation parameter of the orientation signal. For example, 
the detector could use the rotation and Scale parameters 
extracted in the process described below, and then compute 
the phase that provided the highest measure of correlation 
with the orientation Signal using the phase component of the 
FFT process. 

0169. After computing the FFT, the detector applies a 
Fourier magnitude filter (960) on the magnitude compo 
nents. The filter in the implementation slides over each 
Sample in the Fourier magnitude array and filters the Sam 
ple's eight neighbors in a Square neighborhood centered at 
the Sample. The filter boosts values representing a Sharp 
peak with a rapid fall-off, and Suppresses the fall-off portion. 
It also performs a threshold operation to clip peaks to an 
upper threshold. 
0170 Next, the detector performs a log-polar re-sample 
(962) of the filtered Fourier magnitude array to produce a 
log-polar array 964. This type of operation is Sometimes 
referred to as a Fourier Mellin transform. The detector, or 
Some off-line pre-processor, performs a similar operation on 
the orientation Signal to map it to the log-polar coordinate 
System. Using matching filters, the detector implementation 
Searches for a orientation Signal in a specified window of the 
log-polar coordinate System. For example, consider that the 
log-polar coordinate System is a two dimensional Space with 
the Scale being the vertical axis and the angle being the 
horizontal axis. The window ranges from 0 to 90 degrees on 
the horizontal axis and from approximately 50 to 2400 dpi 
on the vertical axis. Note that the orientation pattern should 
be selected So that routine Scaling does not push the orien 
tation pattern out of this window. The orientation pattern can 
be designed to mitigate this problem, as noted above, and as 
explained in co-pending patent application No. 60/136,572, 
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filed May 28, 1999, by Ammon Gustafson, entitled Water 
marking System With Improved Technique for Detecting 
Scaling and Rotation, filed May 28, 1999. 
0171 The detector proceeds to correlate the orientation 
and the target Signal in the log polar coordinate System. AS 
shown in FIG. 14, the detector uses a generalized matched 
filter GMF (966). The GMF performs an FFT on the 
orientation and target Signal, multiplies the resulting Fourier 
domain entities, and performs an inverse FFT. This process 
yields a rectangular array of values in log-polar coordinates, 
each representing a measure of correlation and having a 
corresponding rotation angle and Scale vector. AS an opti 
mization, the detector may also perform the same correlation 
operations for distorted versions (968, 970, 972) of the 
orientation signal to see if any of the distorted orientation 
patterns results in a higher measure of correlation. For 
example, the detector may repeat the correlation operation 
with Some predetermined amount of horizontal and Vertical 
differential distortion (970,972). The result of this correla 
tion proceSS is an array of correlation values 974 Specifying 
the amount of correlation that each corresponding rotation 
Scale vector provides. 
0172 The detector processes this array to find the top M 
peaks and their location in the log-polar space 976. To 
extract the location more accurately, the detector uses inter 
polation to provide the inter-Sample location of each of the 
top peaks 978. The interpolator computes the 2D median of 
the Samples around a peak and provides the location of the 
peak center to an accuracy of 0.1 Sample. 
0173 The detector proceeds to rank the top rotation-scale 
vectors based on yet another correlation process 980. In 
particular, the detector performs a correlation between a 
Fourier magnitude representation for each rotation-Scale 
vector candidate and a Fourier magnitude Specification of 
the orientation signal 982. Each Fourier magnitude repre 
Sentation is Scaled and rotated by an amount reflected by the 
corresponding rotation-Scale vector. This correlation opera 
tion Sums a point-wise multiplication of the orientation 
pattern impulse functions in the frequency domain with the 
Fourier magnitude values of the image at corresponding 
frequencies to compute a measure of correlation for each 
peak 984. The detector then sorts correlation values for the 
peaks (986). 
0.174 Finally, the detector computes a detection value for 
each peak (988). It computes the detection value by quan 
tizing the correlation values. Specifically, it computes a ratio 
of the peak's correlation value and the correlation value of 
the next largest peak. Alternatively, the detector may com 
pute the ratio of the peak's correlation value and a Sum or 
average of the correlation values of the next n highest peaks, 
where n is Some predetermined number. Then, the detector 
maps this ratio to a detection value based on a Statistical 
analysis of unmarked images. 
0.175. The statistical analysis plots a distribution of peak 
ratio values found in unmarked images. The ratio values are 
mapped to a detection value based on the probability that the 
value came from an unmarked image. For example, 90% of 
the ratio values in unmarked images fall below a first 
threshold TI, and thus, the detection value mapping for a 
ratio of TI is set to 1. Similarly, 99% of the ratio values in 
unmarked images fall below T2, and therefore, the detection 
value is set to 2.99.9% of the ratio values in unmarked 
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images fall below T3, and the corresponding detection value 
is set to 3. The threshold values, T1, T2 and T3, may be 
determined by performing a Statistical analysis of Several 
images. The mapping of ratioS to detection values based on 
the Statistical distribution may be implemented in a look up 
table. 

0176) The statistical analysis may also include a maxi 
mum likelihood analysis. In Such an analysis, an off-line 
detector generates detection value Statistics for both marked 
and unmarked imageS. Based on the probability distributions 
of marked and unmarked images, it determines the likeli 
hood that a given detection value for an input image origi 
nates from a marked and unmarked image. 

0177. At the end of these correlation stages, the detector 
has computed a ranked set of rotation-scale vectors 990, 
each with a quantized measure of correlation associated with 
it. At this point, the detector could simply choose the rotation 
and Scale vectors with the highest rank and proceed to 
compute other orientation parameters, Such as differential 
Scale and translation. Instead, the detector gathers more 
evidence to refine the rotation-scale vector estimates. FIG. 
15 is a flow diagram illustrating a process for refining the 
orientation parameters using evidence of the orientation 
Signal collected from blocks in the current frame. 

0.178 Continuing in the current frame, the detector pro 
ceeds to compare the rotation and Scale parameters from 
different blocks (e.g., block 0, block 1, block 2; 1000, 1002, 
and 1004 in FIG. 15). In a process referred to as interblock 
coincidence matching 1006, it looks for similarities between 
rotation-Scale parameters that yielded the highest correlation 
in different blockS. To quantify this similarity, it computes 
the geometric distance between each peak in one block with 
every other peak in the other blocks. It then computes the 
probability that peaks will fall within this calculated dis 
tance. There are a variety of ways to calculate the probabil 
ity. In one implementation, the detector computes the geo 
metric distance between two peaks, computes the circular 
area encompassing the two peaks (T(geometric distance)), 
and computes the ratio of this area to the total area of the 
block. Finally, it quantizes this probability measure for each 
pair of peaks (1008) by computing the log (base 10) of the 
ratio of the total area over the area encompassing the two 
peaks. At this point, the detector has calculated two detec 
tion values: quantized peak value, and the quantized dis 
tance metric. 

0179 The detector now forms multi-block grouping of 
rotation-Scale vectors and computes a combined detection 
value for each grouping (1010). The detector groups vectors 
based on their relative geometric proximity within their 
respective blocks. It then computes the combined detection 
value by combining the detection values of the vectors in the 
group (1012). One way to compute a combined detection 
value is to add the detection values or add a weighted 
combination of them. 

0180 Having calculated the combined detection values, 
the detector Sorts each grouping by its combined detection 
value (1014). This process produces a set of the top group 
ings of unrefined rotation-Scale candidates, ranked by detec 
tion value 1016. Next, the detector weeds out rotation-scale 
vectors that are not promising by excluding those groupings 
whose combined detection values are below a threshold (the 
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“refine threshold” 1018). The detector then refines each 
individual rotation-Scale vector candidate within the remain 
ing groupings. 

0181. The detector refines a rotation-scale vector by 
adjusting the vector and checking to see whether the adjust 
ment results in a better correlation. AS noted above, the 
detector may simply pick the best rotation-Scale vector 
based on the evidence collected thus far, and refine only that 
vector. An alternative approach is to refine each of the top 
rotation-Scale vector candidates, and continue to gather 
evidence for each candidate. In this approach, the detector 
loops over each vector candidate (1020), refining each one. 
0182 One approach of refining the orientation vector is 
as follows: 

0183 fix the orientation signal impulse functions 
("points”) within a valid boundary (1022); 

0184 pre-refine the rotation-scale vector (1024); 
0185 find the major axis and re-fix the orientation 
points (1026); and 

0186 refine each vector with the addition of a 
differential scale component (1028). 

0187. In this approach, the detector pre-refines a rotation 
Scale vector by incrementally adjusting one of the param 
eters (Scale, rotation angle), adjusting the orientation points, 
and then Summing a point-wise multiplication of the orien 
tation pattern and the image block in the Fourier magnitude 
domain. The refiner compares the resulting measure of 
correlation with previous measures and continues to adjust 
one of the parameters So long as the correlation increases. 
After refining the Scale and rotation angle parameters, the 
refiner finds the major axis, and re-fixes the orientation 
points. It then repeats the refining process with the intro 
duction of differential Scale parameters. At the end of this 
process, the refiner has converted each Scale-rotation can 
didate to a refined 4D vector, including rotation, Scale, and 
two differential Scale parameters. 
0188 At this stage, the detector can pick a 4D vector or 
Set of 4D vector and proceed to calculate the final remaining 
parameter, translation. Alternatively, the detector can collect 
additional evidence about the merits of each 4D vector. 

0189 One way to collect additional evidence about each 
4D vector is to re-compute the detection value of each 
orientation vector candidate (1030). For example, the detec 
tor may quantize the correlation value associated with each 
4D vector as described above for the rotation-scale vector 
peaks (see item 988, FIG. 14 and accompanying text). 
Another way to collect additional evidence is to repeat the 
coincidence matching process for the 4D vectors. For this 
coincidence matching process, the detector computes Spatial 
domain vectors for each candidate (1032), determines the 
distance metric between candidates from different blocks, 
and then groups candidates from different blocks based on 
the distance metrics (1034). The detector then re-sorts the 
groups according to their combined detection values (1036) 
to produce a set of the top P groupings 1038 for the frame. 
0.190 FIG. 16 is a flow diagram illustrating a method for 
aggregating evidence of the orientation signal from multiple 
frames. In applications with multiple frames, the detector 
collects the same information for orientation vectors of the 
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Selected blocks in each frame (namely, the top P groupings 
of orientation vector candidates, e.g., 1050, 1052 and 1054). 
The detector then repeats coincidence matching between 
orientation vectors of different frames (1056). In particular, 
in this inter-frame mode, the detector quantizes the distance 
metrics computed between orientation vectors from blockS 
in different frames (1058). It then finds inter-frame group 
ings of orientation vectors (Super-groups) using the same 
approach described above (1060), except that the orientation 
vectors are derived from blocks in different frames. After 
organizing orientation vectors into Super-groups, the detec 
tor computes a combined detection value for each Super 
group (1062) and Sorts the Super-groups by this detection 
value (1064). The detector then evaluates whether to pro 
ceed to the next stage (1066), or repeat the above process of 
computing orientation vector candidates from another frame 
(1068). 
0191) If the detection values of one or more Super-groups 
exceed a threshold, then the detector proceeds to the next 
Stage. If not, the detector gathers evidence of the orientation 
Signal from another frame and returns to the inter-frame 
coincidence matching process. Ultimately, when the detec 
tor finds Sufficient evidence to proceed to the next Stage, it 
Selects the Super-group with the highest combined detection 
value (1070), and sorts the blocks based on their correspond 
ing detection values (1072) to produce a ranked set of blocks 
for the next stage (1074). 

0192 4.3 Estimating Translation Parameters 

0193 FIG. 17 is a flow diagram illustrating a method for 
estimating translation parameters of the orientation Signal, 
using information gathered from the previous Stages. 

0194 In this stage, the detector estimates translation 
parameters. These parameters indicate the Starting point of a 
watermarked block in the Spatial domain. The translation 
parameters, along with rotation, Scale and differential Scale, 
form a complete 6D orientation vector. The 6D vector 
enables the reader to extract luminance Sample data in 
approximately the same orientation as in the original water 
marked image. 

0.195 One approach is to use generalized match filtering 
to find the translation parameters that provide the best 
correlation. Another approach is to continue to collect evi 
dence about the orientation vector candidates, and provide a 
more comprehensive ranking of the orientation vectors 
based on all of the evidence gathered thus far. The following 
paragraphs describe an example of this type of an approach. 

0196) To extract translation parameters, the detector pro 
ceeds as follows. In the multi-frame case, the detector 
selects the frame that produced 4D orientation vectors with 
the highest detection values (1080). It then processes the 
blocks 1082 in that frame in the order of their detection 
value. For each block (1084), it applies the 4D vector to the 
luminance data to generate rectified block data (1086). The 
detector then performs dual axis filtering (1088) and the 
window function (1090) on the data. Next, it performs an 
FFT (1092) on the image data to generate an array of Fourier 
data. To make correlation operations more efficient, the 
detector buffers the fourier values at the orientation points 
(1094). 
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0197) The detector applies a generalized match filter 
1096 to correlate a phase specification of the orientation 
signal (1098) with the transformed block data. The result of 
this process is a 2D array of correlation values. The peaks in 
this array represent the translation parameters with the 
highest correlation. The detector Selects the top peaks and 
then applies a median filter to determine the center of each 
of these peaks. The center of the peak has a corresponding 
correlation value and Sub-pixel translation value. This pro 
ceSS is one example of getting translation parameters by 
correlating the Fourier phase Specification of the orientation 
Signal and the image data. Other methods of phase locking 
the image data with a Synchronization Signal like the orien 
tation Signal may also be employed. 
0198 Depending on the implementation, the detector 
may have to resolve additional ambiguities, Such as rotation 
angle and flip ambiguity. The degree of ambiguity in the 
rotation angle depends on the nature of the orientation 
Signal. If the orientation signal is octally Symmetric (Sym 
metric about horizontal, Vertical and diagonal axes in the 
Spatial frequency domain), then the detector has to check 
each quadrant (0-90,90-180, 180-270, and 270-360 degrees) 
to find out which one the rotation angle resides in. Similarly, 
if the orientation signal is quad Symmetric, then the detector 
has to check two cases, 0-180 and 180-270. 
0199 The flip ambiguity may exist in some applications 
where the watermarked image can be flipped. To check for 
rotation and flip ambiguities, the detector loops through each 
possible case, and performs the correlation operation for 
each one (1100). 
0200. At the conclusion of the correlation process, the 
detector has produced a set of the top translation parameters 
with associated correlation values for each block. To gather 
additional evidence, the detector groups similar translation 
parameters from different blocks (1102), calculates a group 
detection value for each set of translation parameters 1104, 
and then ranks the top translation groups based on their 
corresponding group detection values 1106. 
0201 4.4 Refining Translation Parameters 
0202 Having gathered translation parameter estimates, 
the detector proceeds to refine these estimates. FIG. 18 is a 
flow diagram illustrating a proceSS for refining orientation 
parameters. At this stage, the detector proceSS has gathered 
a set of the top translation parameter candidates 1120 for a 
given frame 1122. The translation parameters provide an 
estimate of a reference point that locates the watermark, 
including both the orientation and message components, in 
the image frame. In the implementation depicted here, the 
translation parameters are represented as horizontal and 
Vertical offsets from a reference point in the image block 
from which they were computed. 
0203 Recall that the detector has grouped translation 
parameters from different blocks based on their geometric 
proximity to each other. Each pair of translation parameters 
in a group is associated with a block and a 4D vector 
(rotation, Scale, and 2 differential Scale parameters). AS 
shown in FIG. 18, the detector can now proceed to loop 
through each group (1124), and through the blocks within 
each group (1126), to refine the orientation parameters 
asSociated with each member of the groups. Alternatively, a 
Simpler version of the detector may evaluate only the group 
with the highest detection value, or only Selected blockS 
within that group. 
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0204 Regardless of the number of candidates to be 
evaluated, the process of refining a given orientation vector 
candidate may be implemented in a Similar fashion. In the 
refining process, the detector uses a candidate orientation 
vector to define a mesh of Sample blocks for further analysis 
(1128). In one implementation, for example, the detector 
forms a mesh of 32 by 32 sample blocks centered around a 
Seed block whose upper right corner is located at the vertical 
and horizontal offset specified by the candidate translation 
parameters. The detector reads Samples from each block 
using the orientation vector to extract luminance Samples 
that approximate the original orientation of the host image at 
encoding time. 
0205 The detector steps through each block of samples 
(1130). For each block, it sets the orientation vector (1132), 
and then uses the orientation vector to check the validity of 
the watermark Signal in the Sample block. It assesses the 
validity of the watermark signal by calculating a figure of 
merit for the block (1134). To further refine the orientation 
parameters associated with each Sample block, the detector 
adjusts selected parameters (e.g., vertical and horizontal 
translation) and re-calculates the figure of merit. AS depicted 
in the inner loop in FIG. 18 (block 1136 to 1132), the 
detector repeatedly adjusts the orientation vector and calcu 
lates the figure of merit in an attempt to find a refined 
orientation that yields a higher figure of merit. 
0206. The loop (1136) may be implemented by stepping 
through a predetermined Sequence of adjustments to param 
eters of the orientation vectors (e.g., adding or Subtracting 
Small increments from the horizontal and vertical translation 
parameters). In this approach, the detector exits the loop 
after Stepping through the Sequence of adjustments. Upon 
exiting, the detector retains the orientation vector with the 
highest figure of merit. 
0207. There are a number of ways to calculate this figure 
of merit. One figure of merit is the degree of correlation 
between a known watermark Signal attribute and a corre 
sponding attribute in the Signal Suspected of having a 
watermark. Another figure of merit is the Strength of the 
watermark signal (or one of its components) in the Suspect 
Signal. For example, a figure of merit may be based on a 
measure of the watermark message Signal Strength and/or 
orientation pattern Signal Strength in the Signal, or in a part 
of the Signal from which the detector extracts the orientation 
parameters. The detector may computes a figure of merit 
based the Strength of the watermark Signal in a Sample block. 
It may also compute a figure of merit based on the percent 
age agreement between the known bits of the message and 
the message bits extracted from the Sample block. 
0208. When the figure of merit is computed based on a 
portion of the Suspect Signal, the detector and reader can use 
the figure of merit to assess the accuracy of the watermark 
Signal detected and read from that portion of the Signal. This 
approach enables the detector to assess the merits of orien 
tation parameters and to rank them based on their figure of 
merit. In addition, the reader can weight estimates of water 
mark message values based on the figure of merit to recover 
a message more reliably. 
0209 The process of calculating a figure of merit 
depends on attributes the watermark signal and how the 
embedder inserted it into the host signal. Consider an 
example where the watermark Signal is added to the host 
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Signal. To calculate a figure of merit based on the Strength of 
the orientation signal, the detector checks the value of each 
Sample relative to its neighbors, and compares the result 
with the corresponding Sample in a Spatial domain version of 
the orientation signal. When a Sample's value is greater than 
its neighbors, then one would expect that the corresponding 
orientation signal Sample to be positive. Conversely, when 
the Sample's value is less than its neighbors, then one would 
expect that the corresponding orientation Sample to be 
negative. By comparing a Sample's polarity relative to its 
neighbors with the corresponding orientation Sample's 
polarity, the detector can assess the Strength of the orienta 
tion signal in the Sample block. In one implementation, the 
detector makes this polarity comparison twice for each 
sample in an N by N block (e.g., N=32, 64, etc): once 
comparing each Sample with its horizontally adjacent neigh 
bors and then again comparing each Sample with its verti 
cally adjacent neighbors. The detector performs this analysis 
on Samples in the mesh block after re-orienting the data to 
approximate the original orientation of the host image at 
encoding time. The result of this proceSS is a number 
reflecting the portion of the total polarity comparisons that 
yield a match. 

0210. To calculate a figure of merit based on known 
Signature bits in a message, the detector invokes the reader 
on the Sample block, and provides the orientation vector to 
enable the reader to extract coded message bits from the 
Sample block. The detector compares the extracted message 
bits with the known bits to determine the extent to which 
they match. The result of this process is a percentage 
agreement number reflecting the portion of the extracted 
message bits that match the known bits. Together the test for 
the orientation signal and the message Signal provide a 
figure of merit for the block. 

0211. As depicted in the loop from blocks 1138 to 1130, 
the detector may repeat the process of refining the orienta 
tion vector for each Sample block around the Seed block. In 
this case, the detector exits the loop (1138) after analyzing 
each of the Sample blocks in the mesh defined previously 
(1128). In addition, the detector may repeat the analysis in 
the loop through all blocks in a given group (1140), and in 
the loop through each group (1142). 

0212. After completing the analysis of the orientation 
vector candidates, the detector proceeds to compute a com 
bined detection value for the various candidates by compil 
ing the results of the figure of merit calculations. It then 
proceeds to invoke the reader on the orientation vector 
candidates in the order of their detection values. 

0213 4.5 Reading the watermark 
0214 FIG. 19 is a flow diagram illustrating a process for 
reading the watermark message. Given an orientation vector 
and the corresponding image data, the reader extracts the 
raw bits of a message from the image. The reader may 
accumulate evidence of the raw bit values from Several 
different blockS. For example, in the process depicted in 
FIG. 19, the reader uses refined orientation vectors for each 
block, and accumulates evidence of the raw bit values 
extracted from the blocks associated with the refined orien 
tation vectors. 
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0215. The reading process begins with a set of promising 
orientation vector candidates 1150 gathered from the detec 
tor. In each group of orientation vector candidates, there is 
a set of orientation vectors, each corresponding to a block in 
a given frame. The detector invokes the reader for one or 
more orientation vector groups whose detection values 
exceed a predetermined threshold. For each Such group, the 
detector loops over the blocks in the group (1152), and 
invokes the reader to extract evidence of the raw message bit 
values. 

0216 Recall that previous stages in the detector have 
refined orientation vectors to be used for the blocks of a 
group. When it invokes the reader, the detector provides the 
orientation vector as well as the image block data (1154). 
The reader Scans Samples Starting from a location in a block 
Specified by the translation parameters and using the other 
orientation parameters to approximate the original orienta 
tion of the image data (1156). 
0217. As described above, the embedder maps chips of 
the raw message bits to each of the luminance Samples in the 
original host image. Each Sample, therefore, may provide an 
estimate of a chip's value. The reader reconstructs the value 
of the chip by first predicting the watermark Signal in the 
Sample from the value of the Sample relative to its neighbors 
as described above (1158). If the deduced value appears 
valid, then the reader extracts the chip's value using the 
known value of the pseudo-random carrier Signal for that 
Sample and performing the inverse of the modulation func 
tion originally used to compute the watermark information 
signal (1160). In particular, the reader performs an exclusive 
OR operation on the deduced value and the known carrier 
Signal bit to get an estimate of the raw bit value. This 
estimate Serves as an estimate for the raw bit value. The 
reader accumulates these estimates for each raw bit value 
(1162). 
0218. As noted above, the reader computes an estimate of 
the watermark Signal by predicting the original, un-water 
marked Signal and deriving an estimate of the watermark 
Signal based on the predicted Signal and the watermarked 
Signal. It then computes an estimate of a raw bit value based 
on the value of the carrier Signal, the assignment map that 
maps a raw bit to the host image, and the relationship among 
the carrier Signal value, the raw bit value, and the watermark 
Signal value. In short, the reader reverses the embedding 
functions that modulate the message with the carrier and 
apply the modulated carrier to the host signal. Using the 
predicted value of the original Signal and an estimate of the 
watermark signal, the reader reverses the embedding func 
tions to estimate a value of the raw bit. 

0219. The reader loops over the candidate orientation 
vectors and associated blocks, accumulating estimates for 
each raw bit value (1164). When the loop is complete, the 
reader calculates a final estimate value for each raw bit from 
the estimates compiled for it. It then performs the inverse of 
the error correction coding operation on the final raw bit 
values (1166). Next, it performs a CRC to determine 
whether the read is valid. If no errors are detected, the read 
operation is complete and the reader returns the message 
(1168). 
0220 However, if the read is invalid, then the detector 
may either attempt to refine the orientation vector data 
further, or start the detection process with a new frame. 
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Preferably, the detector should proceed to refine the orien 
tation vector data when the combined detection value of the 
top candidates indicates that the current data is likely to 
contain a Strong watermark Signal. In the process depicted in 
FIG. 19, for example, the detector selects a processing path 
based on the combined detection value (1170). The com 
bined detection value may be calculated in a variety of ways. 
One approach is to compute a combined detection value 
based on the geometric coincidence of the top orientation 
vector candidates and a compilation of their figures of merit. 
The figure of merit may be computed as detailed earlier. 

0221 For cases where the read is invalid, the processing 
paths for the process depicted in FIG. 19 include: 1) refine 
the top orientation vectors in the spatial domain (1172); 2) 
invoke the translation estimator on the frame with the next 
best orientation vector candidates (1174); and 3) re-start the 
detection process on a new frame (assuming an implemen 
tation where more than one frame is available).(1176). These 
paths are ranked in order from the highest detection value to 
the lowest. In the first case, the orientation vectors are the 
most promising. Thus, the detector re-invokes the reader on 
the same candidates after refining them in the Spatial domain 
(1178). In the second case, the orientation vectors are less 
promising, yet the detection value indicates that it is still 
Worthwhile to return to the translation estimation Stage and 
continue from that point. Finally, in the final case, the 
detection value indicates that the watermark signal is not 
Strong enough to warrant further refinement. In this case, the 
detector starts over with the next new frame of image data. 

0222. In each of the above cases, the detector continues 
to process the image data until it either makes a valid read, 
or has failed to make a valid read after repeated passes 
through the available image data. 

0223) 5.0 Operating Environment for Computer Imple 
mentations 

0224 FIG. 20 illustrates an example of a computer 
System that Serves as an operating environment for Software 
implementations of the watermarking Systems described 
above. The embedder and detector implementations are 
implemented in C/C++ and are portable to many different 
computer systems. FIG. 20 generally depicts one such 
System. 

0225. The computer system shown in FIG. 20 includes a 
computer 1220, including a processing unit 1221, a System 
memory 1222, and a system bus 1223 that interconnects 
various System components including the System memory to 
the processing unit 1221. 

0226. The system bus may comprise any of several types 
of bus Structures including a memory bus or memory 
controller, a peripheral bus, and a local bus using a bus 
architecture such as PCI, VESA, Microchannel (MCA), ISA 
and EISA, to name a few. 

0227. The system memory includes read only memory 
(ROM) 1224 and random access memory (RAM) 1225. A 
basic input/output system 1226 (BIOS), containing the basic 
routines that help to transfer information between elements 
within the computer 1220, Such as during Start-up, is Stored 
in ROM 1224. 
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0228. The computer 1220 further includes a hard disk 
drive 1227, a magnetic disk drive 1228, e.g., to read from or 
write to a removable disk 1229, and an optical disk drive 
1230, e.g., for reading a CD-ROM or DVD disk 1231 or to 
read from or write to other optical media. The hard disk 
drive 1227, magnetic disk drive 1228, and optical disk drive 
1230 are connected to the system bus 1223 by a hard disk 
drive interface 1232, a magnetic disk drive interface 1233, 
and an optical drive interface 1234, respectively. The drives 
and their associated computer-readable media provide non 
Volatile Storage of data, data Structures, computer-executable 
instructions (program code Such as dynamic link libraries, 
and executable files), etc. for the computer 1220. 
0229. Although the description of computer-readable 
media above refers to a hard disk, a removable magnetic 
disk and an optical disk, it can also include other types of 
media that are readable by a computer, Such as magnetic 
cassettes, flash memory cards, digital Video disks, and the 
like. 

0230. A number of program modules may be stored in the 
drives and RAM 1225, including an operating system 1235, 
one or more application programs 1236, other program 
modules 1237, and program data 1238. 
0231. A user may enter commands and information into 
the computer 1220 through a keyboard 1240 and pointing 
device, Such as a mouse 1242. Other input devices may 
include a microphone, joystick, game pad, Satellite dish, 
digital camera, Scanner, or the like. A digital camera or 
Scanner 43 may be used to capture the target image for the 
detection process described above. The camera and Scanner 
are each connected to the computer via a standard interface 
44. Currently, there are digital cameras designed to interface 
with a Universal Serial Bus (USB), Peripheral Component 
Interconnect (PCI), and parallel port interface. Two emerg 
ing Standard peripheral interfaces for cameras include USB2 
and 1394 (also known as firewire and iLink). 
0232 Other input devices may be connected to the pro 
cessing unit 1221 through a Serial port interface 1246 or 
other port interfaces (e.g., a parallel port, game port or a 
universal serial bus (USB)) that are coupled to the system 
bus. 

0233. A monitor 1247 or other type of display device is 
also connected to the System buS 1223 via an interface, Such 
as a video adapter 1248. In addition to the monitor, com 
puters typically include other peripheral output devices (not 
shown), Such as Speakers and printers. 
0234. The computer 1220 operates in a networked envi 
ronment using logical connections to one or more remote 
computers, Such as a remote computer 1249. The remote 
computer 1249 may be a Server, a router, a peer device or 
other common network node, and typically includes many or 
all of the elements described relative to the computer 1220, 
although only a memory storage device 1250 has been 
illustrated in FIG. 20. The logical connections depicted in 
FIG. 20 include a local area network (LAN) 1251 and a 
wide area network (WAN) 1252. Such networking environ 
ments are commonplace in offices, enterprise-wide com 
puter networks, intranets and the Internet. 
0235. When used in a LAN networking environment, the 
computer 1220 is connected to the local network 1251 
through a network interface or adapter 1253. When used in 
a WAN networking environment, the computer 1220 typi 
cally includes a modem 1254 or other means for establishing 
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communications over the wide area network 1252, Such as 
the Internet. The modem 1254, which may be internal or 
external, is connected to the System buS 1223 via the Serial 
port interface 1246. 

0236. In a networked environment, program modules 
depicted relative to the computer 1220, or portions of them, 
may be Stored in the remote memory Storage device. The 
processes detailed above can be implemented in a distrib 
uted fashion, and as parallel processes. It will be appreciated 
that the network connections shown are exemplary and that 
other means of establishing a communications link between 
the computerS may be used. 

0237 While the computer architecture depicted in FIG. 
20 is Similar to typical personal computer architectures, 
aspects of the invention may be implemented in other 
computer architectures, Such as hand-held computing 
devices like Personal Digital ASSistants, audio and/video 
players, network appliances, telephones, etc. 

0238 6.0 Improving Robustness to Attack 
0239). In some watermark applications, watermarks may 
be Subject to various types of attacks. These attacks may 
include attempting to remove the watermark, attempting to 
copy it from one electronic Signal or object to another, and 
attempting to forge a watermark in a Signal or physical 
object. These types of attacks may be more likely to occur 
in Security and copy protection applications. In these appli 
cations, the watermark may be used to convey rights (e.g., 
the right to copy or record) or authenticate an electronic or 
physical object (Such as an electronic object like a video, 
audio or image file, or a tangible object Such as a document, 
identification card, ticket, etc.). 
0240 The following sections describe several counter 
measures to attacks. These countermeasures are particularly 
directed to attacks where the watermark is forged or copied 
into an electronic or physical object (object should be 
construed to cover an electronic and physical object, unless 
Stated otherwise). In the case of a copy attack, the attacker 
attempts to estimate a watermark signal in an object 
expected to have a valid watermark. The attacker than 
inserts an estimate of the watermark Signal in another object. 
Forging a watermark refers to unauthorized creating and 
embedding a watermark Signal into an object. While the 
countermeasures discussed below are particularly useful in 
addressing these types of attacks, the generally improve the 
robustness of a watermark in many applications and help 
counter other types of attackS. 
0241 Content and User Dependent Watermarks 

0242 One way to make the watermark more robust 
against malicious attack is to make the watermark Signal 
dependent on some attribute of the object into which it is to 
be embedded. For instance, the watermark key that specifies 
how or where the watermark is inserted in the object can be 
make dependent on the object carrying the watermark. This 
approach makes it difficult to copy or forge the watermark 
in another object without having the original object or 
knowing the attribute of the host that the watermark is 
dependent on. The watermark key may be dependent on 
Some attribute or attributes of the media signal in which the 
watermark is to be embedded, Such as the pixel values of an 
image or the audio Sample values of an audio signal. 
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0243 Alternatively, it may be dependent on some 
attribute that is uniquely assigned to the object. For example, 
the object may be assigned with an identifier that is uniquely 
asSociated with the owner or user of the object, Such as the 
owner of a watermarked identification card. This identifier, 
being uniquely associated with a particular owner, may be 
used to generate a watermark key. If the watermark is copied 
or forged into an object used by another perSon, then that 
person will not be able to provide a watermark key that 
enables a Successful decode of the watermark. 

0244. One way to implement a user dependent key is to 
use a person's name (or other unique attribute of that person) 
to create a watermark key. The key may be necessary to 
decode a Scrambled watermark message, or to locate the 
message in the watermarked object. The key may specify the 
temporal or spatial location of the watermark. It may specify 
the transform coefficients (e.g., frequency domain coeffi 
cients) where the object has been altered to encode the 
watermark. 

0245. The name or other attribute of the person may be 
converted to a watermark key using a predetermined func 
tion. Alternatively, the name or other attribute may be used 
to look up a watermark key from a database (e.g., user's 
name or unique identifier number is linked to a specific 
watermark key to be used to extract a watermark from the 
watermarked object). If the watermark decoder is unable to 
read the watermark using the key derived in this manner, 
then it indicates that the perSon is not the valid owner or user 
of the watermarked object. This approach is particularly 
Suited for checking the validity of a photographic identifi 
cation document that has been watermarked using a user 
dependent key. 

0246. Another approach to make the watermark more 
robust is to embed a watermark that is content dependent So 
that is difficult to forge or copy from another object. Content 
dependent refers to a watermark Signal that is dependent on 
a host Signal into which it is embedded. One way to make 
the watermark content dependent is to transform at least a 
portion of the host signal to a transform coefficients in a 
Selected transform domain, and then alter one or more of the 
coefficients So that they correspond to a value of a desired 
symbol. The symbol is selected from a predetermined sym 
bol alphabet in each Symbol has one or more values asso 
ciated with it. The transform coefficients are modified so that 
they have a value corresponding to the desired Symbol to be 
encoded. The value to which the transform coefficients are 
modified is picked based on the desired symbol to be 
encoded and the value associated with that Symbol that 
requires the Smallest change to the host Signal. This 
approach is a form of non-linear watermark encoding. 
0247 One example of the approach in the previous 
paragraph for image objects is to perform a wavelet decom 
position of at least a portion of the image into Subbands. The 
pattern of coefficients in one or more of the Subbands is 
altered to correspond to a pattern associated with a symbol 
to be encoded. This process may be repeated to encode 
Several Symbols. In the decoder, the same wavelet decom 
position is computed for the watermarked image and the 
resulting patterns compared with the patterns in the Symbol 
alphabet. For each pattern, the symbol with the closest 
matching pattern is determined to be the one that has been 
encoded. A similar approach can be performed on other 
media types Such as audio and Video, using a wavelet 
transform or other types of transforms like an FFT, DCT, etc. 
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0248 One particular technique for adapting the water 
mark Signal to a host image Signal in which it is embedded 
is to replace the magnitude (phase is left in tact) of one set 
of Fourier coefficients, 

0249 S=(C,C, ... C.), by an amount: 
0250 (AVg+delta, Avg+delta2, . . . Avg+delta), and 
adjust a corresponding Set of Fourier coefficients: 

0251 S'=(C, C, .. 
delta1, . . . , AVg-delta2, . 

., C.) by an amount (AVg 
. . AVg-delta). 

0252) Where Avg. =(C+C')/2, Avg. =(C+C)/2, and 
Avg. =(C+C)/2. 
0253) The array of delta values can be any secret pattern, 
Such as a pseudorandom number generated by Seeding a 
pseudorandom number generator with a Secret key Seed 
number. The key seed number itself may be derived from 
features of the host signal. In fact, the mathematical rela 
tionship between the coefficients in one Set and the corre 
sponding coefficients in another Set may be any of a variety 
of mathematical relationships. Changes to different coeffi 
cients in the Set may be made according to different math 
ematical relationships. For example, the amount of change 
(e.g., delta in this example) may vary as a linear or non 
linear relationship of the frequency. Further, the approach 
may be repeated on additional Sets of coefficients S2, Ss, .. 
. S. Each Set may use the same or different key for the delta 
pattern. Different types of messages and authentication data 
may be encoded by applying the method to certain ones of 
the Sets of coefficients, and by varying the delta patterns per 
each Set of coefficients to correspond to desired message 
symbols to be encoded. 
0254. In one implementation, the coefficients in sets S. 
and S are selected as shown in FIG. 21. Each coefficient in 
Set S is in a first quadrant of the Fourier transform domain 
of the host image, while corresponding coefficients in Set S 
are in a Second quadrant. If these two quadrants were folded 
together along a line Separating the two quadrants, the 
corresponding coefficients in S and S" would overlap. 
0255. After completing the watermark embedding pro 
ceSS, the difference between the corresponding Sets of coef 
ficients is a known pattern, (2delta, 2delta2, . . . 2delta). 
0256 At the detection stage, the detector computes the 
difference between at least a Subset of the corresponding Sets 
of coefficients, possibly after re-aligning the data to com 
pensate for geometric distortion of the captured image 
relative to the image at the time of watermark embedding. 
The differences are then correlated with the intended pattern 
(delta, delta2, ... delta). If the correlation coefficient is less 
than a threshold, the captured image is deemed not to be 
authentic (e.g., a forgery or counterfeit). 
0257 By making the watermark content dependent using 
a non-linear encoding Scheme, it is more difficult for the 
watermark attacker to forge or copy the watermark from a 
different object without detailed knowledge of the encoding 
process. Even if the encoding proceSS is deduced in whole 
or in part, the watermark message may be Scrambled So that 
copying or forging the watermark will be ineffective. For 
example, the watermark message may be Scrambled in a 
manner that is dependent on the name of the valid owner of 
the object. Alternatively, the watermark message may be 
Scrambled in a manner that is dependent on the Signal 
content in which the watermark is embedded. 
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0258 Yet another approach is to use content specific 
attributes of a watermark derived at the time of encoding to 
authenticate the watermark in the decoding process. After 
the encoder has completed encoding a watermark into an 
object, it analyzes the watermarked object and derives a 
characteristic or Set of characteristics that describe attributes 
of it. This attribute can be a characteristic Signal manifested 
in a transform domain or in the native domain of the 
watermarked Signal. For example, the attribute may be the 
location or location of frequency coefficients that have 
Signal energy above a given level. It may be an identifier of 
a color and a corresponding range of watermark Signal 
Strength in that color. For an image object, this characteristic 
may be measured by printing the watermarked image, Scan 
ning the image back to a digital domain, and then computing 
the characteristic. Next, the characteristic is Stored in a 
database entry that is referenced via a database indeX in the 
watermark message. At decoding time, the characteristic is 
recomputed by Scanning the watermarked image. The char 
acteristic computed at decoding time is then matched with 
the characteristic Stored in the database to determine 
whether it is sufficiently close to the stored characteristic. If 
So, it is deemed valid; otherwise, it is rejected. 
0259 Post Processing to Reject Invalid Watermarks 
0260 Another way to counter watermark attacks is to use 
additional watermark Screening Stages to reject invalid 
watermarks. Since it is likely that forged or copied water 
marks are likely to be encoded with leSS Strength or at least 
differently than through the use of a valid watermark 
encoder, the watermark detector may use this weakness of 
the forged or copied watermark to reject it. The above 
Sections described a technique for detecting watermarks in 
multiple Stages. At different Stages of detection, the detector 
computes detection values to assess whether a portion of a 
host Signal is likely to contain a valid watermark. If these 
detection values do not Surpass predetermined thresholds, 
the watermark may be rejected as being invalid. 
0261 Preferably, the watermark screening strategy is 
implemented in two or more Stages, with each Stage being 
more discriminating in rejected Signals. In particular, as the 
detector proceeds through each Stage, the candidate signals 
need to have detection values that Surpass more Stringent 
rejection tests (e.g., higher thresholds). Thus, even if a 
forged or copied watermark passes an initial Stage, it is 
increasingly more likely that it will get rejected in Subse 
quent Stages. Since the watermark forger or copier does not 
have detailed knowledge of the detector, he cannot be Sure 
whether the forged or copied watermark will ultimately pass 
the rejection tests. 
0262 Embedding Multiple Watermark Signals 

0263. Another way to counter attacks is to embed two or 
more different watermark Signals. Each of the watermarks 
may be encoded with a different Signal Strength. The decoder 
can then determine whether the watermark is valid by 
measuring the Strength of the different watermarks. If a 
watermark component is not detected, or its detected Signal 
Strength falls below a desired threshold, the decoder rejects 
it as an invalid watermark. 

0264 Anther variation of this approach is to encode 
watermarks at different frequencies (e.g., at high and low 
frequencies). One of the watermarks e.g., the one at the high 
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frequency is less likely to Survive through an attack. AS Such, 
the absence of this watermark at the decoding process 
indicates that the watermark is not valid. The watermark 
encoding may be implemented by using watermark carrier 
Signals at different frequencies or by encoding the different 
watermark components at different frequency coefficients. 
0265 Using Content Dependent Watermark Messages 
0266. Another way to counter attacks is to encode a 
content Specific message into the watermark. At encoding 
time, a content Specific message is derived from the host 
Signal into which the watermark message is to be embedded. 
It is then included as at least part of the message that is 
encoded into the watermark. At decoding, the decoder 
derives the content specific message from the Signal Sus 
pected of containing a valid watermark. It then decodes the 
watermark and compares the content specific message 
extracted from the watermark with the content specific 
message derived from the Suspect Signal. If the two are not 
within a predetermined tolerance of each other, then the 
decoder deems the watermark to be invalid. 

0267 The content specific message may be computed in 
several ways. It should be relatively insensitive to routine 
processing of the watermarked Signal. For images, the 
content Specific message should remain Substantially 
unchanged through D to A and A to D conversion, compres 
Sion/decompression, noise addition and Small geometric 
transformations. An image hash may be used as the content 
Specific message, but it needs to be relatively insensitive to 
typical manipulation of the watermarked image. One form 
of Semi-sensitive hash is a low pass filter of the image or a 
portion of it. The low pass filtered image can then be hashed 
into a number that is inserted into the message. An example 
of a low pass filter is to use the most significant bits of at 
least a Selected part of the image. 
0268 Another content dependent message is a message 
derived based on Salient features in the content. For photo 
graphic images on identification documents, the Salient 
features may be the location of the eyes, nose or mouth in 
the photo of the document holder, or the relative location of 
these features. This location data (e.g., coordinates or hash 
of the coordinates) can be converted into a numeric message, 
which is encoded into the watermark embedded in the 
photographic image. If the watermark is forged or copied 
into another image, then the content Specific message in the 
watermark is unlikely to be within predetermined tolerances 
of the content Specific message computed from the image. 
0269 7.0 Identification Documents 
0270) Identification documents can be enhanced by using 
digital watermarks. This Section describes processing of the 
ID document on the issuing and inspection sides to combat 
counterfeiting and forgery. 

0271) 
0272. On the issuing side, a watermark encoder embeds 
a digital watermark in a digital photo (or other image to be 
placed on the ID document). The watermark carries a piece 
of multi-bit identifying data. This data can optionally link to 
data on the card. 

ID document Issuing Side 

0273 Preferably, the embedding process is tuned for 
Survival through printing and Scanning. A detailed descrip 
tion of Such a proceSS is provided above. 
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0274 The watermark encoder also embeds in a second 
version of the digital photo the same piece of identifying 
data. The Second image may be compressed with a technique 
Such as JPEG still image compression, or optionally down 
Sampled to reduce Storage requirements. The processes of 
down-sampling and compression may be used together or 
Singly. The embedding process in the Second image may be 
leSS tuned to maintain image quality and more tuned to 
Survive manipulation Such as image compression, down 
Sampling, or other transformation that it will undergo. 
0275. The first image is printed on the identification 
document (e.g., ID card) using personalized printing meth 
ods that could range from ink-jet printing to laser engraving. 
0276 The second image is encoded on the identification 
document in Some portable Storage media device or machine 
readable code Such as a magnetic Stripe, a 2D barcode, 
transistor, RF tag, magnetic ink, etc. 
0277 Alternatively, it is encoded in a database accessible 
to ID document inspection Systems. In Such case, the ID 
document is linked to the Second image via an identifier that 
Serves as a database key to a database entry Storing the 
Second image. The inspection System may be equipped with 
the database as well as a database manager for retrieving 
images via their respective keys. Alternatively, it may acceSS 
the database through a wire or wireleSS connection using 
Standard network communication protocols (e.g., via a net 
work connection, which may include a wire and/or wireleSS 
connection). The identifier may be embedded in the ID 
document in a watermark or Some other Storage device or 
machine readable code, Such as the examples listed above. 
0278) 
0279. At inspection, a watermark decoder recovers data 
encoded in the watermark from the printed image. Suitable 
implementations of a watermark decoder for detecting and 
reading a watermark from an image captured from a docu 
ment are described above. 

ID Document Inspection Side 

0280 The second version of the image is retrieved from 
the Storage device or machine readable code on the ID 
document or from remote storage, and decompressed (if 
necessary). Next, the watermark decoder recovers the water 
mark from this Second image. 
0281. The pair of embedded identifiers in the first and 
Second imageS provide a machine-readable link between the 
two images (e.g., the photo on the document, and the Second 
version encoded in the document or stored elsewhere). The 
images themselves provide a human viewable confirmation 
that the image on the identification document has not been 
tampered with. 

0282. As an additional layer of security, the embedded 
data in the first and Second images may be a piece of 
personal information, Such as a number uniquely associated 
with the valid bearer of the ID document. This enables the 
ID document System to create a verification triangle between 
the bearer and the two images, as well as the one image to 
the other. 

0283) A possible variation is to store different but related 
identifiers in the two images. One example is the Start and 
end of the document number. Together, these related iden 
tifiers get compared to a corresponding identifier on the ID 
document to check validity of the ID document. To validate 
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the ID document, the inspection device needs to recover the 
embedded data from the image printed on the document and 
the Second image. 
0284 Another variation is to use some function f) where 
f(document number) yields Some fairly unique x,y pair of 
numbers. The number X is encoded in a watermark in the 
printed image and the number y is encoded in a watermark 
in the image (encoded into the document or Stored in a 
database). By employing a cryptographic function to gen 
erate the unique number pair, it is possible to combat the 
threat of a counterfeiter lifting a watermark from the docu 
ment and Successfully reproducing it on a Substitute photo. 
0285) Some examples of cipher algorithms for imple 
menting a cryptographic function that generates a pair of 
numbers include RSA, DES, IDEA (International Data 
Encryption Algorithm), Skipjack, discrete log systems (e.g., 
El Gamal Cipher), elliptic curve Systems, cellular automata, 
etc. 

0286 The watermark may be used to detect block-level 
alterations in the printed image. In particular, the watermark 
may be replicated in a similar fashion in blocks of the image 
to be printed on the ID, and the image kept separately (either 
encoded in the document or stored in a database). By 
comparing the watermark extracted from corresponding 
blocks in both images, the inspection device can detect 
alterations to the printed image. 
0287 Concluding Remarks 
0288 Having described and illustrated the principles of 
the technology with reference to specific implementations, it 
will be recognized that the technology can be implemented 
in many other, different, forms. To provide a comprehensive 
disclosure without unduly lengthening the Specification, 
applicants incorporate by reference the patents and patent 
applications referenced above. 
0289. The particular combinations of elements and fea 
tures in the above-detailed embodiments are exemplary 
only; the interchanging and Substitution of these teachings 
with other teachings in this and the incorporated-by-refer 
ence patents/applications are also contemplated. 

We claim: 
1. A method for encoding auxiliary data into a host signal 

comprising: 
computing a content Specific message dependent on the 

host Signal; 
encoding the content Specific message into a watermark 

Signal; 

embedding the watermark in the host Signal Such that the 
watermark Signal is Substantially imperceptible in the 
host Signal. 

2. The method of claim 1 wherein the content specific 
message represents one or more Salient features of the host 
Signal. 

3. The method of claim 2 wherein the host signal com 
prises an image Signal, and the Salient features include 
Spatial locations of the Salient features. 

4. The method of claim 3 wherein the image signal 
comprises a photo of a perSon, and the Salient features 
include one or more of the following facial features of the 
perSon in the photo: eyes, nose, and mouth; wherein the 
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photo is authenticated by decoding the Spatial locations of 
the Salient features from the watermark and comparing the 
decoded features with features in the photo. 

5. The method of claim 1 wherein the content specific 
message comprises a Semi-sensitive hash of the host Signal, 
where the Semi-sensitive hash is defined as a hash that 
remains Substantially unchanged through digital to analog 
and analog to digital conversion of the host Signal. 

6. The method of claim 5 wherein the semi-sensitive hash 
comprises a low pass filtering of the host signal. 

7. The method of claim 6 wherein the low pass filtering 
comprises Selecting most Significant bits of Selected parts of 
the host signal. 

8. The method of claim 5 wherein the host signal com 
prises a photo of a bearer of a photo identification document 
that is printed on the document. 

9. The method of claim 8 further including: 
encoding a unique identifier of the bearer in the water 
mark Signal Such that the photo identification document 
is authenticated by Scanning the photo, decoding the 
unique identifier from the Scanned photo, and compar 
ing the unique identifier with an expected unique 
identifier for the bearer. 

10. The method of claim 9 wherein the expected unique 
identifier is read from a different part of the photo identifi 
cation document other than the photo. 

11. The method of claim 1 wherein the host signal is an 
image on an object, and the content Specific message com 
prises a unique identifier associated with a bearer of the 
object. 

12. A computer readable medium on which is Stored 
Software for performing the method of claim 1. 

13. A method for authenticating a media object compris 
Ing: 

transforming a media signal to a frequency domain com 
prising an array of frequency coefficients, 

Selecting a first Set of frequency coefficients, 
altering the Selected first Set of frequency coefficients. So 

that values of the coefficients in the Set correspond to a 
pattern; wherein the pattern of the media signal is 
authenticated by comparing a pattern of the values of 
the frequency coefficients in the Set with an expected 
pattern. 

14. The method of claim 13 wherein the coefficients 
comprise Subband coefficients in a wavelet decomposition of 
the media signal. 

15. The method of claim 13 including: 
encoding message Symbols into the media Signal, where 

the message Symbols each have corresponding coeffi 
cient values, the encoding including reading a first 
coefficient in the first Set, Selecting a coefficient value 
among the coefficient values corresponding to a Symbol 
to be encoded that results in a minimum change to the 
first coefficient, replacing the first coefficient in the first 
Set with the Selected coefficient value, and repeating the 
process of reading, Selecting, and replacing coefficients 
to encode one or more additional message Symbols in 
the first set of coefficients. 

16. The method of claim 13 further including: 
for each coefficient in the first Set, Selecting a correspond 

ing coefficient in a corresponding Set, and changing 
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values of the coefficients in the first set and the corre 
sponding coefficients in the corresponding Set Such that 
the differences between the coefficient values in the 
first Set and the corresponding Set form a desired delta 
pattern. 

17. The method of claim 16 wherein the desired delta 
pattern is a pseudorandom pattern. 

18. The method of claim 17 wherein the pseudorandom 
pattern is generated from a Seed number derived from the 
media Signal. 

19. The method of claim 16 wherein changing values of 
the coefficients in the first Set and the corresponding Set 
includes replacing a coefficient in the first Set with a value 
computed as an average of the coefficient in the first Set and 
the corresponding coefficient in the Second Set plus a delta 
value, and replacing the corresponding coefficient in the 
corresponding Set with the average minus the delta Value. 

20. A computer readable medium on which is stored 
Software for performing the method of claim 13. 

21. An object bearing a media Signal that has processed 
according to the method of claim 13. 

22. An object bearing a host signal that has been encoded 
with auxiliary data according to the method of claim 1. 

21. An identification document including: 
a first image embedded with watermark data and printed 

on the document; 
wherein a copy of the first image is embedded with 

watermark data, and is referenced on the document or 
encoded into the document; and 

wherein the watermark data embedded in the first image 
and the copy is related in a manner that enables validity 
of the document to be verified. 

22. The identification document of claim 21 wherein the 
copy of the first image is Stored in a machine readable code 
on the document. 

23. The identification document of claim 22 wherein the 
copy of the first image is compressed before being Stored in 
the machine readable code. 

24. The identification document of claim 21 wherein the 
copy of the first image is Stored in a database entry refer 
enced via a database key in the watermark data embedded in 
the first image printed on the document; and wherein the 
database key extracted from the watermark in the first image 
is used to look up the copy of the first image in the database 
entry. 

25. The identification document of claim 21 wherein the 
watermark data embedded in the first image printed on the 
document includes a number that is cryptographically 
related to a number embedded in the copy of the first image. 

26. A method for encoding auxiliary data into a host Signal 
comprising: 

computing a content Specific message dependent on the 
host Signal; 

encoding the content Specific message into a watermark 
Signal; 

embedding the watermark in the host Signal Such that the 
watermark Signal is Substantially imperceptible in the 
host Signal; 

wherein the content Specific message includes data rep 
resenting locations of one or more Salient features of 
the host signal. 
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27. The method of claim 26 wherein the host signal 
comprises a photo of a perSon, and the one or more Salient 
features include one or more of the following facial features 
of the perSon in the photo: eyes, nose, and mouth; wherein 
the photo is authenticated by decoding the Spatial locations 
of the Salient features from the watermark and comparing 
the decoded features with features in the photo. 

28. A decoder for decoding the locations of the salient 
features from the host signal that have been embedded into 
the host Signal according to the method of claim 26, and for 
comparing the decoded locations with locations of features 
in the host signal to determine authenticity of the host Signal. 

29. An object carrying an image that has been processed 
according to the method of claim 26. 

30. A method for authenticating a media object compris 
Ing: 

transforming a media signal to a frequency domain com 
prising an array of frequency coefficients, 

Selecting a first Set of frequency coefficients, 
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altering the Selected first Set of frequency coefficients. So 
that values of the coefficients in the Set correspond to a 
pattern; wherein the pattern of the media signal is 
authenticated by comparing a pattern of the values of 
the frequency coefficients in the Set with an expected 
pattern; 

for each coefficient in the first Set, Selecting a correspond 
ing coefficient in a corresponding Set, and changing 
values of the coefficients in the first set and the corre 
sponding coefficients in the corresponding Set Such that 
the differences between the coefficient values in the 
first Set and the corresponding Set form a desired delta 
pattern. 

31. A decoder for decoding the pattern from a media 
Signal that has been processed according to claim 30. 

32. An object carrying an image that has been processed 
according to the method of claim 30. 


