Title: CONTROL SYSTEM FOR AN IRRIGATION SYSTEM

Abstract: A control system for a low-volume irrigation system includes a plurality of valve controllers for opening and closing valves; an irrigation system controller for controlling the valve controllers in accordance with an irrigation plan; and a graphical user interface for allowing a user to interact with the irrigation controller and to create the irrigation plan. The graphical user interface displays an irrigation zone list, an irrigation set list, and an irrigation plan field. The user interface has drag and drop functionality that permits an irrigation zone listing from the irrigation zone list to be dragged and dropped into any of the irrigation set listings in the irrigation set list and that permits an irrigation zone listing or an irrigation set listing to be dragged and dropped into the irrigation plan to create irrigation steps within the irrigation plan.
CONTROL SYSTEM FOR AN IRRIGATION SYSTEM

BACKGROUND

1. FIELD

[001] Embodiments of the present invention relate to control systems for irrigation systems. More particularly, embodiments of the invention relate to a graphical user interface that allows users to more quickly and intuitively create and manage irrigation plans for an irrigation system.

2. RELATED ART

[002] Mechanized irrigation systems are frequently used for irrigating crops and other plants. Unfortunately, with increased irrigation by more and more growers, the amount of water available for irrigation is sometimes limited, especially in drought years when it is most crucial. As a result, water sources in many areas are becoming more tightly regulated and restricted.

[003] Low volume irrigation, also known as drip irrigation, trickle irrigation, micro irrigation, and/or localized irrigation, is an irrigation method that saves water and fertilizer by allowing water to drip or otherwise be delivered slowly to the roots of plants, either onto the soil surface or directly onto the root zone, through a network of valves, pipes, tubing, and/or emitters. Low-volume irrigation systems are becoming increasingly popular because they effectively irrigate crops with the absolute minimum amount of water by delivering water precisely where it is needed and when it is needed.

[004] To optimize their performance and water preservation, users must manage the run time, frequency of operation, and other operational of low-volume irrigation systems. Until recently, users had to do so by walking from valve to valve and manually turning them on or off. Such manual control is tedious, time consuming, and imprecise.

[005] Modern low-volume irrigation systems include control systems that automate many of their operations. Unfortunately, existing control systems require knowledge of confusing and non-intuitive programming and/or controls. Moreover, most known control systems can only be set-up and adjusted at the controller itself, which is typically mounted in a panel near other components of the low-volume irrigation system. Some control systems have remotely
accessible user interfaces, but such interfaces typically just mirror the local interfaces and are therefore just as confusing and non-intuitive. Similar problems exist for control systems designed for center pivot irrigation systems, lateral move irrigation systems, and other types of irrigation systems.

**SUMMARY**

[006] Embodiments of the present invention solve the above-described problems and other problems by providing an improved control system for a low-volume irrigation system. An embodiment of the control system broadly comprises a number of valve controllers for opening and closing valves in an irrigation system; an irrigation system controller for controlling the valve controllers in accordance with irrigation plans; and a remotely accessible graphical user interface for allowing a user to interact with the irrigation system controller and create and/or modify the irrigation plans.

[007] The graphical user interface greatly simplifies the creation, modification, and/or implementation of the irrigation plans. In accordance with one aspect of the invention, the graphical user interface has an irrigation plan editing page that displays an irrigation zone list, an irrigation set list, and an irrigation plan field. The irrigation zone list contains a listing of irrigation zones of the low-volume irrigation system, with each of the zones being controlled by at least one of the valve controllers. For example, if the low-volume irrigation system has four valves and therefore four irrigation zones, the irrigation zone list may include four zone listings, one for each irrigation zone. The information in the zone list may be obtained from the irrigation system controller or may be entered by a user.

[008] The irrigation set list contains a listing of irrigation sets, wherein each irrigation set contains information for at least one irrigation zone. For example, using the four zone irrigation system mentioned above, a first irrigation set may consist of irrigation zones 1 and 2, a second irrigation set may consist of zones 1 and 4; and a third irrigation set may consist of just zone 3. As described in more detail below, a user can create any number of custom designed irrigation sets and subsequently modify them to create custom irrigation plans.

[009] The irrigation plan field displays at least one irrigation plan that may be provided to the irrigation system controller to control operation of the valves in the irrigation system. Each irrigation plan includes information for at least one irrigation zone, at least one irrigation set, and/or at least one "special action" such as a delay or pause period. For
example, in one embodiment, each irrigation plan includes a number of steps, with each step including an irrigation set, an irrigation zone, or a special action. Using the four zone irrigation system mentioned above, a first step of the irrigation plan may consist of the first irrigation set, which includes irrigation zones 1 and 2; a second step of the irrigation plan may consist of irrigation zone 3 only; a third step of the irrigation plan may consist of a 10 minute delay or wait period during which all of the irrigation zones are shut off; and a fourth step of the irrigation plan may consist of the second irrigation set, which includes irrigation zones 1 and 4. As described in more detail below, a user can create and subsequently modify any number of custom designed irrigation plans, each with customizable steps containing irrigation zones, irrigation sets, and/or special actions.

[010] In accordance with another important aspect of the invention, the user interface includes functionality that permits an irrigation zone listing from the irrigation zone list to be copied into any of the irrigation set listings. For example, using the four zone irrigation system mentioned above, a user may click-on or otherwise select the zone listing for irrigation zone 1 and drag and drop it into an existing irrigation set or a new irrigation set. This allows a user to quickly and easily create new and/or modify existing irrigation sets from the irrigation zone listings. In alternate embodiments, other user interface methods of copying information may be used instead of drag and drop functionality.

[011] Similarly, the functionality permits an irrigation zone listing from the irrigation zone list or an irrigation set listing from the irrigation set list to be dragged and dropped or otherwise copied into a new or existing irrigation plan to create or modify irrigation steps within the irrigation plan. For example, a user may click-on or otherwise select a second irrigation set listing and drop it into the irrigation plan to become the first step of the plan, click-on or otherwise select zone listing 1 and drop it into the irrigation plan to become the second step of the plan, and then click-on or otherwise select a wait period and drop it into the irrigation plan to become the third step of the plan. This allows a user to quickly and easily create and/or modify an irrigation plan from existing irrigation zone listings and irrigation set listings. In alternate embodiments, other user interface methods of copying information may be used instead of the drag and drop functionality.

[012] The user interface also allows the run time and/or other operating parameters for each step in an irrigation plan to be customized and the steps in the irrigation plan to be
re-arranged before or after the plan is fully created. Completed irrigation plans may then be added to a calendar for scheduling operation of the irrigation system.

This summary is provided to introduce a selection of concepts in a simplified form that are further described below in the detailed description. This summary is not intended to identify key features or essential features of the claimed subject matter, nor is it intended to be used to limit the scope of the claimed subject matter. Other aspects and advantages of the present invention will be apparent from the following detailed description of the preferred embodiments and the accompanying drawing figures.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a control system constructed in accordance with embodiments of the invention and configured for controlling operation of an irrigation system;

FIG. 2 is a schematic diagram of an exemplary low-volume type irrigation system that may be controlled by the control system of the present invention;

FIG. 3 is a schematic diagram of exemplary computer and communications equipment that may be used to implement the user interface and other aspects of the control system;

FIG. 4 is an exemplary screen display that may be presented by the graphical user interface.

FIG. 5 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 6 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 7 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 8 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 9 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 10 is another exemplary screen display that may be presented by the graphical user interface.
FIG. 11 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 12 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 13 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 14 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 15 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 16 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 17 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 18 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 19 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 20 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 21 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 22 is another exemplary screen display that may be presented by the graphical user interface.

FIG. 23 is another exemplary screen display that may be presented by the graphical user interface.

The drawing figures do not limit the present invention to the specific embodiments disclosed and described herein. The drawings are not necessarily to scale, emphasis instead being placed upon clearly illustrating the principles of the invention.
DETAILED DESCRIPTION

[015] The following detailed description references the accompanying drawing figures that illustrate specific embodiments in which the invention may be practiced. The embodiments are intended to describe aspects of the invention in sufficient detail to enable those skilled in the art to practice the invention. Other embodiments can be utilized and changes can be made without departing from the scope of the invention. The following detailed description is, therefore, not to be taken in a limiting sense. The scope of the invention is defined only by the appended claims, along with the full scope of equivalents to which such claims are entitled.

[016] In this description, references to "one embodiment", "an embodiment", or "embodiments" mean that the feature or features being referred to are included in at least one embodiment of the technology. Separate references to "one embodiment", "an embodiment", or "embodiments" in this description do not necessarily refer to the same embodiment and are also not mutually exclusive unless so stated and/or except as will be readily apparent to those skilled in the art from the description. For example, a feature, structure, act, etc. described in one embodiment may also be included in other embodiments, but is not necessarily included. Thus, the present technology can include a variety of combinations and/or integrations of the embodiments described herein.

[017] Turning now to the drawing figures and initially Fig. 1, an irrigation control system 10 constructed in accordance with embodiments of the invention is illustrated. The control system 10 may be used with any type of low-volume irrigation systems, including, but not limited to drip irrigation systems, trickle irrigation systems, micro irrigation systems, and/or localized irrigation systems. Embodiments of the control system 10 may also be used with center pivot irrigation systems, lateral or linear irrigation systems, and/or other types of irrigation systems.

[018] An exemplary irrigation system 12 that may be controlled with the control system 10 is depicted in Fig. 2 and includes one or more pumps 14 or master valves that receive water from a reservoir, river, lake, or other water source 16; a water filtration system 18 that filters the water before it is delivered to irrigated plants; an injector system 20 that may be used to inject fertilizers, pesticides, and/or other substances into the water; a number of water pipes, tubes, hoses, and/or other water emitters 22 that deliver the water to the plants; and a number of valves 24 that control the flow of water to the water emitters 22. The irrigation system 12
may also include water pipes or other fluid-carrying conduits for carrying water between the
other components of the system, various check valves, shut-off valves, and other valves, and
other components commonly found on irrigation systems.

Each valve 24 and its associated water emitters 22 create an irrigation zone 26. Thus,
the illustrated irrigation system 12 includes five irrigation zones, each which may be used for
irrigating a distinct area of crops or other plants. Although the illustrated irrigation system
12 only includes one pump, one filtration system, five irrigation zones, etc, any number of
these components and zones may be provided, as the specific configuration of the irrigation
system 12 is not critical and may vary from one embodiment of the invention to another
without departing from the spirit or scope of the present invention.

Returning to Fig. 1, an exemplary embodiment of the control system 10 broadly
comprises a number of valve controllers 28 for opening and closing the valves 24; an
irrigation system controller 30 for controlling the valve controllers 28 in accordance with one
or more irrigation plans; and a remotely accessible graphical user interface 32 for allowing
a user to interact with the irrigation system controller 30 and create and subsequently modify
the irrigation plans. The control system 10 may also receive irrigation system status
information from one or more monitoring devices or systems.

The valve controllers 28 are conventional and may include any devices capable of
opening and closing the valves 24 under direction of the irrigation system controller 30. The
valve controllers 28 may be hard-wired to the irrigation system controller or may have
wirelessly-controlled switches that receive instructions from the irrigation system controller
via short range wireless receivers or transceivers. The valve controllers 28 may receive
simple open and close type instructions from the irrigation system controller 30 or may have
resident memory and controls that can receive and store more detailed instructions for
controlling the valves. For example, each valve controller 28 may have memory and date and
clock circuitry and may receive, store, and implement a schedule of times to open and close
over extended time periods.

The irrigation system controller 30 signals the valve controllers 28 to open or close
their respective valves 24 in accordance with one or more irrigation plans as described below.
An embodiment of the irrigation system controller 30 may consist of a central control unit
and communications circuitry for communicating with the valve controllers. The central
control unit may comprise various computing elements, such as integrated circuits,
microcontrollers, microprocessors, programmable logic devices, memory, etc, alone or in combination, to perform the operations described herein. The central control unit may also include, or be coupled with, other components, including power components such as batteries, switches, sensors, etc.

The communication circuitry may provide signals to the valve controllers 28 via hard-wired connections or one or more wireless transmitters. The communications circuitry may also include other communications components for communicating with other devices via wires, short range radio transmissions, a cellular phone network, the Internet, and/or other communication methods.

The irrigation system controller 30 may be enclosed in a waterproof housing 34 or otherwise sealed from the environment to protect electrical components that may be damaged by water, dust or sunlight. The housing 34 may be mounted anywhere near the irrigation system, such as near the pump 4 or other components of the low-volume irrigation system 10 as depicted in Fig. 2.

The graphical user interface 32 allows users to interact with the irrigation system controller 30 and create and/or modify irrigation plans for use in controlling the valves 24 as explained in more detail below. As used herein, the term "irrigation plan" encompasses any set of instructions for opening and closing the valves 24 for selected time intervals to selectively irrigate one or more of the irrigation zones 26. For example, an irrigation plan may include an irrigation start time, an irrigation stop time, an irrigation duration, a water application rate, chemical application information, or any combination thereof for one or more of the irrigation zones 26. The control system 10 implements the irrigation plans and communicates control commands to the valve controllers 28 such that the irrigation system 10 operates according to the irrigation plans without the need for a user to manually start, stop or otherwise provide manual commands to the irrigation system 12.

Aspects of the graphical user interface 32 can be implemented in hardware, software, firmware, or a combination thereof. In one exemplary embodiment, the graphical user interface 32 may be implemented in part with a computer program or programs that operate computer and communications equipment broadly referred to by the numeral 36 in Fig. 3. The exemplary computer and communications equipment 36 may include one or more host computers 38 and a plurality of electronic devices 40 that may access the host computers via a communications network 42. The computer programs and equipment illustrated and
described herein are merely examples of programs and equipment that may be used to implement embodiments of the invention and may be replaced with other programs and computer equipment without departing from the scope of the invention.

The host computers 38 may serve as repositories for data and programs used to implement certain aspects of the present invention as described in more detail below. The host computers 38 may be any computing devices such as network or server computers and may be connected to a firewall to prevent tampering with information stored on or accessible by the computers. The functionality of the host computers 38 may also be distributed in a cloud computing environment.

One of the host computers 38, may be a device that operates or hosts a website 44 accessible by at least some of the devices 40 and the irrigation system controller 30. The host computer that hosts the website includes conventional web hosting operating software, an Internet connection such as a cable connection, satellite connection, DSL converter, or ISDN converter, and is assigned a URL and corresponding domain name such as "www.lindsay.com" and/or "www.lindsay.mobi" so that the website hosted thereon can be accessed via the Internet in a conventional manner.

The host computers 38 may host and support software and services of proprietary mobile application providers such as Google, Apple, and Blackberry and/or non-proprietary or open platforms.

Although three host computers 18 are described and illustrated herein, embodiments of the invention may use any combination of host computers and/or other computers or equipment. For example, the features and services described herein may be divided between the host computers 18 or may all be implemented with only one of the host computers.

The computer and communications equipment 36 may also include or use a data interchange format device 46 for distinguishing the types of devices (e.g. mobile phone, desktop computer) that attempt to access the host computers 38 and for routing communications and requests to the host computers accordingly.

The electronic devices 40 may be used by any users wishing to view, receive, and/or provide information described herein. The electronic devices 40 may include various types of devices that can access the host computers 38 via the communications network 42. The electronic devices 40 may include, for example, one or more mobile communications devices such as wireless phones manufactured by or for Apple or Blackberry, MP3 devices, handheld
game players, or any other wireless communication device. The electronic devices 40 may also include one or more tablet, laptop, personal, or network computers.

Each electronic device 40 may include or have access to a web browser and a conventional Internet connection such as a wireless connection including a Wi-Fi connection or a 3G or 4G connection, a modem, DSL converter, or ISDN converter that permits it to access the Internet. Although Fig. 3 depicts a particular number of electronic devices 40, any number of devices may access the host computers 38.

The communications network 42 is preferably the Internet but may be any other communications network such as a local area network, a wide area network, a wireless network, or an intranet. The communications network may also be a combination of several networks. For example, the electronic devices 40 may wirelessly communicate with a computer or hub via a Wi-Fi network, which in turn is in communication with one or more of the host computers 38 via the Internet or other communication network 42.

The computer programs of the present invention are stored in or on computer-readable medium residing on or accessible by the computer and communications equipment 36 and/or the irrigation system controller 30. The computer programs preferably comprise ordered listings of executable instructions for implementing logical functions in the irrigation system controller 30, the host computers 38 and/or the devices 40. The computer programs can be embodied in any computer-readable medium for use by or in connection with an instruction execution system, apparatus, or device, such as a computer-based system, processor-containing system, or other system that can fetch the instructions from the instruction execution system, apparatus, or device, and execute the instructions. In the context of this document, a "computer-readable medium" can be any means that can contain, store, communicate, propagate or transport the program for use by or in connection with the instruction execution system, apparatus, or device. The computer-readable medium can be, for example, but is not limited to, an electronic, magnetic, optical, electromagnetic, infrared, or semi-conductor system, apparatus, device, or propagation medium. More specific, although not inclusive, examples of the computer-readable medium would include the following: an electrical connection having one or more wires, a portable computer diskette, a random access memory (RAM), a read-only memory (ROM), an erasable, programmable, read-only memory (EPROM or Flash memory), an optical fiber, and a portable compact disk read-only memory (CDROM).
The user interface 32 is preferably presented remotely from the irrigation system 12 and is accessible via a computer network such that a user may access it from any device with network access, including the desktop or laptop computers, smartphones, and computer tablet devices 40 illustrated in Fig 3. By way of example, the user interface 32 may be presented as, or as part of, a webpage defined by a hypertext markup language (HTML) document and presented according to the hypertext transfer protocol (HTTP). The user interface 32 includes the various graphical user interface elements described in detail below as well as other controls, whether mechanical or electronic, that enable the user to interact with the irrigation system controller 30.

Exemplary user interface elements are depicted in Figs. 4-22. Fig. 4 illustrates a user interface page that may list a number of irrigation plans that may be implemented by the irrigation system controller 30. A user may click-on or otherwise select one of the listed irrigation plans to view or modify it. The user interface may also include various graphical elements or icons associated with functions not relevant to the present invention.

Fig. 5 illustrates an Edit Plan page of the graphical user interface that may be displayed when a user wishes to edit an existing irrigation plan or create a new one. In accordance with one aspect of the invention, the Edit Plan page displays an irrigation zone list 100, an irrigation set list 102, and an irrigation plan field 104.

The irrigation zone list 100 contains a listing of irrigation zones of the low-volume irrigation system 12, with each of the zones being controlled by at least one of the valve controllers 28. For example, the zone list 100 may have 27 zone listings for a low-volume irrigation system with 27 valves and irrigation zones. Only six zone listings are displayed in Fig. 5, but other zone listings may be seen by operating a scroll bar.

Each zone listing in the zone list 100 is associated with a computer file, directory, or other memory element that stores data or other information for the corresponding zone. For example, the data may include information identifying the corresponding valve and/or zone, a description of the zone, the flow rate for the zone, and maximum valve run time. The information in the zone list may be obtained from any source or may be entered by a user.

The irrigation set list 102 contains a listing of irrigation sets, wherein each irrigation set contains at least one irrigation zone. For example, the first irrigation set called "Cabernet Franc" may consist of zones 12, 13, 14, 15, and 16 and the second irrigation set called "Cabernet Sauvignon" may consist of zones 1, 2, 3, and 4. Each irrigation set listing may be
expanded and modified as described below. The irrigation set list 102 also contains a "drag and drop" area 106 to which a zone listing may be dragged and dropped to create a new irrigation set listing as described in more detail below.

[042] The irrigation plan field 104 displays at least one irrigation plan that may be implemented by the irrigation system controller 30 to control operation of the valves 24. Each irrigation plan includes information for at least one irrigation zone or at least one irrigation set. In one embodiment, each irrigation plan may include a number of steps, with each step including an irrigation set, an irrigation zone, or a "special action" such as a wait or pause. For example, the irrigation plan illustrated in Fig. 5 has seven steps, with the first step consisting of the irrigation set called "Cabernet Sauvignon," the second step consisting of the irrigation set called "Merlot," the third step consisting of the irrigation set called "Pinot Noir," the fourth step consisting of a 10 minute Wait period, the fifth step consisting of the irrigation set called "Cabernet Franc," the sixth step consisting of the irrigation set called "Zinfandel," and the seventh step consisting of the irrigation set called "Touriga Nacional."

[043] The irrigation plan field 104 may also include a name field 108 for entering a name for the irrigation plan and a Run Time field 110 for indicating the accumulated run time of all the steps in the irrigation plan. The irrigation plan field 104 also contains a "drag and drop" area 112 to which a zone listing, a set listing, or a special action step may be dragged and dropped to create a new step in the irrigation plan as described in more detail below.

[044] In accordance with another important aspect of the invention, embodiments of the user interface include drag and drop functionality that permits an irrigation zone listing from the irrigation zone list 100 to be dragged and dropped into the irrigation set list 102. For example, as depicted in Figs. 6 and 7, a user may click-on or otherwise select a zone listing from the zone list 100 and drag it into the drag and drop area 106 of the irrigation set listing 102 to create a new irrigation set. Upon releasing the zone listing in the drag and drop area 106, the user interface displays a dialog box 114 depicted in Fig. 8 that permits the user to name and then save the new irrigation set. In the illustrated example, the user names the irrigation set "Cabernet Sauvignon" and then saves it so that it is listed in the irrigation set list 102 as shown in Fig. 9.

[045] The drag and drop functionality also permits a user to drag and drop an irrigation zone into an existing irrigation set listing. For example, as depicted in Figs. 10 and 11, a user may
click-on or otherwise select the listing for zone 2 from the zone list 100 and drag and drop it into the existing irrigation set listing called Cabernet Sauvignon. Upon releasing the zone listing in the existing irrigation set listing, the user interface again displays the dialog box 114 as depicted in Fig. 11 to show the zones in the irrigation set. Once the user selects the Save button in the dialog box 114, the graphical user interface shows the updated irrigation set listing as depicted in Fig. 12.

The drag and drop functionality may also permit an irrigation zone listing, an irrigation set listing, or a special action to be dragged and dropped into the irrigation plan field 104 to create a new irrigation plan or modify an existing one. For example, as shown in Figs. 13 and 14, a user may click-on or otherwise select the set listing called Sauvignon and drag and drop it to the drag and drop area 112 of the irrigation plan field 104 to create a step of a new irrigation plan. Upon releasing the irrigation set, the graphical user interface expands the dropped set listing in a dialog box 116 shown in Fig. 15 that enables the user to select the run time and/or watering depth for the irrigation set. The user may then save the irrigation set as a step in the irrigation plan, which causes the dialog box to compress as shown in Fig. 16. The graphical user interface also lists the accumulated run time of all the steps in a Run Time box as shown in Figs. 15 and 16. In alternate embodiments, other user interface methods of copying information may be used instead of the drag and drop functionality.

Similarly, a user may click-on or otherwise select a zone listing and drag and drop it to the drag and drop area 112 of the irrigation plan field 104 to create another step of the irrigation plan as depicted in Figs. 17 and 18. Again, upon releasing the zone listing, the graphical user expands the dropped listing in a dialog box 118 that enables the user to select the run time and/or watering depth for the step. The user may then save the plan step, which causes the step to compress as shown in Fig. 19 and updates the accumulated run time of all the steps in the Run Time box.

Fig. 20 shows a completed irrigation plan with seven steps and a total run time of 10 minutes and 5 seconds. A step of an irrigation plan can be expanded to view and/or modify details of the step while or after the plan is created as shown in Figs. 21 and 22.

The user interface 32 also allows a user to re-arrange the steps in an irrigation plan. For example, as shown in Fig. 23, a user may click-on or otherwise select a plan step and drag and drop it elsewhere in the irrigation plan to re-order the plan steps.
The above-described user interface 32 allows a user to quickly and easily create irrigation sets from irrigation zones and then view and/or modify the irrigation sets. The user can then drag the created irrigation sets, irrigation zone listings, and/or special action listings to a new or existing irrigation plan. These steps are intuitive and easy to implement, thus significantly reducing the time and experience needed to create custom irrigation plans.

Once an irrigation plan is created as described above, it may be pushed to or otherwise accessed by the irrigation system controller 30 and then implemented by the controller to operate the valves 24 in accordance with the irrigation plan. For example, in one embodiment, a user may access a calendar function supported by the user interface and select different irrigation plans to implement for different days of the week. The irrigation system controller may access the calendar and implement the irrigation plans as prescribed.

Although the invention has been described with reference to the exemplary embodiments illustrated in the attached drawings, it is noted that equivalents may be employed and substitutions made herein without departing from the scope of the invention as recited in the claims. For example, while the various components of the control system are illustrated and described herein as separate, interconnected components or elements, it will be appreciated that certain functions may be shared by two or more of the components. For example, the functions of the valve controllers and the irrigation system controller could be partially or completely combined and performed by one of the components. Or, the control system may be partially or completely implemented by one or more of the host computers or by circuitry or controllers associated with the irrigation system. Thus, the control system may be substantially centralized, or may be distributed across multiple systems and geographic areas.

Having thus described various embodiments of the invention, what is claimed as new and desired to be protected by Letters Patent includes the following:
CLAIMS:

1. A control system for controlling valves in an irrigation system, the control system comprising:
   a plurality of valve controllers for opening and closing the valves in the irrigation system;
   an irrigation system controller for controlling the valve controllers in accordance with an
   irrigation plan;
   a graphical user interface for allowing a user to interact with the irrigation controller and to
   create the irrigation plan, the graphical user interface comprising, on a single
   interactive page:
   an irrigation set list containing a listing of irrigation sets, each irrigation set listing
   containing information for at least one irrigation zone; and
   an irrigation plan field displaying at least one irrigation plan to be implemented by
   the irrigation system controller, the irrigation plan including information for
   at least one irrigation zone or at least one irrigation set.

2. The control system of claim 1, further comprising:
   an irrigation zone list containing a listing of irrigation zones of the irrigation system, each of
   the zones controlled by at least one of the valve controllers.

3. The control system of claim 1, further comprising:
   functionality that permits an irrigation zone listing from the irrigation zone list to be copied
   into any of the irrigation set listings in the irrigation set list; and
   functionality that permits an irrigation zone listing or an irrigation set listing to be copied
   into the irrigation plan to create irrigation steps within the irrigation plan.
4. The control system of claim 3, further comprising:
   drag and drop functionality that permits an irrigation zone listing from the irrigation zone list to be dragged and dropped into any of the irrigation set listings in the irrigation set list; and
   drag and drop functionality that permits an irrigation zone listing or an irrigation set listing to be dragged and dropped into the irrigation plan to create irrigation steps within the irrigation plan.

5. The control system of claim 1, further comprising communications equipment for communicating the irrigation plan from the graphical user interface to the irrigation system controller.

6. The control system of claim 1, further comprising communications equipment for communicating instruction in the irrigation plan from the irrigation system controller to the valve controllers.

7. The control system of claim 4, wherein the drag and drop functionality associates data for an irrigation zone listing with an irrigation set listing when the irrigation zone listing is dragged and dropped into the irrigation set listing.

8. The control system of claim 4, wherein the drag and drop functionality associates data for an irrigation zone listing with the irrigation plan when the irrigation zone listing or an irrigation set listing containing the irrigation zone listing is dragged and dropped into the irrigation plan.
9. A graphical user interface for an irrigation system controller, the graphical user interface comprising:
   an irrigation zone list containing a number of irrigation zone listings for irrigation zones controlled by the irrigation system controller;
   an irrigation set list containing a number of irrigation set listings, each irrigation set listing containing information for at least one irrigation zone;
   an irrigation plan field displaying at least one irrigation plan to be implemented by the irrigation system controller, the irrigation plan comprising information for at least one irrigation zone or at least one irrigation set;
   drag and drop functionality that permits an irrigation zone listing to be dragged and dropped into any of the irrigation set listings; and
   drag and drop functionality that permits an irrigation zone listing or an irrigation set listing to be dragged and dropped into the irrigation plan to create irrigation steps within the irrigation plan.

10. The graphical user interface of claim 9, wherein the drag and drop functionality associates data for an irrigation zone listing with an irrigation set listing when the irrigation zone listing is dragged and dropped into the irrigation set listing.

11. The graphical user interface of claim 9, wherein the drag and drop functionality associates data for an irrigation zone listing with the irrigation plan when the irrigation zone listing or an irrigation set listing containing the irrigation zone listing is dragged and dropped into the irrigation plan.
12. A computer program stored on non-transitory computer readable medium for programming a computing device to implement a graphical user interface for an irrigation system controller, the computer program comprising:

   a code segment for displaying an irrigation zone list containing a number of irrigation zone listings for irrigation zones controlled by the irrigation system controller;
   a code segment for displaying an irrigation set list containing a number of irrigation set listings, each irrigation set listing containing information for at least one irrigation zone;
   a code segment for displaying an irrigation plan field displaying at least one irrigation plan to be implemented by the irrigation system controller, the irrigation plan comprising information for at least one irrigation zone or at least one irrigation set;
   a code segment for implementing drag and drop functionality that permits an irrigation zone listing to be dragged and dropped into any of the irrigation set listings; and
   a code segment for implementing drag and drop functionality that permits an irrigation zone listing or an irrigation set listing to be dragged and dropped into the irrigation plan to create irrigation steps within the irrigation plan.

13. The computer program of claim 12, wherein the drag and drop functionality associates data for an irrigation zone listing with an irrigation set listing when the irrigation zone listing is dragged and dropped into the irrigation set listing.

14. The computer program of claim 12, wherein the drag and drop functionality associates data for an irrigation zone listing with the irrigation plan when the irrigation zone listing or an irrigation set listing containing the irrigation zone listing is dragged and dropped into the irrigation plan.
15. A control system for controlling valves in an irrigation system, the control system comprising:

a plurality of valve controllers for opening and closing the valves in the irrigation system;
an irrigation system controller for controlling the valve controllers in accordance with an irrigation plan;
a graphical user interface for allowing a user to interact with the irrigation controller and to create the irrigation plan, the graphical user interface comprising:
an irrigation zone list containing a listing of irrigation zones of the irrigation system, each of the zones controlled by at least one of the valve controllers;
an irrigation set list containing a listing of irrigation sets, each irrigation set listing containing information for at least one irrigation zone;
an irrigation plan field displaying at least one irrigation plan to be implemented by the irrigation system controller, the irrigation plan including information for at least one irrigation zone or at least one irrigation set;
functionality that permits an irrigation zone listing from the irrigation zone list to be copied into any of the irrigation set listings in the irrigation set list; and
functionality that permits an irrigation zone listing or an irrigation set listing to be copied into the irrigation plan to create irrigation steps within the irrigation plan.

16. The control system of claim 15, further comprising:
drag and drop functionality that permits an irrigation zone listing from the irrigation zone list to be dragged and dropped into any of the irrigation set listings in the irrigation set list; and
drag and drop functionality that permits an irrigation zone listing or an irrigation set listing to be dragged and dropped into the irrigation plan to create irrigation steps within the irrigation plan.
Fig. 1.
Fig. 5.
Fig. 6.
Fig. 7.
Fig. 12.
Fig. 15.
Fig. 18.
Fig. 19.
### S-1 13 Drip
Drip Controller

#### Dashboard
- Filter Zones and Sets
- Special Actions
  - Wait

#### Related equipment
- Zones
  - Cabernet Franc
    - Sets
      - 12, 13, 14, 15, 16
  - Cabernet Sauvignon
    - Sets
      - 1, 2, 3, 4
  - Merlot
    - Sets
      - 8, 9, 10, 11
  - Pinot Noir
    - Sets
      - 5, 6, 7
  - Touriga Nacional
    - Sets
      - 21, 22, 23, 24, 25, 26, 27
  - Zinfandel
    - Sets
      - 17, 18, 19, 20

#### Logs
- Cabernet Sauvignon
  - Duration: 2:29
  - Depth: 1.00
- Merlot
  - Duration: 1:14
  - Depth: 0.50
- Pinot Noir
  - Duration: 1:52
  - Depth: 0.75
- Zinfandel
  - Duration: 0:10
  - Depth: 0.50
- Touriga Nacional
  - Duration: 2:29
  - Depth: 1.00

#### Reports
- To create a Set drag Zones here
- Zone 1 Name (1)
- Zone 2 Name (2)
- Zone 3 Name (3)
- Zone 4 Name (4)
- Zone 5 Name (5)
- To create a Plan Step drag Zones, Sets, or Special Actions here.

**Fig. 20.**
S-1 13 Drip
Drip Controller

Dashboard
Related equipment:
Zones
Plans
Schedule
Properties
Logs
Tools
Reports

Filter Zones and Sets
Special Actions
Wall

New Plan Name
Run Time
Save... duplicate click

2 Merlot
8, 9, 10, 11
Duration
1.14
Depth
0.50

3 Pinot Noir
5, 6, 7
Duration
1.52
Depth
0.35

4 Cabernet Sauvignon
1, 2, 3, 4
Duration
2.29
Depth
1.00

5 Cabernet Franc
12, 13, 14, 15, 16
Duration
1.14
Depth
0.50

6 Zinfandel
17, 18, 19, 20
Duration
2.29
Depth
1.00

7 Touriga Nacional
21, 22, 23, 24, 25, 26, 27
Duration
0.37
Depth
0.25

To create a Plan Step drag Zones here.

Fig. 23.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
A01G 25/16(2006.01)i, A01G 25/02(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
A01G 25/16; G05D 7/00; G06F 3/048; G05B 15/00; G05D 11/00; G05B 11/01; B05B 3/18; A01G 25/02

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
eKOMPASS(KIPO internal) & keywords: irrigation, controller, valve, graphical user interface, program, code segment

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2006-0122735 A1 (GOLDBERG, A. M. et al.) 8 June 2006 See paragraphs [0006], [0034] and [0042]; claims 1-22; figures 1-19.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 2006-0293797 A1 (WEILER, S. W.) 28 December 2006 See claims 1-3, 10 and 15; figures 1A-11.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 7584023 B1 (PALMER, D. et al.) 1 September 2009 See claims 1-9; figures 3-9.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 2012-0254784 A1 (VANDER GRIEND, L. et al.) 4 October 2012 See abstract; claims 1-10; figures 1-5B.</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>US 2006-0091245 A (IVANS, N.) 4 May 2006 See abstract; claims 1-15; figure 3.</td>
<td>1-16</td>
</tr>
</tbody>
</table>

Date of the actual completion of the international search
14 July 2014 (14.07.2014)

Date of mailing of the international search report
14 July 2014 (14.07.2014)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongna-ro, Seo-gu, Daejeon Metropolitan City, 302-701, Republic of Korea
Facsimile No. +82-42-472-7140

Authorized officer
PARK, Yeong Gwan
Telephone No. +82-42-481-8147

Form PCT/ISA/210 (second sheet) (July 2009)
### INTERNATIONAL SEARCH REPORT

Information on patent family members

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US 7010395 Bl</td>
<td>07/03/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2612575 Al</td>
<td>28/12/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1899780 A2</td>
<td>19/03/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1899780 A4</td>
<td>08/06/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013-0197701 Al</td>
<td>01/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8160750 B2</td>
<td>17/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8706307 B2</td>
<td>22/04/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2006-138591 A2</td>
<td>28/12/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2006-138591 A3</td>
<td>12/04/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2006-138591 A9</td>
<td>22/02/2007</td>
</tr>
<tr>
<td>US 7584023 Bl</td>
<td>01/09/2009</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>US 2012-0254784 Al</td>
<td>04/10/2012</td>
<td>AU 2012-201452 Al</td>
<td>18/10/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2509036 Al</td>
<td>10/10/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005-0156067 Al</td>
<td>21/07/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005-0156068 Al</td>
<td>21/07/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006-0102734 Al</td>
<td>18/05/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006-0102739 Al</td>
<td>18/05/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006-0131441 Al</td>
<td>22/06/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006-0131442 Al</td>
<td>22/06/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7191955 B2</td>
<td>20/03/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7349763 B2</td>
<td>25/03/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7458521 B2</td>
<td>02/12/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7708206 B2</td>
<td>04/05/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7822511 B2</td>
<td>26/10/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8443822 B2</td>
<td>21/05/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2005-069988 A2</td>
<td>04/08/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2005-069988 A3</td>
<td>19/01/2006</td>
</tr>
</tbody>
</table>

FormPCT/ISA/210 (patent family annex) (July 2009)