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COOLING DEVICE AND ELECTRONIC 
APPARATUS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is based upon and claims the ben 
efit of priority from Japanese Patent Application No. 2005 
193139, filed Jun. 30, 2005, the entire contents of which are 
incorporated herein by reference. 

BACKGROUND 

0002 1. Field 
0003. One embodiment of the present invention relates to 
a cooling device for cooling a plurality of heating elements. 
Another embodiment of the present invention relates to an 
electronic apparatus equipped with the cooling device. 
0004 2. Description of the Related Art 
0005. An electronic apparatus, including a portable com 
puter, has a plurality of heating elements such as a CPU and 
a VGA (Video Graphics Array). 
0006. The amount of heat originating from the CPU and 
the VGA increases in accordance with an increase in the 
processing speed of the CPU and the VGA or as the CPU and 
the VGA become multifunctional. As the amount of heat 
increases, the CPU and VGA operate less efficiently or 
become inoperative. 
0007 As a cooling device that cools a plurality of heating 
elements, there has been proposed a structure that is used 
commonly for the heating elements and has a passage ther 
mally connected to respective heating elements. Coolant cir 
culates through the passage. Since the passage is used com 
monly among the plurality of heating elements, the number of 
parts of the cooling device is reduced, thereby simplifying the 
structure of the cooling device (see, e.g., JP-A-2001-68887). 
0008 Meanwhile, an electronic apparatus is tend to be 
slimmed down. In accordance with slimming down, a cooling 
device for cooling a heating element, such as a CPU, is also 
tend to be made slim. As a measure for slimming the cooling 
device, a passage through which a coolant flows has been 
formed thin. 
0009. In order to prevent reduction in the strength of the 
passage, which would otherwise be caused by slimming 
down, a multi-hole pipe having a plurality of holes is adopted 
for the passage. Since partition walls that partition the holes 
function as columns, the required strength of the multi-hole 
pipe is ensured. 
0010. The multi-hole pipe of this type is formed by means 

of, e.g., extrusion molding (see, e.g., JP-A-2000-193385). 
0011 Alternatively, the multi-hole pipe of this type has a 
structure having a first plate-like body whose one surface has 
a plurality of protruding sections, and a second plate-like 
body having recessed sections to fit the protruding sections. 
By means of the protruding sections of the first plate-like 
body fitting the recessed sections of the second plate-like 
body, the protruding sections and the recessed sections con 
stitute partition walls, to thus form a plurality of holes (see, 
e.g., JP-A-2005-7459). The first and second plate-like bodies 
disclosed in JP-A-2005-7459 are formed by means of rolling. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

0012. A general architecture that implements the various 
feature of the invention will now be described with reference 
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to the drawings. The drawings and the associated descriptions 
are provided to illustrate embodiments of the invention and 
not to limit the scope of the invention. 
0013 FIG. 1 is an exemplary perspective view of a por 
table computer according to a first embodiment of the present 
invention; 
0014 FIG. 2 is an exemplary plan view of the inside of a 
computer main body shown in FIG. 1 when viewed from 
above; 
0015 FIG. 3 is an exemplary plan view of an area indi 
cated by reference symbol F3 shown in FIG. 2 when viewed 
from below: 
0016 FIG. 4 is an exemplary perspective view showing a 
spatial relationship among a cooling device, a printed board 
and first to third heating elements, all of which are shown in 
FIG. 3, and an exploded state of these elements; 
0017 FIG. 5 is an exemplary perspective view showing an 
exploded state of a heat transfer member shown in FIG. 4; 
0018 FIG. 6 is an exemplary perspective view showing 
that a fin and a pump, both of which are shown in FIG. 4, are 
connected to the heat transfer member; 
0019 FIG. 7 is an exemplary cross-sectional view taken 
along line F7-F7 shown in FIG. 5; 
0020 FIG. 8 is an exemplary cross-sectional view taken 
along line F8-F8 shown in FIG. 2; 
0021 FIG. 9 is an exemplary cross-sectional view taken 
along line F9-F9 shown in FIG. 2: 
0022 FIG. 10 is an exemplary perspective view of a first 
plate member of a cooling device of a portable computer 
according to a second embodiment of the present invention; 
0023 FIG. 11 is an exemplary plan view showing a por 
tion of a passage section shown in FIG. 10; 
0024 FIG. 12 is an exemplary plan view showing a por 
tion of a passage section of a cooling device of a portable 
computer according to a third embodiment of the present 
invention; 
0025 FIG. 13 is an exemplary cross-sectional view show 
ing a structure for attaching a pump to a heat transfer member, 
both of which belong to a portable computer according to a 
fourth embodiment of the present invention; 
0026 FIG. 14 is an exemplary cross-sectional view of the 
heat transfer member of a cooling device in the portable 
computer according to the fourth embodiment of the present 
invention; and 
0027 FIG. 15 is an exemplary cross-sectional view show 
ing a position in a heat transfer member of a cooling device of 
a portable computer according to a fifth embodiment of the 
present invention, wherein the position avoids first to third 
heating elements. 

DETAILED DESCRIPTION 

0028. Various embodiments according to the invention 
will be described below in detail with reference to the draw 
ings. In general, according to one embodiment of the inven 
tion, a cooling device includes: a heat transfer unit thermally 
connected to a mounted first heating element and a mounted 
second heating element whose mounted height is higher than 
that of the first heating element, the heat transfer unit includ 
ing a passage through which a coolant circulates, a heat 
receiving section having a first portion thermally connected to 
the first heating element and a second portion thermally con 
nected to the second heating element, a heat-sinking section 
that dissipates heat received by the heat-receiving section, a 
first plate member in which is formed a first groove corre 
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sponding to the passages and a second plate member that 
covers the first groove, wherein the heat-receiving section is 
formed at least one of the first and second plate members. 
0029. By means of taking a portable computer 10 as an 
example, an electronic apparatus according to a first embodi 
ment of the present invention will be described with reference 
to FIGS. 1 through9. 
0030 FIG. 1 shows a portable computer 10. As shown in 
FIG. 1, the portable computer 10 has a computer main body 
20 and a display unit 50. 
0031. The computer main body 20 has a first casing 21. 
The first casing 21 assumes the shape of an essentially oblate 
box. The first casing 21 has a bottom wall 21a, an upper wall 
21b, a front wall 21c, a rear wall 21d, a left side wall 21e, and 
a right side wall 21f. 
0032. The upper wall 21b supports a keyboard 22. The 
front wall 21c, the left side wall 21e, the right side wall 21f. 
and the rear wall 21d constitute a circumferential wall that 
extends in the circumferential direction of the first casing 21. 
0033 FIG. 2 shows a view in which the upper wall 21b of 
the computer main body 20 is cut away. FIG. 2 shows the 
inside of the computer main body 20 when viewed from 
above. As shown in FIG. 2, a printed circuit board 23 is 
housed in the first casing 21. 
0034 FIG.3 is an exemplary plan view of a vicinity of the 
printed circuit board 23, the area being enclosed with refer 
ence symbol F3 in FIG. 2, when viewed from below. As 
shown in FIG. 3, first through third heating elements 30, 31, 
32, e.g., a CPU and a VGA (Video Graphics Array), are 
mounted on the lower surface of the printed circuit board 23. 
0035. The first through third heating elements 31, 32, and 
33 are arranged in a Substantially linear pattern in, e.g., direc 
tion A denoted by the arrow in the drawing. Direction A 
extends in, e.g., the longitudinal direction of the computer 
main body 20. 
0036. As shown in FIG. 1, the display unit 50 has a second 
casing 51 and a liquid-crystal display panel 52. The liquid 
crystal display panel 52 is housed in the second casing 51. The 
liquid-crystal display panel 52 has a screen 52a for displaying 
an image. The screen 52a is exposed outside of the second 
casing 51 through an aperture section 51a formed in the front 
of the second casing 51. 
0037. The second casing 51 can pivot between a closed 
position where the second casing 51 lies on the computer 
main body 20 and an open position where the second casing 
51 stands relative to the computer main body 20 such that the 
keyboard 22 and the screen 52a are exposed. The second 
casing 51 is joined to the first casing 21 by means of a shaft 53. 
0038. The portable computer 10 has a cooling device 60 
for cooling the first through third heating elements 30, 31, and 
32. As shown in FIGS. 2 and 3, the cooling device 60 is 
disposed in the vicinity of the first through third heating 
elements 30, 31, and 32 within the computer main body 20. 
0039. The cooling device 60 has a heat transfer member 
70, a fin 80, a fan 90, and a pump 100. In the present invention, 
the heat transfer member is an example of a heat transfer unit. 
0040 FIG. 4 is a perspective view showing the relation 
ship of relative arrangement among the cooling device 60, the 
printed circuit board 23, and the first through third heating 
elements 30 to 32, as well as showing an exploded state of 
these elements. As shown in FIG. 4, the heat transfer member 
70 assumes an essentially-L-shaped form having a linear 
section 71 opposing the first and second heating elements 30, 
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31. The third heating element 32 opposes the position which 
is slightly deviated from the linear section 71 in the heat 
transfer member 70. 
0041. Put another way, the heat transfer member 70 is 
formed into a Substantially-L-shaped form in consideration of 
the arrangement of the first through third heating elements 30 
to 32. 

0042. The heat transfer member 70 has a first plate mem 
ber 72 and a second plate member 73. FIG. 5 shows an 
exploded state of the heat transfer member 70. The heat 
transfer member 70 is formed by stacking the first plate mem 
ber 72 and the second plate member 73 one on top of the other. 
In the drawing, the first plate member 72 is located in a lower 
position. In the drawing, the second plate member 73 is situ 
ated in an upper position. 
0043. As shown in FIG. 5, the first and second plate mem 
bers 72, 73 are formed so as to correspond to the shape of the 
heat transfer member 70. Consequently, the first and second 
plate members 72, 73 are substantially of the same shape 
when viewed from above. As mentioned above, the first and 
second plate members 72, 73 are in the form of a substantial 
L shape. The thickness of the first plate member 72 is sub 
stantially uniform. The thickness of the first plate member 72 
is, e.g., 0.1 mm or thereabouts. The thickness of the second 
plate member 73 is substantially uniform. The thickness of 
the second plate member 73 is, e.g., about 0.4 mm. Therefore, 
the thickness of the heat transfer member 70 is about 0.5 mm. 
0044. The heat transfer member 70 has a first heat-receiv 
ing section 74, a second heat-receiving section 75, a third 
heat-receiving section 76, a heat-sinking section 77, a pump 
mount Section 78, and a passage 110. 
0045. The first heat-receiving section 74 is thermally con 
nected to the first heating element 30. The second heat-re 
ceiving section 75 is thermally connected to the second heat 
ing element 31. The third heat-receiving section 76 is 
thermally connected to the third heating element 32. 
0046. As indicated by a two-dot chain line in FIG. 4, the 

first through third heat-receiving sections 74 to 76 are formed 
in areas of the heat transfer member 70 which oppose the 
corresponding first through third heating elements 30 to 32. 
0047. In the embodiment, the first through third heating 
elements 30 to 32 are mounted on a lower surface 23a of the 
printed circuit board 23. The heat transfer member 70 is 
placed beneath the first through third heating elements 30 to 
32. Consequently, the first through third heat-receiving sec 
tions 74 to 76 are formed in the second plate member 73. 
0048. As will be described later, the first and second plate 
members 72, 73 constitute the form of a multi-hole pipe 
having a plurality of passage sections 110a. Accordingly, the 
first through third heat-receiving sections 74 to 76 have an 
area where the heat-receiving sections are sufficiently ther 
mally connected to the corresponding first through third heat 
ing elements 30 to 32. In short, the respective heat-receiving 
sections are formed so as to correspond to the shapes of the 
heating elements. 
0049. As shown in FIG. 4, the heat-sinking section 77 is a 
portion of the heat transfer member 70 to which the fin 80 to 
be described later is thermally connected. The heat-sinking 
section 77 is formed so as to correspond to the fin 80. 
0050 FIG. 6 shows that the fin 80 is thermally connected 
to the heat transfer member 70. As shown in FIGS. 4 and 6, the 
heat-sinking section 77 is formed at a position in the heat 
transfer member 70 opposite the linear section 71. The heat 
sinking section 77 extends in, e.g., a direction which is essen 
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tially orthogonal to the linear section 71. The heat-sinking 
section 77 is formed in the second plate member 73. 
0051. As shown in FIG. 6, the pump mount section 78 is 
formed at a location in the first plate member 72 adjacent to 
the heat-sinking section 77. A pump 100, which will be 
described later, is fixed to the pump mount section 78. 
0052. The passage 110 is formed between the first plate 
member 72 and the second plate member 73. As shown in 
FIG. 5, in the present embodiment, grooves 111 correspond 
ing to the passages 110 are formed in a portion of the first plate 
member 72 contacting the second plate member 73; namely, 
the surface of the first plate member 72 contacting the second 
plate member 73. The grooves 111 are closed by the second 
plate member 73 in a fluid-tight manner. Namely, the flow 
passages are formed by means of closing the grooves 111 
with the second plate member 73 in a fluid-tight manner. The 
grooves 111 are formed by means of, e.g., etching. The depth 
of the groove 111 is, e.g., about 0.3 mm. 
0053. The plural grooves 111 are thus formed. The 
grooves 111 extend in the same direction while being 
arranged in parallel to each other. The grooves 111 are formed 
in the number of, e.g., three. FIG. 7 is a cross-sectional profile 
taken along line F7-F7 in FIG. 5. As shown in FIG. 7, the 
passage 110 has the passage sections 110a corresponding to 
the respective grooves 111. Specifically, the first and second 
plate members 72, 73 form a multi-hole pipe having a plural 
ity of passage sections 110a. 
0054 As shown in FIG. 5, the passage 110 has a first end 
section 112 and a second end section 113. The first end 
section 112 is located in the vicinity of the heat-sinking sec 
tion 77. The second end section 113 is located in the vicinity 
of the pump mount section 78. 
0055. Each of the first and second end sections 112, 113 is 
a location on which the passage sections 110a concentrate. 
The grooves 111 concentrate on a point in the vicinity of the 
heat-sinking section 77 and another point in the vicinity of the 
pump mount section 78. 
0056. The passage 110 is formed so as to pass through the 

first through the third heat-receiving sections 74 to 76, and the 
respective grooves 111 are formed so as to pass through the 
first through third heat-receiving sections 74 to 76. 
0057 The layout of the grooves will be described specifi 
cally. The adjacent first and second heat-receiving sections 
74, 75 are formed along the passage 110 in the linear section 
71 of the heat transfer member 70. Therefore, in the present 
embodiment, the linear section 71 is an area where two or 
more adjacent heat-receiving sections are provided along the 
passage. 

0058. The grooves 111 are folded at the extremities of the 
linear section 71. As a result of the passages 110 being folded 
within the linear section 71, first portions 114 and second 
portions 115, where flowing directions of the passage 110 
differ from each other, are present in the linear section 71. 
0059. In the first portions 114, coolant flows from the 
second heat-receiving section 75 to the first heat-receiving 
section 74. In the second portions 115, coolant flows from the 
first heat-receiving section 74 to the second heat-receiving 
section 75. In the present embodiment, the flowing direction 
of the first portions 114 is opposite the flowing direction of the 
second portions 115. 
0060 Cutouts or holes, which penetrate through the first 
and second plate members 72,73, are not formed in the areas 
of the first and second plate members 72, 73 where the linear 
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section 71 is formed. In the first and second plate members 72, 
73, the areas where the linear section 71 is to be formed are 
continuous. 
0061. As shown in FIG. 7, the first portions 114 and the 
second portions 115 are adjacent to each other. 
0062. As shown in FIG. 5, a through hole 116 is formed in 
the vicinity of the heat-sinking section 77 of the heat transfer 
member 70. The through hole 116 penetrates through the first 
and second plate members 72, 73. By means of the through 
hole 116, an upstream portion of the passage 110 with respect 
to the heat-sinking section 77 and a downstream portion of the 
passage 110 with respect to the same are separated from each 
other. 
0063 Consequently, transfer of heat between the 
upstream portion of the passage and the downstream portion 
of the same relative to the heat-sinking section 77, which is 
performed by way of the first and second plate members 72, 
73, is suppressed in the vicinity of the heat-sinking section 77. 
0064 Vertical walls 117 are formed in the groove 111 
within areas corresponding to the first and third heat-receiv 
ing sections 74, 76. The vertical walls 117 extend along the 
groove 111. The vertical walls 117 are formed in consider 
ation of maintaining continuous flow of coolant. The Vertical 
walls 117 are formed integrally with, e.g., the first plate 
member 72. The vertical walls 117 have a height such that 
they abut the second plate member 73. 
0065. Since the vertical walls 117 serve as reinforcing 
materials, the rigidity of the first and third heat-receiving 
sections 74, 76 is enhanced. The vertical walls 117 may also 
be formed in areas of the grooves 111 corresponding to the 
second heat-receiving section 75. 
0066. In the heat transfer member 70 formed as described 
above, the first and second plate members 72, 73 are prefer 
ably affixed to each other by means of ordinary temperature 
bonding. As a result of the first and second plate members 
being Subjected to ordinary temperature bonding, a brazing 
filler material is not required, thereby preventing an increase 
in the thickness of the heat transfer member 70. Moreover, 
even when the first plate member 72 and the second plate 
member 73 are very thin, they can be bonded together. 
0067 Incidentally, the ordinary temperature bonding is a 
method consisting of cleaning a face of the first plate member 
72 and a face of the second plate member 73, which are to be 
bonded together, and applying pressure to the faces in a 
vacuum, to thus bond the faces together. 
0068. However, the method for bonding the first and sec 
ond plate members 72, 73 is not limited to the ordinary 
temperature bonding. For instance, the first and second plate 
members 72, 73 may be bonded together in a fluid-tight 
manner by means of brazing as in the case of Soldering. 
0069. The elastic modulus of the heat transfer member 70 

is preferably 20000 or less. Accordingly, the heat transfer 
member 70 possesses comparatively high flexibility. 
(007) The air-tightness of the passage 100 is preferably 
10E Pam/S or less as determined by an He leak vacuum 
method. The thickness of the heat transfer member 70 is 
preferably 0.2 mm to 0.8 mm. In the present embodiment, the 
thickness of the heat transfer member 70 is about 0.5 mm. 
Liquid coolant. Such as water, alcohol, ammonium, CFC, or a 
CFC substitute, is contained, in the passage 110, in the pro 
portion of 30 to 70% of the volume of the passage 110. 
0071. The fin 80 is an example heat-sinking member. The 
fin 80 is thermally connected to the heat-sinking section 77 of 
the heat transfer member 70. FIG. 6 shows that the fin 80 is 
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thermally connected to the heat transfer member 70. As 
shown in FIG. 4, the area of the printed circuit board 23 
corresponding to the fin 80 is cut out. 
0072. The fin 80 has a fin main body 81 and a plurality of 
fin members 82. 
0073. The layout of the heat transfer member 70 in the 
computer main body 20 will now be described. As shown in 
FIG. 3, the heat transfer member 70 is arranged in such a 
manner that the linear section 71, for instance, is aligned in 
the front-rear direction of the computer main body 20 and that 
the heat-sinking section 77 is aligned along the widthwise 
direction of the computer main body 20. Moreover, the heat 
transfer member 70 is arranged in such a manner that the 
heat-sinking section 77 is situated in the vicinity of the rear 
wall 21d of the first casing 21; e.g., at a position immediately 
before the rear wall 21d. 
0074. A plurality of vent holes 83 are formed at a position 
in the rear wall 21d of the computer main body 20, the 
position being opposite the heat-sinking section 77. 
0075. The fin main body 81 assumes, e.g., a tubular shape 
having an essentially rectangular cross-sectional profile. The 
fin members 82 are provided in the fin main body 81. The 
respective fin members 82 extend in a direction extending 
from one opening of the fin main body 81 to the other opening 
thereof. A gap is defined between the fin members 82, and 
allows a gas, Such as air, to pass through the inside of the fin 
80. 

0076. In consideration of the layout of the heat transfer 
member 70, the fin 80 is arranged such that the opening of the 
fin main body 81 opposes the vent holes 83 formed in the rear 
wall 21d of the first casing 21. 
0077. The fin main body 81 and the heat transfer member 
70 are thermally connected together by means of an unillus 
trated cooling sheet. The heat of the coolant in the passage 
110 is transmitted to the fin 80 in the heat-sinking section 77. 
0078. As shown in FIG. 6, the pump 100 is fastened to the 
pump mount section 78. As shown in FIG. 4, the area of the 
printed circuit board 23 corresponding to the pump 100 is cut 
out. The pump 100 has a pump main body 101, a coolant 
inlet/outlet section 102, and a screw plate 103. 
007.9 The pump main body 101 has an unillustrated 
impeller and a drive section for driving the impeller. The 
coolant inlet/outlet section 102 is mounted to the pump main 
body 101 and draws coolant or discharges the thus-drawn 
coolant upon receipt of driving force from the pump main 
body 101. 
0080 A structure for fastening the pump 100 to the pump 
mount section 78 will now be described. FIG. 8 is a cross 
sectional view taken along F8-F8 line in FIG. 2. FIG.8 shows 
a cross-section of the coolant inlet/outlet section 102 and that 
of the pump mount section 78 and shows the structure for 
fastening the pump 100 to the pump mount section 78. 
0081. As shown in FIG. 8, the coolant inlet/outlet section 
102 has a main body 104, an inlet port 105, an outlet port 106, 
and a flange section 107. 
0082. A first passage 104a which draws coolant inside 
upon receipt of driving force from the pump main body 101 
and a second passage 104b which guides the coolant to the 
outside are provided in the main body 104. 
I0083. The inlet port 105 is provided at the extremity of the 
first passage 104a, and draws coolant into the first passage 
104a. The outlet port 106 is provided at the extremity of the 
second passage 104b, and discharges the coolant in the sec 
ond passage 104b to the outside. 
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I0084. As shown in FIGS. 5 and 6, a first through hole 78a 
communicating with the inlet port 105 and a second through 
hole 78b communicating with the outlet port 106 are formed 
in the pump mount section 78. As illustrated, the first through 
hole 78a opposes the first end section 112. The second 
through hole 78b opposes the second end section 113. 
I0085. The portion of the groove 111 opposing the first end 
section 112 and the portion of the groove 111 opposing the 
second end section 113 are formed in consideration of oppos 
ing the inlet port 105 and the outlet port 106, respectively. 
0086. As mentioned above, the first end section 112 and 
the second end section 113 are in mutual communication with 
each other by way of the pump 100. In short, an annular 
passage is formed by means of the passage 110 and the pump 
1OO. 
I0087. As shown in FIG. 8, the inlet port 105 is formed so 
as to become smaller than the first through hole 78a. A brim 
portion 105a of the inlet port 105 extends toward the pump 
mount section 78 so as to be accommodated in the first 
through hole 78a while the pump 100 is placed on the pump 
mount section 78. As a result of the brim section 105a extend 
ing until it is inserted into the first through hole 78a, the pump 
100 is positioned to the heat transfer member 70 when the 
pump 100 is fastened thereto. 
I0088. Likewise, the outlet port 106 is formed so as to 
become smaller than the second through hole 78b. A brim 
section 106a of the outlet port 106 extends toward the pump 
mount section 78 so as to be inserted in the second through 
hole 78b while the pump 100 is fastened to the pump mount 
Section 78. 
I0089. A seal accommodation groove 104d is formed in 
areas of a bottom wall 104c of the main body 104, which are 
located around the inlet port 105 and the outlet port 106. An 
O-ring 108 is accommodated in the seal accommodation 
groove 104d. When the pump 100 is fastened to the pump 
mount section 78, the inlet port 105 is sealed by an O-ring 108 
in a fluid-tight manner. Likewise, the outlet port 106 is sealed 
in a fluid-tight manner. 
(0090. The flange section 107 is formed on both ends of an 
area of the bottom wall 104c of the main body 104, where the 
inlet port 105 and the outlet port 106 are interposed between 
the flange sections, and extends to the outside. The respective 
flange sections 107 oppose the outside rather than the passage 
110 in the heat transfer member 70. 
0091. A screw insert hole 107a is formed in each of the 
flange sections 107. The screw insert hole 107a penetrates 
through the corresponding flange section 107. 
0092. As shown in FIGS.5 and 6, a screw insert hole 107b 

is formed in an area of the heat transfer member 70 opposing 
the screw insert hole 107a. Namely, the screw hole 107b is 
formed in the first and second plate member 72, 73. 
(0093. The screw insert hole 107a formed in the flange 
section 107 and the screw insert hole 107b formed in the heat 
transfer member 70 are in mutual communication. 
0094. The screw plate 103 is disposed opposite the pump 
100 with the heat transfer member 70 interposed therebe 
tween. The screw plate 103 has a width corresponding to the 
pump mount section 78. The screw holes 103a are formed at 
positions of the screw plate 103 corresponding to the insert 
holes 107a, 107b. A female thread is formed on an interior 
wall of the screw hole 103a. 
0.095 By means of the pump mount structure formed as 
mentioned above, the pump 100 is fastened to the heat trans 
fer member 70 as will be described below. 
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0096 First, the coolant inlet/discharge section 102 is 
placed on the pump mount section 78. The brim section 105a 
of the inlet port 105 is inserted into the first insert hole 78a. 
The brim section 106a of the outlet port 106 is inserted into 
the second through hole 78b. 
0097. Next, the screw plate 103 is provided. Screws 109 
are inserted into the respective screw insert holes 107a, 107b. 
The screws 109 are screw-engaged with the screw holes 103a 
formed in the screw plate 103. The screws 109 are fastened 
until the O-rings 108 function. In this way, the pump 100 is 
fastened to the heat transfer member 70. 
0098. As shown in FIGS. 2, 3, and 4, the fan 90 is disposed 
opposite the fin&0. As shown in FIG.4, the fan 90 is placed on 
the side of the heat transfer member 70 where the fin 80 is 
fastened; namely, on the upper side of the second plate mem 
ber 73. Specifically, the fan 90 is disposed on the upper side of 
the second plate member 73. An area in the printed circuit 
board 23, which corresponds to the fan 90, is cut out. 
0099 FIG. 9 is a cross-sectional profile taken along line 
F9-F9 shown in FIG. 2. FIG. 9 shows a vertical layout rela 
tionship among the first through third heating elements 30 to 
32; the printed circuit board 23; and the cooling device 60. 
0100. As shown in FIG.9, in the present embodiment, the 
fan 90 is fastened to the first casing 21 by use of, e.g. t screws 
91. Specifically, a boss section 92 protruding toward the fan 
90 is formed on the bottom wall of the first casing 21. Through 
holes through which the screws 91 penetrate are formed in the 
fan 90. After having penetrated through the through hole of 
the fan 90, the screws 91 are screw-engaged with the boss 
section 92. Thereby, the fan 90 is fastened to the first casing 
21. However, an object to which the fan 90 is to be fastened is 
not limited to the first casing. For instance, the fan 90 may be 
fastened to the heat transfer member 70. 
0101. As shown in FIG.4, the fan 90 has a fan main body 
93, an impeller 95 housed in the fan main body 90, and the 
like. An inlet port 96 is formed in an upper wall 90a and a 
lower all 90b of the fan main body 93. The fan main body 93 
draws ambient air inside through the inlet port 96. The lower 
wall 90b of the fan main body 93 opposes the second plate 
member 73 of the heat transfer member 70. As indicated by a 
chain double-dashed line, the inlet port 96 formed in the lower 
wall 90b of the fan main body 93 opposes the second plate 
member 73. Therefore, the air to be drawn into the air inlet 
port 96 formed in the lower wall 90b comes into contact with 
the heat transfer member 70 before reaching the inlet port 96. 
0102) An outlet port 97 is formed in the fan main body 93. 
The outlet port 97 is communicating with the outside and with 
the inside of the fan main body 93. The outlet port 97 is 
formed so as to oppose the fin 80. Therefore, the air drawn by 
way of the inlet port 96 is discharged toward the fin 80 by way 
of the outlet port 97. The thus-discharged air escapes to the 
outside of the computer main body 20 by way of the vent 
holes 83 formed in the rear wall 21d of the first casing 21. 
0103) The structure for connecting the first to third heat 
receiving sections 74 to 76 with the first to third heating 
elements 30 to 32 will now be described. 

0104. As shown in FIG.9, each of the first to third heat 
receiving sections 74 to 76 is thermally connected to the 
corresponding first to third heating element 30 to 32 by use of 
a leaf spring 120 and screws 122. 
0105. The structure for connecting the second heat-receiv 
ing section 75 with the second heating element 31 and the 
structure for connecting the third heat-receiving section 76 
with the third heating element 32 may be the same as the 
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structure for connecting the first heat-receiving section 74 
with the first heating element 30. Therefore, the structure for 
connecting the first heat-receiving section 74 to the first heat 
ing element 30 will be described as a typical example. 
0106 The leaf spring 120 has, e.g., a pair of vertical wall 
sections 123 and a spring section 124. The spring section 124 
is provided between the extremities of the vertical wall sec 
tions 123. The respective vertical wall sections 123 and the 
spring section 124 are formed, e.g. in an integrated fashion. 
0107 The spring section 124 deforms so as to protrude in, 
e.g., the shape of a circular arc, in a direction in which the 
vertical wall sections 123 extend. Flange sections 125, which 
extend outside, are formed at the other ends of the respective 
vertical wall sections 123. Screw holes 126 are formed in the 
respective flange sections 125. A female thread is formed in 
each of the screw holes 126. 
0.108 Grease 127 is applied over the surfaces of the first 
through third heating elements 30 to 32 in order to enhance 
thermal connection. 
0109 As a result of having been deformed, the first heat 
receiving section 74 is pressed against the first heating ele 
ment 30. In this state, the leaf spring 120, the first heat 
receiving section 74, and the first heating element 30 are 
assembled. Specifically, the leafspring 120 is placed such that 
the first heating element 30 and the first heat-receiving section 
74 are situated between the vertical wall sections 123. At this 
time, the spring section 124 comes into contact with the first 
heat-receiving section 74. The flange sections 125 are 
brought into contact with the lower surface 23a of the printed 
circuit board 23. The spring section 124 is adjusted so as to 
become deformed when the flange sections 125 come into 
contact with the printed circuit board 23, to thus press the first 
heat-receiving section 74 against the first heating element 30. 
0110. When the leaf spring 120 is placed, the screws 122 
are inserted into the printed circuitboard 23 from above. The 
screws 122 are screw-engaged with the screw holes 126 
formed in the flange sections 125. By means of such a con 
figuration, the leaf spring 120 impels the first heat-receiving 
section 74 to the first heating element 30, and is fastened, 
while remaining thermally connected together, to the printed 
circuit board 23. 

0111. The leaf spring 120 used for the structure that con 
nects the second heat-receiving section 75 to the second heat 
ing element 31 is formed inaccordance with the structure, and 
the leaf spring 120 used for the structure that connects the 
third heat-receiving section 76 to the third heating element 32 
is formed in accordance with the structure. The shape of the 
leaf springs 120 is not limited to the above-described pattern 
having the pair of vertical wall sections 123 and the spring 
section 124. The requirement for the leafspring 120 is to have 
the function of, while being fixed to the printed circuit board 
23, pressing the first to third heat-receiving sections 74 to 76 
against the corresponding first to third heating elements 30 to 
32. 
0112 The height L1 of the first heating element 30, the 
height L2 of the second heating element 31, and the height L3 
of the third heating element 32 differ from each other as 
illustrated. 

0113. However, as mentioned above, the heat transfer 
member 70 has an elastic modulus of 20000 or less and is 
formed thinly, the heat transfer member 70 has flexibility. 
Since the heat transfer member 70 has flexibility, the first to 
third heat-receiving sections 74 to 76 are thermally con 
nected, as a result of being bent, to the first to third heating 
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elements 30 to 32. As mentioned above, the heat transfer 
member 70 is formed, as a result of being bent, in accordance 
with the respective heating elements. In short, the heat trans 
fer member 70 corresponds to variations in the height of the 
heating elements 30, 31, and 32. 
0114. An area of the printed circuit board 23 correspond 
ing to the fin 80, the pump 100, and the fan 90 is cut out. The 
height of the fan 90 and that of the fin 80 are greater than the 
height of the printed circuit board 23 and those of the first to 
third heating elements 30 to 32. Therefore, as shown in FIG. 
9, the printed circuit board 23 and the first to third heating 
elements 30 to 32 are arranged within the height of the fin 80 
and that of the fan 90. In the computer main body 20, the 
vertical dimension occupied by the cooling device 60 and the 
printed circuit board 23 can be made small. 
0115 Operation of the cooling device 60 will now be 
described. 
0116. As shown in FIG. 5, the coolant L discharged from 
the outlet port 106 of the pump 100 flows through the inside 
of the passages 110 from the second end 113 to the first end 
112 along the direction B; i.e., toward the heat-sinking sec 
tion 77. First, the coolant L extracts heat from the third heat 
ing element 32 in the third heat-receiving section 76. 
0117 The coolant L reaches the linear section 71. In the 
linear section 71, the coolant L extracts heat from the first 
heating element 30 after having extracted heat from the sec 
ond heating element 31. 
0118. The passage 110 is bent at a turning point X within 
the linear section 71. The first and second portions 114 and 
115 of the passage 110 pass through the first and second 
heat-receiving sections 74, 75. The linear section 71 is con 
tinuous. 
0119 The temperature of the coolant L in the linear sec 
tion 71 are made substantially uniform by transmitted 
through the first and second plate members 72, 73. 
0120 In short, the temperature of the coolant L reaching 
the second heat-receiving section 75 and the temperature of 
the coolant L. reaching the first heat-receiving section 74 
become substantially the same. Therefore, the heat-receiving 
portion in the linear section 71 is effectively cooled. Thus, the 
first heat-receiving section 74 is also cooled effectively. The 
coolant having left the linear section 71 reaches the fin 80. 
The heat of the coolant L having reached the fin 80 is trans 
mitted to the fin 80. The heat having transmitted to the fin 80 
migrates to the air blown by the fan 90 and is discharged to the 
outside of the computer main body 20 by way of the vent 
holes 83. 
0121 The coolant L having passed through the fin 80 
gathers at the first end 112. The coolant L having gathered at 
the first end 112 is sucked by the pump 100 by way of the inlet 
port 105, and is discharged to the second end 113 by way of 
the outlet port 106. As mentioned above, the coolant flows in 
one direction through the inside of the passage 110. In short, 
the coolant L circulates through the inside of the passage 110 
in one direction. 
0122) The cooling device 60 of the portable computer 10 
constructed as described above does not have a structure 
which utilizes phase transformation of the coolant L, but has 
a structure where the coolant L circulates through the inside 
of the passage 110 in one direction. In short, liquid coolant 
and gaseous coolant do not flow back and forth within the 
passage 110, and hence the passage 110 does not need to be of 
a size which allows back-and-forth circulation of liquid cool 
ant and gaseous coolant. 
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I0123. Moreover, since the first to third heat-receiving sec 
tions 74 to 76 are formed in the second plate member 73, an 
additional heat-receiving member is not required. 
0.124. Therefore, the cooling device 60 is formed thinly 
and has a simple structure. Since the cooling device 60 can be 
slimmed down, the portable computer 10 can also be slimmed 
down. 
0.125. As a result of forming the plural grooves 111, wall 
portions 111a defined between the adjacent grooves 111 
function as pillars, and therefore collapse of the passage 110 
is prevented. 
I0126. As a result of the passage 110 running through the 
first to third heat-receiving sections 74 to 76, the first to third 
heating elements 30 to 32 are efficiently cooled. 
I0127. The upstream portion of the first plate member 72 
relative to the heat-sinking section 77 and the downstream 
portion of the same relative to the heat-sinking section 77 are 
separated from each other by means of the through hole 116. 
Similarly, the upstream portion of the second plate member 
73 relative to the heat-sinking section 77 and the downstream 
portion of the same relative to the heat-sinking section 77 are 
separated from each other by means of the through hole 116. 
Therefore, the coolant L that has been discharged from the 
pump 100 and has a low temperature is prevented from 
exchanging heat with the coolant L that has a high tempera 
ture and is to flow into the heat-sinking section 77, by way of 
the first and second plate members 72, 73. Therefore, the 
temperature of the coolant L that flows into the first to third 
heat-receiving sections 74 to 76 is maintained at a low level. 
I0128. As a result of the vertical walls 117 being formed in 
the grooves 111, the rigidity of the heat-receiving sections 74 
to 76 is enhanced. Consequently, even when the first to third 
heat receiving sections 74 to 76 are thermally connected to the 
first to third heating elements 30 to 32, collapse of the passage 
110 is prevented. Moreover, the heat of the respective heating 
elements 30 to 32 migrates to the heat transfer member 70 by 
way of the vertical walls 117. Hence, the respective heating 
elements 30 to 32 are effectively cooled. 
I0129. As a result of providing the heat transfer member 70 
adapted to variations in the height of the heating elements 30 
to 32, the heat transfer member 70 is used commonly among 
the first to third heating elements 30 to 32. Consequently, 
occurrence of an increase in the number of parts constituting 
the cooling device 60 is prevented, and hence the cooling 
device 60 is constructed in a simple structure. 
I0130. The fin 30, the fan 90, the pump 100, and the printed 
circuit board 23 are located on the same side of the heat 
transfer member 70, and hence the vertical dimension occu 
pied by the cooling device 60 and the printed circuit board 23 
in the computer main body 20 can be reduced. As a result, the 
portable computer 10 is slimmed down. 
I0131 The inlet port 96 formed in the lower wall 90b of the 
fan main body 93 opposes the heat transfer member 70. 
Hence, the airflowing into the inlet port 96 comes into contact 
with the heat transfer member 70. Therefore, the heat transfer 
member 70 is cooled by the above-described flow of air, as 
well. 

0.132. The heat transfer member 70 is a multi-hole pipe, 
and the area of the heat transfer member 70 by means of 
which the heating elements 30 to 32 thermally contact the 
heat transfer member 70 is ensured to be sufficient. Namely, 
the heat-receiving sections 74 to 76 are formed in correspon 
dence to the respective heating elements 30 to 32. Therefore, 
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the heat of the respective heating elements 30 to 32 is effi 
ciently transmitted to the corresponding heat-receiving sec 
tions 74 to 76. 
0133. In the present embodiment, the respective grooves 
111 are formed by means of etching. Therefore, the shape of 
the respective grooves 111 is not limited and is formed so as 
to correspond to the respective heating elements 30 to 32. 
Moreover, in the present embodiment, the first plate member 
72 and the second plate member 73 are joined together by 
means of ordinary temperature bonding. Therefore, even 
when the first plate member 72 and the second plate member 
73 are very thin, they can be bonded together. 
0134. The passage 110 is folded at the turning point X in 
the linear section 71. The first and second portions 114,115 of 
the passage 110 run through the first and second heat-receiv 
ing sections 74, 75. Moreover, the linear section 71 extends 
continuously. 
0135 Therefore, the temperature of the coolant L in the 
linear section 71 travels to the first and second plate members 
72, 73, to thus be made substantially uniform. Accordingly, 
the temperature of the coolant L. reaching the second heat 
receiving section 75 and the temperature of the coolant L 
reaching the first heat-receiving section 74 become Substan 
tially the same. Therefore, the heat-receiving sections in the 
linear section 71 are effectively cooled. 
0136. In the present embodiment, the heat-receiving sec 
tions 74 to 76 are formed in the second plate member 73, but 
the location where the heat-receiving sections are to be 
formed is not limited to the second plate member. When the 
first plate member 72 opposes the respective heating elements 
30 to 32; for instance, when the first plate member 72 shown 
in FIG. 4 is located at a position above the second plate 
member 73, the respective heat-receiving sections 74 to 76 
are formed in the first plate member 72. 
0.137 In the present embodiment, the heat-sinking section 
77 is formed on the second plate member 73. However, the 
location where the heat-sinking section is to be formed is not 
limited to the second plate member. When the respective 
heat-receiving sections 74 to 77 are formed on the first plate 
member 72, the heat-sinking section 77 may beformed on the 
first plate member 72. By means of this configuration, the 
respective heating elements 30 to 32, the fin 80, and the 
printed circuit board 23 are situated on the same side of the 
heat transfer member 70. Therefore, the vertical dimension 
occupied by the cooling device 60 and the printed circuit 
board 23 within the computer main body 20 can be reduced. 
0.138. In the present embodiment, the fan 90 is disposed at 
a position on the part of the second plate member 73. How 
ever, the location where the fan is to be situated is not limited 
to the second plate member. When the respective heat-receiv 
ing sections 74 to 76 and the heat-sinking section 77 are 
provided at a position on the part of the first plate member 72, 
the fan 90 may be provided on the first plate member 72. By 
means of this arrangement, the respective heating elements 
30 to 32, the fin 30, the fan 90, and the printed circuitboard 23 
are situated on the same side of the heat transfer member 70. 
As a result, the vertical dimension occupied by the cooling 
device 60 and the printed circuit board 23 in the computer 
main body 20 can be reduced. 
0.139. In the present embodiment, the pump 100 is fas 
tened to the second plate member 73, and the first and second 
through holes 78a, 78b are formed in the second plate mem 
ber 73. However, the location where the pump is to be fixed 
and the locations where the through holes are to be formed are 
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not limited to those mentioned above. When the respective 
heat-receiving sections 74, 75 and the heat-sinking section 77 
are provided on the first plate member 72 and when the fan 90 
is disposed on the side of the first plate member 72, the pump 
10 may also be fastened to the first plate member 72. In this 
case, the first and second through holes 78a, 78b are formed 
in the first plate member 72. By means of this arrangement, 
the respective heating elements 30 to 32, the fin 80, the fan 90. 
the pump 100, and the printed circuit board 23 are situated on 
the same side of the heat transfer member 70. Therefore, the 
vertical dimension occupied by the cooling device 60 and the 
printed circuit board 23 in the computer main body 20 can be 
reduced. 

0140. An electronic apparatus according to a second 
embodiment of the present invention will now be described 
by means of taking the portable computer 10 as an example 
and by use of FIGS. 10 and 11. Elements that are analogous to 
those of the first embodiment will be assigned the same ref 
erence numerals, and repeated explanations are omitted. 
0.141. The present embodiment differs from the first 
embodiment in that the passage 110 is formed circularly. In 
other respects, the present embodiment is the same as the first 
embodiment. A specific explanation is given of this point of 
difference. 

0142 FIG. 10 shows the first plate member 72. As shown 
in FIG. 10, the respective passage sections 110a are formed 
circularly and the passage 110 is formed circularly. Conse 
quently, the coolant L circulates through the inside of the 
passage 110. 
0143. In the present embodiment, the heat of the coolant L 
migrates toward the heat-sinking section 77 by means of 
self-excited vibration of the coolant L. Therefore, the pump 
100 is not used in the present embodiment. 
0144 Protruding sections 130 are formed over the entire 
ties of the sidewall sections of the grooves 111. In short, the 
protruding sections 130 are formed over the entirety of the 
passage 110. The respective protruding sections 130 are tilted 
in direction B where the coolant L flows. The drawing shows 
only a portion of the passage 110, and the other portion of the 
same represented by the chain double-dashed line. 
0145 FIG. 11 shows a portion of the passage section 110a 
shown in FIG. 10. As shown in FIG. 11, the protruding sec 
tions 130 are of a substantially-plate-like shape. 
0146 Next, operation of the cooling device 60 of the 
present embodiment will be described. As a result of the 
coolant L causing self-excited vibration, the coolant L. moves 
in the direction B. At this time, the coolant L can smoothly 
move in the direction Balong the inclination of the protruding 
sections 130. 

0147 The coolant L then moves in direction C opposite 
the direction B. However, movement of the coolant L is 
hindered by the protruding sections 130. Namely, as a result 
of the protruding sections 130 being tilted in the direction B. 
the coolant L encounters difficulty in moving in the direction 
C. As mentioned above, the coolant L comes to flow in the 
direction B by means of self-excited vibration. The direction 
B referred to herein is the first direction. 

0.148. The present embodiment yields the same advantage 
as that yielded by the first embodiment. Moreover, the pump 
100 is not required, and hence the structure of the cooling 
device 60 is simplified. As a result of formation of the pro 
truding sections 130, the coolant L comes to flow. The first to 
third heating elements 30 to 32 are effectively cooled. 
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0149. An electronic apparatus according to a third 
embodiment of the present invention will now be described 
by means of taking the portable computer 10 as an example 
and with reference to FIG. 12. Those elements which are the 
same as those of the second embodiment are assigned the 
same reference numerals, and repeated explanations are omit 
ted. 

0150. The present embodiment differs from the second 
embodiment in terms of the shape of the protruding section 
130. In other respects, the present embodiment is the same as 
the second embodiment. An explanation is given to this point 
of difference. 

0151 FIG. 12 shows a portion of the passage section 110a 
of the present embodiment in an enlarged manner. As shown 
in FIG. 12, the protruding sections 130 are formed in a sub 
stantially-triangular shape. The present embodiment can 
yield the same advantage as that yielded by the second 
embodiment. 

0152 Next, an electronic apparatus according to a fourth 
embodiment of the present invention will be described by 
means of taking the portable computer 10 as an example and 
with reference to FIG. 13. The configuration whose functions 
are the same as those of the first embodiment is assigned the 
same reference numerals, and repeated explanations thereof 
are omitted. 

0153. The present embodiment differs from the first 
embodiment in terms of the structure for bonding the pump 
100 to the heat transfer member 70. In other respects, the 
present embodiment is the same as the first embodiment. 
0154) This point of difference will now be described. FIG. 
13 shows the structure for bonding the pump 100 of the 
present embodiment to the heat transfer member 70. As 
shown in FIG. 13, in the present embodiment, a spacer 140 is 
interposed between the coolant inlet/discharge section 102 
and the second plate member 73. 
(O155 In the spacer 140, through holes 140a, 140b, which 
are substantially the same in size as the through holes 78a, 
78b, are formed at the positions corresponding to the through 
holes 78a, 78b. O-rings 141 are provided around the respec 
tive through holes 140a, 140b. The first and second through 
holes 78a, 78b are in mutual communication with the through 
holes 140a, 140b in a fluid-tight manner. 
0156 The present embodiment can yield the same advan 
tage as that yielded by the first embodiment. Moreover, for 
instance, when a length L4 of the brim section 105a of the 
inlet port 105 and a length L5 of the brim section 106a of the 
outlet port 106 are longer than the height L6 from the bottom 
surface of the passage 110 to the face of the second plate 
member 73 opposite the first plate member 72, the extremities 
of the brim sections 105a, 106a are prevented from contacting 
the bottom surfaces of the grooves 111 by means of interpos 
ing the spacer 140. 
0157 Specifically, as a result of the extremities of the brim 
sections 105a, 106a contacting the bottom surfaces of the 
grooves 111, a clearance is formed between the coolant inlet/ 
discharge section 102 and the heat transfer member 70. The 
coolant L is considered to leak from the clearance. However, 
interposing the spacer 140 prevents occurrence of Such a 
leakage. 
0158 An electronic apparatus according to a fifth embodi 
ment of the present invention will now be described by means 
of taking the portable computer 10 as an example and with 
reference to FIG. 14. The configuration whose functions are 
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the same as those of the first embodiment is assigned the same 
reference numeral, and repeated explanations thereof are 
omitted. 
0159. The present embodiment differs from the first 
embodiment in terms of the shape of the second plate member 
73. In other respects, the present embodiment is the same as 
the first embodiment. An explanation is given to this point of 
difference. 
0160 FIG. 14 shows a cross-sectional profile of the heat 
transfer member 70 of the present embodiment. As shown in 
FIG. 14, grooves 150 corresponding to the passage 110 are 
formed in the second plate member 73, as well. The grooves 
1 of the first plate member 72 oppose the grooves 150 of the 
second plate member 73. The respective passage sections 
110a are formed from the grooves 111 and the grooves 150. In 
this case, the vertical walls 117 may beformed on the second 
plate member 73. In short, the vertical walls 117 may be 
formed so as to extend from the bottom surfaces of the 
grooves 111 formed on the first plate member 72 to the 
bottom surfaces of the grooves 150 formed on the second 
plate member 73. 
0.161 The present embodiment can yield the same advan 
tage as that yielded by the first embodiment. Moreover, the 
passage 110 can be made large. In accordance with an 
increase in the amount of coolant, the first to third heating 
elements 30 to 32 are effectively cooled. 
0162 Even in the second embodiment, the grooves 150 
may be formed in the second plate member 73. 
0163 An electronic apparatus according to a sixth 
embodiment of the present invention will now be described 
by means of taking the portable computer 10 as an example 
and with reference to FIG. 15. The configuration whose ele 
ments are the same as those of the first embodiment is 
assigned the same reference numerals, and repeated explana 
tions thereof are omitted. 
0164. The present embodiment differs from the first 
embodiment in that a third plate member 160 is connected to 
a location on the heat transfer member 70 which is different 
from the positions of the first to third heating elements 30 to 
32. In other respects, the present embodiment is the same as 
the first embodiment. 
0.165 Specific explanation will now be given to this point 
of difference. FIG. 15 shows a cross section acquired at a 
position on the heat transfer member 70 which avoids the 
positions of the first to third heating elements 30 to 32. As 
shown in FIG. 15, the third plate member 160 is connected to, 
e.g., a position on the second plate member 73 which avoids 
the locations of the first to third heating elements 30 to 32. The 
third plate member 160 has apartition wall 161 which extends 
toward the second plate member 73. In the present embodi 
ment, the partition wall 161 is formed in the number of three. 
0166 The respective partition walls 161 come into contact 
with the second plate member 73. A hermetic space Y is 
defined by the respective partition walls 161, a bottom wall 
162 of the third plate member 160, and the second plate 
member 73. The inside of the space Y is maintained at 
WaCUU. 

0167. The present embodiment can yield the same advan 
tage as that yielded by the first embodiment. Moreover, since 
the inside of the space Y is maintained at vacuum, the heat of 
the coolant L is less likely to escape to the outside by way of 
the third plate member 160. 
0.168. Even when the heat transfer member 70 is posi 
tioned at a location close to the wall section of the first casing 
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21, the heat of the heat transfer member 70 is prevented from 
traveling to the first casing 21 by means of bonding the third 
plate member 160 between the wall section and the heat 
transfer member 70 as mentioned above. 
0169. The third plate member 160 may assume a shape 
substantially the same as that of the first plate member 72. In 
this case, the third plate member 160 is bonded to the first 
plate member 72 in order to avoid the first to third heating 
elements 30 to 32. The wall sections 111a defined between 
the grooves 111 formed on the third plate member 160 func 
tion as the partition walls 161. 
0170 While certain embodiments of the inventions have 
been described, these embodiments have been presented by 
way of example only, and are not intended to limit the scope 
of the inventions. Indeed, the novel structure described herein 
may be embodied in a variety of other forms; furthermore, 
various omissions, Substitutions and changes in the structure 
described herein may be made without departing from the 
spirit of the inventions. The accompanying claims and their 
equivalents are intended to cover Such forms of modifications 
as would fall within the scope and spirit of the inventions. 
What is claimed is: 
1. A cooling device comprising: 
a heat transfer unit thermally connected to a mounted first 

heating element and a mounted second heating element 
whose mounted height is higher than that of the first 
heating element, the heat transfer unit including a pas 
Sage through which a coolant circulates, aheat-receiving 
section having a first portion thermally connected to the 
first heating element and second portion thermally con 
nected to the second heating element, a heat-sinking 
section that dissipates heat received by the heat-receiv 
ing section, a first plate member in which is formed a 
first groove corresponding to the passage, and a second 
plate member that covers the first groove, 

wherein the heat-receiving section is formed at least one of 
the first and second plate members. 

2. The cooling device according to claim 1, wherein the 
passage is formed circularly. 

3. The cooling device according to claim 1, further com 
prising a pump including an inlet port and a discharge port. 

4. The cooling device according to claim 1, wherein a 
second groove corresponding to the passage is formed in the 
second plate member. 

5. The cooling device according to claim 1, wherein the 
groove comprises a plurality of grooves extending in parallel 
with each other. 

6. The cooling device according to claim 1, wherein the 
groove extends across the heat-receiving section. 

7. The cooling device according to claim 1, wherein a 
through hole is formed in a vicinity of the heat-sinking section 
of the first and second plate members for separating the pas 
sage into a segment upstream of the heat-sinking section and 
another segment downstream of the heat-sinking section. 

8. The cooling device according to claim 1, wherein a 
Vertical wall extending along the groove is provided in an area 
of the groove, the area located within a region corresponding 
to the heat-receiving section. 

9. The cooling device according to claim 1, wherein a third 
plate member is connected to at least one of the first and 
second plate members at a portion avoiding the first and 
second heating elements, and 

the third plate member includes partition wall sections that 
extend toward one of the first and second plate members, 
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and a hermetic space is defined between the partition 
wall sections and one of the first and second plate mem 
bers. 

10. The cooling device according to claim 1, wherein the 
groove is turned so that first and second passages of different 
flow directions are provided within an area where the first and 
second portions of the heat-receiving section are adjacently 
provided along the passage. 

11. An electronic apparatus comprising: 
a Cas1ng, 
first and second heating elements housed in the casing; and 
a cooling device that cools the first and second heating 

elements, the cooling device comprising: 
a heat transfer unit thermally connected to the mounted 

first heating element and the mounted second heating 
element whose mounted height is higher than that of 
the first heating element, the heat transfer unit includ 
ing a passage through which a coolant circulates, a 
heat-receiving section having a first portion thermally 
connected to the first heating element and a second 
portion thermally connected to the second heating 
element, a heat-sinking section that dissipates heat 
received by the heat-receiving section, a first plate 
member in which is formed a first groove correspond 
ing to the passage, and a second plate member that 
covers the first groove, 

wherein the heat-receiving section is formed at least one of 
the first and second plate members. 

12. The electronic apparatus according to claim 11, 
wherein the passage is formed circularly. 

13. The electronic apparatus according to claim 11, further 
comprising a pump including an inlet port and a discharge 
port. 

14. The electronic apparatus according to claim 11, 
wherein a second groove corresponding to the passage is 
formed in the second plate member. 

15. The electronic apparatus according to claim 11, 
wherein the groove comprises a plurality of grooves extend 
ing in parallel with each other. 

16. The electronic apparatus according to claim 11, 
wherein the groove extends across the heat-receiving section. 

17. The electronic apparatus according to claim 11, 
wherein a through hole is formed in a vicinity of the heat 
sinking section of the first and second plate members for 
separating the passage into a segment upstream of the heat 
sinking section and another segment downstream of the heat 
sinking section. 

18. The electronic apparatus according to claim 11, 
wherein a vertical wall extending along the groove is pro 
vided in an area of the groove, the area located within a region 
corresponding to the heat-receiving section. 

19. The electronic apparatus according to claim 11, 
wherein a third plate member is connected to at least one of 
the first and second plate members at a portion avoiding the 
first and second heating elements, and 

the third plate member includes partition wall sections that 
extend toward one of the first and second plate members, 
and a hermetic space is defined between the partition 
wall sections and one of the first and second plate mem 
bers. 

20. The electronic apparatus according to claim 11, 
wherein the groove is turned so that first and second passages 
of different flow directions are provided within an area where 
the first and second portions of the heat-receiving section are 
adjacently provided along the passage. 
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