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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a process for hydrocracking a hydrocarbonaceous feed to make a lubricating
oil base stock. In particular, the process of this invention relates to a catalytic hydrocracking process wherein the catalyst
system exhibits surprising stability and high viscosity index (V1) selectivity.

[0002] The catalyst of the present invention comprises a catalyst having a small amount of zeolite in an amorphous
inorganic oxide matrix and containing a hydrogenation component. The catalyst is further characterized as having a
significant amount of large pores. In the present process, a hydrocarbonaceous feed is upgraded by reaction over the
catalyst system, so that sulfur, nitrogen and aromatic components are removed, and the viscosity index of the lubricating
oil base stock is increased relative to that of the feed. The catalyst system also exhibits a high VI selectivity. VI selectivity
is arelative measure of the increase in viscosity index during upgrading of a hydrocarbonaceous feed. A high VI selectivity
is indicative of a large increase in viscosity index for a given degree of conversion of the feed. The reactions involved
in upgrading the hydrocarbonaceous feed according to the present process are generally termed hydrocracking.
[0003] Because feeds used in producing lubricating oil base stocks boil up to 1000°F (538°C.) and above, and contain
relatively high nitrogen and sulfur levels, conventional hydrocracking catalysts typically foul quickly. In order to compen-
sate for this high fouling rate, zeolites may be added to the catalysts to increase both activity and stability. However,
conventional zeolite-containing hydrocracking catalysts used for upgrading feeds in the preparation of lubes typically
have low VI selectivity.

[0004] The present invention is based on the discovery of a catalyst containing zeolite and having a pore structure
not generally found in lube hydrocracking catalysts which provides both improved stability and improved VI selectivity
for the catalyst system.

[0005] The pore size distribution of catalysts for hydrotreating heavy oil feedstocks containing metals, particularly
residuum feedstocks, have been disclosedin U.S. Patents Nos. 4,066,574; 4,113,661; and 4,341,625, hereinafter referred
to as Tamm '574, Tamm ’661, and Tamm ’625, and in U.S. Patent Nos. 5,177,047 and 5,215,955, hereinafter referred
to as Threlkel '047 and Threlkel '955. Tamm'’s patents disclose that heavy oil feedstocks containing metals, particularly
residuum feedstocks, are hydrodesulfurized using a catalyst prepared by impregnating Group VIB and Group VIII metals
or metal compounds into a support comprising alumina wherein the support has at least 70% of its pore volume in pores
having a diameter between 80 and 150 A. Threlkel ‘047 teaches that hydrocarbon feedstocks containing metals are
hydrodesulfurized using a catalyst prepared by impregnating Group VIB and Group VIl metals or metal compounds into
a support comprising alumina wherein the support has at least 70% of its pore volume in pores having a diameter
between 70 and 130 A, with less than 5% of the pore volume being in pores having a diameter above 300 A and less
than 2% of the pore volume being in pores having a diameter above 1000 A. Threlkel '955 teaches that hydrocarbon
feedstocks containing metals are hydrodesulfurized using a catalyst prepared by impregnating Group VIB and Group
VIII metals or metal compounds into a support comprising alumina wherein the support has at least 70% of its pore
volume in pores having a diameter between 110 and 190 A, with less than 5% of the pore volume being in pores having
a diameter above 500 A and less than 2% of the pore volume being in pores having a diameter above 1000 A.

[0006] Johnson, in U.S. Patent No. 5,089,463, discloses a dehydrodemetalation and hydrodesulfurization process
using a catalyst comprising a hydrogenation component selected from Group VI and Group VIl metals, and an inorganic
oxide refractory support, and wherein the catalyst has 5 to 11 percent of its pore volume in the form of macropores, and
a surface area greater than 75 m2/g of catalyst.

[0007] U.S. Patent No. 4,699,707 discloses that a full-range boiling shale or fraction thereof is hydrotreated using a
catalyst having a surface area in the range of 150 to 175 m2/g and a mean pore diameter between 75 and 85 angstroms
and a pore size distribution such that at least 75 percent of the pores are in the range of 60 to 100 angstroms.

[0008] U.S. Patent No. 4,695,365 discloses that a spindle oil is hydrotreated using a catalyst having a surface area
of at least 100 m2/gm and a mean pore diameter between about 75 and 90 angstroms and a pore size distribution
wherein at least 70 percent of the pore volume is in pores of diameter in the range from about 20 angstroms below to
20 angstroms above the mean pore diameter.

[0009] U.S. Patent No. 5,171,422 discloses a lube hydrocracking process using a zeolite of the faujasite structure
possessing a framework silica:alumina ratio of at least about 50:1.

[0010] US-A-5,308,472 (Dai et al.) discloses a mild hydrocracking process for the hydrodemetallation, hydrodesul-
furization, and hydroconversion of hydrocarbon feed stocks. The process uses a catalyst with a zeolite Y.

[0011] US-A-4,568,655 (Oleck et al.) and US-A-4,696,732 (Angevine et al.) describe a process for demetallizing,
hydrotreating and hydrodewaxing petroleum residue in a single stage process. These processes use a catalyst comprising
zeolite beta.
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[0012] While these patents generally teach the usefulness of modifying the pore structure of catalysts for treating
heavy oils, they do not address the specific problems of achieving high VI selectivity and improved catalyst stability in

the hydrocracking of a feed to produce a lubricating oil base stock.

Summary of the Invention

[0013] According to the present invention, a process is provided for producing a lubricating oil base stock as stated
in claim 1. This process comprises contacting under hydrocracking conditions a hydrocarbonaceous feed with a catalyst
comprising a zeolite, a hydrogenation component and an inorganic oxide matrix material, the catalyst having a pore
volume in the range of between 0.25 and 0.60 cm3/g, with a mean pore diameter between 40 A and 80 A, with at least
5% of the pore volume being in pores having a diameter of greater than 200 A.

[0014] Among other factors, the present invention is based on the discovery that a catalyst containing a small amount
of zeolite, and having a pore size distribution characterized by a high density of pores having diameters less than 100
A, and also high density of pores having diameters greater than about 200 A, has improved VI selectivity and improved
organonitrogen removal activity over conventional hydrocracking catalysts in lube hydrocracking service. Furthermore,
the catalyst of this invention has a lower fouling rate than that of conventional catalysts.

BRIEF DESCRIPTION OF THE FIGURES

[0015]

Figure 1 is a VI selectivity plot of catalysts of this invention compared with catalysts having pore size distributions
outside the range of the catalyst of this invention.

DETAILED DESCRIPTION OF THE INVENTION

[0016] Those familiar with the art related to the present invention will appreciate the full scope of the catalyst system
and the process summarized above and be able to practice the present invention over its full scope from a detailed
description of the principal features of the catalyst system and process which follows.

[0017] The discovery of the present process is embodied in a process for producing lubricating oil base stocks com-
prising hydrocracking a hydrocarbonaceous feed using a catalyst having a low amount of a zeolite component and a
pore structure with a high density of pores having a diameter in the region of 40 A to 80 A and also having a high density
of pores having a diameter above 200 A.

[0018] The hydrocarbonaceous feeds from which lube oils are made usually contain aromatic components as well as
normal and branched paraffins of very long chain lengths. These feeds usually boil in the gas oil range. Preferred
feedstocks are vacuum gas oils with normal boiling ranges in the range of 350°C. to 590°C., and deasphalted residual
oils having normal boiling ranges from about 480°C. to 650°C. Reduced topped crude oils, shale oils, liquified coal, coke
distillates, flask or thermally cracked oils, atmospheric residua, and other heavy oils can also be used. In general,
preferred feedstocks are hydrocarbonaceous mixtures boiling above 200°C. and are in the range of about 225°C. t0 650°C.
[0019] In commercial operations, hydrocracking can take place as a single step process, or as a multi-step process
using initial denitrification or desulfurization steps. The hydrocracking step of the invention may be conducted by con-
tacting the feed with a fixed stationary bed of catalyst, with a fixed fluidized bed, or with a transport bed. A simple and
therefore preferred configuration is a trickle-bed operation in which the feed is allowed to trickle through a stationary
fixed bed, preferably in the presence of hydrogen. Where the hydrocarbonaceous feedstock has a high nitrogen or sulfur
content, it is preferable to have a pretreatment stage to remove some portion of the nitrogen or sulfur. With the pretreat-
ment, the hydrocracking catalyst is able to operate more efficiently with a longer operating period than on high nitrogen
or sulfurfeeds. Normal hydrocracking processes will then substantially eliminate any residual sulfur or nitrogen. Generally,
a hydrocarbon feedstock used in hydrocracking should also have a low metals content, e.g., less than about 200 ppm,
in order to avoid obstruction of the catalyst and plugging of the catalyst bed.

[0020] Althoughthe catalystused in this method exhibits excellent stability, activity and VI selectivity, reaction conditions
must nevertheless be carefully selected to provide the desired conversion rate while minimizing conversion to less
desired lower-boiling products. The conditions required to meet these objectives will depend on catalyst activity and
selectivity and feedstock characteristics such as boiling range, as well as organonitrogen and aromatic content and
structure. While reaction conditions depend on the most judicious compromise of overall activity, i.e., conversion and
selectivity, it is one feature of the present invention that selectivity remains high, even at high conversion, and that
conversion to less desired lower-boiling products is minimized in the production of the lubricating oil base stock.
[0021] Selectivity as it relates to hydrocracking to make a lubricating oil base stock refers to the magnitude of the
increase in the viscosity index (VI) of the hydrocarbonaceous feed as a result of hydrocracking. At a given extent of
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conversion of the feed, a high selectivity refers to a large increase in viscosity index during hydrocracking. Progressively
lower selectivities indicate smaller increases in viscosity index, at a constant extent of conversion. The high VI selectivity
of the catalyst used in this process results in a high lube yield during hydrocracking.

[0022] Typically, hydroprocessing conditions include a temperature in the range of 400°F. (204°C.) to 950°F. (510°C.),
a pressure in the range of 500 to 3500 psig (3550 to 24200 KPa abs), a liquid hourly space velocity in the range 0.1 to
20.0, and a total hydrogen supply in the range of 200 to 20,000 SCF of hydrogen per barrel of hydrocarbonaceous feed
(43-4300 std 1 H,/kg feed). Employing the foregoing hydrocracking conditions, conversion of feedstock to hydrocrackate
product can be made to come within the range of from about 10 to about 80 weight percent. However, higher conversion
rates generally result in lower selectivity and greater amount of light, rather than middle distillate or lube boiling range,
products. Thus, a compromise must be drawn between conversion and selectivity, and conversions in the region of
about 10 to about 70 percent are preferred. The balancing of reaction conditions to achieve the desired objectives is
part of the ordinary skill of the art. As used herein, conversion is that fraction of feed boiling above a target temperature
which is converted to products boiling below that temperature. Generally, the target temperature is taken as roughly the
minimum of the boiling range of the feed.

[0023] The catalyst used in the present invention has a pore structure which enhances the performance of the catalyst
for hydrocracking to produce a lubricating oil base stock, including a pore volume in the range of between 0.25 and 0.60
cm3/g, preferably between 0.25 and 0.45 cm3/g, with a mean pore diameter between 40 A and 80 A, and with at least
5 percent, preferably at least 10 percent and more preferably at least 15 percent of the pore volume being in pores
having a diameter of greater than 200 A, preferably greater than about 350 A. In a separate preferred embodiment, the
catalyst has a pore volume with at least about 1 percent of the pore volume being in pores having a diameter of greater
than 1000 A. As used herein, "mean pore diameter", refers to the point on a plot of cumulative pore volume versus pore
diameter that corresponds to 50% of the total pore volume of the catalyst as measured by mercury porosimetry or
nitrogen physisorption porosimetry.

[0024] The catalyst used in the hydrocracking process comprises zeolites such as Y, ultrastable Y, dealuminated Y,
faujasite. Large pore zeolites are generally identified as those zeolites having 12-ring pore openings. W.M. Meier and
D.H. Olson, "ATLAS OF ZEOLITE STRUCTURE TYPES", 3rd Edition, Butterworth-Heinemann, 1992, identify and list
examples of suitable zeolites.

[0025] One of the zeolites which is considered to be a good starting material for the manufacture of hydrocracking
catalysts is the well-known synthetic zeolite Y as described in U.S. Patent 3,130,007 issued April 21, 1964. A number
of modifications to this material have been reported, one of which is ultrastable Y zeolite as described in U.S. Patent
3,536,605 issued October 27, 1970. To further enhance the utility of synthetic Y zeolite additional components can be
added. For example, U.S. Patent 3,835,027 issued on September 10, 1974 to Ward et al. describes a hydrocracking
catalysts containing at least one amorphous refractory oxide, a crystalline zeolitic aluminosilicate and a hydrogenation
component selected from the Group VI and Group VIII metals and their sulfides and their oxides. Kirker, et al., in U.S.
Patent No. 5,171,422, disclose a dealuminated Y zeolite for lube hydrocracking.

[0026] The zeoliteinthe process ofthe presentinventionis one having afaujasite structure, such as zeolite y, ultrastable
zeolite Y and dealuminated zeolite Y. In order to optimize the generally conflicting objectives of low catalyst fouling rate
and high VI selectivity of the catalyst, the catalyst contains in the range of 2 to 6% zeolite on a volatiles-free basis. While
within the broadest embodiment a wide variety of zeolites are suitable for the hydrocracking process, the preferred
zeolite has low to moderate overall acidity, typically with a SiO,/Al,03 molar ratio in the range of about 5 to about 100,
more preferably in the range of about 10 to about 60. Though it is believed that lube yield is not significantly affected by
the use of a low SiO,/Al,O5 ratio zeolite, low valued, low boiling products tend to be produced during hydrocracking at
high conversions with a low SiO,/Al,O; ratio zeolite. Using a zeolite having a higher SiO,/Al,O5 ratio tends to produce
a non-lube fraction having a higher boiling point.

[0027] The hydrogenation component may be at least one noble metal and/or at least one non-noble metal. Suitable
noble metals include platinum, palladium and other members of the platinum group such as iridium and ruthenium.
Suitable non-noble metals include those of Groups VA, VIA, and VIIIA of the Periodic Table. Preferred non-noble metals
are chromium, molybdenum, tungsten, cobalt and nickel and combinations of these metals such as nickel-tungsten.
Non-noble metal components can be pre-sulfided prior to use by exposure to a sulfur-containing gas such as hydrogen
sulfide at elevated temperature to convert the oxide form of the metal to the corresponding sulfide form.

[0028] The hydrogenation component can be incorporated into the catalyst by any suitable method such as by com-
mingling during a mixing step, by impregnation or by exchange. The metal can be incorporated in the form of a cationic,
anionic or neutral complex; Pt(NH3),2* and cationic complexes of this type will be found convenient for exchanging
metals onto the zeolite. Anionic complexes such as heptamolybdate or metatungstate ions are also useful forimpregnating
metals into the catalysts. One or more active sources of the hydrogenation component may also be blended with the
zeolite and active source of the silica-aluminum matrix material during preparation of the catalyst. Active sources of the
hydrogenation component include, for example, any material having a form which is not detrimental to the catalyst and
which will produce the desired hydrogenating component during preparation, including any drying, calcining and reducing
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steps of the catalyst. Typical salts which may be used as sources of the hydrogenation component include the nitrates,
acetates, sulfates, chlorides.

[0029] The amount of hydrogenation component can range from about 0.01 to about 45 percent by weight and is
normally from about 0.1 to about 35 percent by weight. The precise amount will, of course, vary with the nature of the
component, less of the highly active noble metals, particularly platinum, being required than of the less active base
metals. In this application, the term "noble metal" includes one or more of ruthenium, rhodium, palladium, osmium, iridium
or platinum. The term "base metal" includes one or more of Groups VB, VIB and VIl metals, including, for example,
vanadium, chromium, molybdenum, tungsten, iron, cobalt, and nickel. Usually a combination of base metals are used,
such as the Group VIl metals nickel or cobalt in combination with the Group VIB metals tungsten or molybdenum, and
the base metal is usually sulfided or presulfided in the catalyst when or before the catalyst is put on stream. A preferred
catalyst for the present process contains in the range from about 1 to about 15% by weight, and preferably from about
2 to about 10% by weight of at least one Group VIII base metal, calculated as the metal monoxide, and in the range
from about 5 to about 30% by weight, and preferably from about 10 to about 25% by weight of at least one Group VIB
metal, calculated as the metal trioxide.

[0030] The zeolite can be composited with porous inorganic oxide matrix materials and mixtures of matrix materials
such as silica, alumina, silica-alumina, titania, magnesia, silica-magnesia, silica-zirconia, silica-thoria, silica-beryllia,
silica-titania, titania-zirconia, as well as ternary compositions such as silica-alumina-thoria, silica-alumina-titania, silica-
alumina-magnesia and silica-magnesia-zirconia. The matrix can be in the form of a cogel. A preferred support material
to facilitate catalyst preparation and improve catalyst physical properties is an alumina support. Even more preferred is
a zeolite composited with a silica alumina matrix material, with at least 1% additional alumina binder. When the zeolite
is composited with one or more inorganic oxide matrix material(s) to make the catalyst, the catalyst comprises from
about 30 to about 90 weight percent, more preferably from about 45 to about 75 weight percent of the inorganic oxide
matrix material. Silica alumina matrix materials useful in the catalyst of this process generally have a silica/alumina mole
ratio in the range of between about 10/90 and 90/10, preferably in the range of between about 20/80 and 80/20, and
more preferably in the range of between about 25/75 and 75/25. Ground catalyst which contains hydrogenation metals
and has nominally the same composition as the catalyst of the hydrocracking process may be used as a source of the
inorganic oxide matrix material. It is preferred that the inorganic oxide matrix materials used in preparing the catalyst be
finely ground to a particle size of 50 microns or less, more preferably to a particle size of 30 microns or less, and still
more preferably to a particle size of 10 microns or less.

[0031] The zeolite may also be composited with inactive materials, which suitably serve as diluents to control the
amount of conversion in the hydrocracking process so that products can be obtained economically without employing
other means for controlling the rate of reaction. Naturally occurring clays which can be composited with the catalyst
include the montmorillonite and kaolin families, which families include the subbentonites, and the kaolins commonly
known as Dixie, McNamee, Georgia and Florida clays or others in which the main mineral constituent is halloysite,
kaolinite, dickite, nacrite or anauxite. Fibrous clays such as halloysite, sepiolite and attapulgite can also be used as
supports. Such clays can be used in the raw state as originally mined or initially subjected to calcination, acid treatment
or chemical modification. When used in the present process, the catalyst will generally be in the form of tablets, pellets,
extrudates, or any other form which is useful in the particular process.

[0032] During preparation of the catalyst of the present process, the zeolite, and sources of the inorganic matrix
material are combined with sufficient water to give a volatiles content of the mix of between 40 and 60 weight percent,
more preferably between 45 and 55 weight percent. This mix is then formed into a desired shape, and the shaped
particles thermally treated to form the catalyst. The term "volatiles" as used herein is the material evolved during the
high temperature (= 900°F. [> 482°C]) drying. The shape of the catalyst depends on the specific application and process
conditions of the hydrocracking process including but not limited to tablets, pellets, extrudates, or any other form which
is useful in the particular process. The hydrogenation metals may be included by adding active sources of the metals
to the mix prior to shaping and heating. Alternatively, the hydrogenation metals may be added after the shaping and/or
heating steps, using methods known to the art, such as by impregnation.

[0033] The overall conversion rate is primarily controlled by reaction temperatures and liquid hourly space velocity,
in order to achieve the desired VI of the product. The process can be operated as a single-stage hydroprocessing zone
having a catalyst system comprising the hydrocracking catalyst of the present process. It can also be operated as a
layered catalyst system having at least two catalyst layers, with the lube hydrocracking catalyst of the present process
converting a hydrocarbonaceous feed stream which was previously treated in a first hydroconversion catalyst layer. In
a layered catalyst system, the first hydroconversion layer performs some cracking and removes nitrogen and sulfur from
the feedstock before contact with the lube hydrocracking catalyst. Preferably, the organonitrogen content of the product
leaving the top layer of catalyst is less than 500 ppm, more preferably less than 250 ppm, and still more preferably less
than 100 ppm. The top layer of catalyst will generally comprise a hydroconversion catalyst comprising Group VI and/or
Group VIII hydrogenation components on a silica or silica-alumina support. Preferred hydrogenation components for
the hydrotreating catalyst include nickel, molybdenum, tungsten and cobalt or a combination thereof. An active zeolite,
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such as a Y-type zeolite, and preferably an active Y-type zeolite having a SiO,/Al,O of less than about 10, may be
included with the hydroconversion catalyst in order to increase activity and catalyst stability. The relative amounts of
catalyst used in the various catalyst layers is specific to each reactor system and feedstream used, depending on, for
example, the severity of the operating conditions, the boiling range of the feed, the quantity of heteroatoms such as
nitrogen and sulfur in the feed, and the desired lubricating oil base stock properties. Typically, in a catalyst system
comprising a hydroconversion catalyst layer and a lube hydrocracking catalyst layer, the volumetric ratio of hydrocon-
version catalyst to hydrocracking catalyst is in the range between about 1/99 and about 99/1, preferably between about
10/90 and about 50/50.

[0034] Hydroconversion reaction conditions in the hydroconversion catalyst layer may be the same as or different
from conditions in the hydrocracking layer. Generally, hydroconversion conditions include a temperature in the range of
400°F. (204°C.) to 950°F. (510°C.), a pressure in the range of 500 to 3500 psig (3550 to 24200 KPa abs), a liquid hourly
space velocity in the range 0.1 to 20.0, and a total hydrogen supply in the range of 200 to 20,000 SCF of hydrogen per
barrel of hydrocarbonaceous feed (43-4300 std 1 H,/kg feed).

[0035] The lubricating oil base stock produced by the present hydrocracking process will have a high viscosity index,
a low nitrogen content and a low sulfur content. Prior to additional processing, it may be distilled into two or more fractions
of varying boiling points, with each fraction being characterized by a particular viscosity index value and a particular
nitrogen and a particular sulfur content. Generally, at least one of the fractions will have a viscosity index greater than
about 85 and preferably greater than about 90. However, the viscosity index can be as high as 125 or even 130, depending
on the feedstock being treated. While methods are available for determining the viscosity index of a waxy stock, the
viscosity index values given here are based on lubricating oil base stocks which have been solvent dewaxed, using
methods well known in the art, to a -10°C. pour point.

[0036] The catalyst of the present process also removes a substantial portion of the organonitrogen and organosulfur
compounds from the hydrocarbonaceous feed. These reactions removing heteroatom compounds are important, as
organonitrogen, and to a lesser extent organosulfur compounds, are detrimental to downstream processing of the lubri-
cating oil base stock, such as dewaxing and hydrofinishing. Products of the heteroatom removal reactions, such as
ammonia and hydrogen sulfide, are significantly less detrimental to these downstream processes. The nitrogen and
sulfur contents of the lubricating oil base stocks, or at least one of the distillate fractions derived from the lubricating oil
base stock, will typically be less than 25 ppm, usually less than 10 ppm, and levels as low as 1 ppm or less are often
observed. Indeed, it is an important characteristic of the catalyst of this process that nitrogen compounds are converted
to ammonia at much higher reaction rates, and to much larger extent, than catalysts used in conventional lube hydroc-
racking processes.

[0037] The lubricating oil base stock produced by the hydrocracking step may be dewaxed following hydrocracking.
Dewaxing may be accomplished by one or more processes known to the art, including solvent dewaxing or catalytic
dewaxing. Zeolites such as ZSM-5, ZSM-11, ZSM-12, ZSM-23, ZSM-35 and ZSM-38 have been proposed for this
purpose in dewaxing processes and their use is described in U.S. Patent Nos. 3,700,585; 3,894,938; 4,176,050;
4,181,598; 4,222,855; 4,229,282 and 4,247,388. Zeolite SSZ-32 and dewaxing processes using SSZ-32 are described
in U.S. Patent Nos. 5,053,373 and 5,252,527. SAPO-11 and dewaxing processes using SAPO-11 are described in U.S.
Patent No. 4,859,311.

[0038] Dewaxing is typically conducted at temperatures ranging from about 200°C. to about 475°C. at pressures from
about 15 psig (205 KPa abs) to about 3000 psig (20800 KPa abs) at space velocities (LHSV) between about 0.1 and
20 and at hydrogen recycle rates of 500 to 30,000 SCF/bbl (107-6400 std 1 H,/kg oil feed). The dewaxing catalyst may
include a hydrogenation component, particularly the Group VIII metals such as cobalt, nickel, palladium and platinum.
[0039] Itis often desirable to use mild hydrogenation (sometimes referred to as hydrofinishing) to produce more stable
lubricating oils. The hydrofinishing step can be performed either before or after the dewaxing step, and preferably after.
Hydrofinishing is typically conducted at temperatures ranging from about 190°C. to about 340°C. at pressures from
about 400 psig (2860 KPa abs) to about 3000 psig (20800 KPa abs) at space velocities (LHSV) between about 0.1 and
20 and at hydrogen recycle rates of 400 to 1500 SCF/bbl (86-320 std 1 H,/kg oil feed). The hydrogenation catalyst
employed must be active enough not only to hydrogenate the olefins, diolefins and color bodies within the lube oil
fractions, but also to reduce the aromatic content. The hydrofinishing step is beneficial in preparing an acceptably stable
lubricating oil since lubricant oils prepared from hydrocracked stocks tend to be unstable to air and light and tend to form
sludges spontaneously and quickly.

[0040] Suitable hydrogenation catalysts include conventional metallic hydrogenation catalysts, particularly the Group
VIII metals such as cobalt, nickel, palladium and platinum. The metal is typically associated with carriers such as bauxite
alumina, silica gel, silica-alumina composites, and crystalline aluminosilicate zeolites. Palladium is a particularly preferred
hydrogenation metal. If desired, non-noble Group VIII metals can be used. Metal oxides or sulfides can be used. Suitable
catalysts are detailed, for instance, in U.S. Patent Nos. 3,852,207; 4,157,294; 3,904,513 and 4,673,487.

[0041] These and other specific applications of the catalyst and process of the present invention are illustrated in the
following examples.
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EXAMPLES
Example 1

[0042] A nickel/nitric acid solution was prepared by dissolving 142.4 grams of Ni(NO3),*6H,0 in 120 cc of deionized
water and carefully mixing with 10.3 g of 70% nitric acid.

[0043] 204.13 gammonium metatungstate was dissolved in 220 cc of deionized water. The pH of the solution was 2.70.
[0044] 107.8 (volatiles free) g Plural alumina, 28.8 g (volatiles free) of PG/Conteka CBV-760 ultrastable Y zeolite with
a silica/alumina mole ratio of 62, and 363.4 g (volatiles free) Siral 40 (Condea: 40/60 SiO,/Al,05) powder was combined
an a small BP mixer and mixed for five minutes. The jacket temperature of the mixer was maintained at 140-160°F.
(60°C-71°C.) while 133 cc of deionized water was slowly added. After 3 minutes mixing, the nickel/nitric acid solution
was added by spraying into the material in the mixer. After three minutes the ammonium metatungstate solution was
added, and the mixing continued for an additional 7 minutes. This mixture was then found to have a pH of 4.07 and a
volatiles content of 49.8%.

[0045] The mixture was then extruded, and the extrudates placed 1 inch deep (2.5 cm) in a screen tray and dried at
320°F. (160°C.) for one hour. The dried extrudate were then heated to 950°F over a 1.5 hour period and held at 950°F.
(510°C.) for one hour in 2 scf/hour (0.057 m3/hr) of flowing dry air.

Example 2

[0046] A nickel/nitric acid solution was prepared by dissolving 156.9 grams of Ni(NO3),*6H,0 in 120 cc of deionized
water and carefully mixing with 10.3 g of 70% nitric acid.

[0047] 178.8 g ammonium metatungstate was dissolved in 220 cc of deionized water. The pH of the solution was 2.77.
[0048] 105 g (volatiles-free) Catapal B alumina (Engelhard), 35.0 g (volatiles-free) of CBV-500 ultrastable Y zeolite
(PQ/Conteka) ground to a nominal particle size of 2 microns and having a silica/alumina mole ratio of 5.7, and 290.0 g
(volatiles-free) Siral 40 (Condea: 40/60 SiO,/Al,O3) powder was combined an a small BP mixer and mixed for five
minutes. The jacket temperature of the mixer was maintained at 140-160°F. (60°C-71°C.) while 125 cc of deionized
water was slowly added. After 3 minutes mixing, the nickel/nitric acid solution was added by spraying into the material
in the mixer. After five minutes of additional mixing, the ammonium metatungstate solution was added, and the mixing
continued for an additional 5 minutes. 70.0 g (volatiles-free) of a commercial nickel/tungsten/silica/alumina hydrotreating
catalyst, having approximately the same elemental composition as the catalyst being prepared in this example, and
ground to a nominal particle size of less than 10 microns was then slowly added, and the mixture mixed an additional
9 minutes. The mixture was then found to have a pH of 4.35 and a volatiles content of 50.1%.

[0049] The mixture was then extruded, and the extrudates placed 1 inch (2.5 cm) deep in a screen tray and dried at
320°F. (160°C.) for one hour. The dried extrudate were then heated to 950°F.(510°C.) over a 1.5 hour period and held
at 950°F.(510°C.)for one hour in 2 scf/hour (0.057 m3/hr) of flowing dry air.

[0050] Properties of the catalysts are listed in the following table:

Catalyst Composition Ex. 1 Ex. 2
Aluminum 23.7 wt% 23.3 wt%
Nickel 3.84 wt% 5.36 wt%
Silicon 10.9 wt% 10.5 wt%
Tungsten 19.7 wt% 20.3 wt%
Pore volume by mercury porosimetry (ASTM D4284)
Total: 0.3158 cm3/g | 0.395 cm?3/g
Macropore: 0.0394 cm3/g | 0.0918 cm3/g
Particle Density 1.44 g/cm3 1.33 g/cm3

Example 3

Catalyst A

[0051] Catalysts of this invention were tested as follows. For each test a pilot plant reactor was charged with a layer
of standard zeolite-containing hydroconversion catalyst and a layer of the hydrocracking catalyst of this invention con-
taining 4% zeolite (Catalyst A), in which the volume ratio of hydroconversion catalyst/hydrocracking catalyst was roughly
1/2.



10

15

20

25

30

35

40

45

50

55

EP 0 775 184 B2

[0052] After presulfiding the catalysts, they were tested with a standard vacuum gas oil feed at 2200 psig (15300 KPa
abs) total pressure and 0.48 LHSV, with the temperature controlled to achieve a target conversion. Products were
fractionated, and the 650°F+ (343°C+) fraction solvent dewaxed and a viscosity index determined. Figure 1 shows the
results from testing a number of catalysts of this invention, with the data showing the viscosity index of the 650°F+
product as a function of extent of conversion.

Catalyst B (Comparative experiment)

[0053] The test was repeated using a layered catalyst system with the standard zeolite-containing hydroconversion
catalyst layered with a catalyst having the same pore size distribution as Catalyst A, and with 10% zeolite (Catalyst B).
The VI selectivity data from this test, which is also included in Figure 1, is equal to that of the comparative Catalyst C
(described below).

Catalyst C

[0054] The test was repeated using a layered catalyst system with the standard zeolite-containing hydroconversion
catalyst layered with a commercial non-zeolitic hydrocracking catalyst (Catalyst C). The data taken from this test, which
is also included in Figure 1, shows that the VI selectivity of this catalyst was approximately 5 VI numbers lower than that
of Catalyst A.

Catalyst D

[0055] The test was repeated using a layered catalyst system with the standard zeolite-containing hydroconversion
catalyst layered with a catalyst having a pore size distribution smaller than that Catalyst A, and with 10% zeolite (Catalyst
D). The data from this test, which is also included in Figure 1, shows that the VI selectivity was reduced even further
when a catalyst containing a larger amount of zeolite and having a pore size distribution outside the range of the catalyst
of this invention was used.

[0056] There are numerous variations on the present invention which are possible in light of the teachings and examples
supporting the present invention. It is therefore understood that within the scope of the following claims, the invention
may be practiced otherwise than as specifically described or exemplified herein.

Claims

1. A process for producing a lubricating oil base stock which comprises contacting under hydrocracking conditions a
hydrocarbonaceous feed with a catalyst comprising from 2 to 6 percent by weight zeolite on a volatiles free basis,
wherein the zeolite is selected from zeolite Y, dealuminated zeolite Y and ultrastable zeolite Y, a hydrogenation
component and an inorganic oxide matrix material, the catalyst having a pore volume in the range of between 0.25
and 0.60 cm3/g, with a mean pore diameter between 40 A and 80 A, with at least 5% of the pore volume being in
pores having a diameter of greater than 200 A; and wherein the viscosity index of the lubricating oil base stock is
increased relative to that of the feed.

2. The process according to Claim 1 wherein at least 10% of the pore volume is in pores having a diameter greater
than 200 A.

3. The process according to Claim 1 wherein at least 15% of the pore volume is in pores having a diameter greater
as than 200 A.

4. The process according to Claim 3 wherein at least 1 % of the pore volume is in pores having a diameter greater
than 1000 A.

5. The process according to Claim 1 wherein the zeolite has a SiO,/Al,O5 molar ratio in the range of between 5 and 100.
6. The process according to Claim 1 wherein the zeolite has a SiO,/Al,O5 molar ratio in the range of between 5 and 60.

7. The processaccording to Claim 1 wherein the catalyst contains from 0.01 to 45 percent by weight of the hydrogenation
component.
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The process according to Claim 7 wherein the hydrogenation component comprises from 5 to 30 percent by weight,
calculated as the metal trioxide, of at least one Group VIB metal selected from tungsten, molybdenum and combi-
nations thereof.

The process according to Claim 8 wherein the hydrogenation component comprises from 1 to 15 percent by weight,
calculated as the metal monoxide, of atleast one Group VIl base metal selected from nickel, cobalt and combinations
thereof.

The process according to Claim 1 wherein the catalyst contains from 30 to 90 percent by weight of the inorganic
oxide matrix material.

The process according to Claim 1 wherein the inorganic oxide matrix material is selected from alumina, silica alumina
and combinations thereof.

The process according to Claim 1 wherein the hydrocarbonaceous feed is a vacuum gas oil having a normal boiling
range in the range of 350°C to 590°C:

The process according to Claim 1 wherein the hydrocarbonaceous feed is a deasphalted residual oil having a normal
boiling range in the range of 480°C to 650°C.

The process according to Claim 1 wherein the hydrocracking conditions include a temperature in the range of 400°F
(204°C) to 950°F (510°C), a pressure in the range of 500 to 3500 psig (3550 to 24200 KPa abs), a liquid hourly
space velocity in the range 0.1 to 20.0, and a total hydrogen supply in the range of 200 to 20,000 SCF of hydrogen
per barrel of hydrocarbonaceous feed (43-4300 std ¢ Ho/kg feed).

The process according to Claim 1 providing a conversion from 10 to 80 weight percent.

A process according to Claim 1 wherein a 650°F (343°C) + fraction of the lubricating oil base stock is subjected to
dewaxing, hydrofinishing, or a combination thereof.

The process according to Claim 19 wherein the dewaxing is carried out under catalytic dewaxing or solvent dewaxing
conditions.

The process according to claim 1, wherein the catalyst comprises

a) from 2 to 6 percent zeolite on a volatiles free basis, wherein the zeolite has a faujasite structure and is selected
from zeolite Y, dealuminated zeolite Y and ultrastable zeolite Y;

b) from 1 to 15 percent by weight, calculated as the metal monoxide, of at least one Group VIII metal selected
from nickel, cobalt and combinations thereof, and from 5 to 30% by weight, calculated as the metal trioxide, of
at least one Group VIB metal selected from tungsten, molybdenum and combinations thereof; and

c) from 45 to 75 percent by weight of an amorphous silica-alumina matrix material; and

d) sufficient alumina support to make 100 percent by weight;

wherein the catalyst has a pore volume in the range of between 0.25 and 0.45 cm3/g, with a mean pore diameter
between 40 A and 80 A, and with at least 5% of the pore volume being in pores having a diameter of greater than
200 A; and wherein the hydrocarbonaceous feed is a vacuum gas oil having a normal boiling range in the range of
350°C to 590°C.

The process according to claim 1, wherein said hydrocarbonaceous feed is initially contacted under hydroconversion
conditions with a hydroconversion catalyst to produce a hydrotreated product having a nitrogen content of less than
100 ppm, said hydrotreated product being subsequently contacted with the hydrocracking catalyst defined in claim
1, wherein the zeolite of said hydrocracking catalyst has a faujasite structure.

Patentanspriiche

1.

Verfahren zur Gewinnung eines Schmierdl-Ausgangsstoffs, umfassend das Zusammenbringen eines Kohlenwas-
serstoffeinsatzes unter Hydrocrackbedingungen mit einem Katalysator, der von 2 bis 6 Gew.-% auf I6sungsmittel-
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freier Basis Zeolith beinhaltet, wobei der Zeolith ausgewahlt ist aus Y-Zeolith, dealuminisiertem Y-Zeolith und ul-
trastabilem Y-Zeolith, eine Hydrogenierungskomponente und ein anorganisches Oxidmatrixmaterial, wobei der Ka-
talysator ein Porenvolumen zwischen 0,25 und 0,60 cm3/g besitzt, bei einem mittleren Porendurchmesser zwischen
40 A und 80 A, wobei mindestens 5% des Porenvolumens Poren sind mit einem Durchmesser von mehr als 200 A
sind; und wobei der Viskositatsindex des Schmierdl-Ausgangsstoffs gegenliber dem des Einsatzes erhdht wird.

Verfahren nach Anspruch 1, wobei mindestens 10% des Porenvolumens Poren mit einem Durchmesser von mehr
als 200 A sind.

Verfahren nach Anspruch 1, wobei mindestens 15% des Porenvolumens Poren mit einem Durchmesser von mehr
als 200 A sind.

Verfahren nach Anspruch 3, wobei mindestens 1 % des Porenvolumens Poren mit einem Durchmesser von mehr
als 1000 A sind.

Verfahren nach Anspruch 1, wobei das Molverhaltnis von SiO, zu Al,O5 im Zeolith zwischen 5 und 100 ist.
Verfahren nach Anspruch 1, wobei das Molverhéltnis von SiO, zu Al,O5 im Zeolith zwischen 5 und 60 ist.
Verfahren nach Anspruch 1, wobei der Katalysator 0,01 bis 45 Gew.-% Hydrogenierungskomponente enthalt.

Verfahren nach Anspruch 7, wobei die Hydrogenierungskomponente 5 bis 30 Gew.-% mindestens eines Metalls
der Gruppe VIB enthalt, berechnet als Metalltrioxid, ausgewahlit aus Wolfram, Molybdan und Kombinationen hiervon.

Verfahren nach Anspruch 8, wobei die Hydrogenierungskomponente 1 bis 15 Gew.-% mindestens eines Grundme-
talls der Gruppe VIl enthalt, berechnet als Metallmonoxid, ausgewahlt aus Nickel, Kobalt und Kombinationen hiervon.

Verfahren nach Anspruch 1, wobei der Katalysator 30 bis 90 Gew.-% anorganisches Oxidmatrixmaterial enthalt.

Verfahren nach Anspruch 1, wobei das anorganische Oxidmatrixmaterial ausgewahlt ist aus Aluminiumoxid, Silici-
umoxidaluminiumoxid und Gemischen hiervon.

Verfahren nach Anspruch 1, wobei der Kohlenwasserstoffeinsatz ein Vakuumgasoél ist mit einem normalen Siede-
bereich von 350°C bis 590°C.

Verfahren nach Anspruch 1, wobei der Kohlenwasserstoffeinsatz ein entasphaltiertes Riickstandsél ist mit einem
normalen Siedebereich von 480°C bis 650°C.

Verfahren nach Anspruch 1, wobei die Hydrocrackbedingungen beinhalten eine Temperatur im Bereich von 400°F
(204°C) bis 950°F (510°C), einen Druck im Bereich von 500 bis 3500 psig (3550 bis 24200 kPa absolut), eine
Flussigkeitsraumstundengeschwindigkeit im Bereich von 0,1 bis 20,0, und einem Gesamtwasserstoffeinsatz im
Bereich von 200 bis 20.000 Standardkubikfu® Wasserstoff pro Fass Kohlenwasserstoffeinsatz (43 bis 4300 Stan-
dardliter H, pro kg Einsatz).

Verfahren nach Anspruch 1, welches eine Umwandlung von 10 bis 80 Gew.-% vornimmt.

Verfahren nach Anspruch 1, wobei eine 650°F+-Fraktion (343°C+-Fraktion) des Schmierdl-Ausgangsstoffs einem
Entwachsen, Hydrofinishing oder einer Kombination hiervon unterworfen wird.

Verfahren nach Anspruch 19, wobei das Entwachsen unter katalytischen Entwachsungs- oder Lésungsmittelent-
wachsungsbedingungen erfolgt.

Verfahren nach Anspruch 1, wobei der Katalysator umfasst
a) 2 bis 6% auf Idsungsmittelfreier Basis Zeolith, wobei der Zeolith eine Faujasit-Struktur hat und ausgewahlt
ist aus Y-Zeolith, dealuminisiertem Y-Zeolith und ultrastabilem Y-Zeolith;

b) 1 bis 15 Gew.-%, berechnet als Metallmonooxid, mindestens eines Metalls der VIII Gruppe, ausgewahlt aus
Nickel, Kobalt und Kombinationen hiervon, und 5 bis 30 Gew.-%, berechnet als Metalltrioxid, mindestens eines
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Metalls der VIB Gruppe, ausgewahlt aus Wolfram, Molybdan und Kombinationen hiervon; und
c) 45 bis 75 Gew.-% amorphes Siliciumoxid-Aluminiumoxid-Matrixmaterial; und
d) ausreichend Aluminiumoxid-Tragermaterial, so dass man 100 Gew.-% erreicht;

wobei der Katalysator ein Porenvolumen besitzt zwischen 0,25 und 0,45 cm3/g, bei einem mittleren Porendurch-
messer zwischen 40 A und 80 A, und mit mindestens 5% Porenvolumen, dessen Poren einen Durchmesser von
mehr als 200 A besitzen; und wobei der Kohlenwasserstoffeinsatz ein Vakuumgasol mit einem normalen Siedebe-
reich von 350 bis 590°C ist.

Verfahren nach Anspruch 1, wobei der Kohlenwasserstoffeinsatz am Anfang zusammengebracht wird unter Hydro-
konversionsbedingungen mit einem Hydrokonversionskatalysator, so dass man ein hydrobehandeltes Produkt erhalt
mit einem Stickstoffgehalt von weniger als 100 ppm, wobei das hydrobehandelte Produkt dann zusammengebracht
wird mit einem Hydrocrackkatalysator nach Anspruch 1, wobei der Zeolith des Hydrocrackkatalysators eine Fauja-
sitstruktur besitzt.

Revendications

10.

1.

Procédé pour la production d’'une huile de base pour huile lubrifiante, qui comprend la mise en contact dans des
conditions d’hydrocraquage d’'une charge hydrocarbonée d’alimentation avec un catalyseur comprenant de 2 a 6
pourcent en poids, a base libre de volatiles, d’'une zéolite, la zéolite étant choisie entre la zéolite Y, la zéolite Y
désaluminée et la zéolite Y ultrastable, un constituant d’hydrogénation et une matiére de matrice du type oxyde
inorganique, le catalyseur ayant un volume des pores compris dans lintervalle de 0,25 & 0,60 cm3/g, avec un
diamétre moyen des pores compris dans l'intervalle de 40 A 280 A, une proportion d’au moins 5 % du volume des
pores consistant en pores ayant un diamétre supérieur a 200 A ; et dans lequel I'indice de viscosité de I'huile de
base pour huile lubrifiante est augmenté par rapport a celui de la charge d’alimentation.

Procédé suivant la revendication 1, dans lequel une proportion d’au moins 10% du volume des pores consiste en
pores ayant un diamétre supérieur a 200 A.

Procédé suivant la revendication 1, dans lequel une proportion d’au moins 15% du volume des pores consiste en
pores ayant un diamétre supérieur a 200 A.

Procédé suivant la revendication 3, dans lequel une proportion d’au moins 1% du volume des pores consiste en
pores ayant un diamétre supérieur a 1000 A.

Procédé suivant la revendication 1, dans lequel la zéolite a un rapport molaire SiO,/Al,O5 compris dans l'intervalle
de 5 a 100.

Procédé suivant la revendication 1, dans lequel la zéolite a un rapport molaire SiO,/Al,O4 compris dans l'intervalle
de 5 a 60.

Procédé suivant la revendication 1, dans lequel le catalyseur contient 0,01 a 45 pourcent en poids du constituant
d’hydrogénation.

Procédé suivant la revendication 7, dans lequel le constituant d’hydrogénation comprend 5 a 30 pourcent en poids,
la quantité étant calculée en trioxyde métallique, d’au moins un métal du Groupe VIB choisi entre le tungstene, le
molybdéne et leurs associations.

Procédé suivant la revendication 8, dans lequel le constituant d’hydrogénation comprend 1 a 15 pourcent en poids,
la quantité étant calculée en monoxyde métallique, d’au moins un métal de base du Groupe VIII choisi entre le

nickel, le cobalt et leurs associations.

Procédé suivant la revendication 1, dans lequel le catalyseur contient 30 a 90 pourcent en poids de la matiére de
matrice du type oxyde inorganique.

Procédé suivant la revendication 1, dans lequel la matiére de matrice du type oxyde inorganique est choisie entre
I’alumine, la silice-alumine et leurs associations.
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Procédé suivant la revendication 1, dans lequel la charge hydrocarbonée d’alimentation est un gas-oil sous vide
ayant une plage d’ébullition normale comprise dans l'intervalle de 350°C a 590°C.

Procédé suivant la revendication 1, dans lequel la charge hydrocarbonée d’alimentation est une huile résiduelle
désasphaltée ayant une plage d’ébullition normale comprise dans I'intervalle de 480°C a 650°C.

Procédé suivant la revendication 1, dans lequel les conditions d’hydrocraquage comprennent une température
comprise dans l'intervalle de 400°F (204°C) a 950°F (510°C), une pression comprise dans l'intervalle de 500 a 3500
psig (3550 a 24200 kPa abs.), une vitesse spatiale horaire de liquide comprise dans l'intervalle de 0,1 a 20,0, et un
apport d’hydrogéne total compris dans l'intervalle de 200 a 20.000 SCF d’hydrogéne par baril de charge hydrocar-
bonée d’'alimentation (43-4300 | d H,/kg de charge d’alimentation en conditions standard).

Procédé suivant la revendication 1, présentant une conversion de 10 a 80 pourcent en poids.

Procédé suivant la revendication 1, dans lequel une fraction a 650°F+ (343°C+) de I'huile de base pour huile
lubrifiante est soumise a un déparaffinage, un hydrofinissage ou une de leurs associations.

Procédé suivant la revendication 19, dans lequel le déparaffinage est effectué dans des conditions de déparaffinage
catalytique ou de déparaffinage avec un solvant.

Procédé suivant la revendication 1, dans lequel le catalyseur comprend :

a) 2 a 6 pourcent, a base libre de volatiles, d’'une zéolite, la zéolite ayant une structure de faujasite et étant
choisie entre la zéolite Y, la zéolite Y désaluminée et la zéolite Y ultrastable ;

b) 1 a 15 pourcent en poids, la quantité étant calculée en monoxyde métallique, d’au moins un métal du Groupe
VIII choisi entre le nickel, le cobalt et leurs associations, et 5 a 30 % en poids, la quantité étant calculée en
trioxyde métallique, d’au moins un métal du Groupe VIB choisi entre le tungsténe, le molybdene et leurs
associations ; et

c) 45 a 75 pourcent en poids d’'une matiere de matrice du type silice-alumine amorphe ; et

d) une quantité de matiére de support du type alumine suffisante pour parvenir a 100 % en poids ;

le catalyseur ayant un volume des pores compris dans l'intervalle de 0,25 a 0,45 cm3/g, avec un diamétre moyen
de pore compris dans Iintervalle de 40 A & 80 A, et avec une proportion d’au moins 5 % du volume des pores
consistant en pores ayant un diamétre supérieur & 200 A ; et la charge hydrocarbonée d’alimentation étant un gas-
oil sous vide ayant une plage d’ébullition normale comprise dans l'intervalle de 350°C a 590°C.

Procédé suivant la revendication 1, dans lequel ladite charge hydrocarbonée d’alimentation est mise en contact
initialement dans des conditions d’hydroconversion avec un catalyseur d’hydroconversion pour produire un produit
hydrotraité ayant une teneur en azote inférieure a 100 ppm, ledit produit hydrotraité étant ensuite mis en contact
avec le catalyseur d’hydrocraquage défini dans la revendication 1, la zeolite dudit catalyseur d’hydrocraquage ayant
une structure de faujasite.
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