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Description

[0001] Theinvention relates to an electrical connector
for an injector and a method for coupling an electrical
connector to an actuator unit of an injector.

[0002] Inorderto meetthe requirements of strict emis-
sion legalisation and in order to save fuel consumption,
injectors, in particular fuel injectors for internal combus-
tion engines are arranged in internal combustion engines
in order to dose the fluid into an intake manifold of the
internal combustion engine or directly into the combus-
tion chamber of a cylinder of the internal combustion en-
gine.

[0003] Injectors for an internal combustion engine
comprise actuator units. In order to inject fuel, the actu-
ator unit is energized so that a fluid flow through the fluid
outlet portion of the injection valve is enabled.

[0004] In order to enhance the combustion process in
view of the creation of unwanted emissions, the respec-
tive injector may be suited to dose fluids under very high
pressures. The pressures may be in case of a gasoline
engine, for example the range of up to 200 bar or in the
case of diesel engines in the range of up to 2,000 bar.
The injection of fluids under such high pressures has to
be carried out very precisely.

[0005] During the injection process very fast changes
of the pressure may occur. The fast changes of the pres-
sure may cause pressure waves in the fluid which leads
to pressure waves in different parts of the injector, in par-
ticular in the actuator unit.

[0006] EP 1445 470 Al according to the preamble of
claim 1 disclose a metering device for dosing pressurized
fluids, comprising a housing with a metering opening,
controlled by an axially moveable valve needle, an axially
extendable piezoelectric actuator, a thermal compensa-
tor unit, and an electrical connector for supplying electri-
cal power to the piezoelectric actuator. The electrical con-
nector comprises a connector body with a first set of pins
adapted to be connected with an external power supply
and a second set of pins electrically connected to the first
set of pins and providing electrical contact to the piezo-
electric actuator. The first set of pins is rigidly mounted
in the connector body and the second set of pins is axially
moveably mounted in the connector body.

[0007] The object of the invention is to create an elec-
trical connector that is simply to be manufactured and
which facilitates a reliable and precise function of the
injection valve.

[0008] These objects are achieved by the features of
the independent claims. Advantageous embodiments of
the invention are given in the sub-claims.

[0009] According to a first aspect the invention is dis-
tinguished by an electrical connector for an injector com-
prising a connector body, a pin being mechanically cou-
pled to the connector body and being electrically coup-
able to a power supply, and an electric conductor being
electrically coupled to the pin and being electrically coup-
able to an actuator unit of the injector, the electric con-
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ductor comprising a first conducting element and a sec-
ond conducting element, the first conducting element
having a first rigidity and the second conducting element
being elastically deformable and having a second rigidity
being smaller than the first rigidity of the first conducting
element, and the first conducting element being coupled
electrically to the second conducting elementin a manner
that the second conducting element electrically bridges
a section of the first conducting element. The electrically
bridged section of the first conducting element comprises
an attenuation zone. The cross-section of the attenuation
zone is smaller than the cross-section of the two further
sections of the first conducting element.

[0010] This has the advantage that due to the elastic
deformability of the second conducting element and due
to the second rigidity being smaller than the first rigidity
a high mechanical flexibility of the coupling of the elec-
trical connector to the actuator unit is obtainable. Fur-
thermore, an electric current through the electrical con-
nector is possible even in the case that the first conduct-
ing element is interrupted as the second conducting el-
ement bridges the first conducting element electrically.
Furthermore, a destruction of the electrically bridged sec-
tion of the first conducting element due to high mechan-
ical forces exerted on the actuator unit or a forced de-
struction of the electrically bridged section of the first con-
ducting element is possible nevertheless a secure elec-
tric coupling between the actuator unit and the electrical
connector is remaining. Consequently, a damage of the
injector can be avoided even in the case of high mechan-
ical forces exerted on the actuator unit.

[0011] In an advantageous embodiment the first con-
ducting element is formed as a tape, and the attenuation
zone of the first conducting element has a recess being
formed in a manner that a width of the attenuation zone
of the first conducting element is smaller than a width of
the further sections of the first conducting element. This
has the advantage that a simple construction of the re-
cess by stamping the first conducting element is possible.
[0012] Inafurther advantageous embodiment the first
conducting element is formed as a tape, and the atten-
uation zone of the first conducting element has a recess
in a manner that a thickness of the attenuation zone of
the first conducting element is smaller than a thickness
of the further sections of the first conducting element.
This has the advantage that a simple construction of the
recess by rolling the first conducting element is obtaina-
ble.

[0013] In a further advantageous embodiment the re-
cess is V-shaped. This makes it possible to simply stamp
or roll the recess into the first conducting element.
[0014] In a further advantageous embodiment the re-
cess has a semicircular shape. This makes it possible to
simply stamp or roll the recess into the first conducting
element and to simply remove the electrical coupling in
the first conducting element if necessary.

[0015] Inafurther advantageous embodimentthe sec-
ond conducting element is a wire element. This makes
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a high elasticity of the second conducting element pos-
sible.

[0016] Inafurther advantageous embodimentthe sec-
ond conducting element comprises a plurality of wire el-
ements. This has the advantage that a very high elasticity
of the second conducting element is possible.

[0017] Inafurther advantageous embodimentthe rigid
first conducting element of the electric conductor is elec-
trically coupable to the actuator unit of the injector. This
has the advantage that the position of the electrical con-
nector relative to the actuator unit of the injector can be
fixed with a high precision.

[0018] According to a second aspect the invention is
distinguished by a method for coupling an electrical con-
nector according to one of the preceding claims to an
actuator unitof an injector comprising the following steps:
providing the electrical connector and the actuator unit
of the injector, aligning the electrical connector relative
to the actuator unit of the injector to obtain a defined
position of the electrical connector relative to the actuator
unit of the injector, coupling the first conducting element
of the electric conductor of the electrical connector to the
pin of the actuator unit to provide an electric coupling
between the electrical connector and the actuator unit of
the injector, and removing the attenuation zone of the
first conducting element.

[0019] Exemplary embodiments of the invention are
explained in the following with the help of schematic
drawings. These are as follows:

Figure 1  an injector with an electrical connector in a
longitudinal section view,

Figure 2  the electrical connector in a perspective
view, and

Figure 3  the electrical connector in a further perspec-
tive view.

[0020] Elements of the same design and function that

appear in differentillustrations are identified by the same
reference characters.

[0021] Figure 1 shows a part of an injector 20 with an
actuator unit 28 and an electrical connector 30.

[0022] The actuator unit 28 comprises a housing 22 in
which a piezo element 24 is arranged. The actuator unit
28 may, however, also comprise another type of actuator,
which is known to the person skilled in the art for that
purpose. Such an actuator may be, for example, a sole-
noid. The actuator unit 28 further comprises pins 26 for
the supply of electrical energy to the actuator unit 28.
The piezo element 24 of the actuator unit 28 may change
its axial length if it is supplied with electrical energy. By
changing its length the actuator unit 28 may effect a force
on a valve needle of the injector 20. Due to the exerted
force the valve needle is able to move in axial direction
to prevent or enable a fluid flow through the injector 20.
[0023] The electrical connector 30 has a connector
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body 32 in which an electric conductor 34 and a pin 38
are arranged. The electric conductor 34 is electrically
coupled with the pin 38 of the electrical connector 30 and
with one of the pins 26 of the actuator unit 28. A power
supply can be coupled to the pin 38 to supply the actuator
unit 28 with electrical energy.

[0024] The electric conductor 34 comprises a first con-
ducting element 35 and a second conducting element
36. The first conducting element 35 has a first rigidity.
The second conducting element 36 is elastically deform-
able and has a second rigidity which is smaller than the
first rigidity of the first conducting element 35. The first
conducting element 35 and the second conducting ele-
ment 36 are electrically coupled with each other inaman-
ner that depending on the state of the first conducting
element 35 either a parallel current flow through the first
conducting element 35 and the second conducting ele-
ment 36 is enabled or a current flow through the elasti-
cally deformable second conducting element 36 is pos-
sible.

[0025] The first conducting element 35 has a section
35cwith an attenuation zone 35a and two further sections
35b. The attenuation zone 35a is an area structurally
weakened relative to the two further sections 35b. The
section 35c¢ with the attenuation zone 35a of the first con-
ducting element 35 is arranged between the two further
sections 35b of the first conducting element 35. The at-
tenuation zone 35a of the first conducting element 35
has a recess 40. Due to the recess 40 the cross-section
of the attenuation zone 35a of the first conducting ele-
ment 35 is smaller than the cross-section of the two fur-
ther sections 35b of the first conducting element 35.
[0026] Inthe shown embodiment of the electrical con-
nector 30 the first conducting element 35 is formed as a
tape. The section 35c and in particular the attenuation
zone 35a of the first conducting element 35 have a thick-
ness T1. The further sections 35b of the first conducting
element 35 have a thickness T2. The thickness T1 of the
attenuation zone 35a of the first conducting element 35
is smaller than the thickness T2 of the further sections
35b of the first conducting element 35. Consequently,
the cross-section of the attenuation zone 35a of the first
conducting element 35 is smaller than the cross-section
of the further sections 35b of the first conducting element
35. The recess 40 of the first conducting element 35 is
preferably produced by a rolling process during the pro-
duction of the first conducting element 35.

[0027] The embodiment of the electrical connector 30
of figure 3 shows the first conducting element 35 with the
section 35¢ comprising the attenuation zone 35a and the
further sections 35b. A width W1 of the attenuation zone
35a of the section 35c of the first conducting element 35
is smaller than a width W2 of the further sections 35b of
the first conducting element 35. Thus, the cross-section
of the attenuation zone 35a of the first conducting ele-
ment 35 is smaller than the cross-section of the further
sections 35b of the first conducting element 35.

[0028] The second conducting element 36 has a first
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end 36a and a second end 36b. The first end 36a of the
second conducting element 36 is electrically coupled to
one of the two further sections 35b of the first conducting
element 35. The second end 36b of the second conduct-
ing element 36 is electrically coupled to the other of the
two further sections 35b of the first conducting element
35. This electrical coupling enables to electrically bridge
the section 35c and in particular the attenuation zone 35a
of the first conducting element 35. In the case that the
attenuation zone 35a of the first conducting element 35
isintacta parallel current flow through the first conducting
element 35 and the second conducting element 36 to the
pin 26 of the actuator unit 28 is possible.

[0029] The recess 40 may also be V-shaped as shown
in figure 2. This allows a simple stamping or rolling of the
recess 40 into the first conducting element 35.

[0030] The first conducting element 35 of the electrical
connector 30 may also have a recess 40 with a semicir-
cular shape. By this the first conducting element 35 is
formed in a way that the electrical connections between
the further sections 35b of the first conducting element
35 can be removed very simply.

[0031] Preferably, the second conducting element 36
is a wire. Wire elements enable a good elastic deforma-
bility of the second conducting element 36. Consequent-
ly, a high elasticity between the connector body 32 and
the actuator unit 28 is available. Preferably, the second
conducting element 36 comprises a plurality of wire ele-
ments which enable a very good elastic deformability of
the second conducting element 36.

[0032] Preferably, the coupling between the first con-
ducting element 35 and the second conducting element
36 is carried out by a welding process as this is a very
robust mechanical coupling process. The coupling be-
tween the first conducting element 35 and the second
conducting element 36 may also be achieved by brazing
or a mechanical process such as pressing or clamping.
[0033] In the following a method for coupling the elec-
trical connector 30 to the actuator unit 28 of the injector
20 will be described in detail:

[0034] The electrical connector 30 and the actuator
unit 28 of the injector 20 are provided. The electrical con-
nector 30 is aligned relative to the actuator unit 28 of the
injector 20. As the first rigidity of the first conducting el-
ement 35 is high it is possible to obtain a well-defined
position of the electrical connector 30 relative to the ac-
tuator unit 28 of the injector. Furthermore, the first con-
ducting element 35 of the electric conductor 34 of the
electrical connector 30 is coupled to the pin 26 of the
actuator unit 28. This coupling is preferably carried out
by welding. The coupling provides an electrical coupling
between the electrical connector 30 and the actuator unit
24 of the injector. Finally, the attenuation zone 35a of the
first conducting element 35 is removed. This makes it
possible to obtain an elastic coupling between the two
further sections 35b of the first conducting element 35.
[0035] Inthe following the function of the electrical con-
nector 30 of the injector 20 will be described:
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[0036] If the actuator unit 28 of the injector 20 is sup-
plied with electric energy through the electrical connector
30 the valve needle is enabled to move as described
above and to exert a reaction force on the actuator unit
28. Due to this a movement of the actuator unit 28 relative
to the electrical connector 30 can occur in a manner that
forces are exerted on the first conducting element 35 and
the second conducting element 36.

[0037] If the attenuation zone 35a of the first conduct-
ing element 35 is intact a parallel current flow through
the first conducting element 35 and the second conduct-
ing element 36 is enabled and the actuator unit 28 is
supplied with electrical energy in a secure manner.
[0038] Ifthe forces due tothe movementofthe actuator
unit 28 relative to the electrical connector 30 are high
enough to destroy the attenuation zone 35a of the first
conducting element 35 which has the high first rigidity or
the attenuation zone 35a of the first conducting element
35 is removed by the method for coupling the electrical
connector 30 to the actuator unit 28 of the injector 20 as
described above the second conducting element 36
bridges the attenuation zone 35a of the first conducting
element 35 and a current flow through the second con-
ducting element 36 is enabled. Consequently, the actu-
ator unit 28 is supplied with electrical energy in a secure
manner as the second rigidity of the second conducting
element 36 is smaller than the first rigidity of the first
conducting element 35 and the second conducting ele-
ment 36 is elastically deformable thus enabling to trans-
mit a low mechanical stress to the pins 26 of the actuator
unit 28.

Claims

1. Electrical connector (30) for an injector (20) compris-
ing

- a connector body (32),

- a pin (38) being mechanically coupled to the
connector body (32) and being electrically coup-
able to a power supply, and

- an electric conductor (34) being electrically
coupled to the pin (38) and being electrically
coupable to an actuator unit (28) of the injector
(20),

characterized in that

the electric conductor (34) comprises a first conduct-
ing element (35) and a second conducting element
(36), the first conducting element (35) having a first
rigidity, the second conducting element (36) being
elastically deformable and having a second rigidity
being smaller than the first rigidity of the first con-
ducting element (35), and the first conducting ele-
ment (35) being coupled electrically to the second
conducting element (36) in amanner that the second
conducting element (36) electrically bridges a sec-
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tion (35c) of the first conducting element (35), and
the electrically bridged section (35c) of the first con-
ducting element (35) comprises an attenuation zone
(35a), the cross-section of the attenuation zone (35a)
being smaller than the cross-section of two further
sections (35b) of the first conducting element (35).

Electrical connector (30) according to claim 1, with
the first conducting element (35) being formed as a
tape, and the attenuation zone (35a) of the first con-
ducting element (35) having a recess (40) being
formed in a manner that a width (W1) of the attenu-
ation zone (35a) of the first conducting element (35)
is smaller than a width (W2) of the further sections
(35b) of the first conducting element (35).

Electrical connector (30) according to claim 1, with
the first conducting element (35) being formed as a
tape, and the attenuation zone (35a) of the first con-
ducting element (35) having a recess (40) in a man-
ner that a thickness (T1) of the attenuation zone
(35a) of the first conducting element (35) is smaller
than a thickness (T2) of the further sections (35b) of
the first conducting element (35).

Electrical connector (30) according to claim 2 or 3,
with the recess (40) being V-shaped.

Electrical connector (30) according to claim 2 or 3,
with the recess (40) having a semicircular shape.

Electrical connector (30) according to one of the pre-
ceding claims, the second conducting element (36)
being a wire element.

Electrical connector (30) according to one of the
claims 1 to 5, the second conducting element (36)
comprising a plurality of wire elements.

Electrical connector (30) according to one of the pre-
ceding claims, with the first conducting element (35)
of the electric conductor (34) being electrically coup-
able to the actuator unit (28) of the injector (20).

Method for coupling an electrical connector (30) ac-
cording to any one of the preceding claims to an ac-
tuator unit (28) of an injector (20) comprising the fol-
lowing steps:

- providing the electrical connector (30) and the
actuator unit (28) of the injector (20),

- aligning the electrical connector (30) relative
to the actuator unit (28) of the injector (20) to
obtain a defined position of the electrical con-
nector (30) relative to the actuator unit (28) of
the injector (20),

- coupling the first conducting element (35) of
the electric conductor (34) of the electrical con-
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nector (30) to the pin (26) of the actuator unit
(28) to provide an electric coupling between the
electrical connector (30) and the actuator unit
(24) of the injector (20), and

- removing the attenuation zone (35a) of the first
conducting element (35).

Patentanspriiche

1.

Elektrischer Verbinder (30) fur einen Injektor (20),
umfassend

einen Verbinderkorper (32),

einen Stift (38), der mechanisch an den Verbinder-
korper (32) gekoppelt ist und elektrisch an eine
Stromversorgung koppelbar ist, und

einen elektrischen Leiter (34), der elektrisch an den
Stift (38) gekoppelt ist und elektrisch an eine Betéa-
tigungseinheit (28) des Injektors (20) koppelbar ist,
dadurch gekennzeichnet, dass

der elektrische Verbinder (34) ein erstes leitendes
Element (35) und ein zweites leitendes Element (36)
umfasst, wahrend das erste leitende Element (35)
eine erste Steifigkeit aufweist, wobei das zweite lei-
tende Element (36) elastisch deformierbar ist und
eine zweite Steifigkeit aufweist, die geringer ist als
die erste Steifigkeit des ersten leitenden Elements
(35) und das erste leitende Element (35) ist elek-
trisch an das zweite leitende Element (36) in der Wei-
se gekoppelt, dass das zweite leitende Element (36)
einen Abschnitt (35c) des ersten leitenden Elements
(35) elektrisch uberbriickt und

der elektrisch Uberbriickte Abschnitt (35c) des er-
sten leitenden Elements (35) umfasst einen verjing-
ten Bereich (35a), wobei der Querschnitt des ver-
jungten Bereichs (35a) kleiner ist als der Querschnitt
der zwei weiteren Abschnitte (35b) des ersten lei-
tenden Elements (35).

Elektrischer Verbinder (30) gemafR Anspruch 1, wéh-
rend das erste leitende Element (35) als Band aus-
gebildet ist der verjiingte Bereich (35a) des ersten
leitenden Elements (35) weist eine Aussparung (40)
auf, die in einer Weise gebildet ist, dass eine Breite
(W1) des verjungten Bereichs (35a) des ersten lei-
tenden Elements (35) kleiner ist als eine Breite (B2)
der weiteren Abschnitte (35b) des ersten leitenden
Elements (35).

Elektrischer Verbinder (30) gemaf Anspruch 1, wo-
bei das erste leitende Element (35) als ein Band aus-
gebildet ist und der verjiingte Bereich (35a) des er-
sten leitenden Elements (35) eine Aussparung (40)
in einer Weise aufweist, sodass eine Dicke (T1) des
verjungten Bereichs (35a) des ersten leitenden Ele-
ments (35) kleinerist als eine Dicke (T2) der weiteren
Abschnitte (35b) des ersten leitenden Elements (35).
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Elektrischer Verbinder (30) gemaf Anspruch 2 oder
3, wobei die Aussparung (40) eine V-Form aufweist.

Elektrischer Verbinder (30) gemaf Anspruch 2 oder
3, wobei die Aussparung (40) halbkreisférmig ist.

Elektrischer Stecker (30) gemaR einem der vorher-
gehenden Anspriiche, wahrend das zweite leitende
Element (36) ein Kabelelement ist.

Elektrischer Verbinder (30) geméaR einem der An-
spriche 1 - 5, wahrend das zweite leitende Element
(36) eine Mehrzahl an Kabelelementen umfasst.

Elektrischer Verbinder (30) gemaf einem der vor-
hergehenden Anspriiche, wahrend das erste leiten-
de Element (35) des elektrischen Leiters (34) an die
Betéatigungseinheit (28) des Injektors (20) elektrisch
koppelbar ist.

Verfahren zum Koppeln eines elektrischen Verbin-
ders (30) gemal einem der vorhergehenden An-
spriiche an eine Betatigungseinheit (28) eines Injek-
tors (20), das die folgenden Schritte aufweist:

Bereitstellen des elektrischen Verbinders (30)
und der Betéatigungseinheit (28) des Injektors
(20),

Ausrichten des elektrischen Verbinders (30) in
Bezug auf die Betatigungseinheit (28) des Injek-
tors (20), um eine definierte Position des elek-
trischen Verbinders (30) in Bezug auf die Beta-
tigungseinheit (28) des Injektors (20) zu Errei-
chen,

Koppeln des ersten leitenden Elements (35) des
elektrischen Leiters (34) des elektrischen Ver-
binders (30) an den Stift (26) der Betatigungs-
einheit (28), um eine elektrische Kopplung zwi-
schen dem elektrischen Verbinder (30) und der
Betéatigungseinheit (24) des Injektors (20) be-
reitzustellen und

Entfernen des Verjingungsbereichs (35a) des
ersten leitenden Elements (35).

Revendications

Connecteur électrique (30) destiné a un injecteur
(20) comprenant :

- un corps de connecteur (32),

- une broche (38) reliée de maniére mécanique
au corps de connecteur (32) et pouvant étre re-
liée de maniéere électrique a une alimentation
électrique, et

- un conducteur électrique (34) relié de maniéere
électrique a la broche (38) et pouvant étre relié
de maniere électrique a une unité d'actionne-
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ment (28) de l'injecteur (20),
caractérisé en ce que

le conducteur électrique (34) comprend un pre-
mier élément conducteur (35) et un second élé-
ment conducteur (36), le premier élément con-
ducteur (35) présentant une premiére rigidité, le
second élément conducteur (36) pouvant étre
déformé de maniere élastique et présentant une
seconde rigidité plus petite que la premiére rigi-
dité du premier élément conducteur (35), et le
premier élément conducteur (35) étant relié de
maniére électrique au second élément conduc-
teur (36) de telle maniére que le second élément
conducteur (36) ponte de maniére électrique
une partie (35¢) du premier élément conducteur
(35), et

la partie pontée de maniére électrique (35¢) du
premier élément conducteur (35) comprend une
zone d’'atténuation (35a), la section transversale
de la zone d’atténuation (35a) étant plus petite
gue la section transversale de deux autres par-
ties (35b) du premier élément conducteur (35).

Connecteur électrique (30) selon la revendication 1,
dans lequel le premier élément conducteur (35) est
formé comme une bande, et la zone d’atténuation
(35a) du premier élément conducteur (35) présente
un évidement (40) formé de telle maniére que la lar-
geur (W1) de la zone d'atténuation (35a) du premier
élément conducteur (35) soit plus petite que la lar-
geur (W2) des autres parties (35b) du premier élé-
ment conducteur (35).

Connecteur électrique (30) selon la revendication 1,
dans lequel le premier élément conducteur (35) est
formé comme une bande, et la zone d’atténuation
(35a) du premier élément conducteur (35) présente
un évidement (40) de telle maniére que I'épaisseur
(T1) de la zone d'atténuation (35a) du premier élé-
ment conducteur (35) soit plus petite que I'épaisseur
(T2) des autres parties (35b) du premier élément
conducteur (35).

Connecteur électrique (30) selon la revendication 2
ou la revendication 3, dans lequel I'évidement (40)
présente une forme en V.

Connecteur électrique (30) selon la revendication 2
ou la revendication 3, dans lequel I'évidement (40)
présente une forme semi-circulaire.

Connecteur électrique (30) selon 'une quelconque
des revendications précédentes, dans lequel le se-

cond élément conducteur (36) est un élément de fil.

Connecteur électrique (30) selon 'une quelconque
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des revendications 1 a 5, dans lequel le second élé-
ment conducteur (36) comprend une pluralité d'élé-
ments de fil.

Connecteur électrique (30) selon I'une quelconque
des revendications précédentes, dans lequel le pre-
mier élément conducteur (35) du conducteur électri-
que (34) peut étrerelié de maniére électrique al’unité
d’'actionnement (28) de l'injecteur (20) .

Procédé destiné a relier un connecteur électrique
(30) selon I'une quelconque des revendications pré-
cédentes, a une unité d'actionnement (28) d'un in-
jecteur (20) comprenant les étapes suivantes con-
sistant a :

- fournir le connecteur électrique (30) et 'unité
d’ actionnement (28) de l'injecteur (20),

- aligner le connecteur électrique (30) par rap-
port & l'unité d’actionnement (28) de l'injecteur
(20) de maniere a obtenir une position définie
du connecteur électrique (30) par rapport a l'uni-
té d'actionnement (28) de l'injecteur (20),

- relier le premier élément conducteur (35) du
conducteur électrique (34) du connecteur élec-
trigue (30) a la broche (26) de I'unité d'action-
nement (28) de maniére a fournir un couplage
électrique entre le connecteur électrique (30) et
I'unité d’actionnement (24) de l'injecteur (20), et
- retirer la zone d'atténuation (35a) du premier
élément conducteur (35).
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