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5 Claims. 

My present invention relates to fire hydrants 
and is an improvement upon the construction of 
hydrant for which Letters Patent No. 1717,392 
was issued to me on June 18, 1929, and also upon 
the construction illustrated in an application Se 
rial No. 574,284, filed by me on November 11, 
1931. 
My invention also has special reference to the 

thorough lubrication of the mechanism employed 
for imparting the reciprocating movements to 
the waive stem, whereby the same is maintained 
in a lubricated condition, and hence easy of op 
eration; the features of this part of my inven 
tion being adapted during the reciprocation of 
the valve stem to pump the oil from its normal 
static location in the lubricant well to a rela 
tively higher position oil duct, whereby it may 
be supplied at a relatively high elevation and 
permitted to flow by gravity to the bearings for 
the operating nut. 
My object is further to provide the valve stem 

at its lower end With a cylinder and piston as a 
guiding means for the valve stem, all as in my 
aforesaid application Serial No. 574,284, but mod 
ified by the provision at its extreme lower end 
below the packing means for centralizing the 
valve stem of a disk-like metallic means prefer 
ably cupped so as to insure the entering of the 
piston into the cylinder by metallic guiding means 
and, at the same time, protecting the soft leather 
or rubber packing of the piston during the assem 
bling operation. 
My invention also embodies certain features of 

construction associated with that part of the 
stock or barrel of the hydrant which extends 
above the ground, the same embodying a struc 
ture of less resistance to fracture than the stock 
or barrel itself, so that in the event of the upper 
part of the fire hydrant being forcibly struck by 
a truck, or because of impact, whatever the cause, 
the said weakened portion will become broken 
and limit the damage to a small easily repairable 
part associated with the stock or barrel flanges. 
More particularly, it is my object in this portion 
of my improvement to provide a suitable clamp 
ing means for normally uniting tWO Sections of 
the stock or barrel, the clamping means intro 
ducing a detachable flange structure adapted un 
der strain to become fractured and releasing the 
normally united flange portions of the stock or 
barrel, whereby the part of the hydrant above 
the ground level may become detachable with 
respect to the stock or barrel of the hydrant be 
low the ground level and with relatively small 
damage to the hydrant as a whole, 

(CI 285-40) 
According to the invention, the hydrant has a 

stock comprising tubular parts disposed end to 
end in aligned relation, the adjacent ends there 
of having peripheral flanges of different diam 
eters, a fraligible circular coupling member dis 
posed adjacent Said flanges, and means for clamp 
ing together said coupling member and one of 
Said fianges to provide a water-tight joint be 
tween the parts. The coupling may be made up 
of segments and it may be provided with an inner 
annular lip disposed for circumferential engage 
ment with the flange of smaller diameter and it 
may, if desired, be provided with a weakening 
groove constituting a point of least resistance to 
fracture When the hydrant is struck by a heavy 5 

10 

blow. 
Referring to the drawing: Fig. 1 is a vertical 

sectional view of a fire hydrant embodying my 
improvements but with a portion of the stock or 
barrel and valve rud removed for shortening the 
height of the hydrant, Fig. 2 is an elevation of 
the same; Fig. 3 is a transverse section of the 
same taken on line 3-3 of Fig. 2, looking upward 
as indicated by the arrows; Fig. 4 is a semi-cir 
cular part of the clamping means for normally 25 
and detachably holding the upper and lower por 
tions of the stock or barrel together during nor 
mal use of the hydrant; and Fig. 5 is a lock nut 
adapted for attachment to the lower part of the 
Valve Stem as a substitute for the cup-shaped disk 30 
for guiding the lower end of the valve stem into 
proper relation With the cylindrical portion with 
in the Shoe. 

2 is the body of the shoe which is preferably 
flat at the bottom, as indicated at 4, the shoe 35 
being also provided With a lateral tubular flange 
portion 3 adapted for connection with the supply 
main in the Street. The upper portion of the 
Shoe is flanged, as at 3a, and is bolted at 3 to 
the bottom flange f4b of the stock or barrel 4. 40 
The upper end of the stock or barrel is detach 
ably clamped to the upper section 4a of the 
stock or barrel by clamping means 55, which will 
later be described in detail. 
The upper section 4a of the stock is provided 45 

With the Operating mechanism including hose 
nozzles 6, Steamer nozzles 7, and the various 
features for Operating the valve and requiring 
lubrication. The upper end of the stock or barrel 
Section f 4a is flanged, as at 8, and to which a 50 
transverse plate 9 is bolted by bolts 20. This 
transverse plate 9 is provided with an oil reser 
voir 2 having an overflow pipe 22 opening from 
the bottom of the reservoir and terminating at 
a short distance below the level of the upper end 55 
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2 
of the reservoir. The central portion of the plate 
9 is provided with a stuffing box 23 through 

which the stub-shaft 24 extends, the said stuffing 
bOX comprising packing 23d, a gland 25, and ad 
justing bolts 26, the latter being located within 
the oil reservoir 2. The Stub-shaft 24 is screw 
threaded at 37 on its upper portion which ex 
tends through the oil reservoir and to a short 
distance above the same. The oil reservoir and 
the operating mechanism employed in connection 
With the screw threaded Stub-shaft are all housed 
in the bonnet Structure 28, the Same being flanged 
at 29 to fit over the plate 9 and bolted at 27 to 
the flange 8 of the stock or barrel section lia, 
before referred to. A suitable gasket. 8a, may 
be employed between the flange 8 and plate 9 
to make a water tight joint at the upper end of 
the stock or barrel section 4a. 
The upper end of the bonnet 28 is recessed 

at 3 and providing an inwardly directed flange 
32. A cylindrical nut 33 extends through the 
upper end of the bonnet and screw threaded to 
fit upon the threaded portion 37 of the stub 
shaft 24, and is also provided with an annular 
flange 34 which rests upon the in Wardly directed 
flange 32 of the bonnet, and held in place by 
means of the bushing 35 which is screwed into the 
threaded recessed portion 3 of the bonnet. 
When revolving the nut 33, its flange 34 prevents 
longitudinal novement and, consequently, Such 
rotation will raise or lower the stub-shaft 24 
according to the direction in which the nut is 
rotated. The nut 33 is provided with transverse 
apertures 36 and are positioned sufficiently low 
to permit the oil to pass from the reservoir 2 
to the threaded portions of the stub-shaft and 
nut. 
To lubricate the operating surfaces between 

the nut 33 and the inner wall of the bushing 35, 
I provide the interior bore of the bushing with 
a helical groove or channel 35a, and also provide 
the upper part of the nut 33 with a transverse 
hole 38 which forms a communication between 
the helical groove 35a, and the interior of the 
nut 33. It Will now be understood that When the 
nut is rotated to raise the stub-shaft 24 when 
closing the valve, the oil which is immediately 
within the nut and above the upper end of the 
stub-shaft is forced upward by the Said stub 
shaft acting as a piston and forcibly circulating 
the oil through the aperture 38 and the helical 
groove 35d to lubricate the Said nut in its con 
tact with the bushing 35 and flange structures 
32 and 34. The flange 34 of the nut may be 
provided with one or more vertical holes 34a to 
permit the surplus oil to be returned to the reser 
voir. When introducing the oil into the reservoir, 
the bushing 35 may be removed and the oil poured 
directly into the Space So provided and thence 
downward into the reservoir 2. Instead of re 
moving the bushing for filling the reservoir, the 
oil may be admitted through a removable plug 
28a. When the reservoir is substantially filled 
with oil, there will be an overflow from the pipe 
22 sufficient, through leakage from above the 
plate 9 in the bonnet 28 and through the an 
nular space 30 therefrom, to indicate that the 
reservoir is filled. It will be seen, therefore, that 
the stub-shaft 24 is not only thoroughly lubri 
cated in its connection with the nut 33, but the 
lower part which passes through the stuffing box 
23 is likewise thoroughly lubricated at all times. 
When the hydrant is Wide open and the stub 
shaft 24 is at its lowest position, the oil will flow 
through the orifices 36 into the space above the 
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stub-shaft and within the nut 33, and thereupon 
a closing action of the hydrant and raising of 
the stub-shaft will provide the pumping effect 
and thereby, during One or two minutes, Will cir 
culate the oil through the nut and its associated 5 
parts. It is here pointed out that one of the 
great Sources of trouble With fire hydrants as 
heretofore constructed and commercially used is 
that the lubricating of the hydrantS is largely 
neglected; and even Where Small oiling holes are 10 
provided and used at intervals, the oil supplied 
in that manner Soon drains away and leaves the 
hydrants. Without material lubrication. It is, 
therefore, my object to provide thorough lubri 
cation which is positively secured by employing 15 
a large reservoir of oil and causing the opening 
and closing movements of the hydrant to forcibly 
pump the oil to the Working parts of the hydrant. 
One of the novel features of my invention is 

in providing the Stock With a breakable means 20 
55 comprising a flange 55a just above the ground 
level so that in case the hydrant is struck with 
great force by a truck or other means, the lips 
55 on the inner portions of the semi-circular 
flange sections 60 Will break off without damag- 25 
ing either the lower section 4 of the hydrant 
stock or the upper section i4a thereof carrying 
the more expensive machine Work embodied in 
the operating mechanism which I have already 
described. This breakable means 55 consists 30 
more particularly of the wide flange f4c of the 
lower stock portion 4, and the Small flange 4d 
of the upper stock portion 4a clamped together 
upon an intermediate gasket 2a by bolts 6. 
This is made possible by use of the Semi-circular 35 
flange parts 60 butted together in ring shaped 
form and through the holes 59 in which the bolts 
6 pass, as will be understood from FigS. 1, 3, 4 
and 5. The CrOSS-Section of the ring flange 55d. 
is of angle Shape with the under part of the hori- 40 
2Ontal portion grooved at 5 (Fig. 4), forming 
thereby the narrow lip 56 about the inner diam 
eter. When Subjected to breaking strain, this 
flange 56 breaks away along the grooved portion 
57 where its cross-section is weakest, as indi- 45 
cated at 58 in Fig. 4. The downwardly extend 
ing flange 60 covers the flange joint as a whole 
and gives protection and finish (Fig. 2). 

I have provided, adjacent to the flange f4c of 
the lower stock or barrel (and hence close to the 50 
breakable point), a series of vertical strengthen 
ing ribs f, the purpose of which is to help brace 
the Stock or barrel against breakage under the 
violent strains above referred to. 
The stub-shaft 24 has its lower end formed of 55. 

polygonal cross-section, as at 39; and this part 
39 loosely fits within a vertical polygonal guide 
aperture 4 in the downwardly extending portion 
of the fixed plate 9 of the oil reservoir, and by 
means of which the stub-shaft may be adjusted 60 
up or down but prevented from rotation. As 
shown, the upper end of the valve rod or stem 
24a is secured to the stub-shaft and extends 
downward and to the main valve f. 
The main valve comprises an upper disk-like 65 

body 3 having formed integral there with a 
downwardly extending tubular shaft portion f, a 
Series of disks of leather or other suitable ?na 
terial forming a conical packing adapted in shape 
to fit the beveled seat 7 of the seat ring 5 de- 70 
tachably Screwed into the upper end of the shoe 
at 6, and a bottom annular plate ?o fitting loosely 
over the annular shaft and clamped in posi 
tion thereon by means of clamping nuts fa. In 
this manner, the packing of the main valve may 75 
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be. tightly clamped together between the two 
metal parts () and 3. The valve rod 24d. extend 
ing down Wardly from the stub-shaft 24 is Screwed 
into the disk-like body 3 and pinned therein to 
prevent rotation relatively to the valve. ... The 
Square or polygonal portion 39 of the stub-shaft 
24 to which the valve rod-2.Éd is firmly secured, 
Working as it does in the polygonal guide aperture 
4, prevents the rotation of the main valve and 
its operating rod. The disk-like portion 3 of the 
main valve is provided with drainage ports ... 2 
through Which the Water may flow from the Stock 
Or barrel 4 into the tubular shaft extending 
downwardly from the main valve for the pur 
pose of draining the hydrant stock when the 
main valve is closed. 
The interior and botton portion of the shoe 

body 2 is provided with a cylindrical casting 42 
which is internally fitted. With a bronze bushing 
A3 of tubular-like form and preferably with an 
outwardly curved portion 44 at the top. This 
tubular bushing 33 is provided about half way 
up with a lateral drainage aperture 5 , said aper 
ture opening into an annular drainage cihamber 
52 formed between the casting A2 and the annular 
bushing, the said annular drainage space 2 ex 
tending considerably above the aperture 5 and 
having one or more tubular drainage portions 
53 whose upper ends open into the upper portion 
of the annular space 52 and providing an outlet, 
from said space at a considerabie distance above 
the drainage aperture 5f. -- 

Surrounding the tubular shaft and movable 
with it is a fluid tight piston 45, said piston form 
ing an annular spacing circular body having 
clamped between said body and a washer plate 4 
a cup-shaped leather packing 3. Similarly, at 
the bottom of the piston Spacing circular body 
45 is arranged a downwardly extending leather 
cup packing 46d. which is clamped in position by 
the clamping plate A8 and nuts f9 and 58, Screwed 
upon the lower end of the tubular shaft . The 
cylindrical bushing 43 is axially in perfect alline 
ment with the axis of the main Valve so that it 
acts to positively guide the main valve and its 
attached piston axially Of the Valve Seat. The 
drainage water from the stock 4 of the hydrant 
flows by gravity through the orifices 2 in the 
upper annular body part 3 of the main valve, 
said water flowing down Wardly through the tubul 
lar shaft to a level below the piston 45 therein. 
The level of this drainage Water rises in Said 
cylinder 43 and passes outwardly through the 
lateral port 5 therein and thence through the 
annular space 52 and into the upper open ends 
of the tubular drain portions 53, said upper ends 
being at a somewhat higher level than the lower 
cup-shaped leather packing 46a of the piston 28. 
In this manner, the leather packing is maintained 
submerged in the waste Water from the hydrant, 
and if, for any reason, the hydrant was out of 
use for a long period, the Water in the lower part 
of the cylinder 63 will be retained at a level which 
will be above said packing 46a, and consequently 
keep it in a moist and pliable condition. It is also 
evident that if the hydrant is in Connection with 
a source of water Supply, the entire shoe would 
be filled with water which would have access to 
the upper cup-shaped packing 48 and in that 
manner maintain the same in a pliable and work 
able condition. 
The piston 45 being positively connected with 

the main waive and Spaced therefrom, said parts 
are each adapted to be subjected to the pressure 
of the Water supply entering the shoe, said pres 

Same into the cylinder 43. 

3 
sure operating upon the underside of the main 
valve and upon the upper side of the piston. By 
reaSOrl of this construction, the inain valve is 
Substantially counter-balanced by the piston 45 
which greatly reduces the amount of effort re- 5 
quired to open the main valve. The main valve 
is somewhat larger in diameter than the di 
ameter of the piston is 5 of the counter-balanced 
and waste valve. While it is desirable to h3ve 
Some excess pressure to normally hold the main 0 
Valve closed upon its seat, it is equally desirable 
that the excess pressure be reduced to an amount 
Only Sufficient to insure a tight valve and, at the 
Same time, to be limited to such an extent that the 
counter-balance effect operates to reduce the 15 
power necessary to open the valve to a minimum. 
The counter-balance feature of my improve 
ments, while being of the same nature as show, in 
in my Patent No. 1,717,292, dated June 18, 1923, 
in a SSociation. With other features of improve- 20 
ment, is important and insures desirable results 
in the structure herein over and above what is 
illustrated in my said patent. 

If for any reason it is necessary to withdraw 
the main valve and seat ring from the stock of 25 
the hydrant and thereafter re-introduce the 
main Valve, Seat ring and Waste valve, it will be 
necessary to prevent accidental injury to the 
cup-shaped packing 46d. When introducing the 

This is accomplished 30 
in the following manner: When the seat ring 5 
has been unscrewed from the threaded portion 
6, the bolts 2 and 27 may be removed to permit 
the main valve and drain valve to be lifted clear 
of the shoe and the stock portions connected 35 
thereto. When the repairs have been made, it 
Will be necessary, in replacing the drainage piston 
45 into the piston within the cylinder 43, to make 
Sure that the cup-shaped leather packing 660, is 
properly introduced into curved upper end 44 of 40 
the cylinder 43, So that it will not be mutilated. 
To insure ready introduction of the open end of 
the Said packing into the cylinder, a suitable 
guiding means is provided which, on entering the 
curved open end 44 of the cylinder 43, will posit 45 
tively Centralize the packing relatively to the 
cylinder as the piston is being lowered into op 
erative position. The guiding means so employed 
may be in the form of an annular disk 54, prefer 
ably with an upwardly curved perimeter and 50 
clamped in position between the nuts 49 and 50 
on the tubular shaft . It will be seen that when 
the valve rod is being lowered, this disk 54 will 
be guided in the curved open end 44 of the cylin 
der and Will, in this manner, guide the lower 55 
flanged portion of the cup-shaped packing 46a, 
accurately into the upper open end of the cylin 
der and thereby shield it against injury. In place 
of employing a separate disk 54, the lower nut 
50 may be made as indicated in Fig. 5, that is to 60 
Say, the nut 5d, may have an annular conical 
flange 54a Which acts as a guide when the said 
nut 50a is Substituted for the lower nut and the 
cup-shaped guide disk 54. I, therefore, do not 
restrict myself in respect to this guiding means. 65 
Suitable packing 8 may be carried in the seat 

ring 5 and adapted to make a tight joint between 
the Seat ring and the flange portion 9 of the shoe 
When the said seat ring is Screwed down into po 
sition therein in re-adjusting the main valve and 70 
Waste Valve into operative positions. 
Of course the mechanism illustrated and de 

scribed herein may be modified and changed in 
various ways without departing from the inven 
tion herein set forth and hereafter claimed, 75 
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4. 
I claim: 
1. In a fire hydrant, a stock composed of two 

alined tubular parts clamped end to end and 
having a circular flange of large diameter on one 
of the tubular parts and a circular flange of 
Small diameter on the other tubular part, in com 
bination. With a split circular frangible coupling 
member tightly fitting about one of the allined 
tubular parts and having an inner portion shaped 
to contact with and preSS upon the flange of Small 
diameter, said coupling member having a deep 
circular groove providing a weakened portion and 
opening directly upon the flange of Small diam 
eter, and a series of clamping bolts extending 
through the flange of large diameter and the 
frangible coupling member and spaced to apply 
substantially equal pressure about the alined tu 
bular parts and flanges thereof and to also tightly 
clamp Said a lined parts in axial relation. 

2. In a fire hydrant, a stock composed of two 
aligned tubular parts clamped end to end and 
having a circular flange of large diameter on One 
of the tubular parts and a circular fiange of Small 
diameter on the other tubular part, in combina 
tion with a split circular frangible coupling mem 
ber tightly fitting about one of the aligned tubu 
lar parts and having an inner portion shaped to 
contact with and press upon the flange of Small 
diameter, said coupling member having a deep 
circular groove providing a Weakened portion and 
opening directly upon the flange of Small diam 
eter and having a downwardly extending portion 
forming a closure to the Space between the 
flanges of large and Small diameter, and a Series 
of clamping bolts extending through the flange 
of large diameter and the frangible coupling 
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member and spaced to apply substantially equal 
preSSure about the aligned tubular parts and 
flanges thereof and to also tightly clamp said 
aligned parts in axial relation. 

3. In a hydrant, a stock comprising tubular - 
parts disposed end to end in aligned relation, the 
adjacent ends thereof having peripheral flanges 
of different diameters, a split frangible circular 
coupling member disposed adjacent said flanges, 
and means for clamping together said coupling 
member and One of Said flanges to provide a wa 
tertight joint between the parts, said coupling 
having Sufficiently less resistance than the flanges 
of the stock whereby upon impact said coupling 
Will fracture and release the stock parts. 

4. A frangible ring coupling for Securing to 
gether tWO annular flanges, comprising an an 
nular part of Small croSS Sectional area, engaging 
One of the flanges, and an annular part of greater 
croSS Sectional area for attachment to the other 
flange, said Small Section having sufficiently less 
resistance than the flanges of the stock, whereby 
upon impact the Smaller portion will fracture and 
release the stock parts. 

5. In a hydrant, a stock comprising tubular 
parts disposed end to end in aligned relation, the 
adjacent ends thereof having peripheral flanges 
of different diameters, a frangible circular cou 
pling member disposed adjacent said flanges, and 
means for clamping together said coupling mem 
ber and One of Said flanges to provide a water 
tight joint between the parts, said coupling hav 
ing Sufficiently less resistance than the flanges of 
the stock whereby upon impact said coupling will 
fracture and release the stock parts. 

HERBERT M. LOFTON. 
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