The ornamental design for a fixture for delivering interconnect members onto a substrate, as shown and described.

DESCRIPTION

FIG. 1 is a top perspective view of a fixture for delivering interconnect members onto a substrate, with a base plate shown in broken lines, showing my new design;

FIG. 2 is a bottom perspective view thereof;

FIG. 3 is a top view thereof;

FIG. 4 is a bottom view thereof;

FIG. 5 is a left side view thereof;

FIG. 6 is a right side view thereof;

FIG. 7 is a front side view thereof;

FIG. 8 is a rear side view thereof;

FIG. 9 is a top exploded perspective view thereof;

FIG. 10 is a bottom exploded perspective view thereof; and,

FIG. 11 is a bottom view of a top plate of the fixture for delivering interconnect members onto a substrate, in which the base plate in broken lines is removed for ease of illustration.

The broken lines depict environmental features that form no part of the claimed design, including the array of openings in the center of the top plate.

1 Claim, 9 Drawing Sheets
(56) References Cited

U.S. PATENT DOCUMENTS

6,204,678 B1 * 3/2001 Akram .............. G01R 1/0408
                                              324/754.08
6,276,596 B1  8/2001 Gruber et al.
6,296,173 B2 10/2001 Davis et al.
6,412,685 B2  7/2002 Hertz et al.
D503,691 S * 4/2005 Standing ................ H01L 24/63
                                              D13/182
8,277,255 B2 * 10/2012 Consoli ............. H01R 12/7076
                                              439/620.2
9,108,262 B1  8/2015 Hart
9,629,259 B1 * 4/2017 Hart ..................... B23K 1/0016

* cited by examiner