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IMPRovEMENT IN IMPLEMENTS For DRIvING SPoKES INTo HUBS or WHEELs. 
The Schedule refered to in these tetters Patent and making part of the saine. 

To all vihom it may concern: 
Be it known that I, WEsLEY. EDWARDs, of Indian 

apolis, county of Marion and State of Indiana, have 
invented a new and improved Implement for the Pür 
pose of Driving Spokes in Hübs for Vehicles, &c.; 
and I do hereby declare that the following is a full, 
clear, and exact description of the same, reference 
being had to the annexed drawings making a part of 
this specification. . 

Figure 1 is a top view. 
Figure 2 is a side elevation. 
Figure 3 is an end elevation. 
Figure 4 is a view of one of the levers. 
Figure 5 is a view of the face-plate. 
My invention relates to a machine used in driving 

spokes into the hubs of wheels; and 
- The improvement consists in the combination and 

arrangement ofcertain devices for holding the spokes 
in the proper position while being driven, soastogive 
the proper dish to the wheel. 

Thefollowing description will enable those skilled in 
the art to construct my improved spoke-driver. 

In the annexed drawing 
A is the frame now commonly in use, and which 

does not form part of this invention. There is also 
shown, infig. 3, a hub and spoke, which do not forma 
part of this invention. a 
B and Zare pieces of timberfastened rigidly to the 

side of the frame A, and projecting vertically, having 
slots C and X. 

In the slots C and X are inserted the screw-bolts D 
and E respectively, to which are attaclhed the guide F 

- and the spring G. 
At the top of the spring G, fig. 3, is attached a 

screw-bolt, P, with nuts on either side of the spring 
head, and by means of said screw-bolt and spring more 
or less pressure may be placed on the spoke, holding 
it, in connection with guides F F, in its place while 
being driven in the laub I. " . . 
The levers K. K, shown more plainly by fig. 4, are 

fastened at one end by means of a screw or rivet tö 
the uprights B and Z, and at the other end by ratch 
ets L L, and serve to hold the hub to the proper place. 
The screw-bolt M, passing through a screw-nut in Z, 
forcés the hollow-centered face-plate N, fig. 5, against 
the end of the hub, and also assists in holding it in its place. 
O O are screw-nuts, by means of which the screw 

bolts E may be adjusted vertically in the slot C, and 
also adjusted horizontally, to give the wheel more or 
less dish, or inclination of the spokes from the hub. 
What I claim asmyinvention, and desire to secure 

by Letters Patent, is 
The combination of the adjustable screw-bolts E. F. 

and P F and adjustable spring G, all arranged to op 
erate substantially as set forth. 

WESLEY. EDWARDS. 
Witnesses : 

C. E. MERRIFIELD, 
D. S. MCKERNAN. 


