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PATENT OFFICE. 

DONATO. DI CARLO, OF PHILADELPHIA, PENNSYLVANIA. 
LID. SUPPORT. 

Application filed August 14, 1922. Serial No. 581,578. 
To all thom it, may concern: 
Beit known that I, DoNATO DI CARLO, a Subject of the King of Italy (having de 

clared his intention of becoming a citizen of 
is the United States); residing at Philadel 

phia, in the county of Philadelphia and 
State of Pennsylvania, have invented cer 
tain new and useful Improvements in Lid 
Supports, of which the following is a speci 

10 fication. 
My invention relates to lid supports or 

holders for phonographs or other cabinets, 
and the object of the invention is to pro 
vide a support adapted to hold a hinged lid 

l6 or cover open in various positions and to 
provide simple means whereby the lid sup 
port will automatically engage and simple 
means for releasing it from engagement. 
These objects, and other advantageous 

20 ends which will be described hereinafter, I 
attain in the following manner, reference 
being had to the accompanying drawings in 
which 

Figure 1 is a fragmentary vertical sec 
25 tional view of a cabinet having a hinged lid 

with the improved support and releasing 
means, 

Figures 2 and 3 are perspective views of 
parts of the device, and 

30 Figures 4 and 5 are enlarged fragmentary 
sectional and plan views of parts of the 
Support. 
In the drawings, 10 is a cabinet, such as 

a phonograph cabinet, having a shelf 11, 
35 and a lid or cover 12 hinged at 13 to the 

back of the cabinet. Shelf 11 is provided 
with a slot 14 and a plate 15 is secured to 
the shelf over the slot. Plate 15 has a slot 
16 with a lateral notch 17 midway of one 

40 side and an opening 18 separated from the 
slot by a cross bar 19. 
A bar 20 is pivoted at its upper end to 

the inner face of one side of lid 12 and 
slightly to the rear as indicated at 21. Bar 

45 20 extends down through slots 14 and 16 
and is provided with upwardly extending 
notches 22 in its rear edge, and with down 
ward projections or shoulders 23 forming 
the rear wall of the notches, the notches be 

50 ing formed to take over cross bar 19. The 
cross bar may be any fixed element adapted 
to engage with a notch and the notches may 
be correspondingly shaped. A pin 24 pro 
jects laterally from the lower part of bar 20 

55 and normally prevents displacement of the 
bar with respect to plate 15 and shelf 11, 

but is adapted to pass through notch 17 to 
permit connection or disconnection of the 
parts. , 

- A lever 25 is pivoted at 26 to the inner 
face of the side of the lid, to which bar 20 
is pivoted, and near the front of the lid. 
The longer arm of the lever extends over 
the upper end of bar 20, has a bent end 27 
extending downward adjacent the back edge 
of the bar and carries a forwardly extend 
ing bifurcated plate 28 which straddles bar 
20 just below its pivot. The shorter arm 
of lever 25 extends downwardly and is 
twisted to provide a finger part 29 which is 
disposed near the lower front edge of lid 12. 

in assembling the device, bar 20 is passed 
through slots 14 and 16, being swung out 
of engagement with the crossbar to allow 
pin 24 to pass through notch 17. With the 
lid closed, bar 20 will extend downwardly 
substantially at right angles to the lid. 
When the lid is raised, bar 20 will be raised 
with its rear edge riding on cross bar 19 
and notches 23 passing freely over the cross 
bar. When the lid is raised to the desired 
position and released, one of the notches 23 
will engage with cross bar 19 and hold the 
lid in raised position. The lid may be car 
ried to a higher position by lifting it and 
allowing it to engage a lower notch. To 
lower or close the lid, it is lifted sufficiently 
to free bar 20 from its engagement with 
cross bar 19 and finger piece 29 is then 
pressed upward. This rocks lever 25 on its 
pivot and forces bifurcated arm 28 forward, 
thereby forcing bar 20 forward until its 
rear edge is free of the cross bar as indi 
cated by dotted lines in Figure 1. This per 
mits the lid and bar to be lowered and it 
may be held in any desired position by re 
leasing the pressure on the finger piece, 
thereby permitting the bar to swing back 
Ward and a notch to take over the crossbar. 

If the lid is to be closed, pressure on the 
finger piece is maintained until the notched 
part of bar 20 passes below cross bar 19 
when pressure on the finger piece may be 
released and the lid will close without ob 
struction. 
While I have described my invention as 

taking a particular form, it will be under 
stood that the various parts of my invention 
may be changed without departing from the 
spirit thereof, and hence I do not limit my 
self to the precise construction set forth, 
but consider that I am at liberty to make 
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such changes and alterations as fairly come 
within the scope of the appended claim. 

Having thus described my invention, what 
I claim as new and desire to secure by Let 
ters Patent is:- - - - - - - - - - - 

In combination with a receptacle having 
a hinged lid, a slotted plate supported in 
the receptacle and having a cross bar; a 
Supporting bar pivoted to the lid, taking 
through the slot, and having notches adapt 
led to be seated on the crossbar, the notched 
side of the supporting bar normally engag 
ing the cross bar, and a lever pivotally con 
nected to the lid, having one end near the 
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front of the lid and the other end bent over 15 
the pivoted end of the supporting bar and 
provided with a forwardly extending fur 
cation adapted to engage the Supporting bar 
below its pivot whereby pressure upon the 
forward end of the lever will swing the sup-20 
porting bar clear of the cross bar. 
In testimony whereof I have signed my 

name to this specification in the presence of 
two subscribing witnesses. 

DONATO DI CARLO. 
Witnesses: 

GUIDO DIGIAMMARINo, 
... CHAs. E. PoTTs. 

  

  


