
(19) United States 
US 2008O134482A1 

(12) Patent Application Publication (10) Pub. No.: US 2008/0134482 A1 
Adachi et al. (43) Pub. Date: Jun. 12, 2008 

(54) METHOD FOR MANUFACTURING PLATE 
CORE MATERAL AND METHOD FOR 
MANUEACTURING ALKALINE STORAGE 
BATTERY 

(75) Inventors: Atsushi Adachi, Kosai-shi (JP); 
Kazuyuki Kusama, Toyohashi-shi 
(JP); Michio Ozawa, Toyohashi-shi 
(JP): Nobuyasu Morishita, 
Toyohashi-shi (JP); Masaru 
Kobayashi, Toyohashi-shi (JP) 

Correspondence Address: 
Hamre, Schumann, Mueller & Larson, P.C. 
P.O. Box 2902 
Minneapolis, MN 55402-0902 

(73) Assignees: Matsushita Electric Industrial 
Co., Ltd., Kadoma-shi (JP); 
TOYOTAUDOSHA 
KABUSHIK KAISHA, 
Toyota-shi (JP) 

(21) Appl. No.: 12/011,735 

(22) Filed: Jan. 29, 2008 

Related U.S. Application Data 

(63) Continuation of application No. 10/503,021, filed on 
Jul. 28, 2004, now Pat. No. 7,354,460, filed as appli 
cation No. PCT/JP03/07299 on Jun. 9, 2003. 

(30) Foreign Application Priority Data 

Jun. 10, 2002 (JP) ................................. 2002-169045 
Mar. 13, 2003 (JP) ................................. 2003-068806 

Publication Classification 

(51) Int. Cl. 
B23PI3/00 (2006.01) 

(52) U.S. Cl. .............................................................. 29/2 
(57) ABSTRACT 

A plate core material is manufactured by a method including 
the processes of soaking a core material (11) that is made of 
nickel or nickel-plated Steel and includes copper as an impu 
rity in an aqueous solution (12) containing ammonium ions 
and hydrogen peroxide, so that the copper is dissolved in the 
aqueous solution (12), and removing the aqueous solution 
(12) from the surface of the core material (11). Further, an 
alkaline storage battery is manufactured by a method includ 
ing this manufacturing method. According to the manufac 
turing method of the present invention, an alkaline storage 
battery having higher reliability than that of a conventional 
alkaline storage battery can be obtained. 
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Fig. 2B 
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Fig. 3 

  



US 2008/0134482 A1 Jun. 12, 2008 Sheet 4 of 13 Patent Application Publication 

09 

Off 

?JaqdSourqe e Inqe 19du 134-UuoOJ 

OZ 

G | 

G 

(puOoas) Ieddoo Jo uoyanoSS!p 
eleIduoo eIogeq pesdee eu!. 

  



Patent Application Publication Jun. 12, 2008 Sheet 5 of 13 US 2008/0134482 A1 

9 

(puOoes) Jeddoo Jo uOIntossip 
an eduoo eIoyed pesdee eugh 

  



Patent Application Publication Jun. 12, 2008 Sheet 6 of 13 US 2008/0134482 A1 

Fig. 6 
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METHOD FOR MANUFACTURING PLATE 
CORE MATERAL AND METHOD FOR 

MANUEACTURING ALKALINE STORAGE 
BATTERY 

CROSS REFERENCES TO RELATED 
APPLICATIONS 

0001. This application is a Continuation of application 
Ser. No. 10/503,021, filed Jul. 28, 2004, which is a U.S. 
National Stage of PCT/JP03/07299, filed Jun. 9, 2003, which 
applications are incorporated herein by reference. 

TECHNICAL FIELD 

0002 The present invention relates to a method for manu 
facturing a plate core material of alkaline storage batteries 
and a method for manufacturing an alkaline storage battery. 

BACKGROUND ART 

0003 Conventionally, alkaline storage batteries such as a 
nickel-cadmium storage battery and a nickel metal hydride 
storage battery have been used as power sources for a mobile 
phone, a personal computer, and the like. Further, in recent 
years, nickel metal hydride storage batteries are used as a 
power source for a motor of an electric vehicle or a hybrid 
electric vehicle. Positive electrodes of such alkaline storage 
batteries broadly are classified into sintered positive elec 
trodes and non-sintered positive electrodes. In the non-sin 
tered positive electrodes, a conductive core material that is 
made of nickel or nickel-plated steel has been used. 
0004. However, such a core material may include a metal 
(such as copper) other than nickel or iron as an impurity. 
When a large amount of impurity is included, the impurity 
dissolved in an electrolyte solution from the core material is 
deposited and the deposited metal may develop a minute short 
circuit in positive and negative electrodes. 

DISCLOSURE OF INVENTION 

0005. In view of such a situation, an object of the present 
invention is to provide a method for manufacturing a plate 
core material that can configure an alkaline storage battery 
having higher reliability than that of a conventional alkaline 
storage battery, and a method for manufacturing an alkaline 
storage battery using the same. 
0006. In order to achieve the above-mentioned object, a 
method for manufacturing a plate core material of an alkaline 
storage battery according to the present invention includes: (i) 
bringing a core material that is made of nickel or nickel-plated 
steel and includes copper as an impurity into contact with an 
aqueous solution containing ammonium ions and hydrogen 
peroxide, so that the copper is dissolved in the aqueous solu 
tion; and (i) removing the aqueous solution from a Surface of 
the core material. In the present description, 'steel' is a gen 
eral ferrous material including not only carbon steel but also 
pure iron, stainless steel, and the like. 
0007 Further, a method for manufacturing an alkaline 
storage battery having a positive electrode including a core 
material and an active material carried by the core material 
according to the present invention includes manufacturing the 
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core material using the above-mentioned method for manu 
facturing a plate core material according to the present inven 
tion. 

BRIEF DESCRIPTION OF DRAWINGS 

0008 FIG. 1 is a schematic diagram showing a process in 
a method for manufacturing a plate core material of the 
present invention. 
0009 FIGS. 2A and 2B are schematic diagrams showing 
another process in the method for manufacturing a plate core 
material of the present invention. 
0010 FIG. 3 is a schematic diagram showing still another 
process in the method for manufacturing a plate core material 
of the present invention. 
0011 FIG. 4 is a diagram showing the relationship 
between the mixing ratio in an aqueous solution used in the 
manufacturing method of the present invention and the dis 
Solution rate of copper. 
0012 FIG. 5 is a diagram showing the relationship 
between the temperature of an aqueous solution used in the 
manufacturing method of the present invention and the dis 
Solution rate of copper. 
0013 FIG. 6 is a diagram showing the relationship 
between the temperature of an aqueous solution used in the 
manufacturing method of the present invention and the H2O 
concentration after the aqueous Solution is allowed to stand 
for 24 hours. 
0014 FIG. 7 is a diagram showing changes in character 
istics of an aqueous solution used in the manufacturing 
method of the present invention when a closed-type treatment 
apparatus is used. 
0015 FIG. 8 is a diagram showing changes in character 
istics of an aqueous solution used in the manufacturing 
method of the present invention when an open-type treatment 
apparatus is used. 
0016 FIG.9 is a cross-sectional view schematically show 
ing an exemplary treatment apparatus used in the manufac 
turing method of the present invention. 
0017 FIG. 10 is a graph showing the relationship between 
the material of a vessel of a treatment apparatus and the H2O 
concentration after treatment. 
0018 FIG. 11 is a graph showing the relationship between 
the manner of treating a core material and the amount of 
dissolved copper. 
0019 FIG. 12 is a graph showing the relationship between 
the manner of rotating a core material and the amount of water 
that was not removed from the core material. 
0020 FIG. 13 is a graph showing changes in open circuit 
voltage (OCV) of a nickel metal hydride storage battery 
manufactured by the method of the present invention and a 
nickel metal hydride storage battery manufactured by a con 
ventional method that are allowed to stand. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

0021 Hereinafter, embodiments of the present invention 
will be described. 

Embodiment 1 

0022. In Embodiment 1, a method for manufacturing a 
plate core material of an alkaline storage battery according to 
the present invention will be described. 
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0023. In the manufacturing method of Embodiment 1, 
first, a core material that is made of nickel or nickel-plated 
steel and includes copper as an impurity is brought into con 
tact with an aqueous solution containing ammonium ions 
(NH4+) and hydrogen peroxide (H2O), so that the copper is 
dissolved in the aqueous solution (Process (i)). More specifi 
cally, as shown in FIG. 1, a core material 11 that is made of 
nickel or nickel-plated Steel and includes copper as an impu 
rity is soaked in an aqueous solution 12 containing ammo 
nium ions and hydrogen peroxide, so that the copper is dis 
Solved in the aqueous solution 12. 
0024. The core material 11 may be coiled around a roller 
21 as shown in FIG. 2A and then be subjected to Process (i). 
In this case, it is preferable that the roller 21 is rotated in a 
state where the roller 21 is arranged such that a central axis 
21c (see FIG. 2A) of the roller 21 is horizontal to the surface 
of the aqueous solution 12 and a portion of the core material 
11 is soaked in the aqueous solution 12 as shown in FIG.2B. 
Because of this, the fluidity of the aqueous solution 12 on the 
Surface of the core material 11 can be enhanced, and conse 
quently, dissolution of copper is accelerated. 
0025. As the core material 11, a material generally used as 
a core material for an alkaline storage battery, e.g., a nickel 
porous body Such as foamed nickel and a sintered porous 
Substrate, punching metal, and the like can be used. Foamed 
nickel usually is made of nickel. A sintered porous Substrate 
usually is obtained by coating a nickel-plated iron Substrate 
(steel sheet) with a nickel powder and sintering it. Punching 
metal usually is made of nickel-plated iron (such as steel). 
However, Such commercially-available core materials may 
include copper as an impurity. These core materials may 
include copper because the copper may be previously 
included in nickel or iron as a material, or the copper in the 
form of dust may be attached to the material. In the manufac 
turing method of Embodiment 1, copper as an impurity is 
removed by being dissolved in the aqueous solution. The 
dissolution rate of nickel in the aqueous solution 12 is suffi 
ciently slow compared with that of copper. 
0026 Ammonium ions in the aqueous solution 12 can be 
provided by dissolving ammonia oran ammonium compound 
in the aqueous solution. For example, at least one selected 
from the group consisting of ammonia, ammonium chloride, 
and ammonium acetate may be dissolved in the aqueous 
Solution. It is preferable that the aqueous Solution 12 has an 
ammonia concentration of 10 mass % to 27 mass % and a 
hydrogen peroxide concentration of 2 mass % to 20 mass %. 
0027. A higher temperature of the aqueous solution 12 
achieves a higher dissolution rate of copper. However, when 
the temperature of the aqueous solution 12 is too high, bump 
ing occurs. Thus, it is preferable that the temperature of the 
aqueous solution 12 is kept in the range of 10°C. to 30°C. A 
preferred range of time for soaking the core material 11 in the 
aqueous Solution 12 is varied depending upon the concentra 
tion or temperature of the aqueous solution 12, e.g., about 10 
minutes to 1 hour. 

0028. After the core material 11 is treated with the aque 
ous solution 12, the aqueous solution 12 is removed from the 
surface of the core material 11 (Process (ii)). To be specific, 
the core material 11 may be washed and dried. Washing can 
be performed with pure water or the like, for example. 
0029 Drying can be performed with hot air, in the atmo 
sphere, under vacuum, or the like. Further, drying also can be 
performed using a centrifugal dehydration method. For 
example, as shown in FIG. 3, the core material 11 coiled 
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around the roller 21 may be rotated at high speed. Because of 
this, most of the rinsing liquid (such as pure water) attached to 
the surface of the core material 11 can be removed. In this 
case, when a centrifugal force becomes too strong, the core 
material 11 may be damaged. Thus, it is preferable that the 
maximum value of the centrifugal force applied to the core 
material 11 is kept in the range of 100 G to 800G. Thereafter, 
the core material 11 can be dried by, for example, blowing hot 
air thereto. Alternatively, the core material 11 may be dried in 
the atmosphereafter high-temperature water vapor is sprayed 
thereto. Using such methods, drying of the core material 11 
can be accelerated. 
0030. A core material can be manufactured in this manner. 
This core material can be used as a Support for a positive 
electrode of an alkaline storage battery. This Support also 
serves as a collector. 
0031. According to the manufacturing method of Embodi 
ment 1, copper included in the core material can be removed. 
Therefore, when an alkaline storage battery is manufactured 
using the core material manufactured by this manufacturing 
method, a short circuit in positive and negative electrodes can 
be prevented. According to the manufacturing method of 
Embodiment 1, copper particles included in the core material 
as impurities can be removed or reduced to an amount devel 
oping no minute short circuit. 
0032. The description has been given of the method in 
which the coiled core material is soaked in the aqueous solu 
tion with reference to FIGS. 1 and 2B. However, the method 
of the present invention is not limited thereto. For example, a 
strip-shaped core material may be soaked in the aqueous 
Solution by conveying and moving the core material in the 
aqueous Solution. 
0033. A manufacturing device for use in the manufactur 
ing method of Embodiment 1 includes a case in which the 
aqueous solution 12 is provided and means for bringing the 
core material 11 into contact with the aqueous Solution 12. A 
specific example will be shown in Example 3. This device 
may further include means for removing the aqueous Solution 
12 from the surface of the core material 11, such as washing 
means and drying means. 

Embodiment 2 

0034. In Embodiment 2, an alkaline storage battery of the 
present invention and a method for manufacturing the same 
will be described. The alkaline storage battery manufactured 
by the manufacturing method of Embodiment 2 may be a 
nickel-cadmium storage battery or a nickel metal hydride 
storage battery. 
0035. In the manufacturing method of Embodiment 2, a 
core material is manufactured using the manufacturing 
method described in Embodiment 1. Then, the obtained core 
material is filled or coated with paste containing an active 
material, and it is dried and rolled, resulting in a positive 
electrode. The active material is selected according to the 
battery to be manufactured. In the case of a nickel-cadmium 
storage battery or a nickel metal hydride storage battery, an 
active material containing nickel hydroxide as the main com 
ponent is used. In the manufacturing method of the present 
invention, the alkaline storage battery is manufactured using 
the positive electrode thus obtained. 
0036 A well-known method for manufacturing an alka 
line storage battery can be used except for the process for 
manufacturing the core material of the positive electrode. For 
example, a negative electrode can be formed by applying 
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paste containing a hydrogen storing alloy or the like to punch 
ing metal, and drying and rolling it. Then, the positive and 
negative electrodes are laminated or wound with a separator 
therebetween, resulting in a plate group. The plate group and 
an electrolyte solution are sealed in a case, whereby the 
alkaline storage battery can be obtained. 
0037. In the manufacturing method of Embodiment 2, 
since the battery is produced using the core material including 
little copper, a short circuit in the positive and negative elec 
trodes, due to copper deposited in the battery, can be pre 
vented. Consequently, according to the manufacturing 
method of Embodiment 2, an alkaline storage battery having 
higher reliability than that of an alkaline storage battery 
manufactured by a conventional method can be manufac 
tured. Such an alkaline storage battery is Suitable as a battery 
expected to be used for a long period of time. Such as a battery 
for use in an electric vehicle or a hybrid electric vehicle 
equipped with an engine or a fuel cell. 

EXAMPLES 

0038 Hereinafter, the present invention will be described 
in further detail by way of examples. 

Example 1 
0039. In Example 1, a description will be given of experi 
ments in which the rate at which copper is dissolved in the 
aqueous Solution described in Embodiment 1 was measured 
under different conditions. 
0040 First, 50 ml of aqueous solutions in which aqueous 
ammonia of 28 mass % and a hydrogen peroxide solution of 
35 mass % are mixed at various ratios were used. Beakers 
containing the aqueous solutions were disposed in a 0° C. 
atmosphere or a room-temperature atmosphere. Then, 1 mg 
of copper was put into the aqueous solutions, and the time that 
elapsed before complete dissolution of the copper was mea 
sured. The results of the measurements are shown in FIG. 4. 
In the figure, the concentrations of NH and H2O in the 
respective aqueous Solutions also are shown. 
0041. In FIG. 4, a horizontal scale of 5 ml indicates an 
aqueous Solution in which 45 ml of aqueous ammonia and 5 
ml of hydrogen peroxide Solution are mixed. As shown in 
FIG. 4, the dissolution rate of copper was high when an 
aqueous Solution in which aqueous ammonia of 28 mass % 
and a hydrogen peroxide solution of 35 mass % are mixed 
approximately at the ratio of 9 to 1 by volume was used. When 
25 ml or less of hydrogen peroxide Solution was mixed (mix 
ing ratio of 5:5), the dissolution rate of copper was much 
higher in the aqueous Solutions disposed in a room-tempera 
ture atmosphere than in a 0° C. atmosphere. However, when 
more than 30 ml of hydrogen peroxide solution was mixed, 
the dissolution rate of copper became lower in the aqueous 
Solutions disposed in a room-temperature atmosphere 
because bumping occurred with a rise in temperature of the 
aqueous solutions. 

Example 2 

0042. In Example 2, a description will be given of experi 
ments in which the relationship between the temperature of 
an aqueous solution and the dissolution rate of copper was 
evaluated. 
0.043 An aqueous solution in which aqueous ammonia of 
28 mass % and a hydrogen peroxide solution of 35 mass % are 
mixed at the ratio of 9 to 1 by volume was used. The tempera 
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ture of the aqueous solution was fixed at 5°C., 10°C., 15°C., 
20° C., 25° C., or 30° C., and the time that elapsed before 
complete dissolution of 1 mg of copper was measured. The 
measurements were performed three times. The results of the 
measurements are shown in FIG. 5. As is apparent from FIG. 
5, a higher temperature of an aqueous solution achieved a 
higher dissolution rate of copper. However, when the tem 
perature is too high, bumping may occur with a sharp rise in 
temperature. On this account, it is preferable that the tempera 
ture of the aqueous solution is about 10° C. to 30°C. 
0044) Further, an aqueous Solution in which aqueous 
ammonia of 28 mass % and a hydrogen peroxide solution of 
35 mass % are mixed at the ratio of 9.3 to 0.7 by volume, with 
no copper added, was allowed to stand for 24 hours, and the 
H.O., concentration thereof was measured. At this time, the 
temperature of the aqueous solution was kept at 0°C., 25°C., 
or 35° C. The HO concentration in the aqueous solution 
allowed to stand for 24 hours is shown in FIG. 6. As shown in 
FIG. 6, when the temperature of the aqueous solution is 35° 
C., the HO concentration in the aqueous solution declined 
rapidly. The results shown in FIG. 6 show that the temperature 
of the aqueous solution is preferably lower than 35° C. 

Example 3 
0045. In Example 3, a description will be given of an 
exemplary study of the recycling feature of a treatment solu 
tion (aqueous solution 12). When a large amount of Cu is 
included in a core material, or the treatment solution is 
allowed to stand for along period of time, the Cusolubility in 
the Solution gradually decreases. This is caused by a decline 
in the concentrations of NH and H2O. In particular, since 
NH, is a volatile Substance, the concentration thereof declines 
significantly in an open state. Thus, the treatment should be 
performed in a closed vessel, so that the NH concentration is 
maintained. On the other hand, HO violently produces oxy 
gen gas and is decomposed upon contact with Cu in an alka 
line Solution. This occurs in a chain reaction after it is once 
started, and consequently, the HO concentration declines 
relatively rapidly. It follows that the internal pressure of a 
treatment apparatus increases, which requires the treatment 
apparatus to have a safety valve. 
0046 A Cu solubility test was performed repeatedly using 
a closed-type treatment apparatus in which the treatment 
Solution is provided in a closed vessel and an open-type 
treatment apparatus in which the treatment Solution is pro 
vided in an open vessel. Then, the concentrations of NH and 
H2O and the Cu solubility were measured with respect to 
both the treatment apparatuses. As in Example 2, 50 ml of 
aqueous solution in which aqueous ammonia of 28 mass % 
and a hydrogen peroxide solution of 35 mass % are mixed at 
the ratio of 9 to 1 by volume was used. An experiment in 
which 1 mg of copper is put into the solution (temperature: 
25° C.), and the concentrations of NH and HO, in the 
Solution and a residual amount of Cutherein in 1 hour are 
measured was performed eleven times. The results of the 
experiments using the closed-type treatment apparatus are 
shown in FIG. 7, and the results of the experiments using the 
open-type treatment apparatus are shown in FIG. 8. Bar 
graphs in FIGS. 7 and 8 indicate a residual amount of Cu. 
0047 FIGS. 7 and 8 show that the NH concentration 
declined less and the Cu solubility decreased less when the 
closed-type treatment apparatus was used. Further, it also is 
found that Cubecame less soluble as the HO concentration 
declined. On the other hand, in the open-type treatment appa 
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ratus, both the concentrations of NH and HO declined, and 
the Cu Solubility also decreased significantly. In particular, 
when the HO concentration was equal to or lower than 1 
mass %, the Cu Solubility decreased significantly. 
0048. Further, in the open-type treatment apparatus, the 
NH, concentration declines gradually, and accordingly, the 
ratio between the concentrations of HO and NH becomes 
larger, resulting in a possibility of bumping. Thus, in view of 
safety and the Cusolubility, it is preferable to use the closed 
type treatment apparatus. 
0049. In embodying the present invention, it is preferable 
that the treatment is performed with the treatment solution 
provided in a completely closed vessel, so that the NH con 
centration is maintained. Further, it is preferable that the 
H.O., concentration in the treatment solution is monitored, so 
that the treatment solution is exchanged when the HO con 
centration is equal to or lower than 1 mass %. In Such man 
ners, the running cost can be reduced. 
0050. An exemplary large-scale treatment apparatus that 
can be used to embody the present invention is shown in FIG. 
9. Referring to FIG. 9, a treatment apparatus 60 includes a 
vessel 61 closed with a top cover 61a and a cooling jacket 62. 
0051 A treatment solution 63 (aqueous solution 12), a 
rotating basket 64, and a workpiece 65 are provided in the 
vessel 61. A variable motor 66, a safety valve 67, a tempera 
ture sensor 68, a pressure gauge 69, a solution inlet 70, and a 
solution outlet 71 are connected to the outside of the vessel 
61. The rotating basket 64 is rotated by the variable motor 66. 
The treatment solution 63 is applied from the solution inlet 
70. A sample collection port 71a for collecting a sample of the 
treatment solution 63, and a drain 71b for draining the treat 
ment solution 63 into a recovery tank are connected to the 
solution outlet 71. A water coolant 72 for cooling the treat 
ment solution 63 in the vessel 61 is applied to the cooling 
jacket 62. The water coolant 72 is drained from a drain port 73 
as appropriate. 
0052 Since treatment is performed in the closed vessel 61 
in the treatment apparatus 60, deterioration of the treatment 
solution 63 can be suppressed. Further, by using the safety 
valve 67, the temperature sensor 68, and the pressure gauge 
69, the treatment can be performed safely. Furthermore, the 
sample of the treatment solution 63 is collected from the 
sample collection port 71a, so that the time to exchange the 
treatment solution 63 can be determined easily. 
0053. The rate of decline in the HO concentration in the 
treatment solution varies depending upon the material of the 
vessel 61 of the treatment apparatus 60, and thus, it is pref 
erable to use the vessel 61 made of an appropriate material. In 
order to study effects of the material of the vessel 61, the 
treatment solution 63 with an initial HO concentration of 
3.3 mass % was put into the vessels 61 made of different 
materials, and the H2O concentration in 12 hours was mea 
sured. The results of the measurements are shown in FIG. 10. 
As is apparent from FIG. 10, the concentration of residual 
HO, was higher in, in ascending order, stainless steel (SUS), 
nickel-plated copper, Teflon (registered trademark), and 
polypropylene (PP). Consequently, it is preferable to form the 
vessel 61 using a resin material such as Teflon and polypro 
pylene so as to suppress a decline in the H2O concentration 
in the treatment solution. 

Example 4 

0054. In Example 4, a core material 11 was treated with an 
aqueous solution 12 containing ammonium ions and hydro 
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gen peroxide in different manners, and the rates at which 
copper was dissolved were compared. 
0055 As the core material 11, foamed nickel 75 mm wide, 
1000 mm long, and 2 mm thick was used. The core material 
was coiled around a roller. At this time, 20 mg of a piece of 
copper was included in the core material intentionally. 
0056. The core material 11 was treated with the aqueous 
solution 12 in the following three manners. In the first man 
ner, (1) the core material is soaked and allowed to stand still 
in the aqueous solution as shown in FIG. 1. In the second 
manner, (2) the core material is soaked in the aqueous solu 
tion as shown in FIG. 1 and is rotated in the aqueous solution 
in a lateral direction. In the third manner, (3) the core material 
is rotated in a longitudinal direction with a portion thereof out 
of the aqueous solution as shown in FIG.2B. After the treat 
ment for a given length of time, the amounts of dissolved 
copper were measured. The results of the measurements are 
shown in FIG. 11. The amount of dissolved copper after the 
treatment in the first manner (1) is expressed as 100% in the 
graph of FIG. 11. As is apparent from FIG. 11, the dissolution 
rate of copper was higher when the core material was rotated 
in the aqueous solution. When the core material 11 was 
rotated as shown in FIG. 2B, the dissolution rate of copper 
was particularly higher. 

Example 5 

0057. In Example 5, a core material 11 was soaked in an 
aqueous solution 12, and then the aqueous Solution 12 
attached to the surface of the core material 11 was removed by 
centrifugal dehydration as shown in FIG. 3. At this time, the 
speed of rotation was changed so as to change the acceleration 
of gravity applied to the core material. The relationship 
between the time of rotation and a residual amount of water is 
shown with respect to the cases where the acceleration of 
gravity applied to the periphery of the core material 11 is 300 
G, 590 G, and 800 G. The residual amount of water corre 
sponds to the amount of the aqueous Solution 12 attached to 
the core material 11 after centrifugal dehydration, and is 
expressed as a value with the amount of aqueous solution 12 
attached to the core material 11 before centrifugal dehydra 
tion being expressed as 100%. As shown in FIG. 12, the 
residual amount of water was reduced significantly by cen 
trifugal dehydration for about 10 minutes. At this time, a 
higher acceleration of gravity achieved a more significant 
reduction in the amount of residual water. 

Example 6 

0058. In Example 6, a description will be given of an 
example in which a nickel metal hydride storage battery was 
produced using a plate core material produced by the manu 
facturing method of the present invention. 
0059. In Example 6, first, foamed nickel (weight: 600 
g/m, porosity: 95%) was prepared as a core material. In 
Example 6, three kinds of nickel metal hydride storage bat 
teries (Samples A to C) with different core materials were 
produced. For Sample C, the core material including no Cu 
was used as a Support for a positive electrode as it was. For 
Sample B, about 630 ug of a piece of copper was embedded in 
the core material intentionally, and the core material thus 
obtained was used as a Support for a positive electrode as it 
WaS 

0060 A method for manufacturing a core material of 
Sample A will be described hereinafter. For Sample A, about 
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630 ug of a core material was embedded in the core material 
intentionally. Then, the core material thus obtained was 
treated in the manner of the present invention. To be specific, 
the core material was soaked in an aqueous solution contain 
ing ammonium ions and hydrogen peroxide. In the aqueous 
Solution, aqueous ammonia of 28 mass % and a hydrogen 
peroxide solution of 35 mass % were mixed at the ratio of 9 to 
1 by Volume. By soaking the core material in the aqueous 
Solution, the copper in the core material was dissolved. 
0061. Then, the core material was washed and dried, 
whereby a core material for a positive electrode was obtained. 
Washing was performed by repeating the operation of Soak 
ing the core material inpure water for 30 minutes, three times. 
Drying was performed under vacuum for about 3 hours at a 
temperature of 120° C. for about 3 hours. 
0062 Each of the three kinds of core materials thus 
obtained was filled with paste containing an active material, 
whereby a sheet to be a positive electrode was produced. The 
paste was produced by kneading a powder containing nickel 
hydroxide as a main component, a metal cobalt powder, a 
cobalt compound powder, and water. Then, the sheet was 
dried and rolled, and then, cut into pieces of a predetermined 
size, resulting in a positive electrode. 
0063) Next, paste containing a powder of hydrogen storing 
alloy was applied to punching metal as a core material for a 
negative electrode, whereby a sheet to be a negative electrode 
was produced. Thereafter, the sheet was dried and rolled, and 
then, cut into pieces of a predetermined size, resulting in a 
negative electrode. 
0064. The positive and negative electrodes thus obtained 
were coiled with a separator arranged therebetween, so that a 
plate group was produced. As the separator, a nonwoven 
fabric made of sulfonated polypropylene and polyethylene 
was used. The plate group and an electrolyte solution were 
sealed in a case. In this way, three kinds of nickel metal 
hydride storage batteries (capacity: 6.5 Ah) were assembled. 
Then, these nickel metal hydride storage batteries were acti 
vated by charging and discharging, resulting in three kinds of 
nickel metal hydride storage batteries (Samples A to C). 
0065. Thus, eleven Sample A batteries, twelve Sample B 
batteries, and four Sample C batteries were assembled. Then, 
these batteries were charged so that their SOC (State Of 
Charge) reached 30%, and thereafter, they were allowed to 
stand in an atmosphere of 50° C. Then, changes in open 
circuit Voltage were measured. A typical measurement result 
is shown in FIG. 13 with respect to the respective samples. 
The Sample Abatteries and the Sample Cbatteries all showed 
the same behavior as the typical battery shown in FIG. 13. The 
Sample B batteries all showed characteristics equal to or 
lower than those of the typical battery shown in FIG. 13. 
0066. As is apparent from FIG. 13, the battery manufac 
tured by the manufacturing method of the present invention 
provided characteristics posing no problem even when cop 
per was included in the early-stage core material. To the 
contrary, in Sample B, a short circuit in the positive and 
negative electrodes was developed before the elapse of 20 
days because copper included in the core material was not 
removed. As described above, copper included in the core 
material was removed by the manufacturing method of the 
present invention. 
0067. The present invention is applicable to other embodi 
ments unless it departs from the spirit and essential charac 
teristics thereof. The embodiments disclosed in this descrip 
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tion are given for illustrative purpose in all respects, and the 
present invention is not limited thereto. The scope of the 
present invention is shown not by the above description but by 
the claims attached hereto, and all modifications within the 
meaning and scope equal to those of the claims are included 
therein. 

INDUSTRIAL APPLICABILITY 

0068. As described above, according to the manufacturing 
method of the present invention, an alkaline storage battery 
having higher reliability than a conventional alkaline storage 
battery can be obtained. The alkaline storage battery manu 
factured using the manufacturing method of the present 
invention is Suitable for a power Source for a motor of an 
electric vehicle or a hybrid electric vehicle that requires par 
ticularly high reliability. 

1. A method for manufacturing a plate core material of an 
alkaline storage battery which is made of nickel or nickel 
plated Steel, comprising: 

(i) soaking a core material having (a) a nickel layer on an 
outer Surface of the core material (b) copper particles as 
an impurity, an aqueous solution containing ammonium 
ions and hydrogen peroxide, so that the nickel layer 
remains on the outer Surface of the core material and the 
copper particles are removed by being is dissolved in the 
aqueous Solution; and 

(ii) removing the aqueous solution from the outer Surface 
of the core material to provide the plate core material of 
nickel or nickel-plated steel. 

2. (canceled) 
3. The method for manufacturing a plate core material 

according to claim 1, wherein at least one selected from the 
group consisting of ammonia, ammonium chloride, and 
ammonium acetate is dissolved in the aqueous solution. 

4. The method for manufacturing a plate core material 
according to claim 1, wherein a temperature of the aqueous 
solution is in a range of 10°C. to 30° C. 

5. The method for manufacturing a plate core material 
according to claim 1, wherein the core material is a nickel 
porous body including the copper particles as the impurity. 

6. The method for manufacturing a plate core material 
according to claim 1, comprising, before the process of (i): 

coiling the core material around a roller, 
wherein in the process of (i), the core material is brought 

into contact with the aqueous solution by rotating the 
roller in a state where the roller is arranged such that a 
central axis of the roller is horizontal to a surface of the 
aqueous solution and a portion of the core material is 
Soaked in the aqueous solution. 

7. The method for manufacturing a plate core material 
according to claim 1, 

wherein the core material is coiled, and 
the process of (ii) includes: 
(i-1) washing the core material with a rinsing liquid; 
(ii-2) removing the rinsing liquid from the outer Surface of 

the core material by rotating the core material; and 
(ii-3) drying the core material. 
8. (canceled) 


