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To all, who77, it may concern: 
Be it known that I, FREDERICK WILLIAM 

SCHROEDER, a citizen of the United States of 
America, residing at No. 30 Maiden Lane, 
Strand, London, England, have invented cer 
tain new and useful Improvements in Bottle 
Stoppers, (for which application has been 
made for a patent in Great Britain, dated May 
17, 1899, No. 10,387,) of which the following is 
a specification. 
My invention relates to bottle-stoppers in 

which a cork is rotatably connected to a screw 
cap that is adapted to screw with an internal 
screw-thread onto an external screw-thread 
formed on the neck of the bottle, so that on 
screwing the cap onto the neck of the bottle 
the cork is forced in without being turned 
with the cap. 
My present invention has for its object to 

simplify the construction of such stoppers; 
and it consists in Securing to the upper end 
of the cork a metal strip or plate which has 
at its middle an upward-projecting loop which 
is passed through a central hole of the screw 
cap and has a metal ring passed through its 
end that projects beyond the cap. Thus the 
ring effectually secures the cork in the cap, 
while the latter can be turned around freely 
on the loop. 

Figure 1 of the accompanying drawings 
shows a vertical section of a stopper con 
structed according to my invention. Fig. 2 
shows a plan, and Fig. 3 shows a plan of the 
cork detached. Figs. 4 and 5 show modifica 
tions. 
The cap a, which may be of aluminium or 

other suitable metal or material, has an in 
ternal screw-thread for screwing onto the neck 
of a bottle and a central hole a', through 
which is passed the loop b' of a band of metal 
b, secured to the cork c, the loop b' being se 
cured in the cap by having a metal ring d 

passed through it. This ring may either be 
an ordinary split spring-ring, as shown at 
Fig. 1, or it may be of solid metal, as at Fig. 
2. The metal band b is secured to the cork 
by being bent down a short distance over its 
sides and having its serrated ends driven into 
the cork, as shown. 

It will be seen that the above-described 
construction affords an exceedingly simple 
but effective rotatable connection between the 
cork and the cap, so that on screwing the cap 
onto a bottle-neck the cork is forced into the 
latter without rotation. Should at any time 
the cork become defective and require re 
newal, this can be readily effected by simply 
removing the ring d from the loop b'. 
In place of the band b a diske, Fig. 4, may 

be employed, having a loop eformed thereon 
by stamping, as shown, and having either two, 
three, or more serrated claws e, that are 
driven into the cork c, as shown, or the disk 
may have a number of teethe, as at Fig. 5, 
that are driven into the cork. 

Having thus described the nature of this 
invention and the best means I know of car 
rying the same into practical effect, I claim 

Abottle-stopper consisting of the combina 
tion of a screw-cap adapted to screw onto the 
neck of a bottle and a cork to which is secured 
a metal plate having a loop formed thereon. 
which is passed through a central hole in the 
cap and is secured therein by having a metal 
ring passed through it substantially as de 
scribed. 
In testimony whereof I have here unto set 

my hand in presence of two subscribing wit 
IeSSeS. 

FREDERICK. W. SCHROEDER, 
Witnesses: 

JOSEPH LAKE, 
GERALD L. SMITH, 
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