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This invention relates to pads for beds, couches 
and the like, and, more particularly, to pads 
for hospital beds. . 
One of the objects of the invention is the pro 

vision of new and improved means for attaching 
a pad to a mattress in such a manner as to pre 
Went Side or endwise slipping of the pad relative 
to the nattress to which it is attached. 
Another object of the invention is the pro 

vision of a pad having novel means for attach 
ing the Same to a mattress, the means being 
reversible, whereby the pad may be turned when 
desired. A further object of the invention is the provi 
Sion of a new and improved pad having novel at 
taching means which is inexpensive to manufac 
ture, efficient in use, easily applied to a mattleSS 
and that may be reversed with a minimum ex 
penditure of tine and labor. 
Other and further objects and advantages of 

the invention will appear from the following de 
Scription, taken in connection with the accom 
panying drawing, in which 

Fig. 1 is a parspective view of the pad and 
mattreSS assembly showing the invention in posi 
tion thereon. 

Fig. 2 is a perspective view of the pad show 
ing the invention thereon; 

Fig. 3 is a side elevation of one corner of 
the mattreSS and pad assembly with the hood in 
vertical section; Fig. 4 is a side elevation of a hospital bed shown 
more or leSS diagrammatically. . 

In certaiti types of beds, as, for instance, hos 
pital beds, it is desirable that pads be employed 
On the mattress or on a separate spring assembly 
in order that the same may be removed when it 
becomes Soiled or turned, as occasion may require. 
In hospital beds, especially in the type which are 
provided With means for adjusting the mattress 
to accommodate the patient in a sitting posture, 
it is desirable that means be provided for Securing 
the pad to the mattress in Such a manner that the 
pad will inot side endwise or sidewise on the mat 
tress and that at the same time will not interfere 
with the function of the springs in the mattress 
or detract in any way from the usefulness of the 
pad. 
The present invention seeks to provide means 

for attaching the pad to the mattress in such a 
manner that the two will function as a unitary 
structure when in use. 
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Referring now to the drawing, the reference 
character 10 designates a hospital bed (see Fig. 
4) having the adjusting frame 11 comprising 

(Ch. 5-322) 
frame members 12, 13 and i4, as is usual in such 
Constructions. Since the details of the bed and 
the adjacent frame constitute no part of the 
present invention, it is not thought necessary to 
further illustrate or describe the same. 
A mattress 15 is adapted to be placed on the 

frame 11. This mattress may be of the usual or 
any Well-known construction. As shown, it is an 
inner spring mattress having the usual springs 
16 therein. It is common practice to employ a 
pad on the mattress 15 and a pad for this purpose 
is shown at 17. This pad is provided with a 
welt or seam. 18 extending about the edges of the 
same, substantially along the center line thereof. 

Suitable means are provided for firmly attach 
ing the pad to the mattress 15. In the form of 
Construction shown, the ends of the pad are pro 
vided with hoods or pockets 19 and 21, each of 
these pockets being preferably of flexible mate. 
rial, and have their edges attached to the Seam 
18 across the ends and inwardly from the ends 
a short distance along both sides of the pad it. 
The width of the hood is slightly greater than the 
mattress but the depth of the hood transversely 
to the pad is less than the thickness of the mat 
tress whereby the mattress ends must be slightly 
compressed in order to insert the same in the 
space 22 formed by the hood. 
When it is desired to apply the pad to the 

mattress, the ends of the mattress are slightly 
compressed and inserted in the space 22 formed 
by the pockets orhood. This slight compression 
of the springs in inserting them in the pocket will 
frictionally hold the hood and ends of the pad in 
position and will prevent any lateral displace 
ment thereof during use. The mattress Springs 
within the hoods being under slight compression, 
the pad and mattress will be held firmly together 
and may be handled as a unitary structure. This 
is an important feature of the invention since in 
making up the bed, tucking the covers about the 
mattress or adjusting the mattress to accommo 
date the patient, the mattress and pad Will func 
tion as a unitary structure and under all condi 
tions will present a neat appearance. When it is 
desired to turn the pad, the hoods 19 and 21 may 
be reversed to occupy a position on the opposite 
side of the pad. This is possible inasmuch as the 
hoods are attached at the central plane of the 
pad so they will occupy the same relative position 
On either side of the pad. 

It is thought from the foregoing taken in con 
nection with the accompanying drawing that 
the construction and operation of my device will 
be apparent to those skilled in the art and that 
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2 
changes in size, shape, proportion and details of 
construction may be made without departing 
from the Spirit and scope of the appended claims. 

I claim as my invention: 
1. A pad having a filler of resilient material for 

use on a mattress, comprising a body member, 
a pair of hoods Secured to opposite portions of 
Said body member, each hood being stitched along 
three sides only to the sides and ends of said body 
member along its central plane to form a pair of 
pockets spaced from and facing each other for 
receiving corresponding opposite portions of a 
mattress, said hoods being of substantial depth 
and movable to opposite sides of said pad with 
out detaching the same from the pad. 

1,959,920 
2. In combination, an inner Spring mattress, a 

pad having a filler of resilient material. On Said 
mattress and a hood Secured to said pad at each 
end thereof, said hoods facing each other in 
spaced relation and each being secured across the 
end of said pad and a short distance along each 
side from the end thereof, the ends of said mat 
tress being positioned within said hoods, the width 
of each of said hoods being Substantially that of 
said mattress but the dimension of Said hoods 
transversely to Said pad being slightly less than 
the thickness of said mattress Whereby Said 
hoods will partially compress said mattress and 
thereby grip the ends thereof. 
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