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struction and novel arrangement of a can 

jecting outward from the soldered line, where. 

, a. This head is usually raised a little in 

the cap-plate or disk, which is of sufficient 

the head Aby soldering it to the edge or mar 
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To all whom it may concern: 
Be it known that I, JAMES C. MooRE, of Philadelphia, in the county of Philadelphia 

and State of Pennsylvania, have invented 
certain new and aseful Improvements in Can 
Heads; and I do hereby declare the following 
to be a full, clear, and exact description of the 
invention, such as will enable others skilled 
in the art to which it pertains to make and 
use it, reference being had to the accompany. 
ing drawings, which form part of this specifi 
cation, in which 

Figure 1 is a vertical section. 
perspective view of my invention. 
This invention is designed to facilitate the 

Opening of cans; and it consists in the con 

Fig. 2 is a 

head having a lid-plate soldered to the open 
ing in the head by the marginal edges of said 
opening, and having a peripheral margin pro 

by a purchase can be obtained for the ready 
detachment of the plate, as will be hereinafter more fully explained. 

In the accompanying drawings, the letter 
A designates a can head, having an opening, 

stamping in beveled form, as shown at 2, about 
the margin of the opening a. B represents 

diameter to span the opening a, and to have 
a peripheral extension, b, beyond the edge 
thereof. This cap-plate or disk is secured to 

gin of the opening a on the inside, the solder 
being designed not to extend to the peripheral 
edge of the disk, to prevent which the space 
between the projecting margin of the plate 
and the beveled margin of the opening a is 

usually found sufficient. Therefore the pe. 
ripheral margin of the plate or disk will be 
free, and the plate will be attached to head 
by a thin convex line of soldier at the margin 
of the opening. The intervening space be 
tween the free edge of the cap and the head 
is wedge form, and the line of soldier will read 
ily yield upon the introduction of an instru 
ment under said edge. 
The can to which the said improvement is 

applied is generally filled, the head having 
the cap-plate being the lowermost during such 
operation. The other head is then soldered 
down and the can reversed. This is found to 
be more colnvenient, because the cap-plate is 
soldered to the head from the inside, and more 
care is required in its adjustment than is nec 
essary with the bottom, which may be at 
tached quickly from the outside. 
To open the can it is only necessary to iu 

sert the end of a knife or other flat instrument 
under the free peripheral edge of the cap 
plate, and tear it away from the margin of 
the opening without difficulty. 
What I claim as new, and desire to secure 

by Letters Patent, is 
The can-head having a central opening, a, 

and a cap-plate, B, soldered from the inside 
to the marginal edge of said opening, and ex 
tending by its free concentric periphery bout 
ward beyond said marginal edge, substan 
tially as specified. 

In testimony that I claim the foregoing I 
have hereunto set my hand this 24th day of 
September, 1875. 

JAMES C. MOORE. 
Witnesses: 

M. DANL. CoNNOLLY, 
CHAS. F. WAN HORN. 


