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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] This invention relates to an article storage de-
vice for a vending machine, and more particularly to an
article storage device of this kind which stores a large
number of articles in a manner placed one after another,
and pushes out the articles one by one by means of a
pusher to dispense them for vending.

Prior Art

[0002] The present applicant proposed this kind of ar-
ticle storage device for a vending machine e.g. in Jap-
anese Patent Application JP-A-10255154 (basis for pre-
amble of claim 1). As shown in FIGS. 13 and 14, the
article storage device 50 includes a plurality of article
racks 51 arranged one above another, each of which is
formed with a pair of right and left article passages 52.
Article S are stored in these article passages 52. Each
article rack 51 is mounted in a body of the vending ma-
chine, not shown, such that it can be moved in a front-
rear direction by means of rollers 53, ball bearings 54,
etc. and that it can be drawn out of the machine body.
[0003] Further, the article rack 51 has a rack opening/
closing plate 55 mounted at a front end thereof for open-
ing/closing the article passage 52, and a pair of pushers
56 each movably mounted behind the rack opening/
closing plate 55 in a manner corresponding to the re-
spective article passages 52. A large number of articles
S are stored in the article passages 52 in a manner
placed one after another between the rack opening/
closing plate 55 and each of the pushers 56. The push-
ers 56 are each slidably mounted on a guide rod 57 ar-
ranged in a front-rear direction under an upper article
rack 51. While the pusher 56 can slide forward and back-
ward along the guide rod 57, it is always urged forward
by helical tension springs 59 connected thereto by a wire
58, etc.
[0004] According to the above construction, when the
article storage device 50 is to be replenished with arti-
cles S, an article rack requiring the replenishment is
drawn forward out of the machine body, and then the
articles S are placed one after another in each article
passage 52 with the pushers 56 being held within the
machine body. After the replenishment, the article rack
51 is pushed back into the machine body, whereby each
of the pushers 56 is pushed by a rearmost one of the
articles S placed in the article passage 52 to be moved
back to its predetermined backward position. In this
state, the numerous articles S in the article passage 52
are sandwiched between the rack opening/closing plate
55 in its closed position and a corresponding one of the
pushers 56 urged forward by the helical tension springs
59. During a vending operation, the rack opening/clos-

ing plate 55 opens one of the article passages 52 to dis-
pense a foremost one of the articles S therefrom.
[0005] However, there is room for improvement in the
above article storage device 50 to ensure smooth move-
ment of the pushers 56. That is, in this article storage
device 50, each pusher 56 is supported by a corre-
sponding guide rod 57 in a manner hung therefrom, and
hence the pusher 56 is brought into contact with the
rearmost article S at a lower point than a supporting
point at which the pusher 56 is supported by the guide
rod 57. Therefore, moment which acts on a lower portion
of the pusher 56 to turn the pusher 56 backward about
the supporting point is produced by a reaction force from
the rearmost article S generated when the pusher 56
pushes the articles S forward, and by an urging force
applied via the articles S to the pusher 56 when the ar-
ticle rack 51 is pushed back after being replenished.
This causes the pusher 56 to be inclined with respect to
the guide rod 57, whereby sliding (frictional) resistance
to the movement of the pusher 56 on the guide rod 57
is increased.
[0006] When the pusher 56 pushes relatively light ar-
ticles S, the sliding resistance is not significant so that
no serious problem occurs. However, when articles S
are heavy, or when frictional resistance between articles
S and the article passage 52 is high, the sliding resist-
ance between the pusher 56 and the guide rod 57 is
much increased, causing a large loss of the urging force
of the pusher 56. This demands a large urging force of
the helical tension springs 59 for pushing the articles S
forward for delivery. However, if the urging force of the
helical tension springs 59 is increased, it causes an in-
crease in resistance produced when the article rack 51
is pushed back into the machine body after being re-
plenished with articles S. This seriously affects ease of
handling of the article rack 51. Further, when the article
rack is pushed back, the urging force of the articles S
acts on the pusher 56 to increase the inclination of the
pusher 56 with respect to the guide rod 57. As a result,
the sliding resistance between the pusher 56 and the
guide rod 57 is increased, causing a large loss of oper-
ating force and hence also affecting the ease of handling
of the article rack 51. Moreover, the guide rod 57 is very
thin and long, and cannot avoid sagging to some de-
gree, which also causes an increase in the sliding re-
sistance of the pusher 56 on the rod 57.

SUMMARY OF THE INVENTION

[0007] It is an object of the invention to provide an ar-
ticle storage device for a vending machine having a con-
struction which is capable of reducing frictional resist-
ance of a pusher to near zero, thereby making it possible
to reduce the urging force required for moving the push-
er forward and enhance ease of handling of an article
rack in which the pusher is inserted for pushing articles.
[0008] To attain the above object, the present inven-
tion provides an article storage device for a vending ma-
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chine, including an article rack provided within a body
of the vending machine in a manner such that the article
rack can be moved in a front-rear direction and drawn
forward out of the body of the vending machine, the ar-
ticle rack having an article passage formed therein for
receiving a large number of articles one behind another,
a rack opening/closing member provided at a front end
of the article rack, for opening a dispensing opening of
the article passage during a vending operation, and
closing the dispensing opening except during the vend-
ing operation, a pusher inserted in the article passage,
for pushing forward the articles received in the article
passage, a guide member arranged above the article
rack in a manner such that the guide member extends
in the front-rear direction, for guiding the pusher in the
front-rear direction, and urging means for urging the
pusher forward.
[0009] The article storage device according to the in-
vention is characterized in that the guide member com-
prises a body plate extending vertically, and a guide por-
tion integrally formed with the body plate, the guide por-
tion having a pair of guide protrusions laterally spaced
from the body plate and being vertically opposed to each
other, and the pusher comprises a pusher body inserted
into the article passage, and a pair of front and rear roll-
ers each formed with a U-shaped groove and attached
to an upper side of the pusher body in a manner rotat-
able about respective horizontal axes, the pusher being
mounted between the vertically opposed guide protru-
sions of the guide portion of the guide member, with the
U-shaped groove of each of the rollers being fitted on
the vertically opposed guide protrusions.
[0010] According to this article storage device for a
vending machine, when the article rack is to be replen-
ished with articles, it is drawn forward out of the machine
body, and then the articles are placed one behind an-
other in the article passage in a state of the pusher being
held within the machine body. After the replenishment,
the article rack is pushed back into the machine body,
whereby a rearmost one of the articles placed in the ar-
ticle passage pushes the pusher back to its extreme
backward position. Thus, the numerous articles are
made ready for vending in a state sandwiched between
the rack opening/closing member in its closed position
and the pusher body of the pusher urged forward by the
urging means. During a vending operation, the rack
opening/closing member opens the dispensing opening
of the article passage, whereby a foremost one of the
articles placed in the article passage is dispensed from
the article rack.
[0011] As described above, the pusher moves back-
ward along the guide member after replenishment of ar-
ticles, with the pusher body thereof being pushed by the
articles in the article passage, while it moves forward
along the guide member during a vending operation,
with the pusher body pushing the articles. In these cas-
es, according to the invention, the pair of front and rear
rollers mounted on the pusher body roll on the guide

member, so that moment produced by a pushing force
applied between the pusher body and the articles to act
on the pusher body is absorbed by the rollers, whereby
frictional resistance to the movement of the pusher on
the guide member is considerably reduced. As a result,
the urging force of the urging means required for moving
the pusher forward can be reduced, which makes it pos-
sible to enhance ease of handling of the article rack after
replenishment of articles.
[0012] Further, since each of the rollers is mounted
on the guide member in a manner rotatable about its
horizontal axis and rolls in a state of the U-shaped
groove thereof being engaged with the upper and lower
guide protrusions, it is possible to employ a guide mem-
ber having a smaller width (or side-to-side dimension)
compared with a case in which the whole of each roller
is received in the guide member. When the article rack
has two article passage formed therein, the guide mem-
ber can also serve as a partition wall for separating the
upper spaces of the article passage from each other, so
that the guide member having a reduced width allows
larger space to be used for storing articles.
[0013] Preferably, the each of the rollers is equipped
with a bearing.
[0014] According to this preferred embodiment, direct
torque transmission between each of the rollers and its
rotational shaft is prevented by the bearing, and friction-
al resistance produced between them during rotation of
the roller is reduced to near zero, whereby the frictional
resistance to the movement of the pusher on the guide
member is further reduced.
[0015] Preferably, the pusher further comprises an
auxiliary roller mounted on the pusher body at a location
below the rollers, for rotation about a vertical axis of the
auxiliary roller to roll on a side face of the body plate of
the guide member.
[0016] According to this preferred embodiment, the
auxiliary roller mounted on a lower side face of the push-
er body rolls about its vertical axis to move on the body
plate of the guide member in rolling contact therewith.
Therefore, the urging face of the pusher body in contact
with the articles can maintain perpendicularity with re-
spect to a plane in which the guide member extends,
whereby the frictional resistance to the movement of the
pusher can be further decreased.
[0017] Preferably, the guide member is made of an
extrusion molded article of aluminum.
[0018] According to this preferred embodiment, the
guide member can have an increased strength and di-
mensional accuracy. The increased dimensional accu-
racy contributes to further reduction of the frictional re-
sistance to the movement of the pusher on the guide
member.
[0019] Preferably, the guide member is subjected to
surface treatment by using alumite.
[0020] According to this preferred embodiment, the
smoothness of the guide member is enhanced, whereby
the frictional resistance to the movement of the pusher
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on the guide member is further decreased.
[0021] The above and other objects, features, and ad-
vantages of the invention will become more apparent
from the following detailed description taken in conjunc-
tion with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

FIG. 1 is a front view of a vending machine incor-
porating an article storage device according to an
embodiment of the invention;
FIG. 2 is a front view of the FIG. 1 vending machine
in a door-opened state;
FIG. 3 is a sectional side elevation of the FIG. 1
vending machine;
FIG. 4 is a perspective view showing an article rack
drawn out of a body of the FIG. 1 vending machine;
FIG. 5 is an enlarged partial front view showing a
portion encircled by a broken line indicated by an
arrow A in FIG. 2;
FIG. 6 is a perspective view of a rack opening/clos-
ing mechanism of the article storage device;
FIG. 7 is a perspective view showing pushers and
a guide rail associated therewith;
FIG. 8 is a perspective view of one of two drive
mechanisms arranged on a shelf in parallel with
each other;
FIG. 9 is a side elevation showing the construction
of the drive mechanism;
FIG. 10A is a perspective view showing the con-
struction of the drive mechanism;
FIG. 10B is an enlarged partial perspective view of
FIG. 10A;
FIG. 11 is a plan view showing the drive mecha-
nisms in a state of the pushers being held in their
respective extreme forward positions;
FIG. 12 is a plan view showing the drive mecha-
nisms in a state of the pushers being held in their
respective extreme backward positions;
FIG. 13 is a perspective view showing a pusher and
a guide mechanism for the pusher used in a con-
ventional article storage device proposed by the
present applicant; and
FIG. 14 is an enlarged partial front view of the article
storage device including the FIG. 13 components.

DETAILED DESCRIPTION

[0023] The invention will now be described in detail
with reference to drawings showing an embodiment
thereof. Referring first to FIGS. 1 to 3, a vending ma-
chine 2 to which the present invention is applied is a so-
called see-through vending machine which allows vend-
ible articles actually contained therein, such as canned
or packed beverages, to be viewed from outside. The
vending machine 2 is comprised of a machine body 3

having an article storage device 1 of the invention in-
stalled therein, a main door 4 mounted on the front of
the machine body 3, and a transparent heat insulating
door 5 interposed between the main door 4 and the ma-
chine body 3.
[0024] As shown in FIGS. 2 and 3, mounted in a stor-
age box 3a of the machine body 3 are twenty four article
racks 10 which are arranged in eight vertical layers and
three horizontal rows. Each of the article racks 10 stores
articles S of the same kind. On the front of the main door
4, there are arranged a plurality of slots 4a, a plurality
of product selection buttons 4b, a product outlet 4c, and
a front window 4d for allowing vendible articles to be
viewed from outside to serve as a product display. The
selection buttons 4b each having a number identical to
one assigned to a corresponding one of the article racks
10 are arranged in the form of a matrix corresponding
to the array of the article racks 10. This construction per-
mits viewing of the articles S in the article racks 10
through the front window 4d and the transparent heat
insulating door 5. A user can select and buy a desired
article S by putting cash into any one of the slots 4a and
then pushing a selection button 4b corresponding to an
article rack 10 storing the desired article.
[0025] Within the machine body 3, there are arranged
a plurality of shelves 16 (see FIG. 5), and each of the
article racks 10 is mounted on a corresponding one of
the shelves 16 such that it can move in a front-rear di-
rection thereon. Each article rack 10 is received in the
machine body 3, as shown in FIG. 3, when the machine
1 is ready for vending the articles S. On the other hand,
when the rack 10 is required to be replenished with ar-
ticles S, it is drawn forward out of the machine body 3
as shown in FIG. 4. As shown in FIGS. 4 and 5, each of
the article racks 10 is formed with a pair of right and left
article passage 11, 11 extending in parallel with each
other in a front-rear direction. In each of the article pas-
sage 11, 11, a large number of articles S of the same
kind are placed one behind another in a horizontal row
each in an upright position. The storage box 3a has an
elevator 6 arranged in a space in front of the array of
article racks 10 such that the elevator 6 can move up
and down between the ceiling of the storage box 3a and
a shutter 3b arranged on the bottom of the same. The
elevator 6 carries an article S dispensed from one of the
article passages 11 on a carrier plate 6a down to the
vicinity of the shutter 3b, and delivers the article S via
the shutter 3b and the product outlet 4c.
[0026] Further, as shown in FIGS. 4 to 6, each of the
article racks 10 has a front end thereof provided with a
rack opening/closing mechanism 7 for opening/closing
the article passage 11. The rack opening/closing mech-
anism 7 is comprised of a pair of right and left rack open-
ing/closing plates (rack opening/closing members) 12,
12, a spring, not shown, and an stopper plate 9 mounted
in front of the pair of rack opening/closing plates 12 in a
manner slidable on front surfaces thereof. Each of the
rack opening/closing plates 12, which is formed of a
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transparent synthetic resin (e.g. polycarbonate), has a
semicircular cut-away portion formed by cutting away a
lower inside portion of the plate 12, and a semicircular
protrusion 12a formed along the cut-away portion. Fur-
ther, the rack opening/closing plates 12 are each mount-
ed at the extreme front end of a corresponding one of
the article racks 10 such that it can pivot about inside
end portions thereof serving as a vertical axis of the
plate 12. The rack opening/closing plate 12 can pivotally
move between a closed position thereof for closing a
dispensing opening 11a of a corresponding one of the
article passage 11 and an open position thereof for
opening the same. The rack opening/closing plates 12
are always urged by the spring in a rack opening direc-
tion (indicated by an arrow B in FIG. 6). The stopper
plate 9 formed by a circular plate of an opaque synthetic
resin (e.g. polyacetal) is fixed to an end of a drive shaft
9a extending in a manner concentric with a circle formed
by the semicircular protrusions 12a of the rack opening/
closing plates 12. The drive shaft 9a is connected to an
stopper plate drive mechanism 13 (see FIG. 8), for being
driven for rotation.
[0027] In the construction described above, when ar-
ticles S are ready for vending, the stopper plate 9 is held
at an abutment position shown in FIG. 5 and 6 in which
the stopper plate 9 is in abutment with the protrusions
12a, 12a of the rack opening/closing plates 12, 12
whereby the plates 12 are each held in its closed posi-
tion. In this state, a foremost one of the vendible articles
S received in each article passage 11 is in abutment with
a corresponding one of the plates 12 in its closed posi-
tion, whereby all the articles S in the article passage 11
are prevented from advancing. On the other hand, when
an article S is to be delivered for vending, the drive shaft
9a is driven by the stopper plate drive mechanism 13 for
rotation through a predetermined angle, whereby the
stopper plate 9 is rotated and shifted to one side by slid-
ing on the protrusions 12a of the rack opening/closing
plates 12, to thereby release one of the plates 12 on an
opposite side to the direction of the movement of the
stopper plate 9. As a result, the released plate 12 is piv-
otally moved by the urging force of the spring to its open
position for opening the dispensing opening 11a of a cor-
responding one of the article passage 11 to dispense
the article S therefrom. Reference numeral 14 indicates
a blocking plate which projects itself in a manner inter-
locked with rotation of the drive shaft 9a for blocking a
second article S to be sold next time from being dis-
pensed together with the article S sold this time.
[0028] Further, as shown in FIGS. 5 and 7, the article
racks 10 are each provided with a pair of right and left
pushers 15, 15 for each pushing forward the articles S
in a corresponding one of the article passages 11 to dis-
pense the same for vending, and a guide rail 17 for guid-
ing the pushers 15, 15 along opposite side faces thereof,
respectively.
[0029] The guide rail 17 is mounted at a central por-
tion of the underside of a corresponding upper shelf 16

immediately above the present shelf 16 in a manner ex-
tending in a front-rear direction and at the same time
protruding downward. Accordingly, the guide rail 17 also
serves as a partition wall for separating upper spaces
of the respective article passage 11, 11 from each other.
The guide rail 17 is comprised of a body plate 17a ex-
tending vertically, and a pair of right and left guide por-
tions 17b, 17b integrally formed with the body plate 17a
at opposite side faces of the body plate 17a, respective-
ly. Each guide portion 17b is comprised of a pair of upper
and lower guide protrusions 17c, 17c formed such that
the upper guide protrusion 17c protrudes downward
from a horizontal portion extending laterally from a top
of the body plate 17a, and that the lower guide protru-
sion 17c extends laterally and obliquely from a bottom
of the body plate 17c and then protrudes upward in a
manner opposed to the upper guide protrusion 17c. The
guide rail 17 is formed e.g. by an extrusion molded ar-
ticle of aluminum which is subjected to surface treat-
ment by using alumite.
[0030] The pushers 15 are each comprised of a push-
er body 15a inserted into a corresponding one of the
article passages 11, for urging the articles S forward
along the corresponding article passage 11, a pair of
front and rear rollers 15b, 15b mounted on an upper side
face of the pusher body 15a, and an auxiliary roller 15c
mounted on a lower side face of the same. The pusher
body 15a is in the form of a block made of a synthetic
resin (e.g. polypropylene) and having a front surface
serving as a flat urging face 15d for urging articles S
forward.
[0031] The rollers 15b are each equipped with a bear-
ing, not shown, and mounted on the upper side face of
the pusher body 15a such that each of them is capable
of rolling about its horizontal axis. Each of the rollers 15b
has a peripheral surface formed with a U-shaped groove
15e, and is mounted in the guide rail 17 in a state of the
U-shaped groove 15e being fitted on the upper and low-
er guide protrusions 17c, 17c of the guide rail 17. This
construction enables the respective rollers 15b to roll
along the guide rail 17 with extremely small frictional re-
sistance to move the pusher 15 forward and backward
smoothly.
[0032] The U-shaped groove 15e is formed such that
the distance between two bottom points thereof diamet-
rically opposite to each other is e.g. 19.5 mm, while the
distance between the upper and lower guide protrusions
17c, 17c is set to e.g. 20.0 mm, i.e. a value slightly larger
than that between the two diametrically opposite bottom
points of the U-shaped groove 15e. This dimensional
relationship between the U-shaped groove 15e and the
upper and lower guide protrusions 17c, 17c makes it
possible to prevent the rollers 15b from coming off the
guide rail 17. Further, the pair of rollers 15b, 15b are
arranged such that an imaginary line connecting be-
tween their rotational axes is slightly inclined with re-
spect to another imaginary line perpendicular to the urg-
ing face 15d of the pusher body 15a, which allows the
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urging face 15d to become upright when the pusher
body 15a tilts due to pressure from the article S in con-
tact therewith, so as to urge the articles S forward in this
state.
[0033] The auxiliary roller 15c (see FIG. 8) is mounted
on the lower side face of the pusher body 15a such that
it is rotatable about its vertical axis and rolls on the lower
side face of the body plate 17a of the guide rail 17. The
auxiliary roller 15c enables the pusher body 15a to main-
tain perpendicularity of the urging face 15d thereof with
respect to a plane in which the guide rail 17 extends,
whereby the frictional resistance to the movement of the
pusher 15 along the guide rail 17 can be further de-
creased. The pusher 15 is always urged forward by a
drive mechanism (urging means) 20, referred to herein-
after, and held in engagement with the guide rail 17
when it moves to its extreme forward position.
[0034] Next, the operation of the article storage de-
vice constructed as above will be described. When an
article rack 10 is required to be replenished with articles
S, the article rack 10 is drawn forward out of the machine
body 3 as shown in FIG. 4, and a large number of articles
S are placed one behind another in each of the article
passages 11, with the pusher 15 held in engagement
with the machine body 3. When the article rack 10 is
pushed back into the machine body 3 after the replen-
ishment, each of the pusher bodies 15a is urged back-
ward by a rearmost one of the articles S received in a
corresponding one of the article passage 11, whereby
the pusher 15 is moved along the guide rail 17 together
with the article rack 10 from its extreme forward position
shown by solid lines in FIG. 9 to its extreme backward
position shown by phantom lines in the same figure. As
a result, the numerous articles S are held in a state sand-
wiched between the rack opening/closing plate 12 held
in its closed position by the stopper plate 9 and the push-
er body 15a of the pusher 15 urged forward by the drive
mechanism 20, and thus made ready for vending.
[0035] On the other hand, during the vending opera-
tion, the stopper plate drive mechanism 13 drives the
drive shaft 9a for rotation through a predetermined an-
gle, whereby the stopper plate 9 slides in one direction
to release one of the rack opening/closing plates 12 on
an opposite side to the direction of the movement of the
stopper plate 9. The released rack opening/closing plate
12 is pivotally moved to its open position by the urging
force of the spring, whereby the dispensing opening 11a
of the article passage 11 is opened for dispensing an
article S from the article passage 11. At this time point,
an article S immediately behind the dispensed article S
is blocked by the blocking plate 14 from being dispensed
from the article passage 11.
[0036] As described above, after the replenishment of
articles S, the pusher 15 moves backward along the
guide rail 17 in a state of its pusher body 15a being
pushed by the articles S, while during a vending opera-
tion, it moves forward along the guide rail 17 in a state
of its pusher body 15a pushing the articles S. In the

present embodiment, the front and rear rollers 15b, 15b
attached to the pusher body 15a roll on the guide rail
17, and further, the rollers 15b are each equipped with
the bearing for preventing direct torque transmission be-
tween the roller 15b and its rotational shaft, so that mo-
ment on the pusher body 15a produced by the urging
force acting between the articles S and the pusher body
15a is absorbed by the rollers 15b, 15b, whereby fric-
tional resistance to the movement of the pusher 15 can
be far more reduced compared with the conventional
construction of the article storage device.
[0037] Further, the above characteristic features and
advantages of the present invention that the auxiliary
roller 15c rolling on the side face of the body plate 17a
of the guide rail 17 enables the pusher body 15a to main-
tain perpendicularity of the urging face 15d thereof with
respect to a plane in which the guide rail 17 extends,
that the guide rail 17 can be produced to close dimen-
sional tolerances by using an extrusion molded article,
and that the guide rail 17 is improved in smoothness of
guide surfaces thereof by surface treatment by using
alumite all contribute to further decreasing the frictional
resistance to the movement of the pusher 15 to near
zero. As a result, the urging force of the drive mecha-
nism required for moving the pusher 15 forward can also
be reduced, which enhances ease of handling of the ar-
ticle rack 11 when replenishment of vendible articles is
carried out.
[0038] Moreover, since the rollers 15b, 15b are
mounted on the guide rail 17 such that they are rotatable
about their respective horizontal axes with the U-shaped
grooves thereof being engaged with the upper and lower
guide protrusions 17c, 17c, it is possible to construct the
guide rail 17 such that it has a smaller width (dimension
in a side-to-side direction of the vending machine), com-
pared with a case in which the whole of each roller 15
is received in the guide rail 17. The guide rail 17 also
serves as a partition wall for separating the upper spac-
es of the article passage 11, 11 from each other, so that
the guide rail 17 having a reduced width allows larger
space to be used for storing articles S.
[0039] Next, the above-mentioned drive mechanism
20 for urging a corresponding pusher 15 will be de-
scribed in detail with reference to FIGS. 8 to 12. The
drive mechanism 20 is provided for each pusher 15 (see
FIG. 11 etc.) and received between an upper case plate
21 and a lower case plate 22 which protrude from the
respective top side and bottom side surfaces of a cor-
responding one of the shelves 16 (see FIGS. 8 and 9).
These case plates 21, 22 are each constructed to have
a small protrusion dimension, i.e. form a container hav-
ing a small thickness or height. The drive mechanism
20 is connected to the pusher 15 by a wire 19. The wire
19 is passed over a small pulley 18 arranged at a front
end of the bottom side surface of the shelf 16 and then
connected to a hook 15f formed on the top of the pusher
15.
[0040] As shown in FIG. 10, the drive mechanism 20
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includes a reduction mechanism 23 comprised of a pul-
ley gear 24, an intermediate gear 25, and a drum gear
26, which mesh with one another. The gears 24, 25 and
26 are rotatably supported on respective axes G1, G2
and G3 extending through the upper and lower case
plates 21, 22. The pulley gear 24 is comprised of a pulley
24a over which the wire 19 is passed and a gear 24b
formed integrally on the upper side of the pulley 24a.
The intermediate gear 25 is comprised of a large gear
25a in mesh with the gear 24b and a small gear 25b
integrally formed with the large gear 25a. The small gear
25b of the intermediate gear 25 meshes with a gear 26a
of the drum gear 26. A cylindrical drum 26b is formed
integrally on the lower side of the gear 26b.
[0041] On the underside of the drum gear 26, there
are formed two projections 26c, 26c, which are each en-
gaged with one end portion of a corresponding one of
two helical tension springs 30, 30. The helical tension
springs 30, 30, which have an identical spring constant,
are arranged in parallel with each other, and the other
end portions thereof are connected respectively to
hooks 16a, 16a (only one of which is shown in FIG. 9)
projecting downward from the underside of the shelf 16.
[0042] In the drive mechanism 20 constructed as
above, when the article rack 10 is pushed back into the
machine body 3 after being replenished with articles S,
to thereby move the pusher 15 to its extreme backward
position along the guide rail 17, the wire 19 is pulled,
whereby the pulley gear 24 rotates in a counterclock-
wise direction, as viewed in FIG. 10B, to cause the drum
gear 26 to rotate in the same direction via the interme-
diate gear 25. As the drum gear 26 rotates, the helical
tension springs 30 are each extended through being
wound around the drum 26b.
[0043] As described above, the drive mechanism 20
makes it possible to secure a longer range of travel of
the pusher 15 with respect to a limited length of expan-
sion of each of the helical tension springs 30 through
the combination of the helical tension springs 30 and the
reduction mechanism 23. Further, the urging force of the
helical tension springs 30, i.e. an urging load on the
pusher 15 is maximized when the pusher 15 is at its ex-
treme backward position, and minimized when the
pusher 15 is at its extreme forward position. Still further,
the two helical tension springs 30, 30 connected to the
gear 26a of the drum gear 26 in a manner point-sym-
metrical and parallel with each other transmit torque to
the drum gear 26 in a dynamically well-balanced fash-
ion, thereby enabling the pusher 15 to be urged smooth-
ly. Reference numeral 27 appearing in FIGS. 10A to 12
indicates a sold-out switch for detecting a sold-out state
of articles S in a corresponding one of the article pas-
sages 11. This switch 27 is turned on by a projection 26d
formed on the drum gear 26 when the pusher 15 moves
to its extreme forward position.
[0044] The present invention is not limited to the
above embodiment, but it can be practiced in various
forms. For instance, although in the above embodiment,

each article rack is formed with a pair of right and left
article passages, and two pushers each provided for
one of the article passages are guided along an identical
guide rail, this is not limitative, but the invention may be
applied to an article rack having a single article passage
formed therein.
[0045] It is further understood by those skilled in the
art that the foregoing is a preferred embodiment of the
invention, and that various changes and modifications
may be made without departing from the scope of the
invention as defined in the claims.

Claims

1. An article storage device (1) for a vending machine,
including an article rack provided within a body of
said vending machine (2) in a manner such that said
article rack can be moved in a front-rear direction
and Adrawn forward out of said body of said vend-
ing machine (2), said article rack (10) having an ar-
ticle passage (11) formed therein for receiving a
large number of articles (5) one behind another, a
rack opening/closing member (12) provided at a
front end of said article rack, for opening a dispens-
ing opening of said article passage during a vending
operation, and closing said dispensing opening ex-
cept during said vending operation, a pusher (15)
inserted in said article passage, for pushing forward
said articles received in said article passage, a
guide member (17) arranged above said article rack
in a manner such that said guide member extends
in said front-rear direction, for guiding said pusher
in said front-rear direction, and urging means (30)
for urging said pusher forward,

the article storage device being character-
ized in that:

said guide member comprises a body plate
(17a) extending vertically, and a guide portion
integrally formed with said body plate, said
guide portion having a pair of guide protrusions
(17c) laterally spaced from said body plate and
being vertically opposed to each other, and
said pusher comprises a pusher body inserted
into said article passage, and a pair of front and
rear rollers (15b) each formed with a U-shaped
groove (15e) and attached to an upper side
face of said pusher body in a manner rotatable
about respective horizontal axes, said pusher
being mounted between said vertically op-
posed guide protrusions of said guide portion
of said guide member, with said U-shaped
groove (15e) of each of said rollers being fitted
on said vertically opposed guide protrusions.

2. An article storage device according to claim 1,
wherein said each of said rollers (15b) is equipped
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with a bearing.

3. An article storage device according to claim 1 or 2,
wherein said pusher (15) further comprises an aux-
iliary roller (15c) mounted on said pusher body at a
location below said rollers, for rotation about a ver-
tical axis of said auxiliary roller to roll on a side face
of said body plate of said guide member.

4. An article storage device according to any one of
claims 1, 2 or 3, wherein said guide member is made
of an extrusion molded article of aluminum.

5. An article storage device according to claims 4,
wherein said guide member is subjected to surface
treatment by using alumite.

Patentansprüche

1. Warenspeichervorrichtung (1) für eine Verkaufsma-
schine, mit einem Warenregal, das innerhalb eines
Gehäuses der Verkaufsmaschine (2) so vorgese-
hen ist, daß das Warenregal in einer Richtung von
vorne nach hinten bewegt werden kann und aus
dem Gehäuse in der Verkaufsmaschine (2) nach
vorne herausgezogen werden kann, wobei das Wa-
renregal (10) einen Warenkanal (11) ausgebildet
hat, um eine große Anzahl von Waren (5), eine hin-
ter der anderen, aufzunehmen, einem Regalöff-
nungs-/Schließ-Element (12), das am vorderen En-
de des Warenregals vorgesehen ist, um eine Aus-
gabeöffnung des Warenkanals während eines Ver-
kaufsvorganges zu öffnen und diese Ausgabeöff-
nung mit Ausnahme während dieses Verkaufsvor-
gangs zu schließen, einem Stößel (15), der in den
Warenkanal eingesetzt ist, um die Waren, die in
dem Warenkanal aufgenommen sind, nach vorne
zu stoßen, einem Führungselement (17), das ober-
halb des Warenregals so angeordnet ist, daß das
Führungselement sich in der Richtung von vorne
nach hinten erstreckt, um den Stößel in der Rich-
tung von vorne nach hinten zu führen, und Vor-
spannmittel (30) zum Zwingen des Stößels nach
vorne,
wobei die Warenspeichervorrichtung dadurch ge-
kennzeichnet ist, daß:

das Führungselement eine Körperplatte (17a),
die sich vertikal erstreckt, und einen Führungs-
teil, der einstückig mit der Körperplatte ausge-
bildet ist, aulweist, wobei der Führungsteil ein
Paar Führungsvorsprünge (17c) hat, die seit-
lich zur Körperplatte beabstandet sind und ein-
ander vertikal gegenüberliegen, und
der Stößel einen Stößelkörper, der in den Wa-
renkanal eingesetzt ist und ein Paar vordere
und rückwärtige Rollen (15b) hat, die jeweils

mit einer U-förmigen Nut (15e) versehen sind,
und an einer oberen Seitenfläche des Stößel-
körpers um eine jeweils horizontale Achse
drehbar befestigt sind, wobei der Stößel zwi-
schen den vertikal einander gegenüberliegen-
den Führungsvorsprüngen des Führungsteils
des Führungselementes montiert ist, wobei die
U-förmige Nut (15e) jeder der Rollen auf die
vertikal einander gegenüberliegenden Füh-
rungsvorsprünge paßt.

2. Warenspeichervorrichtung nach Anspruch 1,
wobei jede der Rollen (15b) mit einem Lager aus-
gerüstet ist.

3. Warenspeichervorrichtung nach Anspruch 1 oder 2,
wobei der Stößel (15) weiterhin eine Hilfsrolle (15c)
aufweist, die an dem Stößelkörper an einem Ort un-
terhalb der Rollen montiert ist, um um eine vertikale
Achse der Hilfsrolle zu drehen, um auf einer Seiten-
fläche der Körperplatte des Führungselementes zu
rollen.

4. Warenspeichervorrichtung nach einem der Ansprü-
che 1, 2 oder 3,
wobei das Führungselement aus einem Strang-
preßartikel aus Aluminium besteht.

5. Warenspeichervorrichtung nach Anspruch 4,
wobei das Führungselement einer Oberflächenbe-
handlung unter Verwendung von Alumit unterzogen
ist.

Revendications

1. Dispositif de stockage d'articles (1) pour une ma-
chine à distribuer, incluant une étagère d'articles
disposée à l'intérieur d'un coffret de ladite machine
à distribuer (2) d'une manière telle que ladite éta-
gère d'articles peut être déplacée dans une direc-
tion avant-arrière et extraite et sortie vers l'avant en
dehors dudit coffret de ladite machine à distribuer
(2), ladite étagère d'articles (10) ayant un passage
d'articles (11) formé dans celle-ci pour recevoir un
nombre important d'articles (5) l'un derrière l'autre,
un moyen d'ouverture/fermeture d'étagère disposé
à une extrémité avant de ladite étagère d'articles,
pour ouvrir une ouverture de distribution dudit pas-
sage d'articles pendant une opération de distribu-
tion, et fermant ladite ouverture de distribution sauf
pendant l'opération de distribution, un pousseur
(15) inséré dans ledit passage d'articles, pour pous-
ser vers l'avant lesdits articles reçus dans ledit pas-
sage d'articles, un élément de guidage (17) disposé
au-dessus de ladite étagère d'articles d'une maniè-
re telle que ledit élément de guidage s'étend dans
ladite direction avant-arrière, pour guider ledit pous-
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seur dans ladite direction avant-arrière, et un
moyen de poussée. (30) pour pousser ledit pous-
seur vers l'avant,

le dispositif de stockage d'articles étant ca-
ractérisé en ce que :

ledit élément de guidage comprend une plaque
de coffret (17a) s'étendant verticalement, et
une partie de guidage formée solidairement
avec ladite plaque de coffret, ladite partie de
guidage ayant une paire de saillies de guidage
(17c) espacées latéralement de ladite plaque
de coffret et étant verticalement opposées l'une
à l'autre, et

ledit pousseur comprend un corps de pousseur
inséré dans ledit passage d'articles et une paire
de rouleaux avant et arrière (15b) formé chacun
avec une rainure (15e) en forme de U et fixé à
une face supérieure dudit corps de pousseur
de manière à pouvoir tourner autour des axes
horizontaux respectifs, ledit pousseur étant
monté entre lesdites saillies de guidage verti-
calement opposées de ladite partie de guidage
dudit élément de guidage, avec ladite rainure
(15e) en forme de U de chacun desdits rou-
leaux étant ajustée sur lesdites saillies de gui-
dage verticalement opposées.

2. Dispositif de stockage d'articles selon la revendica-
tion 1, dans lequel chacun desdits rouleaux (15b)
est muni d'un palier.

3. Dispositif de stockage d'articles selon la revendica-
tion 1 ou 2, dans lequel ledit pousseur (15) com-
prend, en outre, un rouleau auxiliaire (15c) monté
sur ledit corps de pousseur à un emplacement au-
dessous desdits rouleaux, pour rotation autour d'un
axe vertical dudit rouleau auxiliaire pour rouler sur
une face latérale de ladite plaque de coffret dudit
élément de guidage.

4. Dispositif de stockage d'articles selon l'une quel-
conque des revendications 1, 2 ou 3, dans lequel
ledit élément de guidage est constitué d'un article
moulé par extrusion d'aluminium.

5. Dispositif de stockage d'articles selon la revendica-
tion 4, dans lequel ledit élément de guidage est sou-
mis à un traitement en surface en utilisant de l'alu-
mite.
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