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Description

[0001] The present invention relates to a starter for an
internal combustion engine according to the preamble of
Claim 1.
[0002] A generic starter is known for example from US
8 776 752 B2. It comprises a housing by way of which
the starter can be fastened to the internal combustion
engine. The starter furthermore comprises a drive shaft
which has a coupling member, for example a pinion, for
coupling to the internal combustion engine, and which is
axially adjustable between a retracted passive position
and an extended active position. In the passive position,
the coupling member is decoupled from the internal com-
bustion engine. In the active position, the coupling mem-
ber is coupled in terms of drive to the internal combustion
engine such that a rotation of the drive shaft can be used
to start the internal combustion engine. For example, the
coupling member, which is in the form of a toothed wheel,
engages with a complementary toothing on a flywheel of
the internal combustion engine. Furthermore, the starter
is equipped with an actuating drive for axially adjusting
the drive shaft, said starter having a drive lever which is
mounted in the housing so as to be pivotable about a
pivot axis extending transversely to the longitudinal cen-
tre axis of the drive shaft, and a drive ring which coaxially
encloses the drive shaft, which is connected in terms of
drive to the drive lever, which is axially supported on a
push face in order to drive the drive shaft into the active
position, and which is axially supported on a pull face in
order to drive the drive shaft into the passive position. In
this known starter, the push face is formed on an annular
collar of a sleeve which is placed on the drive shaft and
is axially supported on the drive shaft against an annular
step of the drive shaft. The pull face is formed on an
annular disc which is placed on the drive shaft at an axial
distance from the sleeve and is supported axially on a
support ring which is axially fixed to the drive shaft by a
securing ring. In the known starter, in order that the an-
nular step can axially support the annular collar of the
sleeve in a secure manner, the annular step has to have
relatively large dimensions in the radial direction with re-
gard to the drive shaft. In the case of a drive shaft pro-
duced by machining, this results in relative large material
expenditure and material loss during the production of
the drive shaft and thus of the starter.
[0003] The patent applications US 2012 234 280 A1,
GB 2 041 452 A, US 2007 137 325 A1, DE 2 822 165 A1
disclose respectively all the technical features of the pre-
amble of the independent claim.
[0004] The present invention deals with the problem
of specifying an improved or at least a different embod-
iment for a starter of the type mentioned at the beginning,
said embodiment being distinguished in particular by be-
ing easy and preferably inexpensive to produce.
[0005] This problem is solved according to the inven-
tion by the subject matter of the independent claim. Ad-
vantageous embodiments are the subject matter of the

dependent claims.
[0006] The invention is based on the general idea of
providing a shaft flange separate from the drive shaft,
said shaft flange coaxially enclosing the drive shaft and
being arranged in an axially fixed manner thereon so as
to rotate therewith. The push face is now formed directly
on said shaft flange. The shaft flange is itself sufficiently
rigid and stable that no additional support for stabilization
is required. For example, the axial support of the shaft
flange on the drive shaft can already be realized via a
comparatively small form fit which is realizable on the
drive shaft without great material expenditure. The pull
face can now be formed directly on a cover ring which
coaxially encloses the drive shaft and is arranged on the
shaft flange so as to rotate therewith. As a result of the
rotationally fixed coupling of the shaft flange to the drive
shaft, the cover ring is connected indirectly to the drive
shaft, so as to rotate therewith, via the shaft flange.
[0007] The shaft flange obtains particularly high rigidity
and stability when an axial wall thickness of the shaft
flange in the region of the push face is greater than 50%
of a radial height of the encircling push face. In particular,
the axial wall thickness of the shaft flange in the region
of the push face is at least as great as the radial height
of the encircling push face.
[0008] In a particular embodiment, the shaft flange has
a flange ring having the push face, and a sleeve connect-
ed to the cover ring. Via said sleeve, an axial annular
space is created between the push face on the flange
ring and the pull face on the cover ring, the drive ring
being arranged in said annular space. Furthermore, via
the sleeve, the flange ring can be connected particularly
easily to the cover so as to rotate therewith.
[0009] In this case, the radial height of the encircling
push face corresponds to the distance between the outer
side of the sleeve and the outer side of the flange ring,
in each case at the push face. In other words, the radial
height of the encircling push face is 50% of the difference
between the outside diameter of the flange ring and the
outside diameter of the sleeve.
[0010] According to one development, the sleeve may
have, on its end face remote from the flange ring, at least
one protrusion, which engages in a complementary de-
pression or cutout formed in the cover ring in order in this
way to connect the cover ring to the shaft flange so as
to rotate therewith. Preferably, it is also possible for two
or more such protrusions and associated depressions or
cutouts to be provided, which are expediently arranged
in a manner distributed regularly in the circumferential
direction. An embodiment in which exactly two such pro-
trusions are provided is preferred.
[0011] According to a particularly advantageous devel-
opment, provision can be made for each particular de-
pression to be formed only in that side of the cover ring
that faces the flange ring, such that it does not pass axially
through the cover ring. Thus, the cover ring can be formed
for example in a completely planar and continuous man-
ner on its side remote from the flange ring, in order to
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avoid disruptive contours on this side. Alternatively, the
respective depression also can axially pass through the
cover ring.
[0012] In another embodiment of the starter, the cover
ring is axially fixed to the shaft flange by means of a se-
curing ring, wherein the securing ring engages in an an-
nular groove formed in the drive shaft and is axially fixed
directly to the drive shaft therein. As a result, reliable and
secure axial positioning of the cover ring on the shaft
flange and thus on the drive shaft can be realized.
[0013] According to one development, it is possible,
with the aid of the securing ring, for the shaft flange to
furthermore be axially fixed to the drive shaft in an axial
direction leading away from the coupling member. In this
case, the shaft flange is then supported axially on the
drive shaft via the cover ring. As a result, the securing
ring obtains an additional function.
[0014] In another embodiment, the shaft flange is ax-
ially fixed to the drive shaft by a form fit in an axial direction
leading towards the coupling member. As mentioned, this
form fit can already be realized by comparatively small
radial variations in the dimensions of the external cross
section of the drive shaft and internal cross section of the
shaft flange, such that the corresponding contours on the
drive shaft can be realized with little production outlay.
[0015] For example, the form fit may be formed by a
supporting contour formed on the shaft flange and an
abutment contour of complementary form that bears
against said supporting contour and is formed directly on
the drive shaft. This abutment contour does not require
any substantial radial dimension. It can for example be
smaller than a radial wall thickness of the sleeve of the
shaft flange. Expediently, the supporting contour can wid-
en radially in the direction of the coupling member, for
example in the form of a cone or of a ring with a round,
in particular circular or elliptical, cross section. At the drive
shaft, the abutment contour creates a transition between
a cylindrical shaft portion, onto which the shaft flange is
axially plugged, and a further cylindrical portion that ad-
joins the shaft flange in the direction of the coupling mem-
ber. The radii of the two cylindrical shaft portions that are
connected together via the abutment contour are rela-
tively close to one another, preferably such that a differ-
ence in the radii of the two cylindrical shaft portions is
less than a radial wall thickness of the sleeve of the shaft
flange.
[0016] Preferably, the shaft flange may be fixed to the
drive shaft, so as to rotate therewith and preferably also
in an axially fixed manner, inparticular by means of a
press fit. To this end, the shaft flange can be shrink-fitted
onto the drive shaft during production. As a result, par-
ticularly efficient and inexpensive assembly is allowed.
Alternatively, also a key dowel, a thread, a pin or some-
thing else can be used to block the relative rotation be-
tween a shaft and a shaft flange.
[0017] According to a preferred embodiment, an elec-
tric motor for driving the drive shaft for starting the internal
combustion engine may furthermore be arranged in the

housing of the starter. Furthermore, a clutch that con-
nects the electric motor to the drive shaft may be ar-
ranged in an axially fixed manner in the housing. This
means that when the drive shaft is adjusted between the
passive position and the active position, it is also adjusted
axially relative to the clutch. The clutch can be configured
as a freewheel clutch or overrunning clutch. Furthermore,
a transmission may be arranged between the electric mo-
tor and clutch in the housing in order to transmit a rota-
tional speed of the electric motor to a rotational speed of
the drive shaft.
[0018] Further important features and advantages of
the invention can be gathered from the dependent claims,
from the drawings and from the associated description
of the figures with reference to the drawings.
[0019] It goes without saying that the features men-
tioned above and those yet to be explained below are
usable not only in the combination specified in each case
but also in other combinations or on their own without
departing from the scope of the appended claims.
[0020] Preferred exemplary embodiments of the inven-
tion are illustrated in the drawings and described in more
detail in the following description, wherein identical ref-
erence signs relate to identical or similar or functionally
identical components. In the drawings, in each case
schematically,

Fig. 1 shows a longitudinal section through a starter,

Fig. 2 shows a side view of a drive shaft of the starter
with the shaft flange in section,

Fig. 3 shows an axial view of the drive shaft with the
shaft flange from a viewing direction III in Fig.
2,

Fig. 4 shows an axial view of the shaft flange,

Fig. 5 shows a longitudinal section of the shaft flange
as per section lines V in Fig. 4,

Fig. 6 shows a side view of the shaft flange,

Fig. 7 shows a side view of the shaft flange as in Fig.
6, but rotated through 90°,

Fig. 8 shows a side view of the drive shaft with the
shaft flange in section and the cover ring in
section,

Fig. 9 shows an axial view of the drive shaft with the
cover ring in a viewing direction IX in Fig. 8,

Fig. 10 shows an axial view of the cover ring in a view-
ing direction X in Fig. 8,

Fig. 11 shows a longitudinal section of the cover ring
as per section lines XI in Fig. 10.
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[0021] According to Fig. 1, a starter 1, which serves to
start an internal combustion engine 2 (illustrated only in
part here), comprises a housing 3, with the aid of which
the starter 1 can preferably be fastened to the internal
combustion engine 2. The starter 1 furthermore compris-
es a drive shaft 4 which has a coupling member 5, ar-
ranged thereon so as to rotate therewith, for coupling to
the internal combustion engine 2. The coupling member
5 is formed for example by a toothed wheel or a pinion.
The drive shaft 4 is axially adjustable between a retracted
passive position PS illustrated in Fig. 1 and an extended
active position AS relative to the housing 3, which is in-
dicated in Fig. 1 by a broken line only in the region of the
coupling member 5. The active position AS serves for
starting the internal combustion engine 2. In the active
position AS, the coupling member 5 is coupled in terms
of drive to the internal combustion engine 2. To this end,
the coupling member 5 is suitably connected to the drive
train of the internal combustion engine 2. For example,
the coupling member 5 engages with a ring gear 6 of a
flywheel 7 of the internal combustion engine 2. In the
passive position PS, by contrast, the coupling member
5 is decoupled from the internal combustion engine 2. In
particular, in this case, the coupling member 5 is no long-
er engaged with the drive train or with the ring gear 6.
[0022] In order to axially adjust the drive shaft 4, the
starter 1 is equipped with an actuating drive 8. This ac-
tuating drive 8 has a drive lever 9 which is mounted in
the housing 3 so as to be pivotable about a pivot axis 11
extending transversely to the longitudinal centre axis 10
of the drive shaft 4. This pivot axis 8 is perpendicular to
the plane of the drawing in Fig. 1. The actuating drive 8
furthermore has an actuator 12 (indicated only by a bro-
ken line here) for pivoting the drive lever 9, which can be
configured for example as a solenoid. The actuating drive
8 furthermore has a drive ring 13 which coaxially encloses
the drive shaft 4 and is connected to the drive lever 9 in
articulated manner such that the drive ring 13 can be
adjusted axially, that is to say parallel to the longitudinal
centre axis 10 of the drive shaft 4, relative to the housing
3 by the drive lever 9 being pivoted. In other words, the
drive lever 9 is connected in terms of drive to the drive
ring 13. In order to drive the drive shaft 4 into the active
position AS, the drive ring 13 is supported axially on an
annular push face 14. In the example in Fig. 1, this does
not take place directly, but indirectly via a compensating
disc 15. In order to drive the drive shaft 4 into the passive
position PS, the drive ring 13 can be supported on an
annular pull face 16. This takes place directly in the ex-
ample in Fig. 1.
[0023] In the case of the starter 1 illustrated here, the
push face 14 is formed directly on a shaft flange 17 which
represents a separate component from the drive shaft 4,
said component coaxially enclosing the drive shaft 4 and
being arranged in an axially fixed manner on the drive
shaft 4 so as to rotate therewith. In contrast, the pull face
16 is formed directly on a cover ring 18 which coaxially
encloses the drive shaft 4 and is arranged on the shaft

flange 17 so as to rotate therewith. The axial positioning,
in particular also the axial fixing, of the cover ring 18 takes
place in this case with the aid of a securing ring 19 which
engages in an annular groove 20 formed in the drive shaft
4. The securing ring 19 is axially fixed directly to the drive
shaft 4 in the annular groove 20.
[0024] According to Fig. 1, the starter 1 in the housing
3 can furthermore have an electric motor 21 (indicated
only symbolically here by way of its reference sign) for
driving the drive shaft 4 for starting the internal combus-
tion engine 2. In addition, a clutch 22 that connects the
electric motor 21 to the drive shaft 4 can be arranged in
an axially fixed manner in the housing 2. The clutch 22
is usually configured as a freewheel or overrunning
clutch. Between the clutch 22 and the electric motor 21,
it is furthermore usually possible for a transmission 23 to
be arranged, which is only illustrated in part here.
[0025] According to Figs. 2 to 10, the shaft flange 17
can have a flange ring 24 and a sleeve 25. The flange
ring 24 and sleeve 25 are preferably made in one piece.
Accordingly, the sleeve 25 is formed integrally on the
flange ring 24. The flange ring 24 has the push face 14.
The cover ring 18 is connected to the sleeve 25 so as to
rotate therewith.
[0026] As can be gathered from Figs. 2 and 5, the push
face 14 has a radial height 26 which reaches in the radial
direction from a radial outer side 27 of the sleeve 25 as
far as a radial outer side 28 of the flange ring 24. Accord-
ingly, it corresponds to the radial dimension of the flange
ring 24, by which the flange ring 24 protrudes radially
beyond the sleeve 25. The flange ring 24 has an axial
wall thickness 29 which extends from the push face 14
to an end side 30, remote from the push face 14, of the
flange ring 24. As can be seen in this example, the wall
thickness 29 of the shaft flange 17 in the region of the
push face 14 is now at least as large as the radial height
26 of the encircling push face 14. Furthermore, an axial
extent 31 of the sleeve 25, by which the sleeve 25 projects
axially from the flange ring 24, can be greater than the
radial height 26 of the push face 14. These dimensions
contribute towards high stability of the shaft flange 17.
[0027] On its end face 32 remote from the flange ring
17, the sleeve 25 can have at least one protrusion 33
which projects axially from the end face 32. In the exam-
ple shown, exactly two such protrusions 33 are provided,
which are located diametrically opposite one another. In
the assembled state, each protrusion 33 engages in a
complementary depression 34 or cutout, which to this
end is formed on the cover ring 18. As a result of this
axial engagement of the protrusions 33 in the associated
depressions 34 or cutouts, a form-fitting and thus rota-
tionally fixed connection is produced in the circumferen-
tial direction between the cover ring 18 and the sleeve
25 and thus the shaft flange 17. According to the example
of Figs. 8 to 11, the depressions 34 are expediently di-
mensioned such that they are formed only on a side 35
facing the flange ring 24, or inner side 35. In other words,
each particular depression 34 has an axial depth which
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is less than a wall thickness of the cover ring 18 such
that the particular depression 34 does not pass axially
through the cover ring 18. In this case, the inner side 35
forms the pull face 16. In another embodiment the cutouts
also can axially pass through the cover ring 18.
[0028] As can be gathered in particular from Figs. 2
and 8, the shaft flange 17 can be fixed axially to the drive
shaft 4 by a form-fitting connection 37, or by a form fit
37, in an axial direction 36, indicated by an arrow in Figs.
1, 2 and 8, leading to the coupling member 5. The form
fit 37 can be formed expediently by a supporting contour
38 formed on the shaft flange 17 and a complementary
abutment contour 39 that bears against said supporting
contour 38 and to this end is formed directly on the drive
shaft 4. In the example, the supporting contour 38 and
the abutment contour 39 are formed in a conical manner
such that the supporting contour 38 widens in the direc-
tion of the coupling member 5. A toothing portion 40, onto
which the coupling member 5 according to Fig. 1 is
plugged and is thus connected to the drive shaft 4 so as
to rotate therewith, can be seen in the lefthand end region
of the drive shaft 4 in Figs. 2 and 8.
[0029] The shaft flange 17 is expediently fixed to the
drive shaft 4, so as to rotate therewith, by means of a
press fit 41.
[0030] According to Fig. 8, the flange ring 24 and the
cover ring 18 define, in the state mounted on the shaft
flange 17, a radially open annular space 42 for receiving
the drive ring 13. The axial spacing that is produced in
this case between the push face 14 and pull face 16 de-
fines an axial width 43 of the annular space 42, which is
generally greater than the axial height of the drive ring
13. The difference between the width 43 of the annular
space 42 and the height of the drive ring 13 varies on
account of tolerances and can be compensated for ex-
ample by the correspondingly selected compensating
disc 15.
[0031] In order to start the internal combustion engine
2, the actuator 12 for pivoting the drive lever 9 is actuated.
At the same time, the electric motor 21 for driving the
drive shaft 4 in rotation is actuated. As a result of the
drive lever 9 being pivoted, the drive ring 13 is pushed
axially against the push face 14 via the compensating
disc 15. As a result, a driving-out axial force is transmitted
to the shaft flange 17 and, by the latter, to the drive shaft
4 such that the latter can extend out of the housing 3. In
this case, the drive shaft 4 is transferred from the passive
position PS into the active position AS. In the process,
comparatively large forces for extending the drive shaft
4 are transmitted via the push face 14.
[0032] Once a starting operation has been completed,
the drive shaft 4 is adjusted back from the active position
AS into the passive position PS. This can be supported
by an oblique toothing 44, which is discernible in the right-
hand end region of the drive shaft 4 in Figs. 2 and 8, and
via which drive coupling between the drive shaft 4 and
the clutch 22 takes place. Accordingly, the forces that
are transmitted to the pull face 16 during the retraction

of the drive shaft 4 are much lower than the forces that
are transmitted to the push face 14 during extension.
Consequently, it is sufficient to realize the cover disc 18
with a relatively small wall thickness. Likewise, particu-
larly stable axial support of the cover disc 18 via the se-
curing ring 19 is also not necessary, and so the latter
serves substantially only for axial positioning.
[0033] While the shaft flange 17 is axially supported
on the drive shaft 4 via the form fit 37 in the axial direction
36 leading to the coupling member 5, in the opposite
direction, that is to say in an axial direction 45 leading
away from the coupling member 5, this being indicated
by an arrow in Figs. 1, 2 and 8, the shaft flange 17 is fixed
axially to the drive shaft 4. If the press fit 41 is used to fix
the shaft flange 17 to the drive shaft 4, the securing ring
19 serves only for positioning or securing the cover ring
18 on the shaft flange 17.

Claims

1. Starter for an internal combustion engine (2),

- having a housing (3),
- having a drive shaft (4) which has a coupling
member (5) for coupling to the internal combus-
tion engine (2) and which is axially adjustable
between a retracted passive position (PS), in
which the coupling member (5) is decoupled
from the internal combustion engine (2), and an
extended active position (AS) for starting the in-
ternal combustion engine (2), in which the cou-
pling member (5) is coupled to the internal com-
bustion engine (2),
- having an actuating drive (8) for axially adjust-
ing the drive shaft (4), said actuating drive (8)
having a drive lever (9), which is mounted in the
housing (3) so as to be pivotable about a pivot
axis (11) extending transversely to the longitu-
dinal centre axis (10) of the drive shaft (4), and
a drive ring (13), which coaxially encloses the
drive shaft (4), which is connected in terms of
drive to the drive lever (9), which is axially sup-
ported on an annular push face (14) in order to
drive the drive shaft (4) into the active position
(AS), and which is axially supported on an an-
nular pull face (16) in order to drive the drive
shaft (4) into the passive position (PS),
- wherein the push face (14) is formed directly
on a shaft flange (17) separate from the drive
shaft (4), said shaft flange (17) coaxially enclos-
ing the drive shaft (4) and being arranged in an
axially fixed manner thereon,
- wherein the pull face (16) is formed directly on
a cover ring (18) which coaxially encloses the
drive shaft (4),
- wherein said shaft flange (17) is arranged on
said drive shaft (4) so as to rotate therewith,
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- characterised in
that said cover ring (18) is arranged on said shaft
flange (17) so as to rotate therewith.

2. Starter according to Claim 1,
characterized
in that an axial wall thickness (29) of the shaft flange
(17) in the region of the push face (14) is greater
than 50% of a radial height (26) of the encircling push
face (14).

3. Starter according to Claim 1 or 2,
characterized
in that the shaft flange (17) has a flange ring (24)
having the push face (14), and a sleeve (25) con-
nected to the cover ring (18) so as to rotate therewith.

4. Starter according to Claim 3,
characterized
in that the sleeve (25) defines or keeps an axial dis-
tance between the push face (14) and the pull face
(16).

5. Starter according to Claim 3 or 4,
characterized
in that the sleeve (25) has, on its end face (32) re-
mote from the flange ring (24), at least one protrusion
(33), which engages in a complementary depression
(34) or cutout formed in the cover ring (18) in order
to fix the cover ring (18) to the shaft flange (17) so
as to rotate therewith.

6. Starter according to Claim 5,
characterized
in that each particular depression (34) is formed only
in that side of the cover ring (18) that faces the flange
ring (24).

7. Starter according to Claim 5,
characterized
in that each particular cutout is axially passing
through the cover ring (18).

8. Starter according to one of Claims 1 to 7,
characterized
in that the cover ring (18) is axially fixed to the shaft
flange (17).

9. Starter according to one of Claims 1 to 7,
characterized

- in that the cover ring (18) is axially fixed to the
shaft flange (17) by means of a securing ring
(19),
- in that the securing ring (19) engages in an
annular groove (20) formed in the drive shaft (4)
and is axially fixed directly to the drive shaft (4)
therein.

10. Starter according to one of Claims 1 to 9,
characterized
in that, by means of the securing ring (19) and/or
the cover ring (18), the shaft flange (17) is further-
more axially secured to the drive shaft (4) in an axial
direction (45) leading away from the coupling mem-
ber (5).

11. Starter according to one of Claims 1 to 10,
characterized
in that the shaft flange (17) is axially fixed to the
drive shaft (4) by a form fit (37) in an axial direction
(36) leading towards the coupling member.

12. Starter according to Claim 11,
characterized
in that the form fit (37) is formed by a supporting
contour (38) formed on the shaft flange (17) and a
complementary abutment contour (39) that bears
against said supporting contour (38) and is formed
directly on the drive shaft (4).

13. Starter according to Claim 12,
characterized
in that the supporting contour (38) widens radially
in the direction of the coupling member (5).

14. Starter according to one of Claims 1 to 13, charac-
terized

- in that an electric motor (21) for driving the
drive shaft (4) for starting the internal combus-
tion engine (2) is arranged in the housing (3),
- in that a clutch (22) that connects the electric
motor (21) to the drive shaft (4) is arranged in
the housing (3) in an axially fixed manner.

Patentansprüche

1. Starter für eine Brennkraftmaschine (2),

- der ein Gehäuse (3) aufweist,
- der eine Antriebswelle (4) aufweist, die ein
Kopplungselement (5) zur Kopplung mit der
Brennkraftmaschine (2) aufweist und die axial
zwischen einer eingezogenen passiven Positi-
on (PS), in der das Kopplungselement (5) von
der Brennkraftmaschine (2) entkoppelt ist, und
einer ausgerückten aktiven Position (AS) zum
Starten der Brennkraftmaschine (2), in der das
Kopplungselement (5) mit der Brennkraftma-
schine (2) gekoppelt ist, einstellbar ist,
- der einen Stellantrieb (8) zum axialen Einstel-
len der Antriebswelle (4) aufweist, wobei der
Stellantrieb (8) einen Antriebshebel (9), der in
dem Gehäuse (3) montiert ist, um eine
Schwenkachse (11) schwenkbar zu sein, die
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sich quer zu der Längsmittelachse (10) der An-
triebswelle (4) erstreckt, und einen Antriebsring
(13) aufweist, der die Antriebswelle (4) koaxial
umschließt, die im Sinne des Antriebs mit dem
Antriebshebel (9) verbunden ist, der axial auf
einer ringförmigen Druckfläche (14) gestützt
wird, um die Antriebswelle (4) in die aktive Po-
sition (AS) anzutreiben, und der axial auf einer
ringförmigen Zugfläche (16) gestützt wird, um
die Antriebswelle (4) in die passive Position (PS)
anzutreiben,
- wobei die Druckfläche (14) direkt auf einem
Wellenflansch (17) separat von der Antriebswel-
le (4) gebildet ist, der Wellenflansch (17) die An-
triebswelle (4) koaxial umschließt und auf eine
axial befestigte Weise daran angeordnet ist,
- wobei die Zugfläche (16) direkt auf einem Ab-
deckring (18) gebildet ist, der die Antriebswelle
(4) koaxial umschließt,
- wobei der Wellenflansch (17) auf der Antriebs-
welle (4) angeordnet ist, um damit zu rotieren,

dadurch gekennzeichnet,
dass der Abdeckring (18) auf dem Wellenflansch
(17) angeordnet ist, um mit diesem zu rotieren.

2. Starter nach Anspruch 1,
dadurch gekennzeichnet,
dass eine axiale Wanddicke (29) des Wellenflan-
sches (17) in dem Bereich der Druckfläche (14) grö-
ßer als 50% einer radialen Höhe (26) der umschlie-
ßenden Druckfläche (14) ist.

3. Starter nach Anspruch 1 oder 2,
dadurch gekennzeichnet,
dass der Wellenflansch (17) einen Flanschring (24)
aufweist, der die Druckfläche (14) aufweist, und ei-
nen Mantel (25), der mit dem Abdeckring (18) ver-
bunden ist, um mit diesem zu rotieren.

4. Starter nach Anspruch 3,
dadurch gekennzeichnet,
dass der Mantel (25) einen axialen Abstand zwi-
schen der Druckfläche (14) und der Zugfläche (16)
definiert oder beibehält.

5. Starter nach Anspruch 3 oder 4,
dadurch gekennzeichnet,
dass der Mantel (25) an seiner Stirnseite (32) fern
von dem Flanschring (24) zumindest einen Fortsatz
(33) aufweist, der mit einer komplementären Versen-
kung (34) oder einem Ausschnitt, die/der in dem Ab-
deckring (18) gebildet ist, eingreift, um den Abdeck-
ring (18) an dem Wellenflansch (17) zu befestigen,
um mit diesem zu rotieren.

6. Starter nach Anspruch 5,
dadurch gekennzeichnet,

dass jede bestimmte Versenkung (34) nur in der Sei-
te des Abdeckrings (18) gebildet ist, die zu dem Flan-
schring (24) zeigt.

7. Starter nach Anspruch 5,
dadurch gekennzeichnet,
dass jeder bestimmte Ausschnitt axial durch den Ab-
deckring (18) verläuft.

8. Starter nach einem der Ansprüche 1 bis 7,
dadurch gekennzeichnet,
dass der Abdeckring (18) axial an dem Wellen-
flansch (17) befestigt ist.

9. Starter nach einem der Ansprüche 1 bis 7,
dadurch gekennzeichnet,

- dass der Abdeckring (18) axial an dem Wel-
lenflansch (17) mittels eines Sicherungsrings
(19) befestigt ist,
- dass der Sicherungsring (19) in einer Ringker-
be (20) eingreift, die in der Antriebswelle (4) ge-
bildet ist, und axial direkt an der Antriebswelle
(4) darin befestigt ist.

10. Starter nach einem der Ansprüche 1 bis 9,
dadurch gekennzeichnet,
dass mittels des Sicherungsrings (19) und/oder des
Abdeckrings (18) der Wellenflansch (17) darüber hi-
naus axial an der Antriebswelle (4) in einer Axialrich-
tung (45) angebracht ist, die von dem Kopplungse-
lement (5) wegführt.

11. Starter nach einem der Ansprüche 1 bis 10,
dadurch gekennzeichnet,
dass der Wellenflansch (17) axial an der Antriebs-
welle (4) durch eine Presspassung (37) in einer Axi-
alrichtung (36) befestigt ist, die zu dem Kopplungs-
element führt.

12. Starter nach Anspruch 11,
dadurch gekennzeichnet,
dass die Presspassung (37) durch eine Stützkontur
(38), die auf dem Wellenflansch (17) gebildet ist, und
eine komplementäre Gegenkontur (39) gebildet
wird, die an der Stützkontur (38) anliegt und direkt
auf der Antriebswelle (4) gebildet ist.

13. Starter nach Anspruch 12,
dadurch gekennzeichnet,
dass sich die Stützkontur (38) radial in der Richtung
des Kopplungselements (5) erweitert.

14. Starter nach einem der Ansprüche 1 bis 13,
dadurch gekennzeichnet,

- dass ein Elektromotor (21) zum Antreiben der
Antriebswelle (4) zum Starten der Brennkraft-
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maschine (2) in dem Gehäuse (3) angeordnet
ist,
- dass eine Kupplung (22), die den Elektromotor
(21) mit der Antriebswelle (4) verbindet, in dem
Gehäuse (3) auf eine axial befestigte Weise an-
geordnet ist.

Revendications

1. Démarreur pour un moteur à combustion interne (2),

- présentant un carter (3),
- présentant un arbre de transmission (4) qui
présente un élément de couplage (5) pour se
coupler au moteur à combustion interne (2) et
qui est axialement ajustable entre une position
passive rétractée (PS), dans laquelle l’élément
de couplage (5) est découplé du moteur à com-
bustion interne (2), et une position active éten-
due (AS) pour démarrer le moteur à combustion
interne (2), dans laquelle l’élément de couplage
(5) est couplé au moteur à combustion interne
(2),
- présentant un entraînement de réglage (8)
pour ajuster axialement l’arbre de transmission
(4), ledit entraînement de réglage (8) présentant
un levier de transmission (9), qui est monté dans
le carter (3) de manière à pouvoir pivoter autour
d’un axe de pivot (11) s’étendant transversale-
ment à l’axe de centre longitudinal (10) de l’arbre
de transmission (4), et un anneau de transmis-
sion (13), qui enferme coaxialement l’arbre de
transmission (4), qui est raccordé en termes de
transmission au levier de transmission (9), qui
est axialement supporté sur une face de pous-
sée annulaire (14) afin d’entraîner l’arbre de
transmission (4) dans la position active (AS), et
qui est axialement supporté sur une face de trac-
tion annulaire (16) afin d’entraîner l’arbre de
transmission (4) dans la position passive (PS),
- dans lequel la face de poussée (14) est formée
directement sur une bride d’arbre (17) séparée
de l’arbre de transmission (4), ladite bride d’ar-
bre (17) enfermant coaxialement l’arbre de
transmission (4) et étant agencée d’une manière
axialement fixée sur celui-ci,
- dans lequel la face de traction (16) est formée
directement sur un anneau de recouvrement
(18) qui enferme coaxialement l’arbre de trans-
mission (4),
- dans lequel ladite bride d’arbre (17) est agen-
cée sur ledit arbre de transmission (4) de ma-
nière à pivoter avec celui-ci,
- caractérisé en ce que ledit anneau de recou-
vrement (18) est agencé sur ladite bride d’arbre
(17) de manière à pivoter avec celle-ci.

2. Démarreur selon la revendication 1,
caractérisé
en ce qu’une épaisseur de paroi axiale (29) de la
bride d’arbre (17) dans la région de la face de pous-
sée (14) est supérieure à 50 % d’une hauteur radiale
(26) de la face de poussée encerclant (14).

3. Démarreur selon la revendication 1 ou 2,
caractérisé
en ce que la bride d’arbre (17) présente un anneau
de bride (24) présentant la face de poussée (14), et
un manchon (25) raccordé à l’anneau de recouvre-
ment (18) de manière à pivoter avec celui-ci.

4. Démarreur selon la revendication 3,
caractérisé
en ce que le manchon (25) définit ou maintient une
distance axiale entre la face de poussée (14) et la
face de traction (16).

5. Démarreur selon la revendication 3 ou 4,
caractérisé
en ce que le manchon (25) présente, sur son côté
frontal (32) distant de l’anneau de bride (24), au
moins une saillie (33), qui s’engage dans un creux
(34) ou une découpe complémentaire formé(e) dans
l’anneau de recouvrement (18) afin de fixer l’anneau
de recouvrement (18) à la bride d’arbre (17) de ma-
nière à pivoter avec celle-ci.

6. Démarreur selon la revendication 5,
caractérisé
en ce que chaque creux particulier (34) est formé
uniquement dans le côté de l’anneau de recouvre-
ment (18) qui fait face à l’anneau de bride (24).

7. Démarreur selon la revendication 5,
caractérisé
en ce que chaque découpe particulière traverse
axialement l’anneau de recouvrement (18).

8. Démarreur selon l’une quelconque des revendica-
tions 1 à 7,
caractérisé
en ce que l’anneau de recouvrement (18) est axia-
lement fixé à la bride d’arbre (17).

9. Démarreur selon l’une quelconque des revendica-
tions 1 à 7,
caractérisé

- en ce que l’anneau de recouvrement (18) est
axialement fixé à la bride d’arbre (17) au moyen
d’un anneau de fixation (19),
- en ce que l’anneau de fixation (19) s’engage
dans une rainure annulaire (20) formée dans
l’arbre de transmission (4) et est axialement fixé
directement à l’arbre de transmission (4) dans
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celle-ci.

10. Démarreur selon l’une quelconque des revendica-
tions 1 à 9,
caractérisé
en ce que, au moyen de l’anneau de fixation (19)
et/ou de l’anneau de recouvrement (18), la bride d’ar-
bre (17) est en outre axialement fixée à l’arbre de
transmission (4) dans une direction axiale (45) me-
nant à distance de l’élément de couplage (5).

11. Démarreur selon l’une quelconque des revendica-
tions 1 à 10,
caractérisé
en ce que la bride d’arbre (17) est axialement fixée
à l’arbre de transmission (4) par un élément à com-
plémentarité de forme (37) dans une direction axiale
(36) menant vers l’élément de couplage.

12. Démarreur selon la revendication 11,
caractérisé
en ce que l’élément à complémentarité de forme
(37) est formé par un contour de support (38) formé
sur la bride d’arbre (17) et un contour de contre-palier
complémentaire (39) qui se porte contre ledit contour
de support (38) et est formé directement sur l’arbre
de transmission (4).

13. Démarreur selon la revendication 12,
caractérisé
en ce que le contour de support (38) s’élargit radia-
lement dans la direction de l’élément de couplage
(5).

14. Démarreur selon l’une quelconque des revendica-
tions 1 à 13,
caractérisé

- en ce qu’un moteur électrique (21) pour en-
traîner l’arbre de transmission (4) pour démarrer
le moteur à combustion interne (2) est agencé
dans le carter (3),
- en ce qu’un embrayage (22) qui raccorde le
moteur électrique (21) à l’arbre de transmission
(4) est agencé dans le carter (3) d’une manière
axialement fixée.
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