The present disclosure relates to a sensor network, Machine Type Communication (MTC), Machine-to-Machine (M2M) communication, and technology for Internet of Things (IoT). The present disclosure may be applied to intelligent services based on the above technologies, such as smart home, smart building, smart city, smart car, connected car, health care, digital education, smart retail, security and safety services. Methods and apparatuses for CSI reporting mechanisms are provided. A user equipment (UE) includes a transceiver and a processor operably connected to the transceiver. The transceiver is configured to receive information indicating a channel state information reference signal (CSI-RS) resource configuration, uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the uplink-related DCI. The processor configured to determine, in response to a CSI request included in the uplink-related DCI, an aperiodic CSI in reference to the CSI-RS. The transceiver is further configured to report the aperiodic CSI by transmitting the aperiodic CSI on an uplink channel.
Description

Title of Invention: METHOD AND APPARATUS FOR CHANNEL STATE INFORMATION REFERENCE SIGNAL (CSI-RS)

Technical Field

[1] The present disclosure relates generally to transmission method and channel state information (CSI) reporting for multiple transmit antennas which includes two dimensional arrays. Such two dimensional arrays can be associated with a type of multiple-input multiple-output (MIMO) system often termed "full-dimension" MIMO (FD-MIMO) or massive MIMO or 3D-MIMO.

Background Art

[2] To meet the demand for wireless data traffic having increased since deployment of 4G communication systems, efforts have been made to develop an improved 5G or pre-5G communication system. Therefore, the 5G or pre-5G communication system is also called a 'Beyond 4G Network' or a 'Post LTE System'. The 5G communication system is considered to be implemented in higher frequency (mmWave) bands, e.g., 60GHz bands, so as to accomplish higher data rates. To decrease propagation loss of the radio waves and increase the transmission distance, the beamforming, massive multiple-input multiple-output (MIMO), Full Dimensional MIMO (FD-MIMO), array antenna, an analog beam forming, large scale antenna techniques are discussed in 5G communication systems. In addition, in 5G communication systems, development for system network improvement is under way based on advanced small cells, cloud Radio Access Networks (RANs), ultra-dense networks, device-to-device (D2D) communication, wireless backhaul, moving network, cooperative communication, Coordinated Multi-Points (CoMP), reception-end interference cancellation and the like. In the 5G system, Hybrid FSK and QAM Modulation (FQAM) and sliding window superposition coding (SWSC) as an advanced coding modulation (ACM), and filter bank multi carrier (FBMC), non-orthogonal multiple access(NOMA), and sparse code multiple access (SCMA) as an advanced access technology have been developed.

[3] The Internet, which is a human centered connectivity network where humans generate and consume information, is now evolving to the Internet of Things (IoT) where distributed entities, such as things, exchange and process information without human intervention. The Internet of Everything (IoE), which is a combination of the IoT technology and the Big Data processing technology through connection with a cloud server, has emerged. As technology elements, such as "sensing technology", "wired/wireless communication and network infrastructure", "service interface technology", and "Security technology" have been demanded for IoT implementation,
a sensor network, a Machine-to-Machine (M2M) communication, Machine Type Communication (MTC), and so forth have been recently researched. Such an IoT environment may provide intelligent Internet technology services that create a new value to human life by collecting and analyzing data generated among connected things. IoT may be applied to a variety of fields including smart home, smart building, smart city, smart car or connected cars, smart grid, health care, smart appliances and advanced medical services through convergence and combination between existing Information Technology (IT) and various industrial applications.

In line with this, various attempts have been made to apply 5G communication systems to IoT networks. For example, technologies such as a sensor network, Machine Type Communication (MTC), and Machine-to-Machine (M2M) communication may be implemented by beamforming, MIMO, and array antennas. Application of a cloud Radio Access Network (RAN) as the above-described Big Data processing technology may also be considered to be as an example of convergence between the 5G technology and the IoT technology.

**Disclosure of Invention**

**Technical Problem**

Wireless communication has been one of the most successful innovations in modern history. The demand of wireless data traffic is rapidly increasing due to the growing popularity among consumers and businesses of smart phones and other mobile data devices, such as tablets, "note pad" computers, net books, eBook readers, and machine type of devices. To meet the high growth in mobile data traffic and support new applications and deployments, improvements in radio interface efficiency and coverage is of paramount importance.

A mobile device or user equipment can measure the quality of the downlink channel and report this quality to a base station so that a determination can be made regarding whether or not various parameters should be adjusted during communication with the mobile device. Existing channel quality reporting processes in wireless communications systems do not sufficiently accommodate reporting of channel state information associated with large, two dimensional array transmit antennas or, in general, antenna array geometry which accommodates a large number of antenna elements.

**Solution to Problem**

Various embodiments of the present disclosure provide methods and apparatuses for CSI reporting.

In one embodiment, a user equipment (UE) is provided. The UE includes a transceiver and a processor operably connected to the transceiver. The transceiver is
configured to receive information indicating a channel state information reference signal (CSI-RS) resource configuration, uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the uplink-related DCI. The processor is configured to determine, in response to a CSI request included in the uplink-related DCI, an aperiodic CSI in reference to the CSI-RS. The transceiver is further configured to report the aperiodic CSI by transmitting the aperiodic CSI on an uplink channel.

Preferably, wherein the CSI-RS resource configuration does not include a subframe configuration that includes a periodicity and an offset.

Preferably, wherein the CSI-RS resource configuration is associated with a CLASS B eMIMO-Type.

Preferably, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes only the selected CSI-RS resource.

Preferably, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes K CSI-RS resources where K is larger than one.

Preferably, wherein N out of the K CSI-RS resources are selected for activation and the selection of the N out of the K CSI-RS resources is signaled as a part of a medium access control (MAC) control element (CE).

Preferably, wherein the selected CSI-RS resource is chosen from the N activated CSI-RS resources and indicated in the uplink-related DCI.

In another embodiment, a base station (BS) is provided. The BS includes a processor and a transceiver operably connected to the processor. The processor is configured to generate configuration information to configure a user equipment (UE) with channel state information reference signal (CSI-RS) resource. The transceiver configured to transmit, to the UE, the CSI-RS resource configuration information, uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the uplink-related DCI. The transceiver is further configured to receive, from the UE, an aperiodic CSI reporting on an uplink channel. The aperiodic CSI reporting is determined in response to a CSI request included in the uplink-related DCI and in reference to the CSI-RS.

Preferably, wherein the CSI-RS resource configuration information does not include a subframe configuration that includes a periodicity and an offset.

Preferably, wherein the CSI-RS resource configuration information is transmitted via higher-layer signaling and includes only the selected CSI-RS resource.

Preferably, wherein the CSI-RS resource configuration information is transmitted via higher-layer signaling and includes K CSI-RS resources where K is larger than one.

Preferably, wherein N out of the K CSI-RS resources are selected for activation and
the selection of the N out of the K CSI-RS resources is signaled as a part of a medium access control (MAC) control element (CE).

[20] Preferably, wherein the selected CSI-RS resource is chosen from the N activated CSI-RS resources and indicated in the uplink-related DCI.

[21] In another embodiment, a method for operating a UE is provided. The method includes receiving, by the UE, information indicating a channel state information reference signal (CSI-RS) resource configuration, an uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the uplink-related DCI; in response to receipt of a CSI request included in the uplink-related DCI, determining, by the UE, an aperiodic CSI in reference to the CSI-RS; and reporting the aperiodic CSI by transmitting the aperiodic CSI on an uplink channel.

[22] Preferably, wherein the CSI-RS resource configuration does not include a subframe configuration that includes a periodicity and an offset.

[23] Preferably, wherein the CSI-RS resource configuration is associated with a CLASS B eMIMO-Type.

[24] Preferably, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes only the selected CSI-RS resource.

[25] Preferably, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes K CSI-RS resources where K is larger than one.

[26] Preferably, wherein N out of the K CSI-RS resources are selected for activation and the selection of the N out of the K CSI-RS resources is signaled as a part of a medium access control (MAC) control element (CE).

[27] Preferably, wherein the selected CSI-RS resource is chosen from the N activated CSI-RS resources and indicated in the uplink-related DCI.

[28] The present disclosure relates to a pre-5th-Generation (5G) or 5G communication system to be provided for supporting higher data rates Beyond 4th-Generation (4G) communication system such as Long Term Evolution (LTE).

[29] Other technical features may be readily apparent to one skilled in the art from the following figures, descriptions, and claims.

[30] Before undertaking the DETAILED DESCRIPTION below, it can be advantageous to set forth definitions of certain words and phrases used throughout this patent document. The term "couple" and its derivatives refer to any direct or indirect communication between two or more elements, whether or not those elements are in physical contact with one another. The terms "transmit," "receive," and "communicate," as well as derivatives thereof, encompass both direct and indirect communication. The terms "include" and "comprise," as well as derivatives thereof, mean inclusion without
limitation. The term "or" is inclusive, meaning and/or. The phrase "associated with," as well as derivatives thereof, means to include, be included within, interconnect with, contain, be contained within, connect to or with, couple to or with, be communicable with, cooperate with, interleave, juxtapose, be proximate to, be bound to or with, have, have a property of, have a relationship to or with, or the like. The term "controller" means any device, system or part thereof that controls at least one operation. Such a controller can be implemented in hardware or a combination of hardware and software and/or firmware. The functionality associated with any particular controller can be centralized or distributed, whether locally or remotely. The phrase "at least one of," when used with a list of items, means that different combinations of one or more of the listed items can be used, and only one item in the list can be needed. For example, "at least one of: A, B, and C" includes any of the following combinations: A, B, C, A and B, A and C, B and C, and A and B and C.

Moreover, various functions described below can be implemented or supported by one or more computer programs, each of which is formed from computer readable program code and embodied in a computer readable medium. The terms "application" and "program" refer to one or more computer programs, software components, sets of instructions, procedures, functions, objects, classes, instances, related data, or a portion thereof adapted for implementation in a suitable computer readable program code. The phrase "computer readable program code" includes any type of computer code, including source code, object code, and executable code. The phrase "computer readable medium" includes any type of medium capable of being accessed by a computer, such as read only memory (ROM), random access memory (RAM), a hard disk drive, a compact disc (CD), a digital video disc (DVD), or any other type of memory. A "non-transitory" computer readable medium excludes wired, wireless, optical, or other communication links that transport transitory electrical or other signals. A non-transitory computer readable medium includes media where data can be permanently stored and media where data can be stored and later overwritten, such as a rewritable optical disc or an erasable memory device.

Definitions for other certain words and phrases are provided throughout this patent document. Those of ordinary skill in the art should understand that in many if not most instances, such definitions apply to prior as well as future uses of such defined words and phrases.

**Advantageous Effects of Invention**

The present disclosure related to a pre-5th-Generation (5G) or 5G communication system is intended to provide higher data rates beyond 4th-Generation (4G) communication system such as Long Term Evolution (LTE).
Brief Description of Drawings

For a more complete understanding of the present disclosure and its advantages, reference is now made to the following description taken in conjunction with the accompanying drawings, in which like reference numerals represent like parts:

FIGURE 1 illustrates an example wireless network according to various embodiments of the present disclosure;

FIGURES 2A and 2B illustrate example wireless transmit and receive paths according to various embodiments of the present disclosure;

FIGURE 3A illustrates an example user equipment according to various embodiments of the present disclosure;

FIGURE 3B illustrates an example enhanced NodeB (eNB) according to various embodiments of the present disclosure;

FIGURE 4 illustrates example two-dimensional (2D) antenna arrays constructed from 16 dual-polarized elements arranged in a 4x2 or 2x4 rectangular format which can be utilized in various embodiments of the present disclosure;

FIGURE 5 illustrates an example procedure of operating aperiodic CSI-RS at an eNB and a UE according to various embodiments of the present disclosure;

FIGURE 6 illustrates an example of CSI-RS resource reconfiguration mechanism for aperiodic CSI-RS according to various embodiments of the present disclosure;

FIGURE 7A illustrates an example of MAC control element (MAC CE) transmission according to various embodiments of the present disclosure;

FIGURE 7B illustrates an example format of MAC CE for CSI-RS resource configuration pertaining to aperiodic CSI-RS according to various embodiments of the present disclosure;

FIGURE 8A illustrates an example of two-step aperiodic CSI-RS resource configuration followed by resource selection according to various embodiments of the present disclosure;

FIGURE 8B illustrates an example format of MAC CE associated with the second step of aperiodic CSI-RS resource configuration according to various embodiments of the present disclosure;

FIGURE 8C illustrates another example format of MAC CE associated with the second step of aperiodic CSI-RS resource configuration according to various embodiments of the present disclosure;

FIGURE 8D illustrates another example format of MAC CE associated with the second step of aperiodic CSI-RS resource configuration according to various embodiments of the present disclosure;

FIGURE 9 illustrates an example operation using activation/release mechanism for
the second step of aperiodic CSI-RS resource configuration according to various embodiments of the present disclosure;

[49] FIGURE 10 illustrates a flowchart for an example method wherein a UE receives CSI-RS resource configuration information according to an embodiment of the present disclosure;

[50] FIGURE 11 illustrates a flowchart for an example method wherein a BS configures a UE with CSI-RS resource according to various embodiments of the present disclosure;

**Mode for the Invention**

[51] FIGURES 1 through 11, discussed below, and the various embodiments used to describe the principles of the present disclosure in this patent document are by way of illustration only and should not be construed in any way to limit the scope of the disclosure. Those skilled in the art will understand that the principles of the present disclosure can be implemented in any suitably arranged wireless communication system.

[52] List of acronyms

[53] 2D: two-dimensional

[54] MIMO: multiple-input multiple-output

[55] SU-MIMO: single-user MIMO

[56] MU-MIMO: multi-user MIMO

[57] 3GPP: 3rd generation partnership project

[58] LTE: long-term evolution

[59] UE: user equipment

[60] eNB: evolved Node B or "eNB"

[61] BS: base station

[62] DL: downlink

[63] UL: uplink

[64] CRS: cell-specific reference signal(s)

[65] DMRS: demodulation reference signal(s)

[66] SRS: sounding reference signal(s)

[67] UE-RS: UE-specific reference signal(s)

[68] CSI-RS: channel state information reference signals

[69] SCID: scrambling identity

[70] MCS: modulation and coding scheme

[71] RE: resource element

[72] CQI: channel quality information

[73] PMI: precoding matrix indicator

[74] RI: rank indicator
MU-CQI: multi-user CQI
CSI: channel state information
CSI-IM: CSI interference measurement
CoMP: coordinated multi-point
DCI: downlink control information
UCI: uplink control information
PDSCH: physical downlink shared channel
PDCCH: physical downlink control channel
PUSCH: physical uplink shared channel
PUCCH: physical uplink control channel
PRB: physical resource block
RRC: radio resource control
AoA: angle of arrival
AoD: angle of departure


To meet the demand for wireless data traffic having increased since deployment of 4G communication systems, efforts have been made to develop an improved 5G or pre-5G communication system. Therefore, the 5G or pre-5G communication system is also called a 'Beyond 4G Network' or a 'Post LTE System'.

The 5G communication system is considered to be implemented in higher frequency (mmWave) bands, e.g., 60GHz bands, so as to accomplish higher data rates. To decrease propagation loss of the radio waves and increase the transmission distance, the beamforming, massive multiple-input multiple-output (MIMO), Full Dimensional MIMO (FD-MIMO), array antenna, an analog beam forming, large scale antenna techniques are discussed in 5G communication systems.

In addition, in 5G communication systems, development for system network improvement is under way based on advanced small cells, cloud Radio Access Networks (RANs), ultra-dense networks, device-to-device (D2D) communication, wireless backhaul, moving network, cooperative communication, Coordinated Multi-Points (CoMP), reception-end interference cancellation and the like.

In the 5G system, Hybrid FSK and QAM Modulation (FQAM) and sliding window
superposition coding (SWSC) as an advanced coding modulation (ACM), and filter
bank multi carrier (FBMC), non-orthogonal multiple access (NOMA), and sparse code
multiple access (SCMA) as an advanced access technology have been developed.

FIGURE 1 illustrates an example wireless network 100 according to various
embodiments of the present disclosure. The embodiment of the wireless network 100
shown in FIGURE 1 is for illustration only. Other embodiments of the wireless
network 100 could be used without departing from the scope of the present disclosure.

The wireless network 100 includes an eNodeB (eNB) 101, an eNB 102, and an eNB
103. The eNB 101 communicates with the eNB 102 and the eNB 103. The eNB 101
also communicates with at least one Internet Protocol (IP) network 130, such as the
Internet, a proprietary IP network, or other data network. Instead of "eNB", an
alternative term "gNB" (general Node B) can also be used. Depending on the network
type, other well-known terms can be used instead of "eNB" or "BS," such as "base
station" or "access point." For the sake of convenience, the terms "eNB" and "BS" are
used in this patent document to refer to network infrastructure components that provide
wireless access to remote terminals. Also, depending on the network type, other
well-known terms can be used instead of "user equipment" or "UE," such as "mobile
station," "subscriber station," "remote terminal," "wireless terminal," or "user device."
For the sake of convenience, the terms "user equipment" and "UE" are used in this
patent document to refer to remote wireless equipment that wirelessly accesses an
eNB, whether the UE is a mobile device (such as a mobile telephone or smartphone) or
is normally considered a stationary device (such as a desktop computer or vending
machine).

The eNB 102 provides wireless broadband access to the network 130 for a first
plurality of user equipments (UEs) within a coverage area 120 of the eNB 102. The
first plurality of UEs includes a UE 111, which can be located in a small business
(SB); a UE 112, which can be located in an enterprise (E); a UE 113, which can be
located in a WiFi hotspot (HS); a UE 114, which can be located in a first residence (R);
a UE 115, which can be located in a second residence (R); and a UE 116, which can be
a mobile device (M) like a cell phone, a wireless laptop, a wireless PDA, or the like.
The eNB 103 provides wireless broadband access to the network 130 for a second
plurality of UEs within a coverage area 125 of the eNB 103. The second plurality
of UEs includes the UE 115 and the UE 116. In some embodiments, one or more of the
eNBs 101-103 can communicate with each other and with the UEs 111-116 using 5G,
LTE, LTE-A, WiMAX, or other advanced wireless communication techniques.

Dotted lines show the approximate extents of the coverage areas 120 and 125, which
are shown as approximately circular for the purposes of illustration and explanation
only. It should be clearly understood that the coverage areas associated with eNBs,
such as the coverage areas 120 and 125, can have other shapes, including irregular shapes, depending upon the configuration of the eNBs and variations in the radio environment associated with natural and man-made obstructions.

As described in more detail below, one or more of eNB 101, eNB 102, and eNB 103 transmit to UEs 111-116 with precoder cycling and configure UEs 111-116 for CSI reporting as described in embodiments of the present disclosure. In various embodiments, one or more of UEs 111-116 receive and demodulate at least one transmission with precoder cycling as well as perform calculation and reporting for of CSI.

Although FIGURE 1 illustrates one example of a wireless network 100, various changes can be made to FIGURE 1. For example, the wireless network 100 could include any number of eNBs and any number of UEs in any suitable arrangement. Also, the eNB 101 could communicate directly with any number of UEs and provide those UEs with wireless broadband access to the network 130. Similarly, each eNB 102-103 could communicate directly with the network 130 and provide UEs with direct wireless broadband access to the network 130. Further, the eNB 101, 102, and/or 103 could provide access to other or additional external networks, such as external telephone networks or other types of data networks.

FIGURES 2A and 2B illustrate example wireless transmit and receive paths according to the present disclosure. In the following description, a transmit path 200 can be described as being implemented in an eNB (such as eNB 102), while a receive path 250 can be described as being implemented in a UE (such as UE 116). However, it will be understood that the receive path 250 could be implemented in an eNB and that the transmit path 200 could be implemented in a UE. In some embodiments, the receive path 250 is configured to receive and demodulate at least one transmission with precoder cycling as well as support channel quality measurement and reporting as described in embodiments of the present disclosure.

The transmit path 200 includes a channel coding and modulation block 205, a serial-to-parallel (S-to-P) block 210, a size N Inverse Fast Fourier Transform (IFFT) block 215, a parallel-to-serial (P-to-S) block 220, an add cyclic prefix block 225, and an up-converter (UC) 230. The receive path 250 includes a down-converter (DC) 255, a remove cyclic prefix block 260, a serial-to-parallel (S-to-P) block 265, a size N Fast Fourier Transform (FFT) block 270, a parallel-to-serial (P-to-S) block 275, and a channel decoding and demodulation block 280.

In the transmit path 200, the channel coding and modulation block 205 receives a set of information bits, applies coding (such as convolutional, Turbo, or low-density parity check (LDPC) coding), and modulates the input bits (such as with Quadrature Phase Shift Keying (QPSK) or Quadrature Amplitude Modulation (QAM)) to generate a
sequence of frequency-domain modulation symbols. The serial-to-parallel block 210 converts (such as de-multiplexes) the serial modulated symbols to parallel data in order to generate N parallel symbol streams, where N is the IFFT/FFT size used in the eNB 102 and the UE 116. The size N IFFT block 215 performs an IFFT operation on the N parallel symbol streams to generate time-domain output signals. The parallel-to-serial block 220 converts (such as multiplexes) the parallel time-domain output symbols from the size N IFFT block 215 in order to generate a serial time-domain signal. The 'add cyclic prefix' block 225 inserts a cyclic prefix to the time-domain signal. The up-\-converter 230 modulates (such as up-\-converts) the output of the 'add cyclic prefix' block 225 to an RF frequency for transmission via a wireless channel. The signal can also be filtered at baseband before conversion to the RF frequency.

A transmitted RF signal from the eNB 102 arrives at the UE 116 after passing through the wireless channel, and reverse operations to those at the eNB 102 are performed at the UE 116. The down-\-converter 255 down-\-converts the received signal to a baseband frequency, and the remove cyclic prefix block 260 removes the cyclic prefix to generate a serial time-domain baseband signal. The serial-to-parallel block 265 converts the time-domain baseband signal to parallel time domain signals. The size N FFT block 270 performs an FFT algorithm to generate N parallel frequency-domain signals. The parallel-to-serial block 275 converts the parallel frequency-domain signals to a sequence of modulated data symbols. The channel decoding and demodulation block 280 demodulates and decodes the modulated symbols to recover the original input data stream.

As described in more detail below, the transmit path 200 or the receive path 250 can perform signaling for CSI reporting. Each of the eNBs 101-103 can implement a transmit path 200 that is analogous to transmitting in the downlink to UEs 111-116 and can implement a receive path 250 that is analogous to receiving in the uplink from UEs 111-116. Similarly, each of UEs 111-116 can implement a transmit path 200 for transmitting in the uplink to eNBs 101-103 and can implement a receive path 250 for receiving in the downlink from eNBs 101-103.

Each of the components in FIGURES 2A and 2B can be implemented using only hardware or using a combination of hardware and software/firmware. As a particular example, at least some of the components in FIGURES 2A and 2B can be implemented in software, while other components can be implemented by configurable hardware or a mixture of software and configurable hardware. For instance, the FFT block 270 and the IFFT block 215 can be implemented as configurable software algorithms, where the value of size N can be modified according to the implementation.

Furthermore, although described as using FFT and IFFT, this is by way of illustration only and should not be construed to limit the scope of the present disclosure. Other
types of transforms, such as Discrete Fourier Transform (DFT) and Inverse Discrete Fourier Transform (IDFT) functions, could be used. It will be appreciated that the value of the variable N can be any integer number (such as 1, 2, 3, 4, or the like) for DFT and IDFT functions, while the value of the variable N can be any integer number that is a power of two (such as 1, 2, 4, 8, 16, or the like) for FFT and IFFT functions.

Although FIGURES 2A and 2B illustrate examples of wireless transmit and receive paths, various changes can be made to FIGURES 2A and 2B. For example, various components in FIGURES 2A and 2B could be combined, further subdivided, or omitted and additional components could be added according to particular needs. Also, FIGURES 2A and 2B are meant to illustrate examples of the types of transmit and receive paths that could be used in a wireless network. Other suitable architectures could be used to support wireless communications in a wireless network.

FIGURE 3A illustrates an example UE 116 according to the present disclosure. The embodiment of the UE 116 illustrated in FIGURE 3A is for illustration only, and the UEs 111-115 of FIGURE 1 could have the same or similar configuration. However, UEs come in a wide variety of configurations, and FIGURE 3A does not limit the scope of the present disclosure to any particular implementation of a UE.

The UE 116 includes an antenna 305, a radio frequency (RF) transceiver 310, transmit (TX) processing circuitry 315, a microphone 320, and receive (RX) processing circuitry 325. The UE 116 also includes a speaker 330, a processor 340, an input/output (I/O) interface (IF) 345, an input 350, a display 355, and a memory 360. The memory 360 includes an operating system (OS) program 361 and one or more applications 362.

The RF transceiver 310 receives, from the antenna 305, an incoming RF signal transmitted by an enode of the network 100. The RF transceiver 310 down-converts the incoming RF signal to generate an intermediate frequency (IF) or baseband signal. The IF or baseband signal is sent to the RX processing circuitry 325, which generates a processed baseband signal by filtering, decoding, and/or digitizing the baseband or IF signal. The RX processing circuitry 325 transmits the processed baseband signal to the speaker 330 (such as for voice data) or to the processor 340 for further processing (such as for web browsing data).

The TX processing circuitry 315 receives analog or digital voice data from the microphone 320 or other outgoing baseband data (such as web data, e-mail, or interactive video game data) from the processor 340. The TX processing circuitry 315 encodes, multiplexes, and/or digitizes the outgoing baseband data to generate a processed baseband or IF signal. The RF transceiver 310 receives the outgoing processed baseband or IF signal from the TX processing circuitry 315 and up-converts the baseband or IF signal to an RF signal that is transmitted via the antenna 305.
The processor 340 can include one or more processors or other processing devices and execute the OS program 361 stored in the memory 360 in order to control the overall operation of the UE 116. For example, processor 340 could control the reception of forward channel signals and the transmission of reverse channel signals by the RF transceiver 310, the RX processing circuitry 325, and the TX processing circuitry 315 in accordance with well-known principles. In some embodiments, the processor 340 includes at least one microprocessor or microcontroller.

The processor 340 is also capable of executing other processes and programs resident in the memory 360, such as operations for CQI measurement and reporting for systems described in embodiments of the present disclosure as described in embodiments of the present disclosure. The processor 340 can move data into or out of the memory 360 as required by an executing process. In some embodiments, the processor 340 is configured to execute the applications 362 based on the OS program 361 or in response to signals received from eNBs or an operator. The processor 340 is also coupled to the I/O interface 345, which provides the UE 116 with the ability to connect to other devices such as laptop computers and handheld computers. The I/O interface 345 is the communication path between these accessories and the processor 340.

The processor 340 is also coupled to the input 350 (e.g., keypad, touchscreen, button etc.) and the display 355. The operator of the UE 116 can use the input 350 to enter data into the UE 116. The display 355 can be a liquid crystal display or other display capable of rendering text and/or at least limited graphics, such as from web sites.

The memory 360 is coupled to the processor 340. Part of the memory 360 could include a random access memory (RAM), and another part of the memory 360 could include a Flash memory or other read-only memory (ROM).

As described in more detail below, the UE 116 can perform signaling and calculation for CSI reporting. Although FIGURE 3A illustrates one example of UE 116, various changes can be made to FIGURE 3A. For example, various components in FIGURE 3A could be combined, further subdivided, or omitted and additional components could be added according to particular needs. As a particular example, the processor 340 could be divided into multiple processors, such as one or more central processing units (CPUs) and one or more graphics processing units (GPUs). Also, while FIGURE 3A illustrates the UE 116 configured as a mobile telephone or smartphone, UEs could be configured to operate as other types of mobile or stationary devices.

FIGURE 3B illustrates an example eNB 102 according to the present disclosure. The embodiment of the eNB 102 shown in FIGURE 3B is for illustration only, and other eNBs of FIGURE 1 could have the same or similar configuration. However, eNBs come in a wide variety of configurations, and FIGURE 3B does not limit the scope of the present disclosure to any particular implementation of an eNB. eNB 101 and eNB
103 can include the same or similar structure as eNB 102.

As shown in FIGURE 3B, the eNB 102 includes multiple antennas 370a-370n, multiple RF transceivers 372a-372n, transmit (TX) processing circuitry 374, and receive (RX) processing circuitry 376. In certain embodiments, one or more of the multiple antennas 370a-370n include 2D antenna arrays. The eNB 102 also includes a controller/processor 378, a memory 380, and a backhaul or network interface 382.

The RF transceivers 372a-372n receive, from the antennas 370a-370n, incoming RF signals, such as signals transmitted by UEs or other eNBs. The RF transceivers 372a-372n down-convert the incoming RF signals to generate IF or baseband signals. The IF or baseband signals are sent to the RX processing circuitry 376, which generates processed baseband signals by filtering, decoding, and/or digitizing the baseband or IF signals. The RX processing circuitry 376 transmits the processed baseband signals to the controller/processor 378 for further processing.

The TX processing circuitry 374 receives analog or digital data (such as voice data, web data, e-mail, or interactive video game data) from the controller/processor 378. The TX processing circuitry 374 encodes, multiplexes, and/or digitizes the outgoing baseband data to generate processed baseband or IF signals. The RF transceivers 372a-372n receive the outgoing processed baseband or IF signals from the TX processing circuitry 374 and up-converts the baseband or IF signals to RF signals that are transmitted via the antennas 370a-370n.

The controller/processor 378 can include one or more processors or other processing devices that control the overall operation of the eNB 102. For example, the controller/processor 378 could control the reception of forward channel signals and the transmission of reverse channel signals by the RF transceivers 372a-372n, the RX processing circuitry 376, and the TX processing circuitry 374 in accordance with well-known principles. The controller/processor 378 could support additional functions as well, such as more advanced wireless communication functions. In some embodiments, the controller/processor 378 includes at least one microprocessor or microcontroller.

The controller/processor 378 is also capable of executing programs and other processes resident in the memory 380, such as an OS. The controller/processor 378 is also capable of supporting channel quality measurement and reporting for systems having 2D antenna arrays as described in embodiments of the present disclosure. In some embodiments, the controller/processor 378 supports communications between entities, such as web RTC. The controller/processor 378 can move data into or out of the memory 380 as required by an executing process.

The controller/processor 378 is also coupled to the backhaul or network interface 382. The backhaul or network interface 382 allows the eNB 102 to communicate with
other devices or systems over a backhaul connection or over a network. The interface 382 could support communications over any suitable wired or wireless connection(s). For example, when the eNB 102 is implemented as part of a cellular communication system (such as one supporting 5G or new radio access technology or NR, LTE, or LTE-A), the interface 382 could allow the eNB 102 to communicate with other eNBs over a wired or wireless backhaul connection. When the eNB 102 is implemented as an access point, the interface 382 could allow the eNB 102 to communicate over a wired or wireless local area network or over a wired or wireless connection to a larger network (such as the Internet). The interface 382 includes any suitable structure supporting communications over a wired or wireless connection, such as an Ethernet or RF transceiver.

[124] The memory 380 is coupled to the controller/processor 378. Part of the memory 380 could include a RAM, and another part of the memory 380 could include a Flash memory or other ROM. In certain embodiments, a plurality of instructions, such as a BIS algorithm, is stored in memory. The plurality of instructions are configured to cause the controller/processor 378 to perform the BIS process and to decode a received signal after subtracting out at least one interfering signal determined by the BIS algorithm.

[125] As described in more detail below, the transmit and receive paths of the eNB 102 (implemented using the RF transceivers 372a-372n, TX processing circuitry 374, and/or RX processing circuitry 376) perform configuration and signaling for CSI reporting.

[126] Although FIGURE 3B illustrates one example of an eNB 102, various changes can be made to FIGURE 3B. For example, the eNB 102 could include any number of each component shown in FIGURE 3A. As a particular example, an access point could include a number of interfaces 382, and the controller/processor 378 could support routing functions to route data between different network addresses. As another particular example, while shown as including a single instance of TX processing circuitry 374 and a single instance of RX processing circuitry 376, the eNB 102 could include multiple instances of each (such as one per RF transceiver).

[127] FIGURE 4 illustrates example two-dimensional (2D) antenna arrays constructed from 16 dual-polarized elements arranged in a 4x2 or 2x4 rectangular format which can be utilized in various embodiments of the present disclosure. In this illustrative embodiment, the 2D dual-polarized antenna port array includes $M_a$ rows and $N_a$ columns where $(M_a, N_a) = (2,4)$ and $(4,2)$. The embodiment of the 2D dual-polarized antenna port array shown in FIGURE 4 is for illustration only. Other embodiments of the 2D dual-polarized antenna port array could be used without departing from the scope of the present disclosure.

[128] The example 2D dual-polarized antenna port array arrangement results in a total of
2M\_a N\_a = 16 ports, each mapped to one CSI-RS port. The three indices 400, 410, and 420 are three examples in indexing the 16 antenna ports as a means of mapping antenna ports to precoding matrix elements. For row-first indexing 400, antenna ports associated with the same polarization group are indexed in a row-first manner regardless of (M\_a, N\_a). For longer-first indexing 410, antenna ports associated with the same polarization group are indexed in a column-first manner when M\_a > N\_a, but row-first manner when M\_a ≤ N\_a. For shorter-first indexing 420, antenna ports associated with the same polarization group are indexed in a row-first manner when M\_a > N\_a but column-first manner when M\_a ≤ N\_a. Indexing 400 is therefore termed row-first indexing while indexing 410 longer-first indexing and indexing 420 shorter-first indexing.

[129] In these illustrative embodiments, both M\_a and N\_a can be configured by an eNB for a UE. In another example, rather than defining M\_a and N\_a as the number of rows and columns of the rectangular array of ports or port pattern, respectively, these two parameters can be defined as two-dimensional precoding codebook parameters. The values of M\_a and N\_a partly determine the manner in which a codebook (hence each precoding matrix element in the codebook) is mapped onto antenna ports of a one- or two-dimensional antenna array. This configuration can be performed with and without signaling the total number of antenna ports. When a UE is configured with a codebook, these parameters can be included either in a corresponding CSI process configuration or NZP (non-zero-power) CSI-RS resource configuration.

[130] In LTE systems, precoding codebooks are utilized for CSI reporting. Two categories of CSI reporting modes are supported: PUSCH-based aperiodic CSI (A-CSI) and PUCCH-based periodic CSI (P-CSI). In each category, different modes are defined based on frequency selectivity of CQI and/or PMI, that is, whether wideband (one CSI parameter calculated for all the "set S subbands") or subband (one CSI parameter calculated for each "set S subband") reporting is performed. The supported CSI reporting modes are given in TABLE 1 and 2.

[131] **TABLE 1:** CQI and PMI Feedback Types for PUSCH (Aperiodic) CSI Reporting Modes
In Rel. 12 LTE, dual-stage precoding codebook enumerated with a first and a second PMI values \(i_1\) and \(i_2\) respectively) are supported for 4 and 8 antenna ports. The first PMI value \(i_1\) is associated with a group of four DFT beams/precoders. The second PMI value \(i_2\), on the other hand, selects one out of four beams/precoders indicated with \(i_1\), along with QPSK co-phasing between two polarization groups.

In Rel. 13 LTE, a flexible codebook structure which accommodates 2D CSI-RS port patterns is supported for 'CLASS A' eMIMO-Type with 8, 12, and 16 antenna ports, where not only \((N_i,N_2)\) are configurable, but also oversampling factors for both dimensions \((O_i,0)_2\) and four types of codebook subset selections configured via RRC parameter codebook-Config. In addition, a single-stage beam selection codebook for 2, 4, or 8 antenna ports is also supported for 'CLASS B' eMIMO-Type.

Based on the above codebook, a resulting precoding matrix can be described in Equation 1. That is, the first stage precoder can be described as a Kronecker product of a first and a second precoding vector (or matrix), which can be associated with a first and a second dimension, respectively. This type is termed partial Kronecker Product.

### TABLE 2: CQI and PMI Feedback Types for PUCCH (Periodic) CSI Reporting Modes

<table>
<thead>
<tr>
<th>PUSCH CQI Feedback Type</th>
<th>PMI Feedback Type</th>
<th>No PMI</th>
<th>Single PMI</th>
<th>Multiple PMI</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wideband (wideband CQI)</td>
<td>Mode 1-2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UE Selected (subband CQI)</td>
<td>Mode 2-0</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Higher Layer-configured (subband CQI)</td>
<td>Mode 3-0</td>
<td>Mode 3-1</td>
<td>Mode 3-2</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>PUCCH CQI Feedback Type</th>
<th>PMI Feedback Type</th>
<th>No PMI</th>
<th>Single PMI</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wideband (wideband CQI)</td>
<td>Mode 1-0</td>
<td>Mode 1-1</td>
<td></td>
</tr>
<tr>
<td>UE Selected (subband CQI)</td>
<td>Mode 2-0</td>
<td>Mode 2-1</td>
<td></td>
</tr>
</tbody>
</table>
(partial KP) codebook. The subscripts m and n in $W_{m,n}(i_{m,n})$ denote precoding stage (first or second stage) and dimension (first or second dimension), respectively. Each of the precoding matrices $W_{m,n}$ can be described as a function of an index which serves as a PMI component. As a result, the precoding matrix $W$ can be described as a function of 3 PMI components $i_{1,1}, i_{1,2}, i_{2}$. The first stage pertains to a long-term component. Therefore, the first stage is associated with long-term channel statistics such as angle-of-departure (AoD) profile and AoD spread. On the other hand, the second stage pertains to a short-term component which performs selection, co-phasing, or any linear operation to the first component precoder $W_{1,1}(i_{1,1}) \otimes W_{1,2}(i_{1,2})$. In the present disclosure, $A(x)B$ denotes the Kronecker product between two matrices A and B. The precoder $W_{2}(i_{2})$, therefore, performs a linear transformation of the long-term component such as a linear combination of a set of basis functions or vectors associated with the column vectors of $W_{1,1}(i_{1,1}) \otimes W_{1,2}(i_{1,2})$.

$$W(i_{2,1}, i_{2,2}, i_{2}) = \left( W_{1,1}(i_{2,1}) \otimes W_{1,2}(i_{2,2}) \right) W_{2}(i_{2})$$  \hspace{1cm} (Equation 1)

[138] Here, a UE measures a CSI-RS in a subframe designated to carry CSI-RS, calculates a CSI (including PMI, RI, and CQI where each of these three CSI parameters can include multiple components) based on the measurement, and reports the calculated CSI to a serving eNB 102.

[140] The above precoding description is especially suitable when the serving eNB transmits non-precoded CSI-RS (NP CSI-RS). That is, a cell-specific one-to-one mapping between CSI-RS port and TXRU (transceiver unit) is utilized. Here, different CSI-RS ports have the same wide beam width and direction and hence generally cell wide coverage. This use case can be realized when the eNB configures the UE with ‘CLASS A’ eMIMO-Type which corresponds to NP CSI-RS. Other than CQI and RI, CSI reports associated with ‘CLASS A’ or ‘nonPrecoded’ eMIMO-Type include (assuming the partial KP design inherent in the Rel.13 codebook described above) a three-component PMI $\{i_{u}, i_{ii}, i_{1,2}\}$.

[141] Another type of CSI-RS applicable to FD-MIMO is beamformed CSI-RS (BF CSI-RS). For example, beamforming operation, either cell-specific or UE-specific, is applied on a non-zero-power (NZP) CSI-RS resource (including multiple ports). Here, at least at a given time/frequency CSI-RS ports have narrow beam widths and hence not cell wide coverage, and (at least from the eNB perspective) at least some CSI-RS port-resource combinations have different beam directions. This beamforming operation is intended to increase CSI-RS coverage or penetration. In addition, when UE-specific beamforming is applied to a CSI-RS resource (termed the UE-specific or UE-specifically beamformed CSI-RS), CSI-RS overhead reduction can be obtained
when NZP CSI-RS resources are allocated efficiently through resource sharing (pooling) for multiple UEs either in time domain (for instance, aperiodic transmission), beam domain (UE-specific beamforming), or dynamic CSI-RS resource (re)configuration. When a UE is configured to receive BF CSI-RS from a serving eNB, the UE can be configured to report PMI parameters associated with $W_2(W_{1, i} \text{ and/or } W_{2, i})$ without $W_{i}(W_{1, i} \text{ and/or } W_{2, i})$ or, in general, associated with a single-stage precoder/codebook. This use case can be realized when the eNB configures the UE with 'CLASS B' eMIMO-Type which corresponds to BF CSI-RS. Other than CQI and RI, CSI reports associated with 'CLASS B' or 'beamformed' eMIMO-Type (with one CSI-RS resource and alternative codebook) include a one-component PMI $n$. Although a single PMI defined with respect to a distinct codebook, this PMI can be associated with the second-stage PMI component of 'CLASS A'/nonPrecoded' codebooks $i_2$.

Therefore, given a precoding codebook (a set of precoding matrices $W(i_{1, i_2, i_2})$), a UE measures a CSI-RS in a subframe designated to carry CSI-RS, calculates/determines a CSI (including PMI, RI, and CQI where each of these three CSI parameters can include multiple components) based on the measurement, and reports the calculated CSI to a serving eNB. In particular, this PMI is an index of a recommended precoding matrix in the precoding codebook. Similar to that for the first type, different precoding codebooks can be used for different values of RI. The measured CSI-RS can be one of the two types: non-precoded (NP) CSI-RS and beamformed (BF) CSI-RS. As mentioned, in Rel.13, the support of these two types of CSI-RS is given in terms of two eMIMO-Types: 'CLASS A' (with one CSI-RS resource) and 'CLASS B' (with one or a plurality of CSI-RS resources), respectively.

In scenarios where DL long-term channel statistics can be measured through UL signals at a serving eNB, UE-specific BF CSI-RS can be readily used. This is typically feasible when UL-DL duplex distance is sufficiently small. When this condition does not hold, however, some UE feedback is necessary for the eNB to obtain an estimate of DL long-term channel statistics (or any of its representation thereof). To facilitate such a procedure, a first BF CSI-RS transmitted with periodicity $T_1$ (ms) and a second NP CSI-RS transmitted with periodicity $T_2$ (ms), where $T_1 \leq T_2$. This approach is termed hybrid CSI-RS. The implementation of hybrid CSI-RS is largely dependent on the definition of CSI process and NZP CSI-RS resource.

As discussed above, utilizing UE-specific BF CSI-RS reduces the number of ports configured to each UE by applying beamforming on NP CSI-RS. For instance, a serving eNB can apply wideband beamforming on a 16-port NP CSI-RS to form a 2-port BF CSI-RS for a served UE. If each UE is configured with 2-port BF CSI-RS, the resulting total CSI-RS overhead is reduced when the number of co-scheduled UEs is less than 8 -assuming the same transmission rate for NP and BF CSI-RS. However,
although not all the served UEs require data transmission in every subframe, the number of served UEs per cell tends to be much larger than 8. Due to the burstiness and stochasticity of data traffic, UE-specific BF CSI-RS uses or requires an efficient CSI-RS resource allocation mechanism to ensure that the total CSI-RS overhead can be minimized or, conversely, the number of served UEs per cell can be maximized.

Therefore, there is a need to enable an efficient CSI-RS resource allocation mechanism for UE-specific BF CSI-RS.

Terms such as 'non-precoded' (or 'NP') CSI-RS and 'beamformed' (or 'BF') CSI-RS are used throughout the present disclosure. The essence of the present disclosure does not change when different terms or names are used to refer to these two CSI-RS types. For example, 'CSI-RS-A' and 'CSI-RS-B' can refer to or be associated with these two CSI-RS types. Essentially these two CSI-RS types are a first CSI-RS and a second CSI-RS. In another example, CSI-RS resource type can be used to differentiate those two modes of operation instead of CSI-RS type. CSI-RS resources associated with these two types of CSI-RS can be referred to as 'a first CSI-RS resource' and 'a second CSI-RS resource', or 'CSI-RS-A resource' and 'CSI-RS-B resource'. Subsequently, the labels 'NP' and 'BF' (or 'np' and 'bf') are examples and can be substituted with other labels such as '1' and '2', or 'A' and 'B', or TYPE1 and TYPE2, or CLASS-A and CLASS-B. In another example, a MIMO type or eMIMO-Type which can be associated with CSI reporting operation can be used to differentiate those two modes of operation instead of CSI-RS type. For example, a UE is configured with a MIMO type or eMIMO-Type associated with CSI reporting behaviors and, in addition, CSI measurement behaviors. Names of higher-layer or RRC parameters utilized in this invention disclosure are example and illustrative. Other names which serve same functionalities can be utilized.

The present disclosure includes at least four components: aperiodic CSI-RS (Ap-CSI-RS) mechanism, Ap-CSI-RS resource definition, Ap-CSI-RS resource selection or reconfiguration, and Ap-CSI-RS reference resource definition. Each of the four components can be used either by itself (without the other component) or in conjunction with at least one of the other four components.

For the first component (that is, aperiodic CSI-RS mechanism), FIGURE 5 illustrates an example mechanism 500 for aperiodic CSI-RS (Ap-CSI-RS). Ap-CSI-RS is characterized by two primary features. First, a pool of CSI-RS resources is defined and shared among multiple served UEs (510). A CSI-RS resource from this pool can be assigned to a UE only when the UE measures CSI (hence a resource can only be used when the resource is needed). The UE needs to measure CSI when its associated serving eNB chooses to receive a CSI reporting calculated based on a most recent channel. This leads to a second primary feature. Ap-CSI-RS assignment is done in con-
junction with an aperiodic CSI request from the serving eNB to a served UE (in this example, termed UE-k). Therefore, Ap-CSI-RS resource information is included in a DCI of an UL grant which contains an A-CSI request to UE-k in subframe n (520). Along with the A-CSI request, the Ap-CSI-RS itself, which is placed in the same DL subframe n as the A-CSI trigger and the Ap-CSI-RS resource information. Alternatively, the Ap-CSI-RS can be placed in another subframe following subframe n (at the expense of CSI reporting delay). In response to the CSI request and the Ap-CSI-RS resource information in subframe n (assuming that the Ap-CSI-RS is placed in subframe n), UE-k measures the associated Ap-CSI-RS assigned by the eNB (530) and reports a requested A-CSI in subframe n+L (540) where L is specified and can be scenario-dependent. For instance, a default value of L is 4 following Rel.13 LTE. This mechanism can be applied to both NP and UE-specific BF CSI-RS.

[149] Although NP CSI-RS is cell-specific, its resource configuration is UE-specific. When used for NP CSI-RS, Ap-CSI-RS mechanism facilitates NP CSI-RS overhead reduction as the NP CSI-RS can be transmitted only when necessary. In turn, a served UE is assigned a CSI-RS resource and can measure NP CSI-RS only when necessary (aperiodically) thereby reducing computational complexity and hence UE power consumption. If applied to NP CSI-RS, channel measurement restriction can be utilized together with class A CSI reporting since CSI measurement (in time and frequency) is performed within the subframe containing Ap-CSI-RS.

[150] Likewise, Ap-CSI-RS facilitates CSI-RS overhead reduction when applied to UE-specific BF CSI-RS. This is because UE-specific BF CSI-RS can be transmitted only when necessary thereby reducing the total CSI-RS overhead across all UEs. In turn, a served UE is assigned a CSI-RS resource and can measure BF CSI-RS only when necessary (aperiodically) thereby reducing computational complexity and hence UE power consumption.

[151] For the second component (that is, aperiodic CSI-RS resource definition), since Ap-CSI-RS is transmitted and measured aperiodically (whenever required), an Ap-CSI-RS resource is not characterized by subframe configuration which includes subframe offset and periodicity (as in the legacy CSI-RS resource). Instead, an Ap-CSI-RS resource is characterized by at least one of the following parameters: the number of assigned CSI-RS ports, a set of CSI-RS port numbers, and a CSI-RS pattern configuration. The second and third parameters are described as follows.

[152] Regarding the second parameters, to define a set of CSI-RS port numbers assigned to a UE, a master set of (available) port numbers \{Port_{0}, Port_{0}+1, ..., Port_{0}+N_{PORTMAX}-1\} is needed. At least two options are available. A first option is to define a new master set of ports where a previously unused value of Port_{0}(so that any value in the master set \{Port_{0}, Port_{0}+1, ..., Port_{0}+N_{PORTMAX}-1\} is also previously unused) is chosen. For
example, by choosing Port_0=200, a master set of ports \{200,201,\ldots,199+N_{\text{PORT,MAX}}\}, different from the available CSI-RS ports in Rel.13 \{15,16,\ldots,30\}, is defined. A second option is to extend the existing CSI-RS ports (in Rel.13 LTE) by choosing Port_0 =15 and increase N_{\text{PORT,MAX}} beyond the current value of 16 which results in a master set of CSI-RS ports \{15,16,\ldots,14+N_{\text{PORT,MAX}}\}. The second option allows usage of the legacy CSI-RS ports for ApCSI-RS whenever the ports are available.

For a given number of CSI-RS ports N_{\text{PORT}}, an N_{\text{PORT}}-port CSI-RS resource can be specified in terms of a port subset of the master set \{Port_0, Port_0+1,\ldots,Port_0+N_{\text{PORT,MAX}}-1\}. At least two options are possible.

A first option for port subset selection follows the legacy Rel.13 LTE and assuming that the second master set option (see the previous paragraph), an N_{\text{PORT,MAX}}-port CSI-RS resource is always associated with port numbers \{15,16,\ldots,14+N_{\text{PORT}}\}. That is, the first CSI-RS port number is always 15 and the assigned CSI-RS port numbers are consecutive for any CSI-RS resource assignment. In this case, the set of CSI-RS port numbers is fixed for a given number of CSI-RS ports. Therefore, there is no need to indicate or signal port subset selection in ApCSI-RS resource configuration.

A second option for port subset selection which offers more flexible resource allocation and increased number of resource configurations is to allow a CSI-RS resource configuration to be associated with port numbers \{\text{Port}(0),\text{Port}(1),\ldots,\text{Port}(N_{\text{PORT}}-1)\} where \text{Port}(i) can be any port number taken from the master set. A constraint of \text{Port}(i) < \text{Port}(k), i>k can be further imposed. As an example, antenna ports \{17,18,21,22\} can be assigned to a UE for N_{\text{PORT}}=4. For a given value of N_{\text{PORT,MAX}} and N_{\text{PORT}}, a total of \(N_{\text{cand}} = \left\lceil \frac{N_{\text{PORT,MAX}}}{N_{\text{PORT}}} \right\rceil\) candidates for CSI-RS port subset selection are available.

Thus, if port subset selection is unrestricted, all these candidates are available. Alternatively, only a part of these available candidates can be used. In that case, a restricted subset of available candidates \(N_{\text{cand}} = \left\lceil \frac{N_{\text{PORT,MAX}}}{N_{\text{PORT}}} \right\rceil\) is used.

For this second port subset selection option, port subset selection is to be signaled and indicated in ApCSI-RS resource configuration. For this purpose, either a length-N_{\text{PORT,MAX}} bitmap (indicating which port numbers are assigned to a UE) or a \(\left\lceil \log_{2} N_{\text{cand}} \right\rceil\)-bit Port subset indicator can be used. The bitmap is applicable for either unrestricted or restricted subset selection. The subset indicator, on the other hand, is suitable for restricted subset selection.

Regarding the third parameter, for a given number of CSI-RS ports N_{\text{PORT}}, an N_{\text{PORT}}-port CSI-RS resource can also be specified in terms of a T-F (time frequency) pattern.
configuration, termed CSI reference signal configuration in Table 6.10.5.2.1 of REF1, but referred to as pattern configuration in this disclosure. This pattern configuration indicates locations of CSI-RS REs in time and frequency within a subframe. In the legacy Rel.12 LTE, this is indicated by a 32-value RRC parameter resourceConfig-refO or 'CSI reference signal configuration' in Table 6.10.5.2.1 of REF1).

Based on the above description of Ap-CSI-RS resource configuration, the following example Ap-CSI-RS resource pooling procedure can be described in a three-step procedure as follows. In a first step, a serving eNB starts from a master set of $N_{PORT, MAX}$ CSI-RS antenna port numbers $\{\text{Port}_0, \text{Port}_1, \ldots, \text{Port}_{N_{PORT, MAX}-1}\}$. In a second step, if the first option of port subset selection is utilized, an aperiodic CSI-RS (Ap-CSI-RS) resource is characterized with the number of CSI-RS ports $N_{PORT}$ and a pattern configuration. If the second option of port subset selection is utilized, an aperiodic CSI-RS (Ap-CSI-RS) resource is characterized with the number of CSI-RS ports $N_{PORT}$, a bitmap or an indicator associated with a set of antenna port numbers $\{\text{Port}(0), \text{Port}(1), \ldots, \text{Port}(N_{poRT}-1)\}$, and a pattern configuration. In a third step, the serving eNB assigns (at least) one $N_{PORT}$ CSI-RS resource to a served UE-k associated with the resource configuration in Step 2.

In addition to those three parameters, other configuration parameters can be incorporated in CSI-RS resource configuration (as a part of CSI-RS resource configuration) for aperiodic CSI-RS. Some examples are given as follows: energy-per-RE ratio relative to PDSCH; eMIMO-Type (either 'nonPrecodedV CLASS A' or 'beamformed'/'CLASS B'); a parameter indicating whether the CSI-RS is NZP (non-zero-power) or ZP (zero-power); a parameter indicating whether the CSI-RS configuration is periodic or aperiodic.

For the third component (that is, aperiodic CSI-RS resource selection or reconfiguration), at least three options are possible for signaling each of the three parameters associated with CSI-RS resource configuration (number of antenna ports, T-F pattern configuration, and port subset configuration). A first option is to use RRC signaling per UE to perform semi-static (re)configuration of CSI-RS resource. Several served UEs can be configured to share a same CSI-RS resource assignment or have overlapping resource assignments. A second option is to use UL grant by incorporating the parameter in an associated DCI which carries A-CSI request (trigger). Therefore, CSI-RS resource configuration is signaled dynamically. A third option is to use either periodic or aperiodic resource (re)configuration using a similar principle to semi-persistent scheduling (SPS). That is, an UL grant is used to signal a reconfigured CSI-RS resource assignment to a served UE-k. This CSI-RS resource assignment can be accompanied with A-CSI request (trigger) or signaled by itself. This CSI-RS resource (re)configuration can either be performed every X ms where X can be configured via
RRC signaling, or initiated with activation/deactivation procedure based on DL assignments or UL grants. If periodic resource reconfiguration is used, the value of X can be chosen large such as in the order of 200-ms or 320-ms.

[161] The third option allows a more dynamic resource reconfiguration (which is not possible with the first option since RRC configuration incurs large delay) without incurring large DL signaling overhead (which is the case with the second option). Therefore, it allows a more efficient pooling of Ap-CSI-RS resources with reasonable DL signaling overhead. To set up a UE for the third option, an RRC configuration similar to the one for SPS-ConfigDL (TS 36.331 REF5) can be used. Only a few parameters are applicable (for example, parameters similar to semiPersistSchedIntervalDL and/or numberOfConfSPS-Processes).

[162] Considering the aforementioned three signaling options, applicable to each of the three parameters, TABLE 3-A and 3-B describe several possible combinations for the first and the second options of port subset selection, respectively.

[163]

[164] TABLE 3-A: Options for DL signaling mechanism of CSI-RS resource configuration with fixed port subset selection (Opt. 1)

<table>
<thead>
<tr>
<th>Alt</th>
<th>No. antenna ports $N_{PORT}$</th>
<th>Signaling mechanism</th>
<th>T-F pattern configuration</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.1</td>
<td>RRC signaling (semi-static)</td>
<td>RRC signaling (semi-static)</td>
<td></td>
</tr>
<tr>
<td>1.2</td>
<td>RRC signaling (semi-static)</td>
<td>Every UL grant which carries A-CSI request (dynamic)</td>
<td></td>
</tr>
<tr>
<td>1.3</td>
<td>RRC signaling (semi-static)</td>
<td>In one UL grant which carries A-CSI request (dynamic, semi-persistent) per X ms (X = CSI-RS resource reconfiguration periodicity)</td>
<td></td>
</tr>
<tr>
<td>2.2</td>
<td>Every UL grant which carries A-CSI request (dynamic)</td>
<td>Every UL grant which carries A-CSI request (dynamic)</td>
<td></td>
</tr>
<tr>
<td>3.3</td>
<td>In one DL assignment or UL grant which carries A-CSI request (dynamic, semi-persistent), e.g. per X ms (X = CSI-RS resource reconfiguration periodicity) or aperiodically</td>
<td>In one DL assignment or UL grant which carries A-CSI request (dynamic, semi-persistent), e.g. per X ms (X = CSI-RS resource reconfiguration periodicity) or aperiodically</td>
<td></td>
</tr>
</tbody>
</table>

[166] TABLE 3-B: Options for DL signaling mechanism of CSI-RS resource configuration with flexible port subset selection (Opt. 2)
For each of the options in TABLE 3-A and 3-B, at least a CSI request field in the DCI of an UL grant (which includes an associated aperiodic CSI-RS) is needed to trigger A-CSI. The CSI request field can include one or multiple bits where each bit is associated with a cell. In addition, Ap-CSI-RS parameter(s) which need to be configured dynamically (a subset of the number of ports, T-F pattern configuration, and/or port subset) are also included in the DCI of the UL grant. These configuration parameters can be defined as separate parameters or jointly with the CSI request field.

When a UE is configured with K CSI-RS resources (or resource configurations), one CSI request field (which can include one or multiple bits) can be used for each of the K CSI-RS resources (or resource configurations). When k of these K CSI request fields
are set to 1. CSI-RS associated with each of these k CSI-RS resources (or resource configurations) is transmitted in the DL subframe containing the UL grant.

[170] When a UE is configured with two (possibly different) eMIMO-Type setups in one CSI process where each eMIMO-Type setup is associated with one or more CSI-RS resources (or resource configurations), one CSI request field (which can include one or multiple bits) can be used for each of the two eMIMO-Type setups. When either one or both CSI request fields are set to 1, CSI-RS associated with each triggered eMIMO-Type setup is transmitted in the DL subframe containing the UL grant.

[171] When a combination of semi-static (RRC signaling) and either semi-persistent or dynamic signaling is used (such as Opt. 1.1, 1.2, or 1.3 in TABLE 3-A; Opt. 1.1.1, 1.1.2, 1.1.3, 1.2.1, 1.3.1, 1.2.2, or 1.3.3 in TABLE 3-B), at least one (NZP or ZP) CSI-RS resource configuration parameter is semi-statically configured and at least one CSI-RS resource configuration parameter is either semi-persistently or dynamically configured. In this case, the semi-static CSI-RS resource configuration effectively indicates that the UE is semi-statically configured with a plurality of ($K_A$) CSI-RS resources (where $K_A$ is the number of possible CSI-RS resources or resource configurations associated with the semi-statically configured parameters). The second signaling - either semi-persistent or dynamic - selects one CSI-RS resource or a subset of CSI-RS resources from the $K_A$ semi-statically configured CSI-RS resources. Therefore, instead of defining CSI-RS resources in terms of parameters, the semi-static (higher-layer or RRC) signaling can instead configure the UE a set of $K_A$ CSI-RS resources and the semi-persistent or dynamic signaling can select one of out of $K_A$ CSI-RS resources. Each of these CSI-RS resources can either be NZP or ZP.

[172] In the present disclosure, several embodiments of CSI-RS resource (re)configuration scheme (referred above as semi-persistent resource reconfiguration) with at least one CSI-RS resource configuration parameter signaled using the third option are given. For each of the following embodiments, when a UE is configured with a plurality of CSI processes or component carriers, one CSI-RS resource (re)configuration (activation/release or activation/deactivation) can be associated with one CSI process or component carrier. Alternatively, one CSI-RS resource (re)configuration (activation/release or activation/deactivation) can be associated with a plurality of CSI processes or component carriers. Alternatively, one CSI-RS resource (re)configuration (activation/release or activation/deactivation) can be associated with all the CSI processes or component carriers.

[173] In a first embodiment (embodiment 1.A), an activation-release/deactivation mechanism similar to semi-persistent scheduling is utilized to reconfigure CSI-RS resource. In this embodiment, UL grants or DL assignments on PDCCH or EPDCCH are used to reconfigure CSI-RS resource. Therefore, an UL grant or DL assignment
used for this purpose includes at least one DCI field either for selecting one out of multiple choices of CSI-RS resource configuration (which are, for instance, configured via higher layer signaling as a part of CSI-RS resource configuration ASN.1 Information Element) or for setting the value of at least one CSI-RS resource configuration parameter. This field can be a part of an existing DCI format (such as DCI format 0 or 4 for UL grant, or format 1A, 2/2A/2B for DL assignment) or a new DCI format specifically designed for CSI-RS resource reconfiguration (activation/release or activation/deactivation). The UL grant (or DL assignment) is signaled to the UE via PDCCH or EPDCCH and masked by a special RNTI (such as CSI-RNTI).

FIGURE 6 describes an example eNB and UE operations 600 (in terms of timing diagram associated with eNB in 601 and UE in 602) when at least one CSI-RS resource configuration parameter is signaled using the third option. For example, this corresponds to Opt. 1.3 or 3.3 in TABLE 3-A, or Opt. 1.1.3, 1.3.1, 1.3.3, or 3.3.3 in TABLE 3-B. In this embodiment, Ap-CSI-RS resource is reconfigured every X ms in subframe(s) 610 via an UL grant (or an UL-related grant or, alternatively, a DL assignment) which carries Ap-CSI-RS resource configuration information (including the DCI field mentioned above). This configuration information can be accompanied with an A-CSI request/trigger or signaled by itself. Upon receiving a DL subframe from 610, a served UE-k reads the configuration information in 630. Based on this configuration information, the eNB requests A-CSI to UE-k via an UL grant (containing A-CSI trigger) while transmitting Ap-CSI-RS within the same subframe(s) 620. Upon receiving a DL subframe from 640 -containing an A-CSI request/trigger- UE-k measures the transmitted Ap-CSI-RS (in subframe n) according to the resource configuration information received in subframe(s) 630, and performs CSI calculation. The resulting A-CSI is reported to the eNB in subframe(s) 650. In the example in FIGURE 6, the semi-persistently configured CSI-RS resource includes a set of the number of ports.

Although the above example assumes periodic resource reconfiguration (every X ms), aperiodic resource reconfiguration using activation and deactivation based on UL grant or DL assignment can also be used.

The above semi-persistent CSI-RS resource allocation mechanism, applied to NZP CSI-RS resource, can be described as follows. First, a UE receives a dynamic trigger/release containing a selection from multiple higher-layer-configured NZP CSI-RS resources. These multiple CSI-RS resources can be associated with a first set of configured parameters (set values of CSI-RS resource configuration parameters) or simply a list of $K_A$ CSI-RS resources. Likewise, dynamic trigger or release can indicate either a $\left\lfloor \log(K_A) \right\rfloor$-bit DCI field or another set of parameters which, together with
the first parameter set, further indicates the selected CSI-RS resource. In this embodiment, each NZP CSI-RS resource can be either periodic or aperiodic CSI-RS resource. Second, for an activation trigger received in subframe n, the transmission of the associated NZP CSI-RS resource will start no earlier than subframe n+Y1 where Y1>0. Third, for a release (deactivation) trigger received in subframe n, the transmission of the associated NZP CSI-RS resource will stop after subframe n+Y1 where Y1>0. Fourth, if an UL grant or UL grant-like mechanism is used to trigger CSI-RS which is placed or transmitted in a same subframe as the UL grant, the value of Y1 or Y2 can be aligned with that of A-CSI. The same holds if a DL grant is used instead.

[177] In a second embodiment (embodiment 1.B), an activation-release/deactivation mechanism (similar to semi-persistent scheduling) is also utilized to reconfigure CSI-RS resource, but instead of using PDCCH, MAC control element (MAC CE) is used. Here, a new type of MAC CE can be defined for the purpose of reconfiguring CSI-RS resource. For example, this type of MAC CE can be termed "CSI-RS resource reconfiguration MAC control element (MAC CE)". For each of the following embodiments using MAC CE, when a UE is configured with a plurality of CSI processes or component carriers, one CSI-RS resource activation/release can be associated with one CSI process or component carrier. Alternatively, one CSI-RS resource activation/release can be associated with a plurality of CSI processes or component carriers. Alternatively, one CSI-RS resource activation/release can be associated with all the CSI processes or component carriers.

[178] This CSI-RS resource reconfiguration MAC CE is signaled to the UE via DL-SCH and included in a MAC PDU. Since the number of CSI-RS resource configuration parameters (as well as the length of each parameter) included in the MAC CE remains the same, the size of CSI-RS resource reconfiguration MAC CE can be fixed. Therefore, its associated MAC PDU sub-header includes solely of the 4 header fields R/F2/E/LCID (cf. REF4 section 6.1.2). The arrangement of CSI-RS resource configuration MAC CE can be illustrated in diagram 700 of FIGURE 7A where MAC CE 1 (701) is designated as a CSI-RS resource configuration MAC CE and associated with MAC PDU sub-header 702. The 5-bit LCID (logical channel ID) indicates the type of logical channel. In this case, CSI-RS resource configuration MAC CE can utilize any of the reserved hypotheses (within 0101 1 - 101 11 - cf. Table 6.2.1-1 of REF4).

[179] An example of a MAC CE design for CSI-RS resource reconfiguration is as follows. First, the MAC CE design includes at least one CSI-RS resource configuration parameter, each written as a binary (bit) sequence and arranged in an octet-aligned format. For instance, if all the three parameters mentioned above (number of ports, T-F pattern, and port number set) are configurable via a MAC CE, three fields are included
in the CSI-RS resource configuration MAC CE. This is illustrated in diagram 750 of FIGURE 7B where three fields 752 (number of CSI-RS ports \( N_{\text{PORT}} \) 2 bits - 4 hypotheses), 753 (T-F pattern, 5 bits - 32 hypotheses), and 754 (port number set, 8 bits - up to 256 hypotheses) are included in a MAC CE with a fixed size of two octets. A one-bit reserved field R (751) is added at the beginning to fit the three fields into a two-octet codeword. Alternatively, if port number set is not needed (for instance, configured via higher layer signaling, or simply fixed to \( \{15, 16, \ldots, 14+N_{\text{PORT}}\} \)), only one octet may be needed.

[180] The above semi-persistent CSI-RS resource allocation schemes (the first and the second embodiments) can also be used for ZP CSI-RS resource.

[181] The above semi-persistent CSI-RS resource allocation schemes (the first and the second embodiments are used and applicable for aperiodic CSI-RS. Alternatively, these first and the second embodiments can also be applied to periodic CSI-RS (that which is associated with subframe configuration in CSI-RS resource configuration - such as subframe offset and periodicity). When applied to periodic CSI-RS, each of the two schemes can be used to start/activate or stop/deactivate CSI-RS measurement at a UE. For the first embodiment, a DCI field in an UL grant or a DL assignment is used to signal the start or the stop of CSI measurement associated with a selected CSI-RS resource. For the second embodiment, the CSI-RS resource reconfiguration MAC CE is used to signal the start or the stop of CSI measurement associated with a selected CSI-RS resource.

[182] For either embodiment (l.A or l.B), two possibilities exist. First, the size and content of the DCI field (first embodiment) or MAC CE (second embodiment) can be different from that used for aperiodic CSI-RS. In this case, the selected CSI-RS resource is configured for the UE via higher layer signaling. Therefore, the DCI field (first embodiment) or the MAC CE (second embodiment) simply signals START (activate) or STOP (deactivate). Second, the size and content of the DCI field (first embodiment) or MAC CE (second embodiment) are identical to that used for aperiodic CSI-RS. In this case, the selected CSI-RS resource is indicated in the DCI field (first embodiment) or the MAC CE (second embodiment) - selected out of a plurality of \( (K_s) \) resources which are configured for the UE via higher-layer signaling - in the same manner as that for aperiodic CSI-RS (cf. FIGURE 7A and 7B).

[183] For Ap-CSI-RS, several schemes exist in designing higher-layer (such as RRC) CSI-RS resource configuration.

[184] In a first scheme, Rel.13 CSI-RS resource configuration (based on periodic CSI-RS resource configuration) is reused but unused configuration parameters such as CSI-RS subframe configuration (periodicity and subframe offset) are ignored when the CSI-RS resource is configured as aperiodic. For this embodiment, a parameter which indicates
whether the CSI-RS resource is periodic or aperiodic (or whether aperiodic is ON) can be added inside the CSI-RS resource configuration information. This embodiment can be described in the following example ASN.1 setup in TABLE 4-A when the number of antenna ports and T-F pattern (resourceConfig) are configured semi-statically via RRC signaling. When CSI-RS-Alloc-rl4 is set as {aperiodic}, subframeConfig-rlO is unused.

[185] TABLE 4-A

```asn1
CSI-RS-Config-rlO ::= SEQUENCE {
  csi-RS-rlG  CHOICE {
    release  NULL,
    setup  SEQUENCE {
      antennaPortsCount-rl0  ENUMERATED {an1, an2, an4, an8},
      resourceConf-rl0  INTEGER (0..31),
      p-C-rl0  INTEGER (-8..15)
    } OPTIONAL,  -- Need OR
    CSI-RS-Alloc-rl4  ENUMERATED {periodic, aperiodic}  OPTIONAL
      -- Need OR
    zeroTxPowerCSI-RS-rl10  ZeroTxPowerCSI-RS-Conf-rl12  OPTIONAL
      -- Need OR
  }
}
```

[186] In a second scheme, a new CSI-RS resource configuration for aperiodic CSI-RS is used. For this embodiment, a parameter which indicates whether the CSI-RS resource is periodic or aperiodic (or whether aperiodic is ON) can be added to select between the legacy Rel.13 CSI-RS resource configuration (based on periodic CSI-RS resource configuration) and aperiodic CSI-RS resource configuration. This embodiment can be described in the example ASN.1 setup in TABLE 4-B when the number of antenna ports and T-F pattern (resourceConfig) are configured semi-statically via RRC signaling. In this case, either port subset is not configurable or configured dynamically or semi-dynamically. To choose between the legacy periodic CSI-RS configuration and the aperiodic CSI-RS configuration, a parameter aperiodicCSI-RS-rl4 is used in the example description in TABLE 4-C.

[187] TABLE 4-B

```asn1
CSI-RS-Conf-ig-Ap-rl4 ::= SEQUENCE {
  csi-RS-Ap-rl4  CHOICE {
    release  NULL,
    setup  SEQUENCE {
      antennaPortsCount-rl0  ENUMERATED {an1, an2, an4, an8},
      resourceConf-ig-rl0  INTEGER (0..31),
      p-C-rl0  INTEGER (-8..15)
    } OPTIONAL,  -- Need OR
      -- Need OR
  }
}
```

[188] TABLE 4-C
In a third scheme, when a UE is configured with a plurality of CSI-RS resources (or resource configurations) in one CSI process, one selection parameter (between periodic and aperiodic CSI-RS resource configuration) can be introduced for each of the plurality of CSI-RS resources (or resource configurations). That is, each CSI-RS resource (or resource configuration) can be configured either as a periodic or an aperiodic CSI-RS resource.

In a fourth scheme, the selection parameter (between periodic and aperiodic CSI-RS resource configuration) can be introduced in the CSI process configuration. Therefore, if one CSI process is configured with a plurality of CSI-RS resources (or resource configurations), all or some of the CSI-RS resources (or resource configurations) associated with the CSI process share a same CSI-RS resource allocation (either periodic or aperiodic).

In a fifth scheme, when a UE is configured with two (possibly different) eMIMO-Type setups in one CSI process where each eMIMO-Type setup is associated with one or more CSI-RS resources (or resource configurations), one selection parameter (between periodic and aperiodic CSI-RS resource configuration) can be introduced for each of the two eMIMO-Type setups. Therefore, if one of the eMIMO-Type setups is configured with a plurality of CSI-RS resources (or resource configurations), all or some of the CSI-RS resources (or resource configurations) associated with the eMIMO-Type setup share a same CSI-RS resource allocation (either periodic or aperiodic).

In a sixth scheme, a parameter which indicates whether the CSI-RS resource is periodic or aperiodic (or whether aperiodic is ON) can be added inside the (higher-layer) configuration for aperiodic CSI reporting. This can be described in the example ASN.1 setup in TABLE 4-D. The parameter CSI-RS-Alloc-r14 configures the UE to measure either periodic or aperiodic CSI-RS for the configured A-CSI reporting.
In a third embodiment (embodiment 1.C), CSI-RS resource configuration or reconfiguration can include a combination between semi-static CSI-RS resource configuration, activation/deactivation CSI-RS resource configuration, and dynamic CSI-RS resource selection. This embodiment is illustrated in diagram 800 of FIGURE 8A. In this embodiment, an initial (first-step) CSI-RS resource configuration is performed in step 810 where a UE is configured with an aperiodic CSI-RS resource via higher-layer (RRC) signaling. In this initial resource configuration, a set of $K$ NZP CSI-RS resources is defined or configured for the UE. This set of resources can be described by setting at least one CSI-RS resource parameter to a certain value (while not setting value for other CSI-RS resource parameters). Alternatively, the set of resources can be described by listing $K$ combinations of values of a plurality of CSI-RS resource parameters.

A second-step CSI-RS resource configuration is performed in step 820 where a UE is configured with an aperiodic CSI-RS resource via activation/deactivation (activation/release) procedure using MAC control element (CE) signaling or UL-related DCIs (UL grants) or DL-related DCIs (DL grants) - as detailed above. In this initial resource configuration, a set of $K_A < K$ NZP CSI-RS resources is defined or configured for the UE. This set of resources (or resource configurations) can be described by setting at least one CSI-RS resource parameter to a certain value (which are not set in the first step, while not setting value for other remaining CSI-RS resource parameters). Alternatively, the set of resources can be described by listing $K_A$ combinations of values of a plurality of CSI-RS resource parameters taken from a size-$K_A$ subset of $K$ resources defined or given in the first step.

Diagram 850 FIGURE 8B depicts an example of MAC CE signaling where a size-$K_A$ subset of $K$ CSI-RS resources is selected and activated for a UE. Therefore, the number of used or required hypotheses or code points is $\binom{K}{K_A}$ which can be signaled with $\left\lfloor \log_2 \left( \binom{K}{K_A} \right) \right\rfloor$ bit codeword. In this example, for illustrative purposes, $K$ and $K_A$ are set to be 8 and 4, respectively, which result in a 7-bit codeword (852) - appended
with 1 reserved bit (851) to form an octet. In another example where K and Κ_A are set to be 8 and 2, respectively, which result in a 5-bit codeword and a 3 reserved bits. In general, the number of bits for the CSI-RS resource subset selection field can be fixed to the worst-case (maximum) value or can be made dependent on either K, Κ_A, or both K and Κ_A.

[201] The value of K can be configured via higher-layer signaling within a CSI-RS resource configuration. For example, this CSI-RS resource configuration can be an aperiodic CSI-RS resource configuration associated with CLASS B eMIMO-Type. Each of these K NZP CSI-RS resources is associated with a set of CSI-RS resource parameters such as T-F (time-frequency) pattern (5-bit resourceConfig in REF5, CSI Reference Signal Configuration in REF1), number of ports N_{PORT} \in \{1,2,4,8\} (antennaPortsCount in REF5), pC, and/or other parameters. Each of these K NZP CSI-RS resources is not associated with any subframe configuration parameters (such as periodicity and subframe offset).

[202] The value of Κ_A can be fixed. For example, the value can be fixed to 4 or 2.

[203] The value of Κ_A can also be made configurable. An example is that Κ_A can take value from the set \{1, 2, ..., \min(K, Κ_{A_MAX})\} where Κ_{A_MAX} can either be fixed (to, e.g. 4 or 2) or made dependent on UE capability. Another example is that Κ_A = K when K ≤ 2; and Κ_A can take value from the set \{1, 2, ..., \min(K, Κ_{A_MAX})\} where Κ_{A_MAX} can either be fixed (to, e.g. 4 or 2) or made dependent on UE capability when K > 2.

[204] When K = 1 or Κ_A = K, this second-step is by definition skipped.

[205] The value of Κ_A can be configured via higher-layer signaling. For instance, an RRC parameter Κ_A can be defined in association or as a part of an aperiodic CSI-RS resource configuration. Alternatively, Κ_A can be defined in association or as a part of the (CLASS B) eMIMO-Type information element. Alternatively, Κ_A can be defined in association or as a part of the aperiodic CSI reporting configuration.

[206] Alternatively, instead of signaling Κ_A via higher-layer (RRC) signaling, Κ_A can be signaled via MAC CE. This can be done in at least two manners. First, the value of Κ_A is explicitly signaled together with CSI-RS resource subset selection as depicted in diagram 860 of FIGURE 8C. In this example, CSI-RS resource subset selection field (862) is signaled together with the value of Κ_A (863). One reserved bit is added (861) for illustrative purposes. If the total number of bits for 862 and 863 exceeds 8, two octets can be used. In general, the number of bits for the CSI-RS resource subset selection field can be fixed to the worst-case (maximum) value or can be made dependent on the value of K.

[207] Another variation of this embodiment is illustrated in diagram 870 of FIGURE 8D where a length-K bitmap B_k \cdot B_{K-2} \cdots B_0 is used. In this illustrative embodiment, the value of K is 8. If K is less than 8, (8 - K) reserved bits can be appended. Here, the k-th
bit denotes whether the k-th CSI-RS resource (out of the K higher-layer-configured CSI-RS resources) is activated or dormant. In particular, when \( B_k = 0 \), the k-th CSI-RS resource is dormant (not activated). When \( B_k = 1 \), the k-th CSI-RS resource is activated. In this case, the number of \( B_k \) whose value(s) are 1 is equal to \( K_A \). Therefore, the value of \( K_A \) is implicitly signaled in the bitmap 87 l and variable (configurable via MAC CE). An example is that \( K_A \) (the number of \( B_k \) whose value(s) are 1) can take value from the set \{1, 2, ..., \( \min(K, K_{A_{\text{MAX}}}) \) \} where \( K_{A_{\text{MAX}}} \) can either be fixed (to, e.g. 4 or 2) or made dependent on UE capability. Another example is that \( K_A = K \) when \( K \leq 2 \); and \( K_A \) (the number of \( B_k \) whose value(s) are 1) can take value from the set \{1, 2, ..., \( \min(K, K_{A_{\text{MAX}}}) \) \} where \( K_{A_{\text{MAX}}} \) can either be fixed (to, e.g. 4 or 2) or made dependent on UE capability when \( K > 2 \).

If UL-related DCIs (UL grants) or DL-related DCIs (DL grants) are used for activation/release, the mechanism can be described as follows. First, a UE receives a dynamic trigger/release UL or DL grant indicating a selection/activation size-\( K_A \) subset of K NZP CSI-RS resources. This selection corresponds to a \( \log_2\left(\frac{K}{K_A}\right) \) bit DCI field. Alternatively, at least one of these \( \binom{K}{K_A} \) code points (hypotheses) can be signaled using some available (unused) or reserved code points in the DCI, while other code points (hypotheses) can be signaled using at least one additional bit in the DCI. This subset selection indicates that the associated size- \( K_A \) subset of K NZP CSI-RS resources are activated and the UE shall measure or monitor (be ready to measure) these NZP CSI-RS resources. In this embodiment, each NZP CSI-RS resource can be either periodic or aperiodic CSI-RS resource. Second, for an activation trigger received in subframe \( n \), the transmission of the associated NZP CSI-RS resource will start no earlier than subframe \( n+Y_1 \) where \( Y_1 > 0 \). For a release (deactivation) trigger received in subframe \( n \), the transmission of the associated NZP CSI-RS resource will stop after subframe \( n+Y_1 \) where \( Y_1 > 0 \). If an UL grant or UL grant-like mechanism is used to trigger CSI-RS which is placed or transmitted in a same subframe as the UL grant, the value of \( Y_1 \) or \( Y_2 \) can be aligned with that of A-CSI. The same holds if a DL grant is used instead.

To perform activation and release, either the MAC-CE-based or the UL/DL-grant-based mechanism (as described above), at least the following procedures are possible. The interpretation of the currently received value of 'Activation Subset' (indication of size-\( K_A \) subset of K NZP CSI-RS resources) can either depend on the most recent previously received one or independent of the most recently previously received one.
In a first procedure (P-1), if a UE receives a CSI-RS MAC CE indicating the 'Activation Subset' = x, or a UL/DL activation/release grant whose DCI includes the 'Activation Subset' (indication of size-$K_A$ subset of K NZP CSI-RS resources) = x, this can be interpreted as follows. If the most recent previously received CSI-RS MAC CE or the DCI of the most recent previously received UL/DL activation/release grant includes the 'Activation Subset' = x (the same as the currently received one), the corresponding size-$K_A$ subset of K NZP CSI-RS resources activated by the previous activation/release event are released. If the most recent previously received CSI-RS MAC CE or the DCI of the most recent previously received UL/DL activation/release grant includes the 'Activation Subset' = y ≠ x (different from the currently received one), the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = x are activated (and, consequently, the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = y are also still activated). If there is no previously received CSI-RS MAC CE or UL/DL activation/release grant, the corresponding size-$K_A$ subset of K NZP CSI-RS resources are activated.

In a second procedure (P-2), if a UE receives a CSI-RS MAC CE indicating the 'Activation Subset' = x, or a UL/DL activation/release grant whose DCI includes the 'Activation Subset' (indication of size-$K_A$ subset of K NZP CSI-RS resources) = x, this can be interpreted as follows. If the most recent previously received CSI-RS MAC CE or the DCI of the most recent previously received UL/DL activation/release grant includes the 'Activation Subset' = x (the same as the currently received one), the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = x are still activated/active. If the most recent previously received CSI-RS MAC CE or the DCI of the most recent previously received UL/DL activation/release grant includes the 'Activation Subset' = y ≠ x (different from the currently received one), the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = x are activated (and, consequently, the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = y are released). If there is no previously received CSI-RS MAC CE or UL/DL activation/release grant, the corresponding size-$K_A$ subset of K NZP CSI-RS resources are activated.

In a third procedure (P-3), two additional code points (hypotheses) can be used to indicate either 'Activation' or 'Release'/Deactivation'. If a UE receives a CSI-RS MAC CE indicating the 'Activation Subset' = x, or a UL/DL activation/release grant whose DCI includes the 'Activation Subset' (indication of size-$K_A$ subset of K NZP CSI-RS resources) = x, this can be interpreted as follows. If 'Activation' is indicated, the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = x are activated. If 'Release' or 'Deactivation' is indicated, the size-$K_A$ subset of K NZP CSI-RS resources corresponding to 'Activation Subset' = x are released.
In the first and the third procedures (P-1 and P-3), once a size-$K_A$ subset of K NZP CSI-RS resources is activated, the size-$K_A$ subset of K NZP CSI-RS resources will remain activated until a release/deactivation (either via two consecutive identical values of size-$K_A$ subset of K NZP CSI-RS resources) associated with the same size-$K_A$ subset of K NZP CSI-RS resources is received. In the second procedure (P-2), once a size-$K_A$ subset of K NZP CSI-RS resources is activated, the size-$K_A$ subset of K NZP CSI-RS resources will remain activated until another activation message including a size-$K_A$ subset of K NZP CSI-RS resources different from the previous one is received. In all or some of the three procedures (P-1, P-2, and P-3), more than one size-$K_A$ subset of K NZP CSI-RS resources can be activated within a given subframe. In the second procedure (P-2), it is possible for a UE not to have any size-$K_A$ subset of K NZP CSI-RS resources activated in a given subframe. In the first and third procedures (P-1 and P-3), at least one size-$K_A$ subset of K NZP CSI-RS resources activated in a given subframe.

Diagram 900 of FIGURE 9 illustrates an example eNB and UE operations (in terms of timing diagram associated with eNB in 901 and UE in 902) which applies to either the MAC-CE-based or the UL/DL-grant-based mechanism. In this embodiment, an activation/release message containing 'Activation Subset' 910 is received by a UE. This configuration information can be accompanied with an A-CSI request/trigger or signaled by itself. Upon receiving a DL subframe from 910, a served UE-k reads the activation/release message in 930. Based on this information, the eNB requests A-CSI to UE-k via an UL grant (containing A-CSI trigger) while transmitting Ap-CSI-RS within the same subframe(s) 920. Upon receiving a DL subframe from 940 -containing an A-CSI request/trigger - UE-k measures the transmitted Ap-CSI-RS (in subframe n) according to the resource configuration information received in subframe(s) 930, and performs CSI calculation. The resulting A-CSI is reported to the eNB in subframe(s) 950.

For each of the above embodiments for selecting/activating a size-$K_A$ subset of K NZP CSI-RS resources using MAC CE, when a UE is configured with a plurality of CSI processes or component carriers, one CSI-RS resource activation/release can be associated with one CSI process or component carrier. Alternatively, one CSI-RS resource activation/release can be associated with a plurality of CSI processes or component carriers. Alternatively, one CSI-RS resource activation/release can be associated with all the CSI processes or component carriers.

In a third step illustrated in component 830 of FIGURE 8A, a UE is assigned one Ap-CSI-RS transmission wherein the CSI-RS resource configuration is selected from $K_A$ configurations given in the second step. This selected resource (or resource configuration) can be described by setting at least one CSI-RS resource parameter to a
certain value (which are not set in the first and second steps). Alternatively, the
selected resource can be described by indicating one combination of values of a
plurality of CSI-RS resource parameters taken from a size-$K_A$ combination of values of
a plurality of CSI-RS resource parameters defined or given in the second step. This
selection is signaled via the UL-related DCI (included in the UL grant) used for CSI
request (A-CSI triggering) - either via PDCCH or EPDCCH.

[217] The following examples can be constructed assuming that the number of CSI-RS
ports $N_{\text{port}}$ is configured semi-statically (the first step, via higher-layer signaling)
while a set of time-frequency patterns (known as "CSI reference signal configuration"
in REFl) can be configured using activation/deactivation procedure (the second step).
The set of port indices is not configurable. That is, for an $N_{\text{port}}$-port CSI-RS, the set of
port indices is always \{15, 16, ..., 14+N_{\text{port}}\).

[218] In a first example, the number of CSI-RS ports $N_{\text{port}}$ is included as an RRC
parameter (such as 'antennaPortsCount') in the RRC configuration IE
'CSI-RS-Config' along with other CSI-RS parameters (such as pC) except for the
time-frequency pattern 'resourceConfig'. For aperiodic CSI-RS, subframe config-
figure is not present. In the second step, a set of $K_A$ values of 'resourceConfig',
where $K_A = 2$, is configured via activation/deactivation mechanism. That is, 2 out of 32
possible values of 'resourceConfig' are selected for the UE in the second-step CSI-RS
resource configuration. For this purpose, a 10-bit (5 bits per value) field is needed to
signal the selection, either in a MAC CE (cf. example in FIGURE 7A, where the MAC
CE includes 'resourceConfig') or a DCI used for activation/deactivation. In the third
step, one additional bit (per CSI process or "cell", or for one CSI process or "cell") is
used in addition to the CSI request field in order to select one out of $K_A = 2$ values of
'resourceConfig' defined in the second step resource configuration. In general, for a
given value of $K_A^+$ $\left\lceil \log_2 K_A \right\rceil$ bits (per CSI process or "cell"; or for one CSI process
or "cell") can be added for selecting one out of $K_A$ values. Alternatively, instead of
adding $\lfloor \log_2 K_A \rfloor$ bits for selecting one out of $K_A$ values, some existing code points
in the UL-related DCI can be reused for this purpose thereby reducing the number of
or removing the need for additional bits.

[219] In a second example, the number of CSI-RS ports $N_{\text{port}}$ is included as an RRC
parameter (such as 'antennaPortsCount') in the RRC configuration IE
'CSI-RS-Config' along with other CSI-RS parameters (such as pC). In addition, a set
of $K$ values of the time-frequency pattern 'resourceConfig', where $K = 8$, is also
included in the RRC configuration IE 'CSI-RS-Config'. For aperiodic CSI-RS,
subframe configuration is not present. In the second step, a set of $K_A$ values of
'resourceConfig', where \( K_A = 2 \), is configured via activation/deactivation mechanism. That is, 2 out of 8 possible values of 'resourceConfig' are selected for the UE in the second-step CSI-RS resource configuration. For this purpose, a 6-bit (3 bits per value) field is needed to signal the selection, either in a MAC CE (cf. example in FIGURE 7A, where the MAC CE includes 'resourceConfig') or a DCI used for activation/deactivation. In the third step, one additional bit (per CSI process or "cell") is used in addition to the CSI request field in order to select one out of \( K_A = 2 \) values of 'resourceConfig' defined in the second step resource configuration. In general, for a given value of \( K_A \), \( \lfloor \log_2 K_A \rfloor \) bits (per CSI process or "cell"; or for one CSI process or "cell") can be added for selecting one out of \( K_A \) values. Alternatively, instead of adding \( \lfloor \log_2 K_A \rfloor \) bits for selecting one out of \( K_A \) values, some existing code points in the UL-related DCI can be reused for this purpose thereby reducing the number of or removing the need for additional bits.

[220] In a third example (also applicable to the previous two examples), given a size-\( K_A \) subset of NZP CSI-RS resources currently activated for the UE (from the previous step), a \( \lfloor \log_2 (K_A) \rfloor \)-bit CSI-RS resource selection field to select one out of \( K_A \) activated resources can be introduced in an UL-related DCI. Alternatively, at least one of the used or required \( K_A \) code points for signaling this selection can reuse code point(s) (either reserved code points or borrowed from other unused feature(s)) from the existing code point(s) in the DCI. If there are \( K_A \) available code points, no additional bit needs to be introduced. Otherwise, the number of additional bits for CSI-RS resource selection can be reduced.

[221] The fourth component (that is, aperiodic CSI-RS CSI reference resource) regulates the manner in which a UE measures aperiodic CSI-RS. As described in FIGURE 5 and 6 (640 and 650), a UE performs aperiodic CSI reporting in subframe \( n = m + L \) upon decoding in subframe \( n \) either an uplink DCI format, or a Random Access Response Grant containing a CSI request field which is set to trigger a CSI report. It is further described that a CSI-RS (in this case, aperiodic CSI-RS) is transmitted within the same subframe containing the trigger (the CSI request field in either the associated uplink DCI format or a Random Access Response Grant) for the CSI report. In other words, the aperiodic CSI reporting performed in subframe \( m \) is a response of a CSI request field in subframe \( n - L \). To calculate this CSI, CSI-RS located within a same subframe no later than the associated CSI reference resource (defined by a single downlink or special subframe \( n - n_{\text{col}} \)) is used. This CSI reference resource is located on or after the subframe containing the trigger (the CSI request field in either the associated uplink DCI format or a Random Access Response Grant) for the CSI report.
In particular, the following description for aperiodic CSI calculation in relation to CSI reference resource for some scenarios is given as follows (from REF3 section 7.2.3).

For a UE in transmission mode 9 or 10 and for a CSI process, if the UE is configured with parameter eMIMO-Type by higher layers, and eMIMO-Type is set to 'CLASS A', and one CSI-RS resource configured, or the UE is configured with parameter eMIMO-Type by higher layers, and eMIMO-Type is set to 'CLASS B', and parameter channelMeasRestriction is not configured by higher layers, the UE shall derive the channel measurements for computing the CQI value reported in uplink subframe \(n\) and corresponding to the CSI process, based on only the non-zero power CSI-RS (defined in [3]) within a configured CSI-RS resource associated with the CSI process.

For a UE in transmission mode 9 or 10 and for a CSI process, if the UE is configured with parameter eMIMO-Type by higher layers, and eMIMO-Type is set to 'CLASS B', and parameter channelMeasRestriction is configured by higher layers, the UE shall derive the channel measurements for computing the CQI value reported in uplink subframe \(n\) and corresponding to the CSI process, based on only the most recent, no later than the CSI reference resource, non-zero power CSI-RS (defined in [3]) within a configured CSI-RS resource associated with the CSI process.

The CSI reference resource for a serving cell is defined as follows:

For a non-BL/CE UE, in the frequency domain, the CSI reference resource is defined by the group of downlink physical resource blocks corresponding to the band to which the derived CQI value relates. For a BL/CE UE, in the frequency domain, the CSI reference resource includes all downlink physical resource blocks for any of the narrowband to which the derived CQI value relates.

In the time domain and for a non-BL/CE UE,

for a UE configured in transmission mode 1-9 or transmission mode 10 with a single configured CSI process for the serving cell, the CSI reference resource is defined by a single downlink or special subframe \(n-n_{cQI\text{-ref}}\).

where for aperiodic CSI reporting, if the UE is not configured with the higher layer parameter csi-SubframePatternConfig-r 12,

\(n_{cQI\text{-ref}}\) is such that the reference resource is in the same valid downlink or valid special subframe as the corresponding CSI request in an uplink DCI format.

\(n_{cQI\text{-ref}}\) is equal to 4 and subframe \(n-n_{cQI\text{-ref}}\) corresponds to a valid downlink or valid special subframe, where subframe \(n-n_{cQI\text{-ref}}\) is received after the subframe with the corresponding CSI request in a Random Access Response Grant.

where for aperiodic CSI reporting, and the UE configured with the higher layer parameter csi-SubframePatternConfig-r 12,

for the UE configured in transmission mode 1-9,
[234] \( n_{cQ_{ref}} \) is the smallest value greater than or equal to 4 and subframe \( n-n_{cQ_{ref}} \) corresponds to a valid downlink or valid special subframe, where subframe \( n-n_{cQ_{ref}} \) is received on or after the subframe with the corresponding CSI request in an uplink DCI format;  

[235] \( n_{cQ_{ref}} \) is the smallest value greater than or equal to 4, and subframe \( n-n_{cQ_{ref}} \) corresponds to a valid downlink or valid special subframe, where subframe \( n-n_{cQ_{ref}} \) is received after the subframe with the corresponding CSI request in an Random Access Response Grant;  

[236] if there is no valid value for \( n_{cQ_{ref}} \) based on the above conditions, then \( n_{cQ_{ref}} \) is the smallest value such that the reference resource is in a valid downlink or valid special subframe \( n-n_{cQ_{ref}} \) prior to the subframe with the corresponding CSI request, where subframe \( n-n_{cQ_{ref}} \) is the lowest indexed valid downlink or valid special subframe within a radio frame;  

[237] for the UE configured in transmission mode 10,  

[238] \( n_{cQ_{ref}} \) is the smallest value greater than or equal to 4, such that the value corresponds to a valid downlink or valid special subframe, and the corresponding CSI request is in an uplink DCI format;  

[239] \( n_{cQ_{ref}} \) is the smallest value greater than or equal to 4, and subframe \( n-n_{cQ_{ref}} \) corresponds to a valid downlink or valid special subframe, where subframe \( n-n_{cQ_{ref}} \) is received after the subframe with the corresponding CSI request in a Random Access Response Grant;  

[240] In the present disclosure, several embodiments for aperiodic CSI-RS location and CSI reference resource subframe are given below.  

[241] In one embodiment, when a UE is configured with aperiodic CSI-RS (for example, via any of the configuration embodiments discussed above), the non-zero-power CSI-RS used to calculate CSI is located in the subframe containing the trigger (the CSI request field in either the associated uplink DCI format or a Random Access Response Grant) for the CSI report. In addition, the CSI reference resource \( n-n_{CQI\_ref} \) is defined by a same valid downlink or valid special subframe as the corresponding CSI request in an uplink DCI format. In this embodiment, \( n_{cQ_{ref}} \) is chosen to be the same as that for the legacy periodic CSI-RS. For a UE configured in transmission mode 1-9 or transmission mode 10 with a single configured CSI process for the serving cell, three possibilities exist. First, \( n_{cQ_{ref}} \) is equal to 4. Second, \( n_{cQ_{ref}} \) is the smallest value greater than or equal to 4, such that the value corresponds to a valid downlink or valid special subframe, and the corresponding CSI request is in an uplink DCI format. Third, \( n_{cQ_{ref}} \) is the smallest value greater than or equal to 4, and subframe \( n-n_{cQ_{ref}} \) corresponds to a valid downlink or valid special subframe, where subframe \( n-n_{cQ_{ref}} \) is received after the subframe with the corresponding CSI request in a Random Access
Response Grant.

[242] In another embodiment, when a UE is configured with aperiodic CSI-RS (for example, via any of the configuration embodiments discussed above), the non-zero-power CSI-RS used to calculate CSI is located in the subframe containing the trigger (the CSI request field in either the associated uplink DCI format or a Random Access Response Grant) for the CSI report. In addition, the CSI reference resource n - n_{cQ,ref} is defined by a same valid downlink or valid special subframe as the corresponding CSI request in an uplink DCI format. In this embodiment, n_{cQ,ref} is chosen to be different from that for the legacy periodic CSI-RS. An additional X-subframe time is added to the UE processing time when a UE is configured with aperiodic CSI-RS. For instance X=1 can be chosen. In this case, for a UE configured in transmission mode 1-9 or transmission mode 10 (for LTE) with a single configured CSI process for the serving cell, three possibilities exist. First, n_{cQ,ref} is equal to 5. Second, n_{cQ,ref} is the smallest value greater than or equal to 5, such that the value corresponds to a valid downlink or valid special subframe, and the corresponding CSI request is in an uplink DCI format. Third, n_{cQ,ref} is the smallest value greater than or equal to 5, and subframe n - n_{cQ,ref} corresponds to a valid downlink or valid special subframe, where subframe n - n_{cQ,ref} is received after the subframe with the corresponding CSI request in a Random Access Response Grant.

[243] In a variation of this embodiment, the value of X (a subframe offset for n_{cQ,ref} from 4) is not fixed and can be configured via higher-layer (RRC) signaling for a given UE. For example, an RRC parameter SubframeOffsetApCSI-RS can be used to configure the value of X from {0, 1, or 2}. Alternatively, the value of X can be made a UE capability.

[244] FIGURE 10 illustrates a flowchart for an example method 1000 wherein a UE receives CSI-RS resource configuration information according to an embodiment of the present disclosure. For example, the method 1000 can be performed by the UE 116.

[245] The method 1000 begins with the UE receiving CSI-RS resource configuration information which includes K>1 CSI-RS resources (step 1001). This configuration information can be sent to the UE via higher-layer (such as RRC) signaling. Since this CSI-RS resource configuration corresponds to aperiodic CSI-RS, subframe configuration (which includes periodicity and subframe offset) can be absent from this configuration. In addition, this configuration information can correspond to CLASS B eMIMO-Type. In a subframe, the UE receives an UL-related DCI containing an aperiodic CSI (A-CSI) request (step 1002) along with a CSI-RS associated with a selected CSI-RS resource. In reference to the CSI-RS, the UE calculates A-CSI (step 1003) and transmits the A-CSI on an UL channel (step 1004).

[246] The selected CSI-RS resource is taken from the K CSI-RS resources assigned to the
When K=1, the selected CSI-RS resource is the same as the resource included in the CSI-RS resource configuration information. When K>1, the selection of one CSI-RS resource can be done in one or two steps. In the one-step selection, the UL-related DCI includes an indication of which one of the K CSI-RS resources is selected. On the two-step selection, N (<K) CSI-RS resources are first selected by activating N out of K configured resources. This is then followed by an indication (in the UL-related DCI) of which one of the N CSI-RS resources is selected. The activation of N out of K configured resources can be signaled via either MAC CE or L1 downlink control signaling.

**FIGURE 11** illustrates a flowchart for an example method wherein a BS configures a UE (labeled as UE-k) with CSI-RS resource. For example, the method 1100 can be performed by the eNB 102.

The method 1100 begins with the BS configuring UE-k with K>1 CSI-RS resources (step 1101). This information is included in CSI-RS resource configuration information. This configuration information can be sent to the UE via higher-layer (such as RRC) signaling. Since this CSI-RS resource configuration corresponds to aperiodic CSI-RS, subframe configuration (which includes periodicity and subframe offset) can be absent from this configuration. In addition, this configuration information can correspond to CLASS B eMIMO-Type. In a subframe, the BS transmits an UL-related DCI containing aperiodic CSI (A-CSI) request to UE-k along with a CSI-RS which is associated with a selected CSI-RS resource (step 1102). After a few subframes, the BS receives the requested A-CSI reporting on an UL channel from UE-k (step 1103).

The selected CSI-RS resource is taken from the K CSI-RS resources assigned to UE-k. When K=1, the selected CSI-RS resource is the same as the resource included in the CSI-RS resource configuration information. When K>1, the selection of one CSI-RS resource can be done in one or two steps. In the one-step selection, the UL-related DCI includes an indication of which one of the K CSI-RS resources is selected. On the two-step selection, N (<K) CSI-RS resources are first selected by activating N out of K configured resources. This is then followed by an indication (in the UL-related DCI) of which one of the N CSI-RS resources is selected. The activation of N out of K configured resources can be signaled via either MAC CE or L1 downlink control signaling.

Although FIGURES 10 and 11 illustrate examples of methods for receiving configuration information and configuring a UE, respectively, various changes could be made to FIGURES 10 and 11. For example, while shown as a series of steps, various steps in each figure could overlap, occur in parallel, occur in a different order, occur multiple times, or not be performed in one or more embodiments.

Although the present disclosure has been described with example embodiments,
various changes and modifications can be suggested by or to one skilled in the art. It is intended that the present disclosure encompass such changes and modifications as fall within the scope of the appended claims.
Claims

[Claim 1] A user equipment (UE) comprising:
a transceiver configured to:
receive information indicating a channel state information reference signal (CSI-RS) resource configuration, uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the uplink-related DCI; and
a processor operably connected to the transceiver, the processor configured to determine, in response to a CSI request included in the uplink-related DCI, an aperiodic CSI in reference to the CSI-RS; and wherein the transceiver is further configured to report the aperiodic CSI by transmitting the aperiodic CSI on an uplink channel.

[Claim 2] The UE of Claim 1, wherein the CSI-RS resource configuration does not include a subframe configuration that includes a periodicity and an offset and the CSI-RS resource configuration is associated with a CLASS B eMIMO-Type.

[Claim 3] The UE of Claim 1, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes only the selected CSI-RS resource.

[Claim 4] The UE of Claim 1, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes K CSI-RS resources where K is larger than one, and wherein N out of the K CSI-RS resources are selected for activation and the selection of the N out of the K CSI-RS resources is signaled as a part of a medium access control (MAC) control element (CE).

[Claim 5] The UE of Claim 4, wherein the selected CSI-RS resource is chosen from the N activated CSI-RS resources and indicated in the uplink-related DCI.

[Claim 6] A base station (BS) comprising:
a processor configured to:
generate configuration information to configure a user equipment (UE) with channel state information reference signal (CSI-RS) resource; and
a transceiver operably connected to the processor, the transceiver configured to:
transmit, to the UE, the CSI-RS resource configuration information, uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the
uplink-related DCI; and
receive, from the UE, an aperiodic CSI reporting on an uplink channel;
wherein the aperiodic CSI reporting is determined in response to a CSI request included in the uplink-related DCI and in reference to the CSI-RS.

[Claim 7] The BS of Claim 6, wherein the CSI-RS resource configuration information does not include a subframe configuration that includes a periodicity and an offset, and the CSI-RS resource configuration information is transmitted via higher-layer signaling and includes only the selected CSI-RS resource.

[Claim 8] The BS of Claim 6, wherein the CSI-RS resource configuration information is transmitted via higher-layer signaling and includes K CSI-RS resources where K is larger than one.

[Claim 9] The BS of Claim 8, wherein N out of the K CSI-RS resources are selected for activation and the selection of the N out of the K CSI-RS resources is signaled as a part of a medium access control (MAC) control element (CE), and wherein the selected CSI-RS resource is chosen from the N activated CSI-RS resources and indicated in the uplink-related DCI.

[Claim 10] A method for operating a user equipment (UE), the method comprising:
receiving, by the UE, information indicating a channel state information reference signal (CSI-RS) resource configuration, uplink-related downlink control information (DCI), and a CSI-RS associated with a selected CSI-RS resource in a same subframe as the uplink-related DCI;
in response to receipt of a CSI request included in the uplink-related DCI, determining, by the UE, an aperiodic CSI in reference to the CSI-RS; and
reporting the aperiodic CSI by transmitting the aperiodic CSI on an uplink channel.

[Claim 11] The method of Claim 10, wherein the CSI-RS resource configuration does not include a subframe configuration that includes a periodicity and an offset and the CSI-RS resource configuration is associated with a CLASS B eMIMO-Type.

[Claim 12] The method of Claim 10, wherein the information indicating the CSI-RS resource configuration is received via higher-layer signaling and includes only the selected CSI-RS resource.

[Claim 13] The method of Claim 10, wherein the information indicating the CSI-
RS resource configuration is received via higher-layer signaling and includes \( K \) CSI-RS resources where \( K \) is larger than one.

[Claim 14] The method of Claim 13, wherein \( N \) out of the \( K \) CSI-RS resources are selected for activation and the selection of the \( N \) out of the \( K \) CSI-RS resources is signaled as a part of a medium access control (MAC) control element (CE).

[Claim 15] The method of Claim 14, wherein the selected CSI-RS resource is chosen from the \( N \) activated CSI-RS resources and indicated in the uplink-related DCI.
eNB (re)configures Ap-CSI-RS resource to UE-k periodically via UL grant (containing Ap-CSI-RS resource config (Port0UL, ..., Port1(NPORT)) \( \sim 610 \)

- eNB requests A-CSI to UE-k via UL grant and transmits Ap-CSI-RS in a same subframe \( \sim 620 \)

- UE-k reads UL grant (containing Ap-CSI-RS resource config) \( \sim 630 \)

- UE-k reads UL grant (containing A-CSI request) and measures Ap-CSI-RS resource on subframe \( n \) \( \sim 640 \)

- UE-k reports A-CSI on subframe \( n+L \) \( \sim 650 \)
[Fig. 10]

Start

1. Receive CSI-RS resource configuration information, including \( K \geq 1 \) CSI-RS resources

2. Receive an UL-related DCI containing aperiodic CSI (A-CSI) request

3. Calculate A-CSI in reference to a CSI-RS in the same subframe as the UL-related DCI

4. Transmit A-CSI on an UL channel

End

[Fig. 11]

Start

1. Configure UE-\( k \) with \( K \geq 1 \) CSI-RS resources (included in CSI-RS resource configuration information)

2. Transmit an UL-related DCI containing A-CSI request to UE-\( k \) and, in a same subframe, a CSI-RS

3. Receive A-CSI reporting on an UL channel

End
A. CLASSIFICATION OF SUBJECT MATTER
H04B 7/06(2006.01)i, H04B 7/04(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
H04B 7/06; H04L 5/00; H04W 24/10; H04W 72/04; H04W 24/08; H04B 7/04

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & keywords: CSI-RS resource configuration, uplink-related DCI, CSI-RS, same subframe, CSI request, aperiodic CSI, report, CLASS B eMIMO-Type, K CSI-RS resources, activation, MAC CE

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2015-0162966 A1 (LG ELECTRONICS INC.) 11 June 2015 See paragraphs [0132]-[0172]; and figures 15-18.</td>
<td>1-3,6-8,10-13</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>4,5,9,14,15</td>
</tr>
<tr>
<td>Y</td>
<td>US 2014-0334325 A1 (TEXAS INSTRUMENTS INCORPORATED) 13 November 2014 See paragraph [0035]; and figure 4.</td>
<td>1-3,6-8,10-13</td>
</tr>
<tr>
<td>Y</td>
<td>SAMSUNG, 'Discussion on aperiodic CSI-RS resource configuration', R1-156784, 3GPP TSG RAN WG1 Meeting #83, Anaheim, USA, 6 November 2015 See sections 2, 3.</td>
<td>2,3,7,11,12</td>
</tr>
<tr>
<td>Y</td>
<td>US 2015-0350942 A1 (CHINA ACADEMY OF TELECOMMUNICATION TECHNOLOGY) 3 December 2015 See paragraphs [0074], [0075]; and figure 3.</td>
<td>8,13</td>
</tr>
<tr>
<td>A</td>
<td>ALCATEL-LUCENT et al., 'CSI Reporting for Class B FD-MIMO Schemes', R1-156718, 3GPP TSG RAN WG1 Meeting #83, Anaheim, US, 7 November 2015 See section 3.</td>
<td>1-15</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search 17 April 2017 (17.04.2017)
Date of mailing of the international search report 19 April 2017 (19.04.2017)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon, 35208, Republic of Korea
Facsimile No. +82-42-481-8578

Authorized officer
KANG, Hee Gok
Telephone No. +82-42-81-8264

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2015-0162966 Al</td>
<td>11/06/2015</td>
<td>CN 104365136 A</td>
<td>18/02/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104428998 A</td>
<td>18/03/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104604283 A</td>
<td>06/05/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2863679 Al</td>
<td>22/04/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2869478 Al</td>
<td>06/05/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2869478 A4</td>
<td>24/02/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2892275 Al</td>
<td>08/07/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2015-519855 A</td>
<td>09/07/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2016-226050 A</td>
<td>28/12/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2015-0035555 A</td>
<td>06/04/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2015-0051998 A</td>
<td>13/05/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2015-0078271 Al</td>
<td>19/03/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2015-0131568 Al</td>
<td>14/05/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2016-0150509 Al</td>
<td>26/05/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 9271283 B2</td>
<td>23/02/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013-187739 Al</td>
<td>19/12/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014-007512 Al</td>
<td>09/01/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014-035137 Al</td>
<td>06/03/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8761062 B2</td>
<td>24/06/2014</td>
</tr>
<tr>
<td>US 2015-0350942 Al</td>
<td>03/12/2015</td>
<td>CN 103974315 A</td>
<td>06/08/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2955955 Al</td>
<td>16/12/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2955955 A4</td>
<td>24/08/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 201433189 A</td>
<td>16/08/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 1516141 B</td>
<td>01/01/2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014-121690 Al</td>
<td>14/08/2014</td>
</tr>
</tbody>
</table>