ENCLOSURE FOR MULTI-FREQUENCY BAND SIGNAL BOOSTER SYSTEM

Applicant: Nextivity, Inc., San Diego, CA (US)

Inventors: Michiel Petrus Lotter, San Diego, CA (US); Jason Foster Cook, Laguna Niguel, CA (US)

Assignee: Nextivity, Inc., San Diego, CA (US)

Filed: Jan. 29, 2015

Loc. No.: 29/516,180

Filed Jan. 29, 2015

U.S. Cl.

Field of Classification Search

USPC .......................... D13/184

CPC ........................................ H01Q 1/42

See application file for complete search history.

References Cited

U.S. PATENT DOCUMENTS

5,844,529 A * 12/1998 Bell ....................... H01Q 1/42

D406,590 S * 3/1999 Heiligenstein ............... D14/230


D527,378 S * 8/2006 Raymond ...................... D14/230

D632,284 S * 2/2011 Takahashi ................... D14/230

Primary Examiner — Lakiya Rogers

Assistant Examiner — Harold E Blackwell, II

Attorney, Agent, or Firm — Mintz Levin Cohn Ferris Glovsky and Popeo, P.C.

CLAIM

The ornamental design for an enclosure for multi-frequency band signal booster system, as shown and described.

DESCRIPTION

FIG. 1 is a front elevational view of an enclosure for multi-frequency band signal booster system, showing the new design; FIG. 2 is a top plan view of the enclosure of FIG. 1; FIG. 3 is a bottom plan view of the enclosure of FIG. 1; FIG. 4 is a left elevational view of the enclosure of FIG. 1; FIG. 5 is a right elevational view of the enclosure of FIG. 1; FIG. 6 is a rear elevational view of the enclosure of FIG. 1; and, FIG. 7 is a top-left perspective view of the enclosure of FIG. 1.

The broken lines illustrate portions of the enclosure for multi-frequency band signal booster system which form no part of the claimed design.

1 Claim, 1 Drawing Sheet