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To all whon it invaly concern: 
Beitknown that I, JOHN MICHAEL GANDER, 

master plasterer, of the city of Toronto, in the 
county of York, in the Province of Ontario, 
Canada, have invented certain new and use 
ful Improvements in Self-Supporting Fire 
proof Coverings for Steel Beams in Building 
Construction, of which the following is a speci 
fication. 
My invention relates to improvements in 

self-supporting fireproof covering for steel. 
beams and columns in building construction; 
and the object of the invention is to design a 
self-supporting plaster or other covering of 
similar material which will effectually cover 
the beam or column and be absolutely secure 
from falling; and it consists, essentially, of 
making the covering in U-shaped lengths of 
plaster, with intermediate locking-pieces pro 
vided with teats designed to fit into corre 
sponding holes in the lengths, the parts being 
otherwise constructed and arranged in detail, 
as hereinafter more particularly explained. 

Figure I is a perspective view of a single 
beam provided with my improved covering 
of plaster, terra-cotta, or any other suitable 
material. Fig. 2 is a perspective view of a 
double beam, showing the construction of my 
improved covering applied to such beam. 
Fig. 3 is a sectional plan of Fig. 2. Fig. 4 is 
a detail of the intermediate locking-piece 
used for the form shown in Figs. 2 and 3. 

In the drawings like letters of reference in 
dicate corresponding parts in each figure. 
A is a single beam, (shown in Fig. 1) and B 

are the lengths made in the form of plaster, 
terra-cotta, or any other suitable composition. 
The lengths B are provided with inwardly 
extending lips b, which rest on the outer 
edges of the I-beams., 
C is an intermediate locking-piece, which is 

provided with a series of teats c, as indicated in 
dotted lines in Fig. 1, and corresponding to 
the teats shown in the drawings. The teats c 
are arranged on each side of the intermediate 
locking-piece and are designed to fit into cor 

the lengths B. 
In Fig. 2 Ishow doublebeams A", connected 

together by bolts d', and I make the covering 
in divided lengths B", connected together by 
an intermediate piece B, formed, preferably, 

B' of the length. The lips b are formed as 
heretofore and rest upon the outer edges of 
the bases of the I-beams. Holes b' are formed 
in the sides, as hereinbefore described, and 

with a half-dovetailed tongueb', fitting into 
a corresponding groove a, made in the sides 
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intermediate holes bare made in the central 
piece B°. The intermediatelocking-pieces C 
in this instance are provided with not only 
the side teats c, but also the central teats c' 
to fit into the corresponding holes bat the end 
of each intermediate length. The interme 
diate locking-piece C' is also in this instance 
formed with the teats c and c' at each side, as 
indicated in Fig. 3, so that they fit into the 
ends of the opposing lengths. 

Heretofore metal steel beams and columns 
have been covered with plaster in various 
ways, the plaster extending continuously from 
end to end of the beam. It has been found 
that after being up for some time the plaster 
would crack andfall down in large pieces. In 
my invention by making it in lengths, with 
the intermediate locking-pieces, there is no 
danger whatever of long breaks occurring, 
and should a short break occur it would be a 
very easy thing to take out one of the lengths 
and substitute another. In addition the 
lengths are absolutely securely held in posi 
tion and when calcimined over no joint is 
seen, and the appearances are perfect from 
end to end of the beam. In plastering also 
it has been customary to use wood furring be 
tween the plaster and the beam, and by my 
invention this of course is entirely dispensed 
with. In the form of my covering it will be 
noticed also that three air-spaces are pro 
vided, one at each side and one at the bottom, 
as indicated by the letters acac and y, (see 
Figs. 1 and 2,) and that a continual annular air-space is provided. 
What I claim as my invention is 
1. The combination with a steel beam, of a 

series of lengths substantially U-shaped in 
cross-section, interior longitudinal lips at 
tached to or forming part of the lengths and 
designed to rest on the lower edges of the 
beam and means for interlocking the ends of 
the lengths as and for the purpose specified. 

2. The combination with a steel beam, of a series of lengths substantially U-shaped in 
cross-section, interior longitudinal lips at 
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tached to or forming part of the lengths and 
designed to rest on the lower edges of the 
beam, holes in the ends of the lengths and an 
interlocking U-shaped piece situated be 
tween each two lengths and having teats de 
signed to fit into the holes in the ends of the 
lengths as and for the purpose specified. 

3. In combination the double beam, the 
covering sides of suitable material substan 
tially L-shaped, the interior lips forming part 
of the sides and resting on the outer edges of 
the double beam, the intermediate bottom 
length, means for connecting it to the sides, 
holes in the ends of the side pieces and inter 
mediate bottom pieces, and the U-shaped in 
terlocking pieces provided with teats at each 
side designed to fit into the holes of the abut 
ting length as and for the purpose specified. 

4. In combination the double beam, the 

covering sides of suitable material substan 
tially L-shaped, the interior lips forming part 
of the sides and resting on the outer edges of 
the double beam, the half-dovetailed groove 
in the inner edges of the side pieces, the in 
termediate bottom length and the half-dove 
tailed tongue designed to fit into the corre 
sponding grooves in the inner bottom edges 
of the side piece, holes in the ends of the side 
pieces and intermediate bottom piece and the 
interlocking pieces provided with teats at 
each side designed to fit into the holes of 
the abutting length as and for the purpose 
specified. 

JOHN MICHAEL GANDER. 

Witnesses: 
B. BOYD, 
H. DENNISON. 
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