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Description

[0001] The invention relates to a jetting device com-
prising:

- a fluid chamber connected to a nozzle and containing
a fluid to be jetted and an electrically conductive me-
dium;

- a magnetic field source arranged to create a mag-
netic field in the electrically conductive medium;

- a pair of electrodes contacting the electrically con-
ductive medium; and

- a controller arranged to control a flow of an electric
current through the electrodes and the electrically
conductive medium.

[0002] WO 2010/063576 A1 discloses a jetting device
of this type which is used for jetting molten metal such
as copper, silver, gold, and the like. In this case, the elec-
trically conductive medium is identical with the fluid to be
jetted. The magnetic field source creates a magnetic field
that extends at right angles to a flow direction of the fluid
when the fluid flows to the nozzle. The electrodes are
arranged to create an electric current that is normal to
both the magnetic field and the flow direction of the fluid.
As a consequence, the electrically conductive fluid is sub-
ject to a Lorentz force that accelerates the fluid towards
the nozzle, so that, when the electric current is applied
in the form of a pulse sequence, droplets of the molten
metal are jetted out from the nozzle.
[0003] WO 2012/059322 A1 discloses an example
where the fluid to be jetted is not electrically conductive.
In that case, the fluid chamber contains two different flu-
ids, one being the electrically conductive medium and
the other one being the fluid to be jetted. The Lorentz
force acts upon the electrically conductive medium and
creates a pressure wave in that medium. The fluid to be
jetted is in contact with the electrically conductive medi-
um, so that the pressure wave propagates into the fluid
to be jetted and causes the same to be jetted out from
the nozzle.
[0004] When the fluid to be jetted is a molten metal,
impurities may be present. These impurities may segre-
gate from the molten, even if the impurities are present
in only very small amounts. The impurities segregated
from the molten metal may solidify in the nozzle, so that
the nozzle tends to be clogged or at least to be obstructed
so that the droplets are not formed and expelled as de-
sired.
[0005] WO 2014/111213 A2 discloses a soldering noz-
zle wherein a sonode is immersed into the molten solder
for creating an ultrasonic wave for removing impurities
from the nozzle.
[0006] WO 2013/050250 A1 discloses a jetting device
of the type described in the opening paragraph, wherein
the electric current is modulated to form an alternating
sequence of jetting pulses and maintenance pulses. The
maintenance pulses have a similar duration as the jetting

pulses but have a lower or preferably even negative am-
plitude and serve for agitating the fluid so as to improve
the jetting stability.
[0007] It is an object of the invention to provide a jetting
device that has a simple construction and is capable of
keeping the fluid and the nozzle in a condition ready to
operate during time periods where no droplets are jetted
out.
[0008] In order to achieve this object, the pair of elec-
trodes is configured to constitute a sonode for generating
an ultrasonic acoustic wave in the electrically conductive
medium, and the controller is arranged to activate the
sonode during a time at which the jetting devices does
not perform a jetting operation.
[0009] The ultrasonic wave created by the sonode
keeps the fluid agitated and keeps any impurities that
might be contained in the fluid in a finely dispersed state,
so that the nozzle is prevented from becoming clogged
and/or from reaching a condition in which the droplet gen-
eration and jetting behaviour is degraded, even when the
jetting device is not operating for a period of time that
may be significantly larger than the droplet generation
period.
[0010] As the sonode is constituted by one or both of
the electrodes which are needed anyway for creating the
electric current, the device can have a simple construc-
tion, and the fluid to be jetted does not have to come into
contact with any other materials than the electrodes and
the walls of the fluid chamber.
[0011] More specific optional features of the invention
are indicated in the dependent claims.
[0012] The frequency of the ultrasonic wave will nor-
mally be significantly higher than the jetting frequency of
the device. For example, whereas the droplets are gen-
erated at a frequency of 500 to 2000 Hz, the frequency
of the ultrasonic wave may be in the order of magnitude
of several MHz, so that the ultrasonic frequency will be
at least ten times, preferably at least 100 times and more
preferably at least 1000 times larger than the jetting fre-
quency.
[0013] The ultrasonic wave will be generated in partic-
ular in those time periods in which no jetting pulses are
generated. Optionally, however, short ultrasonic pulses
may also be applied in the gaps between the jetting puls-
es. On the other hand, when the ultrasonic wave is
switched off shortly before and during the jetting pulses,
any interference of the jetting pulses with the ultrasonic
wave can be avoided.
[0014] In one embodiment, at least one of the elec-
trodes is mechanically connected to or incorporates a
vibrator, e.g. an electromechanical transducer for gen-
erating the ultrasonic wave. As the electrodes are ar-
ranged to contact the fluid to be jetted in the vicinity of
the nozzle, the ultrasonic wave will readily propagate into
the fluid and also into the fluid volume that fills the nozzle.
[0015] Optionally, an acoustic insulator, e.g. in the form
of an elastic material, may be provided around the elec-
trode that constitutes the sonode, in order to reduce the
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leakage of acoustic energy into the walls of the fluid
chamber. For example, the acoustic insulator may be
formed by leaving a narrow gap between the electrode
and the walls of a passage through which the electrode
enters into the fluid chamber, the width of the gap being
so small, however, that capillary forces prevent the fluid
from leaking out.
[0016] In another embodiment, the Lorentz force cre-
ated by the magnetic field and the electric current may
also be utilized for exciting the supersonic wave, in which
case the sonode is formed by both electrodes and the
volume of the electrically conductive medium through
which the current flows. In that case, a mechanical or
electro-mechanical transducer or vibrator may be dis-
pensed with, and it is sufficient to provide a high-frequen-
cy electric oscillator which may be incorporated in the
controller and is capable of creating a high-frequency
current flowing through the electrodes and the medium.
This high-frequency current may be an alternating cur-
rent or a superposition of an alternating current and a
direct current.
[0017] Preferably, the amplitude of the ultrasonic wave
is controlled such that it does not cause the fluid to leak
out through the nozzle.
[0018] Embodiment examples will now be described
in conjunction with the drawings, wherein:

Fig. 1 is a schematic cross-sectional view of a jetting
device according to an embodiment of the in-
vention;

Fig. 2 shows an enlarged detail of Fig. 1; and
Fig. 3 is a schematic cross-sectional view of a jetting

device according to a modified embodiment.

[0019] The jetting device shown in Fig. 1 has a fluid
chamber body 10 defining a fluid chamber 12 that is sur-
rounded by a thermally insulating wall 14. The fluid cham-
ber 12 contains a fluid 16 which, in this example, is a
molten metal such as copper, silver or gold. Thus, in this
example, the fluid 16 is electrically conductive and con-
stitutes an electrically conductive medium. The molten
metal is kept at a temperature above its melting point by
means of a well-known inductive heating, for example,
which has not been shown here.
[0020] The fluid chamber 12 is shaped as a funnel that
tapers towards a vertical passage 18 that ends in a nozzle
20 at the bottom end.
[0021] A magnetic field source 22 is formed by two
permanently magnetized ferromagnetic bodies which are
disposed before and behind the passage 18 in Fig. 1, so
that only one of the two ferromagnetic bodies is visible
in Fig. 1. It will be noted that the magnetic field source
22 is disposed outside of the thermally insulating wall 14
so that the temperature of the ferromagnetic bodies can
be kept below the Curie point. The magnetic field source
22 creates a magnetic field that passes through the me-
dium in the passage 18 in a direction y normal to the
plane of the drawing in Fig. 1 and, consequently, normal

to a direction z in which the fluid 16 can flow towards the
nozzle 20.
[0022] A cross-passage 24 passes through the part of
the wall 14 that delimits the vertical passage 18 in a di-
rection x normal to the directions y and z and crosses
the passage 18. Both ends of the cross-passage 24 are
plugged by a respective electrode 26, 28 which is elec-
trically connected to a controller 30. Since the fluid 16 is
electrically conductive and the tip ends of the electrodes
26, 28 are in contact with this medium, an electric current
can be caused to flow through the fluid 16 in the direction
x. As a consequence, the electrically charged ions and
electrons that constitute the medium 16 and the move-
ment of which constitutes the electric current are subject
to a Lorentz force that is normal to the direction x of the
current and also normal to the direction y of the magnetic
field, so that, by creating a current pulse with suitable
polarity under the control of the controller 30, the medium
16 can be caused to flow in the direction z, i.e. in the
direction of the nozzle 20, so that a droplet of the fluid
will be jetted out.
[0023] The distal end of the electrode 28 is mechani-
cally connected to a vibrator 32, e.g. an electro-mechan-
ical transducer which is controlled by the controller 30
and capable of generating an acoustic wave with a fre-
quency in the order of magnitude of several MHz. The
vibrator 32 will be activated in particular in those periods,
in which the jetting device is not operating and the con-
troller 30 does not produce any jetting pulses, but the
molten metal is still held in the fluid chamber 12, so that
the jetting operation may be resumed at any time. The
ultrasonic acoustic wave generated by the vibrator 32
will propagate towards the tip end of the electrode 28 and
then into the fluid 16, so that the entire volume of the fluid
16 in the fluid chamber 12 and, in particular, in the pas-
sage 18 and the nozzle 20 will be agitated. The ultrasonic
wave will be reflected at the opposite electrode 26 and
at the wall 14 of the fluid chamber, so that a sort of three-
dimensional standing wave pattern will be excited in the
fluid. The sonic speed in the molten metal will be in the
order of magnitude of 3000 or 3500 m/s, for example, so
that the wavelength of the ultrasonic wave will be in the
order of magnitude of 0.5 mm, typically a bit larger then
but still in the same order of magnitude as the diameter
of the nozzle 20. The amplitude (acoustic pressure) of
the supersonic wave may be in the order of magnitude
of 108 Pa, for example. This agitation of the fluid 16 will
hold any contaminants that might be contained in the
fluid in a finely dispersed state and will in particular pre-
vent such contaminants from segregating in the nozzle
20. In this way, the nozzle will be kept free and unob-
structed, so that the jetting stability is maintained even
in periods in which the operation of the jetting device is
paused.
[0024] Fig. 2 is an enlarged detail of Fig. 1 showing
that the electrode 28 that serves as a sonode is separated
from the peripheral wall of the cross-passage 24 by an
annular gap that serves as an acoustic insulator 34 for

3 4 



EP 3 210 779 B1

4

5

10

15

20

25

30

35

40

45

50

55

suppressing leakage of the supersonic wave into the wall
14 of the fluid chamber.
[0025] In order to assure intimate contact between the
electrode 28 and the fluid 16, the tip end of the electrode
28 has a coating 36 that is readily wetted by the fluid 16.
On the other hand, the adjacent part of the peripheral
wall of the electrode 28 has an anti-wetting coating 38
assuring that capillary forces prevent the fluid 16 from
leaking out through the gap forming the acoustic insulator
34.
[0026] Fig. 3 illustrates a modified embodiment in
which the electrode 28 is not provided with a vibrator.
Instead, this electrode is connected to an electronic os-
cillator 40 which generates an oscillating current with the
desired frequency of the ultrasonic wave, e.g. 5 MHz.
[0027] The controller 30 is connected to the electrode
28 for applying the jetting pulses when the jetting device
is operating, whereas the other electrode 26 is grounded.
The controller 30 also controls the oscillator 40 so that
the oscillating current is generated when the jetting de-
vice is not operating. A capacitor 42 shields the oscillator
40 from the low-frequency jetting pulses.
[0028] In this embodiment, the Lorentz force created
by the oscillating current of the oscillator 40 in co-oper-
ation with the magnetic field serves to excite the ultra-
sonic wave directly in the fluid 16.

Claims

1. A jetting device comprising:

- a fluid chamber (12) connected to a nozzle (20)
and containing a fluid (16) to be jetted, and an
electrically conductive medium;
- a magnetic field source (22) arranged to create
a magnetic field in the electrically conductive
medium;
- a pair of electrodes (26, 28) contacting the elec-
trically conductive medium; and
- a controller (30) arranged to control a flow of
an electric current through the electrodes (26,
28) and the electrically conductive medium,

characterized in that the pair of electrodes (26, 28)
is configured to constitute a sonode for generating
an ultrasonic acoustic wave in the electrically con-
ductive medium, and the controller (30) is arranged
to activate the sonode during a time at which the
jetting device does not perform a jetting operation.

2. The jetting device according to claim 1, wherein the
controller (30) is arranged to generate jetting pulses
which have a certain jetting frequency, and the ul-
trasonic acoustic wave has a frequency that is at
least ten times higher than the jetting frequency.

3. The jetting device according to claim 2, wherein the

ultrasonic acoustic wave has a frequency of at least
500 kHz.

4. The jetting device according to any of the preceding
claims, wherein at least one (28) of the electrodes
is mechanically connected to or has incorporated a
vibrator (32) for forming the sonode.

5. The jetting device according to claim 4, wherein the
electrode (28) that is associated with the vibrator (32)
passes through a wall (14) of the fluid chamber (12)
and is separated from that wall (14) by an acoustic
insulator (34).

6. The jetting device according to claim 5, wherein the
insulator (34) is formed by an annular gap surround-
ing the part of the electrode (28) that passes through
the wall (14) of the fluid chamber (12), and a periph-
eral surface of that part of the electrode (28) has a
surface that is non-wetting in relation to the fluid (16).

7. The jetting device according to claim 5 or 6, wherein
the electrode (28) that is associated with the vibrator
(32) has a tip that is in contact with the fluid (16) and
is adapted to be wetted by that fluid.

8. The jetting device according to any of the claims 1
to 3, wherein an electronic oscillator (40) is provided
for passing an oscillating current through the elec-
trodes (26, 28), and the sonode is formed by both
electrodes and a part of the electrically conductive
medium through which the oscillating current flows.

Patentansprüche

1. Strahlvorrichtung mit:

- einer Fluidkammer (12), die mit einer Düse (20)
verbunden ist und ein auszustoßendes Fluid
(16) und ein elektrisch leitfähiges Medium ent-
hält;
- einer Magnetfeldquelle (22), die dazu einge-
richtet ist, ein Magnetfeld in dem elektrisch leit-
fähigen Medium zu erzeugen;
- zwei Elektroden (26, 28), die das elektrisch leit-
fähige Medium kontaktieren; und
- einer Steuereinrichtung (30), die dazu ausge-
bildet ist, den Fluss eines elektrischen Stromes
durch die Elektroden (26, 28) und das elektrisch
leitfähige Medium zu steuern,

dadurch gekennzeichnet, dass die beiden Elek-
troden (26, 28) dazu konfiguriert sind, eine Sonode
zur Erzeugung einer Ultraschallwelle in dem elek-
trisch leitfähigen Medium zu bilden, und die Steuer-
einrichtung (30) dazu ausgebildet ist, die Sonode
während einer Zeit zu aktivieren, zu der die Strahl-
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vorrichtung keine Strahloperation ausführt.

2. Strahlvorrichtung nach Anspruch 1, bei der die Steu-
ereinrichtung (30) dazu ausgebildet ist, Ausstoßim-
pulse zu erzeugen, die eine bestimmte Ausstoßfre-
quenz haben, und die Ultraschallwelle eine Fre-
quenz hat, die wenigstens um das 10-fache höher
ist als die Ausstoßfrequenz.

3. Strahlvorrichtung nach Anspruch 2, bei der die Ul-
traschallwelle eine Frequenz von wenigstens 500
kHz hat.

4. Strahlvorrichtung nach einem der vorstehenden An-
sprüche, bei der wenigstens eine (28) der Elektroden
mechanisch mit einem Vibrator (32) zur Bildung der
Sonode verbunden ist oder der Vibrator in die Elek-
trode integriert ist.

5. Strahlvorrichtung nach Anspruch 4, bei der die Elek-
trode (28), die zu dem Vibrator (32) gehört, durch
eine Wand (14) der Fluidkammer (12) hindurchgeht
und von dieser Wand durch einen akustischen Iso-
lator (34) getrennt ist.

6. Strahlvorrichtung nach Anspruch 5, bei der der Iso-
lator (34) durch einen ringförmigen Spalt gebildet
wird, der den Teil der Elektrode (28) umgibt, der
durch die Wand (14) der Fluidkammer (12) hindurch-
geht, und eine Umfangsfläche dieses Teils der Elek-
trode eine Oberfläche hat, die in Bezug auf das Fluid
(16) nicht benetzend ist.

7. Strahlvorrichtung nach Anspruch 5 oder 6, bei der
die Elektrode (28), die zu dem Vibrator (32) gehört,
eine Spitze hat, die mit dem Fluid (16) in Kontakt
steht und dazu ausgebildet ist, durch dieses Fluid
benetzt zu werden.

8. Strahlvorrichtung nach einem der Ansprüche 1 bis
3, bei der ein elektronischer Oszillator (40) dazu vor-
gesehen ist, einen oszillierenden Strom durch die
Elektroden (26, 28) zu leiten, und die Sonode durch
die beiden Elektroden und einen Teil des elektrisch
leitfähigen Mediums gebildet wird, durch welchen
der oszillierende Strom fließt.

Revendications

1. Dispositif de jet comprenant :

- une chambre de fluide (12) reliée à une buse
(20) et contenant un fluide (16) à injecter, et un
milieu électriquement conducteur ;
- une source de champ magnétique (22) agen-
cée pour créer un champ magnétique dans le
milieu électriquement conducteur ;

- une paire d’électrodes (26, 28) contactant le
milieu électriquement conducteur ; et
- un dispositif de commande (30) agencé pour
commander un flux d’un courant électrique à tra-
vers les électrodes (26, 28) et le milieu électri-
quement conducteur,

caractérisé en ce que la paire d’électrodes (26, 28)
est configurée pour constituer un sonode pour gé-
nérer une onde acoustique ultrasonore dans le mi-
lieu électriquement conducteur, et le dispositif de
commande (30) est agencé pour activer le sonode
pendant une période pendant laquelle le dispositif
de jet ne réalise pas d’opération de jet.

2. Dispositif de jet selon la revendication 1, dans lequel
le dispositif de commande (30) est agencé pour gé-
nérer des impulsions de jet qui ont une certaine fré-
quence de jet, et l’onde acoustique ultrasonore a une
fréquence qui est au moins dix fois supérieure à la
fréquence de jet.

3. Dispositif de jet selon la revendication 2, dans lequel
l’onde acoustique ultrasonore a une fréquence d’au
moins 500 kHz.

4. Dispositif de réfrigération selon l’une quelconque
des revendications précédentes, dans lequel au
moins une (28) des électrodes est reliée mécanique-
ment à ou intègre un vibreur (32) pour former le so-
node.

5. Dispositif de jet selon la revendication 4, dans lequel
l’électrode (28) qui est associée au vibreur (32) pas-
se à travers une paroi (14) de la chambre de fluide
(12) et est séparée de cette paroi (14) par un isolant
acoustique (34).

6. Dispositif de jet selon la revendication 5, dans lequel
l’isolant (34) est formé par un espace annulaire en-
tourant la partie de l’électrode (28) qui passe à tra-
vers la paroi (14) de la chambre de fluide (12), et
une surface périphérique de cette partie de l’électro-
de (28) a une surface qui est non mouillante par rap-
port au fluide (16).

7. Dispositif de jet selon la revendication 5 ou 6, dans
lequel l’électrode (28) qui est associée au vibreur
(32) a une pointe qui est en contact avec le fluide
(16) et est adaptée pour être mouillée par ce fluide.

8. Dispositif de jet selon l’une quelconque des reven-
dications 1 à 3, dans lequel un oscillateur électroni-
que (40) est prévu pour faire passer un courant os-
cillant à travers les électrodes (26, 28), et le sonode
est formé par les deux électrodes et une partie du
milieu électriquement conducteur à travers lequel le
courant oscillant s’écoule.
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